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To all whom it ?dy concern: i. 
Beit, known that I, WILLIAM. P. EDEWITT, 

a citizen of the United States, résiding at 
Somerville, in the county of Middlesex and 

5 State of Massachusetts, have invented new 
and useful Improvements in Fountain-Pen 
Caps, of which the following is a specifica 
tion. a . . . 

This invention relates particularly to the 
10 cap of a fountain pen. · ····· 

One object of the invention is to providé 
a fountain pen' cap which? c?n be maid? cheap-º ; 
ly and accurately by Špe?iál máªchines con 
structed for the purpose and which will 

15 cause the parts to be accurately and rigidly 
secured together when the cap is screwed on 
to the casing. 
The invention contemplates, together With 

other advantageous éonstruction, making the 
20 cap in three parts comprising an inner shell. 

an outer shell and an intermédiate shell, the 
inner shell having preferably formed there 
on an annular flange adapted to engage the 
front end of the pen section, while the inter 

25 mediate section comprises a screwthreaded 
portion intermediate two cylindrical bore 
portions and adapted to engage a Screw 
threaded portion on the casing or barrel of 
the pen. 

30 

secured by the construction hereinbefore set 
for this that the inner shell, which is entirely 
surrounded by the outer shell, and also the 
intermediate shell of the cap, may be made 

35 of some cheap' metal that will resist the cor 
rosive action of ink, while the outer shell 
which is made for ornament, can be con 
structed of expensive metal, such as gold Or. 
silver, the result attained being more pract 

40 ticable than if the whole cap were made of 
gold or silver. . . 
The invention consists in the innproved 

fountain pen cap, set forth in the following 
specification and particularly pointed out in 

45 the claims thereof. ... 
Referring to the drawings: ?? : ?? ? ? ? 
Figure 1 is a longituidinal sectional eleva 

tion of my improved fountain pen casing 
and cap. 

Another object of the invention, which is 

shell 19, both of these shells bein 

Fig. 2 is a longitudinal sectional eleva: 50 
tioh of a cap, constructed in accordance with 
my invention. . . . . . . . . . . . . . 
- Fig. 3 is, a longitudinál se?tiö'nai élevattioh : 
of a modified form of cap. 
Fig.4 is a séctional elevation of still, áfr : 55 

other modified form of cap. . . . . . . . . 
Fig. 5 is a front elevation of a pen casing: 

constructed in accordaihee with my inventio 
prior to the screw thread having been 
formed thèreon. ? * : - 60 

Fig. 6 is a front elevation of the front ed. . 
portión of a, þên cásing, cô?stricted ilih á? 
cordance withiny invention. . . . . . Fig. 7 is a front elevation of a capinnér. shell such as illustrated in Fig.2 in section, 65 
but with the screw thread ohitted therefroi 
illustrating the forñ! of the inhérº shël pïtior 
to the foll'imattiön óf thë screw threád, the?éo?. Like numérals référ to like pä?š Ehrôügh 
out the several views of the drawings. 

Fr the drawings, réferring to Figs. 1 aid 
2, 10 is a casing for a fountain pen embody 
ing a po?ition of my inventio? and 11 is å 
c?p therefor. The ??sing 10 ?mbodi?s a ?y 
clindrical front end portion 12, a cylindrial 75 
body portion 13 and a' frustro-conical pör. 
tion extending from line A to the line Bald connecting the two cylindrical portions 12. 
and 13 to each other. Th? cyliñ?rical p?f-º 
tion 12 is óf smaller diameter than thécy- 80 
lindrical pórtion 13. 
The cylindical portion 12 is provided 

with a screw-thread 14 as seen in Fig. 1', 
said casing also being preferably tapered 
from the line C to the rear end thereof. 
pen section 15 has a forced fit at the real end 
16 thereof in the front screw-threaded end 
of the casing 10, and said pen section has an 
ink sack 17 attached to its rear end. . . . . 

Referring to Fig. 2, it will be seen that 90 
an inner shell 18 is surrounded by añ döuter 

tub?ilãº,?: 
the inner shell having an annular inwardly 
projecting flange 20 thereon adapted t? abut 
against the front outer edge 21 of the pen 95 
section 15. -- m ; : 

The shell 18 has a cylindrical front end 
portion 22 and a cylindrical intermediate 
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2. 
portion 23, both of these portions having a 
smooth bore and between the portions 22 
and 23 the shell 18 is provided with a de 
pressed annular portion 24, see Fig. 7, Which 
is screw-threaded at 25 as illustrated in 
Fig. 2. The rear end of the outer shell 19 
is closed by providin 
which engages and holds in position a disc 
27. The outer shell is preferably formed of 
precious metal, while the inner shell is 
formed of a cheaper, harder and more dura 
ble metal. . It will be noted that the annular 

provided with an inclined face flange. 20 is 
28 which constitutes a seat and when the 
parts are assembled as shown in Fig. 1, this 
seat bears against the outer edge of the front 
end of the pen section 15, forming a line 
contact therewith, thus entirely enclosing 
and providing an air tight chamber 29 in 
the cap 11 to receive a pen 30. 
The particular class of fountain pen 

shown in Fig. 1 is of that character in which 
an ink sack 17 is provided which is oper 
ated to feed the ink thereinto by any suitable 
means such as a lever 31. It will be seen that 
the outer diameter of the cap 11 is prac 
tically the same as the outer diameter of the 
casing 10. : 
In Fig. 3 a modified form of cap is illus 

trated in which there is embodied an outer 
shell32, an inner shell 33 and an interme 
diate shell 34. In this form of my in 
tion the intermediate shell 34 is substan 
tially the same as the inner shell 23, but 
the annular flange 20 is omitted therefrom 
and is replaced by means of an annular 
flange 35 on the front end of the shell 33, 
otherwise the cap is the same, as the cap 
illustrated in Fig. 2 and the functions per 
formed are the same, except that the flange 
35 performs the function of the flange 20 
in Fig. 2. 
In Fig. 4 a modified form of the cap is 

illustrated in which there is an outer shell 
36, an inner shell 37 and an intermediate 
shell 38. The inner shell 37 has an annular 
flange 39 upon its front end formed in a 
different manner than in the inner shell 33 
illustrated in Fig. 3, that is, in Fig. 4 the 
flange 39 is formed by turning the same out 
war?iy while in Fig. 3 the flange 35 is 
formed by turning the flange in Wardly. The 
operation of and the function performed by 
the different parts of the cap 36 are; how 
ever, the same as in the form of my inven 
tion illustrated in Fig. 3. 
In Fig. 6 a portion of the casing is illus 

trated in its finished form, that is, with the 
screw thread 14 formed on the front cylin 
drical end thereof. 

In Fig. 7 the form of the inner shell illus 
trated in its finished shape in Fig. 2 is ill 
lustrated for the purpose of illustrating the 
depressed annular portion 24 located be 
tween the two cylindrical smooth bored por 

a flange 26 theleon 

inven 
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tions 22 and 23 and illustrating the appear 
ance of the inner shell, Fig. 2 before the 
screw thread 25 is formed thereon. - 
The manner of using the device hereinbe 

fore described is the same as in other foun 
tain pens, that is, the cap is screwed on to 

70 

the front end of the casing when the pen 
is not in use and unscrewed therefrom and 
placed upon 

lSe 

I claim: . . . 

the rear end of the casing when 
· · 75 

1. A metal cap for a fountain pen having, . . 
in combination, an inner metal tubular 
shell having an interior screw thread for 
a portion of its length only and a smooth 
bore in front and at the rear of said screw 
threaded portion and an outer tubular metal 
shell enclosing said inner shell and having 
a straight bore projecting for a substantial 
?????????nce beyond the open end of said inner 
Sel. 

2. A metal cap for a fountain pen having, 
in combination, an inner metal tubular sh??? 
having an interior Screw thread for a por 
tion of its length only and a smooth bore 
in front and at the rear of Said screw-thread 
ed portion and an outer tubular metal shell 
enclosing said inner shell and having a 
straight bore projecting for a substantial 
distance beyond the open end of said inner 
shell, one of said shells constituting a cap. 

3. A metal cap for a fountain pen having, 
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in combination, an inner metal tubular shell 
having an annular depressed portion be 
tween its ends with an interior screw thread. 
thereon and a smooth bore in front of said 
screw-threaded portion and at the rear of 

00 

said Screw-threaded portion and an outer 
tubular metal shell enclosing said inner shell 
and having a straight bore projecting for a 
substantial distance beyond the open end of 
said inner shell. 

4. A metal cap for a fountain pen having, 
in combination, an inner metal tubular ? 
an intermediate metal tubular shell enclos 
ing said inner metal shell and projecting be 
yond the front end thereof and having an in 
terior screw thread for a portion of its 
length only and an outer tubular metal shell 
enclosing said intermediate and inner shells 
and having a straight bore projecting for 
a Substantial distance beyond the open end 
of said intermediate shell. 

5. A metal cap for a fountain pen having, 
in combination, an inner metal tubular shell 
terminating at its front end in an annular 
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flange, an intermediate tubular metal shell 
enclosing said inner metal shell and project 
ing beyond the front end thereof and having 
an interior screw thread for a portion of its 
length only and an outer tubular metal shell 
enclosing said inner and intermediate shells 
and having a straight bore projecting for 
a substantial distance beyond the open end 
of said intermediate shell. 
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6. A metal cap for a fountain pen having, 

in combination, an inner metal tubular shell 
with an annular flange on the front end 
thereof, an intermediate tubular metal shell 
enclosing said inner shell and projecting 
beyond the front end thereof and having an 
interior screw thread for a portion of its 
length only and a smooth bore in front of 
and at the rear of said Screw-threaded por 

8 

tion and an outer tubular metal shell en- 10 
closing said inner shell and intermediate 
shell and having a straight bore projecting 
for a substantial distance beyond the open. 
end of said intermediate shell. . . . . 
... In testimony whereof I have hereunto set 15 
my hand. 

WILLIAM P. DE WITT. 


