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To all chom it may concern: 
Be it known that we, FREDERICK PIETZ 

and JoHN Co.LETTI, citizens of the United 
States, residing at Saginaw, in the county 
of Saginaw and State of Michigan, have in 
vented new and useful improvements in 
Forceps, of which the following is a speci 
fication. 
This invention relates to surgical appa 

ratus, particularly to forceps designed pri 
marily for use as a hemostat, the device be 
ing of such construction as to have a novel 
spring pressed pivot point which will op 
erate positively to prevent any looseness of 
the jaws even after long continued use. 
An additional object is the provision of a 

device of this character in which the handle 
members are provided with novel automati 
cally operating locking means for holding 
the jaws clamped tightly wherever the de 
vice is used. 

It is well known that forceps of this type 
are used by surgeons in closing blood vessels 
for preventing bleeding while operations 
are being performed. 

It is also well known that after long use 
the ordinary forceps or hemostat becomes 
loose at the joint so that the handles have 
a certain degree of relative play which per 
mit the jaws to relax their grip upon the 
vein or artery. 

It is with these defects in view that Yve 
have designed the present device which is 
free from these objections and which is 
moreover capable ofuse not Only as a hemo 
stat but also for holding sponges, gauZe or 
in fact any other article or material used in 
surgery and in other arts. 
An additional object is the provision of 

a device of this character which will be sim 
ple and inexpensive in construction, effi 
cient and durable in use and a general im 
provement in the art. 
With the above and other objects and ad 

vantages in view, the invention consists in 
the details of construction to be hereinafter 
more fully described and claimed and illus 
trated in the accompanying drawings, in 
which ; 
Figure 1 is an, elevation of the device, 
Figure 2 is a side view, 
Figure 3 is a detail longitudinal section through the pivot point, 
Figure 4 is a cross section therethrough 

and 

. Figure 5 is a detail section showing the locking means. 
. Referring more particularly to the draw 
ings We have shown our device as compris 
ing a pair of similar members 10 which are 
pivoted in crossed relation as indicated at 
11 and which have one end terminating in 
loops 12 constituting finger grips and their 
other ends terminating in jaws 13 which 
may be straight or which may be curvedas 
shown in the drawings. 
One of the essential features of the device 

is the provision of a recess 14 which is 
formed in one of the members 10 and which 
extends longitudinally thereof. Located 
within this recessis abowed leaf spring 15 
through which passes a reduced extension 
16 on the pivot 11, the extremity of the ex 
tension being subsequently upset to provide 
retaining means. The locking means con 
sists of a pair of extensions 17 which are 
formed on the finger loops 12 and which 
extend toward each otherin Overlapping re 
lation as shown. Carried by One extension 
17is a keeper 18 which is formed as a rivet 
passed through the extension and having 
One end upset as shown at 19 and the upper 
end formed as an en larged head havingan 
inclined face 20 and a shoulder 21. The 
other extension 17is formed with a series 
of holes 22 within any one of which the 
keeper 18 may engage and one edge of each 
hole is preferably slightly beveled as indi 
cated at 23. 
The above described forceps are used in 

exactly the same manner as those of the 
well known type and it will be observed that 
When the handles or finger grips are drawn 
together to exert the clamping action by the 
jaws 13 the keeper 18 will ride over the ex 
tension 17 formed with the holes 22, the 
keeper engaging within one of the holes 
with its shoulder 21 abuttingly engaging 
against the unbeveled face of the hole so 
that opening of the jaws will be positively 
prevented. It is to be noted that the bowed 
leaf Spring 15 associated with the pivot pin 
11 always operates to maintain a tight joint 
and prevent any looseness whatever which 
might result from long continued use. 
From the foregoing description and a 

study of the drawings it will be apparent 
that we have thus provided a simply con 
structed and consequently inexpensive in 
strument which is highly advantageous for 

60 

65 

70 

75 

80 

85 

90 

95 

100 

105 



5 

} {} 

2 

use as a hemostat inasmuch as slipping will 
be positively prevented by virtue of the 
peculiar pivotal connection and the novel 
automatic locking means. 
While we have shown and described the 

preferred embodiment of the invention, it 
is of course to be understood that Yve re 
serve the right to make such changes in the 
form, construction and arrangement 
the invention or the scope of the subjoined 
claim. . . 
We claim : 
In forceps including a pair of handle 

members pivoted in cross relation, said han 
dle members terminating at one end in fin 

of 
parts as will not depart from the spirit of 
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ger grips and at their other ends in active 
jaws, lugs formed integrally upon the han 
dle members near the finger grip equipped 
ends thereof and extending toward each 
other, one lug being formed with a plurality 
Of openings extending therethrough and 
the other carrying a rivet havino a project 
ing portion adapted to be engaged withina 
Selected one of said openings, said project 
ing portion having a beveled surface and 
Square retaining shoulder. 

In testimony whereof we affix our sig 
natures. V • ... » " 

FREDERICK PIETZ. 
JOHN COLETTI. 
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