Combining binding medium, granular material, and polymer to form a mixture

Embedding a metal reinforcing member within the mixture

Curing the mixture to form a rigid composite

FIG. 2
CORROSION-RESISTANT METAL-REINFORCED COMPOSITES

BACKGROUND

Field

[0001] The present application relates to metal-reinforced composites, such as metal-reinforced concrete, that can exhibit improved resistance to corrosion.

Description

[0002] In recent years, there has been a growing demand to improve the durability of concrete structures in the fields of civil engineering or construction. Concrete structures in coastal areas are particularly vulnerable to deterioration caused by salt damage. Specifically, chloride ions can neutralize a concrete material, which causes embrittlement and cracking. The chlorine ions may eventually reach internal reinforcing bars and erode passive films on the reinforcing bars. This can cause the reinforcing bars to corrode and the concrete structure may ultimately fail.

[0003] Methods to control such salt damage include application of protective coatings, such as zinc or chromium, to the surface of reinforcing bars to enhance their corrosion resistance. Another approach is to make the concrete structure itself resistant to the penetration of chloride ions. For example, one technique includes reducing the water-cement ratio in concrete to impart greater resistance to chlorine penetration. This simple approach of reducing the water-cement ratio can deteriorate the concrete's mechanical properties.

[0004] Another approach is to coat the surface of a concrete structure with what is called "polymer cement," which can provide improved water-tightness. Nylon or vinyl chloride are examples of polymers that may be used to prevent chloride ions from entering the concrete. The polymer cement coating, however, exhibits problems, such as peeling when exposed to elevated temperatures or physical stress (e.g., friction). Also, the polymer coatings require an additional process step to apply the material onto the concrete structure. Thus, the polymer coating requires increased time and expense, while still providing poor cost performance.
SUMMARY

[0005] Some embodiment disclosed herein include a corrosion-resistant, metal-reinforced composite including: a binding medium; a granular material dispersed within the binding medium; a polymer dispersed within the binding medium, wherein the polymer comprises a recurring unit having a π-conjugated electron system; and a metal reinforcing member embedded within the binding medium.

[0006] In some embodiments, the polymer is configured to be electrically conductive when doped with an effective amount of dopant. In some embodiments, the dopant is a hydrochloride. In some embodiments, the polymer is configured to have an electrical conductivity of at least $10^{-2}$ S/cm when doped with an effective amount of dopant. In some embodiments, the polymer is not doped.

[0007] In some embodiments, the recurring unit is selected from the group consisting of:

\[
\begin{align*}
R_1 & = R^2 \\
R^3 & = R^4 \\
R^5 & = X^1 \\
X^2 & = X^3
\end{align*}
\]

[0008] $X^1$, $X^2$, and $X^3$ are each independently selected from the group consisting of O, S, and N; $R^1$ and $R^2$, are each independently selected from the group consisting of hydrogen, $C_{1-6}$ alkyl and $C_{1-6}$ alkoxy, or $R^1$ and $R^2$ are taken together to form a cycloalkyl, aryl or heterocycle; $R^3$ and $R^4$ are each independently selected from the group consisting of hydrogen, $C_{1-6}$ alkyl and $C_{1-6}$ alkoxy, or $R^3$ and $R^4$ are taken together to form a cycloalkyl, aryl or heterocycle; $R^6$ and $R^7$ are each independently selected from the group consisting of hydrogen, $C_{1-6}$ alkyl and $C_{1-6}$ alkoxy, or $R^6$ and $R^7$ are taken...
together to form a cycloalkyl, aryl or heterocycle; R⁵ is absent or selected from the group consisting of hydrogen and C₁₆ alkyl; and R⁸ is absent or selected from the group consisting of hydrogen and C₁₆ alkyl.

[0009] In some embodiments, the polymer is selected from the group consisting of polyaniline, polyoxypyphenylene, polyphenylene sulfide, polythiophene, polyfuran, polypyrrole, polymethylenpyrrole, polycarbozole, polyazulene, and copolymers thereof.

[0010] In some embodiments, the composite comprises at least 0.001% of the polymer by weight. In some embodiments, the composite comprises no more than about 35% of the polymer by weight.

[0011] In some embodiments, the polymer is coated on at least a portion of the granular material dispersed within the binding medium. In some embodiments, the polymer coating on at least a portion of the granular material is about 20 μm to about 200 μm thick.

[0012] In some embodiments, the polymer is a powder.

[0013] In some embodiments, the composite comprises at least about 4% of the binding medium by weight. In some embodiments, the composite comprises no more than about 50% of the binding medium by weight.

[0014] In some embodiments, the binding medium is selected from the group consisting of a binding polymer, cement, and mixtures thereof, wherein the binding polymer is not the same as the polymer dispersed in the binding medium.

[0015] In some embodiments, the composite comprises at least about 40% of the granular material by weight. In some embodiments, the composite comprises no more than about 90% of the granular material by weight.

[0016] In some embodiments, the granular material is aggregate. In some embodiments, the granular material comprises at least 10% by weight of a first material that is retained by a 4.75-mm sieve. In some embodiments, the granular material comprises at least 10% by weight of a second material that passes through a 4.75-mm sieve. In some embodiments, the granular material is selected from the group consisting of sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof.

[0017] In some embodiments, the metal reinforcing member is configured to carry tensile loads within the composite. In some embodiments, the metal reinforcing member comprises a plurality of metal bars having diameters of at least about 4 mm. In
some embodiments, the metal bars are at least about 25 cm long. In some embodiments, the metal bars comprise a plurality of ridges along a surface of the metal bars. In some embodiments, the metal reinforcing member is steel or stainless steel.

[0018] In some embodiments, the composite further comprises fibers. In some embodiments, at least of a portion of the fibers are coated with the polymer.

[0019] Some embodiments include a method of making a corrosion-resistant, metal-reinforced composite, the method comprising: combining a binding medium, a granular material, and a polymer to form a mixture; embedding a metal reinforcing member within the mixture; and curing the mixture to form a rigid composite, wherein the polymer comprises a recurring unit having a π-conjugated electron system.

[0020] In some embodiments, the recurring unit is selected from the group consisting of:

\[
\begin{align*}
R_1 & \quad R^2 \\
R^3 & \quad R^4 \\
X^1 & \\
R^5 &
\end{align*}
\]

and

\[
\begin{align*}
X^2 & \\
R^6 & \quad R^7
\end{align*}
\]

[0021] X1, X2 and X3 are each independently selected from the group consisting of O, S, and N; R1 and R2, are each independently selected from the group consisting of hydrogen, C1-6 alkyl and C1-6 alkoxy, or R1 and R2 are taken together to form a cycloalkyl, aryl or heterocycle; R3 and R4 are each independently selected from the group consisting of hydrogen, C1-6 alkyl and C1-6 alkoxy, or R3 and R4 are taken together to form a cycloalkyl, aryl or heterocycle; R5 and R7 are each independently selected from the group consisting of hydrogen, C1-6 alkyl and C1-6 alkoxy, or R5 and R7 are taken together to form a cycloalkyl, aryl or heterocycle; R5 is absent or selected from the group
consisting of hydrogen and $\text{C}_i\alpha$ alkyl; and $\text{R}^8$ is absent or selected from the group consisting of hydrogen and $\text{C}_i\alpha$ alkyl.

[0022] In some embodiments, the polymer is selected from the group consisting of polyaniline, polyoxyphenylene, polyphenylene sulfide, polythiophene, polyfuran, polypyrrole, polymethylpyrrole, polycarbozole, polyazulene, and copolymers thereof.

[0023] In some embodiments, the combining further comprises combining water with the granular material, the binding medium, and the polymer. In some embodiments, the polymer is combined with the water before combining with the granular material and the binding medium.

[0024] In some embodiments, the polymer is applied on at least a portion of the granular material before combining with the binding medium. In some embodiments, the polymer is applied to form a layer about 20 $\mu$m to about 200 $\mu$m thick on at least a portion of the granular material.

[0025] Some embodiments disclosed herein include a composite prepared according any of the methods described herein.

[0026] Some embodiments disclosed herein include a method of applying a polymer to an aggregate, the method comprising: providing an aggregate selected from the group consisting sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof; providing a solution of one or more monomer units; dispersing the aggregate in the solution to form a dispersion; and polymerizing the one or more monomer units to produce a polymer; wherein: the polymer comprises a recurring unit having a $\pi$-conjugated electron system. In some embodiments, the dispersion comprises at least about equal parts by weight of aggregate to the one or more monomer units.

[0027] Some embodiments disclosed herein include a composition comprising an aggregate coated with a polymer; wherein: the polymer comprises a recurring unit having a $\pi$-conjugated electron system; and the aggregate is selected from the group consisting sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof.

[0028] Some embodiments disclosed herein include applying a solution to an aggregate to form a polymer layer on the aggregate, wherein: a polymer is dispersed within the solution; the polymer comprises a recurring unit having a $\pi$-conjugated electron
system; and the aggregate is selected from the group consisting sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof.

BRIEF DESCRIPTION OF THE DRAWINGS

[0029] The foregoing and other features of the present disclosure will become more fully apparent from the following description and appended claims, taken in conjunction with the accompanying drawings. Understanding that these drawings depict only several embodiments in accordance with the disclosure and are not to be considered limiting of its scope, the disclosure will be described with additional specificity and detail through use of the accompanying drawings.

[0030] Figure 1A depicts an illustrative embodiment of cross-sectional view of a metal-reinforced composite within the scope of the present application (not to scale).

[0031] Figure 1B depicts a perspective view of the metal reinforcing member embedded within the metal-reinforced composite of Figure 1A.

[0032] Figure 2 depicts an illustrative embodiment of a method of making the metal-reinforced composite within the scope of the present application.

[0033] Figures 3A-B depict illustrative embodiments of a cross-sectional view of a polymer-coated particle that may be included within the granular material (not to scale).

[0034] Figure 4 depicts an illustrative embodiment of a method of applying polymer to granular material that is within the scope of the present application.

[0035] Figure 5 depicts an illustrative embodiment of a reaction vessel that can be used in the method of applying polymer to granular material that is within the scope of the present application (not to scale).

DETAILED DESCRIPTION

[0036] In the following detailed description, reference is made to the accompanying drawings, which form a part hereof. In the drawings, similar symbols typically identify similar components, unless context dictates otherwise. The illustrative embodiments described in the detailed description, drawings, and claims are not meant to be limiting. Other embodiments may be utilized, and other changes may be made, without departing from the spirit or scope of the subject matter presented here. It will be readily understood that the aspects of the present disclosure, as generally described herein,
and illustrated in the Figures, can be arranged, substituted, combined, and designed in a
wide variety of different configurations, all of which are explicitly contemplated and
make part of this disclosure.

[0037] Disclosed herein are metal-reinforced composites that can exhibit
improved corrosion resistant. In particular, the composites may include a polymer
dispersed within a binding medium that can impede or inhibit the corrosive effects caused
by certain salts. The composites, for example, can be prepared without departing from
standard procedures for preparing the composite. Also disclosed herein are methods of
making the composite, corrosion-resistant components of the composite, and methods of
making the corrosion-resistant components.

[0038] Unless otherwise specifically noted herein, the terms set forth below
will have the following definitions.

[0039] The term "C_{1-6} alkyl" as used herein means acyclic, straight or
branched chain alkyl substituents having one to six carbon atoms and includes, for
example, methyl, ethyl, propyl, butyl, tert-butyl, hexyl, 1-methylethyl, 1-methylpropyl, 2-
methypropyl, 1,1-dimethylethyl.

[0040] The term "C_{1-6} alkoxy" as used herein means an alkyl group with one
to six carbon atoms attached to an oxygen atom. Alkoxy includes, for example, methoxy,
ethoxy, propoxy, 1-methylethoxy, butoxy and 1,1-dimethylethoxy.

[0041] The term "cycloalkyl" as used herein means a cycloalkyl substituent
containing three to nine carbon atoms and includes, for example, cyclopropyl, cyclobutyl,
cyclopentyl, cyclohexyl, cycloheptyl and spiro cyclic groups such as spirocyclopentyl as
spirocyclobutyl.

[0042] The term "heterocycle" used herein means 7-12 membered bicyclic
heterocycles and 5-7 membered monocyclic heterocycles. Some embodiments of bicyclic
heterocycles are 7-12 membered fused bicyclic ring systems (both rings share an adjacent
pair of atoms) containing from one to four heteroatoms selected from nitrogen, oxygen
and sulfur, wherein both rings of the heterocycle are fully unsaturated. Some
embodiments of monocyclic heterocycles are 5-7 membered saturated, partially saturated
or fully unsaturated ring system (this latter subset also herein referred to as unsaturated
heteroaromatic) containing in the ring from one to four heteroatoms selected from
nitrogen, oxygen and sulfur, wherein the sulfur and nitrogen heteroatoms may be
optionally oxidized.
Metal-reinforced Composites

[0043] Figure 1A is a cross-sectional view which represents one embodiment of the composites of the present application. Composite 100 includes polymer 110 and granular medium 120 dispersed within binding medium 130. As discussed further below, polymer 110 can be a polymer that provide improves corrosion resistance. Binding medium 130 can, for example, provide adhesion between other components in composite 100 to maintain a generally solid composite. Granular medium 120 can be, for example, a material configured to carry compressive loads. Metal reinforcing member 140 is fully or partially embedded within binding medium 130 and, in some embodiments, is configured to carry tensile loads. Figure 1B depicts a perspective view of the metal reinforcing member 140 embedded in composite 100. (Only metal reinforcing member 140 is show in Figure 1B for clarity.) Thus, as depicted in Figure 1B, metal reinforcing member 140 can include a network of bars extending in two or all three dimensions. In some embodiments, composite 100 includes concrete.

[0044] The binding medium is not particularly limited and may, in some embodiments, be any material that provides sufficient adhesion between the various components (e.g., the granular material and polymer) in the composite. Thus, for example, the binder may sufficiently adhere the components to form a generally solid composite. For example, the binding medium, or its precursor, may allow the composite to flow until it is cured to adhere the components together into a solid. The binding medium may be, in some embodiments, configured such that the composite after curing exhibits a penetration resistance of at least 500 psi, at least 1000 psi, at least 2000 psi, at least 3000 psi, or at least 4000 psi. The penetration resistance can be readily determined according to ASTM C 403.

[0045] In some embodiments, the binding medium includes a binding polymer. For example, the binding polymer may be a thermoplastic or thermosetting polymer that can be initially a liquid before curing the material into a solid. The binding polymer may be cured by various means, such as by cross-linking an existing polymer or polymerizing monomer units (or lower molecular weight polymers). As one example, the binding medium may be an epoxy, where the precursor materials for the epoxy (e.g., bisphenol-A and epichlorohydrin) can be mixed with other components. The precursor materials can be polymerized to form the binding medium and harden the composite. As
another example, the binding medium may be a photo-polymerizable polymer, such as an acrylic. Monomer units can be combined with other components in the composite and exposed to radiation to polymerize the monomers into an acrylic polymer. The acrylic forms the binding medium and adheres the components within the composite.

[0046] Of course, many other possible polymers can be used as the binding medium and are within the scope of the present application. In some embodiments, if the binding medium includes a binding polymer, the binding polymer is different from the polymer dispersed in the binding medium.

[0047] In some embodiments, the binding medium includes cement. As used herein, the term "cement" is intended to include its generally understood meaning for concrete materials (see ASTM C125-10A). The cement may be a hydraulic cement or non-hydraulic cement. That is, the cement may or may not require hydrating with water in order to cure the binding medium. Portland cement, and its many related blends, is one example of cement that can be included in the composites of the present application.

[0048] The binding medium may also be a mixture of two or more components. For example, the binding medium may be a mixture of a binding polymer and cement (e.g., epoxy and Portland cement). The binding medium can include, for example, at least 30% by weight cement, at least 50% by weight cement, at least 70% by weight cement, at least 80% by weight cement, at least 90% by weight cement, or at least 95% by weight cement. The binding medium can include, for example, at least 10% by weight binding polymer, at least 20% by weight binding polymer, at least 30% by weight binding polymer, at least 40% by weight binding polymer, at least 50% by weight binding polymer, or at least 80% by weight binding polymer.

[0049] The amount of binding medium in the composite is not particularly limited and will be selected based on the particular binding medium and other components in the composite. Thus, in some embodiments, the composite includes an amount of binding medium that is effective to form a solid composite (e.g., the composite does not flow under applied pressure). For example, the amount of binding medium may be an effective amount such that, after curing, the composite exhibits a penetration resistance of at least 500 psi, at least 1000 psi, at least 2000 psi, at least 3000 psi, or at least 4000 psi. The composite may include, for example at least about 4% by weight, at least about 10% by weight, at least about 15% by weight, at least about 20% by weight, or at least about 25% by weight binding medium. The composite may also include, for
example, no more than about 50% by weight, no more than about 45% by weight, no more than about 40% by weight, no more than about 35% by weight, or no more than about 30% by weight binding medium. In some embodiments, the composite includes about 4% by weight to about 50% by weight binding medium.

[0050] The granular material is also not particularly limited and can be selected based upon the desired properties of the composite. In some embodiments, the granular material is configured to carry compressive loads. The granular material may therefore be any material with sufficient compressive strength. For example, the granular material may exhibit a compressive strength of at least about 1000 psi (about 7000 KPa), at least about 2000 psi (about 14,000 KPa), at least about 3000 psi (about 21,000 KPa), at least about 5000 psi (about 34,000 KPa), or at least about 6000 psi (about 41,000 KPa). The granular material may, in some embodiments, be selected from sand, gravel, stone, crushed stone, iron-blast furnace slag, and combinations thereof.

[0051] In some embodiments, the granular material is aggregate. As used herein, the term "aggregate" is intended to include its generally understood meaning for concrete materials (see e.g., ASTM C125-10A).

[0052] The size of the granular material can vary based upon the desired properties for the composite and the method of preparing the composite. The granular material may include a proportion of aggregate below a certain size. For example, a proportion of the granular material may be no more than a maximum size of about 100 mm, about 50 mm, about 40 mm, about 30 mm, or about 20 mm. The proportion below the maximum size may be at least 50%, at least 75%, at least 90%, at least 95%, or at least 99%, or at least 99.9% of the total amount of aggregate by weight.

[0053] The total amount of granular material in the composite will vary. In some embodiments, the total amount of granular material is in the range of about 40% to about 90% by weight. The total amount of granular material may, for example, be at least about 40%, at least about 50%, at least about 60%, or at least about 70% by weight of the composite. The total amount of granular material may, for example, be no more than about 90% by weight, no more than about 80% by weight, or no more than about 70% by weight of the composite.

[0054] In some embodiments, the average size of the granular material may be within the range of about 10 µη to about 100 mm. The average size of the granular material may be, for example, at least 10 µη, at least 100 µη, at least 500 µη, at least 1
mm, at least 3 mm, at least 5 mm, or at least 10 mm. The average size of the granular material may be, for example, no more than about 50 mm, no more than about 40 mm, no more than about 20 mm, no more than about 10 mm, no more than about 5 mm, or no more than about 1 mm.

[0055] Typically, when the granular material is used to form concrete, the granular material may include both coarse and fine granular materials (e.g., course and fine aggregate). A fine granular material passes through a 4.75-mm sieve. A coarse granular material is retained by a 4.75-mm sieve. The granular material may, in some embodiments, include at least about 10% by weight of fine aggregate, at least about 20% by weight of fine aggregate, at least about 30% by weight of fine aggregate, at least about 40% by weight of fine aggregate, or at least about 50% by weight of fine aggregate. The granular material may, in some embodiments, include at least about 10% by weight of coarse aggregate, at least about 20% by weight of coarse aggregate, at least about 30% by weight of coarse aggregate, at least about 40% by weight of coarse aggregate, or at least about 50% by weight of coarse aggregate.

[0056] In addition to the binding medium and granular material, the composite can include a metal-reinforcing member disposed or fully or partially embedded within the binding medium. Typically, the metal-reinforcing member will be configured to carry tensile loads that may be applied to composite. For example, the metal reinforcing member may include one or a plurality of metal bars that extend in one or more dimensions (e.g., one, two, or three directions) of the composite (e.g., as depicted in Figures 1A-B). The two or more of the bars may have interlocking loops so that tensile forces are transferred between the two or more bars. The metal-reinforcing member can include any metal (or alloy) and can be selected based upon the intended use. As one example, the metal-reinforcing member may include steel or stainless steel when high tensile loads are expected (e.g., rebar commonly used in reinforced concrete).

[0057] In some embodiments, the metal-reinforcing member is one or more metal bars (e.g., one, two, three, or more metal bars) disposed within the composite. The metal bars can have diameters, in some embodiments, in the range of about 4 mm to about 100 mm. The metal bars can have diameters, for example, of at least 4 mm, at least about 8 mm, at least about 12 mm, at least about 20 mm, at least about 30 mm, or at least about 40 mm. The metal bars can have diameters, for example, of no more than about 100 mm,
no more than about 80 mm, no more than about 60 mm, no more than about 50 mm, no more than about 40 mm, or no more than about 30 mm.

[0058] The length of the metal bars is not particularly limited. In some embodiments, at least a portion of the metal bars have a length, for example, of at least about 25 cm, at least about 50 cm, at least about 1 m, at least about 2 m, at least about 5 m, or at least about 10 m. The metal bars may also comprise a plurality of engaging members along a portion, or substantially all, of the surface. The engaging members can be configured to engage the surrounding composition (e.g., granular material, binding medium, polymer, and so on) to inhibit the metal bars from moving relative to the surrounding composition. For example, the metal bars can include ridges along the surface of the metal bars that engage the surrounding composition and inhibit motion.

[0059] As discussed in the background above, metal-reinforcing members can be susceptible to corrosion due to exposure to certain salts, including chloride-ion containing salts. The composites of the present application include a polymer dispersed within the binding medium that can impede or inhibit the corrosive effects caused by certain salts. In some embodiments, the polymer comprises a recurring unit having a π-conjugated electron system. That is, the recurring unit (or its combination with two or more recurring units) includes π-orbitals with delocalized electrons. 1,3-pentadiene and furan are two non-limiting examples of compounds with a π-conjugated electron system. In some embodiments, the polymer has a π-conjugated electron system along the main chain (or backbone) of the polymer. Polyaniline is one example of a polymer with a π-conjugated electron system along the main chain.
[0060] The polymer may, in some embodiments, be an electrically conductive polymer. For example, the polymer may be conductive when doped with an effective amount of dopant. Non-limiting examples of conductive polymers include polyaniline, polyoxyphenylene, polyphenylene sulfide, polythiophene, polyfuran, polyanpyrrole, polymethylpyrrole, polycarbozole, polyazulene, and copolymers thereof. In some embodiments, the polymer is the emeraldine-base form of polyaniline. The dopant can be, for example, a hydrochloride (e.g., hydrochloric acid) or various other protonic acids that oxidize the polymer unit. The effective amount of dopant can be readily determined by those of ordinary skill. As one example, exposing polyaniline to 1M HCl solution can produce an electrically conductive polymer. The doped polymer can, in some embodiments, exhibit an electrical conductivity of at least about $10^{-2}$ S$\cdot$cm$^{-1}$, at least about $10^{-1}$ S$\cdot$cm$^{-1}$, at least about 1.0 S$\cdot$cm$^{-1}$, or at least about 2.0 S$\cdot$cm$^{-1}$ when doped with an effective amount of dopant.

[0061] Many of the polymers described herein are commercially available. For example, polyaniline and polypyrrole are commercially available from Kaken Industry Co., Ltd. Also, many of the conductive polymers disclosed herein may be prepared by electrochemical polymerization. See, for example, Odian, G. Principles of Polymerization, 3rd ed. Wiley & Sons, Inc. (1991), pp. 172-176. The polymer can be isolated from the polymerization reaction and optionally further processed before dispersing in the binding medium. For example, the polymer can be subjected to comminution (e.g., grinding or cutting) to obtain a granular form, such as a powder. As another example, the polymer may be dispersed within a solvent. In some embodiments, the polymer is exposed to a base to obtain the non-doped form of the polymer that does not electrically conduct. In some embodiments, the polymer is polyaniline and exposed to a base to obtain an emeraldine-base form of polyaniline.

[0062] In some embodiments, the polymer is not doped when dispersed in the binding medium. That is, the polymer is not electrically conductive when dispersed in the composite but may become electrically conductive upon doping (e.g., after exposure to chloride ions). One example of a method for forming the non-doped polymer includes exposing the polymer to base. For example, polyaniline may be exposed to an alkali alkoxide or ammonium to yield non-doped polyaniline that is not conductive. The non-doped polymer may, in some embodiments, exhibit an electrical conductivity of no more
than about 10^{-6} \text{ S} cm^{-1}, no more than about 10^{-4} \text{ S} cm^{-1}, no more than about 10^{-3} \text{ S} cm^{-1}, or no more than about 10^{-2} \text{ S} cm^{-1}.

[0063] Without being bound to any particular theory, it is believed that polymers having a \pi-conjugated electron system can inhibit salts from penetrating the concrete and corroding the metal-reinforcing member. For example, hydrochloride salts can react with (e.g., oxidize) the \pi-conjugated electron system before reaching the metal-reinforcing member. Another potential advantage is the electrical conductivity that the polymer may exhibit in some embodiments. The polymer may, for example, exhibit conductivity after being oxidized by the hydrochloride salt. The conductive polymers may then form an electric dipole with the metal reinforcing member that opposes the flow of electrons from the metal to an oxidizing species. Accordingly, some embodiments of the composites disclosed herein provide at least two mechanisms for inhibiting corrosion: (i) inhibiting oxidizing species from penetrating the composite, and (ii) providing an electrically conductive surrounding that opposes the flow of electrons from the metal to an oxidizing species.

[0064] Some embodiments of the polymer include a recurring unit selected from the group consisting of:

\[
\begin{align*}
\text{[R\text{\_1}, R\text{\_2}, R\text{\_3}, R\text{\_4}, R\text{\_5}, X\text{\_1}]} \\
\text{[R\text{\_6}, R\text{\_7}, X\text{\_2}]} \\
\text{[R\text{\_8}, X\text{\_3}]} \\
\text{and [X\text{\_1}, X\text{\_2]}
\end{align*}
\]

and X\text{\_3} are each independently selected from the group consisting of O, S, and N; R\text{\_1} and R\text{\_2}, are each independently selected from the group consisting of hydrogen, C\text{\_1-6} alkyl and C\text{\_6 alkoxy}, or R\text{\_1} and R\text{\_2} are taken together to form a cycloalkyl, aryl or heterocycle; R\text{\_3}
and R⁴ are each independently selected from the group consisting of hydrogen, C₁₋₆ alkyl and C₁₋₆ alkoxy, or R³ and R⁴ are taken together to form a cycloalkyl, aryl or heterocycle; R⁶ and R⁷ are each independently selected from the group consisting of hydrogen, C₁₋₆ alkyl and C₁₋₆ alkoxy, or R⁶ and R⁷ are taken together to form a cycloalkyl, aryl or heterocycle; R⁵ is absent or selected from the group consisting of hydrogen and C₁₋₆ alkyl; and R⁸ is absent or selected from the group consisting of hydrogen and C₁₋₆ alkyl.

[0065] In some embodiments, X¹ is N. In some embodiments, X² is N. In some embodiments, X² is S. In some embodiments, X³ is N. In some embodiments, R¹, R², R³, R⁴, R⁵, R⁶, R⁷, and R⁸ are all hydrogen.

[0066] The polymer can include one or more of the recurring units disclosed above (e.g., a recurring unit with a π-conjugated electron system). Thus, the polymer can include a minimum amount of the recurring units in the polymer, for example, at least about 30% by weight, at least about 50% by weight, at least about 60% by weight, at least about 70% by weight, at least about 80% by weight, at least about 90% by weight, at least about 95% by weight, at least about 99% by weight, or at least about 99.9% by weight. As one non-limiting example, the polymer may include at least about 90% by weight of a recurring unit represented by the formula:

\[
\begin{array}{c}
\text{N} \\
\end{array}
\]

The polymer can be a homopolymer or a copolymer (e.g., includes two or more of the recurring units described herein). The copolymer can be, for example, a random copolymer, a block copolymer, a comb polymer, and the like.

[0067] The molecular weight of the polymer in the composite is also not particularly limited. The polymer may have, for example, a weight average molecular weight of at least 1,000 Da, at least about 10,000 Da, at least about 25,000 Da, at least about 50,000 Da, or at least about 100,000 Da. The polymer may have, for example, a weight average molecular weight of no more than about 2 million Da, no more than about 1 million Da, no more than about 500,000 Da, no more than about 200,000 Da, no more than about 100,000 Da, or no more than about 80,000 Da.
[0068] The amount of the polymer in the composite will also vary. In some embodiments, the amount of polymer is effective to increase the corrosion-resistance of the metal-reinforcing member. That is, the amount of polymer is sufficient so that the degree of corrosion in metal-reinforcing member can be decreased relative to a similar composite without the polymer. In some embodiments, the amount of polymer is sufficient so that the dispersed polymer remains in constant contact for form a continuous network or matrix. This may include conductive polymers that, upon doping, create an electric field that inhibits chloride ions from reacting with the metal-reinforcing member.

[0069] The amount of the polymer in the composite may, for example, be at least about 0.001% by weight, at least about 0.01% by weight, at least about 0.1% by weight, at least about 1 % by weight, at least about 2% by weight, or at least about 5% weight. The amount of the polymer in the composite may, for example, be no more than about 35% by weight, no more than about 25% by weight, no more than about 15% by weight, no more than about 10% by weight, no more than about 5% by weight, no more than about 1% by weight, no more than about 0.5% by weight, or no more than about 0.2% by weight. In some embodiments, the amount of polymer in the composite ranges from about 0.001% to about 35%.

[0070] The polymer may be dispersed within the binding medium; however, the present application is not particularly limited in how the polymer is dispersed within the binding medium. Various embodiments are disclosed herein, but others will be readily apparent to the skilled artisan and are within the scope of the present application.

[0071] In some embodiments, the polymer is a granular (e.g., powder) and dispersed within the binding medium. For example, as discussed later in the application, the powder can be combined (e.g., intermixed) with the binding medium, and optionally the granular material, before curing. Thus, the polymer may be granular and dispersed with the binding medium and the granular material. In some embodiments, the polymer is granular and has an average size of no more than 10 mm, no more than 5 mm, no more than 1 mm, no more than 500 μm, or less.

[0072] In some embodiments, the polymer is disposed within a layer on the surface of the granular material that is dispersed within binding medium. For example, as discussed later in the application, the polymer can be applied (e.g., coated) onto the granular material by contacting the granular material with a solvent containing the polymer. The polymer may then be simultaneously dispersed within the binding medium
with the polymer-coated granular material. The polymer layer may cover substantially all of the surface area of the granular material, or only a portion. The polymer layer can be in the range of about 20 $\mu$m to about 200 $\mu$m thick; however, other thicknesses are possible.

[0073] All, or a portion, of the total amount of granular material may have the polymer layer. For example, about 30% of the granular material includes the polymer layer. In some embodiments, the polymer is only applied to coarse granular material. In some embodiments, the polymer is only applied to fine granular material.

[0074] In some embodiments, the composite can include fibers dispersed within the binding medium. These fibers can be different from the metal reinforcing member. The fibers may, for example, include zirconium materials, carbon, steel, stainless steel, fiberglass, or various polymers, such as, polypropylene, nylon, polyethylene, polyester, rayon, aramids, or combinations thereof. In some embodiments, the fibers are non-metallic. In some embodiments, the fibers are metallic. In some embodiments, the fibers include anti-alkali glass fibers (ARG). For example, the glass fibers may be bundles of 50 or more strands, where each strand is about 13.5 $\mu$m in diameter, and the bundles are about 13 mm in length. The fibers may have an aspect ration of at least 10 (e.g., an aspect ration of about 20). In some embodiments, the composite may include about 1% to about 10% by weight of fiber.

[0075] The size of the fibers dispersed in the binding medium is not particularly limited; however, the fibers may, in some embodiments, be smaller than the metal reinforcing member (e.g., rebar). The fibers may, for example, have an average diameter less than about 2 mm, less than about 1 mm, less than about 750 $\mu$m, or less than about 500 $\mu$m. The fibers may, for example, have an average length less than about 10 cm, less than about 5 cm, less than about 3 cm, or less than about 2 cm.

[0076] In some embodiments, the polymer (e.g., polyaniline) may be applied (e.g., coated) to the surface of the fiber. Thus, the polymer can be dispersed in the binding medium at the same time as the fiber. Any of the fiber materials disclosed above can have the polymer applied to its surface. The polymer can be applied to the fiber using the same techniques as for the coating the granular material. For example, the fiber may be exposed to a solution that includes the polymer to form polymer-coated fibers.

[0077] In some embodiments, a portion of the polymer is granular and dispersed in the binding medium, and a portion of the polymer is disposed within a layer
on the surface of the granular material. In some embodiments, a portion of the polymer is granular and dispersed in the binding medium, and a portion of the polymer is disposed within a layer on the surface of the fibers. In some embodiments, a portion of the polymer is disposed within a layer on the surface of the granular material and a portion of the polymer is disposed within a layer on the surface of the fibers. In some embodiments, a portion of the polymer is granular and dispersed in the binding medium, a portion of the polymer is disposed within a layer on the surface of the granular material, a portion of the polymer is disposed within a layer on the surface of the fibers.

[0078] It is also within the scope of the present application to include other components in the composite intended to inhibit corrosion of the metal reinforcing member. For example, the metal reinforcing member may include a coating that inhibits corrosion, such as nickel, zinc, chromium, galvanizing, epoxy, and the like. In some embodiments, the metal reinforcing member is not coated with any polymer that inhibits corrosion. In some embodiments, the metal-reinforcing member is not coated with any polymer. In some embodiments, the metal-reinforcing member is not coated with any non-metallic material.

[0079] As would be appreciated by the skilled artisan, various other components may be included without departing from the scope of the present application. For example, the composites may also include fillers or porous regions. Thus, the various components described in this application is not intended to be exhaustive and other, non-listed components are expressly permitted.

[0080] Some embodiments of the composites disclosed herein are directed to concrete. It is therefore within the scope of the present application to include various other components in the composite that are commonly included in concrete. Non-limiting example of additional components include viscosity modifiers, corrosion inhibitors, pigments, wetting agents, water-soluble polymers, strength enhancing agents, rheology modifying agents, water repellents, fibers, permeability reducers, pumping aids, fungicidal admixtures, germicidal admixtures, insecticidal admixtures, finely divided mineral admixtures, alkali reactivity reducer, bonding admixtures, and any other admixtures or components that do not adversely affect the corrosion-resistant properties of the composite. U.S. Patent No. 7,670,426 discloses many common components in concrete, as well as basic procedures for preparing concrete.
[0081] The composition of the present application may be particularly advantageous in structures that may be exposed to salt water. For example, structures near coastal areas. Non-limiting examples of structures that can include the compositions disclosed herein include bridges, bridge piling, tunnels, sea walls, retaining walls, docks, ships, barges, roads, walkways, offshore platforms (e.g., oil rigs), and the like.

Methods for Making the Metal-reinforced Composites

[0082] Also disclosed herein are methods of making the corrosion-resistant, metal-reinforced composites. Some embodiments of the methods disclosed herein are advantageous because they can prepare the corrosion-resistant composites without specialized equipment or techniques that may increase the costs of making the composites.

[0083] Some embodiments of the methods disclosed herein are depicted in Figure 2. At step 200, a binding medium, granular material, and polymer are combined to form a mixture. The binding medium, granular material, and polymers may be any of those discussed above with respect to the composite. For example, the binding medium may be concrete, the granular material may crushed stone, and the polymer may be polythiophene. Other components can also be combined during step 200, such as water or any other the components discussed above with respect to the composite. The materials may be mixed together using, for example, a concrete mixer. In some embodiments, the components are combined to obtain a generally uniform mixture. In some embodiments, water is combined with the binding medium, granular material, and polymer. The order of combining the components is not particularly limited and any order is within the scope of the present application.

[0084] As described above, there are various embodiments for how the polymer is dispersed in the binding medium. Thus, the materials in the mixture may be combined in different ways depending upon the type of dispersion. In some embodiments, a granular form of the polymer is combined with the other components (e.g., admixtures). The granular polymer may then be dispersed with the other components, for example, by mixing.

[0085] In some embodiments, the polymer is dispersed or dissolved in a solvent that is then combined with the binding medium. For example, the polymer may first be dispersed into a solvent (e.g., water) to form a solution, and the solution may then
be combined with the binding medium and granular material. Non-limiting example of solvents that can be used to form a solution with the polymer include water, non-aquatic protonic solvents (e.g., dimethylformamide, dimethylsulfoxide), C<sub>1</sub>-<sub>6</sub> alkanols (e.g., methanol, ethanol, 2-propanol), toluene and combinations thereof. Solutions of the various conductive polymers described herein, such as polyaniline, are commercially available from Kaken Industry Co., Ltd. and may be combined with the binding medium and granular material to obtain the mixture. In some embodiments, about 1% to about 30% by weight of the polymer is dispersed in the solvent.

[0086] In some embodiments, the polymer may be disposed in a layer on the granular material so that the polymer is dispersed in the binding medium at the same time as the granular material. For example, coated granular material (e.g., coated aggregate, such as polyaniline-coated sand) can be mixed with cement (and optionally water) within a mixer. In some embodiments, the polymer is coated on any other component that is combined with the binding medium and granular material. For example, as discussed above, the polymer can be coated upon glass fibers that are included in the composite.

[0087] Step 210 includes embedding a metal reinforcing member in the mixture. In some embodiments, the mixture can poured over the metal reinforcing so that the metal reinforcing is at least partially covered by the mixture. For example, an array of metal reinforcing bars can disposed within a region and the mixture is poured into the region to embed the metal-reinforcing member. The metal reinforcing member can be the same as those discussed above with respect to the composite.

[0088] Step 220 includes curing the mixture to form a rigid composite. Curing the mixture can include maintaining the mixture under conditions sufficient for the mixture to harden. The method of curing can vary depending, in part, upon the binding medium in the mixture. For example, if the binding medium includes hydraulic cement, the curing may include maintaining the mixture under moist conditions so that the mixture sufficiently hardens. This may be achieved, for example, by covering the mixture with a plastic sheet, or applying water to the mixture. Meanwhile, if the binding medium includes a polymer, curing may include exposing the mixture to radiation to initiate cross-linking or polymerization. In some embodiments, the curing includes maintaining the mixture within a fixed region while the mixture hardens. The fixed region may be a predetermined location where the corrosion-resistant, metal-reinforced composite will be used (e.g., a portion of land where concrete is cured to form a road).
Polymer-coated Granular Material

[0089] Also disclosed herein are polymer-coated granular materials and methods of the making the same. The polymer-coated granular material may, for example, be included in the composites disclosed herein. Similarly, the methods of making the granular material may be included with the methods disclosed above (e.g., as an additional step before step 200 in Figure 2) to form the composites described herein.

[0090] Figure 3A shows a cross-section of one embodiment of a particle that forms part of a coated granular material. Particle 300 is coated with polymer coating 310. Polymer coating 310 covers substantially all of the surface of particle 300. Figure 3B shows a cross-section of another embodiment of a particle that forms part of a coated granular material. Only a portion of the surface of particle 300 is coated with polymer coating 310. Although the Figures 3A-B each show a single particle, it will be appreciated that a plurality of particles 300 will be included in the granular material. For example, particle 300 may be a stone, and a plurality of these stones is included in gravel.

[0091] The granular material can be any of those materials described above with respect to the composite and may have any of the properties (e.g., size) as described above. In some embodiments, the granular material is aggregate. In some embodiments, the granular material is selected from sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof.

[0092] Similarly, the polymer may be any of those polymers discussed above with respect to the composites. In some embodiments, the polymer has a recurring unit having a \( \pi \)-conjugated electron system. Non-limiting examples of polymers include polyaniline, polyoxyphenylene, polyphenylene sulfide, polythiophene, polyfuran, polypyrrole, polymethylpyrrrole, polycarboazole, polyazulene, and copolymers thereof.

[0093] The amount of the polymer relative to the granular material is not limited, but may generally be between about 0.001% to about 35% by weight. The amount of the polymer relative to the granular material may, for example, be at least about 0.001% by weight, at least about 0.01% by weight, at least about 0.1% by weight, at least about 1% by weight, at least about 2% by weight, or at least about 5% weight. The amount of the polymer relative to the granular material may, for example, be no more than about 35% by weight, no more than about 25% by weight, no more than about 15% by weight, no more than about 10% by weight, no more than about 5% by weight, no more than 1% by weight, no more than 0.5% by weight, or no more than 0.2% by weight.
In some embodiments, the polymer-coated granular material may be formed by applying a solution containing the polymer onto the granular material. For example, an aqueous solution having the polymer (e.g., polyaniline) dispersed therein may be applied to the granular material. The solution may be applied by spraying, dipping, mixing, and the like. Any method that contacts the solution with the granular material such that the polymer remains on the granular material is sufficient. Examples of solvents that may be used in the solution include, but are not limited to, water, non-aquatic protonic solvents (e.g., dimethylformamide, dimethylsulfoxide), C\textsubscript{6} alkanols (e.g., methanol, ethanol, 2-propanol), toluene and combinations thereof. In some embodiments, about 1% to about 30% by weight of the polymer is dispersed in the solvent. The solution may, in some embodiments, initially have a low pH. For example, pH can be no more than 5, no more than 3, or no more than 1. After combining the polymer and aggregate in the solution, the pH may, in some embodiment, be raised to a pH sufficient to precipitate the polymer onto the aggregate. For example, the pH may be raised to about 7 by adding an oxidizing agent, such as ammonium persulfate or potassium persulfate, to precipitate the polymer onto the aggregate.

Figure 4 shows one embodiment of a method for applying the polymer to the granular material. Solvent 400, such as ion-exchanged water, granular material 410, and monomer 415 are disposed in reaction vessel 420. This technology permits high amounts of granular material and solvent, which can allow high volume production of polymer-coated granular material. For example, the granular material may occupy up to 60% of the volume of the reaction vessel and the combined amount of granular material and solvent may occupy up to 80% of the volume of the reaction vessel. The monomer unit can be selected based on the desired polymer, and may include, for example, aniline, thiophene, pyrrole, and the like, to form the polymers disclosed above. The monomer may, in some embodiments, be included at a concentration in the range of about 0.1 M to 2 M. The relative amount of granular material to monomer by weight may, in some embodiments, be at least about 1:1, at least about 1.5:1, or at least about 2:1.

The components in the reaction vessel can optionally be adjusted to a desired temperature (e.g., cooled below about 20° C or below about 10° C) at step 430. The pH may optionally be adjusted (e.g., a pH below about 4 or below about 2). A polymerization initiator can be added to the reaction vessel, preferably while agitating the components, at step 440. In some embodiments, the polymerization initiator is an
oxidizing agent, such as an alkali persulfate (e.g., potassium persulfate and ammonium persulfate), chlorine dioxide, hydrogen peroxide, acetyl hydroperoxide, and azobisisobutynitril. The oxidizing agent may be included at a concentration in the range of about 0.05 M to about 1 M. A neutral surfactant, such as polyethylene glycol, or anionic surfactant, such as an alkylsulfonate salt, may be included to aid polymer formation on the aggregate surface.

[0097] The monomer units may then be polymerized at step 450, which can form the polymer on the granular material. The polymer-coated granular material may then be optionally isolated from the reactant (e.g., filtered) at step 460. The polymer-coated granular mater may be optionally rinsed at step 470. The rinsing can include exposing the polymer-coated granular material to a base to neutralize the polymer. In some embodiments, the amount of exposure to base (e.g., exposure time and base concentration) is effective to neutralize the polymer. In some embodiment, the polymer is not doped after exposure to the base (e.g., the conductive polymer is not conductive). In some embodiments, the polymer is polyaniline and the exposure to base is sufficient to obtain an emeraldine-base polyaniline.

[0098] The method yields the polymer-coated granular material 480. The polymer-coated granular material may optionally be combined with binding medium (e.g., as depicted in step 200 in Figure 2) and processed as disclosed above to form the composites disclosed herein.

[0099] Figure 5 is one example of a reaction vessel that may be used to apply the polymer to the granular material. Reaction vessel 500 includes components 510 for completing the polymerization reaction. For example, the components can include monomer, solvent, polymerization initiator, and the granular material. Agitating blades 520 may be used to agitate the components during the reaction. Channel 530 may be used to circulate a fluid around the outside of components 510 to controls the temperature of components 510. For example, channel 530 may be coupled to a chiller unit (not shown) that maintains fluid at or below a desired temperature to cool components 510 during the reaction.

[0100] As disclosed above with respect to the composites, fibers may be included in the composition. As would be appreciated by the skilled artisan, guided by the teaching of the present application, the methods for coating the granular material can also be applied to fibers. Thus, for example, fibers may be included in the reaction vessel
as an alternative or in addition to the granular material during polymerization to form polymer-coated fibers. Accordingly, the methods of the present application also include applying the polymer to a fiber. And these polymer-coated fibers may be included in the method for making the composites. For example, polymer-coated fibers can be combined with granular material and binding medium at step 200 in Figure 2.

[0101] In at least some of the previously described embodiments, one or more elements used in an embodiment can interchangeably be used in another embodiment unless such a replacement is not technically feasible. It will be appreciated by those skilled in the art that various other omissions, additions and modifications may be made to the methods and structures described above without departing from the scope of the claimed subject matter. All such modifications and changes are intended to fall within the scope of the subject matter, as defined by the appended claims.

[0102] With respect to the use of substantially any plural and/or singular terms herein, those having skill in the art can translate from the plural to the singular and/or from the singular to the plural as is appropriate to the context and/or application. The various singular/plural permutations may be expressly set forth herein for sake of clarity.

[0103] It will be understood by those within the art that, in general, terms used herein, and especially in the appended claims (e.g., bodies of the appended claims) are generally intended as "open" terms (e.g., the term "including" should be interpreted as "including but not limited to," the term "having" should be interpreted as "having at least," the term "includes" should be interpreted as "includes but is not limited to," etc.). It will be further understood by those within the art that if a specific number of an introduced claim recitation is intended, such an intent will be explicitly recited in the claim, and in the absence of such recitation no such intent is present. For example, as an aid to understanding, the following appended claims may contain usage of the introductory phrases "at least one" and "one or more" to introduce claim recitations. However, the use of such phrases should not be construed to imply that the introduction of a claim recitation by the indefinite articles "a" or "an" limits any particular claim containing such introduced claim recitation to embodiments containing only one such recitation, even when the same claim includes the introductory phrases "one or more" or "at least one" and indefinite articles such as "a" or "an" (e.g., "a" and/or "an" should be interpreted to mean "at least one" or "one or more"); the same holds true for the use of definite articles used to introduce claim recitations. In addition, even if a specific number
of an introduced claim recitation is explicitly recited, those skilled in the art will recognize that such recitation should be interpreted to mean at least the recited number (e.g., the bare recitation of "two recitations," without other modifiers, means at least two recitations, or two or more recitations). Furthermore, in those instances where a convention analogous to "at least one of A, B, and C, etc." is used, in general such a construction is intended in the sense one having skill in the art would understand the convention (e.g., "a system having at least one of A, B, and C" would include but not be limited to systems that have A alone, B alone, C alone, A and B together, A and C together, B and C together, and/or A, B, and C together, etc.). In those instances where a convention analogous to "at least one of A, B, or C, etc." is used, in general such a construction is intended in the sense one having skill in the art would understand the convention (e.g., "a system having at least one of A, B, or C" would include but not be limited to systems that have A alone, B alone, C alone, A and B together, A and C together, B and C together, and/or A, B, and C together, etc.). It will be further understood by those within the art that virtually any disjunctive word and/or phrase presenting two or more alternative terms, whether in the description, claims, or drawings, should be understood to contemplate the possibilities of including one of the terms, either of the terms, or both terms. For example, the phrase "A or B" will be understood to include the possibilities of "A" or "B" or "A and B."

[0104] In addition, where features or aspects of the disclosure are described in terms of Markush groups, those skilled in the art will recognize that the disclosure is also thereby described in terms of any individual member or subgroup of members of the Markush group.

[0105] As will be understood by one skilled in the art, for any and all purposes, such as in terms of providing a written description, all ranges disclosed herein also encompass any and all possible sub-ranges and combinations of sub-ranges thereof. Any listed range can be easily recognized as sufficiently describing and enabling the same range being broken down into at least equal halves, thirds, quarters, fifths, tenths, etc. As a non-limiting example, each range discussed herein can be readily broken down into a lower third, middle third and upper third, etc. As will also be understood by one skilled in the art all language such as "up to," "at least," "greater than," "less than," and the like include the number recited and refer to ranges which can be subsequently broken down into sub-ranges as discussed above. Finally, as will be understood by one skilled in the
While various aspects and embodiments have been disclosed herein, other aspects and embodiments will be apparent to those skilled in the art. The various aspects and embodiments disclosed herein are for purposes of illustration and are not intended to be limiting, with the true scope and spirit being indicated by the following claims.

EXAMPLES

Additional embodiments are disclosed in further detail in the following examples, which are not in any way intended to limit the scope of the claims.

Example 1

Steel-reinforced concrete is prepared having 30% of the total aggregate being polyaniline-coated aggregate. About 20% by volume of coarse and fine aggregate is dispersed in an aqueous hydrochloric acid solution having a pH below 1. About 1 M of polyaniline is dispersed into the solution and the solution is cooled to below 10° C. An 0.4 M solution of ammonium persulfate is then added in sufficient amounts to precipitate the polyaniline from solution. The aggregate is then filtered and washed to form the polyaniline-coated aggregate.

The mixture was prepared using a standard concrete mixer. The mixture included river sand (2.61 g/cm³ density, fineness modulus of 2.70) as fine aggregate, crushed rock (2.60 g/cm³ density) as coarse aggregate, Portland cement, and an air-entraining agent (AE agent). The mixture exhibited a slump of about 10 cm determined using standard techniques. The air volume was determined to about 5% air using standard air meter testing equipment. The components are shown in TABLE 1.

The mixture was poured over and embedded a rebar structure and hardened to form steel-reinforced concrete.
### Example 2

[0111] Steel-reinforced concrete is prepared according to the same procedures described in Example 1 except that the aggregate is not coated with polyaniline. About 1% by weight of polyaniline-coated glass fibers is included in the mixture. The fibers are chopped to about 2 cm in length. The polyaniline-coated glass fibers are prepared using generally the same techniques as in Example 1 for preparing the coated aggregate.

### Example 3

[0112] Steel-reinforced concrete is prepared according to the same procedures described in Example 1 except that the aggregate is not coated with polyaniline. About 4% by weight of free polyaniline (i.e., not coated on any particular component) is included in the mixture.

### Example 4

[0113] The concrete composition of Example 1 is used to form a bridge piling. A suitable hole is bored to reach a supporting layer. A rebar structure is then inserted into the hole and embedded in the concrete composition. Finally, the concrete composition is hardened to produce the bridging pile. It is expected that the bridge piling exhibits improved corrosion resistance.
WHAT IS CLAIMED IS:

1. A corrosion-resistant, metal-reinforced composite comprising:
   a binding medium;
   a granular material dispersed within the binding medium;
   a polymer dispersed within the binding medium, wherein the polymer
   comprises a recurring unit having a π-conjugated electron system; and
   a metal reinforcing member embedded within the binding medium.

2. The composite of Claim 1, wherein the polymer is configured to be electrically conductive when doped with an effective amount of dopant.

3. The composite of Claim 2, wherein the dopant is a hydrochloride.

4. The composite of any one of Claims 2-3, where the polymer is configured to have an electrical conductivity of at least $10^{-2}$ S·cm$^{-1}$ when doped with an effective amount of dopant.

5. The composite of any one of Claims 2-3, wherein the polymer is not doped.

6. The composite of any one of Claims 1-5, wherein the recurring unit is selected from the group consisting of:

X', X and are each independently selected from the group consisting of O, S, and N;
R^1 and R^2, are each independently selected from the group consisting of hydrogen, C_{1-6} alkyl and C_{1-6} alkoxy, or R^1 and R^2 are taken together to form a cycloalkyl, aryl or heterocycle;

R^3 and R^4 are each independently selected from the group consisting of hydrogen, C_{1-6} alkyl and C_{1-6} alkoxy, or R^3 and R^4 are taken together to form a cycloalkyl, aryl or heterocycle;

R^5 is absent or selected from the group consisting of hydrogen and C_{1-6} alkyl;

R^6 and R^7 are each independently selected from the group consisting of hydrogen, C_{1-6} alkyl and C_{1-6} alkoxy, or R^5 and R^7 are taken together to form a cycloalkyl, aryl or heterocycle; and

R^8 is absent or selected from the group consisting of hydrogen and C_{1-6} alkyl.

7. The composite of any one of Claims 1-6, wherein the polymer is selected from the group consisting of polyaniline, polyoxyphenylene, polyphenylene sulfide, polythiophene, polyfuran, polypyrrole, polymethylpyrrole, polycarbozole, polyazulene, and copolymers thereof.

8. The composite of any one of Claims 1-7, wherein the composite comprises at least 0.001% of the polymer by weight.

9. The composite of any one of Claims 1-8, wherein the composite comprises no more than about 35% of the polymer by weight.

10. The composite of any one of Claims 1-9, wherein the polymer is coated on at least a portion of the granular material dispersed within the binding medium.

11. The composite of Claim 10, wherein the polymer coating on at least a portion of the granular material is about 20 µm to about 200 µm thick.

12. The composite of any one of Claims 1-9, wherein the polymer is a powder.

13. The composite of any one of Claims 1-12, wherein the composite comprises at least about 4% of the binding medium by weight.

14. The composite of any one of Claims 1-13, wherein the composite comprises no more than about 50% of the binding medium by weight.

15. The composite of any one of Claims 1-14, wherein the binding medium is selected from the group consisting of a binding polymer, cement, and mixtures thereof.
wherein the binding polymer is not the same as the polymer dispersed in the binding medium.

16. The composite of any one of Claims 1-15, wherein the composite comprises at least about 40% of the granular material by weight.

17. The composite of any one of Claims 1-16, wherein the composite comprises no more than about 90% of the granular material by weight.

18. The composite of any one of Claims 1-17, wherein the granular material is aggregate.

19. The composite of any one of Claims 1-18, wherein the granular material comprises at least about 10% by weight of a first material that is retained by a 4.75-mm sieve.

20. The composite of any one of Claims 1-19, wherein the granular material comprises at least about 10% by weight of a second material that passes through a 4.75-mm sieve.

21. The composite of any one of Claims 1-20, wherein the granular material is selected from the group consisting of sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof.

22. The composite of any one of Claims 1-21, wherein the metal reinforcing member is configured to carry tensile loads within the composite.

23. The composite of any one of Claims 1-22, wherein the metal reinforcing member comprises a plurality of metal bars having diameters of at least about 4 mm.

24. The composite of Claim 23, wherein the metal bars are at least about 25 cm long.

25. The composite of any one of Claims 23-24, wherein the metal bars comprise a plurality of ridges along a surface of the metal bars.

26. The composite of any one of Claims 1-25, wherein the metal reinforcing member is steel or stainless steel.

27. The composite of any one of Claims 1-26, wherein the composite further comprises fibers.

28. The composite of Claim 27, wherein at least of a portion of the fibers are coated with the polymer.

29. A method of making a corrosion-resistant, metal-reinforced composite, the method comprising:
combining a binding medium, a granular material, and a polymer to form a mixture;
embedding a metal reinforcing member within the mixture; and
curing the mixture to form a rigid composite, wherein the polymer comprises a recurring unit having a π-conjugated electron system.

30. The method of Claim 29, wherein the recurring unit is selected from the group consisting of:

\[
\begin{align*}
R_1 & \quad R_2 \\
R_3 & \quad R_4 \\
\end{align*}
\]
and

\[
\begin{align*}
X^3
\end{align*}
\]

wherein:

- \( X^1, X^2 \) and \( X^3 \) are each independently selected from the group consisting of O, S, and N;
- \( R_1 \) and \( R_2 \) are each independently selected from the group consisting of hydrogen, \( C_{1-6} \) alkyl and \( C_{1-6} \) alkoxy, or \( R_1 \) and \( R_2 \) are taken together to form a cycloalkyl, aryl or heterocycle;
- \( R_3 \) and \( R_4 \) are each independently selected from the group consisting of hydrogen, \( C_{1-6} \) alkyl and \( C_{1-6} \) alkoxy, or \( R_3 \) and \( R_4 \) are taken together to form a cycloalkyl, aryl or heterocycle;
- \( R_5 \) is absent or selected from the group consisting of hydrogen and \( C_{1-6} \) alkyl;
- \( R_6 \) and \( R_7 \) are each independently selected from the group consisting of hydrogen, \( C_{1-6} \) alkyl and \( C_{1-6} \) alkoxy, or \( R_6 \) and \( R_7 \) are taken together to form a cycloalkyl, aryl or heterocycle; and
R^8 is absent or selected from the group consisting of hydrogen and C_{16} alkyl.

31. The method of any one of Claims 29-30, wherein the polymer is selected from the group consisting of polyaniline, polyoxyphenylene, polyphenylene sulfide, polythiophene, polyfuran, polypyrrole, polymethylpyrrole, polycarbozole, polyazulene, and copolymers thereof.

32. The method of any one of Claims 29-31, wherein the combining further comprises combining water with the granular material, the binding medium, and the polymer.

33. The method of Claim 32, wherein the polymer is combined with the water before combining with the granular material and the binding medium.

34. The method of any one of Claims 29-32, wherein the polymer is applied on at least a portion of the granular material before combining with the binding medium.

35. The method of Claim 34, wherein the polymer is applied to form a layer about 20 \mu m to about 200 \mu m thick on at least a portion of the granular material.

36. The composite prepared according the method of any one of Claims 29-35.

37. A method of applying a polymer to an aggregate, the method comprising:
   providing an aggregate selected from the group consisting sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof;
   providing a solution of one or more monomer units;
   dispersing the aggregate in the solution to form a dispersion; and
   polymerizing the one or more monomer units to produce a polymer;
wherein:
   the polymer comprises a recurring unit having a \pi-conjugated electron system; and
   the dispersion comprises at least about equal parts by weight of aggregate to the one or more monomer units.

38. A composition comprising an aggregate coated with a polymer; wherein:
   the polymer comprises a recurring unit having a \pi-conjugated electron system; and
   the aggregate is selected from the group consisting sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof.
39. A method comprising applying a solution to an aggregate to form a polymer layer on the aggregate, wherein:

   a polymer is dispersed within the solution;

   the polymer comprises a recurring unit having a \( \pi \)-conjugated electron system; and

   the aggregate is selected from the group consisting sand, gravel, stone, crushed stone, iron blast-furnace slag, and combinations thereof.
Combining binding medium, granular material, and polymer to form a mixture

Embedding a metal reinforcing member within the mixture

Curing the mixture to form a rigid composite

FIG. 2
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

Int. Cl.

C04B 1/14 (2006.01) C04B 16/04 (2006.01) C04B 26/02 (2006.01)
C04B 24/24 (2006.01) C04B 103/61 (2006.01) C04B 111/26 (2006.01)

According to International Patent Classification (IPC) or to both national classification and IPC

B. MINIMUM DOCUMENTATION SEARCHED

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

WPI, EPODOC, CAPLUS, Keywords: composite, conductive, polymer, coating, smart, concrete, cement, binder, aggregate, sand, quartz, gravel, stone, slag, filler, conjugated, corrosion resistance, pyrrole, thiophene, phenylene, furan, carbazole, azulene

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>U S 4722976 A (CESKA) 2 February 1988 (abstract; column 1, line 65 - column 2, line 4; column 2, lines 30-46; column 4, lines 21-56; column 5, lines 40-42; column 8, lines 15-18; column 9, line 35 - column 10, line 28; claims))</td>
<td>37-39</td>
</tr>
<tr>
<td>X</td>
<td>U S 4391946 A (AKERBERG et al.) 5 July 1983 (abstract; column 1, lines 45-53; column 3, lines 33-37; column 1, lines 60-68)</td>
<td>37-39</td>
</tr>
<tr>
<td>X</td>
<td>U S 5491 180 A (KIUCHI et al.) 13 February 1996 (abstract; column 2, line 48 - column 3, line 13; column 4, lines 3-2; column 6, lines 10-59; Examples; Tables)</td>
<td>38</td>
</tr>
<tr>
<td>A</td>
<td>U S 4780246 A (NAARMANN) 25 October 1988 (whole document)</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

See patent family annex

* Special categories of cited documents:
  "A" special category of cited documents defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

Date of the actual completion of the international search
14 February 2011

Date of mailing of the international search report
24 February 2011

Name and mailing address of the ISA/AU

AUSTRALIAN PATENT OFFICE
PO BOX 200, WODEN ACT 2606, AUSTRALIA
E-mail address: pct@ipaustralia.gov.au
Facsimile No. +61 2 6283 7999

Authorized officer
GIUSEPPE ZAGARI

AUSTRALIAN PATENT OFFICE
(ISO 9001 Quality Certified Service)
Telephone No: +61 2 6283 3130

Form PCT/ISA/2 10 (second sheet) (July 2009)
<table>
<thead>
<tr>
<th>Category**</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5817944 A (CHUNG) 6 October 1998 (whole document)</td>
<td></td>
</tr>
</tbody>
</table>
This Annex lists the known "A" publication level patent family members relating to the patent documents cited in the above-mentioned international search report. The Australian Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>US 4722976</td>
<td>us 4874675</td>
</tr>
<tr>
<td>US 4391946</td>
<td>NONE</td>
</tr>
<tr>
<td>US 5491180</td>
<td>EP 0698432 US 5616631</td>
</tr>
<tr>
<td>US 4780246</td>
<td>DE 3614279 EP 0243830JP 63000362</td>
</tr>
<tr>
<td>us 5817944</td>
<td>NONE</td>
</tr>
<tr>
<td>us 2004149963</td>
<td>CA 2440226 EP 1379581US 7125925</td>
</tr>
<tr>
<td></td>
<td>WO 02072682</td>
</tr>
</tbody>
</table>

Due to data integration issues this family listing may not include 10 digit Australian applications filed since May 2001.

END OF ANNEX