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1. 
Our invention relates to a type. cleaning 

brush, more particularly for use in cleaning the 
type-in connection with the keys on a typewriter, 
and the objects of our invention are: 

First: To provide a brush of this class which 
is particularly adapted for use in reaching: the 
type of a typewriter, and for cleaning the same 
by rotating Said-brush over the type. . 
Second: To-provide-a-type: cleaning-brush, of 

this. class: having novel-solvent dispensing means 
in connection therewith arranged to deliver the 
Solvent: to: Said. brush as it...is rotated over the 
type when cleaning the same: 
Third: ; To providesa, type: cleaning brush. of 

this. classi, having ... angular; axes: at the opposite 
ends of the bristle, bearing axis: for providing 
lateral movement. of the brush during rotation. 

Fourth: To provide a type cleaning brush of 
this class which is very easy to operate and very 
thorough in its cleaning operation. - 

Fifth: Fo provide. a type cleaning brush of 
this class having a novel handle-solvent reser 
vior and tubular shank for feeding , cleaning 
fluid to the bristles of the brush during rotation 
in connection with the type being cleaned. 

Sixth: To provide a type cleaning brush of 
this class which is very simple and economical 
of construction, efficient in its action and which 
Will not readily deteriorate or get out of order. 
With these and other objects in view as Will 

appear hereinafter, our invention consists of 
certain novel features of construction, combina 
tion and arrangement of parts and portions as 
will be hereinafter described in detail and par 
ticularly set forth in the appended claims, refer 
ence being had to the accompanying drawings 
and to the characters of reference thereon, form 
ing a part of this application in which: 

Fig. 1 is a longitudinal sectional view of our 
type cleaning brush showing portions in eleva 
tion to facilitate the illustration, and showing by 
dash lines the Structure of the typewriter asso 
ciated therewith in cleaning operations. Fig. 2 
is a fragmentary side elevational view of our 
type cleaning brush. Fig. 3 is a fragmentary sec 
tional view taken from the line 3-3 of Fig. 1. 
And Fig. 4 is a Side elevational view of the axle 
and bristles of our type cleaning brush showing 
in detail the angular axial portions at opposite 
ends of the axle of said brush. 

Similar characters of reference refer to similar 
parts and portions throughout the several views 
of the drawing. 
The bristles , axle 2, tube 3 and the handle 4 

constitute the principal parts and portions of our 
type cleaning brush, 
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portions.3b through; Whiclf 

The bristles. are: preferably.' resilient bristles. 
of any suitable material desired, and ... these 
bristles are secured in connection with the:axle 
2% between the twisted wire portions, 2a, and .2b 
which form said: axles 2 as...shown best in Eig. 4 
of-the-drawing: The bearing portions: 2G and 
2d of this axle. 2 are: in parallel angularly diss 
posed-relatio. with the axis of the bristle retail 
ing portion 2e at the middle of the axle, 2, it being: 
noted that the bristles. f. radiate from: the axis 
of the axle. 2...as showniia Fig.: 3 of the dra:Wiig, 
Opposite ends 2c and 2d of the axle. 2 are iguag 
nailled in connection: with...the-handle 4: by means 
of the bracket:3a...fused...to the tube. 3. Whigh is 
flared at its upper eid,3i in connection with: the 
enlarged handle, 4 enclosed at the upper end by, 
the plug 4a which may be secured; in connection 
with said handle:4s by various, mearas as: desired; 
The lower end of the tube 3 is flat as showia in 
Fig. 3 of the drawing providing a narrow outlet 

id3aaypassifrona; the 
retailer 3c. in the tube:3; all as shown best...in 
Figs: 1 and r3 of the drawing: . The fluid retaine: 
in the tube 3 may befelt or other. Suitable: 3.2ate 
rial for suspending the fluid therein which is 
stored in quantity in the hollow tubular handle 
4 providing sufficient supply for complete clean 
ing operations of the type in connection with the 
typewriter. 
The operation of our type cleaning brush is 

Substantially as follows: 
Fluid is first placed in the hollow cylindrical 

handle 4 and the plug 4a inserted in the end 
thereof enclosing the fluid in the handle 4 in 
contact with the retainer 3c in the handle 4 and 
the tube 3. The density of this fluid retainer 3c 
may be varied as desired by Substituting various 
materials such as felt, etc. The fluid in the 
handle 4 gravitates through the fluid retainer 3c 
in the tube 3 and is distributed through the 
opening 3b in the lower end of the tube 3 con 
tiguous with the bristles of the brush. As the 
brush is rotated over the type of the typewriter 
the angular end portions 2c and 2d of the axle 2 
cause lateral movement of the bristles together 
With rotative movement while the bristles are 
passed over the type. It will be noted that the 
fluid passing from the handle 4 to the tube 3 
passes slowly in connection with the retainer 3c 
providing the proper flow of fluid to the brush 
bristles f in accordance with the usage and evap 
oration thereof. The tube 3 is provided with an 
angular portion near the brush for access to the 
type. 
Though we have shown and described a par 

ticular construction, combination and arrange 
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ment of parts and portions, we do not wish to be 
limited to the particular construction, combina 
tion and arrangement, but desire to include in 
the scope of our invention the construction, con 
bination and arrangement substantially as Set 
forth in the appended claims. 

Having thus described our invention, what we 
claim as new and desire to secure by Letters Pat 
ent is: 

1. In a type cleaning brush of the class de 
scribed the combination of a brush composed of 
an axle and with bristles radiating therefrom, a . 
hollow handle connected to said brush having a 
tubular portion with one end in close proximity 
to said bristles, retainer material in said handle 
and said tubular portion arranged to retain fluid 
therein, said brush rotatively mounted on said 
axle in spaced relation with said handle and 
having angularly disposed axle portions disposed 
in opposite directions near the ends thereof, ar 
ranged to cause said brush to Wobble during ro 
tation. 

2. In a type cleaning brush of the class de 
scribed the combination of a hollow handle, a 
tubular portion extending therefrom, a rotatable 
brush connected to said handle and in close proX 
imity with the open end of said tubular portion, 
a fluid retainer in said tubular portion arranged 
to retain fluid and conduct the same to the 
bristles of said brush, said brush provided With 
an axle having angularly oppositely disposed end 
portions revolubly mounted on said axle in Spaced 
relation with said handle arranged to cause Said 
brush to wobble transversely of the axis thereof 
during rotation, said handle provided with an 
angular portion adjacent the brush portion adapt 
ed for use in convenient access to the keys of a 
typewriter. 

3. In a type cleaning brush of the class de 
scribed, the combination of a handle, a brush 
rotatably mounted connected to one end thereof, 
said brush provided with an axle having opposite 
ly disposed angular ends mounted in bearings in 
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4. 
said handle, whereby said brush tends to wobble 
relatively with said handle when rotated. 

4. In a type cleaning brush of the class de 
Scribed, the combination of a brush composed of 
an axle and radiating bristles, a hollow handle 
connected to Said brush, having a tubular portion 
With one end in close proximity to said bristles, 
retainer material in said handle and said tubular 
portion arranged to retain fluid therein, said 
handle provided with a curve in said handle near 
its connection with Said brush, to facilitate the 
Operation of said brush in cleaning the type of 
the typewriter. 

JAMES F. KELLEY. 
DONALDE, SHATTUCK. 
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