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Description

[0001] The invention relates to an ink jet device com-
prising an ink reservoir and a jetting assembly having at
least one printing nozzle.

[0002] Inaninkjetdevice, forexample aninkjet printer
with an ink reservoir and a jetting assembly, the ink res-
ervoir is usually arranged together with the jetting assem-
bly in a printhead which is reciprocated over a printing
area. When ink is also stored outside the reciprocating
printhead, the printhead usually has an ink supply line
for supplying ink to the ink reservoir. For example, in an
ink jet printer operating with hot meltink, i. e. with ink that
is solid at room temperature, the ink supply line may com-
prise an ink melting unit for supplying melted ink to the
ink reservoir, and solid ink pellets may be supplied to an
open end of the ink melting unit from outside the printhead
from time to time. In order to ensure that contaminants
are prevented from entering the ink reservoir, an ink filter
may be provided at the ink supply line, and the melted
ink may be flow through the ink filter into the ink reservoir.
[0003] Depending on the configuration of the ink jet
device, it may be necessary to provide a suction device
for applying a negative pressure to an inner space of the
ink reservoir to prevent ink from leaking out of the printing
nozzles of the jetting assembly. In this case, the ink filter
may function as a hydraulic lock, so that the negative
pressure can be provided to the ink reservoir while at the
same time ink may be supplied to the ink reservoir
through the ink filter.

[0004] In order to dispose of air bubbles or contami-
nants that might be present in the jetting assembly, it is
desirable to purge the printing nozzles of the jetting as-
sembly from time to time, thereby removing any air bub-
bles and contaminants. Therefore, a purging device may
be provided that is adapted to apply a purging pressure
to the inner space of the reservoir for pressing ink into
the printing nozzles. However, in case of an ink supply
line having an open end, the ink supply line has to be
shut off from the ink reservoir to permit the purging device
to build up the purging pressure in the ink reservoir.
[0005] The necessary purging pressure is usually
higher than the absolute value of the negative pressure
which is applied to the ink reservoir for preventing ink
from leaking ink out of the printing nozzles. In case of the
ink supply line having an ink filter as described above,
the ink filter may not function as a hydraulic lock under
the comparatively high purging pressure. Thus, a break-
through of the ink filter, i.e. an undesired flow of air or ink
from the ink reservoir through the ink filter, may take
place. In this case, the necessary purging pressure can-
not be built up within the ink reservoir.

[0006] From US 4 641 154, an ink jet apparatus cor-
responding to the preamble of claim 1 is known. The ink
jetapparatus has aftilt valve that is positioned at an upper
wall of the ink reservoir. Hot melt ink is melted in an ink
melting unit and flows through the tilt valve into the ink
reservoir due to gravity. When a purging pressure is to
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be built up by an ink jet priming system, the tilt valve is
moved in a closed position by an actuator. Thus, the tilt
valve has to be closed actively in order to enable the ink
jet priming system to build up a purging pressure within
the ink reservoir. The necessary actuator for closing the
valve and the moving parts of the valve which are ar-
ranged at the ink supply line are disadvantageous. A fur-
ther disadvantage results from the fact that the valve is
opened by the gravity force of the melted ink as the open-
ing of the valve may be suppressed by capillary forces,
i.e. adhesion between the valve element, the liquid ink
and the top wall of the reservoir. In such a case, the ink
supply line will be blocked.

[0007] From US 6 048 057, a hot melt ink jet printhead
is known having an ink reservoir with a first chamber and
a second chamber. The second chamber comprises a
first valve and a second valve. In the normal printing op-
eration of the printhead, ink flows from the first chamber
to a nozzle head of the printhead. During a purging op-
eration, a channel between the first chamber and the
second chamber is closed, and a channel between the
nozzle head and the second chamber is opened. Then,
ink flows from the first chamber through the nozzle head
into the second chamber. Thereby, any air bubbles
present in the nozzle head are moved into the second
chamber. During the normal printing operation, ink is al-
lowed to flow from the second chamber to the first cham-
ber. The valves are arranged at opposite arms of a lever
to be alternately closed by a movement of the lever. The
lever is activated by an actuating mechanism. A disad-
vantage is that always one of the valves is in a closed
position, so that during printing the ink is not circulated
in the chamber between the nozzle head and the second
chamber. Moreover, the valves do not shut off the ink
supply line from the ink reservoir.

[0008] From US 5489 925, an ink jet printing system
is known, wherein a liquid ink supply line extending from
a remote liquid ink reservoir to an ink reservoir of a print-
head is shut off by a passive check valve. The check
valve is spring-biased toward its closed position. The ink
reservoir of the printhead may be elevated above the
remote reservoir, and ink is supplied through the check
valve to the ink reservoir by a pump, thereby opening the
checkvalve. A pressure control system controls the pres-
sure of the ink in the ink reservoir of the printhead to
permit purging of air bubbles and contaminants from or-
ifices and passageways. A disadvantage of this ink jet
printing system is that a pump is necessary to actively
pump the ink through the check valve in the ink supply
line.

[0009] US-A-4 937 598 discloses an ink jet printing
system which includes a purge system. Here, the ink en-
ters from the supply line into the ink reservoir from below,
passing a check-valve that closes when the purge system
pressurizes the ink reservoir. However, in this system,
the ink has to be urged into the ink reservoir against the
force of gravity.

[0010] Itis an object of the invention to provide an ink
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jet device in which the flow of ink into the ink reservoir is
supported by gravity and that allows to build up a purging
pressure within an ink reservoir, and in which the ink sup-
ply line is reliably shut off during a purging operation and
is reliably opened after the purging operation, without
requiring a pump for supplying the ink. According to the
invention, this objectis achieved by anink jet device com-
prising an ink reservoir, and a jetting assembly having at
least one printing nozzle, the jetting assembly being con-
nected to the ink reservoir for receiving liquid ink from
the ink reservoir, the ink jet device further comprising an
ink supply line for supplying ink to the ink reservoir, said
ink supply line comprising a valve for blocking a connec-
tion of the ink supply line to the ink reservoir, said valve
being arranged at a lower end of the ink supply line, the
ink supply line and the ink reservoir being arranged to
allow liquid ink to flow through the valve into the ink res-
ervoir in accordance with and supported by gravity acting
on the ink, the ink jet device further comprising a purging
device adapted to apply a purging pressure to an inner
space of the ink reservoir for pressing ink into the at least
one printing nozzle, wherein the valve is arranged below
a nominal minimal fill level of the ink reservoir, and the
valve is a passive one-way valve that is adapted to block
the connection of the ink supply line to the ink reservoir
when a pressure within the ink reservoir reaches a pre-
determined value. This predetermined pressure value
may be a value between the set value of the pressure to
be applied to the ink reservoir during printing and the
purging pressure set value. Due to the valve, the ink sup-
ply line can be reliably shut off from the ink reservoir
during the purging operation, so thatthe purging pressure
can be built up within the ink reservoir. Moreover, be-
cause the valve is a passive valve that closes when a
pressure within the ink reservoir is high enough, wherein
said high enough pressure is not required to be higher
than the purging pressure, the valve automatically closes
when the purging pressure is built up. Therefore, an ac-
tuator for closing the valve can be dispensed with.
Moreover, a reliable opening of the valve is achieved for
the following reasons. Because the valve is arranged be-
low a nominal minimal fill level of the ink reservoir, the
valve is surrounded by the ink of the ink reservoir and by
theink thatis present withinthe ink supply line. Therefore,
there will be no capillary adhesion forces that could pre-
vent the valve from opening. Therefore, the valve may
be adapted to be opened due to or supported by gravity
forces acting on ink which is present in the ink supply
line. Furthermore, the valve preferably comprises a valve
element which has a greater mass than the ink which it
displaces. Thus, the opening of the valve is also support-
ed by gravity acting on the valve element.

[0011] Because the liquid ink flows through the valve
into the ink reservoir supported by gravity, a pump may
be dispensed with. This facilitates a simple construction
of the ink jet device.

[0012] Useful details of the invention are indicated in
the dependent claims.
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[0013] In a preferred embodiment, the ink supply line
further comprises an ink filter, the valve being arranged
between the ink filter and the ink reservoir. In this case,
the valve of the invention is extremely useful to prevent
an ink filter break-through due to the purging pressure.
Preferably, the only ink path into the ink reservoir is
through the ink filter, and, following the ink filter, through
the valve. Preferably, the ink filter is arranged above the
ink reservoir. In one embodiment, the ink supply line fur-
ther comprises a sub chamber which is arranged be-
tween the ink filter and the valve. Thereby, a gravity force
acting on ink which is present within the sub chamber
contributes to opening the valve.

[0014] In a preferred embodiment, the ink supply line
further comprises an ink melting unit for supplying melted
ink through the ink filter to the ink reservoir.

[0015] Preferably, the ink jet device comprises a suc-
tion device which is adapted to apply a negative pressure
to said inner space of the ink reservoir. Thereby, ink may
be prevented from leaking off the printing nozzle. In case
the ink filter is provided at the ink supply line, the ink filter
preferably functions as a hydraulic lock, so that the neg-
ative pressure may be applied while still allowing liquid
ink to be supplied to the ink reservoir through the filter.
[0016] In one embodiment, the valve is adapted to be
continuously open during a printing operation of the ink
jet device and is adapted to be closed by the purging
pressure being applied to said inner space of the ink res-
ervoir.

[0017] Inapreferred embodiment, the valve comprises
a spherical valve element, a cage and a valve seat for
the valve element, the valve element being freely mov-
able between the valve seat and the cage, the mass of
the valve element being greater than the mass of the
liquid ink which is displaced by the valve element. The
valve is adapted to be closed when the valve element is
pressed against the valve seat. Alternatively, the valve
may be a duck bill valve.

[0018] Preferably, the cage forms a diffuser for ink
which flows through the valve into the ink reservoir.
Thereby, a circulation of the liquid ink within the ink res-
ervoir is facilitated.

[0019] In a specially preferred embodiment, the ink
supply line further comprises a vertical tube, the valve
seatbeing arranged at an inner wall of said tube, the tube
surrounding at least an upper half of the valve element
when the valve elementis pressed against the valve seat.
Thereby, during the build up of the purging pressure with-
in the ink reservoir, a momentarily movement of ink to-
wards the valve more reliably pushes the valve element
against the valve seat.

[0020] A preferred embodiment of the invention will
now be described in conjunction with the drawings in
which:

Figure 1  is a schematic sectional view of an ink jet
device with anink supply line for hot-meltink;
Figure 2 is a schematic cross-sectional view of the
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lower part of the ink jet device of figure 1
along the line II-1l; and

Figure 3  shows the ink jet device of figure 1 during a
purging operation.
[0021] Figures 1 to 3 show an ink jet device with a

jetting assembly 10 forming a lower part thereof. An array
of printing nozzles 12 is arranged at the jetting assembly
10 to eject ink droplets in a vertical direction. In figure 1,
one of the printing nozzles 12 is shown, and ink droplets
14 are indicated. The jetting assembly 10 is connected
via a filter 16 to an inner space 18 of an ink reservoir 20.
[0022] The ink reservoir 20 is normally filled with liquid
hot-melt ink 22 at least to a nominal minimal fill level L
indicated with a chain-dotted line. An electric heating de-
vice 24 is arranged in a manner which is generally known
in the art at the ink reservoir 20 to keep the hot-melt ink
22 in its liquid state. A fill level sensor 26 is arranged at
a wall of the ink reservoir 20 to detect whether the actual
ink fill level within the ink reservoir 20 sinks to nearly the
nominal minimal fill level L, like it is shown in figures 1
and 2. In this case, new liquid ink is supplied to the inner
space 18 of the ink reservoir 20 via an ink supply line 28.
In figure 3, an actual fill level is shown that is higher than
the actual fill level shown in figures 1 and 2.

[0023] Above the ink reservoir 20, there is arranged
an ink melting unit 30 of the ink supply line 28. Solid ink
pellets are supplied to the ink melting unit 30 when need-
ed. At a wall of the ink melting unit 30, there is arranged
an electric heating device 32 for melting an ink pellet
which is presentin the ink melting unit 30. The ink melting
unit 30 forms a funnel which opens at its lower end into
a first sub chamber 34 of the ink reservoir 20. The first
sub chamber 34 extents substantially over the cross sec-
tional area of the ink reservoir 20. It has a lower wall
which is formed by an ink filter 36 which connects the
first sub chamber 34 to a second sub chamber 38 which
is arranged below the ink filter 36. The upper part of the
second sub chamber 38 forms a funnel which is connect-
ed to a vertical tube 40 that forms the lower part of the
second sub chamber 38. At the lower end of the vertical
tube 40, the ink supply line 28 is connected to the inner
space 18 of the ink reservoir 20 via a valve 42 which will
now be described in detail.

[0024] At alower end of the vertical tube 40, the inner
wall of the vertical tube 40 forms a valve seat 44 for a
ball which forms a spherical valve element 46. At the
valve seat 44, the vertical tube 40 forms a valve opening
48. In a closed position of the valve, the spherical valve
element 46 is pressed against the valve seat 44 by a
pressure within the ink reservoir 20 and thereby closes
the valve opening 48. Thus, the connection of the ink
supply line 28 to the ink reservoir 20 is blocked. This state
is shown in figure 3.

[0025] Infigures 1 and 2, an open position of the valve
is shown wherein the valve element 46 is held by a cage
50 which is arranged at the lower end of the vertical tube
40. The valve element 46 is free to move between the

10

15

20

25

30

35

40

45

50

55

cage 50 and the valve seat 44. Since the valve element
46 has a greater mass than the ink which it displaces,
the valve element 46 will usually rest on the cage 50 in
the open position of the valve 42. Thereby, the influence
of the valve 42 onto the ink flow into the ink reservoir 20
is minimized. However, the vertical tube 40 is arranged
to surround at least an upper half of the spherical valve
element 46 in the open position of the valve 42. Thereby,
when a pressure is built up within the ink reservoir 20, a
resultant movement of the ink towards the vertical tube
40 assures that the valve element 46 is pressed against
the valve seat 44. In the closed position of the valve 42,
the vertical tube 40 surrounds an even larger part of the
valve element 46.

[0026] An ink flow from the ink supply line 28 through
the open valve 42 into the ink reservoir is divided by the
cage 50 into at least two branches. Thereby, the cage
50 forms a diffuser for the ink flow. Thus, the ink enters
into the inner space 18 of the ink reservoir 20 in at least
two different directions. Thereby, a circulation of the ink
22 within the ink reservoir 20 is achieved. In the embod-
iment shown, the ink flows through openings between
the cage 50 and the vertical tube 40 at two opposite sides
of the valve 42, namely, to the left and to the right of the
vertical tube 40 in figure 1.

[0027] At an upper area of the inner space 18 of the
ink reservoir 20, there is connected a ventilation conduit
52 to the inner space 18. The ventilation conduit 52 is,
for example, formed by a flexible hose. The ventilation
conduit 52 connects the inner space 18 of the ink reser-
voir 20 via an air filter 54 to a combined suction and purg-
ing device 56. During a normal printing operation of the
ink jet device, the combined suction and purging device
56 applies a negative pressure via the ventilation conduit
52 to the inner space 18. Thereby, liquid ink 22 is pre-
vented from leaking through the printing nozzles 12 of
the jetting assembly 10. Under the negative pressure,
the ink filter 36 of the ink supply line 28 functions as a
hydraulic lock because capillary channels of the ink filter
36 are filled with ink. Thereby, the negative pressure can
be maintained within the inner space 18 of the ink reser-
voir 20. During the printing operation, the valve 42 is con-
tinuously open.

[0028] When a purging operation of the ink jet device
is to be performed, the combined suction and purging
device 56 exerts a higher positive pressure to the inner
space 18 of the ink reservoir 20. This is called the purging
pressure. When the purging pressure is applied to the
ink reservoir 20, the valve element 46 is pressed against
the valve seat 44 and thus, the valve 42 is closed. There-
by, the connection of the ink supply line 28 to the ink
reservoir 20 is locked. Thus, the ink filter 36 does not
interfere with the building up of the purging pressure with-
in the inner space 18 of the ink reservoir 20. In particular,
a break-through of the ink filter 36 is prevented.

[0029] After the purging operation has been per-
formed, the combined suction and purging device 56 may
again apply a negative pressure to the inner space 18 of
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the ink reservoir 20. Due to gravity acting on ink within
the vertically tube 40 and due to the negative pressure
within the ink reservoir 20, the valve element 46 experi-
ences a force that moves the valve element 46 down-
ward. Because the valve element 46 is arranged below
the nominal minimal fill level L, it is surrounded by liquid
ink 22 in the closed position of the valve 42. Thereby,
capillary adhesion forces are prevented from occurring
between the valve element 46 and the valve seat 44.
Therefore, after a purging operation the valve 42 reliably
opens.

[0030] Thus, the valve 42 functions as a passive one-
way valve that reliably blocks the connection of the ink
supply line 28 to the ink reservoir 20 when the purging
pressure is applied to the ink reservoir and reliably opens
again when the pressure within the ink reservoir is at its
normal level during a printing operation.

Claims

1. Ink jet device
comprising an ink reservoir (20) and a jetting assem-
bly (10) having at least one printing nozzle (12), the
jetting assembly (10) being connected to the ink res-
ervoir (20) for receiving liquid ink (22) from the ink
reservoir (20),
further comprising an ink supply line (28) for supply-
ing ink to the ink reservoir (20), said ink supply line
(28) comprising a valve (42) for blocking a connec-
tion of the ink supply line (28) to the ink reservoir
(20), said valve (42) being arranged at a lower end
of the ink supply line (28), the ink supply line (28)
and the ink reservoir (20) being arranged to allow
liquid ink (22) to flow through the valve (42) into the
ink reservoir (20) in accordance with and supported
by gravity acting on the ink,
further comprising a purging device (56) adapted to
apply a purging pressure to an inner space (18) of
the ink reservoir (20) for pressing ink (22) into the at
least one printing nozzle (12),
characterized in that the valve (42) is arranged be-
low a nominal minimal fill level (L) of the ink reservoir
(20),
and that the valve (42) is a passive one-way valve
that is adapted to block the connection of the ink
supply line (28) to the ink reservoir (20) when a pres-
sure within the ink reservoir (20) reaches a prede-
termined value.

2. Ink jet device according to claim 1, wherein the ink
supply line (28) further comprises an ink filter (36),
the valve (42) being arranged between the ink filter
(36) and the ink reservoir (20).

3. Inkjet device according to claim 2, wherein the only
ink path into the ink reservoir (20) is through the ink
filter (36) and, following the ink filter (36), through
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the valve (42).

4. Ink jet device according to claim 2 or 3, wherein the
ink filter (36) is arranged above the ink reservoir (20).

5. Ink jet device according to any one of claims 2 to 4,
wherein the ink supply line (28) further comprises a
sub chamber (38) which is arranged between the ink
filter (36) and the valve (42).

6. Ink jet device according to any one of claims 2 to 5,
wherein the ink supply line (28) further comprises an
ink melting unit (30) for supplying melted ink (22)
through the ink filter (36) to the ink reservoir (20).

7. Inkjet device according to any one of the preceding
claims, further comprising a suction device (56)
adapted to apply a negative pressure to said inner
space (18) of the ink reservoir (20).

8. Ink jet device according to any one of the preceding
claims, wherein the valve (42) comprises a spherical
valve element (46), a cage (50) and a valve seat (44)
for the valve element (46), the valve element (46)
being freely movable between the valve seat (44)
and the cage (50), the mass of the valve element
(46) being greater than the mass of the liquid ink (22)
which is displaced by the valve element (46).

9. Inkjet device according to claim 8, wherein the cage
(50) forms a diffuser for ink (22) which flows through
the valve (42) into the ink reservoir (20).

10. Ink jet device according to any one of claims 8 and
9, wherein the ink supply line (28) further comprises
a vertical tube (40), the valve seat (44) being ar-
ranged at an inner wall of said tube (40), the tube
(40) surrounding at least an upper halve of the valve
element (46) when the valve element (46) is pressed
against the valve seat (44).

Patentanspriiche

1. Tintenstrahlvorrichtung

mit einem Tintenreservoir (20) und einer Strahlan-
ordnung (10), die wenigstens eine Druckdise (12)
aufweist, wobei die Strahlanordnung (10) mit dem
Tintenreservoir (20) verbunden ist, um fliissige Tinte
(22) aus dem Tintenreservoir (20) aufzunehmen,

weiterhin mit einer Tintenzufuhrleitung (28) zur Zu-
fuhr von Tinte zu dem Tintenreservoir (20), wobei
diese Tintenzufuhrleitung (28) ein Ventil (42) zur Un-
terbrechung der Verbindung zwischen der Tintenzu-
fuhrleitung (28) und dem Tintenreservoir (20) auf-
weist, dieses Ventil (42) an einem unteren Ende der
Tintenzufuhrleitung (28) angeordnet ist, die Tinten-
zufuhrleitung (28) und das Tintenreservoir (20) dazu
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eingerichtet sind, eine Stromung flissiger Tinte
durch das Ventil (42) hindurch in das Tintenreservoir
(20) in Ubereinstimmung mit und unterstiitzt durch
die auf die Tinte wirkende Schwerkraft zu ermégli-
chen,

weiter mit einer Splleinrichtung (56), die dazu aus-
gebildet ist, einen Spuldruck an eineninneren Raum
(18) des Tintenreservoirs (20) anzulegen, um Tinte
(22) in die wenigstens eine Druckdise (12) zu driik-
ken,

dadurch gekennzeichnet, daR das Ventil (42) un-
terhalb eines nominalen Mindestfiillpegels (L) des
Tintenreservoirs (20) angeordnet ist

und daf das Ventil (42) ein passives Rickschlag-
ventil ist, das dazu eingerichtet ist, die Verbindung
der Tintenzufuhrleitung (28) mit dem Tintenreservoir
(20) zu blokkieren, wenn ein Druck in dem Tintenre-
servoir (20) einen vorbestimmten Wert erreicht.

Tintenstrahlvorrichtung nach Anspruch 1, bei der die
Tintenzufuhrleitung (28) weiterhin einen Filter (36)
fur Tinte aufweist und das Ventil (42) zwischen dem
Filter (36) und dem Tintenreservoir (20) angeordnet
ist.

Tintenstrahlvorrichtung nach Anspruch 2, bei der der
einzige Pfad fiir die Tinte in das Tintenreservoir (20)
hinein durch den Filter (36) und im Anschluf3 an den
Filter (36) durch das Ventil (42) fihrt.

Tintenstrahlvorrichtung nach Anspruch 2 oder 3, bei
der der Filter (36) fiir die Tinte oberhalb des Tinten-
reservoirs (20) angeordnet ist.

Tintenstrahlvorrichtung nach einem der Anspriiche
2 bis 4, bei der die Tintenzufuhrleitung (28) weiterhin
eine Teilkammer (38) aufweist, die zwischen dem
Filter (36) und dem Ventil (42) angeordnet ist.

Tintenstrahlvorrichtung nach einem der Anspruiche
2 bis 5, bei der die Tintenzufuhrleitung (28) weiterhin
eine Schmelzeinheit (30) fur die Tinte aufweist, zur
Zufuhr von geschmolzener Tinte (22) durch den Fil-
ter (36) in das Tintenreservoir (20).

Tintenstrahlvorrichtung nach einem der vorstehen-
den Anspriche, weiter mit einer Saugeinrichtung
(56), die dazu ausgebildet ist, einen Unterdruck an
dem genannten inneren Raum (18) des Tintenreser-
voirs (20) anzulegen.

Tintenstrahlvorrichtung nach einem der vorstehen-
den Anspriche, bei der das Ventil (42) ein sphéri-
sches Ventilelement (46), einen Kéfig (50) und einen
Ventilsitz (44) fir das Ventilelement (46) aufweist,
das Ventilelement (46) zwischen dem Ventilsitz (44)
und dem Kéfig (50) frei beweglich ist, und die Masse
des Ventilelements (46) grof3er ist als die Masse der
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10.

flissigen Tinte (22), die von dem Ventilelement (46)
verdrangt wird.

Tintenstrahlvorrichtung nach Anspruch 8, bei der der
Kafig (50) einen Diffusor fur Tinte (22) bildet, die
durch das Ventil (42) in das Tintenreservoir (20)
flieRt.

Tintenstrahlvorrichtung nach einem der Anspriiche
8 und 9, bei der die Tintenzufuhrleitung (28) weiter-
hin ein vertikales Rohr (40) aufweist, der Ventilsitz
(44) an einer Innenwand dieses Rohres (40) ange-
ordnet ist, und das Rohr (40) wenigstens eine obere
Halfte des Ventilelements (46) umgibt, wenn das
Ventilelement (46) gegen den Ventilsitz (44) ange-
druckt ist.

Revendications

Dispositif a jet d’encre comprenant un réservoir d’en-
cre (20) et un ensemble d’éjection (10) comportant
au moins une buse d’impression (12), 'ensemble
d’éjection (10) étant raccordé au réservoir d’encre
(20), afin de recevoir I'encre liquide (22) du réservoir
d’encre (20),

comprenant en outre une ligne d’alimentation en en-
cre (28) destinée a alimenter le réservoir d’encre (20)
en encre, laquelle ligne d’alimentation en encre (28)
comprend une soupape (42) destinée a bloquer un
raccordement de la ligne d’alimentation en encre
(28) au réservoir d’encre (20), laquelle soupape (42)
est placée au niveau d’'une extrémité inférieure de
la ligne d’alimentation en encre (28), laquelle ligne
d’alimentation en encre (28) et le réservoir d’encre
(20) étant configurés pour laisser I'encre liquide (22)
s’écouler a travers la soupape (42) dans le réservoir
d’encre (20) conformément a et supportée par la gra-
vité agissant sur I'encre,

comprenant en outre un dispositif de purge (56) con-
¢u pour appliquer une pression de purge a un espace
intérieur (18) du réservoir d’encre (20), afin de com-
primer I'encre (22) dans la ou les buse(s) d’'impres-
sion (12),

caractérisé en ce que la soupape (42) est placée
en dessous d’un niveau de remplissage minimal no-
minal (L) du réservoir d’encre (20),

et en ce que la soupape (42) est une soupape pas-
sive a une voie congue pour bloquer le raccordement
de la ligne d’alimentation en encre (28) au réservoir
d’encre (20), lorsqu’une pression a l'intérieur du ré-
servoir (20) atteint une valeur prédéterminée.

Dispositif a jet d’encre selon la revendication 1, dans
lequellaligne d’alimentation en encre (28) comprend
en outre un filtre a encre (36), la soupape (42) étant
placée entre lefiltre a encre (36) et le réservoir d’en-
cre (20).
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Dispositif a jet d’encre selon la revendication 2, dans
lequel I'unique trajectoire d’encre dans le réservoir
d’encre (20) passe a travers le filire a encre (36) et,
apres le filtre a encre (36), a travers la soupape (42).

Dispositif a jet d’encre selon la revendication 2 ou la
revendication 3, dans lequel le filtre a encre (36) est
placé au-dessus du réservoir d’encre (20).

Dispositif a jet d’encre selon I'une quelconque des
revendications 2 a 4, dans lequel la ligne d’alimen-
tation en encre (28) comprend en outre une sous-
chambre (38) placée entre le filtre a encre (36) et la
soupape (42).

Dispositif a jet d’encre selon I'une quelconque des
revendication 2 a 5, dans lequel la ligne d’alimenta-
tion en encre (28) comprend en outre une unité de
fusion d’encre (30) destinée a délivrer 'encre fondue
(22) a travers le filtre a encre (36) au réservoir d’en-
cre (20).

Dispositif a jet d’encre selon 'une quelconque des
revendications précédentes, comprenant en outre
un dispositif d’aspiration (56) congu pour appliquer
une pression négative sur ledit espace intérieur (18)
du réservoir d’encre (20).

Dispositif a jet d’encre selon 'une quelconque des
revendications précédentes, dans lequel la soupape
(42) comprend un élément de soupape sphérique
(46), une cage (50) et un siége de soupape (44) pour
I'élément de soupape (46), lequel élément de sou-
pape (46) est apte a se déplacer librement entre le
siége de soupape (44) et la cage (50), la masse de
I'élément de soupape (46) étant supérieure a la mas-
se de I'encre liquide (22) déplacée par I'élément de
soupape (46).

Dispositif a jet d’encre selon la revendication 8, dans
lequel la cage (50) forme un diffuseur pour I'encre
(22) qui s’écoule a travers la soupape (42) dans le
réservoir d’encre (20).

Dispositif a jet d’encre selon 'une quelconque des
revendications 8 et 9, dans lequel la ligne d’alimen-
tation en encre (28) comprend en outre un tube ver-
tical (40), le siége de la soupape (44) étant placé au
niveau d’une face interne dudit tube (40), lequel tube
(40) entoure au moins une moitié supérieure de I'élé-
mentde soupape (46), lorsque I'élément de soupape
(46) est appuyé contre le siége de la soupape (44).
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