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The present invention relates to trays and 
more particularly to the type provided with a 
handle. An object of this invention is to pro 
vide a construction in which the handle is 

5 supported by a partition of the tray in such a 
manner that it may be collapsed so as not to 
interfere with the tray being placed in a suit 
able receptacle, while at the same time, the 
handle may be readily gripped while in a col 

10 lapsed position to lift the tray from the recep 
tacle and act as a carrier for the tray. An 
other object of the invention is to provide a 
novel means for securing a handle to a dou 
ble wall partition in a tray so that the parti 

15 tion houses the handle, while the latter is in 
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collapsed position, and at the same time po 
sitions the grip portion of the handle so that 
the latter may be readily grasped by the 
hand. 
To these and other ends, the invention con 

sists of certain parts and combinations of 
parts, all of which will be hereinafter de 
scribed; the novel features of which will be 
pointed out in the appended claims. 
In the drawings: 
Fig. 1 is a perspective view of a tray em 

bodying this invention; 
Fig.2 is an enlarged sectional view show 

ing the handle in raised position; 
E. 3 is an enlarged sectional view show 

ing the handle in collapsed position on the 
line 3-3, Fig. 1; and 

Fig. 4 is a view illustrating the method by 
which the handle is attached to the tray, 
The tray illustrated in this invention is 

designed for use in toolchests or other recep 
tacles and has side walls 1, end Walls 2 and a 
central partition formed, in this instance, by 
two walls 3, converging toward the upper 
edge of the partition and connected at their 
upper portions at 4, while being spaced apart 
below the connection portion. This partition 
is arranged in the middle of the tray and ex 
tends longitudinally thereof. Its upper edge 
is provided with two openings 5 and 6, the 
opening 6 being elongated in the direction of 
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the length of the partition. 
The handle, in this instance, comprises a 

grip portion 7, two parallel arms 8 extending 
downwardly from opposite ends of the grip 

portion, the ends of the arms being provided 
With laterally turned lugs 9. All portions of 
the handle, in this instance, are made from 
a single piece of wire stock of uniform diam 
eter throughout. In attaching the handle to . 
the tray, the grip portion is bent or deflected 
at 10 which has the effect of throwing the 
two lugs 9 closer to each other and the arm 
8 in slightly converging relation. This per 
mits one of the lugs 9 to be passed endwise 
to the opening 5 while the other lug 9 may 
be passed sidewise to the opening 6. After 
this the bent portion 10 is straightened, thus 
moving the laterally turned portions 9 out 
Wardly and causing the handle to interlock 
with the tray walls. The portion 7 being 
parallel with the upper edge of the partition 
drops downwardly into contact with said 
edge while the arms drop between the walls 
3. Owing to the converging relation of the 
walls and the narrowness of the connecting 
portion 4, one may, with two fingers pressed 
against the two walls 3, grip at the same time 
the grip portion 7 of the handle and in this 
way readily elevate the handle so that it may 
be grasped with the hand in order to move 
the tray. 
From the foregoing it may be seen that 

the formation of the partition of the tray to 
gether with the manner of connecting the 
handle thereto facilitates a ready fastening of 
the handle, while at the same time permitting 
the handle to be gripped, elevated and 
grasped at will. The handle interlocks to 
the tray in such a manner that no separate 
fastening means is required. 
What I claim as my invention and desire 

to secure by Letters Patent is: 
1. A tray having a partition formed of 

two upwardly converging walls with their 
FE portions connected at the upper edge 

of the partition, said walls being spaced apart 
below the partition and the upper edge of the 
partition being provided with two spaced 
openings, and a handle formed of a strip of 
material of substantially uniform diameter 
throughout and having a grip portion adapt 
ed to rest on the upper edge the partition 
and two arms slidable in the openings and 
between the two walls, the ends of the handle 
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being turned laterally in the direction of 
the length of the partition to engage the un 
der side of the upper portion of the partition 
to limit the outward movement of the handle, 
the thickness of the upper portion of the par 
tition being such that the fingers of a hand 
pressed against opposite sides of the parti 
tion will engage the handle and permit the 
latter to be elevated on the tray. 

2. A tray having a partition formed of 
two walls connected at the upper edge of the 
partition and spaced apart below said con 
necting portion, the connecting portion being 
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provided with two openings, one of said 
openings being elongated in the direction of 
the length of the partition, and a handle 
formed with a bendable wire stock having 
two arms with laterally turned lugs at their 
ends, said arms extending through the open 
ings in the partition and one of the lugs being 
less in length than the length of the elon 
gated openings so that upon the bending of 
the handle the lug may be passed through such opening. 

SEELY F. PRATT. 


