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To C.70 Luhon, it in?tity concer1. 
Be it known that I, THOMAS CASSON, a citi 

Zen of England, residing at 15 IIigh Road, 
Kilburn, London, England, have invented cer 
tain new and useful improvements in Organs, 
of which the following is a specification. 

In organs, whether those having pipes or 
those having reeds, and whether in the case 
of reeds they are sounded by air under pres 
Sure passing them outward or by air drawn 
in past them by partial vacuum, it is desir 
able to provide means of emphasizing some 
parts of the music performed by causing the 
lowest or the highest of a number of notes 
having a Special Set of pipes or reeds to sound 
along With the notes of the piece performed. 
For this purpose the special set of pipes or 
1'eeds is arranged so that their Valves or pnell 
matic level's which work these valves are op 
erated in the usual way by keys or couple's. 
Besides providing this set with a conduit for 
Supply or exhaust (as the case may be) com 
millinicating with all their valve-chambers, so 
that any One is sounded when its valve is 
Opened, I also provide another conduit, which 
is not continuous like the former, but which 
leads from the valve-chamber of each pipe or 
reed to the valve-chamber of the next higher 
in pitch. This communication is furnished 
With a valve which is closed when the valve 
for Sounding the lower pipe or reed is opened. 
Thus when by moving a suitable stop air is 
Supplied, not to the continuous conduit, butt 
to the Valve-chamber, for lowest of the pipes, 
reeds, or pneumatic levers of the special Set, 
although a number of valves for these may be 
opened at a time only the lowest of the notes 
will Sound, because the opening of the valve 
for this note closes the opening to the valve 
chamber for the next higher note, and con 
sequently cuts off the supply for all the 
higher notes. In like manner, when the Sup 
ply is given to the valve-chamber for the high 
est Inote Of the set and the valves and cham 
ber's are so arranged that the opening of any 
One closes the opening to the valve-chamber 
of the next lower note, then only the lighest, 
of a number of the notes can be sounded. In 
the case of reeds or pneumatic levers oper 
ated by Suction or exhaust the valves may 

be similarly arranged with the necessary in 
versions. 
The construction and arrangement of the 

valves, their chambel's, and communications 
for the special set of pipes, reeds, or pneu 
matic levers to operate as above set forth 
may be varied in many WayS. 
By way of illustration I show on the accolm 

panying drawings an arrangement adapted 
for pipes, reeds, or pneumatic level's operated 
by air under pressure. 

Figure I is a transverse Sectional view taken 
on the line 22, Fig. 2. Fig. 2 is a part sec 
tional plan view taken on the line a ac, Fig. 1. 
Fig. 3 is a part sectional plan view taken. On 
the line / 1, Eig. 1. Fig. 4 is a part sectional 
plan view taken on the line aca, Fig. 1, show 
ing the arrangement of Supply when only the 
highest of the set of notes is to sound. Fig. 
5 is a sectional view taken on the line at it, 
Fig. 6; and Fig. 6 is a part sectional plan 
view taken on the line : 2, Fig. 5. 

Referring first to Figs. 1 and 2, the open 
ing A to each pipe, reed, or pneumatic lever 
from an upper chamber U is governed by a 
valve C, which may be opened in the usual 
way by a pull connected to key-coupler or 
pneumatic lever. On the pull is fixed an 
other valve (), which governs the opening IB 
to a lower chamber L. From each of the 
iower chambers L there is an opening C to an 
upper valve-chamber U above it, but as the 
chamber extends not directly across but 
diagonally inclined from the opening B of the 
valve- chalmber belonging to one note the 
opening Cleads to the valve-chamber belong 
ing to the note next higher in pitch. The 
first of the upper chambers U, that for the 
lowest note, being Supplied with air by a con 
duit, D, it follows that as every upper cham 
ber U has openings A, B, and C and valves 
Cl, and l similarly arranged, when any one of 
the valves C is opened the valve b, attached 
to valve C, is closed, cutting off air-supply 
for the next higher note, and consequently 
for all the higher notes, each of these receiv 
ing supply of air only from the valve-cham 
ber of the next lower note. 

In order that the set of pipes, reeds, or 
pneumatic levers may be operated in the usual 
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way, a separate conduit E is provided, com 
municating by an opening having a check 
valve e with each of the lower chambers L. 
When by moving a suitable stop air is sup 
plied by E, then all the notes of which the 
valves C are opened are sounded. When it 
is desired that only the note of the highest 
pitch of the set shall sound, a similar al 
rangement of chambers, valves, and commu 
nications is adopted, except that the lower 
chambers are inclined in the opposite way. 
Thus the opening of any valve C. by closing 
the valve to below it, and thus closing the 
communication with the valve-chamber of 
the next lower note, prevents all the lower 
notes from being sounded. The line of com 
munication for the Special set of pipes, reeds, 
or pneumatic level's may have its lower por 
tion-that is to say, the portion for the notes 
of lower pitch-arranged as shown is Figs. 2 
and 3 and its upper portion arranged as shown 
in Fig. 4, so that the lowest and highest of a 
number of notes of the special set the valves 
for which are simultaneously opened, and 
only those, are allowed to sound for the pur 
pose of emphasizing notes of the piece soundled 
by pipes or reeds of other sets of the instru 
ment. 
When the action is by vacuum-that is to 

say, when air is drawn out instead of being 
forced in by the conduits D and E-the valves 
C, b, and e have necessarily to be inverted in 
their positions and movements. Thus ct might 
be situated above the opening A, opened by 
a push upward, b being situated below B, so 
as to close by the opening of C, e also being 
below the opening from E. 
When On opening the valve C, the air um 

der pressure passes to one of a set of pneu 
matic levers instead of directly to a pipe or 
reed, it is of advantage to provide for the rapid 
exhaust or discharge of any of the pneumatic 
levers that had been previously inflated. For 
this purpose, as shown in Fig. 5, the valve e, 
while it is free to open automatically when 
there is pressure in the conduit E, has a lever 
arm. Such that when the valve C is opened, 
closing b, a tappet f on the valve-pull causes 
e to open. If, then, the conduit E has been 
put by a suitable stop in communication with 
the open air, the opening of any one of the 
valves Cl, so as to inflate one of the pneumatic 
levers, opens the communication of the valve 
chamber for the next higher note to the at 

mosphere, allowing escape of ail from any 
pneumatic lever belonging to a note of higher 
pitch than that for which the valve C is opened, 
although the valves of the higher note be in 
position to inflate it, owing to the key being 
still held down. In like mannel when thc 
arrangement of the valves and communica 
tions is as shown in Fig. 4 the opening of a 
valve C, allows escape of air from any plnell 
matic lever belonging to a lower note. 
Although I have shown the upper valve 

chambers directly transverse and the lower 
chambers oblique, obviously this construc 
tion might be inverted or both the upper and 
lower chambers might be lmade oblique. 

It is to be understood that the set of pipes 
or reeds operated either directly or through 
pneumatic levers by the arrangement which 
I have described for giving emphasis to the 
music played by other parts of the instru 
ment may be of any desired pitch or quality, 
and when the arrangement is applied to one 
part of the set for emphasizing the low motes 
and to another part of the Set for emphasiz 
ing the high notes the pipes or reeds for these 
two parts may give notes of different quality 
as well as of different pitch. 
Having thus described the nature of this 

invention and the best means I know of cal 
rying the same into practical effect, I claim 
In combination with the ordinary sets of 

pipes reeds or pneumatic level's of an organ 
a special set of these, having, besides its on 
dinary air-conduit fol' Supplying the whole 
set controlled by a stop, a secondary conduit 
also controlled by a stop this conduit lead 
ing into or out of the valve-chamber for the 
lowest note of the set, the Valve-chamber for 
each note having an opening to the Valve 
chamber for the note next higher in pitch, 
this opening being provided with a valve 
connected to the valve for the lower note and 
adapted to close the opening when the valve 
for the lower note is opened, substantially as 
and for the purpose set forth. 

In testimony whereof I have signed my 
name to this specification, in the presence of 
two subscribing witnesses, this Sth day of 
September, A. D. S96. 

TIOMIAS CASSON. 
Witnesses: 

IAROLD IMRAY, 
JNO. P. M. MILLARD. 
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