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This invention relates to glue applicators and 
paper cutting instruments. More particularly, 
it has reference to a combination tool or instru 
ment embodying therein, at One end, a glue Con 
tainer with novel glue spreader cap, and at its 
other end, containing an adjustably mounted 
blade that is especially useful for the cutting Out 
of parts from the pages of magazines and news 
paperS. 

It is the principal object of this invention to 
provide a combination instrument or tool em 
bodying the features above mentioned, that is 
especially adapted for the cutting out and secur 
ing of newspaper and magazine clippings, for ex 
ample, an instrument that is especially useful 
in the making of scrap books and the like. 

It is also an object of this invention to pro 
vide such a tool that is in the form of a pen or 
pencil and is equipped at one end with the cut 
ting blade and adjustable means that determines 
its exact cutting depth, and is equipped at its 
other end with a novel glue spreader cap to which, 
in use of the device, glue will be supplied from 
a chamber in the barrel of the device. 
Another object of the invention is to provide 

an instrument of the above stated kind compris 
ing a hollow barrel that may serve as a reservoir, 
or container for glue and on the end of which 
barrel is fitted a flexible glue spreader cap hav 
ing novel features of construction. 

Yet another object of this invention is to pro 
vide the present instrument with a paper cut 
ting blade that may be adjusted by relative ro 
tation of the barrel for cutting to any designat 
ed paperthickneSS. 

Still further objects of the invention reside 
in the details of construction of the various parts 
embodied in the device, in their combination, 
and mode of use as will hereinafter be fully de 
scribed. 

In accomplishing these and other objects of 
the invention, I have provided the improved de 
tails of construction, the preferred forms of which 
are illustrated in the accompanying drawings, 
Wherein 

Fig. 1 is a side view of a combination glue 
applicator and paper cutting instrument em 
bodied by the present invention. 

Fig. 2 is a longitudinal section of the same, 
taken online 2-2 in Fig. 1. 

Fig. 3 is an end view of the instrument, show 
ing the paper cutting blade. 

Fig. 4 is an upper end view of the glue apply 
ing cap. 

Fig. 5 is a cross section on line 5-5 in Fig. 2. 
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Fig. 6 is a sectional detail showing the use of 

the glue applicator. 
Referring more in detail to the drawings-- 

designates the present tool, or instrument, 
in its entirety. In its present preferred form of 
construction, the tool is of such size and design 
that it may be carried in the vest pocket after 
the fashion of carrying a fountain pen or pencil. 
As shown best in Fig. 2, the tool comprises an 

elongated barrel portion 0, tubular in form and 
Open at its ends. Intermediate its ends, the tubu 
lar body is formed with a partition wall, as at 
A2, that sets off a chamber 3 in the upper end of 
the barrel for containing a supply of glue, as 
designated at 4. Formed about that end of the 
barrel is an encircling shoulder, or flange 5 and 
removably applied over the flange and serving 
as a closure for the glue containing chamber, 
is a rubber cap 6 that is designed for use as an 
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automatic glue applicator. 
The cap f6 is cast, or moulded, or rubber, and 

it comprises a tubular body portion, open at one 
end and adapted to have that end portion slipped 
OVer the end flange 5 of the barrel. It is formed 
internally, adjacent that end edge, with an an 
nular groove designed to receive the flange 5 
of the barrel therein to secure the cap against 
accidental displacement in use. 
The Outer end of the tubular cap 6 is closed 

by means of an end wall 20 that has a flat outer 
Surface inclined at an angle of 45°, or approxi 
mately at that degree relative to the axis of the 
tube. The end wall 20 is formed with a straight 
slit 22 extended therea cross and therethrough. 
AS observed in Fig. 4, this slit is located about 
midway of the axial center of the cap and its 
peripheral Wall. 
In the particular design of the wall of cap 6 

resides One of the important features of this in 
Vention, and this design is best brought out in 
Figs. 2, 5 and 6. By reference to the showing in 
Fig. 6, it will be observed that the side wall of 
this cap which is of shorter length by reason of 
the inclination of the end surface, is relatively 
heavy and thick, while those side walls which 
are adjacent the ends of the transverse slit 22 
are relatively thin, as is also the outer end por 
tion of the side Wall that is longest by reason of 
the inclination of the end wall. 
The fact that the side walls, designated in Fig. 

5 as S and S, and the front wall portion f, are 
made thin and relatively flexible, while base wall. b 
is relatively heavy and rigid, insures that when 
the end surface of the glue applicator cap is ap 
plied against a surface after the fashion illus 
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trated in Fig. 6, the rubber will flex at the proper 
places to cause the slit to open for the outflow 
of glue. 

It is to be explained that by placing the appli 
cator against a surface as in Fig. 6, and then 
drawing it along the surface in the direction indi 
cated by the arrow while an intermittent down 
pressure is applied, a pumping action will be pro 
duced that will cause small amounts of glue to be 
discharged to the surface, then by merely using 
the cap as a brush, this deposited glue can be 
spread over the surface. The flexibility of the 
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rubber cap causes the slit 22 to close tightly when 
down pressure is removed. - . ? - - - 

It is observed also, in Figs. 2 and 6, that the 
edges of the slit are rounded off, as at 30, so as to 
permit free and easy outflows of glue-when the slit 
is Open. 
In conjunction with the glue spreader or ap 

plicator, I have equipped the device with a paper 
'cutter which is-in-the-nature of an improvement 
upon the device of my prior Patent No. 1755,535, 
issued April 22, 1930. 
By reference more particularly to Fig. 2, it will 

be noted that an extension member 35 is threaded : 
into that erad-of the barrel that: is opposite the 
glue applicator. This extension is tubular and is 
equipped with: a tapered outer end portion 35a. 
that...is formed with; an axial slot or passage. 36 
that opens; into the externally threaded, tubular : 
portion of the-said:extension member: Located in 
this-extensioa member is a flat bar 3, the outer 
end-portion of which is slidably, contained in the 
slot-36 while the inner:end portion extends some 
what from the inner end of the part 35, and is : 
eeuipped attits-end with a cross head 38 that 'en 
gages against the partition wall 2 of the tubular 
barrel. 
The lower end of the tapered portion. 35a, of 

the extension member is beveled, as shown, and 
the end of bar:37, is beveled accordingly and is 
sharpened as: indicated at 49.to; form a cutting 
edge: . Also, a coiled spring 4 is contained under 
compression in the tubular portion of the exten 
sion and this spring: rests at one endi against 
a shoulder 42 in the extension. and 'at its other 
end, presses against the cross: head on the bar, 
thus to urge the knife: bar inWardly: 
With: this; arrangement, when: the barrel is 

threaded down in-the: parti: 35; the bar 3 Will be 
shifted-downwardly accordingly and its cutting 
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edge may be exposed to any extent desired. A 
very desirable feature in this provision for ad 
justment is that the blade can be so accurately 
adjusted as to limit its cutting depth to the ex 
act thickness of one sheet of paper which is very 
desirable in cutting clippings from newspapers or 
magazines. The blade will be retracted when the 
barrel is threaded upwardly by the spring pres 
S?I'e. 

Flór convenience in carrying the device in the 
pocket, a clip 45 is affixed to the barrel as shown 
in Figs, 1 and 2. 
Such devices may be made in various sizes, 

lengths; proportions and of various materials. 
Having thus described my invention, What I 

claim as "new therein and desire to Secure by Let 
ters.Patent is: 

In an instrument of the character described, a 
handie portion having an internally threaded 
bore terminating in a base surface, an extension 
In either threaded into the handle bore; and ad 
justable to more or less extent into or from the 
l'atter; Said extension having a ; longitudinal; pas 
Sage and formed therein, with an internali shoul 
der facing the base of the bore, abladebar: con 
tained in said passage. engaged against the base 
Surface of said bore and having as cross head at 
its inner end and a sharpened outer end; and a 
coiled Spring in said extension seated against 
Said head and against said shoulder; said sharp 
eled end of the bar, being, adapted to be adjust 
ably exposed from the end of the extension by 
the threading of the extension into or from: the 
handie. 
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