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UNITED STATES PATENT OFFICE. 

LEOPOLD SACAN VILLE, OF NEW YORK, N. Y. 

C O R S E FASEN ER. 

SPECIFICATION forming part of letters Patent No. 392,639, dated November 13, 1888, 
Application filed April 6, 1888, 

To all whon, it may concern: 
Be it known that I, LEOPOLD SACAN WILLE, 

a citizen of the United States, residing at the 
city of New York, in the county of New York 
and State of New York, have invented a new 
and useful Improvement in Corset-Fasteners, 
of which the following is a specification. 
The object of my present invention is to pro 

duce a corset-fastening in which all the but 
tons may be simultaneously released from the 
button-clasps. 
The nature of the invention consists in the 

details of combination and construction, sub 
stantially as illustrated in the drawings, here 
inafter described, and subsequently pointed 
out in the claim. 

Figure 1 illustrates a corset-fastening con 
structed according to my invention with the 
clasps closed on the buttons. Fig. 2 illus 
trates the same, but with the clasps open and 
the buttons released. 

Serial No. 269,849. (No model.) 

low said mortise. Said metallic strip Fis fur. 
nished at either end with a metallic tag, des 
ignated, respectively, by C and P. The tag C 
is drilled with a hole which fits upon the but 
ton a. 

i designates a metal clip riveted on the 
spring A, the better to hold the strip F in po 
sition. At e the part B of the lower clasp is 
made a little thinner to accommodate the strip 
F, which is riveted upon it, as a foresaid. 
To use this device, when a corset constructed 

with it is to be put on, the operator draws the 
tag C downward until the hole in said tag fits 
over the button a. Then ail the clasps are 
closed to the position represented in Fig. 1. 
The corset is then put on and buttoned in the 
usual way, and will be found to be as secure 
and satisfactory as any ordinary corset; but 
when it is desired to open the corset the oper. 
ator takes the tag C off the button a and pulls 
the tag P. This opens all the clasps, as illus. 
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A and B designate the two front Springs of trated in Fig. 2, and the corset is free to come 
a corset. The clasps are attached to A and 
the buttons to B. The buttons are designated 
by it. The clasps consist each of two pieces. 
The part R of the claspsis riveted or otherwise 
rigidly attached to the spring A in the man 
ner and form illustrated. The other part, R, 
is pivotally attached to the spring A by the 
rivet K, so that it can be oscillated upon said 
rivet K. - 

F designates a strip of sheet metal, prefera 
bly sheet-steel, extending almost through the 
whole length of the spring A, and is attached 
to the part R of the clasps by the short straps 
!'. These straps are loosely pivoted on said 
metallic strip F by one end, and loosely riv 
eted by the other to the part R of the clasps R. 
R, as illustrated. For the greater part of its 

open. 
What I claim as my invention, and desire to 

secure by Letters Patent, is 
The combination, in a corset, with the spring 

A, having mortises E and E, of the metallic 
strip F, working partly under and partly above 
said spring A. and passing through said mor. 
tises, the straps b, connecting the said metallic 
strip F and the parts R of the clasps, the clasps 
composed of two parts, RandR, attached to 
the spring A, as specified, the tags C and P, 
attached to said strip F, as specified, and af. 
fording facility for slipping said strip and in 
connection with the button a, detachably se 
curing said strip F and the spring B, and the 
buttons hupon said spring B, and interlock 
ing the clasps of the spring A, all substan 

4o length this strip of metal F Works on the un- tially as and for the purpose set forth. 
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der side of the spring A; but one end of said In witness whereof I have hereunto set my 
spring passing through the mortise E and the hand in presence of two witnesses. 
other through mortise E come upon the top of 
the spring A. The mortise E is placed at the 
lower end of the corset, and the strip F is 
loosely riveted to the part R of the clasp be 

LEOPOLO SACANWILLE. 
Witnesses: 

C. E. McDoNALD, 
FREDR. W. RUBREN. 
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