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To all, whom, it may concern: 
Be it known that I, ADDELBERT DUDGEON, 

a citizen of the United States, residing at 
Bradenville, in the county of Westmoreland 
and State of Pennsylvania, have invented a 
new and useful Improvement in Sash-Locks, 
of which the following is a specification, ref 
erence being had to the accompanying draw: 

9.S. 
Šy invention relates to an improvement in 

sash-locks; and it consists in the peculiar con 
struction and combination of devices that Will 
be more fully set forth hereinafter, and par 
ticularly pointed out in the claims. 

In the drawings, Figure 1 is an elevation of 
a window frame and sashes provided with my 
improved sash locks, partly in section. Fig. 
2 is a vertical sectional view taken on the 
line acac of Fig. 1. Fig. 3 is a detail perspec 
tive view of the central lock, the top plate 
thereof being removed. 
A represents a window-frame in which are 

the usual upper and lower sashes, B and C, re 
spectively. In the sides a of the frame are 
made the vertical series of openings b. 
D represents a central lock that is secured 

on the upper side of the lower sash, in the 
center thereof. This lock is composed of the 
plate E, having the case e. In this case is 
ivoted a lever, F, to which is connected a 

bolt, G. The latter extends outwardly from 
the lever, and works through an opening, e, 
in the side of the case. The lever is movable 
through a quarter of a circle, and the case e 
has an opening, e”, to permit the movement of 
the lever, and a recess, e, into which the le 
ver drops to lock the latter when moved to 
withdraw the bolt. A plate, G', covers the 
case e, and is secured thereon by a screw, H, 
upon which the lever is also pivoted. A me 
tallic keeper, I, is secured on the lower bar 
of the upper sash to receive the bolt G when 
the sashes are locked together. 
K represents side locks, which are secured 

on opposite sides of the top of the lower Sash, 
and consist, essentially, of the cases L and the 
bolts M and the coiled extensile SpringSO on 
reduced inner ends of the Said bolts, to keep 
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the latter normally forced outwardly into en 
gagement with some of the series of openings 5. 
b in the Window-frame. These bolts are con 
nected to the lever F by rods N, that are at 
tached to opposite sides of the pivotal open 
ing of the lever. 
When the lever is released from the recess 5. 

e', the springs O force the bolts Moutwardly 
into engagement with the openings b, and the 
movement of the bolts Mgives the lever F a 
partial rotation, and forces out the bolt G. If 
the Sashes are closed, the bolt G enters the 6c 
keeper I and locks the sashes together; but if 
the upper sash is partly lowered and the lower 
Sash raised, or either, then the bolts M will 
enter the openings b and secure the lower 
sash to the frame and prevent it from being 6 
raised or lowered from the outside. 
From this description it will be readily un 

derstood that the movement of the single le 
Ver F actuates all the bolts to withdraw then 
Simultaneously. 7C 

Having thus described my invention, I 
claim 

1. The combination, with the window-frame 
having the openings b, and the sash having 
the keeper I, of the sash having the bolt G to 
enter the keeper and the bolts M to enter the 
Openings and thereby lock the sashes together 
and to the frame, and the lever connected to 
the Said bolts to withdraw them simultane 
ously, substantially as described. 

2. The combination, With the window-frame 
having the openings b, and the sash having 
the keeper I, of the sash having the spring 
actuated bolts M to enter the openings, the 
bolt G to enter the keeper, and the pivoted le. 
wer connected to the said bolts for withdraw 
ing them simultaneously, Substantially as de 
Scribed. 
In testimony that I claim the foregoing as 

my own I have hereto affixed my signature go 
in presence of two witnesses. 

ADDELBERT DUDGEON. 
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Witnesses: 
S. S. FoWLER, 
S. BEAR. 

  


