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projecting above the floor of the car. 
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To a ZZ uvhom, it #mwCu/ convice7"Fu: 
Beit known that I, ROBERTA. KISKADDEN, 

a citizen of the United States, residing at 
Allegheny, in the county of Allegheny and 
State of Pennsylvania, have invented certain 
new and useful Improvements in Devices for 
Operating Car-Brakes; and I do hereby de 
clare the following to be a full, clear, and exact 
description of the invention, such as will en 
able others skilled in the art to which it per 
tains to make and use the same, reference 
being had to the accompanying drawings, 
which form a part of this specification. 
My invention relates to a device for operat 

ing railway and other car brakes; and it con 
sists of the novel construction and combina 
tion of parts, as will be fully set forth here 
in after. 

In the accompanying drawings, Figure 1 is 
a sectional plan view of my improved device 
for i operating cair-brakes constructed in ac 
cordance with my invention. Fig. 2 is a side 
elevation of the same. Fig. 3 is a detail sec 
tional view. - 

To put my invention into practice, I pro 
vide a cylinder A of suitable size and form 
of construction, and secure the same rigidly 
beneath the floor l) of a railway or other car. 
Neatly fitted in this cylinder A are two pis 
tons c, each having Securely attached thereto 
a piston-rod D, which is connected with a le 
vere, adapted to operate the brake (not shown) 
of an ordinary car. At each side of this cyl 
inder A, and integral there with, are two 
Smaller cylinders f, each having, a port or 
opening 9 communicating with the interior 
of the large cylinder A. Operating in each 
of these small cylindersfis a valved piston h, 
similar to those in use in an ordinally air 
pump. Connected to each of these valved pistons l is a rod i, extending separately to 
each end of the car b, at which point they are 
attached to a vertically-pivoted hand-lever ki, 

At a 
suitable point on one of the small cylinders 
fis placed a relief-valve l, which can be op 
erated by means of a wire cord in and small 
foot-lever O from either end of the car. 
valve l serves to relieve the vacuum, and 
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thereby release the brakes. A check-valve 
ir in each of the small cylinders prevents the 
air from escaping from the large cylinder A 
through the port g. 

In operation the hand-leverk, at either end 
of the car, is operated, which action moves 
the valved piston h horizontally in the Small 55 
cylinder fand pumps the air from between the 
two pistons c, thereby forming a Vacuum. 
The pressure of the atmosphere on the other 
side of the pistons c forces the same toward 
the center of the cylinder A, thereby moving 
the brake-leverse and setting the brakes. 
When it is desired to release the brakes, 

the small level O is moved forward, which op 
erates the relief-valve l, thereby admitting 
air to the cylinder A, which instantaneously 
relieves the brakes. ?? 

I am aware that it is not new to provide 
the cylinder of an automatic air-brake with a 
movable inlet-Valve, a discharge-valve con 
nected to and movable with said inlet-valve, 
a bell-crank lever connected to said valves 
and having a rod or cord which is connected 
to a treadle or lever at one end of a car, and 
a spring connected to said bell-crank level 
for normally closing the inlet and opening 
the discharge valves, whereby the bell-crank 
lever can be rocked by a pull on the cord or 
rod to open the inlet-valve and admit com 
pressed air to the cylinder; but such is not 
my invention. 
Having thus described my invention, what 

I claim, and desire to secure by Letter's Patent, 
1S 

In a device for manually operating car 
brakes, the combination, With a main cyl 
inder and two pistons arranged in opposite 
ends thereof, of two supplementary cylinders 
ff, arranged on opposite sides of said main 
cylinder and each communicating at One end 
with said main cylinder at a point between 
the two pistons therein, and having a check 
valve r, a valved piston h, operating in each 
of the supplementary cylinders and connected 
with a hand-lever at the end of a car, a relief 
valve l, communicating with said main cyl 
inder at a point between the pistons thereof 
and having an axially-turning body, and a 
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treadle O, connected with said relief-valve by hereunto affix my signature this 24th day of 
an intermediate connection ), whereby air April, A. D. SSS. 
may be admitted to the brake-cylinder through rY Yr "" x - yr r the relie?-valve and operate the pistons in FROBERT A. IKISIKADIDEN. || L. s. 
the main cylinder to release the brake-shoes, in presence of - 
substantially as and for the purpose described. JAMIES II. PORTE, 

In testimony that I claim the foregoing I M. E. IARRISON. 
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