In a process for producing styrene, benzene is alkylated with ethylene to produce ethylbenzene and at least some of the ethylbenzene is dehydrogenated to produce styrene, together with benzene and toluene as by-products. At least part of the benzene by-product is passed through a bed of an adsorbent comprising at least one of an acidic clay, alumina, an acidic ion exchange resin and an acidic molecular sieve to remove basic nitrogenous impurities therefrom and produce a purified benzene by-product, which is then recycled to the alkylation step.
This invention relates to a process for the production of styrene.

Styrene is an important monomer used in the manufacture of many plastics and is commonly produced in a two-step process. In the first step, benzene is alkylated with an ethylating agent, such as ethylene, over a molecular sieve catalyst to form ethylbenzene (EB) and polyethylbenzenes (PEBs), the latter comprising diethylbenzenes (DEBs), triethylbenzenes (TEBs), and heavier aromatic compounds. To maximize EB formation, the light PEBs (DEBs and TEBs) are usually transalkylated with benzene, again over a molecular sieve catalyst to form more EB. Both the alkylation and transalkylation effluents flow to a distillation train, which recovers unreacted benzene, EB, and the light PEBs as distillates in three distillation columns in series.

In the second step, the EB is dehydrogenated to styrene over an iron catalyst in the presence of steam, which supplies the sensible heat needed for the endothermic reaction and which reacts with coke deposited on the catalyst to form carbon oxides, mainly carbon dioxide. Benzene and toluene are by-products of the dehydrogenation reaction and so the crude styrene effluent leaving the reaction section of styrene plant comprises benzene, toluene, unreacted EB, styrene monomer, steam and small amounts of heavier aromatic compounds. Crude styrene condenses along with the steam in a final reactor effluent cooling step, forming separate aqueous and aromatic hydrocarbon phases, which are separated to recover an aromatic hydrocarbon phase saturated with water.

Acidity due to carbon dioxide dissolved in the aqueous phase of the crude styrene effluent can cause corrosion in downstream equipment and can hinder the separation of the organic and aqueous phases. Thus, in most plants, a corrosion inhibitor (a solution containing one or more amines or other basic nitrogen compounds) is added upstream of the condensation step to control corrosion. These compounds tend to partition with the aqueous phase in the separator. However, although these compounds typically boil at a higher temperature than the styrene monomer, they may break down to lighter nitrogen-containing
compounds in the dehydrogenation reactor if a portion of the aqueous phase is used to
generate the steam required in dehydrogenation.

[0005] After recovery of the crude styrene, the benzene/toluene ("B/T") fraction is
separated from ethylbenzene and heavier aromatics by distillation. The B/T fraction may also
be recovered from an ethylbenzene-and-lighter fraction distilled from crude styrene in a
preceding distillation column. In either configuration, water, C0₂, and any light nitrogen-
containing compounds present in the crude styrene effluent will distill with the B/T fraction,
and a portion of these compounds will be present in B/T byproduct. Water and C0₂ are
present in the column overhead, again raising corrosion issues, so some plants inject
additional corrosion inhibitor into the overhead. A separate water phase forms in the
overhead condensing equipment and, although most of the amine injected will partition with
the water phase, some will be present in the B/T byproduct.

[0006] As a result, the B/T fraction recovered from the dehydrogenation effluent
typically contains high levels (in excess of 2 ppm) of basic nitrogen impurities, typically 10
to 100 times the concentration of nitrogen-containing compounds in the fresh benzene feed to
the alkylation process. Although it would appear to be desirable to recycle at least the
benzene in the B/T fraction to the alkylation reactor, the high concentration of nitrogen
impurities in such a benzene recycle stream presents a serious challenge. Thus the active acid
sites on the molecular sieve catalyst used in the alkylation reactor are titrated by basic
compounds, such as the nitrogen impurities in the benzene byproduct, reducing the activity of
the catalyst. In fact, acidic adsorbents are typically used to reduce even the relatively low
levels of nitrogenous impurities present in the fresh benzene feed before this is allowed to
contact the alkylation catalyst. There has therefore been significant disincentive in the art
against recycling the benzene byproduct from the styrene plant back to the EB alkylation
reactor.

for producing styrene in which the by-product benzene recovered from the EB
dehydrogenation reaction is recycled to the transalkylation reactor rather than the alkylation
reactor. The purported advantages of this process are that the adverse effect of this recycle
stream is less on the transalkylation catalyst than on the alkylation catalyst and the
transalkylation catalyst typically costs less than, and is cheaper to replace, than the alkylation
catalyst.
U.S. Published Patent Application No. 2009/0149685 discloses a method for reducing alkylation catalyst poisoning, wherein the method comprises providing a dehydrogenation system including a dehydrogenation reactor and a separation system, wherein the separation system includes a first column and a second column, introducing an alkyl aromatic hydrocarbon into the dehydrogenation reactor, contacting the alkyl aromatic hydrocarbon with a dehydrogenation catalyst disposed within the dehydrogenation reactor to form a dehydrogenation output stream comprising a vinyl aromatic hydrocarbon, passing at least a portion of the dehydrogenation output stream to first column, recovering a first overhead fraction including benzene and a first bottoms fraction from the first column, passing at least a portion of the benzene from the first column to an alkylation system including an alkylation catalyst, passing the first bottoms fraction from the first column to the second column, recovering a second overhead fraction and a second bottoms fraction from the second column, withdrawing offtest from effluent streams selected from the dehydrogenation output stream, the first bottoms fraction, the second bottoms fraction and combinations thereof to form withdrawn offtest and introducing the withdrawn offtest into the separation system downstream from the first column.

According to the present invention, it has now been found that, by passage of at least the benzene by-product of a styrene plant through a dedicated adsorbent bed comprising at least one of acidic clay, alumina, an acidic ion exchange resin and an acidic molecular sieve, poisons, such as basic nitrogen compounds, can be effectively removed from the benzene by-product. The resultant purified benzene stream has a sufficiently low concentration of (typically less than 50 ppbw) of basic nitrogen compounds that the stream can be advantageously recycled to the EB alkylation and/or transalkylation reactor.

**SUMMARY**

In one aspect, the invention resides in a process for producing styrene, the process comprising:

- (a) alkylation benzene with ethylene to produce ethylbenzene;
- (b) dehydrogenating at least some of the ethylbenzene from (a) to produce styrene, together with benzene and toluene as by-products;
- (c) passing at least part of the benzene by-product from (b) through a bed of an adsorbent comprising at least one of an acidic clay, alumina, an acidic ion exchange resin and
an acidic molecular sieve to remove basic nitrogenous impurities therefrom and produce a purified benzene by-product; and

(d) recycling the purified benzene by-product to the alkylation (a).  

[0011] In a further aspect, the invention resides in a process for producing styrene, the process comprising:

(a) alkylation of benzene with ethylene to produce ethylbenzene and polyethylated benzenes;
(b) transalkylation of at least some of the polyethylated benzenes from (a) with benzene to produce additional ethylbenzene;
(c) dehydrogenation of at least some of the ethylbenzene from (a) and (b) to produce styrene, together with benzene and toluene as by-products;
(d) passing at least part of the benzene by-product from (c) through a bed of an adsorbent comprising at least one of an acidic clay, alumina, an acidic ion exchange resin and an acidic molecular sieve to remove basic nitrogenous impurities therefrom and produce a purified benzene by-product; and
(e) recycling the purified benzene by-product to the alkylation (a) and/or the transalkylation (b).  

[0012] Generally, the dehydrogenation is conducted in the presence of steam and the benzene by-product contains water. In one embodiment, the adsorbent comprises an acidic clay and/or an acidic ion exchange resin and the water-containing benzene by-product is passed through the bed of adsorbent. In another embodiment, the benzene by-product is dried before passage through the bed of adsorbent.

[0013] Typically, a fraction containing both of the benzene and toluene by-products is separated from the dehydrogenation effluent. In one embodiment, part or all of this fraction is passed through the bed of adsorbent without an intermediate fractionation step. In another embodiment, part or all of this fraction is distilled to produce a benzene-rich fraction and a toluene-rich fraction and only the benzene-rich fraction is passed through the bed of adsorbent.

[0014] In one embodiment, the benzene by-product produced by the dehydrogenating contains in excess of 2 ppm of basic nitrogen compounds and the purified benzene by-product contains less than 50 ppb of basic nitrogen compounds.
Generally, the alkylating step is conducted in the presence of a molecular sieve catalyst and the purified benzene by-product is recycled to the alkylating step. Typically, the molecular sieve employed in the alkylation catalyst is selected from the group consisting of ZSM-3, ZSM-4, ZSM-5, ZSM-11, ZSM-12, ZSM-14, ZSM-18, ZSM-20, ZSM-22, ZSM-23, ZSM-35, ZSM-48, zeolite beta, zeolite Y, Ultrastable Y (USY), Dealuminized Y (Deal Y), mordenite, MCM-22, PSH-3, SSZ-25, ERB-1, ITQ-1, ITQ-2, MCM-36, MCM-49, MCM-56, and UZM-8.

**BRIEF DESCRIPTION OF THE DRAWINGS**

Example of a graph showing percentage temperature rise against time on stream in a process for producing ethylbenzene employing recycled benzene from a downstream styrene unit after subjecting the recycled benzene to various pretreatments.

**DETAILED DESCRIPTION OF THE EMBODIMENTS**

Described herein is a two-stage process for the production of styrene involving, in a first stage, the alkylation of benzene with ethylene in the presence of a molecular sieve catalyst to produce ethylbenzene followed, in a second stage, by dehydrogenation of the resultant ethylbenzene to produce the desired styrene together with benzene as a by-product. The present process provides a simple and efficient system for separating and recycling the benzene by-product of the dehydrogenation reaction back to the alkylation step without exposing the molecular sieve alkylation catalyst to dangerous levels of basic nitrogen impurities generated during styrene production.

**Production of Ethylbenzene**

In the present process, benzene is initially alkylated with ethylene in the presence of a molecular sieve alkylation catalyst. Generally, the molecular sieve employed in the alkylation catalyst is a molecular sieve of the MCM-22 family. The term "MCM-22 family material" (or "material of the MCM-22 family" or "molecular sieve of the MCM-22 family"), as used herein, includes one or more of:

- molecular sieves made from a common first degree crystalline building block unit cell, which unit cell has the MWW framework topology. (A unit cell is a spatial arrangement of atoms which if tiled in three-dimensional space describes the crystal...
structure. Such crystal structures are discussed in the "Atlas of Zeolite Framework Types", Fifth edition, 2001, the entire content of which is incorporated as reference);

- molecular sieves made from a common second degree building block, being a 2-dimensional tiling of such MWW framework topology unit cells, forming a monolayer of one unit cell thickness, preferably one c-unit cell thickness;

- molecular sieves made from common second degree building blocks, being layers of one or more than one unit cell thickness, wherein the layer of more than one unit cell thickness is made from stacking, packing, or binding at least two monolayers of one unit cell thickness. The stacking of such second degree building blocks can be in a regular fashion, an irregular fashion, a random fashion, or any combination thereof; and

- molecular sieves made by any regular or random 2-dimensional or 3-dimensional combination of unit cells having the MWW framework topology.

[0018] Molecular sieves of MCM-22 family generally have an X-ray diffraction pattern including d-spacing maxima at 12.4+0.25, 6.9+0.15, 3.57+0.07 and 3.42+0.07 Angstrom. The X-ray diffraction data used to characterize the material (b) are obtained by standard techniques using the K-alpha doublet of copper as the incident radiation and a diffractometer equipped with a scintillation counter and associated computer as the collection system. Molecular sieves of MCM-22 family include MCM-22 (described in U.S. Patent No. 4,954,325), PSH-3 (described in U.S. Patent No. 4,439,409), SSZ-25 (described in U.S. Patent No. 4,826,667), ERB-1 (described in European Patent No. 0293032), ITQ-1 (described in U.S. Patent No 6,077,498), ITQ-2 (described in International Patent Publication No. WO97/17290), MCM-36 (described in U.S. Patent No. 5,250,277), MCM-49 (described in U.S. Patent No. 5,236,575), MCM-56 (described in U.S. Patent No. 5,362,697), UZM-8 (described in U.S. Patent No. 6,756,030), and mixtures thereof. Preferably, the molecular sieve is selected from (a) MCM-49, (b) MCM-56 and (c) isotypes of MCM-49 and MCM-56, such as ITQ-2.

[0019] In other embodiments, a suitable zeolite for use in the alkylation catalyst may comprise a medium pore molecular sieve having a Constraint Index of 2-12 (as defined in U.S. Pat. No. 4,016,218), including ZSM-5, ZSM-11, ZSM-12, ZSM-22, ZSM-23, ZSM-35, and ZSM-48. ZSM-5 is described in detail in U.S. Pat. Nos. 3,702,886 and Re. 29,948. ZSM-11 is described in detail in U.S. Pat. No. 3,709,979. ZSM-12 is described in U.S. Pat. No.
3,832,449. ZSM-22 is described in U.S. Pat. No. 4,556,477. ZSM-23 is described in U.S. Pat. No. 4,076,842. ZSM-35 is described in U.S. Pat. No. 4,016,245. ZSM-48 is more particularly described in U.S. Pat. No. 4,234,231. The entire contents of all the above patent specifications are incorporated herein by reference.

[0020] In still other embodiments, a suitable zeolite for use in the alkylation catalyst may comprise a large pore molecular sieve having a Constraint Index of less than 2. Suitable large pore molecular sieves include zeolite beta, zeolite Y, Ultrastable Y (USY), Dealuminized Y (Deal Y), mordenite, ZSM-3, ZSM-4, ZSM-18, a MCM-22 family material, and ZSM-20. Zeolite ZSM-14 is described in U.S. Pat. No. 3,923,636. Zeolite ZSM-20 is described in U.S. Pat. No. 3,972,983. Zeolite beta is described in U.S. Pat. No. 3,308,069, and Re. No. 28,341. Low sodium Ultrastable Y molecular sieve (USY) is described in U.S. Pat. Nos. 3,293,192 and 3,449,070. Dealuminized Y zeolite (Deal Y) may be prepared by the method found in U.S. Pat. No. 3,442,795. Zeolite UHP-Y is described in U.S. Pat. No. 4,401,556. Rare earth exchanged Y (REY) is described in U.S. Pat. No. 3,524,820. Mordenite is a naturally occurring material but is also available in synthetic forms, such as TEA-mordenite (i.e., synthetic mordenite prepared from a reaction mixture comprising a tetraethylammonium directing agent). TEA-mordenite is disclosed in U.S. Pat. Nos. 3,766,093 and 3,894,104. The entire contents of all the above patent specifications are incorporated herein by reference.

[0021] The zeolite or molecular sieve present in the alkylation catalyst will usually be an aluminosilicate having an alpha value in the range of from about 100 to about 1000. The alpha value is a measure of molecular sieve acidic functionality and is described together with details of its measurement in U.S. Pat. No. 4,016,218 and in J. Catalysis, Vol. VI, pp. 278-287 (1966) and reference is made to these for such details. Higher alpha values correspond with a more active cracking catalyst.

[0022] The molecular sieves described above may be used in the alkylation catalyst in unbound form but generally will be combined with a binder material resistant to the temperature and other conditions employed in the process. Examples of suitable binder material include clays, alumina, silica, silica-alumina, silica-magnesia, silica-zirconia, silica-thoria, silica-beryllia, and silica-titania, as well as ternary compositions, such as silica-alumina-thoria, silica-alumina-zirconia, silica-alumina-magnesia and silica-magnesia-zirconia. The molecular sieve may also be composited with zeolitic material such as the zeolitic materials which are disclosed in U.S. Pat. No. 5,993,642, which is hereby
incorporated by reference. The relative proportions of molecular sieve and binder material can vary widely with the molecular sieve content ranging from between about 1 to about 99 percent by weight, more preferably between about 10 to 70 percent by weight, and still more preferably between about 40 to about 70 percent by weight of the total catalyst.

The alkylation of benzene with ethylene is normally carried out in one or more fixed bed reactors under alkylation conditions such that the benzene feed is at least partially in the liquid phase. Typical alkylation conditions include a temperature of from about 120 to 300 °C, preferably, a temperature of from about 150 to 260 °C, a pressure of 689 to 4601 kPa-a, preferably, a pressure of 1500 to 4137 kPa-a, a WHSV of 0.1 to 10 hr⁻¹, preferably 0.2 to 2 hr⁻¹, more preferably 0.5 to 1 hr⁻¹, based on ethylene feed, and a molar ratio of benzene to ethylene from about 1 to about 100, preferably from about 20 to about 80.

The product of the alkylation reaction comprises ethylbenzene (EB), together with some polyalkylated species, particularly diethylbenzenes (DEBs) and triethylbenzenes (TEBs), as well as unreacted benzene and some hydrocarbons heavier than TEB. The process is normally conducted so that all the ethylene feed is consumed in the reaction.

The alkylation product is fed to a distillation train, which includes a benzene column for removing unreacted benzene for recycle to the alkylation process; an EB column for recovering the ethylbenzene product and a PEB column for separating the DEBs and TEBs from the heavier hydrocarbons.

To maximize EB production, the DEBs and TEBs recovered in the PEB column are generally fed to one or more fixed bed transalkylation reactors where the polyethylbenzenes are reacted with further benzene in the presence of a molecular sieve catalyst to produce additional ethylbenzene. The transalkylation catalyst may comprise a medium pore molecular sieve having a Constraint Index of 2-12 (as defined in U.S. Pat. No. 4,016,218), including ZSM-5, ZSM-11, ZSM-12, ZSM-22, ZSM-23, ZSM-35, and ZSM-48. Alternatively, the transalkylation catalyst may comprise a large pore molecular sieve having a Constraint Index of less than 2, such as zeolite beta, an MCM-22 family material, zeolite Y, Ultrastable Y (USY), Dealuminized Y (Deal Y), mordenite, ZSM-3, ZSM-4, ZSM-18, ZSM-20, or any combination thereof. The transalkylation reaction generally take place under at least partially in liquid phase conditions, including a temperature of from about 100 to about 300 °C, a pressure of 696 to 4137 kPa-a, a WHSV based on the weight of the polyalkylated aromatic compound(s) feed to the transalkylation reaction of from about 0.5 to about 100 hr⁻¹.
and a molar ratio of benzene to polyalkylated aromatic compound(s) of from 1:1 to 30:1, preferably, 1:1 to 10:1, more preferably, 1:1 to 5:1.

[0027] The product of the transalkylation reaction comprises ethylbenzene, PEBs and other heavy hydrocarbons normally together with unreacted benzene. The product is mixed with the reaction effluent from the alkylation reactor and supplied to the distillation train for recovery of the ethylbenzene.

**Ethylbenzene Dehydrogenation to Styrene**

[0028] The ethylbenzene recovered from the EB column is fed to one or more series-connected dehydrogenation reactors each containing a dehydrogenation catalyst. Generally, the dehydrogenation catalyst comprises iron oxide, optionally together with one or more promoters, such as, for example, chromium oxide, cesium oxide, molybdenum oxide, magnesium oxide, aluminum oxide, vanadium oxide, calcium oxide, and the like. Conditions in the dehydrogenation reactors are sufficient to convert the ethylbenzene to styrene and generally include a temperature of about 530 to about 650 °C, a pressure of about 35 to about 100 kPa-a and a hydrogen to hydrocarbon mole ratio of about 5 to about 10. Typically, steam is also supplied to the dehydrogenation reactors to provide heat to the endothermic reaction and to convert coke deposited on the catalyst to carbon oxides, particularly carbon dioxide.

[0029] The effluent from the dehydrogenation reactors comprises styrene, unreacted ethylbenzene, steam, CO₂ and a variety of by-products, including benzene and toluene as well as heavier aromatic compounds. On leaving the dehydrogenation section, the effluent is cooled so as to condense the styrene and steam and separate a styrene-containing aromatic phase and an aqueous phase from the effluent. The carbon dioxide generated by the decoking reaction dissolves in and separates with the aqueous phase potentially rendering the latter acidic, which could cause corrosion in downstream equipment as well as hinder the separation of the organic and aqueous phases. Thus, a corrosion inhibitor (a solution containing one or more amines or other basic organic nitrogen compounds) is generally added upstream of the condensation step to reduce or eliminate the acidity of the aqueous phase.

[0030] After removal from the dehydrogenation effluent, the aromatic and liquid phases are passed to a liquid/liquid separator where the crude styrene is recovered leaving an aqueous fraction which is recycled to the dehydrogenation reactor for steam generation. The
basic nitrogen compounds added to reduce corrosion preferentially partition with the aqueous fraction in the separator and tend break down to lighter nitrogen-containing compounds when the aqueous phase is recycled to the dehydrogenation reactor. As a result, the entire dehydrogenation effluent typically contains relatively high levels (in excess of 1 ppm by weight) of basic nitrogen impurities.

[0031] After recovery of the crude styrene, the benzene/toluene ("B/T") fraction is separated from the unreacted ethylbenzene and heavier aromatics in the dehydrogenation effluent by distillation. Water, CO₂, and any light nitrogen-containing compounds present in the effluent distill with the B/T overhead fraction, and so a portion of these compounds are always present in B/T byproduct. In addition, the presence of water and CO₂ in the B/T overhead stream again raises corrosion issues, so that additional amine corrosion inhibitors are conveniently added to the overhead. The B/T overhead stream is then passed through a condenser to remove most of the water and, although the additional amine tends to partition with the water phase, some is retained in the B/T byproduct. Thus, the B/T fraction recovered from the dehydrogenation effluent typically contains in excess of 2 ppm by weight of basic nitrogen impurities, which is typically 10 to 100 times the concentration of nitrogen-containing compounds in the fresh benzene feed to the alkylation process. In addition, the B/T fraction typically contains in excess of 200 ppm by weight of water.

[0032] In the present process, the B/T byproduct, either with or without prior fractionation to remove the toluene, is passed through one or more beds of adsorbent effective to reduce the level of basic nitrogen compounds to sufficiently low levels (typically less than 50 ppbw) that at least the benzene fraction can be recycled to the EB alkylation reactor. Suitable adsorbents include acidic clays, alumina, acidic ion exchange resins, acidic molecular sieves and mixtures thereof. Depending on the adsorbent employed it may be desirable to dry the B/T byproduct or the benzene fraction thereof before passage through the adsorbent bed(s). For example, it is found that acidic clays are generally effective to provide the required reduction of basic nitrogen impurities even when the B/T byproduct or the benzene fraction thereof is saturated with water. However, molecular sieve adsorbents, such as mole sieve 13X, are typically hygroscopic so that water adsorption will compete with removal of nitrogenous impurities. Thus, with molecular sieve adsorbents, it is found to be preferable to dry the B/T byproduct or the benzene fraction thereof before nitrogen removal.
In one embodiment, the B/T byproduct is fractionated to recover the benzene fraction and, after passage through the adsorbent bed(s), the benzene fraction is recycled to the benzene alkylation reaction and/or the PEB transalkylation reaction.

The invention will now be more particularly described with reference to the Examples and the accompanying drawing.

Example 1 (Comparative)

A clean, dry benzene feed (>99 % purity) is fed to a fixed-bed alkylation reactor equipped with a multipoint thermocouple so that the internal bed temperature can be measured at various bed depths. With the bed at an initial temperature of 200 °C, a measured amount of ethylene is added to the bed using a mass flow meter. Since the ethylation of benzene is an exothermic reaction, the temperature in the bed rises as the reaction progresses and is measured by the thermocouple. The percentage of the total temperature rise across the catalyst bed, being proportional to the extent of reaction, is plotted to gauge catalyst aging and the results are shown in Figure 1. With the clean benzene feed the percentage temperature rise remains substantially constant indicating that the catalyst is stable.

An untreated benzene fraction obtained as the byproduct of an ethylbenzene dehydrogenation process is then added to the benzene feed and, as shown in Figure 1, the percentage temperature rise rapidly decreases showing that the catalyst is aging.

Example 2

The process of Example 1 is repeated but in this case the benzene fraction from the ethylbenzene dehydrogenation process is initially dried by azeotropic distillation or by passing through a bed of activated alumina or other material with an affinity for water and is then passed through a bed of mole sieve 13X before being fed to the alkylation reactor. As shown in Figure 1, the percentage temperature rise remains substantially constant after the addition of the treated benzene indicating minimal catalyst aging.

Example 3

The process of Example 1 is repeated but in this case the benzene fraction from the ethylbenzene dehydrogenation process is passed through a bed of acid-activated clay, without an initial drying step, before being fed to the alkylation reactor. As shown in Figure...
the percentage temperature rise again remains substantially constant after the addition of the treated benzene indicating minimal catalyst aging.

Example 4

[0039] The process of Example 2 is repeated but with the adsorbent bed comprising a mixture of mole sieve 13X and acid-activated clay. Again Figure 1 shows that the percentage temperature rise remains substantially constant after the addition of the treated benzene indicating minimal catalyst aging.

Example 5

[0040] The process of Example 2 is repeated but with the adsorbent bed comprising a Amberlyst 15DRY ion exchange resin. Again Figure 1 shows that the percentage temperature rise remains substantially constant after the addition of the treated benzene indicating minimal catalyst aging.
CLAIMS

1. A process for producing styrene, the process comprising:
   (a) alkylating benzene with ethylene to produce ethylbenzene;
   (b) dehydrogenating at least some of the ethylbenzene from (a) to produce styrene, together with benzene and toluene as by-products;
   (c) passing at least part of the benzene by-product from (b) through a bed of an adsorbent comprising at least one of an acidic clay, alumina, an acidic ion exchange resin and an acidic molecular sieve to remove basic nitrogenous impurities therefrom and produce a purified benzene by-product; and
   (d) recycling the purified benzene by-product to the alkylating (a).

2. A process for producing styrene, the process comprising:
   (a) alkylating benzene with ethylene to produce ethylbenzene and polyethylated benzenes;
   (b) transalkylating at least some of the polyethylated benzenes from (a) with benzene to produce additional ethylbenzene;
   (c) dehydrogenating at least some of the ethylbenzene from (a) and (b) to produce a dehydrogenation effluent comprising styrene, together with benzene and toluene as by-products;
   (d) passing at least part of the benzene by-product from (c) through a bed of an adsorbent comprising at least one of an acidic clay, alumina, an acidic ion exchange resin and an acidic molecular sieve to remove basic nitrogenous impurities therefrom; and
   (e) recycling the purified benzene by-product to the alkylating (a) and/or the transalkylating (b).

3. The process of claim 1 or claim 2, wherein the dehydrogenating is conducted in the presence of steam and the benzene by-product contains water.

4. The process of claim 3, wherein the adsorbent comprises an acidic clay and/or an acidic ion exchange resin and the water-containing benzene by-product is passed through the bed of adsorbent.
5. The process of claim 3 or claim 4, wherein the benzene by-product is dried before passage through the bed of adsorbent.

6. The process of any preceding claim, wherein a fraction containing both of the benzene and toluene by-products is separated from the dehydrogenation effluent.

7. The process of claim 6, wherein part or all of said fraction is passed through the bed of adsorbent without an intermediate fractionation step.

8. The process of claim 6, wherein part or all of said fraction is distilled to produce a benzene-rich fraction and a toluene-rich fraction and only the benzene-rich fraction is passed through the bed of adsorbent.

9. The process of any preceding claim, wherein the benzene by-product produced in (c) contains in excess of 2 ppm of basic nitrogen compounds.

10. The process of claim 9, wherein the purified benzene by-product produced in (d) contains less than 50 ppb of basic nitrogen compounds.

11. The process of any preceding claim, wherein the alkylation (a) is conducted in the presence of a zeolite catalyst.

12. The process of claim 11, wherein the zeolite is selected from the group consisting of ZSM-3, ZSM-4, ZSM-5, ZSM-11, ZSM-12, ZSM-14, ZSM-18, ZSM-20, ZSM-22, ZSM-23, ZSM-35, ZSM-48, zeolite beta, zeolite Y, Ultrastable Y (USY), Dealuminized Y (Deal Y), mordenite, MCM-22, PSH-3, SSZ-25, ERB-1, ITQ-1, ITQ-2, MCM-36, MCM-49, MCM-56, and UZM-8.

13. The process of claim 11, wherein the zeolite is selected from the group consisting of MCM-22, PSH-3, SSZ-25, ERB-1, ITQ-1, ITQ-2, MCM-36, MCM-49, MCM-56 and UZM-8.
14. The process of any preceding claim, wherein the alkylating (a) is conducted under conditions such that at least part of the benzene is in the liquid phase.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

INV. C07C2/66 C07C5/333 C07C15/073 C07C15/46 C07C7/12 C07C7/13

ADD.

According to International Patent Classification (IPC) and both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
C07C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal , CHEM ABS Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>wo 2009/046977 AI (POLIMERI EUROPA SPA [IT] ; BENCINI ELENA [IT] ; DEL SEPPIA ALESSANDRO [I] 16 April 2009 (2009-04-16) claim 1 page 5, lines 1-3 page 9, line 21 - page 10, line 4 page 10, lines 13, 19 page 12, lines 17-23 Example: pages 22-24 ----- /- /-</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents :

  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier application or patent but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) one of which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other special means
  *P* document published prior to the international filing date but later than the priority date claimed

  *T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

  *X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

  *Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

  *Z* document member of the same patent family

Date of the actual completion of the international search: 1 August 2013

Date of mailing of the international search report: 07/08/2013

Name and mailing address of the ISA:

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer:

Guazzel 1 i, Gi udi tta
<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>claims 1, 20 page 2, paragraphs 3, 5, 12 page 4, paragraph 31 page 6; example 3 page 1, paragraph 2 page 5, paragraph 34</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>US 2005/288539 Al (JEANNERET JOHN J [US]) 29 December 2005 (2005-12-29)</td>
<td>1-3, 6-14</td>
</tr>
<tr>
<td></td>
<td>cited in the application claims 1, 8, 9</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>US 4 009 217 A (UITTI KENNETH D) 22 February 1977 (1977-02-22)</td>
<td>1-3, 6-8</td>
</tr>
<tr>
<td></td>
<td>claims 1, 8 col umn 4, l ines 16-62 col umn 5, l ines 33 - col umn 6, l ine 17</td>
<td></td>
</tr>
<tr>
<td></td>
<td>claims 1, 14, 22, 29, 32, 34 page 2, paragraph 13 page 6; examples 4-7</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>Wo 2009046977</td>
<td>16-04-2009</td>
<td>EP 2205541 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 2009046977 Al</td>
</tr>
<tr>
<td>us 2009326291</td>
<td>31-12-2009</td>
<td>NONE</td>
</tr>
<tr>
<td>us 2005288539</td>
<td>29-12-2005</td>
<td>US 7094939 Bi</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005288539 Al</td>
</tr>
<tr>
<td>us 4009217</td>
<td>22-02-1977</td>
<td>NONE</td>
</tr>
<tr>
<td>us 6297417</td>
<td>02-10-2001</td>
<td>AU 4077797 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2262661 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1228073 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69712495 DI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69712495 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0922020 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2173473 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2000516248 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6297417 Bi</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9807673 Al</td>
</tr>
<tr>
<td>us 2010268008</td>
<td>21-10-2010</td>
<td>AU 2003217760 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1639089 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1485335 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2005519103 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010270120 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005143612 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010268008 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 03074452 Al</td>
</tr>
</tbody>
</table>