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To all whom it may concern: 
Beit known that I, N.M. BELL, of McElenry 

Post-Office, in the county of McElenry, and in 
the State of Illinois, have invented certain 
new and useful Improvements in Gates; and 
do hereby declare that the following is a full, 
clear, and exact description thereof, reference 
being had to the accompanying drawing, and 
to the letters of reference marked thereon, mak ing a part of this specification. 
The nature of my invention consists in the 

construction and arrangement of certain de 
vices connected to a gate for opening and 
closing the same, as will be hereinafter more 
fully set forth. 

In order to enable others skilled in the art 
to which my invention appertains to make 
and use the same, I will now proceed to de 
scribe its construction and operation, refer 
ring to the annexed drawing, in which 

Figure 1 is a perspective view of a gate em 
bodying my invention. Fig. 2 is an end view 
of the same. 
A represents an ordinary gate, provided 

with a top beam, B, which has an extension, 
B', of suitable length, as shown. 
The gate is hung upon a roller, a mounted 

between two upright posts, CC, the beam B 
resting on said roller, and the gate is held in 
a horizontal position by the extension-beam. 
B', working between two rollers, bb, mounted 
in a mortise in the fence post D. 
E is the post at the outer end of the gate, 

against which the gate closes. At or . about 
the center of the top beam B of the gate is 
pivoted a lever, G, the free end of which is 
pivoted to the outer end of a similar lever, G', 
having its inner end pivoted to the inner side 
of one of the posts C. 

The two posts C C are, at their upper ends, 
connected by cross-bars II, extending beyond 
said posts on both sides for a suitable dis 
tance. At the ends of these cross-bars are 
pivoted two levers, J J, standing in a direc 
tion at right angles with the line of movement 
of the gate. From the outer end of each lever 
J depends a handle, K. 
At the inner end of each lever J is an iron 

hook or band, d, and these two hooks or bands 
are, by one link, e, connected to a rod or bar, 
L, the other end of which is pivoted to the 
lever G. 
By giving a quick pull on either of the han 

dles K the bar L draws the levers G and G, 
so as to half open the gate, and the impetus 
given the gate carries it over the center, and 
causes it to open completely. In the same 
manner the gate is easily closed when de 
sired. 
Having thus fully described my invention, 

what I claim as new, and desire to secure by 
Letters Patent, is 
The combination, with a gate, A, having top 

beam B, with extension B', and supported by 
the rollers a and b b, of the levers J J, with 
handles K K, and bands or hooks d d, the 
linke, bar D, and levers G. G', all constructed and arranged substantially as and for the pur. 
poses herein set forth. 
In testimony that I claim the foregoing I 

have hereunto set my hand this 18th day of 
November, 1876. 

NICEOLAS M. BELL. 

Witnesses: 
M. KELTER, 
C. P. WAITE, 

  


