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This invention relates to dies, and lore... p3.r- 
ticularly to sectional dies for material punching 
operations. 
An object of the invention is the provision of 

new and improved dies. 
A further object of the invention is to provide 

new and improved sectionai dies for material 
punching operations. 
Another object of the invention is to provide 

new and improved sectional dies which are held 
tightly together on platens. 
A die illustrating certain features of the inven 

tion may include a sectional die element having 
a portion tapering fron one face thereof to the 
opposite face thereof, and a clanp being provided 
with arms complementary to said portion of the 
die element, whereby the sections of the die ele 
ment may be wedged together by the claimp. 
A complete understanding of the invention inay 

be obtained from the following detailed descrip 
tion of a die forming a specific enbodiment there 
of, when read in conjunction with the appended 
drawing, in Which: 

Fig. 1 is a plan view of a, die forming one emi 
bodiment of the invention, and 

Fig. 2 is a fragmentary, vertical Section taken 
along line 2-2 of Fig. . 

Referring now in detail to the drawing, a die 
S is provided with a pair of die apertures 2 
and 4 formed in sections 6, 2 and 3, which 
are held against longitudinal in ovement Irelative 
to one another by keys 33 and 22. Cap ScreWS 
24-28 threaded into tapped lores 23-28 formed 
in a platen 28 Secure the die S to the platen 28 
after the sections 6, and is of the die 
are wedged tightly together y the action of 
dovetailed clamps 36-38, which are provided 
with wedge Surfaces 32-33 acting against Wedge 
surfaces 33-34 formed on the Sections 6 and 8 
of the die 9. That is, there is a compound taper 
on the clamps and the die So that the Clamps 
cannot work free of the die ageidentally. The 
die holds the clamps against the platen, and the 
dovetailing prevents the clamps from Sliding off 
the ends of the die. 
The die G and the clamps 33-35, which are 

movable with the die as a unit, may be re 
leased from the platen 33 nerely by unscrewing 
the cap screws 23-24. The die G may be dis 
assembled from the clamps 35-36 aerely by 5 
tapping the clamps 3-3 or the die Sections S 
and 3 in directions such as to lessen tine Wedg 
ing action between the clarips 33-35 and the die 
i. Hence, the die may be easily disassembled 

for maintenance operations thereon that may be 
needed. 
The die sections , , and 3 are easily as 

sembled in close relationship merely by tapping 
the die sections into the clamps 3-3 . The die 
and the clamps then are mounted on the platen, 
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and the die sections 6 and 8 are bolted to the 
platen 28. The clamps 3-5 iforce the die Sec 
tions 6 and 3 tightly against the die Section f 
So that, the sections 6, and 3 fit tightly to 
gether and are always Spaced the same after 
each maintenance operation in Which they are 
removed from the clainpS 33-SS and replaced 
therein. 
A clamp, Such as the clanpS 3-3, may be 

used to repair a cracked die inerely by forming 
portions complementary to the compoundly 
tapered clamp at the edge of the die and bracket 
ing the crack in the die So that the clamp is 
locked to the die and presses together the por 
tions of the die on opposite Sides of the crack. 
What is claimed is: 
1. A die, which comprises a platen, a Sectional 

die having male dovetailed end portions bracket 
ing the juncture between the elements of the Sec 
tional die, said die having a noncircular die Open 
ing intersecting the juncture of the elements 
thereof, a pair of clamps having female dove 
tailed portions complementary to the dovetailed 
portions of the die for clamping together the 
sectional elements of the die, and means for Se 
curing the die to the platen, the dovetailed por 
tions of the clamps and the die being Wedge 
shaped in planes Substantially transverse to the 
plane of the die and in Such directions that the 
die locks the clampS to the platen. 

2. A die, which comprises a platen, a die ele 
ment having a Split therein extending from one 
end to the other end, Said die element having 
male dovetailed portions bracketing the ends of 
the Split and also being provided With a non 
circular die opening interSecting the Split therein, 
a pair of clamps having female doWetailed por 
tions complementary to the male dovetalled por 
tions of the die element for clamping togeviner the 
portions of the die element on Opposite Sides of 
the split, a key for keying the portions of the die 
element against movement relative to one an 
other along the Split, and means for Securing One 
of the die element and the pair of clamps to the 
platen, the dovetailed portions of the die elemelic 
and the clamps being Wedge-shaped in a plane 
Substantially transverse to the plane of the die 
and the direction of Wedging being Such that 
the one of the die element, and the pair of clamps 
that is Secured to the platen locks the other to 
the platen, the clamps and the die element being 
so constructed and arranged that there is clear 
ance between the ends of the arms of the clamps 
and the die element and the ends of the die ele 
ment abut the portions of the clamps between the 
arms thereof When the clamps are in locking po 
Sitions on the die element. 

3. A die, which comprises a platen, a die ele 
ment having a Split therein extending from one 



3 
end to the other end, said die element having male 
dovetailed portions bracketing the ends of the 
Split and also being provided with a noncircular. 
die opening intersecting the split therein, a pair 
of clamps having female dovetailed portions com 
plementary to the male dovetailed portions of the 
die element for clamping together the portions 
of the die element on opposite sides of the split 
a key for keying the portions of the die element 
against movement relative to one another along 
the split, and means for securing the die ele 
ment to the platen, the dovetailed portions of the 
die element and the clamps being wedge-shaped 
in a plane Substantially transverse to the plane 
of the die and the direction of wedging being 
such that the die element locks the clamps to 
the platen, the clamps and the die element being 
so constructed and arranged that there is clear 
ance between the ends of the arms of the clamps 
and the die element and the ends of the die ele 
ment abut the portions of the clamps between 

2,533,922 
4. 

the arms thereof when the clamps are in locking 
positions on the die element. 
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