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(C. 16-86) 2 Claims. 

This invention relates to a combination door 
check and holding device for retaining two co 
Operating members such as an automobile door 
and its frame in predetermined position with 
respect to each other and more particularly to 
a device for checking the movement of a door 
or the like in one direction and then retaining 
the door in the checked position. 

Devices made in accord with the invention are 
particularly adapted for use in conjunction with 
doors and door frames in which the door is 
hinged on an axis that is somewhat inclined 
but is more nearly vertical than horizontal and 
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the door is swung between opened and closed 
positions about that axis. The doors of present 
day automobiles frequently are hingeably mount 
ed on inclined body posts or pillars, with the 
result that they have a natural tendency to 
Swing to a closed position. The undesired clos 
ing movement of automobile doors as the result 
of Such tendency has resulted in serious personal 
injury, and the provision of means for releasably 
holding Such doors in open position whenever 
they are moved thereto is desirable. The pres 
ent checking and holding device functions when 
such a door is opened to resiliently limit the 
amount Which the door may open and thereafter 
to retain the door in the opened position un 
til it is pushed manually to its closed position. 
More Specifically the invention relates to the 
combination of a link member, spring arms car 
ried by the link and a generally channel shaped 
device adapted to interlock with the spring arms 
in Such manner that When the link is carried 
by either the door or frame member and the 
channel by the other member the door is re 
tained in an opened position. The A. H. 
Breitenwischer Patent No. 2,237,046 of April 1, 
1941 discloses a door check and holding device 
of the general type herein illustrated and the 
present invention is an improvement on the de 
vice of said patent. 
A general object of the present invention is 

to provide a device of the type indicated, here 
after referred to as a door checking or door 
checking and holding mechanism, that is of im 
proved and simplified construction. Another ob 
ject is to provide a door holding mechanism in 
which a channel member is formed with two 
substantially parallel ribs adapted to lie on op 
posite sides of a flat link member movable with 
respect thereto and be locked between the link 
member and spring arms carried thereby when 
the door is in the opened position. Still another 
object is to provide in combination with a door 
holding device a flat link carried by either the 
door or frame member and a channel element 
carried by the other member in such manner 
that the link slides between the ribs of the chan 
nel through an opening in the Web thereof and 

ls 

20 

30 

40 

5 5 

60 

2 
Spring arms carried by the link lock the ribs 
between them to retain the door and the frame 
member in the desired position with respect to 
each other. A further object of the invention is 
to provide a door check and holding device in 
Which the holding elements carried by the frame 
and door respectively may easily interlock with 
each other to hold the members positively in 
the desired relative position until manual pres 
Sure is exerted on the door sufficient to disen 
gage the elements and allow the door to be closed. 
Still an additional object is to provide simple, 
inexpensive and durable channel devices whose 
ribs are adapted to engage with the link car 
ried mechanism. Other objects of the invention 
Will become apparent from the following specifi 
cation read with reference to the accompanying 
drawings. The novel features of the invention 
are Set forth in the claims. 

Referring now to the drawings: Figure 1 is 
a horizontal Section through a portion of a 
door member and door pillar or post member 
of an automobile body showing in Solid lines 
the door in opened position and in dot and dash 
lines the position of the door and door check 
mechanism. When the former is in closed posi 
tion; Figures 2 and 3 are sections through Fig 
lure 1 as indicated by the lines 2-2 and 3-3 
respectively thereon; Figure 4 is a fragmentary 
Section in the plane of Figure 1 showing a modi 
fied form of channel construction; Figure 5 is 
an elevation looking in the direction as indicated 
by the lines 5-5 on Figure 4 showing in detail 
this modified form of channel construction; Fig 
lure 6 is a section through Figure 5 as indicated 
by the lines 6-6 thereon; Figure 7 illustrates a 
further modified form of channel construction, 
the view being taken in the plane of Figure 1 
and showing a portion of the door with the door 
check and holding mechanism in opened posi 
tion; Figure 8 is a section through Figure 7 as 
indicated by the lines 8-8 thereon; and, Figure 
9 likewise is a section through Figure 7 as in 
dicated by the lines 9-9 thereon. 
As indicated above, the drawings illustrate 

three forms of the invention, all of which have 
certain common characteristics. Each form in 
cludes a link member of a door check and hold 
ing mechanism together with at least one spring 
arm carried against a broad face of the link and 
Suitably Secured to it. A cushion element or 
bumper encircles the link and the spring arm 
and functions to absorb the shock incident to 
stopping the door when it reaches its fully opened 
position. A complementary portion of the check 
and holding mechanism in the form of a gen 
erally channel shaped element with two spaced 
parallel ribS is mounted in position. So the ribs 
lie On either side of the link which sides with 
respect to them through a portion of the chan 
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nel at which the connecting Web has been re 
moved. The link mechanism is pivotally carried 
by either the door post member or the door 
member, preferably the former, and the chan 
nel mechanism is carried by the other member. 
In operation the mechanism functions So that 
the cushion or bumper resiliently limits the ex 
tent to which the door may be opened at Which 
time one or both of the ribs of the channel are 
locked between the link and one or two Spring 
arms carried thereby, thus retaining the door in 
opened position. 

Referring now to the drawings and particular 
ly to Figure 1, the generally hollow left front 
door of an automobile is indicated at C and is 
hingedly mounted at 2 to swing about a gener 
ally hollow front post or pillar 4 that is rigid 
with the automobile frame. Because of the in 
ward inclination of the hinge axis of the body 
posts or pillars the tendency of the door is to 
swing to a closed position so that the door shown 
in Figue 1 normaliy tends to live from itS Open 
position shown in solid lines to the closed posi 
tion shown in dot and dash lines and this can 
result in serious personal injury, particularly if 
such movement, of the door is unexpected. The 
othel doors of the car normally are lounted on 
similarly inclined hinge axes and hence are sub 
ject to the same tendency to close unexpectedly. 
The door is checked in its opening motion by 
the resilient shock absorbing Cushion or bu:ipei". 
While the particular uses of the door check and 
holding mechanism described herein are di 
rected toward automobiles, and more particular 
ly to those with inclined hinge axes, it will be 
evident that the invention may be used in oth 3 
circumstances. The constructions described 
herein represent three forms of the invention 
and customary method of use but the scope of 
the invention is to be limited solely by the ap 
pended claims. In the forms of the invention 
illustrated herein the checking and holding 
mechanism is shown as principally contained 
within the hollow door and supported by a link 
secured to the door post but it will be evident 
that the installation may be reversed so the 
mechanism is largely contained within the hol 
low vehicle body post or pillar and the link 
Secured to the door. 

Each form the present device includes a rela 
tively flat straight Steel arm or link 5 having 
its forward end pivotally or otherwise suitably 
connected at on an axis substantially parallel 
with the hinge axis 2 to a bracket 8 Secured 
to the post. The other end of the link 5 lies 
within the generally hollow door, passing through 
the front edge Wall 2) thereof and through a 
thicker vertical reinforcing partition or rib 22 
Secured as ShoWn to the edge member 29 and 
the interior panel member 24 of the door. The 
opening in the edge member 20 is of sufficient 
size to receive the bracket 8 and the pin 7 
When the door is in the closed position Shown 
in Figure 1. The opening in the vertical parti 
tion 22 is indicated at 25 and is in the form of 
a slot through which the flat link 5 may pass 
freely as hereafter described, the slot being of 
Sufficient vertical width to permit Spring arms 
mounted on the link to pass through when 
the door is opened or closed. It will be evident 
that the relative location of the bracket 8 and 
link 5 may be reversed so the bracket is secured 
to the door and the link slides into position 
within the door post. 
When the door is in the closed position the 
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4. 
check and holding mechanism is inoperative but 
when the door is opened the mechanism func 
tions first to check the door as it reaches itS 
fully opened position and thereafter to hold the 
door in the opened position until Such tinine aS 
sufficient force is exerted upon it to release the 
holding mechanism and thereafter push the 
door to a closed position. 
The components that cooperate with link 5 

to make up the complete checking and holding 
mechanism are illustrated in Figures 2 and 3 and 
include two spring arms 30 formed of stiff spring 
steel and secured in cooperating relation with 
the link f5 and on opposite sides thereof. While 
it is preferred that two such spring members be 
provided it will be evident that, if desired, one 
only may be used without departing from the 
present invention. Each spring arm includes a 
relatively flat portion 33 adapted to lie against 
the link 5 and a central raised portion 34 pro 
viding a pocket between the link and arm. The 
arm is bent in Wardly at 3 again to contact the 
link and terminates in an outwardly extending 
lip 38 by which the spring arm is canned over 
a bearing part hereafter described to permit 
the same to become seated and releasably locked 
in the pocket or released thereform. 

Each Spring arm is secured permanently to the 
link 5 by an assembly including a raember or 
Washer 49 positioned as shown in Figure 2 on top 
Of the flat portion 33 of a spring arm in such 
rianiher that the member, Spring arm and link 5 
are all Secured together as a unitary assembly 
by a rivet 42. In the form of the invention illus 
trated in Figure 2 wherein two spring arms are 
efinployed it will be evident that two members 
or washers are provided and that the rivet 42 
joins the link, both spring arms and both washer 
members together. 
A cushion to absorb the shock incident to 

Opening the door is provided in the form of a 
pad 45 made of rubber, neoprene or other re 
Silient material; preferably in the form of a 
relatively thick disc with a central opening to 
accommodate the link and spring arms as shown 
in Figure 2. When the door is opened the full 
annount of the unabsorbed load transmitted by 
the cushion is taken by a steel stamped disc 41 
mounted on the link f5 and interposed between 
the pad 45 and the adjacent shoulders of the 
Washer members 46. 
The mechanism just described engages with 

a cooperating stamped metal channel member 
indicated generally at 5 and carried by the ver 
tical reinforcing partition or rib 22 of the door. 
This channel is illustrated in one form in Figures 
2 and 3. Referring to these figures it will be 
Seen that two generally parallel ribs 52 are pro 
Vided and held in position with respect to each 
other by WebS 54 at each end thereof. The webs 
are separated from each other by a cut away 
portion to accommodate the link 5 as it slides 
back and forth between the ribs as shown in 
Figure 3. As the ends of the ribs where they 
are connected by Webs they are spaced somewhat 
further apart as indicated at 54 in contrast to 
their relative position at the mid portion where 
they are Spaced considerably closer together as 
indicated at 55, this being accomplished by the 
inturned portions 56 of the ribs. The afore 
mentioned construction permits the rib portions 
55 to lie closely adjacent the surfaces of the 
link 5 providing a better locking action and 
preventing rattling of the parts. On the other 
hand the portions. 54 that are spaced further 



2,639,460 
s 

apart provide ample room to receive the shanks 
of rivets 57 by which the channels 50 are se 
cured to the vertical rib or partition 22, thus en 
abling the use of stronger and thicker rivets 
than might otherwise be provided. 
When the door is Swung from closed to opened 

position the various parts move relative to each 
other from the dotted to the solid line position 
of Figure 1 during which movement the lips 38 
Of the Spring arms 30 engage the ribs 52 and 
by them are cammed away from the link is as the 
opening motion of the door continues. As the 
door approaches its final position the portions 
3 of the Spring arms snap over ribs 52 locking 
then in the openings 35 formed by the outwardly 
bowed portions in the position shown in Solid 
lines in Figure 1, thus holding the door in opened 
position. The force due to the opening motion 
of the door is absorbed by the cushion i5 as the 
door attains the position shown in Solid lines in 2 
Figure 1. The arms 30 are very stiff to insure 
an adequate grip on the ribs 52 but on the other 
hand the width of the door is such that a rela 
tively small force at the edge of the door multi 
plied by the nonent arm represented by this 
width earles the door to be closed easily. 
When the door is pushed to a closed position 

She bowed portion of the Spring arrias adjacent, 
the portion 3i acts as a can surface again to 
move the adjacent portion away from the link: 5 
and permit the ribs 52 to be withdrawn from 
beneath the Spring arms as the door leaves the 
solid line position of Figure 1 to attain the dotted 
line position shown in that figure. 

In addition to the form of construction de 
scribed above two alternative forgins are disclosed 
herein and Will now be described. Each of these 
two forms makes use of link 3, Spring arms 39, 
Cushion 45, and supporting plate it as illustrated 
and described in Figures 1 and 2. The spring 
arms and link are secured by rivets 42 as set 
forth above. 

In the first of the modifications a channel 
in ember 6 is provided in which two ribs 62 are 
held substantially parallel to each other by Web 
portions 6 at each end thereof. This provides 
an open space between the ribs slidingly to re 
ceive the link 5 whose croSS-Sectional area con 
forms generally to the Open Space defined by the 
inner Surfaces of the rib 62 and the inner edges 
Of the WebS 84 as indicated at 35 in Figure 5. In 
this modification it will be evident that the ribs 
62 are of Snooth flat contour and are not pro 
vided with the indented portions indicated at 5 
in Figure 3. This construction is somewhat less 
expensive than the construction described above 
although it does not permit the use of rivetS 
with shanks as wide as those there indicated. 
Qin the other hand, the construction is perfectly 
Suitable for use where unusually heavy loads are 
not encountered the channel being secured in 
place by rivets 6. 
A further alternative form of construction is 

illustrated in Figures 7, 8 and 9. Here again a 
cushion g5, spring arms 30, link 5 and rivet 42 
all are provided in the same general arrangement 
as described above. Likewise, as With the em 
bodiments of Figures 1 and 4, the assembly is 
mounted in conjunction with a partition or rib 
22 carried by the door which in turn is hinged 
at 2 to the door post Afi (Figure 1). The par 
tition 22 is again provided with an opening 25 
through which the link 5 and Spring arms 
3 extend when the door is moved to open posi 
tion. 
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The channel member of this modification is 

formed by turning up a pair of ribs 2 from a 
centrally apertured flat steel plate leaving at each 
end of the ribs a flat web portion 74 that may 
be welded at 75 to the rib. 22. The channel mem 
ber is positioned so as to span the opening 25 
with the ribs 2 in position to engage the link 
5 and spring arms 30 as they move through 

the opening 25. Here the ribs again are suitably 
spaced slidingly to receive the link 5 and per 
mit the Spring arms 30 to lock over them against 
the link as described above and hold the door in 
the Opened position. 

in operation the latter two forms of the in 
vention function precisely as the first form: when 
the door is rinoved from the closed to the opened 
position it is checked by the cushion 45 and 
the lips 38 of the Spring arms cam over the 
ribs 62 or 2 to Seat then in the aforementioned 
pockets between the link and spring arms and 
hold the door open. Similarly when the door is 
closed the spring arms are cammed apart by the 
Surfaces 3 and the door is released to be pushed 
into the closed position shown in Figure 1. 
From the foregoing description it, will be evi 

dent that I have provided a new and improved 
form of door check and holding device that pos 
SeSSes the advantage of simplicity of design and 
Of a S$82ny together with a sturdy construction 
adapted to the conditions incurred by use in 
automotive vehicles and the like. 

claim: 
1. In a door check and holding device struc 

ture foi' use with a door menter and its sup 
porting frame member, an open-ended Stamped 
metal channel element adapted to be aounted 
Qil Qine of said members, said channel element, 
coil prising two parallel spaced ribs forning the 
Opposite sides of the channel element and spaced 
Weks at the Opposite ends of and integrai with 
Said ribs and forming the base portion of Said 
channel element, said webs being disposed sub 
stantially normal to said ribs and connecting the 
end portions only of said ribs whereby a link 

i Supported on the other of said members inay 
have sliding novenent between said ris in a 
plaine normal to the plane of Said webs, said end 
portions of said ribs being spaced apart farther 
that the mid-portions thereof. 

2. In a door check and holding device structure 
for use with a door member and its supporting 
france nember, an open-ended stainped metal 
channel element adapted to be mounted on Ce 
of Said members, said channel element compris 
ing two parallel spaced ribs forming the op 
posite sides of the channel element and spaced 
WebS at the opposite einds of and integral with 
Said ribs and forning the base polition of said 
channel element, Said Weas being disposed sub 
stantially normal to said ribs and connecting 
the end portions only of said ribs whereby a link 
Supported on the other of said members may 
have sliding movement between said ribs in a 
plane Ilorinal to the plane of said webs, said webs 
having enlarged end portions extending beyond 
the ends of Said ribs and adapted to engage and 
be secured to said other member. 

RUDOLPH. I. SCHONITZER. 
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