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removed in order to provide a head 12, the 
inner face of which is flat and adapted for 
flat contacting engagement with the inner 
or forward face of the head 3. The lheads 
of the cap and standard are formed with 
openings 13 which register when the ca) is 
in place and through which a short bolt 14 is 
passed. By an inspection of Fig. 1, it will 
be readily seen that, when the nut 15 of 
the bolt is tightened, the cap 9 will be se 
curely but releasably held in place with the 
tongue 10 seated in the groove 11 and the 
upper ends of its curved side portions dis 
posed beneath the head 3 at opposite sides 
of the rib 4. By this arrangement the cap 
will be braced against vertical movement 
when applied to the post and its lower end 
prevented from slipping out of supporting 
engagement with the foot 5. 
The post when driven into the gi'ound 

should be braced against no veinent out of 
a vertical position. In order to do so there 
has been provided an anchor bar or strip 16 
which extends transversely across the for 
ward face of the tapered lower end portion 2 
close to the projected end portion of the foot 
5. A bolt or other suitable fastener 17 is 
passed through the anchor bai' and post to 
securely hold the anchor bar in engagement 
with the post with its end portions pro 
jecting from opposite sides thereof. Notches 
18 are formed adjacent the ends of the an 
chor strip and are adapted to receive the 
hooked upper end portions 19 of the anchor 
ing pins 20. These pins are formed of metal 
and have their lover ends tapered so that 
they can be easily driven into the ground, a 
shown in Fig. 2, with their hooked upper 
ends seated in the notches 18 and firmly re 
taining the anchor strip or bar in contact 
with the ground. By means of this device 
the post will be firmly braced and prevented 
from moving transversely out of a vertical 
position. If the anchor bar or strip is ap 
plied to a corner post, it is bent intermediate 
its ends, as shown in Fig. 3, and applied to 
diverging side faces of the tapered lower 

end of the post and secured thereon by one 
or more bolts or livets passed through the 
openings 21. When this anchor is applied to 
the post, its end portions project in diverg 
ing relation to each other and extend longi 
tudinally in adjoining fence lines. There 
fore, the post will be very securely braced. 
When it is desired to disconnect fence wires i. 
from one or more posts in order to lower 
them or change the spacing of the wires, 
this can be easily accomplished by removing 
the bolt 14 and after lifting the cap out of 
place upon the standard remove the pins 8 
and slip the wires out of the openings 7. 
The wires can then be temporarily forced 
downwardly or shifted to other openings in 
the rib and the pins and cap then replaced. 
Having thus described the invention, I 

claim: 
A fence post comprising a standard, a 

foot projecting from said standard in spaced 
relation to its lower end, the upper surface 
of said foot being provided with a trans 
versely extending seat, said standard hav 
ing side recesses extending longitudinally 
thereof from said foot and terminating in 
spaced relation to the upper end of the 
standard and defining a rib extending from 
the foot to a head at the upper end of the 
standard, said rib having transversely ex 
tending wire receiving openings formed 
therein, a cap removably applied to said 
standard and extending longitudinally there. 
of with its lower end resting upon said foot 
and engaged in said seat, said cap being U 
shaped in cross section throughout the great 
er portion of its length and stradding the 
web of the standard with its side portions 
engaging beneath the head of the standard 
to brace the cap against upward movement, 
the upper end of the cap having the side 
portions omitted and bearing against the 
head of the standard, and a removable fas 
tener to releasably secure the upper end of 
the cap to the head of the standard. 

in testimony whereof I affix my signature. 
BENJAMIN A. CASS. L. s. 
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