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Description

Field of the Invention

[0001] In general, the invention relates to the field of
video displays, in particular, the invention relates to me-
chanically actuated display apparatus.

Background of the Invention

[0002] Displays built from mechanical light modulators
are an attractive alternative to displays based on liquid
crystal technology. Mechanical light modulators are fast
enough to display video content with good viewing angles
and with a wide range of color and grey scale. Mechanical
light modulators have been successful in projection dis-
play applications. Backlit displays using mechanical light
modulators have not yet demonstrated sufficiently attrac-
tive combinations of brightness and low power.
[0003] WO 03/007049 discloses fabrication and oper-
ation of a display system including the fabrication of an
interference modulator (IMod) and MEMS based switch.
An IMod may be configured with a membrane that lies
flat in response to electrostatic actuation or a shutter 812
tat rotates in response to actuation.
[0004] There is a need in the art for fast, bright, low-
powered mechanically actuated displays. Specifically
there is a need for mechanically actuated displays that
include bi-stable mechanisms and that can be driven at
low voltages for reduced power consumption.
[0005] The present invention provides a display appa-
ratus according to claim 1.

Brief Description of the Drawings

[0006] The system and methods may be better under-
stood from the following illustrative description with ref-
erence to the following drawings in which:

Figure 1 is conceptual isometric view of a display
apparatus;

Figures 2A-2B are top views of dual compliant beam
electrode actuator-based shutter assemblies for use
in a display apparatus;

Figure 3A is a diagram illustrating various compliant
electrode shapes suitable for inclusion in dual com-
pliant electrode actuator-based shutter assemblies;

Figure 3B is a diagram illustrating the incremental
energy needed to move dual compliant electrode ac-
tuator-based shutter assemblies having the shapes
illustrated in Figure 3A;

Figures 3C-3F are top views of the compliant beam
electrode actuator-based shutter assembly of Figure
2A in various stages of actuation.

Figures 4A and 4B are cross section views of a dual
compliant electrode actuator-based mirror-based
light modulator in an active and an inactive state;

Figure 5 is a top view of a dual compliant beam elec-
trode actuator-based shutter assembly having a
beam with thickness which varies along its length;

Figure 6 is an isometric view of a dual compliant
beam electrode actuator-based shutter assembly;

Figure 7 is a top view of a dual compliant beam elec-
trode actuator-based shutter assembly including a
return spring, according to an illustrative embodi-
ment of the invention;

Figure 8 is a top view of a dual compliant beam elec-
trode actuator-based shutter assembly having sep-
arate open and close actuators, according to an il-
lustrative embodiment of the invention;

Figure 9 is a conceptual diagram of an active matrix
array for controlling dual compliant electrode actua-
tor based-light modulators;

Figure 10 is a conceptual diagram of a second active
matrix array for controlling dual compliant electrode
actuator based-light modulators;

Figure 11 is a cross sectional view of the dual com-
pliant beam electrode actuator-based shutter as-
sembly of Figure 8;

Figure 12 is an energy diagram illustrating the energy
characteristics of various dual compliant electrode
based shutter assemblies;

Figure 13A is a top view of a bi-stable dual compliant
beam electrode actuator based-shutter assembly,
according to an illustrative embodiment of the inven-
tion;

Figure 13B shows the evolution of force versus dis-
placement for a bi-stable shutter assembly.

Figure 14 is a top view of a second bi-stable dual
compliant beam electrode actuator based-shutter
assembly;

Figure 15 is a top view of a tri-stable shutter assembly
incorporating dual compliant electrode actuators;

Figures 16A-C are conceptual diagrams of another
embodiment of a bi-stable shutter assembly, illus-
trating the state of the shutter assembly during a
change in shutter position, according to an illustrative
embodiment of the invention;
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Figure 17A is a conceptual diagram of a bi-stable
shutter assembly including substantially rigid
beams, according to an illustrative embodiment of
the invention;

Figure 17B is a top view of a rotational bi-stable shut-
ter assembly;

Figure 18 is a conceptual diagram of a bi-stable shut-
ter assembly incorporating thermoelectric actuators;

Figure 19 is a conceptual diagram of a passive matrix
array for controlling bi-stable shutter assemblies;

Figures 20A and 20B are conceptual tiling diagrams
for arranging shutter assemblies in a display appa-
ratus; and

Figure 21 is cross-sectional view of a display appa-
ratus, according to an illustrative embodiment of the
invention.

Figure 22 is cross-sectional view of another display
apparatus, according to an illustrative embodiment
of the invention.

Description

[0007] Figure 1A is an isometric view of a display ap-
paratus 100. The display apparatus 100 includes a plu-
rality of light modulators, in particular, a plurality of shutter
assemblies 102a-102d (generally "shutter assemblies
102") arranged in rows and columns. In general, a shutter
assembly 102 has two states, open and closed (although
partial openings can be employed to impart grey scale).
Shutter assemblies 102a and 102d are in the open state,
allowing light to pass. Shutter assemblies 102b and 102c
are in the closed state, obstructing the passage of light.
By selectively setting the states of the shutter assemblies
102a-102d, the display apparatus 100 can be utilized to
form an image 104 for a projection or backlit display, if
illuminated by lamp 105. In another implementation the
apparatus 100 may form an image by reflection of ambi-
ent light originating from the front of the apparatus. In the
display apparatus 100, each shutter assembly 102 cor-
responds to a pixel 106 in the image 104.
[0008] Each shutter assembly 102 includes a shutter
112 and an aperture 114. To illuminate a pixel 106 in the
image 104, the shutter 112 is positioned such that it al-
lows light to pass, without any significant obstruction,
through, the aperture 114 towards a viewer. To keep a
pixel 106 unlit, the shutter 112 is positioned such that it
obstructs the passage of light through the aperture 114.
The aperture 114 is defined by an opening patterned
through a reflective or light-absorbing material in each
shutter assembly 102.
[0009] In alternative implementations, a display appa-
ratus 100 includes multiple shutter assemblies 102 for

each pixel 106. For example, the display apparatus 100
may include three color-specific shutter assemblies 102.
By selectively opening one or more of the color-specific
shutter assemblies 102 corresponding to a particular pix-
el 106, the display apparatus 100 can generate a color
pixel 106 in the image 104. In another example, the dis-
play apparatus 100 includes two or more shutter assem-
blies 102 per pixel 106 to provide grayscale in an image
104. In still other implementations, the display apparatus
100 may include other forms of light modulators, such as
micromirrors, filters, polarizers, interferometric devices,
and other suitable devices, instead of shutter assemblies
102 to modulate light to form an image.
[0010] The shutter assemblies 102 of the display ap-
paratus 100 are formed using standard micromachining
techniques known in the art, including lithography; etch-
ing techniques, such as wet chemical, dry, and photore-
sist removal; thermal oxidation of silicon; electroplating
and electroless plating; diffusion processes, such as bo-
ron, phosphorus, arsenic, and antimony diffusion; ion im-
plantation; film deposition, such as evaporation (filament,
electron beam, flash, and shadowing and step coverage),
sputtering, chemical vapor deposition (CVD), plasma en-
hanced CVD, epitaxy (vapor phase, liquid phase, and
molecular beam), electroplating, screen printing, and
lamination. See generally Jaeger, Introduction to Micro-
electronic Fabrication (Addison-Wesley Publishing Co.,
Reading Mass. 1988); Runyan, et al., Semiconductor In-
tegrated Circuit Processing Technology (Addison-Wes-
ley Publishing Co., Reading Mass. 1990); Proceedings
of the IEEE Micro Electro Mechanical Systems Confer-
ence 1987-1998; Rai-Choudhury, ed., Handbook of Mi-
crolithography, Micromachining & Microfabrication
(SPIE Optical Engineering Press, Bellingham, Wash.
1997).
[0011] More specifically, multiple layers of material
(typically alternating between metals and dielectrics) are
deposited on top of a substrate forming a stack. After one
or more layers of material are added to the stack, patterns
are applied to a top most layer of the stack marking ma-
terial either to be removed from, or to remain on, the
stack. Various etching techniques, including wet or dry
etches or reactive ion etching, are then applied to the
patterned stack to remove unwanted material. The etch
process may remove material from one or more layers
of the stack based on the chemistry of the etch, the layers
in the stack, and the amount of time the etch is applied.
The manufacturing process may include multiple itera-
tions of layering, patterning, and etching.
[0012] In one implementation the shutter assemblies
102 are fabricated upon a transparent glass or plastic
substrate. This substrate may be made an integral part
of a backlight which acts to evenly distribute the illumi-
nation from lamp 105 before the light exits through ap-
ertures 114. Alternatively and optionally the transparent
substrate may be placed on top of a planar light guide,
wherein the array of shutter assemblies 102 act as light
modulation elements in the formation of an image. In one
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implementation the shutter assemblies 102 are fabricat-
ed in conjunction with or subsequent to the fabrication of
a thin film transistor (TFT) array on the same glass or
plastic substrate. The TFT array provides a switching ma-
trix for distribution of electrical signals to the shutter as-
semblies.
[0013] The process also includes a release step. To
provide freedom for parts to move in the resulting device,
sacrificial material is interdisposed in the stack proximate
to material that will form moving parts in the completed
device. An etch removes much of the sacrificial material,
thereby freeing the parts to move.
[0014] After release, one or more of the surfaces of the
shutter assembly may be insulated so that charge does
not transfer between moving parts upon contact. This
can be accomplished by thermal oxidation and/or by con-
formal chemical vapor deposition of an insulator such as
Al2O3, Cr2O3, Ti02, TiSiO4, HfO2, HfSiO4, V2O5,
Nb2O5, Ta2O5, SiO2, or Si3N4 or by depositing similar
materials using techniques such as atomic layer deposi-
tion and others. The insulated surfaces are chemically
passivated to prevent problems such as stiction between
surfaces in contact by chemical conversion processes
such as fluoridation, silanization, or hydrogenation of the
insulated surfaces.
[0015] Dual compliant electrode actuators make up
one suitable class of actuators for driving the shutters
112 in the shutter assemblies 102. A dual compliant beam
electrode actuator, in general, is formed from two or more
at least partially compliant beams. At least two of the
beams serve as electrodes ( also referred to herein as
"beam electrodes"). In response to applying a voltage
across the beam electrodes, the beams electrodes are
attracted to one another from the resultant electrostatic
forces. Both beams in a dual compliant beam electrode
are, at least in part, compliant. That is, at least some
portion of each of the beams can flex and or bend to aid
in the beams being brought together. In some implemen-
tations the compliance is achieved by the inclusion of
flexures or pin joints. Some portion of the beams may be
substantially rigid or fixed in place. Preferably, at least
the majority of the length of the beams are compliant.
[0016] Dual compliant electrode actuators have ad-
vantages over other actuators known in the art. Electro-
static comb drives are well suited for actuating over rel-
atively long distances, but can generate only relatively
weak forces. Parallel plate or parallel beam actuators
can generate relatively large forces but require small
gaps between the parallel plates or beams and therefore
only actuate over relatively small distances. R. Legten-
berg et. al. (Journal of Microelectromechanical Systems
v.6, p. 257, 1997) demonstrated how the use of curved
electrode actuators can generate relatively large forces
and result in relatively large displacements. The voltages
required to initiate actuation in Legtenberg, however, are
still substantial. As shown herein such voltages can be
reduced by allowing for the movement or flexure of both
electrodes.

[0017] In a dual compliant beam electrode actuator-
based shutter assembly, a shutter is coupled to at least
one beam of a dual compliant beam electrode actuator.
As one of the beams in the actuator is pulled towards the
other, the pulled beam moves the shutter, too. In doing
so, the shutter is moved from a first position to a second
position. In one of the positions, the shutter interacts with
light in an optical path by, for example, and without lim-
itation, blocking, reflecting, absorbing, filtering, polariz-
ing, diffracting, or otherwise altering a property or path
of the light. The shutter may be coated with a reflective
or light absorbing film to improve its interferential prop-
erties. In the second position, the shutter allows the light
to pass by, relatively unobstructed.
[0018] Figures 2A and 2B are diagrams of two imple-
mentations of cantilever dual compliant beam electrode
actuator based-shutter assemblies for use in a display
apparatus, such as display apparatus 100. More partic-
ularly, Figure 2A depicts a cantilever dual compliant
beam electrode actuator-based shutter assembly 200a
("shutter assembly 200a"). The shutter assembly 200a
modulates light to form an image by controllably moving
a shutter 202a in and out of an optical path of light. In
one implementation, the optical path begins behind a sur-
face 204a, to which the shutter 202a is attached. The
surface 204a is illustrated as dashed boundary line. The
dashed line indicates that the surface 204a extends be-
yond the space delimited by the boundary line. Similar
dashed boundary lines are used in other figures to indi-
cate the same. The light passes through an aperture 206a
in the surface 204a towards a viewer or towards a display
screen. In another implementation, the optical path be-
gins in front of the surface 204a and is reflected back to
the viewer from the surface of the aperture 206a.
[0019] The shutter 202a of the shutter assembly 200a
is formed from a solid, substantially planar, body. The
shutter 202a can take virtually any shape, either regular
or irregular, such that in a closed position the shutter
202a sufficiently obstructs the optical path through the
aperture 206a in the surface 204a. In addition, the shutter
202a must have a width consistent with the width of the
aperture, that, in the open position (as depicted), suffi-
cient light can pass through the aperture 206a in the sur-
face 204a to illuminate a pixel, or contribute to the illumi-
nation of a pixel, in the display apparatus.
[0020] The shutter 202a couples to one end of a load
beam 208a. A load anchor 210a, at the opposite end of
the load beam 208a physically connects the load beam
208a to the surface 204a and electrically connects the
load beam 208a to driver circuitry in the surface 204a.
Together, the load 208a beam and load anchor 210a
serve as a mechanical support for supporting the shutter
202a over the surface 204a.
[0021] The shutter assembly 200a includes a pair of
drive beams 212a and 214a, one located along either
side of the load beam 210a. Together, the drive beams
212a and 214a and the load beam 210a form an actuator.
One drive beam 212a serves as a shutter open electrode
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and the other drive beam 214a serves as a shutter close
electrode. Drive anchors 216a and 218a located at the
ends of the drive beams 212a and 214a closest to the
shutter 202a physically and electrically connects each
drive beam 212a and 214a to the surface 204a. In this
implementation, the other ends and most of the lengths
of the drive beams 212a and 214a remain unanchored
or free. The free ends of the drive beams 212a and 214a
are closer to the anchored end of the load beam 208a
than the anchored ends of the drive beams 212a and
214a are to shutter end of the load beam208a.
[0022] The load beam 208a and the drive beams 212a
and 214a are compliant. That is, they have sufficient flex-
ibility and resiliency that they can be bent out of their
unstressed ("rest") position or shape to at least some
useful degree, without fatigue or fracture. As the load
beam 208a and the drive beams 212a and 214a are an-
chored only at one end, the majority of the lengths of the
beams 208a, 212a, and 214a is free to move, bend, flex,
or deform in response to an applied force. The operation
of the cantilever dual compliant beam electrode actuator
based-shutter assembly 200a is discussed further below
in relation to Figure 3.
[0023] Figure 2B is a second illustrative implementa-
tion of a cantilever dual compliant beam electrode actu-
ator-based shutter assembly 200b (shutter assembly
200b). Like the shutter assembly 200a, the shutter as-
sembly 200b includes a shutter 202b, coupled to a load
beam 208b, and two drive beams 212b and 214b. The
shutter 202b is positioned in between its fully open posi-
tion and its fully closed position. The load beam 208b
and the drive beams 212b and 214b, together, form an
actuator. Drive anchors 210b, 216b and 218b, coupled
to each end of the beams connect the beams to a surface
204b. In contrast to the shutter assembly 200a, the shut-
ter of shutter assembly 200b includes several shutter ap-
ertures 220, in the form of slots. The surface 204b, in-
stead of only having one aperture, includes one surface
aperture 206b corresponding to each shutter aperture
220. In the open position, the shutter apertures 220 sub-
stantially align with the apertures 206b in the surface
204b, allowing light to pass through the shutter 202b. In
the closed position, the surface apertures 206b are ob-
structed by the remainder of the shutter 202b, thereby
preventing the passage of light.
[0024] Changing the state of a shutter assembly that
includes multiple shutter apertures with a corresponding
number of surface apertures requires less shutter move-
ment than changing the state of a shutter assembly in-
corporating a solid shutter and single surface aperture,
while still providing for the same aperture area. Reduced
required motion corresponds to lower required actuation
voltage. More particularly, a decrease in required motion
by 1/3 reduces the necessary actuation voltage of the
actuator by a factor of about 1/3. Reduced actuation volt-
age further corresponds to reduced power consumption.
Since the total aperture area for either shutter assembly
is about the same, each shutter assembly provides a

substantially similar brightness.
[0025] In other implementations, the shutter apertures
and corresponding surface apertures have shapes other
than slots. The apertures may be circular, polygonal or
irregular. In alternative implementations, the shutter may
include more shutter apertures than there are surface
apertures in the shutter assembly. In such implementa-
tions, one or more of the shutter apertures may be serve
as a filter, such as color filter. For example, the shutter
assembly may have three shutter apertures for every sur-
face aperture, each shutter aperture including a red, blue,
or green colored filter.
[0026] Figures 3A and 3B are diagrams illustrating the
relationship between the, displacement at the end of the
load beam and the relative voltage needed to move the
load beam closer to the drive beam. The displacement
that can be achieved at any given voltage depends, at
least in part, on the curvature or shape of the drive beam,
or more precisely, on how the separation, d, and the
bending stress along the drive beam and the load beam
varies as a function of position x along the load beam A
separation function d(x), shown in Figure 3A can be gen-
eralized to the form of d=ax", where y is the distance
between the beams. For example, if n =1, the distance
between drive electrode and load electrode increase lin-
early along the length of the load electrode. If n=2, the
distance increases parabolically. In general, assuming a
constant voltage, as the distance between the compliant
electrodes decreases, the electrostatic force at any point
on the beams increases proportional to 1/d. At the same
time, however, any deformation of the load beam which
might decrease the separation distance may also results
in a higher stress state in the beam. Below a minimum
threshold voltage a limit of deformation will be reached
at which any electrical energy released by a closer ap-
proach of the electrodes is exactly balanced by the en-
ergy which becomes stored in the deformation energy of
the beams.
[0027] As indicated in the diagram 3B, for actuators
having separation functions in which n is less than or
equal to 2, the application of a minimum actuation voltage
(V2) results in a cascading attraction of the load beam to
the drive beam without requiring the application of a high-
er voltage. For such actuators, the incremental increase
in electrostatic force on the beams resulting from the load
beam getting closer to the drive beam is greater than the
incremental increase in stress on the beams needed for
further displacement of the beams.
[0028] For actuators having separation functions in
which x is greater than 2, the application of a particular
voltage results in a distinct partial displacement of the
load electrode. That is, the incremental increase in elec-
trostatic force on the beams resulting from a particular
decrease in separation between the beams, at some
point, fails to exceed the incremental deformation force
needed to be imparted on the load beam to continue re-
ducing the separation. Thus, for actuators having sepa-
ration functions having n greater than 2, the application
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of a first voltage level results in a first corresponding dis-
placement of the load electrode. A higher voltage results
in a greater corresponding displacement of the load elec-
trode. How the shapes and relative compliance of thin
beam electrodes effects actuation voltage is discussed
in more detail in the following references: (R. Legtenberg
et. al., Journal of Microelectromechanical Systems v.6,
p. 257 (1997) and J. Li et. al. Transducers ’03, The
12thInternational Conference on Solid State Sensors,
Actuators, and Microsystems, p. 480 (2003).
[0029] Referring back to Figures 2A and 2B, a display
apparatus incorporating the shutter assemblies 202a and
202b actuates, i.e., changes the position of the shutter
assemblies 202a and 202b, by applying an electric po-
tential, from a controllable voltage source, to one of the
drive beams 212a, 212b, 214a, or 214b via its corre-
sponding drive anchor 216a, 216b, 218a, or 218b, with
the load beam 208a or 208b being electrically coupled
to ground, resulting in a voltage across the beams208a,
208b, 212a, 212b, 214a, 214b. The controllable voltage
source, such as an active matrix array driver, is electri-
cally coupled to load beam 208a or 208b via an active
matrix array (see Figures 9 and 10 below). The display
apparatus may instead apply a potential to the load beam
208a or 208b via the load anchor 210a or 210b of the
shutter assembly 202a or 202b to increase the voltage.
An electrical potential difference between the drive
beams and the load beams, regardless of sign or ground
potential, will generate an electrostatic force between the
beams.
[0030] With reference back to Figure 3, the shutter as-
sembly 200a of Figure 2A has a second order separation
function (i.e., n=2). Thus, if the voltage or potential dif-
ference between the beams 208a and 212a or 214a of
the shutter assembly 202a at their point of least separa-
tion exceeds the minimum actuation voltage (V2) the de-
formation of the beams 208a and 212a or 214a cascades
down the entire lengths of the beams 208a and 212a or
214a, pulling the shutter end of the load beam 208a to-
wards the anchored end of the drive beam 212a or 214a.
The motion of the load beam 208a displaces the shutter
202a such that it changes its position from either open
to closed, or visa versa, depending on to which drive
beam 212a or 214a the display apparatus applied the
potential. To reverse the position change, the display ap-
paratus ceases application of the potential to the ener-
gized drive beam 212a or 214a. Upon the display appa-
ratus ceasing to apply the potential, energy stored in the
form of stress on the deformed load beam 208a restores
the load beam 208a to its original or rest position. To
increase the speed of the restoration and to reduce any
oscillation about the rest position of the load beam 208a,
the display apparatus may return the shutter 202a to its
prior position by applying an electric potential to the op-
posing drive beam 212a or 214a.
[0031] This shutter assemblies 200a and 200b, as well
as shutter assemblies 500 (see Figure 5 below), 600 (see
Figure 6 below), 700 (see Figure 7 below) and 800 (see

Figure 8 below) have the property of being electrically bi-
stable. Generally, this is understood to encompass, al-
though not be limited to, devices wherein the electrical
potential V2 that initiates movement between open and
closed states is generally greater than the electrical po-
tential (V1) required to keep the shutter assembly in a
stable state. Once the load beam 208a and one of the
drive beams are in contact, a substantially greater elec-
trical force is to be applied from the opposing drive beam
to move or separate the load beam, such electrical force
being greater than would be necessary if the load beam
208a were to begin in a neutral or noncontact position.
The bistable devices described herein may employ a pas-
sive matrix driving scheme for the operation of an array
of shutter assemblies such as 200a. In a passive matrix
driving sequence it is possible to preserve an image by
maintaining a stabilization voltage V1 across all shutter
assemblies (except those that are being actively driven
to a state change). With no or substantilly no electrical
power required, maintenance of a potential V1 between
the load beam 208a and drive beam 212a or 214a is
sufficient to maintain the shutter assembly in either its
open or closed states. In order to effect a switching event
the voltage between load beam 208a and the previously
affected drive beam (for instance 212a) is allowed to re-
turn from V1 to zero while the voltage between the load
beam 208a and the opposing beam (for instance 212b)
is brought up to the switching voltage V2 .
[0032] In Figure 2B, the actuator has a third order sep-
aration function (i.e., n=3). Thus applying a particular po-
tential to one of the drive beams 212b or 214b results in
an incremental displacement of the shutter 202b. The
display apparatus takes advantage of the ability to incre-
mentally displace the shutter 202b to generate a gray-
scale image. For example, the application of a first po-
tential to a drive beam 212 or 214b displaces the shutter
202b to its illustrated position, partially obstructing light
passing through the surface apertures 206b, but still al-
lowing some light to pass through the shutter 202b. The
application of other potentials results in other shutter
202b positions, including fully open, fully closed, and oth-
er intermediate positions between fully open and fully
closed. In such fashion electrically analog drive circuitry
may be employed in order to achieve an analog grayscale
image.
[0033] Figures 3C through 3F demonstrate the stages
of motion of the load beam 208a, the shutter close elec-
trode 214a, and the shutter 202a of the shutter assembly
200a of Figure 2A. The initial separation between the
compliant beams 208a and 214a fits a second order sep-
aration function. Figure 3C shows the load beam 208a
in a neutral position with no voltage applied. The aperture
206a is half-covered by the shutter 212a.
[0034] Figure 3D demonstrates the initial steps of ac-
tuation. A small voltage is applied between the load beam
208a and the shutter close electrode 214a. The free end
of the shutter close electrode 214a has moved to make
contact with the load beam 208a.
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[0035] Figure 3E shows the shutter assembly 200a at
a point of actuation after the shutter 212 begins to move
towards the shutter close electrode 214a.
[0036] Figure 3F shows the end state of actuation of
the shutter assembly 200a. The voltage has exceeded
the threshold for actuation. The shutter assembly 200a
is in the closed position. Contact is made between the
load beam 208a and the shutter closed electrode 214a
all along its length.
[0037] Figure 4A is first cross sectional diagram of dual
compliant electrode mirror-based light modulator 400 for
inclusion in a display apparatus, such as display appa-
ratus 100, instead of, or in addition to, the shutter assem-
blies 102. The mirror-based-based light modulator 400
includes a mechanically compliant reflection platform
402. At least a portion of the reflection platform 402 is
itself reflective or is coated with or is connected to a re-
flective material.
[0038] The reflection platform 402 may or may not be
conductive. In implementations in which the reflection
platform 402 is conductive, the reflection platform serves
as a load electrode for the mirror-based light modulator
400. The reflection platform 402 is physically supported
over, and is electrically coupled to, a substrate 404 via a
compliant support member 406. If the reflection platform
402 is formed from a non-conductive material, the reflec-
tion platform 402 is coupled to a compliant conductive
load beam or other form of compliant load electrode. A
compliant support member 406 physically supports the
combined reflection platform 402 and electrode over the
substrate 404. The support member 406 also provides
an electrical connection from the electrode to the sub-
strate 404.
[0039] The mirror-based light modulator 400 includes
a second compliant electrode 408, which serves a drive
electrode 408. The drive electrode 408 is supported be-
tween the substrate 404 and the reflection platform 402
by a substantially rigid second support member 410. The
second support member 410 also electrically connects
the second compliant electrode 408 to a voltage source
for driving the mirror-based light modulator 400.
[0040] The mirror-based light modulator 400 depicted
in Figure 4A is in rest position in which neither of the
electrodes 402 or 408 carry a potential. Figure 4B depicts
the mirror-based light modulator 400 in an activated
state. When a potential difference is generated between
the drive electrode 408 and the load electrode 402 (be it
the reflective platform 402 or an attached load beam),
the load electrode 402 is drawn towards the drive elec-
trode 408, thereby bending the compliant support beam
406 and angling the reflective portion of the reflection
platform 402 to be least partially transverse to the sub-
strate 404.
[0041] To form an image, light 412 is directed at an
array of mirror-based light modulators 400 at a particular
angle. Mirror-based light modulators 400 in their rest
states reflect the light 412 away from the viewer or the
display screen, and mirror-based light modulators in the

active state reflect the light 412 towards a viewer or a
display screen, or visa versa.
[0042] Figure 5 is a diagram of another cantilever dual
compliant beam electrode actuator-based shutter as-
sembly 500 ("shutter assembly 500"). As with the shutter
assemblies 200a and 200b, the shutter assembly 500
includes a shutter 502 coupled to a compliant load beam
504. The compliant load beam 504 is then physically an-
chored to a surface 506, and electrically coupled to
ground, at its opposite end via a load anchor 508. The
shutter assembly 500 includes only one compliant drive
beam 510, located substantially alongside the load beam
504. The drive beam 510, in response to being energized
with an electric potential from a controllable voltage
source draws the shutter 502 from a first position (in
which the load beam 504 is substantially unstressed) in
a plane substantially parallel to the surface, to a second
position in which the load beam 504 is stressed. When
the potential is removed, the stored stress in the load
beam 504 restores the load beam 504 to its original po-
sition.
[0043] In addition, in comparison to the shutter assem-
blies 202a and 202b, the load beam 504 has a width
which varies along its length. The load beam 504 is wider
near its anchor 508 than it is nearer to the shutter 502.
In comparison to the shutter assemblies 202a and 202b
and because of its tailored width, the load beam 504 typ-
ically has an overall greater stiffness. Shutter assemblies
incorporating stiffer beams typically require higher volt-
ages for actuation, but in return, allow for higher switching
rates. For example, the shutter assemblies 202a and
202b may be switched up to about 10 kHz, while the
stiffer shutter assembly 500 may be switched up to about
100 kHz.
[0044] Figure 6 is diagram of a shutter assembly 600
incorporating two dual compliant electrode beam actua-
tors 602 ("actuators 602"). The shutter assembly 600 in-
cludes a shutter 604. The shutter 604 may be solid, or it
may include one or more shutter apertures as described
in relation to Figure 2B. The shutter 604 couples on one
side to the beam actuators 602. Together, the actuators
602 move the shutter transversely over a surface in plane
of motion which is substantially parallel to the surface.
[0045] Each actuator 602 includes a compliant load
member 606 connecting the shutter 604 to a load anchor
608. The compliant load members 606 each include a
load beam 610 and an L bracket 612. The load anchors
608 along with the compliant load members 606 serve
as mechanical supports, keeping the shutter 604 sus-
pended proximate to the surface. The load anchors 608
physically connect the compliant load members 606 and
the shutter 604 to the surface and electrically connect
the load beams 610 of the load members 606 to ground.
The coupling of the shutter 604 from two positions on
one side of the shutter 604 to load anchors 608 in posi-
tions on either side of the shutter assembly 600 help re-
duce twisting motion of the shutter 604 about its central
axis 614 during motion.
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[0046] The L brackets 612 reduce the in-plane stiffness
of the load beam. 610. That is, the L brackets 612 reduce
the resistance of actuators 602 to movement in a plane
parallel to the surface (referred to as "in-plane move-
ment" 615), by relieving axial stresses in the load beam.
[0047] Each actuator 602 also includes a compliant
drive beam 616 positioned adjacent to each load beam
610. The drive beams 616 couple at one end to a drive
beam anchor 618 shared between the drive beams 616.
The other end of each drive beam 616 is free to move.
Each drive beam 616 is curved such that it is closest to
the load beam 610 near the free end of the drive beam
616 and the anchored end of the load beam 610.
[0048] In operation, a display apparatus incorporating
the shutter assembly 600 applies an electric potential to
the drive beams 616 via the drive beam anchor 618. As
a result of a potential difference between the drive beams
616 and the load beam 610, the free ends of the drive
beams 616 are pulled towards the anchored ends of the
load beams 610 and the shutter ends of the load beams
610 are pulled toward the anchored ends of the drive
beams 616. The electrostatic force draws the shutter 604
towards the drive anchor 618. The compliant members
606 act as springs, such that when the electrical poten-
tials are removed from the drive beams 616, the load
beams compliant members 606 push the shutter 604
back into its initial position, releasing the stress stored in
the load beams 610. The L brackets 612 also serve as
springs, applying further restoration force to the shutter
604.
[0049] In fabrication of shutter assemblies 200 through
800, as well as for shutter assemblies 1300 through 1800
it is preferable to provide a rectangular shape for the
cross section of the load beams (such as load beams
610) and the drive beams (such as drive beams 616). By
providing a beam thickness (in the direction perpendic-
ular to surface) which is 1.4 times or more larger in di-
mension than the beam width (in a direction parallel to
the surface) the stiffness of the load beam 610 will be
increased for out-of-plane motion 617 versus in-plane
motion 615. Such a dimensional and, by consequence,
stiffness differential helps to ensure that the motion of
the shutter 604, initiated by the actuators 602, is restricted
to motion along the surface and across the surface ap-
ertures as opposed to out-of-plane motion 617 which
would a wasteful application of energy. It is preferable
for certain applications that the cross section of the load
beams (such as 610) be rectangular as opposed to
curved or elliptical in shape. The strongest actuation
force is achieved if the opposing beam electrodes have
flat faces so that upon actuation they can approach and
touch each other with the smallest possible separation
distance.
[0050] Figure 7 is a diagram of a second shutter as-
sembly 700 incorporating two dual compliant electrode
beam actuators 702, according to an illustrative embod-
iment of the invention. The shutter assembly 700 takes
the same general form of the shutter assembly 600, other

than it includes a return spring 704. As with the shutter
assembly 600, in the shutter assembly 700, two actuators
702 couple to a first side of a shutter 706 to translate the
shutter 706 in a plane parallel to a surface over which
the shutter is physically supported. The return spring 704
couples to the opposite side of the shutter 706. The return
spring 704 also couples to the surface at a spring anchor
708, acting as an additional mechanical support. By
physically supporting the shutter 706 over the surface at
opposite sides of the shutter 706, the actuators 702 and
the return spring 704 reduce motion of the shutter 706
out of the plane of intended motion during operation. In
addition, the return spring 704 incorporates several
bends which reduce the in-plane stiffness of the return
spring 704, thereby further promoting in-plane motion
over out-of-plane motion. The return spring 704 provides
an additional restoration force to the shutter 706, such
that once an actuation potential is removed, the shutter
706 returns to its initial position quicker. The addition of
the return spring 704 increases only slightly the potential
needed to initiate actuation of the actuators 702.
[0051] Figure 8 is a diagram of a shutter assembly in-
cluding a pair of shutter open actuators 802 and 804 and
a pair of shutter close actuators 806 and 808, according
to an illustrative embodiment of the invention. Each of
the four actuators 802, 804, 806, and 808 take the form
of a dual compliant beam electrode actuator. Each actu-
ator 802, 804, 806, and 808 includes a compliant load
member 810 coupling a shutter 812, at one end, to a load
anchor 814, at the other end. Each compliant load mem-
ber 810 includes a load beam 816 and an L bracket 818.
Each actuator 802, 804, 806, and 808 also includes and
a drive beam 820 with one end coupled to a drive anchor
822. Each pair of actuators 802/804 and 806/808 share
a common drive anchor 822. The unanchored end of
each drive beam 820 is positioned proximate to the an-
chored end of a corresponding compliant load member
810. The anchored end of each drive beam 820 is located
proximate to the L bracket end of a corresponding load
beam 816. In a deactivated state, the distance between
a load beam 816 and its corresponding drive beam 820
increases progressively from the anchored end of the
load beam 816 to the L bracket 818.
[0052] In operation, to open the shutter 812, a display
apparatus incorporating the shutter assembly 800 ap-
plies an electric potential to the drive anchor 822 of the
shutter open actuators 802 and 804, drawing the shutter
812 towards the open position. To close the shutter 812,
the display apparatus applies an electric potential to the
drive anchor 822 of the shutter close actuators 806 and
808 drawing the shutter 812 towards the closed position.
If neither pair of actuators 802/804 or 806/808 are acti-
vated, the shutter 812 remains in an intermediate posi-
tion, somewhere between fully open and fully closed.
[0053] The shutter open actuators 802/804 and shutter
closed actuators 806/808 couple to the shutter 812 at
opposite ends of the shutter. The shutter open and closed
actuators have their own load members 810, thus reduc-
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ing the actuation voltage of each actuator 802, 804, 806
and 808. Because of the electrical bi-stability described
in reference to Figure 3, it is advantageous to find an
actuation method or structure with more leverage for sep-
arating the compliant load member 810 from a drive beam
820 with which it might be in contact. By positioning the
open and closed actuators 802/804 and 806/808 on op-
posite sides of the shutter 812, the actuation force of the
actuator-to-be-actuated is transferred to the actuator-to-
be-separated through the shutter. The actuation force is
therefore applied to the task of separation at a point close
to the shutter (for instance near the L-bracket end of the
load beam 816) where its leverage will be higher.
[0054] For shutter assemblies such as in Figure 8 typ-
ical shutter widths (along the direction of the slots) will
be in the range of 20 to 800 microns. The "throw distance"
or distance over which the shutter will move between
open and closed positions will be in the range of 4 to 100
microns. The width of the drive beams and load beams
will be in the range of 0.2 to 40 microns. The length of
the drive beams and load beams will be in the range of
10 to 600 microns. Such shutter assemblies may be em-
ployed for displays with resolutions in the range of 30 to
1000 dots per 2.54 centimeters.
[0055] Each of the shutter assemblies 200a, 200b,
500, 600, 700 and 800, and the mirror-based light mod-
ulator 400, described above fall into a class of light mod-
ulators referred to herein as "elastic light modulators."
Elastic light modulators have one mechanically stable
rest state. In the rest state, the light modulator may be
on (open or reflecting), off (closed or not reflecting), or
somewhere in between (partially open or partially reflect-
ing). If the generation of a voltage across beams in an
actuator forces the light modulator out of its rest state
into a mechanically unstable state, some level of voltage
across the beams must be maintained for the light mod-
ulator to remain in that unstable state.
[0056] Figure 9 is a diagram of an active matrix array
900 for controlling elastic light modulators 902 in a display
apparatus. In particular, the active matrix array 900 is
suitable for controlling elastic light modulators 902, such
as the mirror-based light modulator 400 or shutter-based
light modulators 500, 600, and 700, that include only a
passive restoration force. That is, these light modulators
902 require electrical activation of actuators to enter a
mechanically unstable state, but then utilize mechanical
mechanisms, such as springs, to return to the rest state.
[0057] The active matrix array is fabricated as a dif-
fused or thin-film-deposited electrical circuit on the sur-
face of a substrate on which the elastic light modulators
902 are formed. The active matrix array 900 includes a
series of row electrodes 904 and column electrodes 906
forming a grid like pattern on the substrate, dividing the
substrate into a plurality of grid segments 908. The active
matrix array 900 includes a set of drivers 910 and an
array of non-linear electrical components, comprised of
either diodes or transistors that selectively apply poten-
tials to grid segments 908 to control one or more elastic

light modulators 902 contained within the grid segments
908. The art of thin film transistor arrays is described in
Active Matrix Liquid Crystal Displays: Fundamentals and
Applications by Willem den Boer (Elsevier, Amsterdam,
2005).
[0058] Each grid segment 908 contributes to the illu-
mination of a pixel, and includes one or more elastic light
modulators 902. In grid segments including only a single
elastic light modulator 902, the grid segment 908 in-
cludes, in addition to the elastic light modulator 902, least
one diode or transistor 912 and optionally a capacitor
914. The capacitor 914 shown in Figure 9 can be explicitly
added as a design element of the circuit, or it can be
understood that the capacitor 914 represents the equiv-
alent parallel or parasitic capacitance of the elastic light
modulator. The emitter 916 of the transistor 912 is elec-
trically coupled, to either the drive electrode or the load
electrode of the elastic light modulator 902. The other
electrode of the actuator is coupled to a ground or com-
mon potential. The base 918 of the transistor 912 elec-
trically couples to a row electrode 904 controlling a row
of grid segments. When the base 918 of the transistor
receives a potential via the row electrode 904, current
can run through the transistor 912 from a corresponding
column electrode 906 to generate a potential in the ca-
pacitor 914 and to apply a potential to the drive electrode
of the elastic light modulator 902 activating the actuator.
[0059] The active matrix array 900 generates an im-
age, in one implementation by, one at a time, applying a
potential from one of the drivers 910 to a selected row
electrode 904, activating a corresponding row of grid seg-
ments 908. While a particular row is activated, the display
apparatus applies a potential to the column electrodes
corresponding to grid segments in the active row con-
taining light modulators which need to be switched out
of a rest state.
[0060] When a row is subsequently deactivated, a
stored charge will remain on the electrodes of the actu-
ator 902 (as determined by the equivalent capacitance
of the actuator) as well as, optionally, on the parallel ca-
pacitor 914 that can be designed into the circuit., keeping
the elastic shutter mechanisms 902 in their mechanically
unstable states. The elastic shutter mechanism 902 re-
mains in the mechanically unstable state until the voltage
stored in the capacitor 914 dissipates or until the voltage
is intentionally reset to ground potential during a subse-
quent row selection or activation step.
[0061] Figure 10 is diagram of another implementation
of an active matrix array 1000 for controlling elastic light
modulators 1002 in a display apparatus. In particular, the
active matrix array 1000 is suitable for controlling elastic
light modulators, such as shutter-based light modulators
200a, 200b, and 800, which include one set of actuators
for forcing the light modulators from a rest state to a me-
chanically unstable state and a second set of actuators
for driving the light modulators back to the rest state and
possibly to a second mechanically unstable state. Active
matrix array 1000 can also be used for driving non-elastic
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light modulators described further in relation to Figures
12-20.
[0062] The active matrix array 1000 includes one row
electrode 1004 for each row in the active matrix array
1000 and two column electrodes 1006a and 1006b for
each column in the active matrix array 1000. For exam-
ple, for display apparatus including shutter-based light
modulators, one column electrode 1006a for each col-
umn corresponds to the shutter open actuators of light
modulators 1002 in the column. The other column elec-
trode 1006b corresponds to the shutter close actuators
of the light modulators 1002 in the column. The active
matrix array 1000 divides the substrate upon which it is
deposited into grid sections 1008. Each grid section 1008
includes one or more light modulators 1002 and at least
two diodes or transistors 1010a and 1010b and optionally
two capacitors 1012a and 1012b. The bases 1014a and
1014b of each transistor 1010a and 1010b are electrically
coupled to a column electrode 1006a or 1006b. The emit-
ters 1016a and 1016b of the transistors 1010a and 1010b
are coupled to a corresponding capacitor 1012a or 1012b
and a drive electrode of the light modulator(s) 1002 in
the grid section1008.
[0063] In operation, a driver applies a potential to a
selected row electrode 1004, activating the row. The ac-
tive matrix array 1000 selectively applies potentials to
one of the two column electrodes 1006a or 1006b of each
column in which the state of the light modulator(s) 1002
in the grid section 1008 needs to be changed. Alterna-
tively, the active matrix array 1000 may also apply a po-
tential to column electrodes 1006a or 1006b for grid sec-
tions 1008 previously in an active state which are to re-
main in an active state.
[0064] For both active matrix arrays 900 and 1000, the
drivers powering the column electrodes, in some imple-
mentations, select from multiple possible potentials to
apply to individual column electrodes 1006a and 1006b.
The light modulator(s) 1002 in those columns can then
be opened or closed different amounts to create gray-
scale images.
[0065] Figure 11 is a cross sectional view of the shutter-
assembly 800 of Figure 8 along the line labeled A-A’.
Referring to Figures 8, 10, and 11, the shutter assembly
800 is built on substrate 1102 which is shared with other
shutter assemblies of a display apparatus, such as dis-
play apparatus 100, incorporating the shutter assembly
800. The voltage signals to actuate the shutter assembly,
are transmitted along conductors in underlying layers of
the shutter assembly. The voltage signals are controlled
by an active matrix array, such as active matrix array
1000. The substrate 1102 may support as many as
4,000,000 shutter assemblies, arranged in up to about
2000 rows and up to about 2000 columns.
[0066] In addition to the shutter 812, the shutter open
actuators 802 and 804, the shutter close actuators 806
and 808, the load anchors 814 and the drive anchors
822, the shutter assembly 800 includes a row electrode
1104, a shutter open electrode 1106, a shutter close elec-

trode 1108, and three surface apertures 1110. The de-
picted shutter assembly has at least three functional lay-
ers, which may be referred to as the row conductor layer,
the column conductor layer, and the shutter layer. The
shutter assembly is preferably made on a transparent
substrate such as glass or plastic. Alternatively the sub-
strate can be made from an opaque material such as
silicon, as long as through holes are provided at the po-
sitions of each of the surface apertures 1110 for the trans-
mission of light. The first metal layer on top of the sub-
strate is the row conductor layer which is patterned into
row conductor electrodes 1104 as well as reflective sur-
face sections 1105. The reflective surface sections 1105
reflect light passing through the substrate 1102 back
through the substrate 1102 except at the surface aper-
tures 1110. In some implementations the surface aper-
tures may include or be covered by red, green, or blue
color filtering materials.
[0067] The shutter open electrode 1106 and the shutter
close electrode 1108 are formed in a column conductor
layer 1112 deposited on the substrate 1102, on top of
the row conductor layer 1104. The column conductor lay-
er 1112is separated from the row conductor layer 1104
by one or more intervening layers of dielectric material
or metal. The shutter open electrode 1104 and the shutter
close electrode 1106 of the shutter assembly 800 are
shared with other shutter assemblies in the same column
of the display apparatus. The column conductor layer
1112 also serves to reflect light passing through gaps in
the ground electrode 1104 other than through the surface
apertures 1110. The row conductor layer 1104 and the
column conductor layer 1112 are between about 0.1 and
about 2 microns thick. In alternative implementations, the
column conductor 1112 layer can be located below the
row conductor layer 1104. In another alternative imple-
mentation both the column conductor layer and the row
conductor layer may be located above the shutter layer.
[0068] The shutter 812, the shutter open actuators 802
and 804, the shutter close actuators 806 and 808, the
load anchors 814 and the drive anchors 822 are formed
from third functional layer of the shutter assembly 800,
referred to as the shutter layer 1114. The actuators 802,
804, 806, and 808 are formed from a deposited metal,
such as, without limitation, Au, Cr or Ni, or a deposited
semiconductor, such as, without limitation as polycrys-
talline silicon, or amorphous silicon, or from single crystal
silicon if formed on top of a buried oxide (also known as
silicon on insulator). The beams of the actuators 802,
804, 806, and 808 are patterned to dimensions of about
0.2 to about 20 microns in width. The shutter thickness
is typically in the range of 0.5 microns to 10 microns. To
promote the in-plane movement of the shutters (i.e. re-
duce the transverse beam stiffness as opposed to the
out-of-plane stiffness), it is preferable to maintain a beam
dimensional ratio of about at least 1.4:1, with the beams
being thicker than they are wide.
[0069] Metal or semiconductor vias electrically con-
nect the row electrode 1104 and the shutter open elec-
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trode 1106 and the shutter close electrode 1108 of the
column conductor layer 1112 to features on the shutter
layer 1114. Specifically, vias 1116 electrically couple the
row electrode 1104 to the load anchors 814 of the shutter
assembly 800, keeping the compliant load member 810
of the shutter open actuators 802 and 804 and the shutter
close actuators 806 and 808, as well as the shutter 812,
at the row conductor potential. Additional vias electrically
couple the shutter open electrode 1106 to the drive
beams 820 of the shutter open actuators 802 and 804
via the drive anchor 822 shared by the shutter open ac-
tuators 802 and 804. Still other vias electrically couple
the shutter close electrode 1108 to the drive beams 820
of the of the shutter close actuators 806 and 808 via the
drive anchor 822 shared by the shutter close actuators
806 and 808.
[0070] The shutter layer 1114 is separated from the
column conductor layer 1112 by a lubricant, vacuum or
air, providing the shutter 812 freedom of movement. The
moving pieces in the shutter layer 1114 are mechanically
separated from neighboring components (except their
anchor points 814) in a release step, which can be a
chemical etch or ashing process, which removes a sac-
rificial material from between all moving parts.
[0071] The diodes, transistors, and/or capacitors (not
shown for purpose of clarity) employed in the active ma-
trix array may be patterned into the existing structure of
the three functional layers, or they can be built into sep-
arate layers that are disposed either between the shutter
assembly and the substrate or on top of the shutter layer.
The reflective surface sections 1105 may be patterned
as extensions of the row and column conductor elec-
trodes or they can be patterned as free-standing or elec-
trically floating sections of reflective material. Alternative-
ly the reflective surface sections 1105 along with their
associated surface apertures 1110 can be patterned into
a fourth functional layer, disposed between the shutter
assembly and the substrate, and formed from either a
deposited metal layer or a dielectric mirror. Grounding
conductors may be added separately from the row con-
ductor electrodes in layer 1104. These separate ground-
ing conductors may be required when the rows are acti-
vated through transistors, such as is the case with an
active matrix array. The grounding conductors can be
either laid out in parallel with the row electrodes (and
bussed together in the drive circuits), or the grounding
electrodes can be placed into separate layers between
the shutter assembly and the substrate.
[0072] In addition to elastic light modulators, display
apparatus can include bi-stable light modulators, for ex-
ample bi-stable shutter assemblies. As described above,
a shutter in an elastic shutter assembly has one mechan-
ically stable position (the "rest position"), with all other
shutter positions being mechanically unstable. The shut-
ter of a bi-stable shutter assembly, on the other hand,
has two mechanically stable positions, for example, open
and closed. Mechanically bi-stable shutter assemblies
have the advantage that no voltage is required to main-

tain the shutters in either the open or the closed positions.
Bi-stable shutter assemblies can be further subdivided
into two classes: shutter assemblies in which each stable
position is substantially energetically equal, and shutter
assemblies in which one stable position is energetically
preferential to the other mechanically stable position.
[0073] Figure 12 is a diagram 1200 of potential energy
stored in three types of shutter assemblies in relation to
shutter position. The solid line 1202 corresponds to an
elastic shutter assembly. The dashed line 1204 corre-
sponds to a bi-stable shutter assembly with equal energy
stable states. The dotted line 1206 corresponds to a bist-
able shutter assembly with non-equal energy stable
states. As indicated in the energy diagram 1200, the en-
ergy curves 1204 and 1206 for the two types of bi-stable
shutter assemblies each include two local minima 1208,
corresponding to stable shutter positions, such as fully
open 1210 and fully closed 1212. As illustrated, energy
must be added to the a assembly in order to move its
shutters out of the positions corresponding to one of the
local minima. For the bi-stable shutter assemblies with
non-equal-energy mechanically stable shutter positions,
however, the work needed to open a shutter 1212 is
greater than the work required to close the shutter 1214.
For the elastic shutter assembly, on the other hand, open-
ing the shutter requires work 1218, but the shutter closes
spontaneously after removal of the control voltage.
[0074] Figure 13A is a top view of a shutter layer 1300
of a bi-stable shutter assembly. The shutter layer 1300
includes a shutter 1302 driven by two dual compliant elec-
trode actuators 1304 and 1306. The shutter 1302 in-
cludes three slotted shutter apertures 1308. One dual
compliant electrode actuator 1304 serves as a shutter
open actuator. The other dual compliant electrode actu-
ator 1306 serves as a shutter close actuator.
[0075] Each dual compliant electrode actuator 1304
and 1306 includes a compliant member 1310 connecting
the shutter 1302, at about its linear axis 1312, to two load
anchors 1314, located in the corners of the shutter layer
1300. The compliant members 1310 each include a con-
ductive load beam 1316, which may have an insulator
disposed on part of, or the entirety of its surface. The
load beams 1316 server as mechanical supports, phys-
ically supporting the shutter 1302 over a substrate on
which the shutter assembly is built. The actuators 1304
and 1306 also each include two compliant drive beams
1318 extending from a shared drive anchor 1320. Each
drive anchor 1320 physically and electrically connects
the drive beams 1318 to the substrate. The drive beams
1318 of the actuators 1304 and 1306 curve away from
their corresponding drive anchors 1320 towards the
points on the load anchors 1314 at which load beams
1316 couple to the load anchors 1314. These curves in
the drive beams 1318 act to reduce the stiffness of the
drive beams, thereby helping to decrease the actuation
voltage.
[0076] Each load beam 1316 is generally curved, for
example in a bowed (or sinusoidal) shape. The extent of
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the bow is determined by the relative distance between
the load anchors 1314 and the length of the load beam
1316. The curvatures of the load beams 1316 provide
the bi-stability for the shutter assembly 1300. As the load
beam 1316 is compliant, the load beam 1316 can either
bow towards or away from the drive anchor 1320. The
direction of the bow changes depending on what position
the shutter 1302 is in. As depicted, the shutter 1302 is in
the closed position. The load beam 1316 of the shutter
open actuator 1304 bows away from the drive anchor
1320 of the shutter open actuator 1304. The load beam
1316 of the shutter closed actuator 1306 bows towards
the drive anchor 1320 of the shutter close actuator 1306.
[0077] In operation, to change states, for example from
closed to open, a display apparatus applies a potential
to the drive beams 1318 of the shutter open actuator
1304. The display apparatus may also apply a potential
to the load beams 1316 of the shutter open actuator. Any
electrical potential difference between the drive beams
and the load beams, regardless of sign with respect to a
ground potential, will generate an electrostatic force be-
tween the beams. The resultant voltage between the
drive beams 1318 and the load beams 1316 of the shutter
open actuator 1304 results in an electrostatic force, draw-
ing the beams 1316 and 1318 together. If the voltage is
sufficiently strong, the load beam1316 deforms until its
curvature is substantially reversed, as depicted in the
shutter close actuator in Figure 13A.
[0078] Figure 13B shows the evolution of force versus
displacement for the general case of bi-stable actuation,
including that for Figure 13A. Referring to Figures 13A
and 13B, generally the force required to deform a com-
pliant load beam will increase with the amount of dis-
placement. However, in the case of a bi-stable mecha-
nism, such as illustrated in Figure 13A, a point is reached
(point B in Figure 13B) where further travel leads to a
decrease in force. With sufficient voltage applied be-
tween the load beam 1316 and the drive beam 1318 of
the shutter open actuator 1304, a deformation corre-
sponding to point B of Figure 13B is reached, where fur-
ther application of force leads to a large and spontaneous
deformation (a "snap through") and the deformation
comes to rest at point C in Figure 13B. Upon removal of
a voltage, the mechanism will relax to a point of stability,
or zero force. Point D is such a relaxation or stable point
representing the open position. To move the shutter 1302
in the opposite direction it is first necessary to apply a
voltage between the load beam 1316 and the drive beam
1318 of the shutter close actuator 1306. Again a point is
reached where further forcing results in a large and spon-
taneous deformation (point E). Further forcing in the
closed direction results in a deformation represented by
point F. Upon removal of the voltage, the mechanism
relaxes to its initial and stable closed position, point A.
[0079] In Figure 13A, the length of the compliant mem-
ber is longer than the straight-line distance between the
anchor and the attachment point at the shutter. Con-
strained by the anchor points, the load beam finds a sta-

ble shape by adapting a curved shape, two of which
shapes constitute configurations of local minima in the
potential energy. Other configurations of the load beam
involve deformations with additional strain energy.
[0080] For load beams fabricated in silicon, typical as-
designed widths are about 0.2 mm to about 10 mm. Typ-
ical as-designed lengths are about 20 mm to about 1000
mm. Typical as-designed beam thicknesses are about
0.2 mm to about 10 mm. The amount by which the load
beam is pre-bent is typically greater than three times the
as-designed width
[0081] The load beams of Figure 13A can be designed
such that one of the two curved positions is close to a
global minimum, i.e. possesses the lowest energy or re-
laxed state, typically a state close to zero energy stored
as a deformation or stress in the beam. Such a design
configuration may be referred to as "pre-bent", meaning,
among other things, that the shape of the compliant mem-
ber is patterned into the mask such that little or no defor-
mation is required after release of the shutter assembly
from the substrate. The as-designed and curved shape
of the compliant member is close to its stable or relaxed
state. Such a relaxed state holds for one of the two shutter
positions, either the open or the closed position. When
switching the shutter assembly into the other stable state
(which can be referred to as a metastable state) some
strain energy will have to be stored in the deformation of
the beam; the two states will therefore have unequal po-
tential energies; and less electrical energy will be re-
quired to move the beam from metastable to stable states
as compared to the motion from the stable state to the
metastable state.
[0082] Another design configuration for Figure 13A,
however, can be described as a pre-stressed design. The
pre-stressed design provides for two stable states with
equivalent potential energies. This can be achieved for
instance by patterning the compliant member such that
upon release of the shutter assembly will substantially
and spontaneously deform into its stable shape (i.e. the
initial state is designed to be unstable). Preferably the
two stable shapes are similar such that the deformation
or strain energy stored in the compliant member of each
of those stable states will be similar. The work required
to move between open and closed shutter positions for
a pre-stressed design will be similar.
[0083] The pre-stress condition of the shutter assem-
bly can be provided by a number of means. The condition
can be imposed post-manufacture by, for instance, me-
chanically packaging the substrate to induce a substrate
curvature and thus a surface strain in the system. A pre-
stressed condition can also be imposed as a thin film
stress imposed by surface layers on or around the load
beams. These thin film stresses result from the particu-
lars of a deposition processes. Deposition parameters
that can impart a thin film stress include thin film material
composition, deposition rate, and ion bombardment rate
during the deposition process.
[0084] In Figure 13A, the load beam is curved in each
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of its locally stable states and the load beam is also
curved at all points of deformation in between the stable
states. The compliant member may be comprised, how-
ever, of any number of straight or rigid sections of load
beam as will be described in the following figures. In Fig-
ure 18, furthermore, will be shown the design of a bi-
stable shutter assembly in which neither of the two equiv-
alent stable positions possesses, requires, or accumu-
lates any significant deformation or strain energy. Stress
is stored in the system temporarily as it is moved between
the stable states.
[0085] Figure 14 is an top view of the shutter layer 1400
of a second bi-stable shutter assembly. As described
above in relation to Figure 6, reducing resistance to in-
plane motion tends to reduce out-of-plane movement of
the shutter. The shutter layer 1400 is similar to that of
the shutter layer 1300, other than the shutter layer 1400
includes an in-plane stiffness-reducing feature, which
promotes in-plane movement, and a deformation pro-
moter which promotes proper transition between states.
As with the shutter layer 1300 of Figure 13A, the shutter
layer 1400 of Figure 14 includes load beams 1402 cou-
pling load anchors 1404 to a shutter 1406. To reduce the
in-plane stiffness of the shutter assembly and to provide
some axial compliance to the load beams 1402, the load
anchors 1404 couple to the load beams 1402 via springs
1408. The springs 1408 can be formed from flexures, L
brackets, or curved portions of the load beams 1402.
[0086] In addition, the widths of the load beams 1402
vary along their lengths. In particular, the beams are nar-
rower along sections where they meet the load anchors
1404 and the shutter 1406. The points along the load
beams 1402 at which the load beams 1402 become wider
serve as pivot points 1410 to confine deformation of the
load beams 1402 to the narrower sections 1410. ]
[0087] Figure 15 is a top view of a shutter layer 1500
of a tri-stable shutter assembly incorporating dual com-
pliant electrode actuators. The shutter layer 1500 in-
cludes a shutter open actuator 1502 and a shutter close
actuator1504. Each actuator 1502 and 1504 includes two
compliant drive beams 1506 physically and electrically
coupled to a substrate of a display apparatus by a drive
anchor 1508.
[0088] The shutter open actuator 1502, by itself, is an
elastic actuator, having one mechanically stable state.
Unless otherwise constrained, the shutter open actuator
1502, after actuation would return to its rest state. The
shutter open actuator 1502 includes two load beams
1510 coupled to load anchors 1512 by L brackets 1514
at one end and to the shutter 1516 via L brackets 1518
at the other end. In the rest state of the shutter open
actuator 1502, the load beams 1510 are straight. The L
brackets 1514 and 1518 allow the load beams 1510 to
deform towards the drive beams 1506 of the shutter open
actuator 1502 upon actuation of the shutter open actuator
1502 and away form the drive beams 1506 upon actua-
tion of the shutter close actuator 1504.
[0089] The shutter close actuator 1504 is similarly in-

herently elastic. The shutter close actuator 1504 includes
a single load beam 1520 coupled to a load anchor 1522
at one end. When not under stress, i.e., in its rest state,
the load beam 1520 is straight. At the opposite end of
the load beam 1520 of the shutter close actuator 1504,
the load beam 1520 is coupled to a stabilizer 1524 formed
from two curved compliant beams 1526 connected at
their ends and at the center of their lengths. The beams
1526 of the stabilizer 1524 have two mechanically stable
positions: bowed away from the shutter close actuator
1504 (as depicted) and bowed towards the shutter close
actuator 1504.
[0090] In operation, if either the shutter open actuator
1502 or the shutter close actuator are activated 1504,
the load beam 1520 of the shutter close actuator 1504
is deformed to bow towards the shutter open actuator
1504 or towards the drive beams 1528 of the shutter close
actuator 1504, respectively, as the shutter 1516 is moved
into an actuated position. In either case, the length of the
shutter close actuator 1504 load beam 1520 with respect
to the width of the shutter layer 1500 as a whole, is re-
duced, pulling the beams 1526 of the stabilizer 1524 to
bow towards the shutter close actuator 1504. After the
activated actuator is deactivated, the energy needed to
deform the beams 1526 of the stabilizer 1524 back to its
original position is greater than the energy stored in the
load beams 1510 and 1520 and of the actuators 1502
and 1504. Additional energy must be added to the system
to return the shutter 1516 to its rest position. Thus, the
shutter 1516 in the shutter assembly has three mechan-
ically stable positions, open, half open, and closed.
[0091] Figures 16A-C are diagrams of another embod-
iment of a bi-stable shutter assembly 1600, illustrating
the state of the shutter assembly 1600 during a change
in shutter 1602 position. The shutter assembly 1600 in-
cludes a shutter 1602 physically supported by a pair of
compliant support beams 1604. The support beams cou-
ple to anchors 1603 as well as to the shutter 1602 by
means of rotary joints 1605. These joints may be under-
stood to consist of pin joints, flexures or thin connector
beams. In the absence of stress being applied to the sup-
port beams 1604, the support beams 1604 are substan-
tially straight.
[0092] Figure 16A depicts the shutter 1602 in an open
position, Figure 16B depicts the shutter 1602 in the midst
of a transition to the closed position, and Figure 16C
shows the shutter 1602 in a closed position. The shutter
assembly 1600 relies upon an electrostatic comb drive
for actuation. The comb drive is comprised of a rigid open
electrode 1608 and a rigid closed electrode 1610. The
shutter 1602 also adopts a comb shape which is com-
plementary to the shape of the open and closed elec-
trodes. Comb drives such as are shown in Figure 16 are
capable of actuating over reasonably long translational
distances, but at a cost of a reduced actuation force. The
primary electrical fields between electrodes in a comb
drive are aligned generally perpendicular to the direction
of travel, therefore the force of actuation is generally not
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along the lines of the greatest electrical pressure expe-
rienced by the interior surfaces of the comb drive.
[0093] Unlike the bi-stable shutter assemblies de-
scribed above, instead of relying upon a particular cur-
vature of one or more beams to provide mechanical sta-
bility, the bi-stable actuator 1600 relies on the straight
relaxed state of its support beams 1604 to provide me-
chanical stability. For example, in its two mechanically
stable positions, depicted in Figures 16A and 16C, the
compliant support beams 1604 are substantially straight
at an angle to the linear axis 1606 of the shutter assembly
1600. As depicted in Figure 16B, in which the shutter
1602 is in transition from one mechanically stable posi-
tion to the other, the support beams 1604 physically de-
form or buckle to accommodate the movement. The force
needed to change the position of the shutter 1602 must
therefore be sufficient to overcome the resultant stress
on the compliant support beams 1604. Any energy dif-
ference between the open and closed states of shutter
assembly 1600 is represented by a small amount of elas-
tic energy in the rotary joints 1605.
[0094] The shutter 1602 is coupled to two positions on
either side of the shutter 1602 through support beams
1604 to anchors 1603 in positions on either side of the
shutter assembly 1600, thereby reducing any twisting or
rotational motion of the shutter 1602 about its central
axis. The use of compliant support beams 1604 connect-
ed to separate anchors on opposite sides of the shutter
1602 also constrains the movement of the shutter along
a linear translational axis. In another implementation, a
pair of substantially parallel compliant support beams
1604 can be coupled to each side of shutter 1602. Each
of the four support beams couples at independent and
opposing points on the shutter 1602. This parallelogram
approach to support of the shutter 1602 helps to guar-
antee that linear translational motion of the shutter is pos-
sible.
[0095] Figure 17A depicts a bi-stable shutter assembly
1700, in which the beams 1702 incorporated into the
shutter assembly 1700 are substantially rigid as opposed
to compliant, in both of the shutter assembly’s stable po-
sitions 17A-1 and 17A-3 as well as in a transitional posi-
tion 17A-2. The shutter assembly 1700 includes a shutter
1704 driven by a pair of dual compliant beam electrode
actuators 1706. Two compliant members 1710 support
the shutter 1704 over a surface 1712. The compliant
members 1710 couple to opposite sides of the shutter
1704. The other ends of the compliant members 1710
couple to anchors 1714, connecting the compliant mem-
bers 1710 to the surface 1712. Each compliant member
1710 includes two substantially rigid beams 1716 cou-
pled to a flexure or other compliant element 1718, such
as a spring or cantilever arm. Even though the beams
1716 in the compliant members are rigid, the incorpora-
tion of the compliant element 1718 allows the compliant
member 1710 as a whole to change its shape in a com-
pliant fashion to take on two mechanically stable shapes.
The compliant element is allowed to relax to its rest state

in either of the closed or open positions of the shutter
assembly (see 17A-1 and 17A-3), so that both of the end
states possess substantially identical potential energies.
No permanent beam bending or beam stressing is re-
quired to establish the stability of the two end states, al-
though strain energy is stored in the compliant element
1718 during the transition between states (see 17A-2).
[0096] The shape of the compliant element 1718 is
such that a relatively easy in-plane translation of the shut-
ter 1704 is allowed while out-of-plane motion of the shut-
ter is restricted.
[0097] The actuation of the bi-stable shutter assembly
1700 is accomplished by a pair of elastic dual compliant
beam electrode actuators 1706, similar to the actuators
employed in Figure 15. In shutter assembly 1700 the ac-
tuators 1706 are physically separated and distinct from
the compliant members 1710. The compliant members
1710 provide a relatively rigid support for the shutter 1704
while providing the bi-stability required to sustain the
open and closed states. The actuators 1706 provide the
driving force necessary to switch the shutter between the
open and closed states.
[0098] Each actuator 1706 comprises a compliant load
member 1720. One end of the compliant load member
1720 is coupled to the shutter 1704, while the other end
is free. In shutter assembly 1700 the compliant load mem-
bers in actuators 1706a are not coupled to anchors or
otherwise connected to the surface 1712. The drive
beams 1722 of the actuators 1706 are coupled to anchors
1724 and thereby connected to the surface 1712. In this
fashion the voltage of actuation is reduced.
[0099] Figure 17B is a diagram of a bi-stable shutter
assembly 1700b in which the shutter 1702b is designed
to rotate upon actuation. The shutter 1702b is supported
at four points along its periphery by 4 compliant support
beams 1704b which are coupled to four anchors 1706b.
As in Figure 16, the compliant support beams 1704b are
substantially straight in their rest state. Upon rotation of
the shutter 1702b the compliant members will deform as
the distance between the anchors and the shutter pe-
riphery decreases. There are two low energy stable
states in which the compliant support beams 1704b are
substantially straight. The shutter mechanism in 1700b
has the advantage that there is no center of mass motion
in the shutter 1702b.
[0100] The shutter 1702b in shutter assembly 1700b
has a plurality of shutter apertures 1708b, each of pos-
sesses a segmented shape designed to make maximum
use of the rotational motion of the shutter. Figure 18 is a
diagram of a bi-stable shutter assembly 1800 incorporat-
ing thermoelectric actuators 1802 and 1804. The shutter
assembly 1800 includes a shutter 1806 with a set of slot-
ted shutter apertures 1808. Thermoelectric actuators
1802 and 1804 couple to either side of the shutter 1806
for moving the shutter 1806 transversely in a plane sub-
stantially parallel to a surface 1808 over which the shutter
1806 is supported. The coupling of the shutter 1806 from
two positions on either side of the shutter 1806 to load
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anchors 1807 in positions on either side of the shutter
assembly 1800 help reduce any twisting or rotational mo-
tion of the shutter 1806 about its central axis.
[0101] Each thermoelectric actuator 1802 and 1804 in-
cludes three compliant beams 1810, 1812, and 1814.
Compliant beams 1810 and 1812 are each thinner than
compliant beam 1814. Each of the beams 1810, 1812,
and 1814 is curved in an s-like shape, holding the shutter
1806 stably in position.
[0102] In operation, to change the position of the shut-
ter from open (as depicted) to closed, current is passed
through a circuit including beams 1810 and 1814. The
thinner beams 1810 in each actuator 1802 and 1804 heat,
and therefore also expands, faster than the thicker beam
1814. The expansion forces the beams 1810, 1812, and
1814 from their mechanically stable curvature, resulting
in transverse motion of the shutter 1806 to the closed
position. To open the shutter 1806, current is run through
a circuit including beams 1812 and 1814, resulting in a
similar disproportionate heating and expansion of beams
1812, resulting in the shutter 1806 being forced back to
the open position.
[0103] Bi-stable shutter assemblies can be driven us-
ing a passive matrix array or an active matrix array. Figure
19 is a diagram of a passive matrix array 1900 for con-
trolling bi-stable shutter assemblies 1902 to generate an
image. As with active matrix arrays, such as active matrix
arrays 900 and 1000, the passive matrix array 1900 is
fabricated as a diffused or thin-film-deposited electrical
circuit on a substrate 1904 of a display apparatus. In gen-
eral, passive matrix arrays 1900 require less circuitry to
implement than active matrix arrays 900 and 1000, and
are easier to fabricate. The passive matrix array 1900
divides the shutter assemblies 1902 on the substrate
1904 of the display apparatus into rows and columns of
grid segments 1906 of a grid. Each grid segment 1906
may include one or more bi-stable shutter assemblies
1902. In the display apparatus, all grid segments 1906
in a given row of the gird share a single row electrode
1908. Each row electrode 1908 electrically couples a
controllable voltage source, such as driver 1910 to the
load anchors of the shutter assemblies 1902. All shutter
assemblies 1902 in a column share two common column
electrodes, a shutter open electrode 1912 and a shutter
close electrode 1914. The shutter open electrode 1912
for a given column electrically couples a driver 1910 to
the drive electrode of the shutter open actuator of the
shutter assemblies 1902 in the column. The shutter close
electrode 1914 for a given column electrically couples a
driver 1910 to the drive electrode of the shutter close
actuator of the shutter assemblies 1902 in the column..
[0104] The shutter assemblies 1300, 1400, 1500,
1600, 1700a, and 1800 are amenable to the use of a
passive matrix array because their property of mechan-
ical bi-stability makes it possible to switch between open
and closed states if the voltage across the actuator ex-
ceeds a minimum threshold voltage. If the drivers 1910
are programmed such that none of them will output a

voltage that by itself is sufficient to switch the shutter
assemblies between open and closed states, then a giv-
en shutter assembly will be switched if its actuator re-
ceives voltages from two opposing drivers 1910. The
shutter assembly at the intersection of a particular row
and column can be switched if it receives voltages from
its particular row and column drivers whose difference
exceeds the minimum threshold voltage.
[0105] To change the state of a shutter assembly 1902
from a closed state to an open state, i.e., to open the
shutter assembly 1902, a driver 1910 applies a potential
to the row electrode 1908 corresponding to the row of
the grid in which the shutter assembly 1902 is located.
A second driver 1910 applies a second potential, in some
cases having an opposite polarity, to the shutter open
electrode 1912 corresponding to the column in the grid
in which the shutter assembly 1902 is located. To change
the state of a shutter assembly 1902 from an open state
to a closed state, i.e., to close the shutter assembly 1902,
a driver 1910 applies a potential to the row electrode
1908 corresponding to the row of the display apparatus
in which the shutter assembly 1902 is located. A second
driver 1910 applies a second potential, in some cases
having an opposite polarity, to the shutter close electrode
1914 corresponding to the column in the display appa-
ratus in which the shutter assembly 1902 is located. In
one implementation, a shutter assembly 1902 changes
state in response to the difference in potential applied to
the row electrode 1908 and one of the column electrodes
1912 or 1914 exceeding a predetermined switching
threshold.
[0106] To form an image, in one implementation, a dis-
play apparatus sets the state of the shutter assemblies
1902 in the grid, one row at a time in sequential order.
For a given row, the display apparatus first closes each
shutter assembly 1902 in the row by applying a potential
to the corresponding row electrodes 1908 and a pulse of
potential to all of the shutter close electrodes 1914. Then,
the display apparatus opens the shutter assemblies 1902
through which light is to pass by applying a potential to
the shutter open electrode 1912 and applying a potential
to the row electrodes 1908 for the rows which include
shutter assemblies 1902 in the row which are to be
opened. In one alternative mode of operation, instead of
closing each row of shutter assemblies 1902 sequential-
ly, after all rows in the display apparatus are set to the
proper position to form an image, the display apparatus
globally resets all shutter assemblies 1902 at the same
time by applying a potentials to all shutter close elec-
trodes 1914 and all row electrodes 1908 concurrently. In
another alternative mode of operation, the display appa-
ratus forgoes resetting the shutter assemblies 1902 and
only alters the states of shutter assemblies 1902 that
need to change state to display a subsequent image. A
number of alternate driver control schemes for images
have been proposed for use with ferroelectric liquid crys-
tal displays, many of which can be incorporated for use
with the mechanically bi-stable displays herein. These

27 28 



EP 2 287 110 B1

16

5

10

15

20

25

30

35

40

45

50

55

technologies are described in Liquid Crystal Displays:
Driving Schemes and Electro-Optical Effects, Ernst Lied-
er (Wiley, New York, 2001).
[0107] The physical layout of the display is often a com-
promise between the characteristics of resolution, aper-
ture area, and driving voltage. Small pixel sizes are gen-
erally sought to increase the resolution of the display. As
pixels become smaller, however, proportionally the room
available for shutter apertures decreases. Designers
seek to maximize aperture ratio as this increases the
brightness and power efficiency of the display. Addition-
ally, the combination of a small pixels and large aperture
ratios implies large angular deformations in the compliant
members that support the shutters, which tends to in-
crease the drive voltages required and the energy dissi-
pated by the switching circuitry.
[0108] Figures 20A and 20B demonstrate two methods
of tiling shutter assemblies into an array of pixels to max-
imize the aperture ratios in dense arrays and minimize
the drive voltages.
[0109] Figure 20A, for example, depicts a tiling 2000
of two cantilever dual beam electrode actuator-based
shutter assemblies 2002 and 2004 tiled to form a rhombe-
hedral pixel 2006 from two generally triangular shutter
assemblies 2002 and 2004. The shutter assemblies 2002
and 2004 may be independently or collectively controlled.
The rhombehedral tiling of Figure 20A is quite close to a
rectangular tiling arrangement, and in fact adapted to a
rectangular pixel with aspect ratio of 2:1. Since two shut-
ter assemblies can be established within each rectangle,
such a 2:1 rectangular tiling arrangement can further be
attached or built on top of an active matrix array which
possesses a square repeating distance between rows
and columns. A 1 to 1 correlation between pixels in the
two arrays can therefore be established. Square pixel
arrays are most commonly employed for the display of
text and graphic images. The advantage of the layout in
Figure 20B is that it is understood to maximize the length
of the load beams in each triangular pixel to reduce the
voltage required for switching shutters between open and
closed states.
[0110] Figure 20B is an illustrative tiling of a plurality
of bi-stable dual compliant beam electrode-actuator-
based shutter assemblies 1300 of Figure 13A. In com-
parison, for example, to the bi-stable dual compliant
beam electrode-actuator-based shutter assembly 1400
of Figure 14, the width of the shutter 1302 of the shutter
assembly 1300 is substantially less than the distance be-
tween the load anchors 1314 of the shutter assembly
1300. While the narrower shutter 1302 allows for less
light to pass through each shutter assembly 1300, the
extra space can be utilized for tighter packing of shutter
assemblies 1300, as depicted in Figure 20B, without loss
of length in the load beams. The longer load beams
makes it possible to switch the shutters in the array at
reduced voltages. In particular, the narrower shutter 1302
enables portions of the actuators 1304 and 1306 of the
shutter assemblies 1300 interleave with the gaps be-

tween actuators 1302 and 1304 of neighboring shutter
assemblies 1300. The interleaved arrangement of Figure
20B can nevertheless still be mapped onto a square ar-
rangement of rows and columns, which is the common
pixel configuration for textual displays.
[0111] The tiling or pixel arrangements for shutter as-
semblies need not be limited to the constraints of a
square array. Dense tiling can also be achieved using
rectangular, rhombehedral, or hexagonal arrays of pix-
els, all of which find applications, for example in video
and color imaging displays.
[0112] Figure 21 is a cross sectional view of a display
apparatus 2100 incorporating dual compliant electrode
actuator-based shutter assemblies 2102. The shutter as-
semblies 2102 are disposed on a glass substrate 2104.
A reflective film 2106 disposed on the substrate 2104
defines a plurality of surface apertures 2108 located be-
neath the closed positions of the shutters 2110 of the
shutter assemblies 2102. The reflective film 2106 reflects
light not passing through the surface apertures 2108 back
towards the rear of the display apparatus 2100. An op-
tional diffuser 2112 and an optional brightness enhancing
film 2114 can separate the substrate 2104 from a back-
light 2116. The backlight 2116 is illuminated by one or
more light sources 2118. The light sources 2118 can be,
for example, and without limitation, incandescent lamps,
fluorescent lamps, lasers, or light emitting diodes. A re-
flective film 2120 is disposed behind the backlight 2116,
reflecting light towards the shutter assemblies 2102.
Light rays from the backlight that do not pass through
one of the shutter assemblies 2102 will be returned to
the backlight and reflected again from the film 2120. In
this fashion light that fails to leave the display to form an
image on the first pass can be recycled and made avail-
able for transmission through other open apertures in the
array of shutter assemblies 2102. Such light recycling
has been shown to increase the illumination efficiency of
the display. A cover plate 2122 forms the front of the
display apparatus 2100. The rear side of the cover plate
2122 can be covered with a black matrix 2124 to increase
contrast. The cover plate 2122 is supported a predeter-
mined distance away from the shutter assemblies 2102
forming a gap 2126. The gap 2126 is maintained by me-
chanical supports and/or by an epoxy seal 2128 attaching
the cover plate 2122 to the substrate 2104. The epoxy
2128 should have a curing temperature preferably below
about 200 C, it should have a coefficient of thermal ex-
pansion preferably below about 50 ppm per degree C
and should be moisture resistant. An exemplary epoxy
2128 is EPO-TEK B9021-1, sold by Epoxy Technology,
Inc.
[0113] The epoxy seal 2128 seals in a working fluid
2130. The working fluid 2130 is engineered with viscos-
ities preferably below about 10 centipoise and with rela-
tive dielectric constant preferably above about 2.0, and
dielectric breakdown strengths above about 104 V/cm.
The working fluid 2130 can also serve as a lubricant. Its
mechanical and electrical properties are also effective at
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reducing the voltage necessary for moving the shutter
between open and closed positions. In one implementa-
tion, the working fluid 2130 preferably has a low refractive
index, preferably less than about 1.5. In another imple-
mentation the working fluid 2130 has a refractive index
that matches that of the substrate 2104. Suitable working
fluids 2130 include, without limitation, de-ionized water,
methanol, ethanol, silicone oils, fluorinated silicone oils,
dimethylsiloxane, polydimethylsiloxane, hexamethyldis-
iloxane, and diethylbenzene.
[0114] A sheet metal or molded plastic assembly
bracket 2132 holds the cover plate 2122, shutter assem-
blies 2102, the substrate 2104, the backlight 2116 and
the other component parts together around the edges.
The assembly bracket 2132 is fastened with screws or
indent tabs to add rigidity to the combined display appa-
ratus 2100. In some implementations, the light source
2118 is molded in place by an epoxy potting compound.
[0115] Figure 22 is a cross sectional view of a display
assembly 2200 incorporating shutter assemblies 2202.
The shutter assemblies 2202 are disposed on a glass
substrate 2204.
[0116] Display assembly 2200 includes a backlight
2216, which is illuminated by one or more light sources
2218. The light sources 2218 can be, for example, and
without limitation, incandescent lamps, fluorescent
lamps, lasers, or light emitting diodes. A reflective film
2220 is disposed behind the backlight 2216, reflecting
light towards the shutter assemblies 2202.
[0117] The substrate 2204 is oriented so that the shut-
ter assemblies 2202 face the backlight 2216.
[0118] Interposed between the backlight 2216 and the
shutter assemblies 2202 are an optional diffuser 2212
and an optional brightness enhancing film 2214. Also in-
terposed between the backlight 2216 and the shutter as-
semblies 2202 is an aperture plate 2222. Disposed on
the aperture plate 2222, and facing the shutter assem-
blies, is a reflective film 2224. The reflective film 2224
defines a plurality of surface apertures 2208 located be-
neath the closed positions of the shutters 2210 of the
shutter assemblies 2202. The aperture plate 2222 is sup-
ported a predetermined distance away from the shutter
assemblies 2202 forming a gap 2226. The gap 2226 is
maintained by mechanical supports and/or by an epoxy
seal 2228 attaching the aperture plate 2222 to the sub-
strate 2204.
[0119] The reflective film 2224 reflects light not passing
through the surface apertures 2208 back towards the rear
of the display assembly 2200. Light rays from the back-
light that do not pass through one of the shutter assem-
blies 2202 will be returned to the backlight and reflected
again from the film 2220. In this fashion light that fails to
leave the display to form an image on the first pass can
be recycled and made available for transmission through
other open apertures in the array of shutter assemblies
2202. Such light recycling has been shown to increase
the illumination efficiency of the display.
[0120] The substrate 2204 forms the front of the display

assembly 2200. An absorbing film 2206, disposed on the
substrate 2204, defines a plurality of surface apertures
2230 located between the shutter assemblies 2202 and
the substrate 2204. The film 2206 is designed to absorb
ambient light and therefore increase the contrast of the
display.
[0121] The epoxy 2228 should have a curing temper-
ature preferably below about 200 C, it should have a co-
efficient of thermal expansion preferably below about 50
ppm per degree C and should be moisture resistant. An
exemplary epoxy 2228 is EPO-TEK B9022-1, sold by
Epoxy Technology, Inc.
[0122] The epoxy seal 2228 seals in a working fluid
2232. The working fluid 2232 is engineered with viscos-
ities preferably below about 10 centipoise and with rela-
tive dielectric constant preferably above about 2.0, and
dielectric breakdown strengths above about 104 V/cm.
The working fluid 2232 can also serve as a lubricant. Its
mechanical and electrical properties are also effective at
reducing the voltage necessary for moving the shutter
between open and closed positions. In one implementa-
tion, the working fluid 2232 preferably has a low refractive
index, preferably less than about 1.5. In another imple-
mentation the working fluid 2232 has a refractive index
that matches that of the substrate 2204. Suitable working
fluids 2232 include, without limitation, de-ionized water,
methanol, ethanol, silicone oils, fluorinated silicone oils,
dimethylsiloxane, polydimethylsiloxane, hexamethyldis-
iloxane, and diethylbenzene.
[0123] A sheet metal or molded plastic assembly
bracket 2234 holds the aperture plate 2222, shutter as-
semblies 2202, the substrate 2204, the backlight 2216
and the other component parts together around the edg-
es. The assembly bracket 2234 is fastened with screws
or indent tabs to add rigidity to the combined display as-
sembly 2200. In some implementations, the light source
2218 is molded in place by an epoxy potting compound.

Claims

1. A display apparatus, comprising:

a modulator (1302, 2110) for selectively inter-
acting with light in an optical path to form an
image on the display apparatus;
a controllable first electrostatic actuator (1304)
providing a first mechanical support (1316) for
the modulator (1302, 2110), said first mechani-
cal support (1316) providing a supportive con-
nection from a first location on the modulator to
a surface over which the modulator is supported;
and
a second mechanical support (1316) providing
a supportive connection from a second location
on the modulator (1302, 2110) to the surface,
wherein the first and second mechanical sup-
ports (1316) are configured to reduce movement
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of the modulator (1302, 2110) out of a plane sub-
stantially parallel to he surface such that the first
electrostatic actuator (1304) drives the modula-
tor in the plane substantially parallel to the sur-
face.

2. The display apparatus of claim 1, wherein the mod-
ulator (1302, 2110) comprises a shutter.

3. The display apparatus of claim 2, wherein the shutter
comprises a plurality of shutter apertures (1308) for
allowing light to pass through the shutter.

4. The display apparatus of claim 2, wherein the sur-
face defines an aperture.

5. The display apparatus of claim 1, wherein the first
electrostatic actuator (1304) is connected to the sur-
face in at least two locations (1314) to reduce rota-
tional movement of the modulator (1302, 2110).

6. The display apparatus of claim 1, wherein the first
electrostatic actuator (1304) is sufficiently stiff to re-
duce movement of the modulator out of the plane.

7. The display apparatus of claim 1, wherein the first
and second mechanical supports (1316) are thicker
than they are wide, with a dimensional ratio of at
least 1.4 to 1.

8. The display apparatus of claim 1, wherein the first
electrostatic actuator (1304) is coupled to the mod-
ulator (1302, 2110) at a first side of the modulator,
and the second mechanical support is coupled to the
modulator (1302, 2110) at a second side of the mod-
ulator.

9. The display apparatus of claim 1, wherein the mod-
ulator comprises a color filter.

10. The display apparatus of claim 1, wherein at least
one of the first electrostatic actuator (1304) and the
second mechanical support (1316) is mechanically
bi-stable.

11. The display apparatus of claim 1, wherein the first
electrostatic actuator (1304) comprises a first com-
pliant electrode.

12. The display apparatus of claim 11, wherein the first
electrostatic actuator (1304) comprises a second
compliant electrode proximate to the first compliant
electrode for attracting the first compliant electrode,
thereby driving the modulator.

13. The display apparatus of claim 1, comprising a work-
ing fluid disposed between the modulator and the
surface serving as a lubricant.

14. The display apparatus of claim 1, wherein the work-
ing fluid has a dielectric constant of at least about 1.5.

Patentansprüche

1. Anzeigevorrichtung, die folgendes aufweist:

einen Modulator (1302, 2110) zum selektiven
Zusammenwirken mit Licht in einem optischen
Bad zum Formen eines Bildes auf der Anzeige-
vorrichtung;
einen steuerbaren ersten elektrostatischen Ak-
tuator (1304), der einen ersten mechanischen
Träger (1316) für den Modulator (1302, 2110)
vorsieht, wobei der erste mechanische Träger
(1316) eine tragende Verbindung von einem
ersten Ort an dem Modulator zu einer Oberflä-
che vorsieht, über der der Modulator getragen
wird; und
einen zweiten mechanischen Träger (1316), der
eine tragende Verbindung von einem zweiten
Ort an dem Modulator (1302, 2110) zu der Ober-
fläche vorsieht,
wobei die ersten und zweiten mechanischen
Träger (1316) konfiguriert sind zum Reduzieren
einer Bewegung des Modulators (1302, 2110)
aus einer Ebene heraus, die im Wesentlichen
parallel zu der Oberfläche ist, so dass der erste
elektrostatische Aktuator (1304) den Modulator
in einer Ebene im Wesentlichen parallel zu der
Oberfläche antreibt.

2. Anzeigevorrichtung nach Anspruch 1, wobei der Mo-
dulator (1302, 2110) eine Blende bzw. einen Ver-
schluss aufweist.

3. Anzeigevorrichtung nach Anspruch 2, wobei der
Verschluss eine Vielzahl von Verschlussöffnungen
(1308) aufweist, um zu erlauben, dass Licht durch
den Verschluss hindurch geht.

4. Anzeigevorrichtung nach Anspruch 2, wobei die
Oberfläche eine Öffnung definiert.

5. Anzeigevorrichtung nach Anspruch 1, wobei der ers-
te elektrostatische Aktuator (1304) mit der Oberflä-
che an wenigstens zwei Orten (1314) verbunden ist,
um eine Drehbewegung des Modulators (1302,
2110) zu reduzieren.

6. Anzeigevorrichtung nach Anspruch 1, wobei der ers-
te elektrostatische Aktuator (1304) ausreichend steif
ist, um eine Bewegung des Modulators aus der Ebe-
ne heraus zu reduzieren.

7. Anzeigevorrichtung nach Anspruch 1, wobei die ers-
ten und zweiten mechanischen Träger (1316) dicker
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sind als ihre Breite, und zwar mit einem Abmes-
sungsverhältnis von wenigstens 1,4 zu 1.

8. Anzeigevorrichtung nach Anspruch 1, wobei der ers-
te elektrostatische Aktuator (1304) mit dem Modu-
lator (1302, 2110) an einer ersten Seite des Modu-
lators gekoppelt ist und der zweite mechanische Trä-
ger mit dem Modulator (1302, 2110) an einer zweiten
Seite des Modulators gekoppelt ist.

9. Anzeigevorrichtung nach Anspruch 1, wobei der Mo-
dulator einen Farbfilter aufweist.

10. Anzeigevorrichtung nach Anspruch 1, wobei wenigs-
tens der erste elektrostatische Aktuator (1304)
und/oder der zweite mechanische Träger (1316) me-
chanisch bistabil ist.

11. Anzeigevorrichtung nach Anspruch 1, wobei der ers-
te elektrostatische Aktuator (1304) eine erste nach-
giebige bzw. biegsame Elektrode aufweist.

12. Anzeigevorrichtung nach Anspruch 11, wobei der
erste elektrostatische Aktuator (1304) eine zweite
biegsame Elektrode aufweist, und zwar benachbart
zu der ersten biegsamen Elektrode zum Anziehen
der ersten biegsamen Elektrode, um dadurch den
Modulator anzutreiben.

13. Anzeigevorrichtung nach Anspruch 1, die ein Ar-
beitsfluid aufweist, das zwischen dem Modulator und
der Oberfläche angeordnet ist und als ein Schmier-
mittel dient.

14. Anzeigevorrichtung nach Anspruch 1, wobei das Ar-
beitsfluid eine dielektrische Konstante von wenigs-
tens ungefähr 1,5 aufweist.

Revendications

1. Appareil d’affichage comprenant :

un modulateur (1302, 2110) destiné à interagir
de façon sélective avec de la lumière dans un
chemin optique pour former une image sur l’ap-
pareil d’affichage ;
un premier actionneur électrostatique comman-
dé (1304) constituant un premier support méca-
nique (1316) pour le modulateur (1302, 2110),
ledit premier support mécanique (1316) fournis-
sant une connexion de soutien d’un premier en-
droit sur le modulateur à une surface sur laquelle
le modulateur est supporté ; et
un deuxième support mécanique (1316) fournis-
sant une connexion de soutien d’un deuxième
endroit sur le modulateur (1302, 2110) à la sur-
face,

dans lequel les premier et deuxième supports
mécaniques (1316) sont configurés pour réduire
le mouvement du modulateur (1302, 2110) hors
d’un plan substantiellement parallèle à la surfa-
ce, de sorte que le premier actionneur électros-
tatique (1304) entraîne le modulateur dans le
plan substantiellement parallèle à la surface.

2. Appareil d’affichage selon la revendication 1, dans
lequel le modulateur (1302, 2110) comprend un ob-
turateur.

3. Appareil d’affichage selon la revendication 2, dans
lequel l’obturateur comprend une pluralité d’ouver-
tures d’obturateur (1308) pour permettre à la lumière
de passer à travers l’obturateur.

4. Appareil d’affichage selon la revendication 2, dans
lequel la surface définit une ouverture.

5. Appareil d’affichage selon la revendication 1, dans
lequel le premier actionneur électrostatique (1304)
est connecté à la surface en au moins deux endroits
(1314) pour réduire le mouvement de rotation du mo-
dulateur (1302, 2110).

6. Appareil d’affichage selon la revendication 1, dans
lequel le premier actionneur électrostatique (1304)
est suffisamment rigide pour réduire le mouvement
du modulateur hors du plan.

7. Appareil d’affichage selon la revendication 1, dans
lequel les premier et deuxième supports mécani-
ques (1316) sont plus épais qu’ils ne sont larges,
avec un rapport dimensionnel d’au moins 1 ,4 à 1.

8. Appareil d’affichage selon la revendication 1, dans
lequel le premier actionneur électrostatique (1304)
est couplé au modulateur (1302, 2110) sur un pre-
mier côté du modulateur, et le deuxième support mé-
canique est couplé au modulateur (1302, 2110) sur
un deuxième côté du modulateur.

9. Appareil d’affichage selon la revendication 1, dans
lequel le modulateur comprend un filtre coloré.

10. Appareil d’affichage selon la revendication 1, dans
lequel au moins l’un des premier actionneur élec-
trostatique (1304) et deuxième support mécanique
(1316) est mécaniquement bistable.

11. Appareil d’affichage selon la revendication 1, dans
lequel le premier actionneur électrostatique (1304)
comprend une première électrode souple.

12. Appareil d’affichage selon la revendication 11, dans
lequel le premier actionneur électrostatique (1304)
comprend une deuxième électrode souple proche
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de la première électrode souple pour attirer la pre-
mière électrode souple, en entraînant ainsi le modu-
lateur.

13. Appareil d’affichage selon la revendication 1, com-
prenant un fluide de travail placé entre le modulateur
et la surface servant de lubrifiant.

14. Appareil d’affichage selon la revendication 1, dans
lequel le fluide de travail a une constante diélectrique
d’au moins 1,5 environ.
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