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To all whom it may concern: 
Beit known that we, CARL ALRIR HULT 

" and OsÇAR WALFRID HULT, subjects of the 
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stationary manner, the worm-wheel, pinion, 
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King of Sweden, and residents of Stock 
holm, in the Kingdom of Sweden, have in 
vented certain new and useful Improve 
ments in Bearings for Shafts Rotating with 
Great Speed, of which the following is a 
specification, reference being had therein to 
the accompanying drawing. 

moval of a main part of the apparatus, when 
it is necessary to remove dirt, thickened oil 
and the like from the same; and that those 
parts of the apparatus, which are worn most 
rapidly, as the bottom and center bearings, 
the bottom shaft part with the worm wheel 
or pinion, the socket, coupling the top shaft 
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part to the bottom shaft part, and the pivot, 
be mounted in the apparatus in a few min 
may be kept as a whole in reserve and easily 

This invention relates to bearings for utes by a non-professional man, so that the shafts rotating with great speed especially centrifugal operation need not be interrupt 
the shafts of centrifugal liquid separators. 
In order that it may be possible to impart 

to the drum or bowl of centrifugal liquid 
separators a great rotary velocity, the said 
drum, usually, is journaled in the frame in 
such manner, that it hangs freely in the same 
or is supported by a vertical shaft. In the 
case last mentioned the shaft or spindle is 
usually divided transversely into two parts, 
the lower one journaled in the frame in a 
etc. of the motion transmitting device always 
engaging the said shaft part, while the to 
shaft part, connected with the drum or bowl, 
loosely rests on the bottom part but engages 
the same in such manner that it is compelled 
to partake in the rotation of the bottom part. 

ccording to this invention the bottom 
shaft part is journaled in such manner that 
it can easily be detached, which is necessary, 
for the reason that the bottom shaft part or 
spindle part, which, at the same time as it 
has a great rotary velocity, is subjected to a 
lateral pressure from the driving mechan 
ism, engaging the same, and causes a great 
wear and tear of the journal boxes, so that 
the latter will very soon get an oval form 
inside. For that reason it has been neces 
sary to make the said boxes exchangeable, 
generally in the shape of conic bushes, which 
fit in correspondingly shaped bores in the 
frame. The changing of the bushes is, how 
ever, not easily effected, because it is firmly 
forced into the frame and in course of time 
sticks still faster. For that reason the said 
changing, which generally must be effected 
by persons who are not familiar with such 
kind of work, can easily involve such dam 
age, that the whole apparatus gets out of 
order. 
The object of our invention is to remove 

the said disadvantage. 
Our invention makes possible an easy re 

ed for a long period of time. 
In the accompanying drawing Figure 1 is 

a vertical section of a centrifugal liquid 
separator arranged in accordance with this 
invention, the centrifugal drum being shown 
in a side view. Fig. 2 is a horizontal sec 
tion on the line A'? of Fig. 1. Fig. 3 is a 
side view of the said removable portion, 
shown by itself. 

1 is the top shaft part and 2 the bottom 
shaft part. The latter is supported by the 
pivot 3 and is journaled at its top end in 
a bearing 4. The said pivot, which may be 
of any suitable construction, and the center 
bearing 4 are mounted in each end of a com 
mon, socket shaped piece 5, which fits Snugly 
at its top and bottom ends in holes provided 
in the frame and is fixed by means of screws 
6, threaded from below through holes pro vided in a bottom flange 6, bearing against 
the frame. The bush 4 is mounted in a 
bore 7-in the piece 5. For facilitating the 
fitting of the said piece in the frame it is 
provided with conical collars or flange 
shaped portions 8 and 9 at its top and bot 
tom ends, tapered upward, so that the piece 
5, when inserted in correspondingly shaped, 
conical bores provided in flanges or projec 
tions 8* and 9 on the inner side of the frame 
will have a firm, centralized position in the 
frame, The worm-sleeve 10 is mounted om 
the shaft part 2 and is engaged by the worm 
wheel or toothed wheel not shown in the 
drawing of the driving mechanism, a slot 
being provided in the wall of the piece 5 for 
the said wheel. On the top end of the said 
shaft-part 2 the coupling box 11 is provided, 
inclosing the lower end of the top shaft 
part. For the said worm-sleeve 10 may be 
substituted a pulley or the like fixed to the 
shaft. After the screws 6* have been loosen 

70 

75 

80 

85 

90 

95 

00 

105 

ed, the piece 5 can easily be withdrawn from 
the frame, the inner parts of the piece being 0 
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: their shafts constructed in another manner 

the said bearings, and that the said piece in 
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theñ ac?essible in añ easy manner. The 
screws 6* may be insert&d laterally or in 
any other suitable manner. The piece 5 
may, evidently, have another shape than 
that shown in the drawing, the main point 
being that the center bearing and the pivot 
are mounted in one and the same piece or 
body, provided with coaxial openings for 
its turn at its top end as well as at its bot 
tom end has preferably conical surfaces 8, 9 
on the outside, concentric with the axis of 
the shaft, said surfaces fitting exactly in 
corresponding bores in the frame and said 
piece being fixed by means of Screws or in 
any other suitable manner so that it can 
easily be withdrawn. 
As stated above, the described arrange 

ment may be used in other Vypes of cen trifugal apparatus, i. e. in apparatus having 

as for instance made in one piece, so that the 
bottom part 2 forms the whole shaft and 
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the drum is loosely engaged on the top end 
of the shaft. 

Having now described our invention, what 
we claim as new and desire to secure by 
...Letters Patent is: 

The combination of a driving shaft 
formed in detachably connected Sections, a 
socket piece in which the lower shaft sec 
tion is journaled, a frame, said socket piece 
having conical end portions and adapted to 
be fitted detachably in openings in the frame, 
whereby the said socket piece and the shaft 
Section journaled therein are adapted for 
detachable connection with said frame. 

In witness whereof, we have hereunto 
signed our names in the presence of two 
subscribing witnesses. . 

CARL ALRIK HUILT. - 
OSCAR VALFREI) (ULT. 

Witnesses: 
CARL FRIBEIRG, 
AXEL EIIRNEY. 
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