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Patented Sept. 1, 1953 2,650,810 

UNITED STATES PATENT OFFICE 
2,650,810 

MEANS FOR RASING AND LOWERING 
DFFUSER, TUBES 

Carl H. Nordell, Palm Springs, Calif. 
Original application February 26, 1947, Serial No. 

30,931, now Patent No. 2,555,201, dated May 
29, 1951. Divided and this application January 
27, 1951, Serial No. 208,214 

(C. 26-12) 9 Claims. 
1. 

his invention Irelates to diffuser tubes used 
for the aeration of liquids and for the dispersion 
Of gases therein, and particularly to apparatus 
for Supporting an elongated diffuser tube in a 
tank and for raising and lowering the same from 
2nd to the desired position in the tank without 
breaking the connection between the air or gas 
SOUIce and the diffuser tube. 
The application is a division of my copending 

application Serial No. 730,931, filed February 26, 
1947, naw Patent 2,555,201, dated May 29, 1951. 

the apparatus of the present invention is par 
ticularly useful in the raising and lowering of 
diffuser tubes to make the tubes accessible for 
repair, cleaning Or the like. These tubes are con 
tained in an aeration tank and may be employed 
in the activated sludge process of treating sew 
age, Ore flotation processes, treatment of indus 
trial Wastes, and various fermentation proc 
eSSes, for example, for the manufacture of yeast 
and penicillin, and certain chemical processes 
Where gas-liquid contact is essential. The dif 
fSer tubes are connected to a main which Sup 
pies air or other aeriform body Such as gas under 
pressure to the diffuser tubes through which the 
ir or gas passes into the liquid to be treated, 

and this connection is not broken or weakened 
during the raising and lowering of the tubes. 
The apparatus of the present invention is 

adapted to Operate effectively without the danger 
of disturbing the air or gas connection to the tube 
even When the tank is filled with liquid, with the 
result that no liquid in the tank can gain acceSS 
into the interior of either the nain or the tube. 
Furthermore, because the tube is frequently of 
great length and weight, it is imperative to pro 
vide an apparatus which will support and steady 
the tube in the tank and which will operate effi 
ciently to raise a long and/or heavy tube without 
damage to the tube or its connecting main either 
when the tank is empty or filled with liquid. My 
apparatus is particularly adapted to perform 
these functions. 
Other advantages of my apparatus will be ap 

parent from the description to follow and in 
the accompanying drawings, in which: 

Figure 1 is a sectional view taken through a 
tank in which the air diffusing tube and COnnec 
tion and the means for raising and lowering the 
tube and the connection are shown in elevation; 

Fig. 2 is a fragmentary longitudinal Sectional 
view showing a plurality of diffused tube ele 
ments joined together to form elongated units 
which are clamped together to form a diffuser 
tube of any required length; 
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Fig. 3 is a cross sectional view taken along the 

line 3-3 of Fig. 2; 
Fig. 4 is an enlarged fragmentary longitudinal 

Sectional view showing the means for camping 
together lengths of diffuser cores; 

Fig. 5 is a cross sectional view taken along the 
line 5-5 of Fig. 4; 

Fig. 6 is a cross sectional view taken along 
line S-S of Fig. 1 

Fig. 7 is a front elevational view of a portion 
of the apparatus taken along line - of Fig. 6; 

Fig. 8 is an enlarged cross sectional view taken 
along line 3-8 of Fig. 6; 

Fig. 9 is an enlarged longitudinal sectional 
View taken along line 9-3 of Fig. ; 

Fig. 10 is an enlarged cross Sectional view 
taken along line - of Fig. 9; 

Fig. 1 is an enlarged Sectional View Sihilar 
to the left hand portion of Fig. 1, taken along 
line - of Fig. 12 and showing in greater de 
tail the Structure for raising an air nain and 
the header portion of the diffuser tube; 

Fig. 2 is a longitudinal Sectional view taken 
along line 2-2 of Fig. 1; 

Fig. 3 is an enlarged Sectional view, taken 
along line S-3 of Fig. 4, showing in greater 
detail the air or gas connection to one end of the 
diffuser tube and the means to Support and 
Steady that end; and 

Fig. 4 is an enlarged cross Sectional view taken 
along line 4-3 of Fig. 11, showing in greater 
detail the tube Supporting and steadying nears 
In the drawings, the diffuser tube or pipe is 

positioned within a tank, generally indicated at 
2 (Fig. 1). Any form of an elongated diffuses 
tube may be used and for illustrative purposes 
have Show the for of futes diffuser tige i5 
closed in my aforesaid Paten, 2555,201. It is 
to be understood that a diffuser tube of any type 
or construction may be employed in continction 
with my novel means for raising and lowering 
the tube. 
AS shown in Figs, 1-4, the pipe comprises a, plu 

A Washer or 
Sealing gasket 3 is positioned between the ends 
of adjacent sections. Brackets 6, each compris 
ing an inverted U-shaped portion 5 and two op 
positely directed flanges 6 parallel to the surface 
Of the pipe Sections, are Secured adjacent each 
end of each section by Welding as shown in Fig. 
5. Clannping bolts pass through the brackets 
On adjacent pipe Sections and Secure the Sections 
together. Each pipe section comprises a pl. 
rality of Smaller Sections welded together at their 
ends, as indicated at 8 (Fig. 2). While I have 
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3 
disclosed herein a diffuser tube structure COm 
posed of a plurality of sections, a one piece tube 
may also be employed without departing froml 
the scope of the present invention, as Will be 
understood. 
The tank 2 has a bottom 9, side walls and 

end walls 2. The side walls are provided with 
copings f3, as shown in Fig. 6. Although Only 
one diffuser pipe is shown in the tank it will be 
understood that the number may be multiplied, 
as desired, depending upon the size of the tank. 
A Winch 4 is mounted on a support 5 Secured 
to one of the end walls of the tank. An endleSS 
band 6 extends from the winch to a conven 
tional grooved rotating wheel mounted on a 
Support 8 secured to the opposite end Wall of 
the tank, and is adapted to be noved in either 
direction by the winch. 
Channel members 9 extending the entire 

depth of the tank are Secured to opposite end 
walls adjacent the coping of the side wall (Figs. 
11 and 12). Although the channel members are 
shown as extending parallel to the Side walls 
they may be positioned at an angle with the 
lower end closer to the side wall. Channel mem. 
ber 9, shown in Fig. 14, is Substantially rec 
tangular in cross section having a front Wall 2: 
and side walls 22. The front Wall of the channel 
has a longitudinally extending slot 23 which 
extends from the bottom almost to the top there 
of. Adjacent the top of the channel it is pro 
vided with outwardly extending flanges 24. 
Bolts 25 extending through flanges 24 Secure 
the channel to the walls 2. The botton of the 
channel is provided with outwardly extending 
horizontal flanges 26 which are Secured to the 
bottom of the tank by means of bolts 27. 
One end of the diffuser pipe is connected to 

the lower end of an air supply pipe 28 by means 
of an elbow 29. The other end of diffuser pipe 

is connected to a T member 3 by means of a, 
tension spring 32 which aids in preventing SWay 
ing of pipe and yet prevents undue rigidity 
in the connection. The upper end of pipe 28 is 
connected to the air main 33 by means of a flexi 
lie conduit 345. Elbow 29 has a projection 35 by 
means of which a T-shaped extension 3, Simi 
lar to the one heretofore referred to, is Secured 
thereto. The stem of the T passes through slot 
3. The head of the T extension extends lon 

gitudinally of the channel and is provided with 
two pairs of spaced, vertically disposed rollers 36 
to facilitate the longitudinal movement of the T 
extension in channel 9. Rollers 36 and their 
associated Structure, confined as they are by the 
walls defining channel 9, aid in preventing side 
sway of the diffusel tube. 
A cable 3 having one end Secured to the T ex 

tension in each channel member 9 extends 
around a conventional grooved roller 38 and is 
secured at its other end to endless belt 6, as 
shown at 39. Rollers 38 are mounted on Sup 
ports 4 secured adjacent each end wall 2. 
As endless band 6 is turned in a counter-clock 
Wise direction both cables 37 lift opposite ends 
of the diffuser pipe upwardly. Clcokwise nove 
inent of the endless belt allows the weight of the 
diffuser to move it downwardly. It will be un 
derstood that the T extensions are positioned in 
channels 9 through the open bottom of slots 23 
before the channels are bolted to the botton of 
the tank. 
Tubular guides 42 are secured to the bottom 

of the tank intermediate the length of the dif 
fuser pipe. Each guide has a slot 43 extending 
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5 arcuate flanges 54, 55, 56, and 57. 

4 
longitudinally from its bottom to a point ad 
jacent its top edge as shown in Fig. 7. Each 
guide has a flange 44 at its bottom secured to 
the bottom of the tank by bolts 45. The top of 
guide 42 is secured to coping 3 by brackets 46. 
A roller 47 (Fig. 9) mounted adjacent the bot 
tom of guide 42 has a cable 48 extending around 
it. The ends of cable 48 are secured to endless 
belt 6, as shown at 49, Fig. 1. A bracket 5 is 
clamped to the cable, as indicated at 52, Fig. 10. 
The other end of bracket 5 is secured to the 
diffuser by peening the end of the bracket 
against the inside of the tube, as indicated at 53. 
Intermediate its ends bracket, 5 is provided With 

The flanges 
fit on opposite sides of guide 42 and constitute 
guide shoes extending on both sides of slot 43. 
To assemble the described structure, guide 42 is 
slid down with the edges adjacent slot 43 fitting 
between the flanges of guide shoe 5 before the 
flange 44 is bolted to the bottom of the tank. 

Cables 48 extend around rollers 58 mounted 
On Supports 59 so that as endless belt 6 is ro 
tated in counter-clockwise direction the cables 
on the Side of the guide which are clamped to 
bracket 5? move upwardly and move the diffuser 
pipe upwardly at the Sane time cables 3 move 
the ends of the diffuser upwardly. The rotation 
of endleSS belt 6 in clockwise direction reverses 
the direction of movement of cables 43 so as to 
move diffuser pipe downwardly. 
The number of guides 42 may vary, depending 

upon the length of tube . These guides to 
gether with bracket 5 and flanges 54, 55, 56 and 

aid in preventing side sway of the tube while 
the Same is in the tank and as it is raised or 
lowered. If the tube to be used is substantially 
shorter than that shown herein, guides 42, with 
their aSSociated pulley structure, may not be 
neceSSary. In Such a case, channels 8 alone 
Will function to prevent sway of the tube. 
My apparatus is also adapted to function effi 

ciently should it be desired to raise the far end 
of the diffuser tube (the end remote from the air 
inlet end) to a higher elevation than the near 
end. This is frequently desirable in order to 
compensate for the loss of pressure along the 
diffusers due to the friction. By elevating the 
diffuser along its length, the outside hydrostatic 
preSSure may be relieved in proportion to the 
frictional loss within the line. If this is done, 
the compensation will give uniform diffusion for 
One particular rate of air or gas flow. This 
method has a very apparent advantage. For ex 
ample, if the air main or diffuser tube is so set 
that the loss of pressure is compensated at a low 
rate of air flow, there would then be a uniform 
rate of diffusion along the tank when a rate of 
air feed is low, and presumably when the sewage 
is Weak, as at night. When the strength of the 
SeWage and the desired rate of air flow are in 
creased, there would be more loss along the line 
which would mean that the head end of the tank 
Would receive a greater proportion of the air 
flow. In other words, this arrangement would 
lead to tapered aeration during the high flow, 
and uniform aeration at night. This then would 
be an automatically modulated tapered aeration 
proceSS. 

In order to accomplish the above described 
method of elevation, all that need be done is to 
detach the cable connections 39 and 49 at the 
head of the diffuser from the endless band 6. 
Operation of the winch 4 will thus raise only 
the far end of the pipe and the winch may be 
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operated until the far end of the pipe is raised 
to the desired elevation. 
From the foregoing it will be seen that I have 

devised a novel and efficient Structure for rais 
ing and lowering an elongated diffuser pipe po 
sitioned in an aeration tank, and for preventing 
the tube from SWaying While it is in the tank and 
While it is raised or lowered. 
While I have described a preferred embodi 

knent of my invention in detail, it Will be under 
stood that the description is intended to be illus 
trative, rather than restrictive, as many details 
may be modified or changed without departing 
from the Spirit or the scope of the invention. AC 
cordingly, I do not desire to be restricted to the 
exact structures described except as limited by 
the appended claims. 

I claim: 
1. In combination with a tank, vertically ex 

tending channels positioned adjacent Opposite 
walls of said tank, a vertically movable member 
mounted in each of said channels, a diffuser tube 
positioned between said channels, means rigidly 
secured to one end of said diffuser tube connect 
ing said tube to the vertically movable member 
in the adjacent channel, and a tension Spring 
connecting the opposite end of said tube to the 
vertically movable member in said other channel. 

2. In combination with a tank, a diffuser tube 
in said tank, means outside of said tank for Sup- : 
plying an aeriform body under pressure to said 
tube, a flexible conduit connecting said means to 
said tube, a plurality of cables individually se 
cured at one end to said tube at points Spaced 
longitudinally along said tube, and an endless 
belt mounted above said tank, said belt extend 
ing substantially parallel to said tube. each of 
said cables being secured at its opposite end to 
said belt, said belt being rotatable to raise and 
lower said tube rectilinearly in the tank Without 
breaking the connection between said tube and 
said pressure means. 

3. In a diffusing system, the combination of a 
tank, vertically extending channels positioned 
adjacent opposite walls of said tank, a vertically 
movable member mounted in each of Said chan 
nels, a diffuser tube positioned between said 
channels, means rigidly secured to One end of 
said diffuser tube connecting said tube to the 
vertically movable member in the adjacent chan- ; 
nel, a tension spring connecting the Opposite end 
of the tube to the vertically movable member in 
said other channel, means exterior to Said tank 
for supplying an aeriform body under pressure to 
said tube, a flexible conduit connecting said tube 
to said pressure means, and means for raising 
and lowering said tube in the tank without 
breaking the connection between Said tube and 
said pressure means. 

4. In a diffusing system, the combination of 
a tank, vertically extending channels positioned 
adjacent opposite walls of said tank, a vertically 
movable member mounted in each of Said Chan 
nels, a diffuser tube positioned between said chan 
nels, means rigidly secured to one end of said 
diffuser tube connecting said tube to the Verti 
cally movable member in the adjacent channel, 
a tension spring connecting the Opposite end of 
the pipe to the vertically movable member in said 
other channel, at least one vertically extending 
guide member intermediate the said opposite 
walls of said tank, means for slidably connecting 
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6 
said pipe to said guide member, means exterior 
to Said tank for supplying an aerifornin body 
under preSSure to Said tube, a flexible conduit 
connecting said tube to said pressure means, and 
means for raising and lowering said tube in the 
tank without breaking the connection between 
said tube and said pressure means. 

5. A diffusing System comprising in combina 
tion, a tank, vertically extending channels posi 
tioned adjacent opposite walls of said tank, at 
least one vertically extending guide member in 
termediate the opposite walls of said tank, a dif 
fuser tube in said tank, means for slidably coin 
necting said tube to said channels and said guide 
member, a main for an aeriform body outside of 
Said tank, a flexible conduit connecting said main 
to said tube, an endless beit extending across and 
above Said tank, and means connecting Said end 
less belt to said tube whereby the tube may be 
raised or lowered in Said tank Within the con 
fines of Said channels and guide member with 
out breaking the connection between the tube 
and Said main. 

6. The combination of claim 2 characterized 
further by a separate vertically extending guide 
channel receiving each of said cables, Said cables 
connected to said tube through movable guide 
members slidable Within the associated channel. 

7. The combination of claim 5 wherein said 
last mentioned means include cables connected 
to said endless belt at one end and to said first 
mentioned means at the other end, Said cables 
extending respectively within the confines of said 
channels and guide member. 

8. The combination of claim 7 wherein said 
guide member includes a slot extending Substan 
tially the entire length of said member, and Said 
first mentioned means connecting the diffuser 
tube to the said guide member including a guide 
shoe having a plurality of flanges engaging Op 
posite edges of said guide member adjacent Said 
Slot. 

9. In combination with a tank, a diffuser tube 
in said tank, means outside of Said tank for Sup 

5 plying an aeriform body under pressure to said 
tube, a flexible conduit connecting Said means to 
said tube, a plurality of cables individually Se 
cured at one end to said tube at points Spaced 
longitudinally along said tube, and an endless 
belt mounted above said tank, each of Said cables 
being secured at its opposite end to said belt, Said 
belt being rotatable to raise and lower Said tube 
rectilinearly in the tank without breaking the 
connection between said tube and Said pressure 

ea.S. 
CAR. H. NORDEL. 
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