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wrench may be applied. The head is also 55 To ali, athlon, it Ta?ty conce77. 
Be it known that I, THOMAS R. HO WARD, 

a citizen of the United States, residing at 
Wilkinsburg, in the county of Allegheny and 
State of Pennsylvania, have invented certain 
new and useful Improvements in Barrel 
Heads; and I do declare the following to be a 
full, clear, and exact description of the in 
vention, such as will enable others skilled in 
the art to which it appertains to make and use 
the same, reference being had to the accom 
panying drawings, and to the figures of ref 
erence marked thereon, which form a part of 
this specification. 
My invention relates to an improved bar 

rel-head; and it consists in certain details of 
construction and combination of parts, as will 
be fully described hereinafter. 
In the accompanying drawings, Figure 1 is 

a sectional side elevation of my improved 
barrel-head, which is constructed and ar 
ranged in accordance with my invention, said 
section taken on the line XX of Fig. 2. Fig. 
2 is a plan view of the same, showing a por 
tion of the annular covering removed from 
the joint of the head and chime-ring. Fig. 
3 is a perspective view of a portion of one of 
the bolts, showing the square head of the 
S8. 
To put my invention into practice and 

thereby provide a head for a cask or barrel 

the art. 
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that may be easily removed or replaced in po 
sition, I form from suitable material an an 
nular piece 2 and fit the same into the chime 
3 of the barrel 1 in a manner well known in 

This annular piece or chime-ring 2 
is provided with a central opening of the de 
sired size and a recessed portion 4, surround 
ing the same, in which the barrel-head proper 
is fitted. This head consists of a strong cir 
cular piece 6, having an annular flange 7, 
adapted to fit snugly within the recess 4 
above described and the connection made 
tight by means of a gasket or packing ring 
5, which may be of asbestos or any other suit 
able material. This head 6 is provided at 
regular intervals with bolt-openings 9 for the 
purpose of receiving several bent bolts 10 
for the purpose of holding the head in posi 
tion. These bolts each consist of a barbent 
nearly to a right angle, having at the top a 
threaded portion 10 (see Fig. 3) for the re 
ception of a nut 11 and each provided with 
a square portion 12, by means of which a 

provided at the center with a means for lift 
ing or handling the same, which consists of 
a staple 8 or any other well-known device, 
and when the head 6 is arranged in position 
an annular ring 13, of tin or other substance, 6o 
is secured over the joint formed by the head 
6 and the chime-ring 2. 

In operation the bent ends of the bolts 10 
are turned inwardly or toward the center of 
the head and the nuts 11 slightly released 
upon the thread. The head 6 is now arranged 
in position and by means of a suitable wrench 
applied to the square top 12 the bent ends of 
the bolts 10 turned beneath the chime-ring 2 
in a position such as shown at Fig. 1 on the 
drawings. The nuts 11 are now tightened 
and the bolts 10 retained in this position to 
hold the head securely and the covering 13 
attached, as above described. 
To open the barrel for the purpose of fill 

ing or removing the contents, the annular 
ring 13 is first removed, the jam-nuts loos 
ened, and the bent ends of the bolts 10 turned 
inwardly or toward the center of the head 
6, at which time the said head may be re 
moved, and, if desired, again replaced in the 
manner above described. - 
Having thus described my invention, what 

I claim, and desire to secure by Letters Pat 
ent, is 

1. In combination with a barrel-head con 
structed as described, the bolts bent at an an 
gle at the lower ends, a threaded portion at the 
top, and an integral square head 12, whereby 
a wrench may be applied, as and for the pur 
pose set forth. 

2. A barrel-head, consisting of the combi 
nation of the chime-ring 2 provided with a 
central opening having a recess 4, a packing 
ring 5 arranged about the said recess, a head 
6, having a flange 7, the bolts 10 constructed 
and arranged as described, as a means for 
holding the said head to the chime-ring, and 
a covering 13 attached in position to cover 
the joint of the said head and ring, all ar 
ranged and combined for service, substan 
tially as and for the purpose described. 

In testimony whereof I affix my signature 
in presence of two witnesses. 

THOMAS R. HOWARD. 
Witnesses: 

JAS, J. MCAFEE, 
H. J. T.EVIS. 
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