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4. Claims. (CI. 63-15) 

The invention appertains to rings designed to 
be worn upon a digit of the human hand and 
provided with a setting, or ornament, SUch as a 
jewel. 
While the invention is intended chiefly for 

inger rings, it is not restricted to Such applica 
tion since it is adaptaile to jeweled articles for 
personal wear or ornamentation. 
The accompanying drawing illustrates two en 

bodiments of the invention and disposed in rela 
tive Order. 

Fig. 2 is a perspective view, the parts being 
separated and disposed in relative Order; 

Fig. 2 is a circumferential Sectional View on 
the line 2-2 of Fig. 3; and 

Fig. 3 is a transverse sectional view on the line 
3-3 of Fig. 2. - 

Referring now more particularly to the accom 
panying drawing, there is illustrated a ring to 
which the present invention is applied but it 
will be understood that the body to which the 
invention is applied may be in the form of a 
stickpin or other variety of jewelry. As shown, 
the body designates a ring to be Worn upon 
one's finger and this body is widened at 2 and 
provided with a flat face 3 having an opening 3 
formed through the fiat face. 
A relatively thin plate 4 is placed on said flat 

face over the opening 3' adjacent the edges of 
the opening, the plate conforming to the shape 
of the opening. -. 
A frame 5 sometimes herein referred to aS a 

hollow frame is attached to the flat fa2e 3 by 
soldering or otherwise and encloses the plate 4. 
This frame 5 preferably has a ledge 6 which is 
soldered or otherwise Secured firmly to the flat 
face, effectively securing the frame to the body 
With the ledge of the frame conforming in Shape 
to the shape of the plate 4 so as to fairly Snugly 
embrace the same and whereby both the plate 
4 and the frame 5 are disposed against Said flat 
face 3 about Said opening 3. A jewel 9 is fitted 
Within the frame 5. 
A metal ornament overies the jewel 9 and as 

shown most clearly in Fig. i., consists of a frame 
11 and a body 12 of any Suitable configuration or 
design, there being arms 13 connecting the Or 
nament i2 to the frame 11, these several parts 
being preferably of integral formation. The or 
nament which may be of metal or any other Suit 
able material after being placed within the frame 
5, is retained in place by burnishing or other 
Wise turning the Outer edge portion of the frame 
5 over onto the top face of the frame 11 as clearly 
illustrated in the dra Wing. 

From the foregoing, it will be seen that there 
is provided a ring or other article of jewelry Con 
posed of relatively few parts which are readily 
mounted and secured together against displace 
ment with relation to the article of jewelry, 
Whether Such article be a finger ring, stickpin. Of 
jewelry of any other character calculated for the 
adaptation of the present invention. - 
What is claimed is: 
1. A jeweled article comprising a body having 

a flat portion provided with an opening, a thin 
plate having its marginal edges overlapping Said 
flat portion in the regions adjacent said open 
ing, a hollow frame member provided at its inner 
Section with a ledge portion which embraces the 
marginal edges of Said plate aid Which ledge por 
tion is secured to said flat portion of the body, a 
jewel disposed Within said hollow frane neinber 
and in Such a nanner as to overlie the joint be 
tween said thin plate and said ledge portion, and 
an ornament overlying the jewel, the outer edge 
section of said hollow frame meinber being in 
clamping engagement With the marginal edges 
of said ornament member in a manner to hold the 
Said thin plate and jewel in juxtaposition. 

2. An article of the character described, coin 
prising a body having a flat portion provided with 
an Opening, a plate having Outer marginal edge 
portions Overlapping flat portions of the body in 
the immediate vicinity of Said opening, a hollow 
frame having a marginal inner edge portion, 
Which inner ledge portion is coinstructed so as to 
leave an Opening therethrough that is larges tha: 
said opening in the body and so that the ledge 
embraces the marginal edges of said plate, the 
inner ledge portion being secured to the body, a 
jewel disposed within the frame and fitting Snugly 
therein and extending across the joint between 
Said plate and Said inner ledge portion of the 
frame, and an ornament overlying the jewel, 
which Ornament comprises a naiginal frame and 
a portion projecting away from the jewel, which 
frame portion of the ornainent fits within the 
hollow frame, the Outer edge Sections of said 
hollow frame being bendable inwardly So as to 
overlie the frame of the ornament for the purpose 
of Securing the jewel and ornament in place 
Within the hollow frame. 

3. An article of the character described, corn 
prising a body having a flat face portion provided 
With an opening, a plate having a marginal edge 
conforming in general to the contour of said open 
ing but being larger than Said opening and ar 
ranged with the marginal edge of the said plate 
resting upon the flat face portion of the body in 
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the immediate vicinity of the opening in the body, 
a hollow frame Which is constructed So as to pro 
Wide a marginal peripheral Section which coin 
cides in shape with the body portion of the ring 
upon which the frame portion is mounted, so as 
to provide at its inner Section an inner marginal 
ledge portion that serves as a medium through 
which the frame is secured to the body, and SO 
as to provide an outer Section which is open, which 
inner ledge is constructed SO that it embraces the 
marginal edges of Said plate when the several 
parts are in assembled position, a jewel disposed 
within the frane, which jewel is shaped so as to 
extend across the joint between said plate and 
said ledge, and an Ornament overlying the jewel, 
which said ornament has openings therethrough 
exposing the jewel to view and provides a imar 
ginal frazine of a shape conforming to that of 
the interior of the hollow fraine, Said hollow 
frame having its Outerinost edge Section con 
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Structed So that in the completed article it is 
turned in Wardly to overlie the frame of the orna 
ment and thereby secure the jewel and the orna 
ment in place Within said hollow frame. 

4. An article of the character described, conn 
prising a body having a flat face portion pro 
Vided With an opening therethrough, a, thin plate 
having marginal edge portions that overlap Said 
flat face portion in regions adjacent Said Opening, 
a hollow fraine Inernher the inner end Section of 
which is soldered to Said flat face portion of the 
body and Which inner end Section of the hollow 
frame enbraces the marginal edge portion of 
said flat plate, and a jewel disposed within said 
hollow frame and over Said thin plate, the outer 
end Section of Said hollow frame being bendable 
in a manner whereby there is effected a holding 
of the jewel in juxtaposition in respect to the 
thin plate and in place Within the hollow frame. 
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