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the figure is connected with the cane portion, 
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To all whom it may concern: 
Be it known that I, JoHN E. DowsING, a 

citizen of the United States, and a resident 
of the city of New York, borough of Brook 
lyn, in the county of Kings and State of 
New York, have invented a new and Im 
proved Advertising Device, of which the 
following is a full, clear, and exact de 
scription. 
My invention relates to advertising de 

vices admitting of general use, and more 
particularly to a type of advertising device 
suitable for campaign purposes with a view 
to attracting the attention of the public to a 
particular candidate. 
More. particularly stated, my invention 

to some extent, of the characteristics of a 
walking cane, a figure or portion thereof 
representing a candidate and adapted to be 
mounted upon the cane for use as a hardle, 
this figure being hollow and provided, with 
means whereby it nay be used as a/horn; 
the figure being detachable from the cane 
in order to be sounded independently of the 
Cae. 

ing drawings forming a part of this specifi 
cation, in which similar characters of refer 
ence indicate corresponding parts in all the 
figures. 

Figure 1 is a view partly in elevation and 
partly in section, showing ny complete de 
vice, and also showing the manner in which 
and flirtier showing how the figure is pro 
vided with a siren and mouthpiece for the 
purpose of producing sounds in order to at 
tract attention; Fig.2 is an end view of the 
tubular member used as a cane; and Fig. 3 
is a fragmentary elevation showing how the 
figure is mounted upon the tubular nember 
by aid of a bayonet joint. . . 
A tubular member 4 open at its bottom 

enti 5 has generally the form of a walking 
cane and is provided at its upper end with 
two bayonet slots 6. 
A figure 7, representing preferably the 

head and face of a politician, is provided 
with a tubular portion 8 fitting neatly into 
the tubular member 4 and provided-with 
pins 9 which extend outwardly through the 
bayonet slots 6. The figure 7 is provided 
with a wall 10 which is engaged squarely 
by the upper end of the tubulag member 4, 
A mouthpiece 11 extends through the top of 

the figure and is provided inside of the fig 
ure with an enlarged portion 12 supporting 
a fan 13. Adjacent to this fan are slots 14, 
the casing provided with its slots and the 
fan together constituting a siren. By blow 
ing into the mouthpiece 11, the siren makes 
its characteristic sound. 
The operation of my device is as follows: 

The parts being assembled as indicated in 
Fig. 1, the operator grasps the figure 7 with 
his hand and uses the entire device some 
what after the manner of an ordinary walk 
ing cane. If, now, he desires to sound the 
siren, he places the mouthpiece 11 in his 
mouth and gives a hard blow. The tubular 
member 4 now serves as a pipe and the note 
emitted by the siren has a definite relation 
to the length of the pipe, as would be the 
case in an organ pipe. 
ator desires that the siren shall produce a 
Sound having greater shrillness, he detaches 
the tubular member 4 from the figure 7, 
again places the nouthpiece 11 in his mouth 
and blows. The tubular member 4 having 
been detached, as just stated, the length of the 
air column is correspondingly decreased, the 

Reference is to be had to the accompany- result being that, as is well known in music, 
the note is higher. If desired, the parts call 
be so proportioned that the higher note is 
exactly an octave, or a multiple of an octave, 
higher than the fundamental note made by 
the complete apparatus, the result being that, 
the Sounds made by the sire are more agree 
able-or at least less discordant. 

IIaving thus described my invention, I 
clailin as new and desire to secure by Letters 
Patent: 
-1. The combination of an open ended tu 

bular member of cylindrical form, a figure 
detachably connected with said tubular 
in ember and Inacle lhollow, and a musical de 
vice carried by said figure for the purpose 
of producing a musical sound, the note of 
said sound being varied accordingly as said 
figure is attached to or detached from said 
tubular member. . 

2. The combination of an open ended 
member adapted for use as a cane, a hollow 
fig tire removably nointed upon said tubular 
member and serving as a handle for said 
cane, and a nisical member carried by said 
figure and co-acting there with for the pur 
pose of producing a sound, the proportions 
of said figure relatively to said tubular mem 
ber being such that the sound produced 

If, now, the oper 
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when said tubular member is disconnected 
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from sail figure has a definite harmonic re 
lation to the sound emitted when said tubu 
lar member is connected with said figure. 

3. The combination of an open ended tu 
bular member of cylindrical form, a figure 
detachably connected with said tubular 
member and made hollow, a mouthpiece for 
said figure, and a sirean connected with said 
mouthpiece and disposed within said figure. 

4. The combination of an open ended tu 
bular member of cylindrical form, a figure 
detachably connected with said tubular 
member and made hollow, a mouthpiece car 
ried by said figure, and a musical device 
connected with said mouthpiece and coact 
ing with said figure and also with said tubu 
lar unember for producing a musical sound. 

5. The combination of an open ended tu 

988,225 

bular member of cylindrical form, a figure 
carried by said tubular member by a bayo net joint for the purpose of rendering said 
figure easily detachable from said tubular 
member, and a sounding device connected 
with said figure and controllable by the op 
erator for producing noises differing in 
character accordingly as said figure may be 
connected with said open ended tubular 
member or disconnected therefrom. 
In testimony whereof I have signed my 
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name to this specification in the presence of 30 
two subscribing witnesses. 

JOHN E. DOWSING. 
Witnesses: 

CHAs. J. KEARNEY, 
A. GEO. HuDSON. 

  

  


