LIGHT SOURCE DEVICE, VIDEO PROJECTOR AND VIDEO PROJECTION METHOD

The invention provides a video projector comprising a light source device, a video interface configured to receive a video signal and a projector unit configured to generate, from the output source light, a color photo image in accordance with the video signal and project the color photo image, wherein the light source device comprises a first light source configured to emit a first source light in a first wavelength range, a source light generator configured to generate, from the first light, a color-varying source light having time varying color, a second light source configured to emit a second source light in a second wavelength range that is different from the first wavelength range, and a light source controller configured to control driving timing for turning on and off each of the first light source and the second light source to cyclically select one of the color-varying source light and the second source light to be output as an output source light.
Description

CROSS-REFERENCE TO THE RELATED APPLICATION(S)

[0001] The present application is based upon and claims priority from prior Japanese Patent Application No. 2009-156091, filed on June 30, 2009, the entire content of which are incorporated herein by reference.

BACKGROUND

1. Field of the Invention

[0002] The present invention relates to a light source device, a video projector and a video projection method, which are adaptable for a digital light processing (DLP (registered trade mark)) type data projector (video projector).

2. Description of the Related Art

[0003] Displaying a color image with a projection type display apparatus requires planar light sources which emit respective primary R, G and B light, and corresponding spatial light modulators, which may result in an increased number of parts and difficulty in achieving smallness, lightness and inexpensiveness of the entire apparatus. For the purpose of solving such a problem, a system has been proposed, in which a light emitting diode emitting ultraviolet light is used for the light source, and a visible light reflection film having characteristics that the ultraviolet light is transmitted and visible light is reflected is formed on the surface of a color wheel. On which the ultraviolet light from the light emitting diode is irradiated, on the light source side, and fluorescent layers respectively emitting visible light corresponding to R, G and B by the irradiation of the ultraviolet light are formed on the back surface of the color wheel. An example of such system is disclosed in JP-A-2004-341105.

[0004] However, if the above-described system is employed in practice, various red fluorescent materials, which are currently known in the art, are lacking in red luminance since their emission efficiency is remarkably lower than that of other green and blue fluorescent materials.

[0005] As a result, when a bright projection image is to be obtained by preferring luminance, there arises a problem of white balance collapse and hence low color reproducibility. On the other hand, when the white balance and hence the color reproducibility are emphasized, the entire luminance is lowered to meet a red image having a low luminance, which results in a dark image.

SUMMARY

[0006] One of objects of the present invention is to provide a light source device, a video projector and a projection method, which are capable of compensating for any possible uneven luminance for each primary color component obtained from a single light source and making color reproducibility compatible with the brightness of a projection image.

[0007] According to a first aspect of the present invention, there is provided a light source device including: a first light source configured to emit a first source light in a first wavelength range; a source light modulator comprising a first face and a second face, the source light modulator further comprising a first area configured to diffuse and pass through the first source light to output a transmitted light from the first face, and a second area configured to reflect a reflected light excited by being irradiated by the first source light to output the reflected light from the second face; and a second light source configured to emit a second source light in a second wavelength range that is different from the first wavelength range.

[0008] According to a second aspect of the present invention, there is provided a light source device including: a first light source configured to emit a first source light in a first wavelength range; a source light generator configured to generate, from the first light, a color-varying source light having time varying color; a second light source configured to emit a second source light in a second wavelength range that is different from the first wavelength range; and a light source controller configured to control driving timing for turning on and off each of the first light source and the second light source so as to cyclically select one of the color-varying source light and the second source light to be output as an output source light.

[0009] According to a third aspect of the present invention, there is provided a video projection method for a video projector. The video projector includes: a light source device including: a first light source configured to emit a first source light in a first wavelength range; a source light generator configured to generate, from the first light, a color-varying source light having time varying color; and a second light source configured to emit a second source light in a second wavelength range that is different from the first wavelength range; a video interface configured to receive a video signal; and a projector unit configured to generate, from output source light output from the light source device, a color photo image in accordance with the video signal and project the color photo image. The method includes: controlling driving timing for turning on and off each of the first light source and the second light source so as to cyclically select one of the color-varying source light and the second source light to be output as the output source light.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] A general configuration that implements the various feature of the invention will be described with reference to the drawings. The drawings and the asso-
Fig. 1 is a block diagram showing a functional circuit configuration of a data projector apparatus according to an embodiment of the present invention.

Fig. 2 is a view showing a detailed optical configuration of a part of an optical system according to the embodiment.

Fig. 3 is a plan view showing a configuration of a color wheel according to the embodiment.

Fig. 4 shows an example of timing charts showing contents of driving processing of the optical system during one image frame according to the embodiment.

Fig. 5 shows an example of timing charts showing contents of driving processing of the optical system during one image frame in a first modification according to the embodiment.

Fig. 6 is a plan view showing a configuration of a color wheel in a second modification according to the embodiment.

Fig. 7 shows an example of timing charts showing contents of driving processing of the optical system during one image frame in the second modification according to the embodiment.

Fig. 8 shows an example of timing charts showing contents of driving processing of the optical system during one image frame in a third modification according to the embodiment.

Fig. 9 is a plan view showing a configuration of a color wheel in a fourth modification according to the embodiment.

Fig. 10 shows an example of timing charts showing contents of driving processing of the optical system during one image frame in the fourth modification according to the embodiment.

Fig. 11 shows an example of timing charts showing contents of driving processing of the optical system during one image frame in the fifth modification according to the embodiment.

Fig. 12 is a plan view showing a configuration of a color wheel in a sixth modification according to the embodiment.

Fig. 13 shows an example of timing charts showing contents of driving processing of the optical system during one image frame in the sixth modification according to the embodiment.

Fig. 14 shows an example of timing charts showing contents of driving processing of the optical system during one image frame in a seventh modification according to the embodiment.

Fig. 15 is a plan view showing a configuration of a color wheel in an eighth modification according to the embodiment.

Fig. 16 shows an example of timing charts showing contents of driving processing of the optical system during one image frame in the eighth modification according to the embodiment.

DETAILED DESCRIPTION

An embodiment according to the present invention will be described in detail with reference to the accompanying drawings. The scope of the claimed invention should not be limited to the examples illustrated in the drawings and those described below.

Hereinafter, an example of a DLP (registered trade mark) type data projector, in which the present invention is employed, will be described with reference to the drawings.

Fig. 1 is a block diagram showing a general functional configuration of an electronic circuit included in a data projector apparatus (video projector) according to the embodiment.

Reference numeral 11 denotes an input/output connector including, for example, a pin jack (RCA) type video input terminal, a D-sub15 type RGB input terminal and a universal serial bus (USB) connector.

A video signal of various standards input from the input/output connector 11 is input to an image converter 13, which is commonly called a "scaler," via an input/output interface (I/F) 12 and a system bus SB.

The image converter 13 converts the input video signal into a video signal of a predetermined format which is adaptable for projection, stores the converted video signal in a video RAM 14 which is a buffer memory for appropriate display, and then sends the converted video signal to a projection image processor 15.

At this time, if necessary, data such as symbols and the like, which represent various operating conditions for OSD (On Screen Display), are processed to overlap with the video signal stored in the video RAM 14, and a resultant video signal is sent to the projection image processor 15.

Upon receiving the video signal, the projection image processor 15 drives a micro mirror device 16 for display, which is a spatial light modulator (SLM), by means of faster time division driving which may be achieved by multiplying a frame rate according to a predetermined format, for example, 120 [frames/second], by the number of division of color components and the number of display gray scales.

The micro mirror device 16 forms a photo image by means of reflection light which is generated by individually operating tilt angles of a plurality (for example, XGA class (1024 pixels in length x 768 pixels in breadth)) of micro mirrors, which are arranged in the form of an array, in an on/off manner at high speed.

In the meantime, primary R, G and B light is cyclically emitted from a light source unit 17 in a time division manner. The primary color light from the light source unit 17 is reflected by a mirror 18 and is then irradiated onto the micro mirror device 16.

Then, a photo image is formed by reflection light
in the micro mirror device 16 and the formed photo image is projected onto and displayed on a projection-targeted screen (not shown) through a projection lens unit 19.

[0022] The light source unit 17 includes two kinds of light sources, that is, a laser diode 20 which emits blue laser light and an LED 21 which emits red light, detailed optical configuration of which will be described later.

[0023] The blue laser light emitted from the laser diode 20 is transmitted through a dichroic mirror 23 after being reflected by a mirror 22, and is then irradiated onto one point on the circumference of a color wheel 24. The color wheel 24 is rotated by a motor 25. A combination of a green fluorescent reflector and a blue transmissive diffuser is formed into a ring shape on the circumference of the color wheel 24 irradiated with the laser light.

[0024] In the embodiment, the color wheel 24 serves as a source light modulator that includes a first face and a second face, the source light modulator further including a first area configured to diffuse and pass through the first source light to output a transmitted light from the first face, and a second area configured to reflect a reflected light excited by being irradiated by the first source light to output the reflected light from the second face.

[0025] The color wheel 24 also serves as a source light generator that is configured to generate, from the first light, a color-varying source light having time varying color.

[0026] When the green fluorescent reflector of the color wheel 24 is placed at a position to be irradiated with the laser light, the reflector is excited to emit green light by the irradiation of the laser light, the excited green light is reflected by the color wheel 24 and then the dichroic mirror 23. Thereafter, the green light is additionally reflected by a dichroic mirror 28, and then, after being turned into a light flux having a substantially uniform luminescence distribution by an integrator 29, is reflected by a mirror 30 toward the mirror 18.

[0027] When the blue transmissive diffuser of the color wheel 24 is placed at a position to be irradiated with the laser light, the laser light is diffused by the blue transmissive diffuser to be transmitted through the color wheel 24 and is then reflected by mirrors 26 and 27. Thereafter, the blue light is transmitted through the dichroic mirror 28, and then, after being turned into a light flux having a substantially uniform luminescence distribution by the integrator 29, is reflected by the mirror 30 toward the mirror 18.

[0028] The red light emitted from the LED 21 is reflected by the dichroic mirror 28 after being transmitted through the dichroic mirror 23, and then, after being turned into a light flux having a substantially uniform luminescence distribution by the integrator 29, is reflected by the mirror 30 toward the mirror 18.

[0029] As described above, the dichroic mirror 23 has the spectroscopic characteristic of reflecting the green light while transmitting the blue light and the red light.

[0030] The dichroic mirror 28 has the spectroscopic characteristic of reflecting the red light and the green light while transmitting the blue light.

[0031] The integrator 29 receives a light input from a light incidence face and uniformizes luminescence distribution of the received light. The integrator 29 outputs the light from a light output face opposing the light incidence face as a light flux having substantially uniform luminescence distribution.

[0032] A projection light processor 31 collectively controls emission timings of the laser diode 20 and the LED 21 of the light source unit 17 and rotation of the color wheel 24 by the motor 25. The projection light processor 31 controls the emission timings of the laser diode 20 and the LED 21 and the rotation of the color wheel 24 in response to a timing of image data provided by the projection image processor 15.

[0033] A CPU 32 controls all operation of the above-mentioned circuits. The CPU 32 performs a control operation within the data projector apparatus 10 in association with a main memory 33 such as a DRAM and a program memory 34 such as an electrically-rewritable nonvolatile memory which stores operation programs, various structuralized data and so on.

[0034] The CPU 32 performs various projection operations in response to key operation signals from a user interface 35.

[0035] The user interface 35 includes a key operation section provided in a body of the data projector apparatus 10, and a laser receiving section which receives infrared light from a remote controller (not shown) for exclusive use with the data projector apparatus 10, and directly outputs a key operation signal, which is based on a key operated by a user through the key operation section of the body or the remote controller, to the CPU 32.

[0036] It is assumed that, together with both the key operation section and the remote controller, the user interface 35 includes, for example, a focus adjustment key, a zoom adjustment key, an input switching key, a menu key, cursor (left, right, up, down) keys, a set key, a cancel key and the like.

[0037] The CPU 32 is also connected to an audio processor 36 via the system bus SB. The audio processor 36 includes a sound source circuit such as a PCM sound source or the like, converts audio data, which are given in projection operation, to analog form, and drives a speaker unit 37 to output sound in accordance with the input analog audio data or to generate a beep sound.

[0038] Next, Fig. 2 shows an exemplary configuration of a main part of a detailed optical system of the light source unit 17. The same figure represents a planar layout of a configuration of the light source unit 17 and peripheral components.

[0039] It is here assumed that a plurality (for example, 3) of laser diodes 20A to 20C having the same emission characteristic is provided and all of these laser diodes 20A to 20C emit blue laser light with, for example, a wavelength of 450 [nm].

[0040] The blue light emitted from the laser diodes 20A to 20C is parallelized through lenses 41A to 41C and
the color wheel 24 through a lens group 44.

In the embodiment, the lenses 42 and 43 and the lens group 44 serve as a light collecting optical system that collects the parallelized blue light on the color wheel 24 that is positioned on the optical axis.

Fig. 3 shows a configuration of the color wheel 24 according to the embodiment. As shown in the figure, on the color wheel 24, one ring is formed with a combination of, for example, a green fluorescent reflector 24G of an arc form having a center angle of 290 degrees and a blue transmissive diffuser 24B of an arc form having a center angle of 70 degrees.

When the green fluorescent reflector 24G of the color wheel 24 is placed at a position to be irradiated with the blue light, the reflector is excited to emit green light as substantially perfect diffusion light having a wavelength range with a center wavelength of, for example, about 530 [nm], by the irradiation, and the excited green light is reflected by the color wheel 24 and then the dichroic mirror 23 through the lens group 44.

The green light reflected by the dichroic mirror 23 is again reflected by the dichroic mirror 28 via a lens 45, and then, guided to the integrator 29 through a lens 46. In the embodiment, the lens group 44, the lenses 45 and 46 are designed to serve as a light guiding optical system that guides the green light excited by the color wheel 24 to the integrator 29 to fit in the aperture size of the integrator 29. The magnification of the light guiding optical system is designed to be a ratio of the aperture size of the integrator 29 to the irradiation size of the light irradiated on the color wheel 24.

After being turned into a light flux having a substantially uniform luminescence distribution by the integrator 29 through the lens 46, the green light is reflected by the mirror 30 through the lens 47 and then sent to the mirror 18 through the lens 48.

The LED 21 generates red light having a wavelength of, for example, 620 [nm]. The red light generated by the LED 21 is transmitted through a lens 48, and then, guided by the dichroic mirror 23, is reflected by the dichroic mirror 28 through the lens 45, and then, guided to the integrator 29 through the lens 46. In the embodiment, the lens group 53 and the lenses 45 and 46 are designed to serve as a light guiding optical system that guides the red light that is emitted in a light emitting size of the LED 21 to the integrator 29 to fit in the aperture size of the integrator 29. The magnification of the light guiding optical system is designed to be a ratio of the aperture size of the integrator 29 to the light emitting size of the LED 21.

In the embodiment, the lens 46 serves as a collector lens configured to collect the red light (the second source light), the blue light (the transmitted light), and the green light (the reflected light) to the light incidence face of the integrator 29.

The LED 21 is disposed at a position near the laser diodes 20A-20C, while the optical axis of which is aligned to be in parallel with that of the laser diodes 20A-20C. According to this configuration, a heatsink for cooling the LED 21 and a heatsink for cooling the laser diodes 20A-20C may be easily integrated and shared, whereby the cooling system can be designed to be more compact to reduce the size of the whole apparatus, while reducing the number of components of the cooling system to reduce the overall cost of the whole apparatus.

Next, an operation of the above embodiment
It is here assumed that a time ratio between time slots during which primary R, G and B images constituting one frame of a color image are projected (hereinafter referred to as "R field, G field and B field") is 14 : 15 : 7.

In other words, with respect to one rotation of 360 degrees of the color wheel 24 which is being rotated at a constant speed, a time ratio \( r : g : b \) between the R field, G field and B field becomes 140 degrees : 150 degrees : 70 degrees in terms of a center angle of the color wheel 24.

Section (A) of Fig. 4 shows a color of source light irradiated onto the micro mirror device 16. As shown in the figure, a control is performed such that each photo image of the R field, G field and B field is formed one by one during a period of time corresponding to one frame.

Section (B) of Fig. 4 shows a turning-on timing of the LED 21 and section (C) of Fig. 4 shows an output timing of source light which is generated through the color wheel (CW) 24 by means of oscillation of the laser diodes (B-LD) 20A to 20C.

As shown in Fig. 3, the color wheel 24 is configured to halve its circumference with the green fluorescent reflector 24G and the blue transmissive diffuser 24B. At the beginning of one frame period of time, in the color wheel 24, rotation of the motor 25 is controlled by the projection light processor 31 such that a position at which the blue transmissive diffuser 24B is switched to the green fluorescent reflector 24G is located on an optical axis extending from the laser diodes 20A to 20C.

At the beginning of one frame, during a period of time of the R field corresponding to 140 degrees in terms of the center angle of the color wheel 24, the red light is generated by the turning-on of the LED 21, as shown in section (B) of Fig. 4, and is irradiated onto the micro mirror device 16.

At this time, as an image corresponding to a red color is displayed by the micro mirror device 16, a red photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

When the color wheel 24 is rotated and, instead of the green fluorescent reflector 24G, the blue transmissive diffuser 24B is located on the optical axis extending from the laser diodes 20A to 20C, the blue transmission light diffused by the blue transmissive diffuser 24B is irradiated, as source light, onto the micro mirror device 16 during a later period of time of the B field corresponding to 70 degrees in terms of the center angle of the color wheel 24.

At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

Thereafter, the B field and the one frame period of time are ended, the green fluorescent reflector 24G, instead of the blue transmissive diffuser 24B, is again located on the optical axis extending from the laser diodes 20A to 20C, the oscillation of the laser diodes 20A to 20C is temporally stopped, and the LED 21 is again turned on to provide a period of time of the R field of the next frame.

In this manner, by controlling the turning-on timing of the LED 21 and the oscillation timing of the laser diodes 20A to 20C in synchronization with the rotation of the color wheel 24 on which the green fluorescent reflector 24G and the blue transmissive diffuser 24B are formed, the red light by the turning-on of the LED 21 and the green and blue light by the oscillation of the laser diodes 20A to 20C are cyclically generated in a time division manner and are irradiated onto the micro mirror device 16.

As described in detail above, according to the embodiment, in consideration of the fact that emission luminance of a red fluorescent material which emits light by excitation of laser light is lower than those of other colors, in a case where luminance of each of primary color components obtained by the laser diodes 20A to 20C which oscillates blue light as a single light source is uneven, it is possible to take a balance for each primary color and make color reproducibility compatible with the brightness of a projection image by compensating for the unevenness of the luminance using the LED 21 which emits the red light as a different light source.

First Modification

Next, a first modification according to the embodiment will be described.

In this modification, it is assumed that the data projector apparatus 10, particularly, the light source unit 17, has the same basic configuration as those shown in Figs. 1 and 2, and explanation thereof will be omitted.

It is here assumed that a time ratio between time slots during which primary R, Y (yellow), G and B
images constituting one frame of a color image to be projected (hereinafter referred to as “R field, Y field, G field and B field”) is 10.5 : 10.5 : 8 : 7.

[0074] In other words, with respect to one rotation of 360 degrees of the color wheel 24 which is being rotated at a constant speed, a time ratio r : y : g : b between R field, Y field, G field and B field becomes 105 degrees : 105 degrees : 80 degrees : 70 degrees in terms of a center angle of the color wheel 24.

[0075] Section (A) of Fig. 5 shows a color of source light irradiated onto the micro mirror device 16. As shown in the figure, a control is performed such that each photo image of the R field, Y field, G field and B field is formed one by one during a period of time corresponding to one frame.

[0076] Section (B) of Fig. 5 shows a turning-on timing of the LED 21 and section (C) of Fig. 5 shows an output timing of source light which is generated through the color wheel (CW) 24 by means of oscillation of the laser diodes (B-LD) 20A to 20C.

[0077] As shown in Fig. 3, the color wheel 24 is configured to halve its circumference with the green fluorescent reflector 24G and the blue transmissive diffuser 24B. At the beginning of one frame period of time, in the color wheel 24, rotation of the motor 25 is controlled by the projection light processor 31 such that a position at which the blue transmissive diffuser 24B is switched to the green fluorescent reflector 24G is located on an optical axis extending from the laser diodes 20A to 20C.

[0078] At the beginning of one frame, during a period of time of the R field corresponding to 105 degrees in terms of the center angle of the color wheel 24, only the red light is generated by the turning-on of the LED 21, as shown in section (B) of Fig. 5, and is irradiated onto the micro mirror device 16.

[0079] At this time, as an image corresponding to a red color is displayed by the micro mirror device 16, a red photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0080] The oscillation of the laser diodes 20A to 20C is temporarily stopped. For that reason, although the green fluorescent reflector 24G of the color wheel 24 is located at a position on their optical axis while the laser diodes 20A to 20C are oscillating, since the oscillation of the laser diodes 20A to 20C is temporarily stopped, the green light as source light is not generated.

[0081] Thereafter, with the LED 21 remaining turned on, the oscillation of the laser diodes 20A to 20C is initiated, and then, a period of time of the Y field corresponding to 105 degrees in terms of the center angle of the color wheel 24 is provided.

[0082] At this time, the red light by the turning-on of the LED 21 is mixed with the green reflection light excited by the green fluorescent reflector 24G of the color wheel 24 by the oscillation of the laser diodes 20A to 20C after the dichroic mirror 23, and is irradiated, as yellow source light, onto the micro mirror device 16.

[0083] At this time, as an image corresponding to a yellow color is displayed by the micro mirror device 16, a green photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0084] In a period of time of the subsequent G field, the LED 21 is turned off, the oscillation of the laser diodes 20A to 20C continues, and then, a period of time of the G field corresponding to 80 degrees in terms of the center angle of the color wheel 24 is provided.

[0085] At this time, the green reflection light excited by the green fluorescent reflector 24G of the color wheel 24 by the oscillation of the laser diodes 20A to 20C is irradiated, as source light, onto the micro mirror device 16.

[0086] Accordingly, as an image corresponding to a green color is displayed by the micro mirror device 16, a green photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0087] Thereafter, when the color wheel 24 is rotated and, instead of the green fluorescent reflector 24G, the blue transmissive diffuser 24B is located on the optical axis extending from the laser diodes 20A to 20C, a period of time of the B field corresponding to 70 degrees in terms of the center angle of the color wheel 24 is provided and the blue transmissive light diffused by the blue transmissive diffuser 24B is irradiated, as source light, onto the micro mirror device 16 during this period of time of the B field.

[0088] At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0089] Thereafter, the B field and the one frame period of time are ended, the green fluorescent reflector 24G, instead of the blue transmissive diffuser 24B, is again located on the optical axis extending from the laser diodes 20A to 20C, the oscillation of the laser diodes 20A to 20C is temporarily stopped, and the LED 21 is again turned on to provide a period of time of the R field of the next frame.

[0090] In this manner, by controlling the turning-on timing of the LED 21 and the oscillation timing of the laser diodes 20A to 20C in synchronization with the rotation of the color wheel 24 on which the green fluorescent reflector 24G and the blue transmissive diffuser 24B are formed, the red light by the turning-on of the LED 21 alone, the yellow light by the mixture of the red light by the turning-on of the LED 21 and the green light by the oscillation of the laser diodes 20A to 20C, and the green and blue light by the oscillation of the laser diodes 20A to 20C alone are cyclically generated in a time division manner and are irradiated onto the micro mirror device 16.

[0091] In particular, in order to obtain the yellow light by a mixed color (complementary color) using both the LED 21 and the laser diodes 20A to 20C, the period of
time of the turning-on of the LED 21 and the period of
time of the oscillation of the laser diodes 20A to 20C were
set to extend over those shown in Fig. 4, as indicated by
arrows Va and Vb in Fig. 5, respectively. This allows the
entire projection image to be brighter.

Second Modification

[0092] Next, a second modification according to the
embodiment will be described.

[0093] In this modification, it is assumed that the data
projector apparatus 10, particularly, the light source unit
17, has the same basic configuration as those shown in
Figs. 1 and 2, and explanation thereof will be omitted.

[0094] It is here assumed that a time ratio between
time slots during which primary R, W (white), Y (yellow),
G and B images constituting one frame of a color image
to be projected (hereinafter referred to as “R field, W field,
Y field, G field and B field”) is 10.5 : 5.5 : 5 : 8 : 7.

[0095] In other words, with respect to one rotation of
360 degrees of the color wheel 24 which is being rotated
at a constant speed, a time ratio r : w : y : g : b between
R field, W field, Y field, G field and B field becomes 105
degrees : 55 degrees : 50 degrees : 80 degrees : 70 de-
grees in terms of a center angle of the color wheel 24.

[0096] Fig. 6 shows a configuration of a color wheel
241 replaced for the color wheel 24. As shown in the
same figure, on the color wheel 241, one ring is formed
with a combination of, for example, a cyan fluorescent
reflector 24C of an arc form having a center angle of 160
degrees, a green fluorescent reflector 24G1 of an arc
form having a center angle of 50 degrees, a green fluo-
rescent reflector 24G2 of an arc form having a center
angle of 80 degrees and a blue transmissive diffuser 24B
of an arc form having a center angle of 70 degrees.

[0097] If the cyan fluorescent reflector 24C of the color
wheel 241 is placed at a position to be irradiated with the
blue light emitted from the laser diodes 20A to 20C, the
reflector is excited to emit cyan (indigo blue) light having
a wavelength range with a center wavelength of, for ex-
ample, about 480 [nm], by the irradiation, and the excited
cyan light is reflected by the color wheel 241 and then
the dichroic mirror 23 through the lens group 44.

[0098] When the green fluorescent reflector 24G1 of
the color wheel 241 is placed at a position to be irradiated
with the blue light emitted from the laser diodes 20A to
20C, the reflector is excited to emit green light having a
wavelength range with a center wavelength of, for ex-
ample, about 560 [nm], by the irradiation, and the excited
green light is reflected by the color wheel 241 and then
the dichroic mirror 23 through the lens group 44.

[0099] When the green fluorescent reflector 24G2 of
the color wheel 241 is placed at a position to be irradiated
with the blue light emitted from the laser diodes 20A to
20C, the reflector is excited to emit green light having a
wavelength range with a center wavelength of, for ex-
ample, about 530 [nm], by the irradiation, and the excited
green light is reflected by the color wheel 241 and then
the dichroic mirror 23 through the lens group 44.

[0100] Section (A) of Fig. 7 shows a color of source
light irradiated onto the micro mirror device 16. As shown
in the figure, a control is performed such that each photo
image of the R field, W field, Y field, G field and B field
is formed one by one during a period of time correspond-
ing to one frame.

[0101] Section (B) of Fig. 7 shows a turning-on timing
of the LED 21 and section (C) of Fig. 7 shows an output
timing of source light which is generated through the color
wheel (CW) 241 by means of oscillation of the laser di-
odes (B-LD) 20A to 20C.

[0102] As shown in Fig. 6, the color wheel 241 is con-
figured to quarter its circumference with the cyan fluo-
rescent reflector 24C, the green fluorescent reflector
24G1, the green fluorescent reflector 24G2 and the blue
transmissive diffuser 24B. At the beginning of one frame
time of time, in the color wheel 241, rotation of the motor
25 is controlled by the projection light processor 31 such
that a position at which the blue transmissive diffuser 24B
is switched to the cyan fluorescent reflector 24C is locat-
ed on an optical axis extending from the laser diodes 20A
to 20C.

[0103] At the beginning of one frame, during a period
of time of the R field corresponding to 105 degrees in
terms of the center angle of the color wheel 241, only
the red light is generated by the turning-on of the LED 21,
as shown in section (B) of Fig. 7, and is irradiated onto
the micro mirror device 16.

[0104] At this time, as an image corresponding to a red
color is displayed by the micro mirror device 16, a red
photo image is formed by its reflection light and is pro-
jected toward an external projection object through the
projection lens unit 19.

[0105] The oscillation of the laser diodes 20A to 20C
is temporarily stopped. For that reason, although the cy-
an fluorescent reflector 24C of the color wheel 241 is
located at a position on their optical axis while the laser
diodes 20A to 20C are oscillating, since the oscillation of
the laser diodes 20A to 20C is temporarily stopped, the
cyan light as source light is not generated.

[0106] Thereafter, with the LED 21 remaining turned
on, the oscillation of the laser diodes 20A to 20C is initi-
atmed, and then, a period of time of the W field corres-
ponding to 55 degrees in terms of the center angle of the color
wheel 241 is provided.

[0107] At this time, the red light by the turning-on of
the LED 21 is mixed with the cyan reflection light excited
by the cyan fluorescent reflector 24C of the color wheel
241 by the oscillation of the laser diodes 20A to 20C after
the dichroic mirror 23, and is irradiated, as white source
light, onto the micro mirror device 16.

[0108] At this time, as a luminance image correspond-
ing to a white color is displayed by the micro mirror device
16, a photo image by a monochromatic luminance image
is formed by its reflection light and is projected toward
an external projection object through the projection lens
unit 19.
[0109] In a period of time of the subsequent Y field, the turning-on of the LED 21 and the oscillation of the laser diodes 20A to 20C continue, and the green fluorescent reflector 24G1 of the color wheel 241 is located on the optical axis of the background color light extending from the laser diodes 20A to 20C.

[0110] Hereby, the red light by the turning-on of the LED 21 is mixed with the green reflection light excited by the green fluorescent reflector 24G1 of the color wheel 241 by the oscillation of the laser diodes 20A to 20C after the dichroic mirror 23, and is irradiated, as yellow source light, onto the micro mirror device 16.

[0111] At this time, as an image corresponding to a yellow color is displayed by the micro mirror device 16, a yellow photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0112] In a period of time of the subsequent G field, the LED 21 is turned off, the oscillation of the laser diodes 20A to 20C continues, and then, a period of time of the G field corresponding to 80 degrees in terms of the center angle of the color wheel 241 is provided.

[0113] At this time, the green reflection light excited by the green fluorescent reflector 24G2 of the color wheel 241 by the oscillation of the laser diodes 20A to 20C is temporarily stopped, and the LED 21 is again turned on to provide a period of time of the R field of the next frame.

[0114] Accordingly, as an image corresponding to a green color is displayed by the micro mirror device 16, a green photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0115] Thereafter, when the color wheel 241 is further rotated and, instead of the green fluorescent reflector 24G2, the blue transmissive diffuser 24B is located on the optical axis extending from the laser diodes 20A to 20C, a period of time of the B field corresponding to 70 degrees in terms of the center angle of the color wheel 241 is provided and the blue transimission light lightdiffused by the blue transmissive diffuser 24B is irradiated, as source light, onto the micro mirror device 16 during this period of time of the B field.

[0116] At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0117] Thereafter, the B field and the one frame period of time are ended, the cyan fluorescent reflector 24C, instead of the blue transmissive diffuser 24B, is again located on the optical axis extending from the laser diodes 20A to 20C, the oscillation of the laser diodes 20A to 20C is temporarily stopped, and the LED 21 is again turned on to provide a period of time of the R field of the next frame.

[0118] In this manner, by controlling the turning-on timing of the LED 21 and the oscillation timing of the laser diodes 20A to 20C in synchronization with the rotation of the color wheel 241 on which the cyan fluorescent reflector 24C, the green fluorescent reflectors 24G1 and 24G2 and the blue transmissive diffuser 24B are formed, the red light by the turning-on of the LED 21 alone, the white light by the mixture of the red light by the turning-on of the LED 21 and the cyan light by the oscillation of the laser diodes 20A to 20C, the yellow light by the mixture of the red light by the turning-on of the LED 21 and the green light by the oscillation of the laser diodes 20A to 20C, and the green and blue light by the oscillation of the laser diodes 20A to 20C alone are cyclically generated in a time division manner and are irradiated onto the micro mirror device 16.

[0119] In particular, in order to obtain the white light and the yellow light by a mixed color (complementary color) using both the LED 21 and the laser diodes 20A to 20C, the kind of fluorescent material formed on the color wheel 214 was varied. This makes it possible to obtain source light of a variety of colors without changing an output of a light source side, which may result in higher brightness and excellent color rendering of the entire projection image.

Third Modification

[0120] Next, a third modification according to the embodiment will be described.

[0121] In this modification, it is assumed that the data projector apparatus 10, particularly, the light source unit 17, has the same basic configuration as those shown in Figs. 1 and 2, and explanation thereof will be omitted.

[0122] Here, boundary time slots (hereinafter referred to as "spoke time slots") are provided for respective time slots during which primary R, G and B images constituting one frame of a color image to be projected are projected (hereinafter referred to as "R field, G field and B field"), with one frame being constituted by 6 R, Y (yellow), G, Y (yellow), B and M (magenta) fields in total, and it is assumed that a time ratio between the R, Y, G, Y, B and M fields is 13 : 1 : 14 : 1 : 6 : 1.

[0123] In other words, with respect to one rotation of 360 degrees of the color wheel 24 which is being rotated at a constant speed, a time ratio r : y : g : y : b : m between the R field, Y field, G field, Y field, B field and M field becomes 130 degrees : 10 degrees : 140 degrees : 10 degrees : 60 degrees : 10 degrees in terms of a center angle of the color wheel 24.

[0124] Section (A) of Fig. 8 shows a color of source light irradiated onto the micro mirror device 16. As shown in the figure, a control is performed such that each photo image of the R field, Y field, G field, Y field, B field and M field is formed one by one during a period of time corresponding to one frame.

[0125] Section (B) of Fig. 8 shows a turning-on timing of the LED 21 and section (C) of Fig. 8 shows an output timing of source light which is generated through the color wheel (CW) 24 by means of oscillation of the laser diodes (B-LD) 20A to 20C.
As shown in Fig. 3, the color wheel 24 is configured to halve its circumference with the green fluorescent reflector 24G and the blue transmissive diffuser 24B. At the beginning of one frame period of time, in the color wheel 24, rotation of the motor 25 is controlled by the projection light processor 31 such that a position at which the blue transmissive diffuser 24B is switched to the green fluorescent reflector 24G is located on an optical axis extending from the laser diodes 20A to 20C.

At the beginning of one frame, during a period of time of the R field corresponding to 130 degrees in terms of the center angle of the color wheel 24, the red light is generated by the LED 21 which continues to be turned on from an immediately previous frame, as shown in section (B) of Fig. 8, and is irradiated onto the micro mirror device 16.

At this time, as an image corresponding to a red color is displayed by the micro mirror device 16, a red photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

The oscillation of the laser diodes 20A to 20C is temporarily stopped. For that reason, although the green fluorescent reflector 24G of the color wheel 24 is located at a position on their optical axis while the laser diodes 20A to 20C are oscillating, since the oscillation of the laser diodes 20A to 20C is temporarily stopped, the green light as source light is not generated.

Thereafter, with the LED 21 remaining turned on, the oscillation of the laser diodes 20A to 20C is initiated, and then, the green reflection light excited by the green fluorescent reflector 24G is also irradiated, as source light, onto the micro mirror device 16 for a period of time of the Y field corresponding to 10 degrees in terms of the center angle of the color wheel 24.

At this time, after the dichroic mirror 23, the red light by the turning-on of the LED 21 is mixed with the green light excited by the green fluorescent reflector 24G, and yellow light by a complementary color is irradiated onto the micro mirror device 16. As an image corresponding to a yellow color is displayed by the micro mirror device 16, a yellow photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

After this short Y field, the turning-on of the red light by the LED 21 is again initiated with the generation of the green light by the laser diodes 20A to 20C and the color wheel 24 maintained.

In the second Y field of this one frame, like the Y field immediately before the G field, the red light by the turning-on of the LED 21 is mixed with the green light and the yellow light by a complementary color is irradiated onto the micro mirror device 16 for a period of time corresponding to 10 degrees in terms of the center angle of the color wheel 24. As an image corresponding to a yellow color is displayed by the micro mirror device 16, a yellow photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. The LED 21 is turned off at the same time when the second Y field is ended.

In the subsequent B field, the blue transmissive diffuser 24B instead of the green fluorescent reflector 24G is located on the optical axis extending from the laser diodes 20A to 20C by the rotation of the color wheel 24, and thereafter, only the blue transmission light diffused by the blue transmissive diffuser 24B is irradiated, as source light, onto the micro mirror device 16 during a period of time of the B field corresponding to 60 degrees in terms of the center angle of the color wheel 24.

At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

Thereafter, the B field is ended, and the turning-on of the red light by the LED 21 is again initiated with the generation of the blue light by the laser diodes 20A to 20C and the color wheel 24 maintained.

In the M field, the red light by the turning-on of the LED 21 is mixed with the blue light and the magenta (murex) light by a complementary color is irradiated onto the micro mirror device 16 during a period of time corresponding to 10 degrees in terms of the center angle of the color wheel 24.

As an image corresponding to a magenta color is displayed by the micro mirror device 16, a magenta photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. Even after the M field is ended, the turning-on of the LED 21 is maintained for the next frame.

In this manner, since a period of time during which a complementary image by the color mixture by the simultaneous turning-on of the LED 21 is projected for the spoke time slots which are the boundary time slots for respective time slots during which primary R, G and B images are originally projected is provided, the entire image can be brighter.

In addition, although it has been illustrated that the yellow image and the magenta image are respectively projected in two Y fields and one M field per one frame of the spoke time slots, brightness of an image per one frame may be further increased by providing a full gray
scale in which all pixels of the micro mirror device 16 continue to be turned on during a corresponding field period of time, without necessarily forming a photo image in the spoke time slots after a color balance with different fields is adjusted.

In addition, similarly, in two Y fields and one M field per one frame of the spoke time slots, by forming and projecting photo images in a wider color range corresponding to the light source color, for example, a photo image according to a color range of orange color to yellow color to yellowish green color in the Y fields and a photo image according to a color range of blue color to celadon green color to violet color in the M field, a brighter image may be provided and a color reproducibility may be increased.

Fourth Modification

Next, a fourth modification according to the embodiment will be described.

In this modification, it is assumed that the data projector apparatus 10, particularly, the light source unit 17, has the same basic configuration as those shown in Figs. 1 and 2, and explanation thereof will be omitted.

Here, boundary time slots (hereinafter referred to as "spoke time slots") are provided for respective time slots during which primary R, G and B images constituting one frame of a color image to be projected are projected (hereinafter referred to as "R field, G field and B field"), with one frame being constituted by 6 R, Y (yellow), G, W (white), B, and M (magenta) fields in total, and it is assumed that a time ratio between the R, Y, G, W, B and M fields is 13 : 1 : 14 : 1 : 6 : 1.

In other words, with respect to one rotation of 360 degrees of the color wheel 242 which is being rotated at a constant speed, a time ratio of: y : g : w : b : m between the R field, Y field, G field, W field, B field and M field becomes 130 degrees : 10 degrees : 140 degrees : 10 degrees : 70 degrees : 10 degrees in terms of a center angle of the color wheel 24.

Fig. 9 shows a configuration of a color wheel 242 replacing the color wheel 24. As shown in the same figure, on the color wheel 242, one ring is formed with a combination of, for example, a green fluorescent reflector 24G1 of an arc form having a center angle of 130 degrees, a green fluorescent reflector 24G2 having a center angle of 10 degrees, a green fluorescent reflector 24G1 of an arc form having a center angle of 140 degrees, a cyan fluorescent reflector 24C having a center angle of 10 degrees, a blue transmissive diffuser 24B1 having a center angle of 60 degrees and a blue fluorescent reflector 24B2 having a center angle of 10 degrees.

When the green fluorescent reflector 24G1 of the color wheel 242 is placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, the reflector is excited to emit green light having a wavelength range with a center wavelength of, for example, about 530 [nm], by the irradiation, and the excited green light is reflected by the color wheel 242 and then the dichroic mirror 23 through the lens group 44.

When the green fluorescent reflector 24G2 of the color wheel 242, which corresponds to a spoke period of time, is placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, the reflector is excited to emit green light having a wavelength range with a center wavelength of, for example, about 560 [nm], by the irradiation, and the excited green light is reflected by the color wheel 242 and then the dichroic mirror 23 through the lens group 44.

When the cyan fluorescent reflector 24C of the color wheel 242, which equally corresponds to a spoke period of time, is placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, the reflector is excited to emit cyan (indigo blue) light having a wavelength range with a center wavelength of, for example, about 480 [nm], by the irradiation, and the excited cyan light is reflected by the color wheel 242 and then the dichroic mirror 23 through the lens group 44.

When the blue transmissive diffuser 24B1 of the color wheel 242 is placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, blue light having an oscillating wavelength of about 450 [nm] of the laser diodes 20A to 20C is diffused and transmitted by the irradiation, and the transmitted blue light is transmitted through the dichroic mirror 28 through the mirrors 26 and 27.

When the blue fluorescent reflector 24B2 of the color wheel 242, which corresponds to a spoke period of time, is placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, the reflector is excited to emit blue light having a wavelength range with a center wavelength of, for example, about 490 [nm], by the irradiation, and the excited blue light is reflected by the color wheel 242 and then the dichroic mirror 23 through the lens group 44.

Section (A) of Fig. 10 shows a color of source light irradiated onto the micro mirror device 16. As shown in the figure, a control is performed such that each photo image of the R field, Y field, G field, W field, B field and M field is divided into two parts with the green fluorescent reflector 24G1, the green fluorescent reflector 24G2, the cyan fluorescent reflector 24C, the blue transmissive reflec-
At the beginning of one frame, during a period of time of the color wheel 242, rotation of the motor 25 is controlled by the projection light processor 31 such that a position at which the blue fluorescent reflector 24B2 is switched to the projection light processor 31 such that a position at which the wheel 242, rotation of the motor 25 is controlled by the blue fluorescent reflector 24B1 and the blue fluorescent reflector 24B2. At the beginning of one frame, during a period of time of the color wheel 242, the red light is generated by the LED 21 which continues to be turned on from an immediately previous frame, as shown in section (B) of Fig. 10, and is irradiated onto the micro mirror device 16.

At this time, as an image corresponding to a red color is displayed by the micro mirror device 16, a red photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

The oscillation of the laser diodes 20A to 20C is temporarily stopped. For that reason, although the green fluorescent reflector 24G1 of the color wheel 242 is located at a position on their optical axis while the laser diodes 20A to 20C are oscillating, since the oscillation of the laser diodes 20A to 20C is temporarily stopped, the green light as source light is not generated.

Thereafter, with the LED 21 remaining turned on, the oscillation of the laser diodes 20A to 20C is initiated, and then, the green reflection light excited by the green fluorescent reflector 24G2 is also irradiated, as source light, onto the micro mirror device 16 for a period of time of the Y field corresponding to 10 degrees in terms of the center angle of the color wheel 242.

At this time, after the dichroic mirror 23, the red light by the turning-on of the LED 21 is mixed with the green light excited by the green fluorescent reflector 24G2, and yellow light by a complementary color is irradiated onto the micro mirror device 16. As an image corresponding to a yellow color is displayed by the micro mirror device 16, a yellow photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

After this short Y field, the LED 21 which generates the red light is turned off, the green fluorescent reflector 24G1 is instead located on the optical axis in the color wheel 242 to generate new green light. Thereafter, only the green reflection light excited by the green fluorescent reflector 24G1 is irradiated, as source light, onto the micro mirror device 16 for a period of time of the G field corresponding to 140 degrees in terms of the center angle of the color wheel 242.

As an image corresponding to a green color is displayed by the micro mirror device 16, a green photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

After completion of the G field, the cyan light by the cyan fluorescent reflector 24C is generated by the laser diodes 20A to 20C and the color wheel 242, and the turning-on of the red light by the LED 21 is initiated. In the W field, the red light by the turning-on of the LED 21 is mixed with the cyan light and the white light by a complementary color is irradiated onto the micro mirror device 16 for a period of time corresponding to 10 degrees in terms of the center angle of the color wheel 242.

As a luminance image corresponding to a white color is displayed by the micro mirror device 16, a photo image by only luminance of the white color is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. The LED 21 is turned off at the same time when this W field is ended.

In the subsequent B field, the blue transmissive diffuser 24B1 instead of the cyan fluorescent reflector 24C is located on the optical axis extending from the laser diodes 20A to 20C by the rotation of the color wheel 242, and thereafter, only the blue transmission light diffused by the blue transmissive diffuser 24B1 is irradiated, as source light, onto the micro mirror device 16 during a period of time of the B field corresponding to 60 degrees in terms of the center angle of the color wheel 242.

At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

Thereafter, the B field is ended, and the turning-on of the red light by the LED 21 is again initiated with the generation of the blue light by the laser diodes 20A to 20C and the blue fluorescent reflector 24B2 of the spoke period of time of the color wheel 242 maintained.

In the M field, the red light by the turning-on of the LED 21 is mixed with the blue light in the blue fluorescent reflector 24B2 and the magenta (murex) light by a complementary color is irradiated onto the micro mirror device 16 during a period of time corresponding to 10 degrees in terms of the center angle of the color wheel 242. As an image corresponding to a magenta color is displayed by the micro mirror device 16, a magenta photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. Even after the M field is ended, the turning-on of the LED 21 is maintained for the next frame.

In this manner, since a period of time during which a complementary image by the color mixture by the simultaneous turning-on of the LED 21 is projected for the spoke time slots which are the boundary time slots for respective time slots during which primary R, G and B images are originally projected is provided, the entire image can be brighter.

In addition, it was intentionally assumed that the fluorescent materials used for the spoke time slots of the color wheel 242 excite colors having a frequency band different from those of adjacent fluorescent materials of the same colors. This makes it possible to obtain source materials which do not overlap.

As an image corresponding to a white color is displayed by the micro mirror device 16, a blue photo image by only luminance of the white color is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. The LED 21 is turned off at the same time when this W field is ended.

In the subsequent B field, the blue transmissive diffuser 24B1 instead of the cyan fluorescent reflector 24C is located on the optical axis extending from the laser diodes 20A to 20C by the rotation of the color wheel 242, and thereafter, only the blue transmission light diffused by the blue transmissive diffuser 24B1 is irradiated, as source light, onto the micro mirror device 16 during a period of time of the B field corresponding to 60 degrees in terms of the center angle of the color wheel 242.

At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

Thereafter, the B field is ended, and the turning-on of the red light by the LED 21 is again initiated with the generation of the blue light by the laser diodes 20A to 20C and the blue fluorescent reflector 24B2 of the spoke period of time of the color wheel 242 maintained.

In the M field, the red light by the turning-on of the LED 21 is mixed with the blue light in the blue fluorescent reflector 24B2 and the magenta (murex) light by a complementary color is irradiated onto the micro mirror device 16 during a period of time corresponding to 10 degrees in terms of the center angle of the color wheel 242. As an image corresponding to a magenta color is displayed by the micro mirror device 16, a magenta photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. Even after the M field is ended, the turning-on of the LED 21 is maintained for the next frame.

In this manner, since a period of time during which a complementary image by the color mixture by the simultaneous turning-on of the LED 21 is projected for the spoke time slots which are the boundary time slots for respective time slots during which primary R, G and B images are originally projected is provided, the entire image can be brighter.
light of a variety of colors without changing an output of a light source side, which may result in higher brightness and excellent color rendering of the entire projection image.

Fifth Modification

[0174] Next, a fifth modification according to the embodiment will be described.

[0175] In this modification, it is assumed that the data projector apparatus 10, particularly, the light source unit 17, has the same basic configuration as those shown in Figs. 1 and 2, and explanation thereof will be omitted.

[0176] It is here assumed that a time ratio between time slots during which primary R, Y (yellow), G, Y, M (magenta), B and M images constituting one frame of a color image to be projected (hereinafter referred to as "R field, Y field, G field, Y field, M field, B field and M field") is 8:5:12:5:6:1:1:5:2.

[0177] In other words, with respect to one rotation of 360 degrees of the color wheel 24 which is being rotated at a constant speed, a time ratio \( r : y : g : y : m : b : m \) between the R field, Y field, G field, Y field, M field, B field and M field becomes 85 degrees : 125 degrees : 60 degrees : 10 degrees : 10 degrees : 50 degrees : 20 degrees in terms of a center angle of the color wheel 24.

[0178] Section (A) of Fig. 11 shows a color of source light irradiated onto the micro mirror device 16. As shown in the figure, a control is performed such that each photo image of the R field, Y field, G field, Y field, M field, B field and M field is formed one by one during a period of time corresponding to one frame.

[0179] Section (B) of Fig. 11 shows a turning-on timing of the LED 21 and section (C) of Fig. 11 shows an output timing of source light which is generated through the color wheel (CW) 24 by means of oscillation of the laser diodes (B-LD) 20A to 20C.

[0180] As shown in Fig. 3, the color wheel 24 is configured to halve its circumference with the green fluorescent reflector 24G and the blue transmissive diffuser 24B. At the beginning of one frame period of time, in the color wheel 24, rotation of the motor 25 is controlled by the projection light processor 31 such that a position at which the blue transmissive diffuser 24B is switched to the green fluorescent reflector 24G is located on an optical axis extending from the laser diodes 20A to 20C.

[0181] At the beginning of one frame, during a period of time of the R field corresponding to 85 degrees in terms of the center angle of the color wheel 24, the red light is generated by the LED 21 which continues to be turned on from an immediately previous frame, as shown in section (B) of Fig. 11, and is irradiated onto the micro mirror device 16.

[0182] At this time, as an image corresponding to a red color image is formed by the micro mirror device 16, a red photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0183] The oscillation of the laser diodes 20A to 20C is temporarily stopped. For that reason, although the green fluorescent reflector 24G of the color wheel 24 is located at a position on their optical axis while the laser diodes 20A to 20C are oscillating, since the oscillation of the laser diodes 20A to 20C is temporarily stopped, the green light as source light is not generated.

[0184] Thereafter, with the LED 21 remaining turned on, the oscillation of the laser diodes 20A to 20C is initiated, and then, a period of time of the \( Y \) field corresponding to 125 degrees in terms of the center angle of the color wheel 24 is provided.

[0185] Accordingly, the red light by the turning-on of the LED 21 is mixed with the green reflection light excited by the green fluorescent reflector 24G of the color wheel 24 by the oscillation of the laser diodes 20A to 20C after the dichroic mirror 23, and is irradiated, as yellow source light, onto the micro mirror device 16.

[0186] At this time, as an image corresponding to a yellow color is displayed by the micro mirror device 16, a yellow photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0187] In a period of time of the subsequent G field, the LED 21 is turned off, the oscillation of the laser diodes 20A to 20C continues, and then, a period of time of the G field corresponding to 60 degrees in terms of the center angle of the color wheel 24 is provided.

[0188] At this time, the green reflection light excited by the green fluorescent reflector 24G of the color wheel 24 by the oscillation of the laser diodes 20A to 20C is irradiated, as source light, onto the micro mirror device 16.

[0189] Accordingly, as an image corresponding to a green color is displayed by the micro mirror device 16, a green photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0190] Thereafter, when the last portion of the green fluorescent reflector 24G is located on the optical axis extending from the laser diodes 20A to 20C, the LED 21 is turned on for a period of time of the Y field corresponding to 10 degrees in terms of the center angle of the color wheel 24, and the red light is combined and irradiated onto the micro mirror device 16.

[0191] Accordingly, the red light by the turning-on of the LED 21 is mixed with the green reflection light excited by the green fluorescent reflector 24G of the color wheel 24 by the oscillation of the laser diodes 20A to 20C after the dichroic mirror 23, and is irradiated, as yellow source light, onto the micro mirror device 16.

[0192] At this time, as an image corresponding to a yellow color is displayed by the micro mirror device 16, a yellow photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0193] When the color wheel 24 is rotated and, instead of the green fluorescent reflector 24G, the blue transmissive diffuser 24B is located on the optical axis extending
from the laser diodes 20A to 20C, a period of time of the M field corresponding to 10 degrees in terms of the center angle of the color wheel 24 is provided, the blue transmission light diffused by the blue transmissive diffuser 24B is mixed with the red light generated from the LED 21 during this M field, and source light of a magenta color which is its complementary color is irradiated onto the micro mirror device 16.

At this time, as an image corresponding to a magenta color is displayed by the micro mirror device 16, a magenta photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. The LED 21 is turned off at the same time as the M field is ended.

In the subsequent B field, only the blue transmission light diffused by the blue transmissive diffuser 24B is irradiated, as source light, onto the micro mirror device 16 during a period of time corresponding to 50 degrees in terms of the center angle of the color wheel 24.

At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

Thereafter, the B field is ended, the M field is again provided, and the turning-on of the red light by the LED 21 is initiated. In this M field, the red light by the turning-on of the LED 21 is mixed with the blue light transmitted through the blue transmissive diffuser 24B during a period of time corresponding to 20 degrees in terms of the center angle of the color wheel 24, and the magenta light by a complementary color is irradiated onto the micro mirror device 16.

As an image corresponding to a magenta color is displayed by the micro mirror device 16, a magenta photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. Even after this M field is ended, the turning-on of the LED 21 is maintained for the next frame.

In this manner, by controlling the turning-on timing of the LED 21 and the oscillation timing of the laser diodes 20A to 20C in synchronization with the rotation of the color wheel 24 on which the green fluorescent reflector 24G and the blue transmissive diffuser 24B are formed, the red light by the turning-on of the LED 21 alone, the yellow light by the mixture of the red light by the turning-on of the LED 21 and the green light by the oscillation of the laser diodes 20A to 20C, and the green light, yellow light, magenta light, blue light and magenta light by the oscillation of the laser diodes 20A to 20C alone are cyclically generated in a time division manner and are irradiated onto the micro mirror device 16.

In particular, in order to obtain the yellow light by a mixed color (complementary color) using both the LED 21 and the laser diodes 20A to 20C, the period of time of the turning-on of the LED 21 and the period of time of the oscillation of the laser diodes 20A to 20C were set to extend over those shown in Fig. 4, as indicated by arrows XIa and XIb in Fig. 11, respectively. In addition, both of the LED 21 and the laser diodes 20A to 20C were used for spoke time slots which are switching time slots for R, Y, G and B. This allows the entire projection image to be brighter.

Sixth Modification

Next, a sixth modification according to the embodiment will be described.

In this modification, it is assumed that the data projector apparatus 10, particularly, the light source unit 17, has the same basic configuration as those shown in Figs. 1 and 2, and explanation thereof will be omitted.

Here, boundary time slots (hereinafter referred to as "spoke time slots") are provided for respective time slots during which primary R, Y (yellow), G and B images constituting one frame of a color image to be projected are projected (hereinafter referred to as "R field, Y field, G field and B field"), with one frame being constituted by 8 R, W(white)1, Y, W2, G, W3, B and W4 fields in total, and it is assumed that a time ratio between the R, W1, Y, W2, G, W3 and W4 fields is 8.5 : 2 : 8.5 : 2 : 6 : 2 : 5 : 2.

In other words, as will be described later, with respect to one rotation of 360 degrees of the color wheel 243 which is being rotated at a constant speed, a time ratio r : w1 : y : w2 : g : w3 : b : w4 between the R field, W1 field, Y field, W2 field, G field, W3 field, B field and W4 field becomes 85 degrees : 20 degrees : 85 degrees : 20 degrees : 60 degrees : 20 degrees : 50 degrees : 20 degrees in terms of a center angle of the color wheel 243.

Fig. 12 shows a configuration of a color wheel 243 replacing the color wheel 24. As shown in the same figure, on the color wheel 243, one ring is formed with a combination of, for example, a green fluorescent reflector 24G1 of an arc form having a center angle of 85 degrees, a cyan fluorescent reflector 24C1 of a center angle of 20 degrees, a green fluorescent reflector 24G2 of a center angle of 85 degrees, a cyan fluorescent reflector 24C2 of a center angle of 20 degrees, a green fluorescent reflector 24G3 of a center angle of 60 degrees, a cyan fluorescent reflector 24C3 of a center angle of 20 degrees, a blue transmissive diffuser 24B of a center angle of 50 degrees and a cyan fluorescent reflector 24C4 of a center angle of 20 degrees.

When the green fluorescent reflector 24G1 and the green fluorescent reflector 24G3, which have the same optical characteristic, are placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, the reflectors are excited to emit green light having a wavelength range with a center wavelength of, for example, about 530 [nm], by the irradiation, and the excited green light is reflected by the color wheel 243 and then the dichroic mirror 23 through the lens group 44.
placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, the reflector is excited to emit green light having a wavelength range with a center wavelength of, for example, about 560 [nm], by the irradiation, and the excited green light is reflected by the color wheel 243 and then the dichroic mirror 23 through the lens group 44.

[0208] When the blue transmissive diffuser 24B is placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, blue light having an oscillating wavelength of, for example, about 450 [nm] of the laser diodes 20A to 20C is diffused and transmitted. The transmitting blue light is also transmitted through the dichroic mirror 28 through the mirrors 26 and 27.

[0209] The cyan fluorescent reflectors 24C1 to 24C4 are interposed between the green fluorescent reflectors 24G1 to 24G3 and blue transmissive diffuser 24B, respectively, and are arranged to increase brightness of a projection image mainly for a short time of their respective boundary time slots (hereinafter referred to as “spoke time slots”).

[0210] However, these cyan fluorescent reflectors 24C1 to 24C4 are formed of fluorescent materials which are beforehand selected to have different wavelength bands of cyan light excited and emitted when blue light from the laser diodes 20A to 20C is irradiated thereon.

[0211] Section (A) of Fig. 13 shows a color of source light irradiated onto the micro mirror device 16. As shown in the figure, a control is performed such that each photo image of the R field, W1 field, Y field, W2 field, G field, W3 field, B field and W4 field is formed one by one during a period of time corresponding to one frame.

[0212] Section (B) of Fig. 13 shows a turning-on timing of the LED 21 and section (C) of Fig. 13 shows an output timing of source light which is generated through the color wheel (CW) 243 by means of oscillation of the laser diodes (B-LD) 20A to 20C.

[0213] As shown in Fig. 12, the color wheel 243 is configured to divide its circumference into 8 parts with the green fluorescent reflector 24G1, the cyan fluorescent reflector 24C1, the green fluorescent reflector 24G2, the cyan fluorescent reflector 24C2, the green fluorescent reflector 24G3, the cyan fluorescent reflector 24C3, the blue transmissive diffuser 24B and the cyan fluorescent reflector 24C4.

[0214] At the beginning of one frame period of time, in the color wheel 243, rotation of the motor 25 is controlled by the projection light processor 31 such that a position at which the cyan fluorescent reflector 24C4 is switched to the green fluorescent reflector 24G1 is located on an optical axis extending from the laser diodes 20A to 20C.

[0215] At the beginning of one frame, during a period of time of the R field corresponding to 85 degrees in terms of the center angle of the color wheel 243, the red light is generated by the LED 21 which continues to be turned on from an immediately previous frame, as shown in section (B) of Fig. 13, and is irradiated onto the micro mirror device 16.

[0216] At this time, as an image corresponding to a red color is displayed by the micro mirror device 16, a red photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0217] The oscillation of the laser diodes 20A to 20C is temporarily stopped. For that reason, although the green fluorescent reflector 24G1 of the color wheel 243 is located at a position on their optical axis while the laser diodes 20A to 20C are oscillating, since the oscillation of the laser diodes 20A to 20C is temporarily stopped, the green light as source light is not generated.

[0218] Thereafter, with the LED 21 remaining turned on, the oscillation of the laser diodes 20A to 20C is initiated, and then, the cyan reflection light excited by the cyan fluorescent reflector 24C1 is also irradiated, as source light, onto the micro mirror device 16 for a period of time of the W1 field corresponding to 20 degrees in terms of the center angle of the color wheel 243.

[0219] At this time, after the dichroic mirror 23, the red light by the turning-on of the LED 21 is mixed with the cyan light excited by the cyan fluorescent reflector 24C1, and white light by a complementary color is irradiated onto the micro mirror device 16.

[0220] As a luminance image corresponding to a white color is displayed by the micro mirror device 16, a white photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0221] After this short W1 field, while the generation of the red light by the turning-on of the LED 21 is maintained, the green fluorescent reflector 24G2 is instead located on the optical axis in the color wheel 243 to generate new green light. Thereafter, the red light from the LED 21 and the green reflection light excited by the green fluorescent reflector 24G2 are irradiated, as source light, onto the micro mirror device 16 for a period of time of the Y field corresponding to 85 degrees in terms of the center angle of the color wheel 243.

[0222] At this time, after the dichroic mirror 23, the red light by the turning-on of the LED 21 is mixed with the green light excited by the green fluorescent reflector 24G2, and yellow light by a complementary color is irradiated onto the micro mirror device 16. As an image corresponding to a yellow color is displayed by the micro mirror device 16, a yellow photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0223] Thereafter, with the LED 21 remaining turned on, the oscillation of the laser diodes 20A to 20C is also maintained, and then, the cyan reflection light excited by the cyan fluorescent reflector 24C2 is also irradiated, as source light, onto the micro mirror device 16 for a period of time of the W2 field corresponding to 20 degrees in terms of the center angle of the color wheel 243.

[0224] At this time, after the dichroic mirror 23, the red light by the turning-on of the LED 21 is mixed with the
cyan light excited by the cyan fluorescent reflector 24C2, and white light by a complementary color is irradiated onto the micro mirror device 16. As a luminance image corresponding to a white color is displayed by the micro mirror device 16, a white photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0225] After completion of this short W2 field, the LED 21 which generates the red light is turned off, and the green fluorescent reflector 24G3 is instead located on the optical axis in the color wheel 243 to generate new green light.

[0226] Thereafter, only the green reflection light excited by the green fluorescent reflector 24G3 is irradiated, as source light, onto the micro mirror device 16 for a period of time of the G field corresponding to 60 degrees in terms of the center angle of the color wheel 243.

[0227] As an image corresponding to a green color is displayed by the micro mirror device 16, a green photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0228] In addition, after the G field is ended, the cyan light by the cyan fluorescent reflector 24C3 is generated by the laser diodes 20A to 20C and the color wheel 243, and the turning-on of the red light by the LED 21 is again initiated.

[0229] In the W3 field, the red light by the turning-on of the LED 21 is mixed with the cyan light and white light by a complementary color is irradiated onto the micro mirror device 16 for a period of time corresponding to 20 degrees in terms of the center angle of the color wheel 243.

[0230] As a luminance image corresponding to a white color is displayed by the micro mirror device 16, a white photo image is formed solely in accordance with the white image by its reflection light and is projected toward an external projection object through the projection lens unit 19. The LED 21 is turned off at the same time when the W3 field is ended.

[0231] In the subsequent B field, the blue transmissive diffuser 24B instead of the cyan fluorescent reflector 24C3 is located on the optical axis extending from the laser diodes 20A to 20C by the rotation of the color wheel 243, and thereafter, only the blue transmission light diffused by the blue transmissive diffuser 24B is irradiated, as source light, onto the micro mirror device 16 during a period of time of the B field corresponding to 50 degrees in terms of the center angle of the color wheel 243.

[0232] At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0233] Thereafter, the B field is ended, and the turning-on of the red light by the LED 21 is again initiated with the generation of the cyan light by the laser diodes 20A to 20C and the cyan fluorescent reflector 24C4 of the spoke period of time of the color wheel 243 maintained.

[0234] In the W4 field, the red light by the turning-on of the LED 21 is mixed with the cyan light in the cyan fluorescent reflector 24C4 and the white light by a complementary color is irradiated onto the micro mirror device 16 during a period of time corresponding to 20 degrees in terms of the center angle of the color wheel 24.

[0235] As a luminance image corresponding to a white color is displayed by the micro mirror device 16, a white photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19. Even after the W4 field is ended, the turning-on of the LED 21 is maintained for the next frame.

[0236] In this manner, since a period of time during which a complementary image by the color mixture by the simultaneous turning-on of the LED 21 is projected for the spoke time slots which are the boundary time slots for respective time slots during which primary R, Y, G and B images are originally projected is provided, the entire image can be brighter.

[0237] In addition, although the cyan fluorescent reflectors 24C1 to 24C4 used for the spoke time slots of the color wheel 243 are identical in that they have the same cyan color, to be precise, it was assumed that they excite colors having different frequencies. This makes it possible to obtain source light of a variety of colors without changing an output of a light source side, which may result in higher brightness and excellent color rendering of the entire projection image.

Seventh Modification

[0238] Next, a seventh modification according to the embodiment will be described.

[0239] In this modification, it is assumed that the data projector apparatus 10, particularly, the light source unit 17, has the same basic configuration as those shown in Figs. 1 and 2, and explanation thereof will be omitted.

[0240] Here, four fields in the total of time slots during which primary R, G, Y (yellow) and B images constituting one frame of a color image are projected (hereinafter referred to as “R field, G field, Y field and B field”) are provided, and it is assumed that a time ratio between the R, G, Y and B fields is 10.5 : 10.5 : 8 : 7.

[0241] In other words, with respect to one rotation of 360 degrees of the color wheel 24 shown in Fig. 3, which is being rotated at a constant speed, a time ratio \( r : g : y : b \) between R field, G field, Y field and B field) are provided, and it is assumed that a time ratio between the R, G, Y and B fields is 10.5 : 10.5 : 8 : 7.

[0242] Section (A) of Fig. 14 shows a color of source light irradiated onto the micro mirror device 16. As shown in the figure, a control is performed such that each photo image of the R field, G field, Y field and B field is formed one by one during a period of time corresponding to one frame.

[0243] Section (B) of Fig. 14 shows a turning-on timing
of the LED 21 and section (C) of Fig. 14 shows an output timing of source light which is generated through the color wheel (CW) 24 by means of oscillation of the laser diodes (B-LD) 20A to 20C.

At the beginning of one frame period of time, in the color wheel 24, rotation of the motor 25 is controlled by the projection light processor 31 such that a position at which the blue transmissive diffuser 24B is switched to the green fluorescent reflector 24G is located on an optical axis extending from the laser diodes 20A to 20C.

At the beginning of one frame, during a period of time of the R field corresponding to 105 degrees in terms of the center angle of the color wheel 24, only the red light is generated by the turning-on of the LED 21, as shown in section (B) of Fig. 14, and is irradiated onto the micro mirror device 16.

The oscillation of the laser diodes 20A to 20C is temporarily stopped. For that reason, although the green fluorescent reflector 24G of the color wheel 24 is located at a position on their optical axis while the laser diodes 20A to 20C are oscillating, since the oscillation of the laser diodes 20A to 20C is temporarily stopped, the green light as source light is not generated.

Thereafter, in the G field, the LED 21 is turned off, the oscillation of the laser diodes 20A to 20C is initiated, and then, a period of time of the G field corresponding to 105 degrees in terms of the center angle of the color wheel 24 is provided.

At this time, the green reflection light excited by the green fluorescent reflector 24G of the color wheel 24 by the oscillation of the laser diodes 20A to 20C is irradiated, as source light, onto the micro mirror device 16.

Accordingly, as an image corresponding to a green color is displayed by the micro mirror device 16, a green photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

Thereafter, the B field and the one frame period of time are ended, the green fluorescent reflector 24G, instead of the blue transmissive diffuser 24B, is again located on the optical axis extending from the laser diodes 20A to 20C, the oscillation of the laser diodes 20A to 20C is temporarily stopped, and the LED 21 is again turned on to provide a period of time of the R field of the next frame.

In this manner, by controlling the turning-on timing of the LED 21 and the oscillation timing of the laser diodes 20A to 20C in synchronization with the rotation of the color wheel 24 on which the green fluorescent reflector 24G and the blue transmissive diffuser 24B are formed, the red light by the turning-on of the LED 21 alone, the green light by the oscillation of the laser diodes 20A to 20C alone, the yellow light by the mixture of the red light by the turning-on of the LED 21 and the green light by the oscillation of the laser diodes 20A to 20C, and the blue light are cyclically generated in a time division manner and are irradiated onto the micro mirror device 16.

In particular, in order to obtain the yellow light by a mixed color (complementary color) using both the LED 21 and the laser diodes 20A to 20C, the period of time of the turning-on of the LED 21 and the period of time of the oscillation of the laser diodes 20A to 20C were set to extend over those shown in Fig. 4, as indicated by arrows Va and Vb in Fig. 5, respectively. This allows the entire projection image to be brighter.

In addition, taking into account the turning-on period of the LED 21 shown in section (B) of Fig. 14, the turning-on and turning-off of the LED 21 are performed with two cycles for each field of the R field and Y field in total, which require the turning-on of the LED 21 to be during one frame.

In this manner, by increasing a driving frequency of the LED 21 and reducing continuous turning-on time intentionally, it is possible to maintain an emission driving with a stable and high luminance in consideration of char-
characteristic of the LED 21 that an emission luminance is lowered due to heat resistance by the continuous driving.

Eighth Modification

[0261] Next, an eighth modification according to the embodiment will be described.

[0262] In this modification, it is assumed that the data projector apparatus 10, particularly, the light source unit 17, has the same basic configuration as those shown in Figs. 1 and 2, and explanation thereof will be omitted.

[0263] Here, four fields in time of total slots during which primary R, G, M (magenta) and B images constituting one frame of a color image to be projected (hereinafter referred to as "R field, G field, M field and B field") are provided, and it is assumed that a time ratio between the R, G, M and B fields is 10.5 : 10.5 : 8 : 7.

[0264] In other words, as will be described later, with respect to one rotation of 360 degrees of the color wheel 244 which is being rotated at a constant speed, a time ratio : g : m : b between the R field, G field, M field and B field becomes 105 degrees : 105 degrees : 80 degrees : 70 degrees in terms of a center angle of the color wheel 244.

[0265] Fig. 15 shows a configuration of the color wheel 244 replacing the color wheel 24. As shown in the same figure, on the color wheel 244, one ring is formed with a combination of, for example, a green fluorescent reflector 24G of an arc form having a center angle of 210 degrees and a blue transmissive diffuser 24B of an arc form having a center angle of 150 degrees.

[0266] When the green fluorescent reflector 24G is placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, the reflector is excited to emit green light having a wavelength range with a center wavelength of, for example, about 530 [nm], by the irradiation, and the excited green light is reflected by the color wheel 244 and then the dichroic mirror 23 through the lens group 44.

[0267] When the blue transmissive diffuser 24B is placed at a position to be irradiated with the blue light emitted from the laser diodes 20A to 20C, blue light having an oscillating wavelength of, for example, about 450 [nm] of the laser diodes 20A to 20C is diffused and transmitted, and the transmitted blue light is transmitted through the dichroic mirror 28 through the mirrors 26 and 27.

[0268] Section (A) of Fig. 16 shows a color of source light irradiated onto the micro mirror device 16. As shown in the figure, a control is performed such that each photo image of the R field, G field, M field and B field is formed one by one during a period of time corresponding to one frame.

[0269] Section (B) of Fig. 16 shows a turning-on timing of the LED 21 and section (C) of Fig. 16 shows an output timing of source light which is generated through the color wheel (CW) 244 by means of oscillation of the laser diodes (B-LD) 20A to 20C.

[0270] As shown in Fig. 15, the color wheel 244 is configured to halve its circumference with the green fluorescent reflector 24G and the blue transmissive diffuser 24B. At the beginning of one frame period of time, in the color wheel 244, rotation of the motor 25 is controlled by the projection light processor 31 such that a position at which the blue transmissive diffuser 24B is switched to the green fluorescent reflector 24G is located on an optical axis extending from the laser diodes 20A to 20C.

[0271] At the beginning of one frame, during a period of time of the R field corresponding to 105 degrees in terms of the center angle of the color wheel 244, only the red light is generated by the turning-on of the LED 21, as shown in section (B) of Fig. 16, and is irradiated onto the micro mirror device 16.

[0272] At this time, as an image corresponding to a red color is displayed by the micro mirror device 16, a red photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0273] The oscillation of the laser diodes 20A to 20C is temporarily stopped. For that reason, although the green fluorescent reflector 24G of the color wheel 244 is located at a position on their optical axis while the laser diodes 20A to 20C are oscillating, since the oscillation of the laser diodes 20A to 20C is temporarily stopped, the green light as source light is not generated.

[0274] Thereafter, in the G field time period, the LED 21 is turned off, the oscillation of the laser diodes 20A to 20C is initiated, and then, a period of time of the G field corresponding to 105 degrees in terms of the center angle of the color wheel 244 is provided.

[0275] At this time, the green reflection light excited by the green fluorescent reflector 24G of the color wheel 244 by the oscillation of the laser diodes 20A to 20C is irradiated, as source light, onto the micro mirror device 16.

[0276] Accordingly, as an image corresponding to a green color is displayed by the micro mirror device 16, a green photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0277] Subsequently, the turning-on of the LED 21 is again initiated with the oscillation of the laser diodes 20A to 20C maintained. In the color wheel 244, instead of the green fluorescent reflector 24G, the blue transmissive diffuser 24B is located on the optical axis extending from the laser diodes 20A to 20C, and a period of time of the M field corresponding to 80 degrees in terms of the center angle of the color wheel 24 is provided.

[0278] At this time, the red light by the turning-on of the LED 21 is mixed with the blue light which is transmitted through the blue transmissive diffuser 24B of the color wheel 244 by the oscillation of the laser diodes 20A to 20C after the dichroic mirror 28, and is irradiated, as magenta source light, onto the micro mirror device 16.

[0279] At this time, as an image corresponding to a magenta color is displayed by the micro mirror device
16, a magenta photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0280] Thereafter, the LED 21 is turned off to stop the generation of the red light again, a period of time of the B field corresponding to 70 degrees in terms of the center angle of the color wheel 244 is provided, and only the blue transmission light diffused by the blue transmissive diffuser 248 is irradiated, as source light, onto the micro mirror device 16 during this period of time of the B field.

[0281] At this time, as an image corresponding to a blue color is displayed by the micro mirror device 16, a blue photo image is formed by its reflection light and is projected toward an external projection object through the projection lens unit 19.

[0282] Thereafter, the B field and the one frame period of time are ended, the green fluorescent reflector 24G, instead of the blue transmissive diffuser 24B, is again located on the optical axis extending from the laser diodes 20A to 20C, the oscillation of the laser diodes 20A to 20C is temporarily stopped, and the LED 21 is again turned on to provide a period of time of the R field of the next frame.

[0283] In this manner, by controlling the turning-on timing of the LED 21 and the oscillation timing of the laser diodes 20A to 20C in synchronization with the rotation of the color wheel 244 on which the green fluorescent reflector 24G and the blue transmissive diffuser 24B are formed, the red light by the turning-on of the LED 21 alone, the green light by the oscillation of the laser diodes 20A to 20C alone, the magenta light by the mixture of the red light by the turning-on of the LED 21 and the blue light by the oscillation of the laser diodes 20A to 20C, and the blue light are cyclically generated in a time division manner and are irradiated onto the micro mirror device 16.

[0284] In particular, taking into account the turning-on period of the LED 21 shown in section (B) of Fig. 16, the turning-on and turning-off of the LED 21 are performed with two cycles for two fields of the R field and M field in total, which require the turning-on of the LED 21 to be during one frame.

[0285] In this manner, by increasing a driving frequency of the LED 21 and reducing continuous turning-on time intentionally, it is possible to maintain an emission driving with a stable and high luminance in consideration of characteristic of the LED 21 that an emission luminance is lowered due to heat resistance by the continuous driving.

[0286] In addition, although it has been illustrated in the above embodiment that the blue light and the green light are generated by the color wheels 24 (241 to 244) by oscillating the blue laser light by means of the laser diodes 20A to 20C and the red light is generated by the LED 21, the present invention is not limited thereto but may be equally applied to a light source unit using various kinds of light sources and a video projector using such a light source unit, such as compensating for a luminance balance of primary color light, which may be generated from a single light source and is not suitable for practical use, by using a different light source.

[0287] In addition, although it has been illustrated in the above embodiment that the present invention is applied to the DLP (registered trade mark) type data projector apparatus, the present invention may be equally applied to a liquid crystal projector or the like which forms a photo image using, for example, a transmission type monochrome liquid crystal panel.

[0288] It is to be understood that the present invention is not limited to the specific embodiments described above and that the invention can be embodied with the components modified without departing from the spirit and scope of the invention. The invention can be embodied in various forms according to appropriate combinations of the components disclosed in the embodiments and modifications described above. For example, some components may be deleted from all components shown in the embodiments. Further, the components in different embodiments and modifications may be used appropriately in combination.

[0289] The following are further embodiments of the invention.

1. A light source device comprising:

   a first light source configured to emit a first source light in a first wavelength range;
   a source light modulator comprising a first area configured to reflect a reflected light from the first source light and a second area configured to diffuse and pass through the first source light to output a transmitted light from the first source light to output the reflected light from the second area; and
   a second light source configured to emit a second source light in a second wavelength range that is different from the first wavelength range.

2. The light source device according to embodiment 1, wherein the first source light and the transmitted light is a blue light.

3. The light source device according to one of embodiments 1 and 2, wherein the source light modulator comprises a phosphor layer coated in the second area, the phosphor layer emits a green light as the reflected light when the first source light is irradiated and excited, and wherein the second light source is configured to emit a red light as the second source light.

4. The light source device according to one of embodiments 1 to 3 further comprising:
an integrator configured to uniformize luminescence distribution of light input through a light incidence face; and
a light guiding optical system configured to guide the transmitted light, the reflected light, and the second source light to the light incidence face of the integrator.

5. The light source device according to embodiment 4,
wherein the light guiding optical system comprises a first dichroic mirror disposed between the first light source and the source light modulator, the first dichroic mirror being configured to allow the first source light and the second source light to pass through and to reflect the reflected light.

6. The light source device according to embodiment 5,
wherein the light guiding optical system is configured to share an optical component for the second source light that passed through the first dichroic mirror and the reflected light that is reflected by the first dichroic mirror, and
wherein the optical component comprises a collector lens configured to collect the second source light, the transmitted light, and the reflected light to the light incidence face of the integrator.

7. The light source device according to embodiment 6,
wherein the light guiding optical system is configured that:

- a total magnification of optical components disposed on an optical path of the second source light to the integrator is set to be a magnification for fitting a light emitting area of the second light source to the light incidence face of the integrator; and
- a total magnification of optical components disposed on an optical path of the reflected light to the integrator is set to be a magnification for fitting an irradiation area of the first source light on the source light modulator to the to the light incidence face of the integrator.

8. The light source device according to one of embodiments 4 to 7,
wherein the light guiding optical system comprises a second dichroic mirror configured to reflect the second source light and the reflected light and to allow the transmitted light to pass through.

9. The light source device according to one of embodiments 4 to 8,
wherein the light guiding optical system comprises:

- a first lens disposed near the first face of the source light modulator, the first lens being configured to collect the transmitted light output from the first face; and
- a second lens disposed near the second face of the source light modulator, the second lens being configured to collect the reflected light output from the second face.

10. The light source device according to embodiment 9,
wherein the first lens is configured to have a size smaller than that of the second lens.

11. The light source device according to one of embodiments 9 and 10,
wherein the second lens is configured by a plurality of lenses.

12. The light source device according to one of embodiments 8 to 11 further comprising:
a motor configured to rotate the source light modulator,
wherein the motor is attached to the source light modulator to face the first face of the source light modulator.

13. A video projector comprising:
a light source device according to one of embodiments 1 to 12;
a video interface configured to receive a video signal; and
a projector unit configured to generate, from the output source light, a color photo image in accordance with the video signal and project the color photo image.

14. A light source device comprising:
a first light source configured to emit a first source light in a first wavelength range;
a source light generator configured to generate, from the first light, a color-varying source light having time varying color;
a second light source configured to emit a second source light in a second wavelength range that is different from the first wavelength range; and
a second light source configured to emit a second source light and the reflected light so as to cyclically select one of the color-varying source light and the second source light to be output as an output source light.

15. A video projector comprising:
a light source device according to embodiment 14;
a video interface configured to receive a video signal; and
a projector unit configured to generate, from the output source light, a color photo image in accordance with the video signal and project the color photo image.

16. The video projector according to embodiment 15, wherein the first light source is configured to emit first laser light in a blue wavelength range as the first source light, wherein the source light generator comprises a color wheel comprising:
- a fluorescent layer configured to emit second laser light in a green wavelength range using the first laser light in the blue wavelength range as excitation light; and
- a diffusion layer configured to diffuse and transmit the first laser light,

wherein the fluorescent layer and the diffusion layer are arranged on the color wheel,
wherein the second light source comprises a light emitting diode configured to emit the second source light in a red wavelength range.

17. The video projector according to one of embodiments 15 and 16, wherein the light source controller is configured to control the driving timing to partially overlap the color-varying source light of at least one color and the second source light so as to generate the output source light having a mixed color of the color-varying source light and the second source light, and wherein the projector unit is configured to generate and project the color photo image in synchronization with a timing at which the output source light is turned on.

18. The video projector according to embodiment 17, wherein the light source controller is configured to control the driving timing so as to temporally separate a first time period during which the second source light is exclusively emitted and a second time period during which both the first source light and the second source light are emitted.

19. The video projector according to embodiment 17, wherein the light source controller is configured to control the driving timing to overlap the color-varying source light and the second source light in synchronization with a timing at which the color of the color-varying source light is changed so as to generate the output source light having the mixed color.

20. A video projection method for a video projector, wherein the video projector comprises:
- a light source device comprising:
  - a first light source configured to emit a first source light in a first wavelength range;
  - a source light generator configured to generate, from the first light, a color-varying source light having time varying color; and
  - a second light source configured to emit a second source light in a second wavelength range that is different from the first wavelength range;
- a video interface configured to receive a video signal; and
- a projector unit configured to generate, from output source light output from the light source device, a color photo image in accordance with the video signal and project the color photo image,

wherein the method comprises:
controlling driving timing for turning on and off each of the first light source and the second light source so as to cyclically select one of the color-varying source light and the second source light to be output as the output source light.

Claims

1. A video projector comprising:
- a light source device;
a video interface configured to receive a video signal; and
- a projector unit configured to generate, from the output source light, a color photo image in accordance with the video signal and project the color photo image;

wherein the light source device comprises:
- a first light source configured to emit a first source light in a first wavelength range;
a source light generator configured to generate, from the first light, a color-varying source light having time varying color; and
- a second light source configured to emit a second source light in a second wavelength range that is different from the first wavelength range;

a light source controller configured to control driving timing for turning on and off each of the first light source and the second light source so as to cyclically select one of the color-varying source light and the second source light to be output as the output source light.
source light to be output as an output source light.

2. The video projector according to claim 1, wherein the first light source is configured to emit first laser light in a blue wavelength range as the first source light, wherein the source light generator comprises a color wheel comprising:

   a fluorescent layer configured to emit second laser light in a green wavelength range using the first laser light in the blue wavelength range as excitation light; and
   a diffusion layer configured to diffuse and transmit the first laser light, wherein the fluorescent layer and the diffusion layer are arranged on the color wheel,

wherein the second light source comprises a light emitting diode configured to emit the second source light in a red wavelength range.

3. The video projector according to one of claims 1 and 2, wherein the light source controller is configured to control the driving timing to partially overlap the color-varying source light of at least one color and the second source light so as to generate the output source light having a mixed color of the color-varying source light and the second source light, and wherein the projector unit is configured to generate and project the color photo image in accordance with the color of the output source light in synchronization with a timing at which the output source light is turned on.

4. The video projector according to claim 3, wherein the light source controller is configured to control the driving timing so as to temporally separate a first time period during which the second source light is exclusively emitted and a second time period during which both the first source light and the second source light are emitted.

5. The video projector according to claim 3, wherein the light source controller is configured to control the driving timing to overlap the color-varying source light and the second source light in synchronization with a timing at which the color of the color-varying source light is changed so as to generate the output source light having the mixed color.
FIG. 4

(A) MIRROR DEVICE
(B) R-LED OUTPUT
(C) B-LD CW OUTPUT

ONE FRAME

R

G

B
FIG. 6
FIG. 8

(A) MIRROR DEVICE
(B) R-LED OUTPUT
(C) B-LED CW OUTPUT
FIG. 12
# DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>JP 2007 218956 A (SHARP KK)</td>
<td>1,2</td>
<td>INV. H04N9/31</td>
</tr>
<tr>
<td></td>
<td>30 August 2007 (2007-08-30)</td>
<td></td>
<td>G03B21/20</td>
</tr>
<tr>
<td>Y</td>
<td>* paragraph [0041] - paragraph [0042] *</td>
<td>3,4</td>
<td></td>
</tr>
<tr>
<td></td>
<td>-----</td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>* paragraph [0050] - paragraph [0052] *</td>
<td>1,2</td>
<td></td>
</tr>
<tr>
<td></td>
<td>-----</td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>* paragraphs [0120], [0121], [0138], [0143] *</td>
<td>1,2</td>
<td></td>
</tr>
<tr>
<td></td>
<td>-----</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**TECHNICAL FIELDS SEARCHED (IPC)**

- H04N

---

The present search report has been drawn up for all claims.

**Examiner**

The Hague, 25 September 2015

Pigniez, Thierry

---

**CATEGORY OF CITED DOCUMENTS**

- T: theory or principle underlying the invention
- E: earlier patent document, but published on, or after the filing date
- D: document cited in the application
- L: document cited for other reasons
- A: technological/subject matter
- Q: non-written disclosure
- P: intermediate document

- &: member of the same patent family, corresponding document
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

25-09-2015

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>JP 2007218956 A</td>
<td>30-08-2007</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2007070296 A1</td>
<td>29-03-2007</td>
<td>CN 101253776 A</td>
<td>27-08-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1932364 A2</td>
<td>18-06-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2007094108 A</td>
<td>12-04-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20080031483 A</td>
<td>08-04-2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 1310872 B</td>
<td>11-06-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007070296 A1</td>
<td>29-03-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011292098 A1</td>
<td>01-12-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012147335 A1</td>
<td>14-06-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013249963 A1</td>
<td>26-09-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2007037510 A1</td>
<td>05-04-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4546930 B2</td>
<td>22-09-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007127237 A1</td>
<td>07-06-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2005073952 A1</td>
<td>11-08-2005</td>
</tr>
</tbody>
</table>
REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

- JP 2009156091 A [0001]  