Title: SYSTEM FOR AND METHOD OF FUEL OPTIMIZATION IN A HYBRID VEHICLE

Abstract: One embodiment relates to a system for idle reduction in a hybrid vehicle. The system includes a control system for causing the vehicle to operate in a charge depletion mode, or a charge accumulation mode in response to job site data; the job site data can include an estimate of the amount of energy required at the job site.

Published:

— with international search report (Art. 21(3))
SYSTEM FOR AND METHOD OF FUEL OPTIMIZATION IN A HYBRID VEHICLE

CROSS-REFERENCE TO RELATED PATENT APPLICATIONS


BACKGROUND OF THE INVENTION

[0002] The present disclosure relates to vehicle drive systems. More particularly, the present disclosure relates to a system for and method of optimizing the use of stored energy or power for a hybrid vehicle that is utilized for transit and stationary operation.

[0003] Hybrid vehicle drive systems commonly employ at least two prime movers arranged in different configurations relative to a transmission. One known configuration is
found in so-called "series-parallel" hybrids. "Series-parallel" hybrids are arranged such that multiple prime movers can power the drive shaft alone or in conjunction with one another.

[0004] In a hybrid vehicle drive system, a first and second prime mover (e.g., an internal combustion engine and an electric motor/generator) can be arranged in a parallel configuration and used to provide power to a drive shaft and a power take-off (PTO) shaft through a transmission or to provide power through a transmission or through a shaft and PTO to a transmission. PTO shafts are generally used to drive auxiliary systems, accessories, or other machinery (e.g., pumps, mixers, barrels, winches, blowers, etc.).

[0005] Stored power or energy may be used to drive auxiliary systems or other devices when the hybrid vehicle is stationary, such as at a job site. To meet various anti-idle and emission regulations, it may be desirable to power the auxiliary systems and components with stored electrical power instead of with power from an internal combustion engine. The rate at which stored energy is used (varying the power) or stored and the amount of stored energy in a hybrid system can have varying effects on overall vehicle efficiency depending upon how the energy is used during driving. If the vehicle is also a work truck or vehicle, the use of stored energy from a hybrid system can also have differing effects on efficiency at the jobsite, or on overall efficiency if a vehicle is used both in a driving mode and at jobsites. Therefore, there is a need to optimize the use of stored power or energy at job sites and along transportation routes. Because a hybrid vehicle has a finite power storage capacity, there is a need to monitor, predict and control the use of stored electrical power during the transit of the hybrid and during the stationary job needs. Further, there is a need to provide a system for and method of maintaining a sufficient amount of stored power or energy for expected stationary job needs of the hybrid vehicle.

**SUMMARY OF THE INVENTION**

[0006] One embodiment of the disclosure relates to a system for idle reduction in a hybrid vehicle. The system includes a control system for causing the vehicle to operate in a charge depletion mode, or a charge accumulation mode in response to job site data, the job site data including an estimate of the amount of energy required at the job site.

[0007] Another embodiment of the disclosure relates to a method of optimizing energy utilization by a hybrid vehicle. In one embodiment, the method can determine the best use
of stored energy to improve efficiency or achieve other goals, such as operating equipment at a jobsite with the engine off. The method includes receiving locations of a plurality of job sites on a route; determining expected energy use at the job sites; determining if the expected energy use is greater than stored energy in rechargeable energy sources aboard the vehicle; and operating the vehicle in a charge depletion mode along the route if the expected energy use is less than stored energy in rechargeable energy sources aboard the vehicle.

[0008] Still another embodiment of the disclosure relates to an apparatus including a control system for causing a vehicle to operate in a charge depletion mode, or a charge accumulation mode in response to a command. The apparatus also includes a command control system for providing the command in response to job site data, the job site data including an estimate of the amount of energy required at the job site. Optionally, the apparatus may use other inputs to vary the charge deplete or charge accumulation mode of the hybrid system while the vehicle is in transit along with job site data to optimize the overall efficiency of the vehicle.

[0009] It is to be understood that both the foregoing general description and the following detailed description are exemplary and explanatory only, and are not restrictive of the invention as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] These and other features, aspects, and advantages of the present invention will become apparent from the following description, claims, and the accompanying exemplary embodiments shown in the drawings, which are briefly described below.

[0011] FIG. 1 is a schematic block diagram of an energy optimization system for a hybrid vehicle with a system, in accordance with an exemplary embodiment of the disclosure.

[0012] FIG. 2 is a schematic block diagram of a hybrid vehicle system for use with the system illustrated in FIG. 1, in accordance with an exemplary embodiment of the disclosure.

[0013] FIG. 3 is a schematic representation of an optimized route between a starting point and multiple job sites for a hybrid vehicle, in accordance with an exemplary embodiment of the disclosure.
FIGS. 4 and 5 are a flowchart of an exemplary method for determining an optimized route to a job site and an expected power usage for the job site and operating the system illustrated in FIG. 1 according to the optimized route and expected power usage, in accordance with an exemplary embodiment of the disclosure.

FIG. 6 is a simplified state diagram showing exemplary operation of the energy optimization system illustrated in FIG. 1.

FIG. 7 is a plot of the battery state of charge for a hybrid vehicle as a function of time, in accordance with an exemplary embodiment.

FIG. 8 is a plot of the battery state of charge for a hybrid vehicle as a function of distance, in accordance with an exemplary embodiment.

FIG. 9 is a simplified state diagram showing exemplary operation of the energy optimization system illustrated in FIG. 1.

FIG. 10 is a schematic block diagram of an exemplary hybrid vehicle for use with the system illustrated in FIG. 1, in accordance with an exemplary embodiment of the disclosure.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

Hybrid systems used in larger trucks, greater than 10,000 pounds gvw, have typically utilized two basic design configurations - a series design or a parallel design. Series design configurations typically use an internal combustion engine (heat engine) or fuel cell with a generator to produce electricity for both the battery pack and the electric motor. There is typically no direct mechanical power connection between the internal combustion engine or fuel cell (hybrid power unit) and the wheels in an electric series design. Parallel design configurations have a direct mechanical connection between the internal combustion engine or fuel cell (hybrid power unit) and the wheels in addition to an electric motor to drive the wheels. Although certain hybrid arrangements are described herein, the present invention can be used with various hybrid arrangements including series, parallel and series/parallel designs. A PTO-based hybrid is not shown in a limiting fashion.
Hybrid vehicle drive systems according to several possible embodiments are presented. One feature of one exemplary embodiment of the hybrid vehicle drive system is that a drive shaft can be powered singly or in any combination by one or more prime movers and accessories. In some embodiments, prime movers and accessories may themselves be powered by a wide variety of energy sources such as chemical (e.g., gasoline, diesel fuel, etc.), hydraulic, pneumatic, or electrical. Preferred embodiments incorporate hydraulic systems into the hybrid vehicle drive system for optimal energy storage and usage. It is noted that the term motor as used herein can refer to a motor, a pump, a motor/generator or a motor/pump and is not necessarily limited to a device that performs only motor or only pump operations.

Referring to FIG. 1-2, vehicle drive system and an accompanying control system for a vehicle 10 is shown schematically according to an exemplary embodiment. The vehicle 10 is a hybrid vehicle that is propelled by a hybrid vehicle drive system 12. Vehicle 10 can be a hybrid vehicle as disclosed in U.S. Patent Application No. 12/710,247 or any of the applications incorporated herein by reference.

A control system 14 is preferably provided on vehicle 10 to optimize the operation of vehicle drive system 12. Control system 14 can advantageously optimize fuel consumption by vehicle 10 and/or consumption of energy stored on-board vehicle 10 for use at a job site and along transportation routes. Control system 14 can be comprised of a processor, memory and communication ports for receiving data and providing commands to subsystems of vehicle 10. According to one exemplary embodiment, control system 14 may receive data from on-board components and systems, such as a GPS receiver or unit 15 and an internal database 16. Other on-board components such as an accelerometer, a yaw sensor, a barometric altimeter, a temperature sensor, a tire pressure sensor, a suspension load sensor, a J1939 data transmitter, a cellular radio or wifi location input or sensor, or other on-board components or inputs may make data available to control system 14. GPS receiver 15 may be separate from control system 14, or may be integrated with control system 14. GPS receiver 15 may have the ability to receive and transmit data. Data may be sent and/or received by a variety of means, including but not limited to wireless connection (wifi, Bluetooth, cellular, satellite, radio, IR, etc.) or via a conductor, such as a plug-in charging cord, or some other means. The plug-in charge cord used with plug-in hybrid systems or electric vehicles, sometimes referred to as the Electric Vehicle Supply
Equipment (EVSE), may incorporate a variety of means to send data, including but not limited to a dedicated conductor to convey a signal, a fiber optic cable or an incorporated power line carrier (PLC). The EVSE may also transmit and/or receive data to vehicle control system 14 via wireless signal, and may receive data from and/or transmit data to the grid (part of smart grid system) via a wireless signal or other means such as PLC.

[0024] Components on vehicle 10 may exchange data via wired connection, such as CAN bus, or via wireless connection such as Bluetooth, wifi, ZigBee, or other means. Optionally, a device may be used to receive and/or transmit data from one source, such as a cellular, wifi or other wireless source and transmit and/or receive the data via another means to control system 14. The device may be a cellular phone, smart phone, or embedded transceiver. The data may be transmitted and/or received from the device to control system 14 via a variety of means including but not limited to wired connection, IR, fiber optic, wireless (wifi, Bluetooth, ZigBee, etc.).

[0025] According to other exemplary embodiments, control system 14 may receive data or instructions from an external source. Vehicle 10 may be part of a fleet of vehicles. Control system 14 may serve as an on-board fleet management system in communication with a central fleet control system 17 with a database 18. Control system 14 may connect directly to fleet control system 17 and external database 18 (e.g., via a wired connection or via a wireless connection), or may connect to fleet control system 17 via another component, such as an external modem 19. In one embodiment, a laptop computer, a handheld computer, a smartphone, or other communication device can communicate with control system 14 and provide data to fleet control system 17.

[0026] In an embodiment using a smartphone, an app or program can be provided for communicating with control system 14. In one embodiment, smartphone executing the app can be independent of or communicate with fleet control system 17 and provide the storage, processing, and command functions associated with system 17. The smartphone, or other wireless device, may also communicate with a smart grid system and/or fleet control system 17.

[0027] Referring now to FIG. 2, a hybrid vehicle drive system 12 is shown according to an exemplary embodiment. Hybrid vehicle drive system 12 can be employed on any type of vehicle. According to one embodiment, vehicle 10 can be any type of light, medium, or
heavy duty truck. In one preferred embodiment, vehicle 10 is a truck that employs hydraulic systems such as a boom truck. Alternatively, the vehicle can be any type of platform where hybrid systems are employed. Vehicle 10 may have a wide variety of axle configurations including, but not limited to a 4x2, 4x4, or 6x6 configurations, or use tracks. Vehicle 10 may be used on a road and/or off road.

[0028] In one preferred embodiment, vehicle 10 is a truck such as an International 4300 SBA 4x2 truck. The vehicle includes a hydraulic boom. According to an exemplary embodiment, the vehicle may further include a hydraulic platform rotator, a hydraulic articulating jib and winch (e.g., with a capacity of 1000 lbs.), a hydraulic jib extension, hydraulic tool outlets, an on-board power charger providing 3 and/or 6 and/or 10kW at 240 VAC, and electric air conditioning.

[0029] In another embodiment, vehicle 10 includes a hydraulically-operated underdeck air compressor. The compressor may utilize a compressed air storage tank to monitor the demand for air. According to an exemplary embodiment, vehicle 10 may further include air hose reels, air tool outlets, hydraulic tool outlets, an on-board power charger providing up to 8kW at 240 VAC, and electric air conditioning. The above referenced power, air compressor, and types of components are exemplary only.

[0030] System 12 includes a first prime mover 20 (e.g., an internal combustion engine, such as a diesel fueled engine, etc.), a first prime mover driven transmission 22, a component 28 (e.g., a power take-off (PTO), a transfer case, etc.), a second prime mover 30 (e.g., a motor, such as an electric motor/generator, a hydraulic pump with a thru-shaft, a compressor, pneumatic blower, vacuum pump, liquid transfer pump, etc.), and an accessory 32 (e.g., a hydraulic pump, such as a variable volume displacement pump, etc.). In certain embodiments, accessory 32 can act as a third prime mover. Transmission 22 is mechanically coupled to component 28. Component 28 is coupled to second prime mover 30. Second prime mover 30 is coupled to accessory 32.

[0031] In one embodiment, component 28 is a PTO that can be engaged or disengaged from transmission 22. Transmission 22 may be a manual transmission, automated manual transmission, automatic transmission, or another type of transmission. A clutch mechanism can be employed to properly engage and disengage component 28 and transmission 22.
[0032] The nature and arrangement of accessory 32 and second prime mover 30 relative to each other may be changed in various exemplary embodiments. Second prime mover 30 is shown in FIG. 2 as an electric motor which is coupled between component 28 and accessory 32 (e.g., the electric motor includes a thru-shaft that is coupled to the PTO and the hydraulic pump). However, in one exemplary embodiment, accessory 32 is embodied as a hydraulic motor and includes a thru-shaft coupled to component 28 embodied as a PTO. The through shaft is then also coupled to the shaft of the second mover 30 embodied as an electric motor.

[0033] According to one embodiment, system 12 also includes a first rechargeable energy source 34 (e.g., a battery, a bank of batteries, a fuel cell, a capacitive cell, or other energy storage device), an Auxiliary Power Unit (APU) 36 (e.g., an internal combustion engine, possibly fueled by an alternative low emission fuel (e.g., bio-mass, natural gas, hydrogen, or some other fuel with low emissions and low carbon output), and a generator, a fuel cell, etc.), a second rechargeable energy source 38 (e.g. a hydraulic accumulator, ultra capacitor, pneumatic accumulator (compressed gas storage tank), etc.), and onboard or external equipment 40 (e.g., hydraulically operated equipment, such as an aerial bucket, pneumatically operated equipment, such as pavement breakers, etc.).

[0034] First rechargeable energy source 34 is coupled to second prime mover 30 and provides power for the operation of second prime mover 30. First rechargeable (e.g., pressurized or rechargeable) energy source 34 may include other auxiliary components (e.g., an inverter provided for an AC motor, a DC-to-DC converter to charge a DC system, an inverter for power exportation to a power grid or other equipment, controllers for motors, a charger, etc). Exportable power may be supplied by the inverter using power from first rechargeable energy source 34, or from the vehicle chassis energy source (such as a 12V battery, which is replenished from first rechargeable energy source 34 using a DC to DC converter), or by some other means. APU 36 is coupled to first rechargeable energy source 34 and provides power to first rechargeable energy source 34.

[0035] According to one exemplary embodiment, second renewable energy source 38 is a hydraulic system with a high pressure portion (e.g., an accumulator) and a low pressure component (e.g., a reservoir tank). According to another exemplary embodiment, accessory 32 may be a compressor and second renewable energy source 38 may be a compressed gas storage tank. Second rechargeable energy source 38 is coupled to accessory 32 and
provides stored power for accessory 32. Onboard or external equipment 40 can be coupled to accessory 32 or second rechargeable energy source 38 and operate using power from either accessory 32 or second rechargeable energy source 38. In one embodiment, onboard or external equipment 40 is coupled through second rechargeable energy source 38 to accessory 32.

[0036] In one embodiment, second rechargeable energy source 38 is utilized, and provides power to accessory 32. Additional or alternative power can be provided to drive shaft 32 by accessory 32. For example, accessory 32 can provide power to drive shaft 24 until second rechargeable energy source 38 is discharged. Alternatively, accessory 32 can provide additional power to drive shaft 24 during vehicle acceleration. Accessory 32 provides power to drive shaft 24 through second prime mover 30, component 28, and transmission 22. In one embodiment, energy from equipment 40 can be recovered in source 38 or accessory 32. For example, when a boom is lowered, power can be provided from the boom to the hydraulic system.

[0037] While component 28 is engaged, second prime mover 30 can operate to provide power to a drive shaft 24 via transmission 22. Second prime mover 30 may be further used to power various on-board components such as compressors, water pumps, cement mixer drums, etc.

[0038] An external power grid 42 allows first rechargeable energy source 34 to be recharged with a cleaner, lower cost power compared to recharging first rechargeable energy source 34 with first prime mover 20. Power from an external power grid may be provided at a fraction of the cost of power provided from an internal combustion engine using diesel fuel. According to one exemplary embodiment, first rechargeable energy source 34 can be recharged from an external power grid 42 in approximately 8 hours or less. Generally, external grid energy or power can be available at a home base, a job site or a depot for vehicle 10.

[0039] For explanatory purposes, hybrid vehicle drive system 12 is described below as utilizing a first rechargeable energy source 34 embodied as a battery or ultracapacitor to store electric power and a second rechargeable energy source 38 embodied as a hydraulic or pneumatic tank to store power in the form of hydraulic or pneumatic pressure. It should be understood that in other exemplary embodiments, hybrid vehicle system 12 may utilize a
first rechargeable energy source 34 that is a hydraulic system, a pneumatic system, or a combination of electric, hydraulic, or pneumatic systems, or a second rechargeable energy source 38 embodied as a battery or ultracapacitor to store electric power.

[0040] Hybrid vehicle drive system 12 generally operates in three modes. The three modes can be entered in response commands from control system 14 or fleet control system 17. In a first or charge deplete mode, second prime mover 30 consumes power from first rechargeable energy source 34. First prime mover 20 provides power to drive shaft 24 through transmission 22 to drive wheels 26. Second prime mover 30 provides additional or alternative power to drive shaft 24 through component 28 and transmission 22. Drive shaft 24 provides power to two or more wheels 26 used to provide forward and backward momentum to the vehicle. For example, second prime mover 30 can optionally provide the sole source of power to drive shaft 24. Alternatively, second prime mover 30 can provide additional power to drive shaft 24 during vehicle acceleration. Second prime mover 30 may also be utilized to operate devices when vehicle 10 is stationary or when vehicle 10 is in transit. For example, second prime mover 30 may operate an accessory 32 such as a hydraulic pump. Accessory 32 may then be utilized to operate on-board equipment 40 such as a hydraulic boom. Alternatively, second prime mover 30 may be utilized to provide AC or DC power to other electric devices (e.g., an air conditioner, fans, lights, radio, handheld electronics, etc.). The charge deplete mode can be commanded when stored energy is greater than the energy required for the job site or when vehicle 10 is traveling back to a home base or job site with a charging station. The charge deplete mode may also be used during transit when a control system 14 or 17 commands second prime mover 30 to draw more energy from rechargeable energy source 34 than is replaced by regenerative braking, use of second prime mover 30 as a generator powered by prime mover 20, or other means. Control system 14 may command the charge deplete mode in response to a duty cycle in which additional power during driving is more important than displacement of less efficient operation at a job site by use of an idling engine rather than use of stored energy from first rechargeable energy source 34. Control system 14 or 17 may command the use of additional power during transit for emergency vehicles traveling to an accident, defense vehicles during combat operations, or other applications. Control system 14 or 17 may also use a charge deplete mode for transit if the use of supplemental energy from first rechargeable energy source 34 improves efficiency more than the use of the energy from first rechargeable energy source 34 for other portions of the duty cycle, such as if a work
truck does not operate at a job site. Vehicle operations in the stationary mode at a job site tend to be a less efficient use of fuel due to excess power generated during the idling of first prime mover 20 in order to operate small accessory loads, and the frequent need to idle the first prime mover 20 continuously even if accessory loads, such as a hydraulic pump, tend to be intermittent. As will be shown, various methods can be used to determine the most appropriate use of energy from first rechargeable energy source 34.

[0041] In a second or charge accumulate mode, second prime mover 30 is operated as a generator to generate electric power to be stored in first rechargeable energy source 34. According to the various exemplary embodiments of system 12, first rechargeable energy source 34 can be charged or powered by second prime mover 30, APU 36 or another suitable source (e.g., the vehicle alternator, the power grid, etc.). For example, first rechargeable energy source 34 may be plugged into external grid 42 when vehicle 10 is stationary, such as when parked overnight. In one embodiment, a user can select between 220-240V recharging, 110-120V recharging, and no external energy source available for recharging. For the different voltages, the amount of power that can be replenished over a certain period of time (e.g., when connected to an external power grid overnight) could be calculated. Beyond that amount of power usage, first prime mover 20, or APU 36 is engaged to charge or provide power to first rechargeable energy source 34. If no external energy source is available, first prime mover 20 or APU 36 can be automatically engaged during regular finite periods, calculated to minimize idle time. The charge accumulate mode can be commanded when stored energy is less than the energy required for the job site. The charge accumulate mode can be exited if sources 34 and/or 38 reach maximum storage levels. Control system 14 or 17 can command the previously described operation if it is more efficient to charge second rechargeable energy source 38 to supply energy for operations at the jobsite rather than using prime mover 30 at the job site. Control system 14 or 17 may also factor in other priorities, such as the need to operate quietly while vehicle 10 is stationary rather than running prime mover 20. Quiet, low emission operation at the job site using energy from first rechargeable energy source 34 may be especially important during stationary use of vehicle 10 in a city, in an enclosed space such as a tunnel, at night in an urban area or other circumstances that place a high priority on minimizing the use of the prime mover 20 at a job site. Control system 14 or 17 can also command hybrid vehicle drive system 12 to be in a charge accumulate mode in response to an input from a smart grid signal to vehicle 10 via a wireless signal (cellular, wifi, radio, etc.) or other means of
communicating with vehicle or driver. The smart grid signal may provide an input that
control system 14 receives which places a priority on maintaining a high state of charge
level, such as if vehicle 10 will be connected to the grid (V2G) and the energy is needed to
flow from vehicle 10 to the grid to supplement the grid or other demands for power from
buildings, equipment, or other loads. Additional smart grid commands and communications
between other hybrid vehicles or energy storage devices may occur using wireless signals
(cellular, 4G LTE, wifi, GSM, SMS or other) and received, interpreted and processed by the
on vehicle control system, or cloud based control system that use vehicle control system in
master/slave arrangement. Vehicle control system 14 or fleet control system 17 may then
communicate with other machines to coordinate the optimal storage, use and delivery of
power (machine to machine, or m2m) or communicate other messages to enhance vehicle
efficiency for a fleet of vehicles or complete other activities. When vehicle 10 is connected
to the grid via an Electric Vehicle Supply Equipment (EVSE) or other means, wired
communications between the control system and other devices may optionally be used.

[0042] In a third or charge sustain mode, one or more devices in hybrid vehicle drive
system 12 are activated intermittently to maintain a predetermined charge in first
rechargeable energy source 34, or to operate within a range of an upper and lower limit state
of charge so that the average state of charge over a longer period of time remains the same.
In one embodiment, system 12 is configured to automatically engage APU 36 or first prime
mover 20 through component 28 or accessory 32 to charge first rechargeable energy source
34 when the stored energy decreases to a certain amount. The permissible reduction in
stored energy can be determined based upon levels estimated by control system 14 and/or
fleet control system 17. Further, as the charge in first rechargeable energy source 34
approaches the predetermined threshold, hybrid vehicle drive system 12 may be operated
differently to avoid consuming power from first rechargeable energy source 34. For
example, second prime mover 30 may not be used to assist with positive acceleration of
vehicle 10 when hybrid vehicle drive system is in a charge sustain mode, or second prime
mover 30 may be operated with reduced power. However, second prime mover 30 may still
be operated as a generator to recapture energy, such as with regenerative braking. The
charge sustain mode can be commanded when stored energy is at the energy required for the
job site. If sources 34 and/or 38 have reached maximum storage levels (e.g., due to
charging at a charging station or due to operation in the charge accumulation mode), the
charge sustain mode can be commanded by system 14. Control system 14 can implement hysteresis to reduce on/off cycling.

[0043] Control system 14 can continually monitor sources 34 and 38 and energy requirements along the route and at the job sites to make commands for the appropriate mode of operation. If energy requirements along the route or at the job site are more or less than predicted, control system 14 can appropriately change the mode of operation.

[0044] Control system 14 may also allow vehicle 10 to operate in a regular hybrid operational mode where vehicle 10 operates according to conventional hybrid algorithms. Such a mode may be implemented rather than a charge sustain mode.

[0045] Referring now to FIG. 3, vehicle 10 may be a utility vehicle that is housed at a home location (e.g., a garage, headquarters, base, etc.) 52. Vehicle 10 may be plugged into external power grid 42 at home location 52. Hybrid vehicle drive system 12 is in a charge accumulate mode to recharge first rechargeable energy source 34. In typical operation, vehicle 10 departs from home location 52 to one or more remote job sites 54 before returning back to home location 52. The power stored in first rechargeable energy source 34 may be utilized to operate devices such as accessory 32 and/or on-board equipment 40 at job sites 54 in addition to providing power to drive wheels 26 to propel vehicle 10 during transit along a route 56. However, it may be desirable to provide power when vehicle 10 is stationary at job sites 54 in an idle-free mode (e.g., with first prime mover 20 turned off). Operating vehicle 10 in an idle-free mode may be necessary to comply with local or state ordinances and reduces the amount of noise and emissions produced by vehicle 10. Therefore, providing power to accessory 32 and/or equipment 40 may be prioritized over providing propulsion power to wheels 26. Before departing home location 52, the estimated power usage for vehicle 10, both in transit along route 56 between home location 52 and job site(s) 54 and the power usage at job site(s) 54. The operation of vehicle drive system 12 may therefore be optimized to maintain sufficient power levels in first rechargeable energy source 34 for the expected power usage at job site(s) 54. The optimization may involve switching hybrid vehicle drive system 12 between charge deplete and charge sustain modes.

[0046] An optimized route between a home location 52 and one or more job sites 54 in an area 50 is shown in FIG. 3 according to an exemplary embodiment. The locations of the job sites 54 to be visited by vehicle 10 are determined either manually or may be determined
automatically by control system 14 and/or fleet control system 17. If vehicle 10 is part of a fleet of vehicles, the job sites 54 visited by each vehicle 10 may be determined by a number of criteria, including job type, job urgency, and job site location.

[0047] An optimized route 56 is then set for a vehicle to take between home location 52 and job sites 54. Different criteria may be used to initially plot a route, including traffic patterns, topography, traffic density, etc. Route 56 may be optimized, for example, to minimize transit time, to minimize fuel usage, to maximize energy returns from regenerative braking, etc. The net gain or loss of energy for first rechargeable energy source 34 and the relative efficiency of hybrid vehicle drive system 12 during transit along route 56 may be estimated using a wide variety of criteria, including, but not limited to vehicle weight or mass; total vehicle travel distance; fuel economy, brake use; cruise control use; and torque, rotational speed, temperatures, and operational times of various devices in hybrid vehicle drive system 12. As will be described in more detail below, data from vehicle 10 in transit along route 56 may be collected in a database to refine the energy usage estimates and route optimization for future vehicles.

[0048] Once the identity and locations of job sites 54 for a vehicle 10 are determined, and an optimized route 56 to the job sites 54 is determined, an estimated power usage for the job sites 54 may be estimated. Initially, the power usage for the job sites may be estimated by the driver or the fleet manager based on such criteria as the expected length of the job and the types of tasks to be completed at the job site. Optionally, system 14 may make automatic estimates of power usage at job sites, or assist personnel in selection of the power estimate based on the type of equipment on vehicle 10 that is often used at a job site, use averages based upon previous events, or may use estimates based upon additional criteria such as the type and number of other vehicles nearby, the locations of the job site, season (e.g. winter, summer, etc.), the day and/or time of day, typical number of boom movements, or type and/or density of soil if equipment is used to dig or drill a hole in the ground. The net gain or loss of energy for first rechargeable energy source 34 and the relative efficiency of hybrid vehicle drive system 12 during operation at job sites 54 and/or driving may be estimated using a wide variety of criteria, including, but not limited to fuel economy; accelerator pedal position; torque, rotational speed, temperatures, and operational times of various devices in hybrid vehicle drive system 12; first rechargeable energy source 34 voltage or charge; and activity of on-board devices such as air conditioner activity, ePTO
activity; heater activity, charger activity, etc. As will be described in more detail below, data from vehicle 10 at each job site 54 may be collected in a database to refine the energy usage estimates.

[0049] Control system 14 and/or fleet control system 17 may operate hybrid vehicle drive system 12 (e.g., in charge deplete, charge accumulate, and charge sustain modes) to optimize the energy utilization of vehicle 10 and return to home location 52 with a minimum of energy stored in rechargeable energy source 34. For example, a route 56 for a vehicle 10 may include predominantly dense city driving (i.e. with multiple expected starts and stops) to a multitude of job sites 54 with little time spent at each job site 54. In such a scenario, the estimated job site energy usage may be relatively low and hybrid vehicle drive system 12 may be operated in a charge deplete mode when in transit along route 56 to consume energy from first rechargeable energy source 34. Control system 14 and/or fleet control system 17 is not limited to operation of system 12 and may operate other hybrid vehicle drive systems in which the hybrid system can store energy in a rechargeable energy storage system, where power from the rechargeable energy system maybe varied to improve overall efficiency of the vehicle for various duty cycles. In another embodiment, hybrid system 12 may only be capable of recharging the rechargeable energy source 34 during the driving mode and/or at the job site, through an alternator, through regenerative braking, through diversion of some of the power from prime mover 20 to a second prime mover 30 which acts as a generator or through some other means. Control system 14 and/or fleet control system 17 may affect operation of system 12 so as to optimize overall energy efficiency by selecting the most efficient method to recharge the battery system (e.g., source 34) based upon various input criteria, such as, but not limited to activation of second prime mover 30 as a generator during highway driving when prime mover 20 is operating at a more efficient rpm or power range. Systems 14 and 17 may then use the energy in rechargeable energy system 34 to eliminate the need for operation of the prime mover 20 in less efficient modes of operation such as low speed idle movement of the vehicle, idle of engine when vehicle 10 is stationary, inefficient use of a heat engine to power equipment and other loads on vehicle 10, or other scenarios when prime mover 20 is not the most efficient source of power. While the prime mover 20 is off, rechargeable energy source 34 is used to provide power for needed functions on vehicle 10, resulting in reduced overall fuel consumption, lower overall harmful emissions, reduced noise during operation of vehicle 10 and other benefits.
[0050] Energy optimization for hybrid vehicle drive system 12 may comprise minimizing idling of first prime mover 20 to provide energy to auxiliary components when vehicle 10 is stationary, such as at a job site 54. To reduce idling time of first prime mover 20, control system 14 and/or fleet control system 17 may operate hybrid vehicle drive system 12 to reserve energy stored in first rechargeable energy source 34 for use at job sites 54 and limit the operation of hybrid vehicle drive system 12 in a charge deplete mode when in transit along route 56.

[0051] According to another embodiment, control system 14 can provide energy storage information indicating the amount of energy remaining in rechargeable energy sources 34 and 38 and provide the energy storage information to fleet control system 17. Fleet control system 17 can select vehicle 10 or other vehicles in the fleet for the next job based upon the energy storage information. Sensors on board vehicle 10 can sense the energy in sources 34 and 38 via voltage parameters, pressure parameters, etc and provide such parameters to system 14. Fleet control system 17 can select one vehicle with greater energy stored in sources 34 and 38 for the next job site if both vehicles are a similar distance to the next job site. Further, system 17 could choose the vehicle with less energy stored if the next job site includes a fueling station or access to the electrical grid for sources 34 and 38. Preferably, system 17 has access to data about each job site. Such data can include its location, length of time for types of job at the job site, energy usage for types of jobs at the job site, whether a fueling station is available at the job site, power from electric grid available at the job site, etc.

[0052] With reference to FIG. 6, a simplified state diagram 600 shows an exemplary embodiment of the operation of system 10 and transitions between an energy or charge accumulate mode 602, an energy or charge depletion mode 604, and an energy or charge sustain mode 606 in response to stored energy levels and predicted energy use. State diagram 600 is exemplary only. Additional or different criteria can be considered for transitioning between modes 602, 604, and 606 without departing from the scope of the invention.

[0053] Charge sustain mode 606 can include a charge accumulate sub-mode 607 and a charge deplete sub-mode 609, for use during vehicle transport. In one embodiment, charge sustain mode 606 may include a separate charge and deplete mode or sub-modes which are
chosen as a vehicle 10 travels across various portions of the route. In another embodiment, sustain mode 606 can use modes 604 and 602 to optimize fuel consumption and energy storage during charge sustain mode 606.

[0054] According to one embodiment, charge sustain mode 606 can alternate between a charge accumulate sub-mode 607 and a charge deplete sub-mode 609 to maintain an energy level in power sources 34 or 38 over a time period. For example, charge accumulate sub-mode 607 can be reached prior to a base of a hill and a charge deplete sub-mode 609 can be entered while the vehicle travels up the hill. Once the crest of the hill is reached, charge accumulate sub-mode 607 can be reinstated. A route map can be used by control system 14 or fleet control system 17 to implement the appropriate sub-modes. The route map can include elevation data or be based upon empirical data. Empirical data can be collected by system 14 and system 17 of RPM loads across the work route. In addition, systems 14 and 17 can utilize vehicle weight data to choose sub-modes 607 and 609. According to one embodiment, primary mover 20 can be operated at its most efficient constant RPM as the vehicle 10 travels up and down hills at preferred speeds along the route. The charge accumulate sub-mode 607 is used when higher engine output is not required, and charge depletion sub-mode 609 when higher than optimal output is needed from prime mover 20.

[0055] In one embodiment, system 10 may change from charge deplete mode 604 to charge sustain mode 606 or the charge accumulate mode 602 if rechargeable energy source 34 is fully depleted or reaches the minimum allowable level of energy (e.g., a low battery state of charge). Further, system 10 may change from charge accumulate mode 602 to charge sustain mode 606 if prime mover 20 cannot be operated to efficiently store energy in the rechargeable source 34 (e.g. the vehicle is going up hill, the vehicle needs all power for motive power, or prime mover 20 is operating at an inefficient rpm). An algorithm determines if it is more efficient to operate in a charge accumulate mode 602 or in a charge sustain mode 606 once the rechargeable source 34 has been fully depleted or reaches minimum level of energy.

[0056] In one embodiment, diagram 600 can also include a stop mode in which the idle is bumped to achieve more efficient operation of vehicle 10. In such an embodiment, when vehicle 10 is stopped, power from second prime mover 30 or accessory 32 increases the
RPMs associated with the motor (mover 20). Such an increase in the RPM of prime mover 20 results in a reduction in fuel being provided by the electronic control module (ECM) of vehicle 10. The increased RPM is preferably controlled to be below a threshold so that transmission 32 does not begin normal forward operation in response to the increased RPM. In such a configuration, system 10 advantageously reduces engine idle fuel consumption without requiring significant changes to vehicle 10. Bumping the idle provides an advantageous way of reducing energy consumption by prime mover 20 when vehicle 10 is stopped. Once the vehicle accelerator is depressed, the ECM provides fuel to prime mover 20 or prime mover 30 or accessory 32 provides power to transmission 22 so that vehicle 10 operates according to normal operation. The ECM can also reduce fuel consumption during travel when prime mover 30 provides power during travel and prime mover 20 is also engaged.

[0057] With reference to FIG. 9, a simplified state diagram 900 shows an exemplary embodiment of the operation of system 10 and transitions between an engine running mode 902, a brake regeneration mode 904, and a launch assist mode 906 in response to vehicle acceleration and deceleration. State diagram 900 is exemplary only. Additional or different criteria can be considered for transitioning between modes 902, 904, and 906 without departing from the scope of the invention.

[0058] Diagram 900 also includes an ePTO mode 912, an ePTO charging mode 914. Mode 912 is entered from an ignition on mode 920 when electronic use of the PTO is desired. The ePTO mode 912 can be entered when the parking brake is on and transmission 22 is in neutral. Mode 920 can be entered from mode 912 when the parking brake is off or transmission is moved from neutral or if the ePTO mode is deselected. System 10 can alternate from modes 912 and 914 based upon the state of charge. Hybrid system off mode 916 can be entered from a plug-in charging mode 918 when the charge cord is disconnected. Mode 918 can be entered when the charge cord is connected. Mode 902 is entered from mode 920 when the engine is started. A fault mode 930 from any state can be entered. An operator can select ePTO mode 912 via a user interface.

[0059] Referring to FIGS. 4-5, a method estimates vehicle energy usage for job sites 54 and transit along an optimized route 56 to and from job sites 54. The location of job sites 54 and an optimized route 56 to and from job sites 54 is first determined (step 60). The
available data for the expected job sites 54 is analyzed (step 62). If historical data is available for the job sites (e.g., historical data stored in internal database 16 and/or external database 18), it is used to estimate the total expected job site energy usage. If no historical data is available, the total expected job site usage is estimated using available data, such as the type and expected duration of job(s) (step 63). The available data for the expected route 56 is analyzed (step 64). If historical data is available for the route (e.g., historical data stored in internal database 16 and/or external database 18) it is used to estimate the total expected transit energy usage. If no historical data is available, the total expected transit usage is estimated using available data, such as route length, vehicle weight, road types, traffic patterns, etc (step 65). The total expected job site energy usage is then compared to the energy storage capabilities of vehicle 10 (e.g., the capacity and current charge levels of first rechargeable energy source 34) (step 66). The energy storage capabilities of vehicle 10 may be adjusted to account for expected gains while vehicle 10 is operating in a charge accumulate mode when in transit along route 56 to job sites 54.

If the total expected job site energy usage is greater than the energy storage capacity, then hybrid vehicle drive system 12 may be operated in a charge sustain or charge accumulate mode when in transit and reserve all stored energy for job site usage (step 67). First prime mover 30 and/or APU may be operated at job site(s) 54 to provide additional energy. If the total expected job site energy usage is less than the energy storage capacity, then hybrid vehicle drive system 12 may be periodically operated in a charge deplete mode when in transit (step 68). Control system 14 may be utilized to monitor the amount of energy stored in rechargeable energy source 34 and maintain a sufficient energy level for expected job site usage. In one preferred embodiment, vehicle 10 is controlled with a goal to reduce on-site idling to power vehicle 10 and equipment 40 by ensuring that sufficient energy for equipment 40 is present in sources 34 and 38 at the job site. A model of the efficiency of vehicle 10 may reside in the software of the control system 14, fleet management system 17, or in another system such as a cloud based program or storage area. The model can be a mathematical representation that simulates the performance of various hybrid components, the vehicle power train and other inputs in one embodiment. Simulation can be validated against the actual performance of various components and the overall system. Once the model is working, adjustable parameters or software effecting performance of vehicle drive system 12 can be adjusted to determine whether overall efficiency of the vehicle 10 would be increased, or other goals met in accordance with one
embodiment. The model may likely reside in a land based server or cloud, but could also be located in the controller of the vehicle 10 (e.g., control system 14) or other component on vehicle 10.

[0061] Input may be from vehicle 10 only (vehicle "learns" by adjusting parameters in software and measuring results) or from external sources. Input parameters from a telematics system and/or parameters based upon the route, weather, traffic or other factors that may affect efficiency can be used by the model to determine output parameters that are input into the hybrid, vehicle and/or transmission control system 14. The parameters may be determined by control system 14 or other device on vehicle 10, or may be transmitted to control system 14 via telematics, or some other means of machine to machine communications. Instead of input parameters for the control system software, a more comprehensive set of software instructions or a completely new set of code maybe transmitted to control system 14, with the intent of improving vehicle performance, reducing vehicle fuel use, lowering emissions, improving system performance, optimizing the performance of certain vehicle components, correcting errors in software, or some other benefit. Data from vehicle systems, such as J1939 data, data from sensors in hybrid vehicle drive system 12 or other vehicle systems, such as second prime mover torque, rechargeable energy storage system state of charge, battery temperature, input or output current and/or voltage of rechargeable energy storage, vehicle load information, emissions data or other data (external temperature, grade, humidity, altitude, acceleration vs. power or torque to estimate load, etc.) may be stored in controller system 14, and/or transmitted to fleet management control system 17, and/or sent to remote data storage and processing device or system, such as cloud based storage and software programs. The data is then stored and used for further optimization of the model and output parameters for future vehicles.

[0062] Numerous vehicles operating in driving mode and/or job site mode may store data for numerous routes and conditions in an on-board database or an external database, such as cloud based database. The database may then be used to better estimate the best parameters for other vehicles operating in the same area, or in different areas but under similar conditions, terrain and/or job-site activities. The improved parameters or software for system 14 can then be used to further improve fuel efficiency and/or the attainment of previously described benefits. The increasing capability of wireless systems to send and receive data, such as cellular 4G LTE networks or more advanced wireless technology may
reduce the cost and increase the speed of sending large amounts of data which can be used to enhance the database of stored information and result in improved operation of system 14 for numerous vehicles. Such a system is particularly advantageous to large commercial fleets with defined operating areas, similar vehicles in operation and similar duty cycles and/or activities performed at a job-site. The storage and use of the historical operating parameters can result in newer vehicles having control system 14 pre-configured for optimal drive and/or jobsite performance and efficiency, which may be particularly advantageous when a new vehicle is used to replace an older fleet vehicle. The method of updating the controller for a specific duty cycle may also provide an advantage when a fleet vehicle is moved from one area to another area, where driving conditions, terrain and other factors, such as activity at the job site may be much different.

[0063] A signal from a new or different vehicle entering an area may also be sent to other vehicles near-by or to a fleet management system 17 in order to help determine priority of recharging a rechargeable energy source through the grid.

[0064] Priority of recharging may be based upon the state of charge of the battery system, time or date of last recharge, knowledge of future duty cycle (when vehicle 10 will likely be used next and how vehicle is likely to be used) and effect of not recharging (increased fuel consumption estimate), importance of maximum performance (e.g. an emergency vehicle may be deemed to have a higher priority because its rechargeable energy source may be used to enhance acceleration and provide a quiet more productive environment for work at an accident scene), or other criteria.

[0065] Control system 14 may use on board logic to determine whether to recharge (determine if grid is overloaded and energy is at a high cost, or if grid has excess generation at a lower cost or provided by a lower emissions generation source, in comparison to other alternatives such as recharging the rechargeable energy source using power from prime mover 20), when to recharge and may communicate with a smart grid so as to coordinate which vehicles recharge at various levels of power or at various times to limit overall loads on the grid or store maximum amounts of energy if the grid is underutilized or has renewable energy available for use in recharging on-board battery systems. Alternatively, control system 14 may transmit parameters to a central fleet management control system 17 or other control system which can remotely determine the charging methodology of the fleet
(example, time, rate, amount of grid recharge) and transmit instructions back to control system 14 which may affect the operation of on-board vehicle charger or chargers in response to the remote input.

[0066] The central fleet management system or fleet control system 17 or other system may send other signals to an EVSE (Electric Vehicle Supply Equipment), or other equipment connected to a smart grid to assess whether and how a fleet of vehicles should charge or discharge (if bi-directional power transfer to and from the grid is available). The method of transmitting information between vehicles near-by to communicate a request for recharging and communicating the urgency and/or information related to the priority of need to recharge may be especially useful if the electrical grid has limits to the amount of power which can be drawn from the grid at any one time; for example in order to reduce an overload on a transformer or other electrical grid component, grid energy storage device or grid generation device vehicles needing to be recharged may stagger charging times, change charging durations or forego recharging. The smart grid may also transmit data back to controller or control system 14, other on board device with authority to operate on-board charger, or to remote systems with the ability to communicate directly with vehicle 10 to effect operation of on-board charge. The information transmitted to the vehicle may assist the control device to determine on-board charger operation, such as energy rate information, grid load information or other information.

[0067] If vehicle 10 has the means for bi-directional transfer of power from the rechargeable energy source to the electrical grid, additional data such as information related to grid peak power (preferable to reduce load to the grid), need for grid power valley filling (preferable to add load to the grid) or grid frequency modulation data (vehicle to grid interface may assist in maintaining proper grid frequency) could be sent to the controller or control system 14 or other device affecting operation of bi-directional on-board charger.

[0068] If vehicle imports or exports dc power, other on-board and/or fixed control systems, such as in an EVSE, may be used. As described previously the method of transmitting data may be varied including but not limited to wireless (cellular, wifi, Bluetooth, ZigBee, 4G LTE, CDMA, GSM or other), wired (Power Line Carrier, conductive low voltage, pulse width modulation, or other digital or analog signal), optical (fiber optic, or other means), a combination of those and/or other means.
A similar method of optimization using data collection from sensors during charging may be used to store information from one or more vehicles and the grid, measure the actual effect on the grid, calculate effects on the vehicle rechargeable energy systems and the grid through a model, and subsequently change parameters or control methodology of fleet charging to optimize future recharging events. Optimization may include better capture of renewable energy during periods of low grid utilization, reduced stress on grid components due to recharging of fleet (or other) vehicles, or other benefits related to better control of one or more vehicles connected to the power grid, such as optimization of the energy efficiency of the overall system, including grid recharge process of a fleet and fleet operational efficiency.

Referring to FIG. 5, the progress of vehicle 10 along route 56 can be monitored (step 70). If vehicle 10 has departed from the final job site 54 and is returning to a home location 52, hybrid vehicle drive system 12 may be operated in a charge deplete mode to utilize any remaining energy stored in first rechargeable energy source 34 (step 72). Using remaining rechargeable energy reduces fuel use to a greater extent than returning to the fleet storage lot with a rechargeable energy source that is partially full and has not been used to offset fuel consumption. Recharging the rechargeable energy storage system using grid power is typically much more efficient than not using rechargeable energy to reduce fuel consumption. If vehicle 10 still has to visit one or more additional job sites, the amount of energy stored in first rechargeable energy source 34 is determined (step 74). The stored energy is then compared to the estimated energy needed for the remaining job site(s) 54 (step 76). If the total expected energy usage for the remaining job site(s) is greater than the stored energy, then hybrid vehicle drive system 12 may be operated in a charge sustain or charge accumulate mode when in transit and reserve all stored energy for job site usage (step 77). Reserving the energy in the rechargeable energy system 34 for use at the job site to reduce operation of first prime mover 20 typically is more efficient than using the rechargeable energy in a charge depleting mode during transit, because not having to idle first prime mover 20 typically saves more fuel than incrementally increasing the efficiency of the truck by supplementing the power of the first prime mover with the energy from the rechargeable energy source. First prime mover 20 and/or APU may be operated at remaining job site(s) 54 to provide additional energy if expected energy usage for the remaining job site(s) is greater than the stored energy (e.g., if job site energy usage was underestimated). If the total expected energy for the remaining job site(s) is less than the
stored energy, then hybrid vehicle drive system 12 may be periodically operated in a charge
deplete mode when in transit (step 78).

[0071] With reference to FIG. 4, optional decision blocks 84 and 86 can be included in the
method. At a step 84, system 10 can determine if regeneration is possible at the job site.
Certain job sites may not be conducive to regeneration due to noise and air quality issues. If
not, system 10 advances to step 67 and reserves all stored energy for the job site. If so,
system 10 can advance to step 72 or advance to another decision block 86.

[0072] At decision block 86, system 10 can determine if regeneration at the job site is
more efficient than regeneration during transportation. System 10 may consider a variety of
factors for this decision including the type of terrain and route associated with travel to the
job site. If not, system 10 can advance to step 67 where all energy is reserved for the job
site. If so, system 10 can advance to step 72 and utilize remaining stored energy to assist
with the propulsion, thereby using regeneration at that the most efficient portion of the route
- the job site. With such an operation, system 10 can minimize regeneration along the route
where regeneration is not the most efficient.

[0073] Referring back to FIG. 1, the control system 14 utilized to control the operation of
hybrid vehicle drive system 12 may take a variety of forms. In one exemplary embodiment,
a driver of the vehicle 10 may manually control the operation of hybrid vehicle drive system
12. For example, a switch may be provided for the driver to manually change the operation
of hybrid vehicle drive system 12 between a charge deplete, charge sustain, or charge
accumulate state. The driver may utilize log sheets and gauges to monitor the operation of
hybrid vehicle drive system 12 and estimate power usage. In another exemplary
embodiment, a fleet manager may remotely control the operation of hybrid vehicle drive
system 12 (e.g., using fleet control system 17). The fleet manager may direct the operation
of vehicle 10 based on the expected job types, locations, and number. The fleet manager
may further monitor the operation of hybrid vehicle drive system 12 using a wireless
communication system. In still another exemplary embodiment, control system 14 may be a
computing device that automatically monitors hybrid vehicle drive system 12 and controls
the operation of hybrid vehicle drive system 12 utilizing various algorithms.

[0074] A control system 14 embodied as a computing device may also be used for other
optimized operation of hybrid vehicle drive system 12. Such a control system 14 can be
utilized to control the various components (clutches, motors, transmissions, etc.) in system 12. Electronic control systems, mechanical control systems, and hydraulic control systems can be utilized. Such control systems can include sensors and control devices coupled to each component. The control devices can include, switches, clutches, solenoids, converters and other control devices for implementing the functions described herein. In addition, a controller can be provided to indicate a request to operate an accessory or other equipment.

[0075] The control system 14 can utilize various input criteria to determine and direct the amount of power required or to be stored, the input criteria can input operator brake and acceleration pedals, accessory requirements, storage capacity, torque requirements, hydraulic pressure, vehicle speed, etc. According to an exemplary embodiment, the input criteria may be an external input, such as from a fleet management system or from a smart grid interface or control signal.

[0076] According to other exemplary embodiments, control system 14 may be used for other purposes (e.g., coupling component 28 to transmission 22; monitoring the charge status of first rechargeable energy source 34 and second rechargeable energy source 38; monitoring and managing the thermal status of various components (e.g., prime movers, rechargeable energy sources, electronics, etc.); operating first prime mover 20, second prime mover 30, and accessory 32 to replenish energy in first rechargeable energy source 34 and second rechargeable energy source 38 and/or supply power to equipment 40; operating APU 36 as needed; or control other functions). Information on the status of the system, such as operating efficiency, status of rechargeable energy sources, and certain operator controls may be displayed or accessed by the driver.

[0077] Referring still to FIG. 1, according to an exemplary embodiment, control system 14 may monitor sensor devices such as a GPS unit 15 to optimize the operation of system 12 when vehicle is in transit along a route 56. Control system may utilize topographic data from GPS 15 to monitor upcoming elevation changes. For example, if vehicle 10 will approach a hill along route 56, control system 14 may direct vehicle drive system to operate in a charge accumulate mode to charge first rechargeable energy source 34. The stored energy may then be utilized to drive wheels 26 as vehicle 10 ascends the hill. According to another exemplary embodiment, control system 14 may utilize data from GPS unit 15 to plot a route 56 that avoids elevation changes when possible.
Referring still to FIG. 1, control system 14 may monitor the operation of system 12 along a route 56 and collect data to better estimate the expected power usage of system 12 along route 56 and at job sites 54. For example, control system 14 may monitor a wide variety of parameters, such as total vehicle travel distance; fuel economy, brake use; cruise control use; accelerator pedal position; torque, rotational speed, temperatures, and operational times of various devices in hybrid vehicle drive system 12; first rechargeable energy source 34 voltage; and activity of on-board devices such as air conditioner activity, ePTO activity; heater activity, charger activity, etc. The recorded parameters may be utilized to refine initial estimates and create a historical database to provide more accurate estimates for subsequent trips. The recorded parameters may be stored in an internal database 16 or may be transferred to an external database 18 (e.g., via a fleet control system 17). The recorded parameters may be transferred by modem 19 to an external database 18 when vehicle 10 with a wired connection has returned to a home location or with a wireless connection. For example, control system 14 may transmit data on vehicle performance to fleet control system 17 using wireless interface, such as cellular, satellite or wireless area network. External data may also be transmitted using a wired interface through a charge station at a home location. A charge station provides external power from the grid 42 to vehicle 10 in order to recharge first rechargeable energy source 34. Such a signal may be sent through a low voltage communications wire (conductor) or through a digital interface connected to the high voltage conductor. In one exemplary embodiment, control system 14 may communicate wirelessly with a smart phone via a wireless technology such as a Bluetooth connection or a Wi-Fi connection. The smart phone may be loaded with software to store and/or analyze the data or the smart phone may be utilized to transfer the data wirelessly to external database 18. By uploading the data to an external database 18, fleet control system 17 may receive and analyze the collected data from many vehicles and refine power usage estimates and optimized routes in real time.

Additional information from other systems on vehicle 10 may also be transmitted through the same means. For example, equipment 40 may be operated on vehicle 10 to help identify potential problems with the power grid. GPS receiver or unit 15 and other sensors may be used to identify possible problems with the grid along with the time and location of those possible faults. Information is then sent to an external system, such as fleet control system 17, which gathers this information from the various vehicles operating within a fleet to help map out areas of the grid requiring maintenance or repair. In this way, a fleet of
vehicles becomes a diagnostic tool to monitor the status and predicted reliability of the power grid.

[0080] Use of power at a job site can be monitored by measuring current draw through mover 30 rather than measuring pressure and flow at equipment 40 when vehicle 10 is in an idle reduction mode in one embodiment. Further, power provided by mover 20 can also be monitored if equipment is powered by mover 20. Monitoring energy or power usage at the job site allows to better optimization by control system 14.

[0081] Control system 14 can calculate mass of vehicle 10 in one embodiment. Mass can be used to optimize control of vehicle 10 for depletion of energy and accumulation of energy and can be a parameter in the model used by system 14. A highly accurate GPS can measure acceleration in comparison to power output from prime movers 20 and 30 to understand if a vehicle 10 has a higher or lower mass (e.g., f=ma). Alternatively, mass could be measured by comparing power draw with respect to elevation along the route. Changes in elevation along the route can be considered with respect to velocity to calculate mass in one embodiment.

[0082] Alternatively, a low cost device can transmit CAN codes to a cell phone. A cell phone app using an accelerometer in the cell phone and CAN codes can approximate mass of vehicle in one embodiment.

[0083] Other factors like altitude, grade, tire pressure could be monitored and factored into the mass calculation. Compensation for wind and some other variables can be achieved by calculating averages using acceleration from when vehicle 10 is headed in different directions. Although the term mass is utilized herein, weight can be utilized instead of mass without departing from the scope of the invention.

[0084] Approximating the mass of vehicle 10 allows control system 14 to better predict optimum storage levels for rechargeable energy at various parts of a drive cycle. In one embodiment, a lighter vehicle may use a higher depletion rate going up a hill relative to accelerator pedal position in comparison to a more heavily loaded vehicle in which prime mover 20 would need to produce more power up the hill. In both cases the goal would be to deplete the rechargeable energy source 34 substantially by the top of the hill so that energy could be recovered on the way back down the hill, maximizing overall efficiency.
Depletion can also be controlled by having a GPS location overlay with a map and topographical information which could be used as an input to control system 14 or a map that had some of the depletion instructions already programmed into it. In one embodiment, system 14 depletes the renewable energy level to a certain percentage at a certain position on the grade.

[0085] Driving information can also be used to improve vehicle efficiency. Use information such as torque at certain locations, fuel consumption, rate of consumption, engine power, accelerator position, brake position, and GPS location stamp an be used to improve efficiency. In one embodiment, a record of each measurement can be matched to the route. CAN codes can be sent from low cost device to cell phone via Bluetooth. Route information can be sent to cell phone. The cell phone may use Bluetooth to upload a calibration to a plug-in hybrid controller, or to a controller on a conventionally powered truck to improve efficiency for various driving conditions (traffic), terrain (hills), route (length, number of stop and go, average power required by previous vehicles on the route - potential adjustments for seasonality, weather, day of week, time of day, number of other signals being sent on the same route). A separate cellular connection could be made for each device (CAN message transmitter, cell phone, GPS driver display with optional route information, vehicle control module that interfaces with power train). Data can be gathered and pooled in a database. Some of the data is then analyzed and sent to the fleet manager. Other data can be used as proprietary data to improve performance and efficiency of vehicles through live downloads to vehicle. For example, the charge depleting algorithm or calibration can be adjusted to best use hybrid energy (e.g., electric, hydraulic, air, kinetic (such as through gyro), or combinations of those, etc.) to offset maximum fuel (e.g., diesel, gasoline, bio fuel, CNG, propane, or other).

[0086] A detailed map of parameters to increase fuel efficiency could be created and used for other vehicles to improve their efficiency. This data would then be made available to customers to improve fleet, or provide driver behavior bench marks. An advantage of the cell phone app is ability to have fleet management get instant updates (or updates when certain parameters are exceeded (e.g., maximum speed, miles off of route, truck not moving after certain period, etc.) and allow the fleet operator to call the driver or personnel closest to vehicle.
Referring to FIGS. 7 and 8, plots of the battery state of charge as a function of time and distance, respectively, are shown for a vehicle departing from a home location, travelling along an exemplary route to two job sites, and returning to a home location. As shown in FIG. 7, the vehicle may leave the home location 700 with a fully charged battery (SOC = 100%). During a first period 702, a portion of the stored energy is utilized during transit to the first job site. During a second period 704 additional stored energy is utilized by the vehicle at the first job site. In an exemplary embodiment, the portion of the route between the first job site and the second job site includes a large hill. In the approach to the hill 706, hybrid drive system 12 may be operated in a charge accumulate mode to store energy in the battery. Changes in elevation along the route may be predicted using data such as topographical data or historical data collected during previous trips. Stored energy is then utilized as the vehicle climbs the hill 708. As shown some energy may be recaptured and stored in the battery as the vehicle descends the hill. Additional stored energy is utilized in a period 710 during which the vehicle is at the second job site. Any additional stored energy may then be utilized in a period 712 during which the vehicle returns to the home location. Hybrid drive system 12 is configured to allocate stored energy such that the battery is fully discharged upon returning to the home base 716. Job site operations, in which equipment such as hydraulic booms are operated, generally represent the least efficient use of first prime mover 20. Use of first prime mover 20 at job sites can be less desirable due to pollution and noise concerns. As shown in FIG. 8, the vehicle may be operated in charge accumulate mode or charge sustain mode during transit such that sufficient stored energy is available for use at the first job site 800 and the second job site 802 to minimize the idling the first prime mover.

Rhythm-based algorithms based upon past history or predictive algorithms can be utilized to select appropriate modes at various times and locations. Topographical maps/information can be used by the algorithms. The algorithm can also include a temperature or weather input. The algorithm may lessen charge depletion during hot weather and lessen charge depletion in cold weather according to one embodiment. In one embodiment, the algorithm can optimize efficiency to save enough stored energy for use at the job site to reduce job site noise. The job site can be any stationary or low energy operation where use of prime mover 20 is less efficient or undesired. The algorithm can also consider geographic job site consideration such as soil type. For example, more
energy may be reserved for job sites with rocky soil conditions in digger derrick applications.

[0089] With reference to Figure 10, an exemplary vehicle 10 is shown. Vehicle 10 includes prime mover 20, transmission 22, component 28, auxiliary power unit 36, rechargeable energy system 34, control system 14, and second prime mover 30. Although a PTO-based hybrid system is shown, other hybrid vehicle systems can be utilized without departing from the scope of the invention.

[0090] It is also important to note that the hybrid vehicle drive system and control system, as shown, is illustrative only. Although only a few embodiments of the present disclosure have been described in detail, those skilled in the art who review this disclosure will readily appreciate that many modifications are possible (e.g., variations in sizes, dimensions, structures, shapes and proportions of the various elements, values of parameters, mounting arrangements, materials, colors, orientations, etc.) without materially departing from the novel teachings and advantages of the subject matter recited herein. For example, although bidirectional arrows are shown in the Figures to represent power flow in two directions, the systems can be designed to have power flow in a single direction (e.g., certain bidirectional arrows can be replaced with unidirectional arrows without departing from the scope of the invention). Accordingly, all such modifications are intended to be included within the scope of the present disclosure as described herein. The order or sequence of any process or method steps may be varied or re-sequenced according to alternative embodiments. Other substitutions, modifications, changes, and/or omissions may be made in the design, operating conditions and arrangement of the preferred and other exemplary embodiments without departing from the exemplary embodiments of the present disclosure as expressed herein.
WHAT IS CLAIMED IS:

1. A system for idle reduction in a hybrid vehicle, the system comprising:
   a control system for causing the vehicle to operate in a charge depletion mode, or a charge accumulation mode in response to job site data, the job site data including an estimate of the amount of energy required at the job site.

2. The system of claim 1, wherein the control system includes a vehicle control system and a remote control system, the vehicle control system being in wireless communication with the remote control system.

3. The system of claim 2, wherein the remote control system is a fleet control system, wherein the fleet control system selects a vehicle for a next job site at least in part in response to the amount of energy required at the next job site.

4. The system of claim 2, wherein the vehicle control system communicates with the remote control system through a wireless communication device.

5. The system of claim 1, wherein the wireless connection device is a phone with a Bluetooth connection to the vehicle control system.

6. The control system of claim 1, wherein the control system route causes the vehicle to operate in a charge depletion mode, or a charge accumulation mode in response to route data, the control system estimating energy usage to travel to the job site based upon the route data.

7. The control system of claim 6, wherein the route data includes at least one of: topographic data, and traffic data.

8. The control system of claim 1, wherein charge depletion mode is selected when the vehicle returns to a home base.

9. The control system of claim 1, wherein the job site data, includes energy data for types of jobs.

10. The control system of claim 7, wherein the route data is based upon historical data stored by the control system.
11. A method of optimizing energy utilization by a hybrid vehicle, the method comprising:
   receiving locations of a plurality of job sites on a route;
   determining expected energy use at the job sites;
   determining if the expected energy use is greater than stored energy in rechargeable energy sources aboard the vehicle; and
   operating the vehicle in a charge depletion mode along the route if the expected energy use is less than stored energy in rechargeable energy sources aboard the vehicle.

12. The method of claim 11, further comprising:
   operating the vehicle in a charge accumulation mode along the route if the expected energy use is more than stored energy in rechargeable energy sources aboard the vehicle.

13. The method of claim 11, further comprising:
   operating the vehicle in a charge depletion mode along the route after a last job site has been visited if stored energy is present in the rechargeable energy sources.

14. The method of claim 11, further comprising determining the expected energy use along the route.

15. The method of claim 11, wherein a fleet control system provides the expected energy use to the vehicle.

16. The method of claim 11, wherein the method the expected energy use and the stored energy are updated.

17. An apparatus, comprising:
   a control system for causing a vehicle to operate in a charge depletion mode, or a charge accumulation mode in response to a command;
   a command control system for providing the command in response to job site data, the job site data including an estimate of the amount of energy required at the job site.
18. The apparatus of claim 17, wherein the command control system providing the command in response to stored energy in rechargeable energy sources.

19. The apparatus of claim 18, wherein the command is provided continually as the vehicle is used throughout a route with multiple job sites.

20. The apparatus of claim 17, wherein the command control system includes a vehicle command system and a remote command system, the remote command system storing historical energy usage data.
Determine location of job sites and optimized route to job sites.

Is data available for job sites?

Estimate total expected job site energy usage.

Is driving data available for determined route?

Estimate expected transit energy usage.

Is expected job site energy usage less than energy storage capacity?

Is regeneration possible at the job site?

Is regeneration at job site more efficient?

Determine total amount of stored energy available for transit.

A

B

Reserve all stored energy for job site usage.
INTERNATIONAL SEARCH REPORT

International application No. PCT/US2012/029835

A. CLASSIFICATION OF SUBJECT MATTER

B60W 10/06(2006.01)i, GOIC 21/34(2006.01)i, B60W 20/00(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B60W 10/06; B60L 11/12; B60L 3/00; G06F 19/00; B60W 20/00; B60W 10/04; B60W 10/24; GOIC 21/36

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & Keywords: hybrid, job, site, optimization, depletion, accumulation, charge, energy

c. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2011-0190968 A1 (MATTHEW EUGENE FLEMING et al.) 04 August 2011 &lt;br&gt;See paragraphs [0088], [0050] and figures 1, 6.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 7665559 B2 (JOSE DE LA TORRE-BUEND) 23 February 2010 &lt;br&gt;See abstract, column 7, lines 47 - 55 and figures 2, 3.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>JP 08-322107 A (HIPPODENSE CO LTD) 03 December 1996 &lt;br&gt;See abstract and figure 3.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 2011-0022259 A1 (TOSHIKAZU NIWA) 27 January 2011 &lt;br&gt;See paragraphs [0067] - [0070] and figures 1, 2.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 2009-0095549 A1 (JOSEPH THOMAS DALUM et al.) 16 April 2009 &lt;br&gt;See paragraphs [0056] - [0058] and figure 1.</td>
<td>1-20</td>
</tr>
</tbody>
</table>

A further document is listed in the continuation of Box C.

*[a] Special categories of cited documents:
"A" document defining the general state of the art which is not considered to be of particular relevance
"E" earlier application or patent but published on or after the international filing date
"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of citation or other special reason (as specified)
"O" document referring to an oral disclosure, use, exhibition or other means
"P" document published prior to the international filing date but later than the priority date claimed

'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"Y" document member of the same patent family

Date of the actual completion of the international search: 24 DECEMBER 2012 (24.12.2012)

Date of mailing of the international search report: 26 DECEMBER 2012 (26.12.2012)

Name and mailing address of the ISA/KR
Korean Intellectual Property Office
189 Cheongja-ro, Seo-gu, Daejeon Metropolitan City 301-701, Republic of Korea
Facsimile No. 82-42-472-7140

Authorized officer
Kim Sung Soo
Telephone No. 82-42-481-3401

Form PCT/ISA/210 (second sheet) (My 2009)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2011-0190968 A1</td>
<td>04.08.2011</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010-0217467 A1</td>
<td>26.08.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7958958 B2</td>
<td>14.06.2011</td>
</tr>
<tr>
<td>JP 08-322107 A</td>
<td>03.12.1996</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009-122951 A</td>
<td>08.10.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2702089 A1</td>
<td>16.04.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2751753 A1</td>
<td>10.06.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101795884 A</td>
<td>04.08.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101868366 A</td>
<td>20.10.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2170641 A1</td>
<td>07.04.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2200850 A2</td>
<td>30.06.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2200850 A4</td>
<td>05.10.2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010-533100 A</td>
<td>21.10.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2010-0092435 A</td>
<td>20.08.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010-0219007 A1</td>
<td>02.09.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009-049066 A3</td>
<td>28.05.2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010-065476 A2</td>
<td>10.06.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010-065476 A3</td>
<td>10.06.2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010-065476 A9</td>
<td>10.06.2010</td>
</tr>
</tbody>
</table>