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plurality of longitudinal Sections which may be 
separated and positioned end to end to form a 
suitable base for the erected apparatus. In the 
presently preferred form of the invention the 
container is split longitudinally into tWO Sections 
generally designated 2 and 22, each of which 
has what may be termed a bottom wall 23, two 
side walls 24 and one end wall 25. 
The two sections 2 and 22 of the container 

are pivotally interconnected by Suitable hinges 
3) and may be releasably held together by Suit 
able luggage latches 3 to form the closed con 
tainer. The two end walls 25 of the sections 2 
and 22 form the bottom of the upright container 
as viewed in Fig. 11 and the absence of a Second 
end wall for each of the Sections leaves the top 
of the container open as may be seen in Fig. 10. 
A suitable closure 32 provided with the previ 
ously mentioned handle 20 is provided for this top 
opening. 
As indicated in Fig. 10, such a closure 32 may be 

in the form of an end plate which may be releas 
ably attached to the rest of the container by four 
luggage latches. Each of the four latches is of 
a well-known type comprising a Suitable fitting 
33 on the body of the container and a comple 
mentary fitting 34 on the closure 32, the fitting 
33 having a metal loop 35. (Fig. 10) to engage 
a lug 36 on the corresponding fitting 34. 
The first step in unpacking and erecting the 

apparatus is to remove the closure 32 from the 
closed container as indicated in Fig. 10 and then 
to unfold the two sections 2 and 22 to position 
the two sections end to end on the floor, as ShoWn 
in Fig. 9, to form the base for the erected appa 
ratus. It will be noted that the absence of end 
Walls for the two sections adjacent the hinge 30 
results in an apparatus base in the form of an 
elongated pan, there being free communication 
between the two sections 2 f and 22. It is ap 
parent that this open pan may be turned upSide 
down on the floor if desired so that the two bot 
tom Walls 23 of the sections 2 and 22 may pro 
vide an extensive stationary platform for the 
user of the apparatus. For the Sake of certain 
advantages, however, I prefer to use this pan-like 
base with the open side up as shown in FigS. 1 
and 9. 
Under my basic concept various devices includ 

ing spring equipped devices may be included in 
the assembly for carrying out various exercises 
for muscular development. In the preferred 
practice of my invention, one of these devices is 
in the form of a suitable movable platform, gen 
erally designated 40, which is equipped with Suit 
able yielding means that urge the platform toward 
one end of the apparatus base So that the user 
can exercise by moving the platform in the oppo 
site direction against the resistance of the yield 
ing means. For this purpose, the platform 40 is 
connected to the end Wall 25 of the Section 22 
by a plurality of coiled Springs 4 , which Springs 
urge the platform 40 toward the normal position 
shown in Fig. 9. 
In the particular construction shown, the plat 

form 40 includes two hollow side members 42 
for strength and rigidity on the top of Which 
is mounted a platform plate 43 and on the oppo 
site ends of which are mounted two end plates 44 
and 45. The previously mentioned SpringS 4 i 
extend through apertures in the end plate 44 
and under the platform plate 43 for connection 
to the opposite end plate 45. It is apparent that 
extension of the springs 4: through one end plate 
of the platform 40 to the opposite end plate 
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4. 
makes it possible to employ relatively long 
SpringS and yet urge the platform to Ward a nor 
mal position relatively close to the end of the 
apparatus base. 

It is contemplated that the platform 40 Will 
be mounted on suitable antifriction means fol' 
free movement and that suitable means will be 
provided for guiding the platform. In the par 
ticular construction shown, each of the Sections 
2 and 22 of the container is provided with two 
guides in the form of channels 48 mounted On 
the two side walls 24, respectively, the two chan 
nels 48 on each side of the container moving into 
longitudinal alignment with each other When the 
container is unfolded to form the Open base. AS 
best shown in Figs. 2 and 3, the platform 40 is 
provided on each side with a pair of guide rollers 
49 mounted in brackets 50 to ride inside the 
channel guides 48 and the platform is also pro 
vided with suitable supporting rollers 5 mounted 
on axles 52 that extend through the hollow Side 
members 42. 
The required collapsible framework may take 

various forms in various practices of the inven 
tion but preferably it is at least in part pivotally 
connected to the apparatus base for erection by 
unfolding movement. In the particular construc 
tion shown, the framework comprises two end as 
semblies that are hingedly connected to the ap 
paratus base together with two side assemblies 
that may be detachably connected both to the 
apparatus base and to the two end assemblies to 
complete the erected frame structure. 
In the construction Shown, a U-shaped eld aS 

sembly generally designated 55 is hingedly 
mounted by its two legs 56 adjacent the end Wall 
25 of the container section 2. AS shown in FigS. 
7 and 8, each of the legs 56 is mounted on a suit 
able hinge pin 57 that extends through a U 
shaped bracket 58, the U-shaped bracket being 
mounted on the adjacent guide channel 48. This 
arrangement permits the U-shaped end aSSembly 
to be folded down against the two guide channels 
48. For strength and rigidity the U-shaped end 
assembly 55 may be braced by diagonal tension 
members 59 intersecting at a plate fitting 60, 
each of the tension members including a suitable 
turnbuckle 6 for tension adjustment. Folding 
inclined braces 62 may also be provided. 
At the opposite end of the apparatus base a 

second U-shaped end assembly 65 of the frame 
work is hingedly mounted in the same manner 
in the end of the container Section 22 to fold down 
against the guide channels 48. In this instance, 
however, the end a SSembly is braced by a hori 
Zontal crosspiece 64 instead of diagonal tension 
members So that the end assembly when folded 
down will clear and surround the platform 40 at 
the normal position of the platform as shown in 
Fig. 9, with the horizontal crosspiece 64 lying on 
top of the platform 40. 
The two side assemblies required to complete 

the erected framework, each of which is generally 
designated 66, are Shown in erected State in Fig. 
1 and in collapsed or dismantled state in Fig. 9. 
Each of these side assemblies 66 of the framework 
comprises an upright member 67 adapted for re 
leasable connection with the apparatus base and 
two longitudinal members 68 adapted for releas 
able connection with the end assemblies 55 and 
65, respectively. In the arrangement shown, the 
upright member 67 and the two longitudinal 
members 68 are attached to a central channel 
member 69, the upright member being rigidly 
connected thereto by a rivet 70 (Fig. 6) and the 
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tWo longitudinalmembers 68 being pivotally con 
nected thereto by pivot pins 7. 
The upright member 67 is attachable in a re 

leasable manner to the apparatus base prefer 
ably in Such a Inanner as to immobilize the two 
Sections 2 and 22 with respect to unfolding move 
ment about the two hinges 30. For this purpose, 
a pair of rectangular brackets, generally desig 
nated 75, are mounted on the interconnected ends 
of the two sections 2 and 22 as may be seen in 
Figs, 1, 4 and 5, there being one such bracket on 
each side of the axis of the hinges 30. When 
the two sections 2 and 22 of the container are 
unfolded to form the base as shown in Fig. 1, 
each of the two pairs of brackets 75 on opposite 
sides of the base close together to form a central 
double walled web 76 (Fig. 5) with two single webs 

spaced on opposite sides thereof. The lower 
end of the upright member 67, which is reinforced 
by a suitable plug 8 (Fig. 5), has a transverse slot 
so that the end may fit Snugly over the central 
web is and between the two outer webs 77. When 
a Suitable removable bolt 79 is inserted across the 
assembly as shown in Figs. 4 and 5 and secured 
by a suitable wing nut 80, the result is not only 
to mount the upright member rigidly on the un 
folded base, but also to make rigid the base itself 
by engagement of the bolt 79 and the wing nut 80 
With the brackets 5 of the two base Sections 2 
and 22 across the axis of hinge 30. 

It is apparent that the four longitudinal mem 
bers 68 of the two side assemblies 66 may be re 
leasably connected with the U-shaped end assem 
blies 55 and 65 in various ways. In the construc 
tion shown, each of the U-shaped end assemblies 
55 and 65 incorporates two elbows 8 at the top 
corners thereof for interconnecting the legs and 
the transverse members of the assembly. Each 
of the two elbows 8 is reinforced with a suitable 
plug 83 (Figs. 7 and 8) which is provided with a 
bore 84 to receive a pin 85 that is provided on 
the end of the corresponding longitudinal mem 
ber 68. As best shown in Fig. 7, the pin 85 may 
be integral with a plug 86 in the end of the longi 
tudinal member 68. To make the joint Secure, a 
suitable thumb screw 88 may be used in a manner 
shown in Fig. 7, the thumb screw extending 
through the pin 85 as well as the structure of the 
end assembly into which the pin is inserted. 

In a preferred practice of my invention the 
framework also includes an additional transverse 
member 99 which is equipped with suitable clamp 
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type fittings 9 to permit it to be mounted across 
two of the longitudinal frame members 68 as 
shown in Fig. 1. To increase the utility of the 
apparatus for its purpose, the transverse men 
ber 3 may carry a pair of well-known exercising 
devices 92 each of which comprises a suitable 
coiled spring 93 and a handle 94. A pair of strap 
loops or slings 95 may also be added, as shown 
in Fig. 1. 
The manner in which the erected apparatus 

may be used for various exercises is readily ap 
parent from the foregoing description. With the 
extensive framework available for handholds in 
ali directions, bending exercises and leg exercises 
may be performed in variety. The exercising de 
vices 92 are of special benefit in developing arm 
and shoulder muscles. 
The spring-equipped movable platform 40 may 

be employed in various ways within the ingenuity 
of the user. The exercise indicated by the dotted 
lines in Fig. 1 is performed with the user standing 
on the platform 40 and gripping the transverse 
member 90. In this position the user employs 
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6. 
his muscles to draw the platform 40 away from its 
normal position against the resistance of the 
coiled springs 4. It is apparent that the user 
may face in the opposite direction and grasp the 
end assembly 65 to use his legs for pushing the 
platform 40 backward against the resistance of 
the SpringS. 
The invention may also be used for various 

stretching exercises. For example, the user may 
place his feet in the two slings 95 and suspend 
himself from the apparatus face up by grasping 
the bar 55, thus stretching his body With Special 
benefit in the spinal region. 

It may be further understood by inspection 
of Fig. 1 that the erected apparatus may be re 
versed to form an exercising table in which the 
two sections 2 and 22 of the base form a table top 
supported by the erected frame structure. 
To dismantle the erected apparatus it is neces 

Sary only to remove the transverse member 9), 
unscrew the four thumb screws 88 and withdraw 
the two bolts 79. The two side assemblies 66 of 
the framework are folded and moved to posi 
tions of storage as indicated in Fig. 9. The trans 
verse member 90 is stored in the same manner. 
When the two end assemblies 55 and 65 have been 
folded down into the interior of the two con 
tainer sections 2 and 22 the two Sections may 
then be folded together to receive the closure 
32 as shown in Fig. 10. When the closure 32 is 
latched in place, as shown in Fig. 11, the kit 
takes the form of an ordinary piece of luggage. 

It is apparent that by making all of the struc 
ture of relatively light material the weight of 
the whole kit may be reduced to relatively few 
pounds for convenient portability. To this end 
the various members of the framework are of 
tubular construction as shown in the drawings 
and may be made of relatively light metal such as 
aluminum. The sections 2 and 22 forming the 
body of the container may also be made of alu 
minum or may be made of lightweight plastic 
material. Strength is required in the construc 
tion of the apparatus base as it forms a table for 
Setting-up exercise and other stretching exer 
Cl?6?. 
My description in specific detail of a preferred 

form of the invention will suggest to those skilled 
in the art various changes, substitutions and 
other departures that properly fall within the 
Scope and Spirit of my appended claims. 
I claim as my invention: 
1. A collapsible physical culture apparatus 

Comprising: an elongated base divided trans 
versely into two sections, said base having a bot 
ton wall, two upright side walls and two upright 
end Walls; a platform mounted in said base for 
movement longitudinally thereof, Said platform 
being Shorter than one of said sections thereby to 
fit inside the Section; means yieldingly urging said 
platform toward one end of said base; and frame 
WOrk mounted on Said base and extending up 
Ward therefrom whereby a user standing on said 
platform and grasping Said framework for sta 
bility may exercise by exerting muscular force 
On Said framework in One direction and exerting 
muscular force on said platform in the opposite 
direction in opposition to said yielding means, 
said framework being of Substantially uniform 
height and of sufficient strength and rigidity to 
Support the weight of a user whereby the appara 
tus may be turned upside down to Serve as an ex 
ercising table with the user prone on said bot 
tom wall, Said base being foldable to bring the 
side walls of the tWO Sections of the base into 
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edge-to-edge relation and to bring the end walls 
into edge-to-edge relation thereby forming a 
portable container, said framework being collapS 
ible to fit into said container with said platform. 

2. A combination as set forth in claim 1 in 
which said base sections are hinged together 
and provided with latch means to releasably in 
terconnect the sections in their folded positions. 

3. A combination as set forth in claim 1 in 
which said base has the configuration in plan of 
a rectangle and in which said framework has 
Substantially the same rectangular configuration 
in plan. 

4. A reversible physical culture apparatus of 
the character described comprising: an elon 
gated wall member to serve as a base in a first 
position of the apparatus and as a table top in a 
Second position of the apparatus; a platform 
movable along Said base in engagement therewith 
for guidance thereby in said first position of the 
apparatus; means to yieldingly urge said plat 
form toward one end of said base; and frame 
Work mounted On Said base and extending up 
Ward therefron in Said first position of the ap 
palatus whereby a user standing on said plat 
fol'm alld grasping Said framework for stability 
may exercise by exerting muscular force on said 
framework in one direction and exerting muscu 
lar force on said platform in the opposite direc 
tion in Opposition to said yielding means, said 
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framework being of substantially uniform height 
and of Sufficient strength and rigidity to support 
the weight of a user whereby the apparatus may 
be used as an exercising table with the user prone 
On Said wall member in Said Second position of 
the apparatus. 

5. A combination as set forth in claim 4 in 
which said framework comprises a plurality of 
vertical members connected at their inner ends 
to Said wall member and a plurality of horizontal 
members interconnecting the outer ends of said 
vertical members. 
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