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ADJUSTABLE STYLUS FOR FACSMILE 
RECORDERS 

Garvice H. Ridings, Summit, and Raleigh J. Wise, 
Dunellen, N.J., assignors to The Western Union 
Telegraph Company, New York, N. Y., a cor 
poration of New York 

Application February 11, 1942, Serial No. 430,326 
3 Claims. (C. 234-0) 

The present invention relates to recording tele 
graph systems of the type employing an electrical 
recording stylus for applying electrical energy to 
a recording medium to produce a record thereon. 
Systems of this type usually include an electri 

cally conductive supporting surface for a record 
ing blank, such, for example, as a recording cylin 
der around which the recording blank is wrapped, 
although a support which remains stationary or 
other types of movable supports for the recording 
blank can be used. Relative movement between 
the blank and the stylus is obtained by various 
means to produce scanning of the blank by the 
stylus for recording purposes. . Such movement 
produces friction so that the end of the stylus is 
worn flat with the result that the recorded mark 
ing on the blank becomes blurred and loses the 
desired sharp definition. Where the stylus rests 
on the Surface of the blank at a trailing angle, 
an arrangement which is desirable for mechani 
cal reasons, the flattened end of the stylus be 
comes elliptical in outline and exaggerates the 
blurring and, therefore, further reduces the 
sharpness of definition. In practising the present 
invention, the effect of Wear on the stylus and 
the possible increase of this effect because of the 
desired inclination of the stylus with respect to 
the blankis entirely overcome. 
An object of this invention, therefore, is to pro 

vide a stylus mechanism for a recording telegraph, 
Constructed and arranged to compensate for the 
flattening discussed above, by presenting a fresh 
stylus bearing surface of relatively small area 
and minimum width to the recording blank, either 
periodically or after operation for any desired 
length of time. 
A further object is to provide a novel method 

of controlling the stylus in machines of the type 
set forth so as to provide sharp definition of the 
recorded subject matter throughout the life of 
the Stylus. 
A still further object of the present invention 

O 

Fig. 1 is a view, in side elevation, of a stylus 
mechanism constructed in accordance with one 
embodiment of the invention and forming part 
of a recording telegraph having a metallic record 
ing cylinder, a part of which is shown; 

Fig. 2 is an elevational view of the stylus mech 
anism taken from the left of Fig. 1; 

Fig. 3 is a fragmentary view on an enlarged 
scale, partially in section, showing the angular 
relationships which the stylus may assume with 
respect to the recording Surface to overcome the 
effect of stylus Wear; 
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is to provide an improved construction of stylus . 
holder for a recording telegraph system or the 
like. 

Still another object of the present invention is 
to provide for automatically changing the angle 

45 

which the worn portion of the stylus makes with 
the recording surface between a recording opera 
tion or Series of operations. 
These and other objects, which will be apparent 

to those skilled in the art, are accomplished by 
the present invention, several illustrative em 
bodiments of which are shown in the accompany 
ing drawings, in which: 
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Fig. 4 is a fragmentary partial section, showing 
the effect of Wear On the stylus and the manner 
in which the mechanism of this invention func 
tions to overcome such effect; 

Fig. 5 is a view similar to Fig. 1 of a modified 
form of stylus mechanism; and 

Fig. 6 is an elevational view of the stylus mech 
anism of Fig. 5 taken from the left. 
In the embodiment of the invention illustrated 

by Figs. 1 and 2 of the drawings, the stylus holder 
is constructed to yieldingly press the end of the 
stylus into engagement with the Surface of a Suit 
able recording medium, such as a recording paper, 
capable of being marked by the passage of a re 
cording electric current to the paper from the 
stylus. Such a recording paper is disclosed in 
Patent No. 2,251,742, dated August 5, 1941. 
As disclosed in Patent No. 2,346,675, dated April 

18, 1944, the best definition is obtained when the 
end of the stylus in contact with the recording 
paper assumes a crater-like formation, this crater 
producing a concentration of marking current at 
the central portion of the stylus so that the trace 
produced by the stylus is of considerably less width 
than the width of the end surface of the stylus 
in contact with the recording surface. The for 
mation of this crater occurs rapidly when a new 
stylus is applied to the paper and current is passed 
therethrough to the paper, providing the end of 
the stylus makes limited contact only with the 
paper so as to provide a point of high current 
density. As long as the marking current flows 
through the stylus to the paper, the desired 
crater-like formation is retained, but during no 
current periods, as between the lines of a tele 
graph message, the frictional engagement of the 
stylus with the paper tends to wear the stylus . 
flat. If the no-current periods sufficiently pre 
dominate over the intervals of applied current, 
the stylus will eventually wear to the contour of 
the paper surrounding the drum. As this condi 
tion is approached, the current is distributed 
over a larger area of the stylus and the current 
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density at no point is sufficient to cause the crater 
to re-form. This difficulty is overcome in accord 
ance with the present invention by changing the 
angle of contact of the stylus with respect to the 
paper so as again to provide a sufficiently small 
area of contact of the stylus with the paper to: 
permit re-forniation of the crater. This may be 
accomplished by tilting the stylus so as to lift 
the worn contacting surface of the stylus from 
the recording surface of the paper, thereby leav 
ing only an edge in contact with the paper. 
Means for conveniently making such an adjust 
ment of the stylus point is shown in the drawings. 
The stylus mechanism of the invention is 

shown in connection with a rotary recording 
drum 20 having a sheet of recording paper 2 
mounted on the surface thereof. A stylus 22 is 
secured at 23, as by Soldering or welding, to a 
yieldable member in the form of a flat spring 24. 
A stylus mounting member 25 detachably re 
ceives the spring 24 in the manner set forth and 
claimed in applicants' copending application, 
Seriai No. 406,214, filed August 9, 1941. The 
mounting member 25 is secured in any suitable 
manner to a shaft 26 which is rotatably mounted 
in the upstanding portion 2 of an insulating 
piece 28. The point of intersection of the axis 
of the stylus with the surface of the recording 
paper preferably coincides with the axis of the 
shaft 26 as shown in Fig. 1 of the drawings. The 
insulating piece 28 is secured on the armature 29 
of an electromagnet 30 by screws 3 or other de 
sired fastening means engaging a laterally ex 
tending portion 32 of the insulating piece 28. 
The electromagnet is energized by current from 
any desired source 33 controlled by a suitable 
switch 34 or the like. It will be understood that 
in telegraph or facsimile recorders, the electro 
magnet 30 will usually be automatically controlled 
for the purpose of positionizig the stylus in Opera 
tive or inoperative position. The armature 29 is 
pivotally supported on a pin 35 and a spring 36 
connects an extension 37 of the armature to a 
bracket arm 38 normally to press the end of the 
stylus into engagement with the surface of the 
recording paper in a yielding manner. When the 
electromagnet 30 is energized, the armature 29 is 
moved against the tension of the spring 36 to re 
move the stylus 22 from engagement with the 
recording paper. 
A set screw 42 extends longitudinally of a 

handle member 43 and secures it to the shaft 26. 
A terminal lug 44 in electrical contact with the 
shaft 26 provides a connection for the conductor 
46 over which electrical recording impulses are 
conveyed to the stylus 22. A nut and check nut 
combination 47 engages the threaded end of the 
shaft, 26 to assist in maintaining the parts in as 
sembled relationship. Frictional engagement of 
the shaft 26 with the insulating piece 28, where 
by the stylus is maintained in its position of ad 
justment, is provided by a spring member 48 
which is seated on the insulating piece 28 and 
iyictionally presses against a collar 49 formed on 
the shaft, 25. The end of the handle member 43, 
adjacent the laterally extending portion 32 of the 
insulating piece 28, is given a slight V-shape, as 
shown in Fig. 3, whereby each edge 50 thereof is 
st) spaced from the portion 32 that Swinging 
imovement of the handle member is limited to ap 
proximately 20' each way from the vertical posi 
tion with respect to the portion 32 or a total range 
of movement of approximately 40°. It is obvious 
that any other convenient means may be emi 
ployed to limit swinging movement of fictite 
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ember 43. Fig. 3 shows the position of the 

parts after the handle 43 has been noved angular 
ly through approximately 40° following a period 
of stylus wear. 
With the drum 20 rotating in the direction of 

the arrow on Fig. of the drawings, the stylus 
22 trails on the surface of the recording paper 
2, Since it lies in a plane which is inclined with 
respect to the recording Surface. As indicated in 
Fig. 1, line A-Cies in the plane of the stylus, 
this plane forning an angle b with respect to a 
plane normal to the recording surface and also 
an acute angle a in the direction of marking, 
which in the illustrative example is opposite to 
the direction of movement of the surface of the 
cylinder. The stylus is preferably additionally 
tilted laterally with respect to the linear elements 
of the cylinder, in the plane of inclination thereof 
as shown in Fig. 3 of the drawings. The angle 
of tilt shown by Fig. 3 of the drawings is adjust 
able from one side of the normal to the other by 
moving the handle member 43 to rotate the shaft 
26. In the embodiment of Fig. 1, when the drum 
and the recording blank are rotated in the direc 
tion of the arrow to produce the desired relative 
movement between the recording paper and the 
adjacent end of the stylus, the resulting friction: 
ultimately flattens the end of the Stylus by Wear, 
as shown in Figs. 3 and 4 of the drawings, with 
the result that the marking produced on the blank 
loses the desired sharp definition. When this 
occurs, it is only necessary to move the handle 
member 43 from one end of its range of movement 
to the other. This tilts the stylus in the plane 
of inclination from the position shown in Fig. 3 
to a position on the opposite side of the normal 
to the cylinder, or vice versa, with the result that 
a fresh bearing surface of relatively Small area. 
formed by the edge of the flattened face is 
brought into contact with the recording paper 
thus restoring the sharp definition of the mark 
ing produced on the blank. In will be noted that, 
the worn and flattened face is of relatively large 
area, since it is in the form of an ellipse, the 
major axis of which is longer than the diameter 
of the stylus. Upon tilting the stylus by moving 
the handle member 43 to the opposite end of its 
range of movement, the edge of this elliptical 
surface bears against the recording Surface and 
as recording proceeds, the area in contact with 
the recording surface increases. In the event 
that the subject matter to be recorded presents 
a substantially uninterrupted flow of recording 
current, it will be sufficient to operate the stylus 
without moving the handle member 43 until quite 
a lengthy piece of subject matter has been en 
tirely recorded, since the crater formed initially 
will be effectively maintained, as pointed out 
previously. 
Another, and in some respects less desirable, 

mode of operation of the stylus adjusting mech 
anism to correct for stylus wear is to Set the 
handle member 43 at some point between the ex 
treme positions of its range of movement after 
the recorder has been operated until the Stylus 
is only partially worn to elliptical form. This 
will bring the edge formed by the intersection 
of two worn Surfaces at the end of the stylus 
into engagement with the recording Surface. Fol 
lowing operation of the recorder for a recording 
period approximately equal to the recording pe 
riod preceding previous adjustment of the han 
dle.43, the handle may again be set to either of 
its extreme positions of adjustment, thereby ob 
taining a portion of the stylus for contact with 
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the recording surface which is less in width than 
the diameter of the stylus and leSS in area, than 
the total area of the worn end of the stylus. 
Further operation then may be obtained by again 
setting the handle member at some point between 
the extreme positions of its range of movement. 
The initial step of the mode of operation just 
described may be employed when operation is to 
be resumed with a partly worn stylus which pre 
sents an area of contact. With the recording Sur 
face sufficiently great. to prevent formation of 
the crater referred to previously. 
By employing either method of operation, the 

stylus may be used for recording until substan 
tially the entire projecting end of the stylus has 
been used up. Waste resulting.from clipping the 
stylus to sharpen it is eliminated, and when a 
new stylus is needed, it can be quickly and easily 
Substituted in the manner described above. 

Figs, 5 and 6 of the drawings disclose a modi- . 
fication in which the stylus is tilted automatically 
between recordings or between a Selectable nun 
ber of recordings. The stylus mechanism is 
shown as cooperating with a rotary recording 
drum in the manner of Fig. 1. However, it will 
be understood that any of the previously men 
tioned variants may be employed. The stylus 
5 and the stylus holder 52 may be the same 
as disclosed in connection with Figs. 1 to 3 of 
the drawings. The stylus holder 52 is secured, 
as previously described, to a rotatably mounted 
shaft 53 which is journaled in an insulating piece 
54, shown as being similar to the insulating piece 
28 of Figs, 1 to 3 of the drawings. The shaft 53 
is provided with a collar 56 which rests against : 
the insulating piece 54 to locate the shaft longi 
tudinally in the insulating piece. An operating 
member 5, which may be similar in structure 
to the handle member 43 of Fig. 1, is secured to 
the shaft 53 by means of a set screw 58, and a 
nut and check nut combination 59 assists in 
maintaining the parts in assembled relationship. 
Swinging movement of the operating member 5T 
is limited in the manner described in connection 
with the handle member 43 shown in Figs. to 3 
of the drawings. . A terminal member 6 pro 
vides a convenient connection for the conductor 
62 which conveys potential differences to the 
recording stylus 5f. The insulating piece 54 is 
carried on the armature 63 of an electromagnet ; 
6 which may be similar to the electromagnet 30 
shown in Fig. 1 of the drawings. The electro 
magnet 64 is energized by current from any de 
sired Source 66 controlled by a suitable switch 
67 or the like. 

In order that the stylus may be adjusted auto 
matically at predetermined intervals of time, or 
between recordings or a selectable number of 
recordings, the previously described operating 
member 57 is spring-biased to one of its extreme 
angular positions by means of spring 68 which 
is Secured at one end to an upstanding arm 69 
of a bracket member 7 which is clamped be 
tween the insulating piece 54 and the armature 
G3 by means of screws 72. The operating mem 
ber 5 is moved against the action of the spring 
68 to its other extreme position of adjustment by 
an electromagnet 73 which may be secured to any 
convenient stationary portion of the supporting 
structure for the scanning apparatus. A cord or 
strand 4 is secured at one end to the core 76 of 
the electromagnet T3 and passes over the pulleys 

and 78 and is connected at its other end to 
the operating member 57. The pulley 77 is ro 
tatably carried on a second upstanding arm 79 
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of the bracket member 7. The pulley 78 is lo 
cated on the mounting pin 80 which pivotally 
supports the armature 63 of the electromagnet 
64. By locating the pulley 78 at or near the point 
of pivotal connection of the armature 63, the 
effect of movement of the amature upon the ad 
justment of the stylus 5 will be substantially 
eliminated. When the electromagnet 3 is de 
energized, the operating member 5 will occupy 
the position shown in Fig. 6 and to obtain ad 
justment of the position of the stylus to com 
pensate for Wear it is only necessary to energize 
the electromagnet 73. One way of accomplish 
ing this in a convenient manner is by providing a 
stepping switch 8 of the multicontact type, as 
illustrated diagrammatically in Fig. 5 of the 
drawings. The SWitch 8 may be of any type 
having a contact arm 82 which is stepped to the 
next succeeding contact upon energization of the 
Stepping Switch magnet 83. In the arrangement 
shown the stepping SWitch magnet 83 is arranged 
to be controlled by the switch 67 so that for every 
operation of the Switch 6 the contact arm 82 
Will be stepped to the next succeeding contact. 
In some instances it may be desirable to change 
the stylus adjustment following three successive 
recordingS and to accomplish this a conductor 86 
Which provides operating current for the elec 
tromagnet 73 from the Source 66 is connected to 
three successive contacts 88 of the stepping 
Switch, the remaining three contacts being idle. 
If desired, the conductor 86 may be connected 
to alternate contacts 88 of the stepping switch 8, 
thereby providing for stylus adjustment between 
each recording. In a similar manner the con 
ductor 86 may be connected to any desired com 
bination of contacts 88 thereby obtaining adjust 
ments of the Stylus 5 at any time with respect 
to recording operations. 
With any desired connection of the contacts 

88 and the stepping switch magnet 83, depend 
ing on the circumstances of use of the scanning 
apparatus, the modification just described will 
automatically provide sharp clean-cut recordings 
throughout the life of the stylus. 
From the foregoing it will be seen that this in 

Vention provides a ready means for adjusting a 
recording stylus so that the useful part of the 
Stylus may be used up Without changing the 
stylus or resorting to difficult resharpening or 
reconditioning operations. 
While the invention has been described and 

shown in connection with two illustrative em 
bOdinents thereof, it will be understood that 

5 mainy modifications and changes may be made 
in the structures shown without departing from 
the essential attributes of the invention and all 
Such changes are contemplated as coming within 
the Scope of the appended claims. 
What is claimed is: 
1. The combination in a mechanism for mark 

ing a record receiving medium including a re 
COrding Stylus for producing a recording thereon, 
of means for holding said stylus in contact with 
Said medium in a predetermined angular rela 
tionship thereto for relative movement across the 
Surface thereof, means for varying the angular 
position of the body of said stylus with respect 
to the surface of said medium to decrease the area. 
of contact of the stylus and said medium, means 
for raising said stylus from operative contact 
with Said medium, and electrically controlled 
neanS Operable during the operation of said last 
named means to cause operation of said second 
mentioned neans. 



4. 
2. In a recorder, a record receiving medium, a 

recording stylus, a holder for said stylus capable 
of angularly adjusting the inclination of the body 
of said stylus with respect to the Surface of said: 
medium, electromagnetic means for raising said 
stylus from operative contact with Said medium, . 
additional electromagnetic means in circuit with 
said first electromagnetic means, and means Con 
trolled by said last mentioned electromagnet for 
operating Said holder to modify the angle of in 
clination of the body of Said stylus relative to the 
recording surface. 

3. In a mechanism for marking a record re 
ceiving medium, the combination of a recording 
stylus for producing a record thereon, means for 

O 

5 

2,875,820 
holding said stylus in contact with the surface of 
said medium in a given angular relationship 
thereto, for relative movement across the sur 
face thereof, and electrically operated means for 
changing the angle of inclination of the body of 
said stylus relative to the surface of said medium 
following One or more recording operations to 
compensate for the flattening effect of such 
movement On said stylus and to present a fresh 
bearing Surface which is Substantially a line of 
Contact between said stylus and said recording 
Surface in the direction of a scanning line. 

GARVICE. H. RIDINGS. 
RAEIGH. J. WISE, 

  


