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6. Claims. (CI. 206-44). 
The present invention relates to paste tube re 

ceptacles, closures and Supports: - 
It is: among the objects of the invention to in 

corporate in the original carton in which the tube. 
is soldi at retail, facilities-for-supporting the tube. 5. 
in position convenient for use as well as for 
Sealing or closing the tube, without the annoyance 
of manipulating the screw cap with which the tube 
is Originally closed. 

In the accompanying drawing in which is shown 
one of various possible embodiments of the sev 
eral features of the invention, 

Fig. 1;is a perspective-view of the closed carton, 
Fig. 2 is a transverse sectional view. on a larger. 

Scale, taken online 2-2 of Fig. 1, 
Fig. 3 is a view in longitudinal cross-section 

taken online 3-3 of Fig. 1, 
Fig. 43 is a view in longitudinal cross-section 

showing the device in use as a tube support and 
closure, 

Fig. 5 is a plan view showing the various blank 
elements of cardboard that make up the box 
unit, and 

Fig. 6 is a perspective view of the stud carrying 
insert. 

Referring now to the drawing, the unit may 
comprise a foot 0, from the rear of which rises 
the floor, back or lateral tube rest f. From the 
sides of the foot, Side Walls 2 rise the height 
of the rear wall and preferably taper off at 3 
near their outer or upper ends and they are con 
tinuous and unitary With the floor . The device 
is devoid of a Second end Wall and is open at the 
end opposite the foot. Securely affixed in the foot 
i0 is a stud 4 which rises therefrom and extends 
generally parallel to the back wall . 
The unit is preferably provided with an easel 
5 anchored at its end 6 to the under face of the 

floor near the upper end thereof, and an easel 
Strut anchored at its end 8 to the lower end 
of the floor, and Serving to support the unit in the 
upright tilted position shown in Fig. 4. For sta 
bility the foot is desirably provided with a wedge 
shaped extension 9 that rests upon the table or 
shelf. Desirably, also, the upper end of the unit 
is perforated as at 20 to permit alternative Sup 
port thereof by hanging from a nail or hook. 
The rack unit as above described and generally 

shown in Fig. 4 might be made of plastic or the 
like for convenient permanent use. It might ob 
viously be made as a multiple rack, to accommo 
date a plurality of tubes in side by side relation. 
The invention is desirably incorporated in the 
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An embodiment: of Such carton; construction: as: 
shown in the drawing: Will noW, be-described. 
The-blank from Which the carton is made;.as: 

shown in Fig. 5; might include: the rectangular; 
floor is having unitary therewith the side walls; 
i2, the back reinforce flap 2 at...one end and the: 
foot. flap 22 at the other end, connected to the: 
back piece by. a corresponding fold line f;. The: 
foot flap 22 has lateral tabs;23 each adapted to 
be glued to the outer edge of the corresponding 
side. Wall 2 in set-up: position, thereby to forma: 
shallow.foot receptacle: 24. Thereinforce: tab:2; 
is reversely, bent.as: at .25: and pasted to theirear: 
of the floor and perforated.asiat.20 for hanging: 
the device. 
The cardboardeasel piece 5 is adhesively cons 

nected at its i.root 6 to: the upper end of the: 
under face of the floor and the easeli strutt 
piece is similarly connected at its root 8:to the 
loWer:end of the floor, to permitsbending about 
their respective hinge folds, for insertion of the 
reduced extremity 26 of the strut into a corre 
sponding slot 27 in the easel 5. The wedge 
shaped stabilizers f9 are oblique extensions in 
tegral with the lower ends of the side walls 2. 
As ShoWn in Fig. 6 a cardboard insert 28 may 

be Snugly fitted into the shallow foot receptacle to 
position the tube plugging stud f4 which is se 
curely mounted therein. The insert 28 may com 
prise a rectangular band closed upon itself as at 
30 to afford a top Wall 29 and a bottom wall 3 
in Which is anchored the cylindrical Shank 32 of 
the stud 4, the tapered end of which protrudes 
thereabove. The insert 28 fits snugly, and fric 
tionally into the foot receptacle 24 and may, if 
desired, be glued or cemented therein. 

Preferably, the easel piece is of height and 
width slightly greater than the rear of the box 
to Serve as a rest 34 as best appears in Fig. 1 
for the rin of the conventional cover 35. The 
ea.Sel members which underlie the bottom of the 
closed box may be held in place by a removable 
paper band 36 about the closed box. 
As shown, the sealed bottom 3 of the paste 

tube T is retained against the floor of the box 
by the engagement thereWith of the stud 4 so 
as to avoid looseness or rattling. 
For use, the cover 35 may be discarded as may 

the cap 38 of the tube. The box element is 
conveniently set up as shown in Fig. 4, or hung 
against the wall by a hook or nail through aper 
ture 20. The tube after use is readily guided 
into place along the lateral rest, that is, between 
the side walls 2 and along the floor for its 

original carton in which the tube is sold at retail. 55 mouth 39 to become telescoped over the stud 4. 



The carton thus affords the added utility of a 
convenient tube support and an effective tube 
closure readily sealed by a direct downward 
thrust. Even though of cardboard the combined 
Support and closure will be adequate for the 
life of the tube, and is replaced upon purchase 
of a fresh tube. 
As many changes could be made in the above 

construction and many apparently widely differ 
ent embodiments of this invention could be made 
without departing from the scope of the claims, 
it is intended that all matter contained in the 
above description, or shown in the accompanying 
drawing, shall be interpreted as illustrative and 
not in a limiting sense. 
Having thus described my invention, what I 

claim as new and desire to secure by Letters 
Patent of the United States is: 

1. A carton for a paste tube, comprising a blank 
folded to form a box having a floor, side walls, 
and one end wall and being open at the top and 
at the other end, said end wall having a tapered 
stud projecting therefrom into the box and 
parallel to said floor, and spaced therefrom, and 
Serving as a retainer for the closed paste tube 
in the carton, and when the open paste tube is 
guided from the open end of the box between 
the side walls and along the floor thereof Serving 
to plug and close said tube. 

2. A carton for a paste tube, comprising a 
box having a floor, side walls, and one end wall 
and being open at the other end, said end wall 
having a conical stud parallel to said floor, where 
by the open tube may be guided from the open 
end of the box. between the side Wails and along 
the floor thereof to be plugged by said stud, said 
floor having a collapsible easel unitary therewith 
for supporting the floor in tilted position as a 
tube rest. . . . 

3. A combined paste tube support and closure, 
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2,393,103 
comprising a back rest for the length of the paste 
tube, having a shallow receptacle at one end 
thereof, an insert telescopically fitted into said 
receptacle and a conical stud rising from said 
insert and Serving to plug the open end of a 
paste tube the length of which is supported by 
said rest. 

4. A combined paste tube carton and closure, 
comprising a rest for the length of the paste 
tube, having side walls rising therefrom, a shal 
low receptacle at one end of the carton, unitary 
With said rest and said side walls, an insert 
telescopically fitted into said receptacle and a 
Stud rising from Said insert serving to plug the 
open end of a paste tube, the length of which 
is Supported by Said rest. 

5. A combined paste tube carton and closure, 
comprising a shallow cardboard receptacle hav 
ing uprising extensions from the rear and side 
Walls thereof determining a lateral support for 
the open paste tube, a cardboard insert frame 
filling said receptacle and having a stud mounted 
therein and rising therefrom to plug the open 
paste tube resting upon said lateral support, the 
middle Section of Said Support having an easel 
and an ease strut unitary thereWith and hinged 
thereto near the opposite ends of the under face 
thereof. 

6. A paste tube carton comprising a box, open 
at One end and at its face, the opposite end there 
of being conformed as a shallow receptacle, an 
Open cardboard frame Snugly fitting and closing 
said receptacle, having an upper and a lower 
wall and having a stud mounted in said walls, 
said stud Serving to plug the open paste tube, 
easel means unitary With and hinged to the under 
face of the carton, the end of said carton having 
Wedge-shaped extensions to serve as a stable 
rest therefor when Supported by its easel. 

S. FRANZ M. GROEDEL. 

  


