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To all, whom, it invay concern: 
Beitknown that we, ELISWEET and GEORGE 

M. FERGASON, citizens of the United States, 
residing at Athens, in the county of Bradford 
and State of Pennsylvania, have invented 
certain new and useful Improvements in 
Sash-Fasteners; and we do hereby declare the 
following to be a full, clear, and exact descrip 
tion of the invention, such as will enable oth 
er's skilled in the art to which it appertains to 
make and use the same. 
Our invention consists in a new and im 

proved combined sash fastener and lock, which 
is extremely simple in construction, the whole 
device being cast or formed in one piece, and 
is at the same time unusually effective in its 
operation, and the invention will be herein 
after fully described and claimed. 

Referring to the accompanying drawings, 
Figure 1 is a perspective view showing our 
new and improved device acting as a sash 
lock. Fig. 2 is a similar view showing the 
device acting as a sash-fastener, the sash be 
ing partly raised. Fig. 3 is a detail view, on 
an enlarged scale, of the combined sash fast 
ener and lock. Fig. 4 shows the device se 
cured to the upper sash of a window. 

Referring to the several parts by their des 
ignating-numerals, 1 indicates the lower sash, 
and 2 the upper sash, illustrated in the draw 
ings. To the inner side of the window-casing 
3, at one side thereof, is pivotally mounted 
on a screw 4 the combined sash fastener and 
lock. This consists of a central body part 5, 
from the lower end of which projects the 
locking-lever 6, which is formed with the re 
cessed lower end 7 to adapt it to fit snugly 
over and against the upper end of the lower 
window-sash when the latter is run down or 
closed. The upper end of the body 5 is formed 
with the outwardly-curved arm S, having the 
weighted ball or knob 9 at its outer end. The 
curved inner upper edge of the body 5 is 
formed with the wide locking rim or flange 
10, which curves in a line eccentric to the 
central pivotal point of the body 5, so that as 
the arm S is raised the curved locking-edge 
of the cam will be pressed tightly against the 
frame of the lower sash. 

5o To use the device as a sash-fastener, it is 
only necessary, after raising the lower sash 
to the desired height, to press the outer end 
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of the arm Supward, thus pressing the wide 
locking-flange 10 firmly against the side of 
the sash, so as to securely lock it in its ad 
justed position. It will be seen that the 
heavier the sash the more firmly it will lock 
itself by the downward pull on the locking 
cam. To unfasten the sash, it is only neces 
sary to raise it a little, which turns the cam 
outward, thus freeing the sash from its press 
ure, when the sash is free to slide downward 
by its own weight. When the sash is closed, 
the weight of the knob 9 will swing the lower 
end of the lever 6 in over the upper end of 
the lower sash, into the position shown in 
Fig. 1 of the drawings, thus automatically 
locking the window in its closed position, so 

55 

that it will be impossible to raise it from the 
outside. To unlock the sash, it is only neces 
sary to pull the knob 9 slightly outward to 
free the recessed lower end of the lever 6 from 
the upper end of the sash, when the sash can 
be raised to any desired point, where it is se 
cured by pressing the knob 9 upward to cause 
the locking-flange 10 to bear against the side 
of the sash-frame. 
The device may be used on an upper Sash 

by securing it directly to the side of the sash, 
as shown in Fig. 4 of the drawings. 
From the foregoing description, taken in 

connection with the accompanying drawings, 
the construction, operation, and advantages 
of our combined sash fastener and lock Will 
be readily understood. 

It will be seen that the device is extremely 
simple in its construction, being cast or formed 
in one piece only, and can therefore be placed 
on the market at a small cost. 
The device fastens a sash firmly in its open 

or closed position or at any desired point, and 
is automatic in its operation as a sash-lock, as 
previously described. The locking-lever 6 is 
so arranged that it is braced directly from the 
center of the device, making it very strong 
and secure. The wide smooth locking-flange 
10 enables the device to grip the sash firmly 
without marring it in the least, the device be 
ing so simple in its construction that it is im 
possible for it to get out of order. 
Having thus described our invention, what 

we claim, and desire to secure by Letters Pat 
ent, is 
The herein - described combined sash-fast 
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ener and sash-lock, consisting of the central 
ly-pivoted body 5, provided with the eccen 
tric locking-flange 10, the integral locking 
lever 6, provided at its lower end with a re 

5 cess 7 for engaging the upper rail of the lower 
Sash, and the upper outwardly-projecting arm 
8, having the weight 9 at its outer end, sub 
stantially as and for the purpose set forth. 

In testimony whereof we affix our signatures 
in presence of two witnesses. 

ELI SWEET. 
GEORGE M. FERGASON. 

Witnesses: 
ELLERY HAMMOND, 
HARRY D. BULL. 


