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To all, whom it may concern. 
Be it known that I, JULIUSBRANDT, of New 

Rochelle, Westchester county, State of New 
York, have invented a new and Improved Com 
bined Hatchet and Plane, of which the fol 
lowing is a specification. 
This invention relates to a hatchet having a 

slotted blade in which there is secured a plane 
bit. Thus the plane may be used to smooth 
the rough surface cut by the hatchet. 
The invention is deemed particularly useful 

for shingle-roofing, but the tool is also useful 
for other purposes and for the household gen 
erally. } 
The invention consists in the various fea 

tures of improvement more fully pointed out 
in the claims. - 

In the accompanying drawings, Figures 1 
and 2 are side views of my improved tool, 
showing opposite sides thereof. Fig. 3 is a 
side view with the plate b removed. Fig. 4 is 
a similar view with the plate b and the plane 
bit removed. Fig. 5 is an inner face view of the plateb. Fig.6 is a side view of the plane. 
bit, and Fig. 7 an edge view thereof. Fig. 8 
is a transverse Section of the tool on line at ac, 
Fig. 9. Fig. 9 is a section on line y), Fig. S. 
The letter a represents the blade of a hatchet 

or ax, slotted from face to face. One cheek of 
the blade a is made in the form of a remov 
able plate, b, secured to the blade proper by 
screws and provided with a beveled edge, b'. 

c is the plane-bit projecting with its cutting 
edge into the slot of the blade and entering 
with its main body a space or chamber be. 
tween plate b and the inner face of the blade. 
The bit c is provided with a notch, c', that is 
engaged by an enlargement, d, of a set-screw, 
d, passing through the blade (L. By means of 
this screw the bit may be raised or lowered so 
as to increase or diminish the exposed portion 
of the cutting-edge. The bit c is made of the 
bent form shown in Fig. 7, the upper part be 
ing inclined so as to lie flush against the bev 
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eled edge b' of plate b and present the proper 15 
cutting angle, while the lower part is straight 
to fit the chamber within the lade. 
To the inclined part of the bit c there is se 

cured, by means of a Screw, e, a gage-plate, f, 
angular in cross-section, and which is slotted 
for engagement with screw e. This plate may 
thus be adjusted nearer to or farther away 
from the cutting-edge of bit c. One of the 
arms of plate f is flush with the bit c, Fig. 7, 
While the other arm projects toward the edge 
of the slot in the blade a, and serves to conduct 
the shavings to the exterior of the blade. The 
inclination of the bit may be adjusted by means 
of a pair of screws, 0, bearing against the 
gage-plate f. 

In use the bit may, if desired, be entirely 
drawn into the blade a, and thus injury to the 
bit is prevented if the tool is used as a hatchet. 
What I claim is 
1. The combination of a slotted blade, a, with 

a renovable plate, b, adapted to be secured to 
the blade, and with a plane-bit, c, projecting 
with its cutting-edge into the slot of the blade 
and entering with its body a channber back of 
plate b, and with a gage-plate, f, which is 
adapted to conduct the shavings to the exte. 
rior of blade a, substantially as specified. 

2. The combination of a slotted blade, a, with 
the renovable plate b, adapted to be secured 
to the blade, and with a plane-bit, c, project- 75 
ing with its cutting edge into the slot of the 
blade and entering with its body a chamber 
back of plate b, and with set-screw d, for in 
creasing or diminishing the exposed portion of 
the cutting-edge of bit c, and with a gage- So 
plate, f, adapted to conduct the shavings to 
the exterior of blade ct, Substantially as speci 
fied. 
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