**Title:** GLAND AND SEAL

A leak-tight seal is formed by sandwiching a metal gasket (20) between opposing annular ridges (14) surrounding the port (12) to be sealed. The gasket is of metal soft enough to be penetrated by the ridges and includes an annular flange (24) disposed in grooves (30) adjacent the ridges.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FI</td>
<td>Finland</td>
<td>MI</td>
<td>Mali</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FR</td>
<td>France</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GA</td>
<td>Gabon</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GN</td>
<td>Guinea</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>GR</td>
<td>Greece</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>HU</td>
<td>Hungary</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IE</td>
<td>Ireland</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MG</td>
<td>Madagascar</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.
GLAND AND SEAL

BACKGROUND AND SUMMARY OF THE INVENTION

In the construction of many fluid handling devices, such as flowmeters and flow controllers, it is often critically necessary that the reliability of such sealing mechanisms be maintained under very adverse conditions, for example high temperatures, vacuum conditions of outer space, and conditions involving the passage of highly corrosive gaseous fluids. Such requirements make it undesirable to use conventional non-metal seals such as rubber gaskets and this has given rise to a variety of completely metal vacuum sealing devices, such as using metal O-ring seals, knife edge seals with flat metal gaskets, and the like.

The metal vacuum joint described in Carlson et al patent No. 3,208,758 is one approach to the problem in which soft, flat metal gasket is penetrated by annular ridges. However, there are a number of problems that are not solved by such prior metal gasket seals. For example, because the glands themselves are intended to be reused with the replacement of the metal seal, a portion or all of the ridge on one of the glands can become duller than the other with the result that only one side of the gasket may be effectively penetrated. This may compromise the effectiveness of the seal in allowing leakage of fluid past the dull edges building a "dead volume" of trapped fluid which can then contaminate for subsequent fluid flow. Some means, therefore, is desired to assure that there will be even penetration by the ridges even though one of the ridge surfaces is
duller than the other. It would also be desirable to be able to use metal for the gasket, such as nickel, that does not out-gas upon baking and which is impervious to most environments. Nickel, being harder than usual copper metal gaskets, requires that the system design be particularly capable of uniformly and repeatedly applying penetrating forces to the opposing surfaces of the gasket.

In addition, it would be desirable to have the gland design capable of accommodating a variety of other seals so that a single gland design can be utilized to interface with a variety of different devices having varying requirements. For example, it would be desirable to utilize the same gland design to accommodate less demanding seals, such as a rubber O-ring while still providing the advantages of low dead volume and reproducibility. In some cases, it may even be desirable to weld a component to the port defined by the gland and a design which would accommodate, and facilitate, such welding would be highly desirable.

The present invention provides a sealing device having the foregoing desired attributes. A leak-tight seal is formed by sandwiching a metal gasket between opposing annular ridges surrounding the port to be sealed. Reproducibility and assurance of proper seating of the annular gland ridges are assured by using a metal gasket design that cooperates with mating surfaces of the gland. In particular, the metal gasket is formed as an annular disk with a central opening and with an annular flange thicker than the disk integral with the disk, and extending vertically from both sides. The flange is disposed in grooves in the gland defined by the piercing ridges and wall structure of the glands and associated free, base surface of the glands. The design is such that it can be used to seal joints with standard rubber O-rings and its structure is such, in particular embodiments, to facilitate welding at the port which it defines, if that is desired.

In the preferred embodiment, in which a flanged metal gasket is sandwiched between opposing glands, a highly effective, reliable sealing device is provided which can withstand adverse temperatures and harsh fluid
environments. Because of the particular mating structure between the gland geometry and that of the gasket flange, it is not necessary to have highly polished facing surfaces, as is sometimes the case with prior art mechanisms. The result is an inexpensive, serviceable, easy-to-machine and use device capable of sealing under the most adverse of conditions.

The gland can have a variety of configurations serving not only to surround and seal off a port, but also as a mechanism for sealing within a bore. In one embodiment, complementary glands are disposed in opposed confronting relationship, each gland defining a groove by an annular wall on one side and an annular ridge on the other side of a free, base surface of the gland. The ridge terminates in a sharp edge for piercing the gasket while the groove houses the flange of the gasket. The gasket is an annular disk with a central opening, the flange being located on its circumference as a thickened portion with opposite horizontal surfaces for seating on corresponding flat surfaces of the gland base which lies between the annular groove and wall.

In another embodiment, the gasket has its flange adjacent the opening. In this embodiment, one of the glands is formed with an opening centrally therethrough while the other is formed with a threaded shank that extends through the opening. A jam nut can be used to progressively close the glands together, not only piercing and securing the metal gasket, but causing the edges of the gasket to extend horizontally outwardly to thereby seal a bore in which the glands are located.

The gasket for the present invention is unique, comprising an annular disk formed with a central vertical opening and with an annular flange thicker than the disk, integral with an edge of the disk. In one particular embodiment, the flange is disposed on the circumference of the disk. In another embodiment, the flange is disposed at the central opening of the disk. The flange extends equally from both sides of the disk and is formed on each side with flat horizontal surfaces.
BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 is a perspective view of a gland of this invention and associated gasket, such as would be applied to a mass flow meter or mass flow controller or the like;

Figures 2A and 2B are cross-sectional views of the open and closed configurations, respectively, of a particular gland and metal gasket combination of this invention;

Figures 3A and 3B are cross-sectional views of the open and closed configurations, respectively, of the glands of Figures 2A and 2B but with a rubber O-ring in place of the metal gasket;

Figure 4 is a cross-sectional view of a gland of this invention shown in position for welding with a conduit component;

Figure 5 is a cross-sectional view of the closed configuration of a gland and gasket combination of another embodiment of this invention; and

Figure 6 is a cross-sectional view of the closed configuration of another embodiment of this invention in which a pair of glands and metal gasket are used to seal a bore.

DETAILED DESCRIPTION

Referring to Figures 1 and 2A, in a typical installation, a gland 10, such as found on a mass flowmeter or mass flow controller or the like, is machined so as to form a cylindrical port 12, the edges of which are defined by an annular ridge 14, an adjacent annular flat surface 16, normal to the vertical extent of the bore 12, and an annular wall 18, normal to the base surface 16. The ridge 14, surface 16 and wall 18 are integral members of the gland, formed by machining. The surface 16 will be referred to as a "free" base surface in the sense that it is a portion of the base that has no integral components, although it will be engaged with a component of the gasket 20.

The gasket 20 may be formed in one piece with an annular disk section 22 and with a flange 24 which, in this embodiment, is formed integrally with the
disk 22 on its outer circumference. The flange 24 extends vertically on both sides of the disk 22 and has opposite flat surfaces 26 and 28.

As shown more clearly in Figure 2A, the gland ridge 14 extends vertically from the free base surface 16 and terminates in a sharp edge 29. The ridge 14, free base surface 16, and wall 18 define a groove 30 for receiving the gasket flange 24. Again as shown in Figure 2A, an identical gland structure 10' is formed in a mating component and the components of that gland are identical to the components of the first described gland 10. The gland 10' and 10 are disposed in opposed, face-to-face relationship and cooperate to receive the gasket in the grooves 30.

The gasket 20 is disposed on one of the glands and is automatically centered and self registered not only by the uprising ridge 14 but also by the groove 30. The two gland components are then brought together, as shown in Figure 2B, whereby the sharp edges 29 pierce the disk portion 22 of the metal gasket.

As shown most clearly in Figure 2B, the dimensions of the gasket flange 24 and the opposing grooves 30 form a tight fit, but sealing of the device takes place at the penetration points of the ridge edges 29 and gasket disk section 22.

A number of advantages are presented by the foregoing structure. First, the flange of the gasket cooperates with the configuration of the groove so as to form a limit or stop, limiting the penetration of the adjacent ridge. As a result, even if the opposing ridge edge is dull, it will be forced into the metal gasket. If this stop were not present, and one of the ridges had a sharp edge 29, where the other was dull, the sharp edged ridge would penetrate the metal while the other would not. As a result, there would be a danger of leakage past the other, dull ridge and/or the creation of a dead volume between the dull ridge and the gasket flange. The lack of dead volume enables the gland to be effectively swept before sealing.

Second, because of the balanced design afforded by the limiting nature of the gasket flanges, a relatively dense metal can be used for the gasket, such
as nickel, which does not out-gas when raised to high temperatures. The assembly can be placed in a baking environment without losing its integrity or contaminating the fluid.

Third, the grooves are sized to the flanges, that is, the surfaces are mating. As a result of this and the symmetrical circular configuration, the gasket is centered and self registered on the annular ridge. This enables the glands to be assembled at virtually any attitude, even when turned sideways 180°. Also, penetration is controlled to be equivalent from both sides, which prevents improper sealing and prevents the metal seal from being severed.

Still another advantage is that the seal is accomplished by piercing the gasket so that highly polished surfaces are not necessary, therefore making the glands machinable in one pass at relatively low cost. The design also provides for off-site maintenance using metal seals without the extensive surface preparation equipment normally needed when flat metal seals are used against flat surfaces.

Another advantage is that the glands can accommodate seals other than the custom fit flanged metal gaskets. This results in a reduction of parts inventory for manufacturers requiring multiple seal methods. Referring to Figures 3A and 3B, there is shown a pair of glands of identical construction to those in Figures 2A and 2B but in which the gasket is a common elastomer O-ring 32. The annular ramp formed by the ridge serves well to seat the O-ring. As appropriate design criteria, the nominal 20% squeeze of a standard size O-ring can be provided for proper sealing. Not only does the configuration accommodate the use of an O-ring when that is desired, but even when a metal gasket is ultimately to be used, the parts can be sealed temporarily with an O-ring for testing purposes prior to final sealing with a metal gasket or by welding.

Referring now to Figure 4, another advantage of the gland configuration is shown in that the very same gland provides an adequate weld relief for the use of a complimenting weldment fitting, here in the form of a conduit 33 having a base 34 which is disposed within the port defined by the annular ridge 14.
The sharp ridge edge 29 allows proper heat transfer, or flow, facilitating the welding process.

The ridge 14 of Figures 2 - 4 has a triangular cross-section in which one edge 36 extends as a vertical continuation of the cylindrical port opening 12. The opposite edge 38 is sloped at an angle of about 45°. When used with a metal gasket, as in Figures 2A and 2B, the ramp serves to provide a knife edge to the ridge. When used with an elastomer O-ring as in Figures 3A and 3B, the ramp serves to provide desired squeeze to the O-ring. When used with the weldment of Figure 4, the ramp serves to decrease the volume of the ridge enabling better heat transfer.

Referring to Figure 5, a gland structure is shown which is identical to that of Figures 2 - 4, but in which the cross-sectional surfaces of the ridge are reversed. In Figure 5, the surface 40 of the ridge adjacent the port opening 12 is ramped, e.g., at 45° whereas the opposite surface 42, which defines the groove 26 with wall 18, is vertical.

Referring now to Figure 6, another embodiment of the invention is shown wherein a similar gland structure is used to seal a bore 44. Here, the two glands are not identical in construction but cooperate with each other and with a metal gasket to cause the outer edges of the gasket to press against the walls of the bore and form a seal. The gasket is also of a different configuration than previously discussed.

In this embodiment, one of the glands, for convenience referred to as the lower gland 46, has an annular base 48 and extending centrally upwardly therefrom and integral therewith is a threaded shank 50. The shank 50 extends through a central opening 52 in the base 54 of another gland 56. Other than the fact that the lower gland 46 is formed with a threaded shank 50 and the upper gland 56 is formed with a central opening 52, the glands are otherwise identically constructed. The glands each contain an annular free, flat base surface 58 and radially outwardly therefrom a ridge 60 formed with a vertical inner surface 62 and a ramped outer surface 64. The glands have radial
extensions 66 that terminate in a vertical base surface 68 that, when the glands are assembled, define, with the bore wall 44, a fluid path that is interrupted by the gasket 70.

The gasket 70 of Figure 6 is somewhat the inverted form of the gasket 26 of Figures 1 - 5. The gasket is in the form of a disk 72 having a central opening 74 and a flange 76 in the gasket's central opening. As in the gasket of Figures 1 - 5, the flange 76 extends equally from both sides of the disk 72 and is formed with opposite flat horizontal surfaces 78. When the two confronting glands are assembled, the shank 50 on the lower gland 46 serves as a wall for both glands which, in conjunction with the free, flat surfaces 58, and the ridges 60, define a groove 80 for the flange 76 of the metal gasket 70.

A jam nut 82 is threaded into the shank 50. In operation, as one turns the jam nut 82, the opposing glands are squeezed together with the ridges 60 penetrating the disk portion 72 of the metal gasket 70. As the ramp portions of the ridges 60 extend into the gasket, they force the disk portion of the shank radially outwardly making tight contact with the wall defining the bore 44.

While preferred embodiments of the invention have been shown and described, it is to be understood that the invention may be embodied in other modified forms without departing from the spirit and scope of the invention.
THE CLAIMS:

1. A sealing device comprising a gland for engaging a gasket in a fluid path to prevent leakage of fluid past said gasket, said gland comprising:
   a base defining a cylindrical vertical surface alongside said fluid path, said base having a free surface normal to said fluid path;
   an annular ridge integral with and extending vertically from the free surface of said base and terminating in a sharp edge; and
   an annular wall integral with said base, extending normal to the free surface of said base and spaced radially from said cylindrical bore, said ridge and said wall defining an annular groove for said gland to receive said gasket.

2. The device of claim 1 in which said ridge has a triangular cross-section.

3. The device of claim 1 in which said ridge extends as a continuation of said cylindrical surface.

4. The device of claim 1 in which one side of said ridge extends as a vertical continuation of said cylindrical surface.

5. The device of claim 1 in which said base defines said cylindrical vertical surface as a cylindrical bore through said base.

6. The device of claim 5 including said gasket, said gasket comprising an annular disk formed with a central opening and with an annular flange thicker than said disk integral with an edge of said disk and extending vertically from both sides of said disk, said flange being disposed in said groove.
7. The device of claim 6 in which the vertical extent of said flange is substantially equal on both sides of said disk.

8. The device of claim 6 in which said gasket is of metal, soften enough to be penetrated by the edge of said ridge.

9. The device of claim 1 in which said base is in the form of an annular disk, the circumference thereof defining said cylindrical vertical surface.

10. The device of claim 1 including a second gland having a free base surface and an annular ridge of substantially like construction to the free base surface and annular ridge of the gland of claim 1, disposed in opposed, face-to-face relationship thereto and cooperating therewith to receive said gasket between said glands.

11. The device of claim 10 in which the base of each gland defines its cylindrical vertical surface as a cylindrical bore and each base includes an annular cylindrical wall integral therewith, extending normal to the flat surface thereof and spaced radially from said cylindrical bore, the opposing ridge and adjacent free surface on each base defining an annular groove for said device for receiving said gasket.

12. The device of claim 11 including said gasket, said gasket comprising an annular disk formed with a central opening and with an annular flange thicker than said disk integral with the circumference of said disk and extending vertically from both sides of said disk, said flange being disposed in the groove formed by the opposing ridges and adjacent free surfaces on said opposing bases.
13. The device of claim 12 in which said gasket is of metal, soft enough to be penetrated by the edges of said opposing ridges.

14. The device of claim 10 in which the base of each gland is in the form of an annular disk, the circumference thereof defining said cylindrical vertical surface.

15. The device of claim 14 including said gasket, said gasket comprising an annular disk formed with a central opening and with an annular flange thicker than said disk integral with the circumference of said disk and extending vertically from both sides of said disk, the flange of said gasket being disposed between opposing surfaces of said base, said gasket having radially outward disk portions extending beyond the circumferences of the bases of said glands.

16. The sealing device of claim 12 or 15 in which the free surfaces of said bases are flat and the opposite surfaces of said gasket flange are flat.

17. A sealing device for engaging a gasket in a fluid path to prevent leakage of fluid past said gasket, comprising:
   a gasket comprising an annular disk formed with a central opening and with an annular flange thicker than said disk, integral with the circumference of said disk and extending vertically from both sides of said disk; and
   a pair of bases of similar configuration, each formed with a cylindrical bore therethrough, each base having (a) a surface spaced radially from said bore, (b) an annular wall integral with said base adjacent said base surface and spaced radially outwardly from said bore, and (c) an annular ridge integral with said base adjacent said base surface, spaced radially inwardly from said wall and terminating in a
sharp edge;
the respective walls, ridges and the surfaces of said bases
therebetween being directly opposite each other in confronting
relationship whereby to define an annular groove for encompassing the
flange of said gasket, said annular ridge engaging the disk of said gasket
on opposite sides thereof radially inwardly of said flange.

18. The device of claim 17 in which the surface of each base, between
the ridge and wall thereof, is flat, the flanges of said gasket being formed with
opposite flat horizontal surfaces.

19. The device of claim 18 in which said ridges are each disposed
adjacent the bore of the respective base.

20. The device of claim 18 in which said gasket is of metal, soft
enough to be penetrated by the edges of said ridges.

21. The device of claim 20 in which the vertical extent of said flange
is substantially equal on both sides of said disk.

22. A sealing device for engaging a gasket in a fluid path to prevent
leakage of fluid past said gasket, comprising:
a gasket comprising an annular disk formed with a central opening
and with an annular flange thicker than said disk, integral with the
central opening edge of said disk and extending vertically from both sides
of said disk; and
a pair of bases, each in the form of an annular disk, the
circumferences thereof defining cylindrical vertical surfaces, each base
having an integral annular ridge on a face surface adjacent its cylindrical
vertical surface;
the respective ridges and face surfaces of said bases being directly
opposite each other in confronting relationship whereby to define a
receptacle for encompassing the flange of said gasket with radially
outward disk portions of said gasket extending beyond the circumferences
of the bases of said glands.

23. The device of claim 22 in which the face surface of each base
adjacent the respective ridges thereof is flat, the flanges of said gasket being
formed with opposite flat horizontal surfaces.

24. The device of claim 23 in which said gasket is of metal, soft
enough to be penetrated by the edges of said ridges.

25. The device of claim 22 comprising an opening through one of said
bases and a threaded shank on the opposing face of the other of said bases
insertible through said base opening whereby progressive closure of said bases
toward each other causes progressive piercing by said ridges of said gasket to
further extend said radially outward disk portions of said gasket.

26. The device of claim 25 in which the vertical extent of said flange
is substantially equal on both sides of said disks.

27. A gasket, comprising an annular disk formed with a central vertical
opening and with an annular flange thicker than said disk on an edge of said
disk.

28. The gasket of claim 27 in which the flange of said gasket is formed
with opposite flat horizontal surfaces.

29. The gasket of claim 28 formed of metal.
30. The gasket of claim 27 in which said flange is integrated with said disk.

31. A gasket comprising an annular metal disk formed with a central vertical opening and an integral annular flange thicker than said disk disposed on the circumference of said disk extending vertically from both sides thereof and having opposite flat horizontal surfaces.

32. A gasket comprising an annular metal disk formed with a central vertical opening and an integral annular flange thicker than said disk disposed at said central opening of said disk extending vertically from both sides thereof and having opposite flat horizontal surfaces.

33. The gasket of claim 31 or 32 in which the vertical extent of said flange is substantially equal on both sides of said disk.