Abstract: The disclosed embodiments relate to a system (100) that processes an analog video signal (502), the analog video signal (502) comprising luminance information (408), first chrominance information (410), and second chrominance information (410). An exemplary video system (100) comprises a first time-sampled analog filter (506) that extracts the luminance information (408) from a first aliased copy of the analog video signal (502), a second time-sampled analog filter (508) that extracts the first chrominance information (410) from a second aliased copy of the analog video signal (502), and a third time-sampled analog filter (510) that extracts the second chrominance information (410) from a third aliased copy of the analog video signal (502).
Published:
— with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
FIELD OF THE INVENTION
[0001] The present invention relates to improving the processing of video signals in communication systems, including National Television System Committee (NTSC) analog video signals.

BACKGROUND OF THE INVENTION
[0002] This section is intended to introduce the reader to various aspects of art which may be related to various aspects of the present invention which are described and/or claimed below. This discussion is believed to be helpful in providing the reader with background information to facilitate a better understanding of the various aspects of the present invention. Accordingly, it should be understood that these statements are to be read in this light, and not as admissions of prior art.

[0003] Composite video signals are currently used in a wide range of video display systems. Such signals embody all information needed to recreate a video image. This information is encoded into the composite signal in the form of luminance information and chrominance information. When extracted from the composite signal, the luminance and chrominance information is used to construct red, green, and blue color video signals.

[0004] Known methods of extracting the luminance and chrominance information from an analog composite video signal include transforming the analog composite video signal into digital form and employing a two or three line comb filter to the signal. Another method is to employ a simple band pass/notch filter to the signal. Another known method is to employ bulk acoustic wave delay lines to allow comb filtering without digitizing the signal. These known methods are expensive in terms of component cost, complex to implement and/or provide undesirable results. In addition, known analog methods of extracting luminance and chrominance information undesirably require manual initial tuning or set-up adjustment. Such analog methods also provide less than ideal quality because they do not isolate the portion of the frequency spectrum of the input signal that comprises luminance information from the portion of the frequency spectrum that comprises chrominance information.
information. An improved system and method for extracting luminance and chrominance information from an analog composite video signal is desirable.

SUMMARY OF THE INVENTION

[0005] The disclosed embodiments relate to a system that process an analog video signal, the analog video signal comprising luminance information, first chrominance information, and second chrominance information. An exemplary video system comprises a first time-sampled analog filter that extracts the luminance information from a first aliased copy of the analog video signal, a second time-sampled analog filter that extracts the first chrominance information from a second aliased copy of the analog video signal, and a third time-sampled analog filter that extracts the second chrominance information from a third aliased copy of the analog video signal.

[0006] An exemplary method relates to processing an analog video signal, the analog video signal comprising luminance information, first chrominance information, and second chrominance information. An exemplary method comprises the acts of extracting the luminance information from a first aliased copy of the analog video signal, extracting the first chrominance information from a second aliased copy of the analog video signal, and extracting the second chrominance information from a third aliased copy of the analog video signal.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The above-mentioned and other features and advantages of the present invention, and the manner of attaining them, will become apparent and be better understood by reference to the following description of one embodiment of the invention in conjunction with the accompanying drawings, wherein:

[0008] FIG. 1 is a block diagram of a video system in accordance with an exemplary embodiment of the present invention;

[0009] FIG. 2 is a graph showing a low pass filter spectral characteristic;

[0010] FIG. 3 is a graph showing a high pass filter spectral characteristic;

[0011] FIG. 4 is a graph showing an NTSC composite frequency spectrum, including a luminance region and a chrominance region;

-2-
FIG. 5 is a block diagram of a demodulator circuit in accordance with an exemplary embodiment of the present invention;

FIG. 6 is a graph showing a filter effect on a luminance spectrum in accordance with an exemplary embodiment of the present invention;

FIG. 7 is a graph showing a filter effect on a chrominance spectrum in accordance with an exemplary embodiment of the present invention;

FIG. 8 is a graph showing a post-low pass switch capacitor filter (SCF) output of a luminance spectrum in accordance with an exemplary embodiment of the present invention; and

FIG. 9 is a graph showing a post-high pass SCF output of a chrominance spectrum in accordance with an exemplary embodiment of the present invention.

Corresponding reference characters indicate corresponding parts throughout the several views. The exemplifications set out herein illustrate a preferred embodiment of the invention, in one form, and such exemplifications are not to be construed as limiting in any manner the scope of the invention.

**DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT**

This section is intended to introduce the reader to various aspects of art which may be related to various aspects of the present invention which are described and/or claimed below. This discussion is believed to be helpful in providing the reader with background information to facilitate a better understanding of the various aspects of the present invention. Accordingly, it should be understood that these statements are to be read in this light, and not as admissions of prior art.

Exemplary embodiments of the present invention employ a decoder comprising a plurality of filter networks to extract luminance and chrominance information from a sampled analog (continuous time) signal without digitizing the signal. An exemplary embodiment of the present invention exploits the sampling theorem by creating aliased data images centered around different points in a frequency spectrum. A time sampled analog filter (for example, a low pass switch capacitor filter) is employed to separate luminance information from chrominance information in a first aliased image of the composite signal. At the same time, two additional time-sampled analog filters (for example, high pass switch capacitor filters)
are employed to demodulate red chrominance information (R-Y) and blue chrominance information (B-Y) from different aliased copies of the sampled analog signal.

[0019] As described below, an exemplary embodiment of the present invention is adapted to extract luminance and chrominance information from a standard NTSC analog composite video signal. Time-sampled analog filters, such as low pass and high pass switch capacitor filters, sample the signal at a frequency of 15.734264 kHz (line rate). Chrominance and luminance information can be completely decoded from aliased copies of the input signal with little degradation. In an exemplary embodiment, a low-pass switch capacitor filter employs a bandwidth of 3.933566 kHz (15.734264 kHz divided by 4) to separate the luminance information from the chrominance information. Two high pass switch capacitor filters, each having a bandwidth of 3.933566 kHz (15.734264 kHz divided by 4). The two high pass filter networks employ sampling clocks that are 90 degrees out of phase. The first filter extracts R-Y chrominance information from the composite signal and the second filter extracts B-Y chrominance information. Once extracted from the analog composite signal, the luminance and chrominance information are used to construct red, green and blue video signals.

[0020] FIG. 1 is a block diagram of a video system in accordance with an exemplary embodiment of the present invention. The video system is generally referred to by the reference number 100. The video system 100 comprises an audio/video (A/V) signal source 102. The A/V signal source 102 produces a video signal, such as a typical NTSC analog composite video signal. Examples of A/V signal sources include DVD players, RF receiver output, video games, computer systems, cameras, or the like.

[0021] The analog video signal produced by the signal source 102 is delivered to a decoder 104. As set forth below, the decoder 104 comprises filtering circuitry that exploits the sampling theorem to extract luminance and chrominance information from the analog composite signal 502 without transforming the analog composite signal 502 into the digital domain. Also included in the decoder 104 is additional circuitry that develops red, green and blue color signals based on the extracted luminance and chrominance information. Chrominance information extracted by
exemplary embodiments of the present invention comprises first chrominance information (R-Y chrominance information) and second chrominance information (B-Y chrominance information), which is obtained by sampling the input signal with sampling clocks that are 90 degrees out of phase relative to each other. The red, green and blue video signals are used to produce an image on a display 106. The operation of the decoder 104 is explained in detail below with reference to FIG. 5.

[0022] FIG. 2 is a graph showing a low-pass filter spectral characteristic. The graph is generally referred by the reference number 200. The filter spectral characteristic graph 200 includes an x-axis 202, which represents frequency, and a y-axis 204, which represents signal amplitude. The graph 200 includes a plurality of bandpass envelopes 206, 208 and 210. Each of the bandpass envelopes 206, 208 and 210 represent an aliased image of a sampled signal produced by a technique known as undersampling. Undersampling exploits the Nyquist criteria, which requires the sampling frequency be at least two times the bandwidth of the signal. The sampling thereom states that the sampled analog energy is aliased to a spectral spacing of the sampling frequency (F_s) divided by two (2) for real signals and is spectrally spaced by the intervals of F_s for complex sampling (FQ). An exemplary embodiment of the present invention utilizes real sampling. Due to this aliasing characteristic of the sampling thereon, the undersampled filter characterictic produces a comb filter effect that captures all the desired energy through the aliased bandpass filter envelopes and rejecting the undesired energy by careful selection of the sampling frequency. As an example, the sampling of an NTSC-compatible analog video signal, such as a composite video signal, at a sample frequency F_s of 15.734264 kHz (line rate) creates aliased images of the sampled signal in the bandpass envelopes 206, 208 and 210.

[0023] The bandpass envelope 206, which represents the output of a low pass filter, is centered about the y-axis 204. The bandpass envelope 208 is centered about the sample frequency F_s and the bandpass envelope 210 is centered around a frequency of twice the value of F_s (2F_s). The graph 200 represents a low-pass spectral characteristic because it exhibits a relatively high gain between the origin and one-half F_s (F_s/2).

[0024] FIG. 3 is a graph showing a high pass filter spectral characteristic. The graph is generally referred to by the reference number 300. The high pass spectral
graph 300 includes an x-axis 302, which corresponds to frequency, and a y-axis 304, which corresponds to signal amplitude. The spectral characteristic graph 300 comprises a plurality of bandpass envelopes 306, 308 and 310, which represent the output of a high pass filter. In the spectral characteristic represented in FIG. 3, aliased images of the sampled signal are created in the bandpass envelopes 306, 308 and 310, respectively, around F_s/2, 3F_s/2 and 5 F_s/2. The graph 300 represents a high-pass spectral characteristic because it has a notch near the origin and exhibits a relatively high gain around one-half F_s (F_s/2).

[0025] FIG. 4 is a graph showing an NTSC composite frequency spectrum, including a luminance region and a chrominance region. The graph is generally referred to by the reference number 400. The NTSC frequency spectrum graph 400 includes an x-axis 402, which corresponds to frequency, and a y-axis 406, which corresponds to signal amplitude. As shown in FIG. 4, the NTSC frequency spectrum ranges from 15.734264 kHz at the origin to approximately 4.2 MHz.

[0026] The NTSC frequency spectrum comprises a luminance region, as indicated by a bracket 408, and a chrominance region, as indicated by a bracket 410. Luminance information is transmitted in the luminance region 408 of the spectrum by a plurality of luminance subcarriers 412. Chrominance information is transmitted in the chrominance region 410 of the spectrum by a plurality of chrominance subcarriers 414. Those of ordinary skill in the art will appreciate that the chrominance region 410 incorporates both red chrominance information and blue chrominance information, which is desirably demodulated into separate components.

[0027] FIG. 5 is a block diagram of a demodulator circuit in accordance with an exemplary embodiment of the present invention. The demodulator circuit is generally referred to by the reference number 500. In an exemplary embodiment of the present invention, the demodulator circuit 500 is disposed in and forms a part of the decoder 104 (FIG. 1).

[0028] In the demodulator circuit 500, a composite signal 502, such as an NTSC analog composite video signal, is delivered to a filter circuit 504. The filter circuit 504 includes a low pass time-sampled analog filter 506, which is adapted to extract a luminance signal Y from the analog composite signal 502. In an exemplary
embodiment of the present invention, the low pass time-sampled analog filter 506 employs a sample frequency $F_s$ of 15.734264 kHz, as described above.

[0029] The composite signal 502 is additionally delivered to a pair of high pass time-sampled analog filters 508 and 510. In the exemplary embodiment illustrated in FIG. 5, the high pass time-sampled analog filters 508 and 510 each employ a sample frequency $F_s$ of 15.734264 kHz. The sampling clock of the high pass time-sampled analog filter 508 is 90 degrees out-of-phase with the sample clock of the high pass time-sampled analog filter 510. Preferably, the 90 degree phase shift is obtained by applying a phase shift of +45 degrees with respect to one of the high pass time-sampled analog filters 508, 510 and a phase shift of -45 degrees with respect to the other high pass time-sampled analog filter 508, 510. The use of the relative 90 degree phase shift allows one of the high pass time-sampled analog filters 508, 510 to extract red chrominance information $R-Y$ from the composite signal 502 and blue chrominance information $B-Y$ from an aliased copy of the composite signal 502 simultaneously, and without transforming the composite signal 502 into the digital domain. The relative 90 degree phase shift also advantageously results in the equalization or cancellation of any time delay the circuitry of filters may introduce. The red chrominance information $R-Y$ is referred to herein as first chrominance information and the blue chrominance information $B-Y$ is referred to herein as second chrominance information.

[0030] The luminance information $Y$, red chrominance information $R-Y$ and blue chrominance information $B-Y$ are further processed to obtain standard red, green and blue color video signals. As shown in FIG. 5, the luminance information $Y$, which is output from the low pass time-sampled analog filter 506, is delivered to a plurality of adders 512 and 516. The red chrominance information $R-Y$, which is produced by the high pass time-sampled analog filter 508, is delivered to the adder 512 and the adder 514. The blue chrominance information $B-Y$ is delivered to the adder 514 and the adder 516. The luminance information $Y$ is also delivered to a subtracter 518. The output of the adder 514 is also delivered to the subtracter 518.

[0031] The adder 512 combines the luminance information $Y$ and the red chrominance information $R-Y$ to produce a red color video signal 520. The subtracter 518 subtracts output of the adder 514 from the luminance information received from
the low pass time-sampled analog filter 506 to produce a green color signal 522. The
adder 516 combines the luminance information with the blue chrominance
information B-Y to produce a blue color output signal 524. Thus, the exemplary
embodiment of the demodulator 500 illustrated in FIG. 5 allows rapid, efficient
extraction of luminance information and chrominance information from a composite
video signal while the composite signal is still a sampled analog (continuous time)
signal.

[0032] FIG. 6 is a graph showing a filter effect on a luminance spectrum in
accordance with an exemplary embodiment of the present invention. The graph is
generally referred to by the reference number 600. The luminance spectrum 600
comprises an x-axis 602, which corresponds to frequency, and a y-axis 604, which
corresponds to signal amplitude. The luminance spectrum illustrated in FIG. 6 is
useful in explaining the operation of the low pass time-sampled analog filter 506
(FIG. 5). As illustrated in FIG. 6, a spectral range 606 corresponds to a frequency
range of a standard NTSC composite video signal. A plurality of luminance
subcarrier bandpass envelopes 608 each generally correspond to a plurality of
luminance subcarriers 610. As shown in FIG. 6, the luminance subcarrier bandpass
envelopes 608 are placed, preferably for maximum gain, generally coincident with the
luminance subcarrier frequencies. In this manner, luminance information is preserved
or passed without undue attenuation by a filter such as the low pass time-sampled
analog filter 506 (FIG. 5).

[0033] A plurality of chrominance subcarriers 612 are also illustrated in FIG. 6.
The low pass time-sampled analog filter 506 (FIG. 5) is adapted such that the
chrominance subcarriers 612 correspond generally to nulls between the luminance
subcarrier bandpass envelopes 608. Thus, chrominance information is effectively
filtered out or blocked by the low pass time-sampled analog filter 506 (FIG. 5).

[0034] FIG. 7 is a graph showing a filter effect on a chrominance spectrum in
accordance with an exemplary embodiment of the present invention. The graph is
generally referred to by the reference number 700. The chrominance spectrum 700
comprises an x-axis 702, which corresponds to frequency, and a y-axis 704, which
corresponds to signal amplitude. The chrominance spectrum illustrated in FIG. 7 is
useful in explaining the operation of the high pass time-sampled analog filters 508
and 510 (FIG. 5). As illustrated in FIG. 7, a spectral range 706 corresponds to a frequency range of a standard NTSC composite video signal. A plurality of chrominance subcarrier bandpass envelopes 708 each generally correspond to a plurality of chrominance subcarriers 712. As shown in FIG. 7, the chrominance subcarrier bandpass envelopes 708 are placed, preferably for maximum gain, generally coincident with the chrominance subcarrier frequencies. In this manner, chrominance information is preserved or passed without undue attenuation by a filter such as the high pass time-sampled analog filters 508 and 510 (FIG. 5).

A plurality of luminance subcarriers 710 are also illustrated in FIG. 7. The high pass time-sampled analog filters 508 and 510 (FIG. 5) are adapted such that the luminance subcarriers 710 correspond generally to nulls between the chrominance subcarrier bandpass envelopes 708. Thus, luminance information is effectively filtered out or blocked by the high pass time-sampled analog filters 508 and 510 (FIG. 5).

FIG. 8 is a graph showing a post-low-pass switch capacitor filter (SCF) luminance spectrum in accordance with an exemplary embodiment of the present invention. The graph is generally referred to by the reference number 800. The post-low-pass SCF luminance spectrum 800 comprises an x-axis 802, which corresponds to frequency, and a y-axis 804, which corresponds to signal amplitude. A bandpass envelope 806 corresponds to a standard NTSC frequency spectrum. As shown in FIG. 8, a plurality of luminance subcarriers 808 exhibit substantial, preferably maximum, gain within the bandpass envelope 806. The bandpass envelope 806 represents the output of a low pass time-sampled analog filter such as the low pass time-sampled analog filter 506 (FIG. 5).

FIG. 9 is a graph showing a post-high-pass SCF chrominance spectrum in accordance with an exemplary embodiment of the present invention. The graph is generally referred to by the reference number 900. The post-high-pass SCF chrominance spectrum 900 comprises an x-axis 902, which corresponds to frequency, and a y-axis 904, which corresponds to signal amplitude. A bandpass envelope 906 corresponds to a standard NTSC frequency spectrum. As shown in FIG. 9, a plurality of chrominance subcarriers 908 exhibit substantial, preferably maximum, gain within the bandpass envelope 906. The bandpass envelope 906 represents the output of a
high pass time-sampled analog filter such as the high pass time-sampled analog filters 508, 510 (FIG. 5).

While the invention may be susceptible to various modifications and alternative forms, specific embodiments have been shown by way of example in the drawings and will be described in detail herein. However, it should be understood that the invention is not intended to be limited to the particular forms disclosed. Rather, the invention is to cover all modifications, equivalents and alternatives falling within the spirit and scope of the invention as defined by the following appended claims.
What is claimed is:

1. A video system (100) that processes an analog video signal (502), the analog video signal (502) comprising luminance information (408), first chrominance information (410), and second chrominance information (410), the video system (100) comprising:

   a first time-sampled analog filter (506) that extracts the luminance information (408) from a first aliased copy of the analog video signal (502);
   a second time-sampled analog filter (508) that extracts the first chrominance information (410) from a second aliased copy of the analog video signal (502); and
   a third time-sampled analog filter (510) that extracts the second chrominance information (410) from a third aliased copy of the analog video signal (502).

2. The video system (100) recited in claim 1, wherein the first time-sampled analog filter (506) comprises a low-pass switch capacitor filter.

3. The video system (100) recited in claim 2, wherein the low-pass switch capacitor filter (506) is adapted to produce the first aliased copy of the analog video signal (502) centered around a sampling frequency.

4. The video system (100) recited in claim 1, wherein the second time-sampled analog filter (508) and the third time-sampled analog filter (510) each comprise a high-pass switch capacitor filter.

5. The video system (100) recited in claim 4, wherein each of the high-pass switch capacitor filters (508, 510) is adapted to respectively produce the second aliased copy of the analog video signal (502) and the third aliased copy of the analog video signal (502) centered around a multiple of a sampling frequency divided by two.
6. The video system (100) recited in claim 1, wherein the first time-sampled analog filter (506) comprises a low-pass switch capacitor filter that is adapted to produce the first aliased copy of the analog video signal (502) centered around a sampling frequency, and wherein the second time-sampled analog filter (508) and the third time-sampled analog filter (510) each comprise a high-pass switch capacitor filter that is adapted to respectively produce the second aliased copy of the analog video signal (502) and the third aliased copy of the analog video signal (502) centered around a multiple of the sampling frequency divided by two.

7. The video system (100) recited in claim 1, comprising a circuit (512, 514, 516, 518) that creates a red color signal (520), a green color signal (522) and a blue color signal (524) using the luminance information (408), the first chrominance information (410) and the second chrominance information (410).

8. The video system (100) recited in claim 1, comprising a display (106) that is adapted to produce a visual representation based on the luminance information (408), the first chrominance information (410) and the second chrominance information (410).

9. The video system (100) recited in claim 1, comprising an audio/video signal source (102) that produces the analog video signal (502).

10. The video system (100) recited in claim 9, wherein the audio/video signal source (102) comprises a DVD player.

11. The video system (100) recited in claim 1, wherein the analog video signal (502) comprises a composite video signal.

12. The video system (100) recited in claim 1, wherein the analog video signal (502) comprises an NTSC-compatible video signal.
13. The video system (100) recited in claim 1, wherein the second time-sampled analog filter (508) that extracts the first chrominance information (410) is adapted to extract a portion of the analog video signal (502) that is 90 degrees out of phase compared to a portion of the analog video signal (502) that embodies the second chrominance information (410).

14. The video system (100) recited in claim 1, wherein the first chrominance information (410) comprises red chrominance information (R-Y).

15. The video system (100) recited in claim 1, wherein the second chrominance information (410) comprises blue chrominance information (B-Y).

16. A method of processing an analog video signal (502), the analog video signal (502) comprising luminance information (408), first chrominance information (410), and second chrominance information (410), the method comprising:
   - receiving the analog video signal (502);
   - extracting the luminance information (408) from a first aliased copy of the analog video signal (502);
   - extracting the first chrominance information (410) from a second aliased copy of the analog video signal (502); and
   - extracting the second chrominance information (410) from a third aliased copy of the analog video signal (502).

17. The method recited in claim 16, wherein the act of extracting the luminance information (408) comprises performing a low pass time-sampled filter operation on the analog video signal (502).

18. The method recited in claim 17, wherein the low pass time-sampled filter operation is performed with a low pass switch capacitor filter.

19. The method recited in claim 16, wherein the acts of extracting the first chrominance information (410) and the second chrominance information (410) each
comprise performing a high pass time-sampled filter operation on the analog video signal (502).

20. The method recited in claim 19, wherein the high pass time-sampled filter operations are each performed with a high pass switch capacitor filter.

21. The method recited in claim 16, wherein:
   the act of extracting the luminance information (408) comprises performing a low pass time-sampled filter operation on the analog video signal (502) with a low pass switch capacitor filter; and
   the acts of extracting the first chrominance information (410) and the second chrominance information (410) each comprise performing a high pass time-sampled filter operation on the analog video signal (502) with a high pass switch capacitor filter.

22. The method recited in claim 16, comprising creating a red color signal (520), a green color signal (522) and a blue color signal (524) using the luminance information (408), the first chrominance information (410) and the second chrominance information (410).

23. The method recited in claim 16, comprising producing a visual representation based on the luminance information (408), the first chrominance information (410) and the second chrominance information (410).

24. The method recited in claim 16, wherein the analog video signal (502) is received from a DVD player.

25. The method recited in claim 16, wherein the analog video signal (502) comprises a composite video signal.

26. The method recited in claim 16, wherein the analog video signal (502) comprises an NTSC-compatible video signal.
27. The method recited in claim 16, wherein the first chrominance information (410) is extracted from a portion of the analog video signal (502) that is 90 degrees out of phase compared to a portion of the analog video signal (502) that embodies the second chrominance information (410).

28. A system (100) for processing an analog video signal (502), the analog video signal (502) comprising luminance information (408), first chrominance information (410), and second chrominance information (410), the system (100) comprising:
   means (504) for receiving the analog video signal (502);
   means (506) for extracting the luminance information (408) from a first aliased copy of the analog video signal (502);
   means (508) for extracting the first chrominance information (410) from a second aliased copy of the analog video signal (502); and
   means (510) for extracting the second chrominance information (410) from a third aliased copy of the analog video signal (502).

29. The system (100) recited in claim 28, wherein the means (506) for extracting the luminance information (408) comprises a low-pass switch capacitor filter.

30. The system (100) recited in claim 29, wherein the low-pass switch capacitor filter (506) is adapted to produce an image of the analog video signal (502) centered around a sampling frequency.

31. The system (100) recited in claim 28, wherein the means (508) for extracting the first chrominance information (410) and the means (510) for extracting the second chrominance information (410) each comprise a high-pass switch capacitor filter.
32. The system (100) recited in claim 31, wherein each of the high-pass switch capacitor filters is adapted to produce an image of the analog video signal (502) centered around a sampling frequency divided by two.

33. The system (100) recited in claim 28, wherein the means (506) for extracting the luminance information (408) comprises a low-pass switch capacitor filter that is adapted to produce an image of the analog video signal (502) centered around a sampling frequency, and wherein the means (508) for extracting the first chrominance information (410) and the means (510) for extracting the second chrominance information (410) each comprise a high-pass switch capacitor filter that is adapted to produce an image of the analog video signal (502) centered around the sampling frequency divided by two.

34. The system (100) recited in claim 28, comprising means (512, 514, 516, 518) for creating a red color signal (520), a green color signal (522) and a blue color signal (524) using the luminance information (408), the first chrominance information (410) and the second chrominance information (410).

35. The system (100) recited in claim 28, wherein the first chrominance information (410) is extracted from a portion of the analog video signal (502) that is 90 degrees out of phase compared to a portion of the analog video signal (502) that embodies the second chrominance information (410).

36. A video system (100) that processes an analog video signal (502), the analog video signal (502) comprising luminance information (408), first chrominance information (410), and second chrominance information (410), the video system (100) comprising:
a first time-sampled analog filter (506) that is adapted to undersample the analog video signal (502) to obtain the luminance information (408);
a second time-sampled analog filter (508) that is adapted to undersample the analog video signal (502) to obtain the first chrominance information (410); and
a third time-sampled analog filter (510) that is adapted to undersample the analog video signal (502) to obtain the second chrominance information (410).

37. The video system (100) recited in claim 36, wherein the first time-sampled analog filter (506) is adapted to create a first aliased copy of the analog video signal (502).

38. The video system (100) recited in claim 36, wherein the second time-sampled analog filter (508) and the third time-sampled analog filter (510) are respectively adapted to create a second aliased copy of the analog video signal (502) and a third aliased copy of the analog video signal (502).

39. The video system (100) recited in claim 36, wherein the first time-sampled analog filter (506) comprises a low-pass switch capacitor filter.

40. The video system (100) recited in claim 39, wherein the low-pass switch capacitor filter (506) is adapted to produce a copy of the analog video signal (502) centered around a sampling frequency.

41. The video system (100) recited in claim 36, wherein the second time-sampled analog filter (508) and the third time-sampled analog filter (510) each comprise a high-pass switch capacitor filter.

42. The video system (100) recited in claim 41, wherein each of the high-pass switch capacitor filters (508, 510) is adapted to respectively produce a copy of the analog video signal (502) centered around a multiple of a sampling frequency divided by two.

43. The video system (100) recited in claim 36, wherein the first time-sampled analog filter (506) comprises a low-pass switch capacitor filter that is adapted to produce a copy of the analog video signal (502) centered around a
sampling frequency, and wherein the second time-sampled analog filter (508) and the third time-sampled analog filter (510) each comprise a high-pass switch capacitor filter that is adapted to respectively produce a copy of the analog video signal (502) centered around a multiple of the sampling frequency divided by two.

44. The video system (100) recited in claim 36, comprising a circuit (512, 514, 516, 518) that creates a red color signal (520), a green color signal (522) and a blue color signal (524) using the luminance information (408), the first chrominance information (410) and the second chrominance information (410).

45. The video system (100) recited in claim 36, comprising a display (106) that is adapted to produce a visual representation based on the luminance information (408), the first chrominance information (410) and the second chrominance information (410).

46. The video system (100) recited in claim 36, comprising an audio/video signal source (102) that produces the analog video signal (502).

47. The video system (100) recited in claim 46, wherein the audio/video signal source (102) comprises a DVD player.

48. The video system (100) recited in claim 36, wherein the analog video signal (502) comprises a composite video signal.

49. The video system (100) recited in claim 36, wherein the analog video signal (502) comprises an NTSC-compatible video signal.

50. The video system (100) recited in claim 36, wherein the second time-sampled analog filter (508) that obtains the first chrominance information (410) is adapted to obtain a portion of the analog video signal (502) that is 90 degrees out of phase compared to a portion of the analog video signal (502) that embodies the second chrominance information (410).
51. The video system (100) recited in claim 36, wherein the first chrominance information (410) comprises red chrominance information (R-Y).

52. The video system (100) recited in claim 36, wherein the second chrominance information (410) comprises blue chrominance information (B-Y).
Fig. 4

Fig. 5

Fs = 15.734264 kHz
Fig. 8

Amplitude

\[ \Delta = 15.734264 \text{ kHz} \] (Line Rate)

Fig. 9

Amplitude

\[ \Delta = 7.867132 \text{ kHz} \]
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC H04N 9/77(2006.01)

USPC 348/663,665,666,667,668,712,713

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

US 348/663, 665, 666, 667, 668, 712, 713

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

NONE

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EAST

C. DOCUMENTS CONSIDERED TO BE RELEVANT

Category * Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No

X US 2,421,363 A (MAEYAMA ET AL.) 23 December 1980, Fig 5, column 2, lines 15-53

Y and column 4, line 58 to column 5, line 38

A US 5,053,864 A (THOMPSON) 1 October 1991, Fig 6, column 7, lines 31-40 and column 8, lines 51-54

A US 6,104,863 A (STROLLLE ET AL.) 15 August 2000, Fig 2

A US 5,626,220 A (LINZER) 20 July 1999, Fig 5

A US 4,633,187 A (NISHIMURA ET AL.) 30 December 1986, Fig 4

Further documents are listed in the continuation of Box C

See patent family annex

* Special categories of cited documents

'A' document defining the general state of the art which is not considered to be of particular relevance

'E' earlier application or patent published on or after the international filing date

'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

'O' document referring to an oral disclosure, use, exhibition or other means

'P' document published prior to the international filing date but later than the priority date claimed

'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

'X' document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

'Y' document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

'&' document member of the same patent family

Date of the actual completion of the international search

28 June 2006 (28 06 2006)

Date of mailing of the international search report

01 SEP 2006

Name and mailing address of the ISA/US

Mail Stop PCT, Attn: ISA/US
Commissioner of Patents
P.O. Box 1450
Alexandria, Virginia 22313-1450

Facsimile No (571) 273-3201

Form PCMSA/210 (second sheet) (July 1998)