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Description

FIELD OF APPLICATION

[0001] The present invention relates to an open-end
type spinning machine with an enhanced intake nozzle
unit and the relative piecing method in an open-end type
spinning machine.

BACKGROUND ART

[0002] As is known, during the spinning process, a
breakage of the yarn produced may occur in the spinning
machines, with a consequent interruption of the produc-
tion of yarn. The restoration of this activity involves piec-
ing two portions of yarn: the one produced before the
breakage, which is wound on the reel, and the portion
which will be generated when the spinning will resume.
[0003] In open-end type spinning machines, this piec-
ing is performed by using the yarn end picked up before
the breakage to 'trigger’ the spinning; in particular, the
fibres of the new yarn will congregate on the old end,
thus achieving a continuity in the yarn produced.
[0004] In general, in the textile industry, the procedure
by which the ends of the yarn are joined is carried out by
means of the piecing cycle (or simply piecing).

[0005] Usually, the known open-end type spinning ma-
chines of interest for this patent are completely automatic
machines in which the doffing and piecing cycles are per-
formed by a single trolley.

[0006] Inside this single trolley, some devices are
mainly/exclusively dedicated to the doffing cycle alone,
while others are mainly/exclusively dedicated to the piec-
ing cycle.

[0007] According to a possible known solution, among
the various operations carried out in the above-men-
tioned piecing cycle, the pick-up, preparation and han-
dling of the yarn are performed by means of the following
machines:

1. reel intake nozzle;

2. yarn centering unit;

3. yarn preparation unit;

4. introduction and extraction group.

[0008] The intake nozzle picks up the end of the yarn
of the reel being formed. It contains an optical sensor to
check the presence of the yarn; conventionally the device
is actuated by a stepper motor.

[0009] The yarn centering unit catches the yarn from
the nozzle and leads it to the preparation unit. The device
is actuated by a pneumatic cylinder.

[0010] Theyarn preparation unitdrawsinthe yarn, cuts
it and prepares the end for the piecing; furthermore, it is
equipped with a device to ensure the gripping of the yarn
by the rollers of the introduction/extraction group. The
group is actuated by means of pneumatic cylinders and
by means of depression.
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[0011] Finally, the introduction and extraction group
takes the yarn from the preparing unit to bring it in the
vicinity of the output hole of the spinning unit and intro-
ducesthelength thereofrequired to reach the rotor throat.
The groups are actuated by means of stepper motors
(Rotation) and by means of pneumatic cylinders (lateral
displacement).

[0012] In the following, the piecing cycle of the known
solutions will be described in more detail in order to better
understand the technical issues that the present inven-
tion aims to solve.

[0013] One should, therefore, start from the moment
inwhich the reel has already been stopped by the system,
following the lifting, by means of the stop plate, from the
drag cylinder. The trolley is already in the vicinity of the
’spinning head’ where the piecing will be performed. The
opening device arranged was already employed to open
the spinning unit.

[0014] At this point, the reel is lifted from the stop plate
by means of a reel-lifting arm; the reel intake nozzle in-
tervenes, which descends, tilting, from the rest position
to the vicinity of the reel (at a distance of about 5/6 mm) .
At the same time intake is actuated. The terminal part of
the nozzle has an intake cavity in the form of a low slit
as wide as the width of the reel, to allow the end to be
picked up in an indeterminate position on the reel.
[0015] The reelis rotated by means of the reverse roll-
er, to allow the identification and extraction of the yarn
end from the reel. At the same time, a specific device,
on the same trolley, deals with the aperture of the rubber
yarn extraction roll.

[0016] The search for the end continues until the opti-
cal sensor (the yarn presence sensor) of the nozzle ver-
ifies the presence thereof: if it is not detected, the search
is repeated twice. If, despite the various attempts, the
end is not picked up, the system managing the machine
emits a warning, by means of a signal (light/sound), re-
questing the intervention of an operator to solve the issue.
[0017] Once the yarn has been picked up, the nozzle
moves back to the rest position. This backing allows the
yarn to be stretched, making space for the intervention
with the yarn centering unit which descends, by tilting,
into a working position, finding the yarn in a certain po-
sition. By virtue of a special "V" cavity, the centering unit
intercepts the yarn and leads it in the vicinity of the yarn
preparation unit. At this point the reel is stopped.
[0018] The nozzle advances slightly forward to loosen
the yarn, the scissors of the centering unit cut the yarn
which is picked up, by suction, by the yarn preparation
unit. The cut piece of yarn is drawn in and removed from
the reel intake nozzle while it returns to the rest position
thereof.

[0019] The new end just made is directed by the prep-
aration device which, by means of a jet of compressed
air, frays it to prepare it for the subsequent piecing step.
Once the yarn preparation is completed, the introduction
and extraction group moves into position to pick the yarn

up.
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[0020] Atthe same time, specific devices, on the same
trolley, clean the rotor, clean the funnel, close the spin-
ning unit and prepare the web, eliminating the damaged
fibres. The reel-lifting arm then lowers the reel back on
the stop plate.

[0021] The prepared end, picked up by the introduction
group, is first passed between the rollers of the extraction
roller, then brought in the vicinity of the yarn output tube
at the spinning unit, and inserted into the tube so as to
reach the rotor throat. Accuracy when positioning the
yarn end in the rotor throat determines the quality of the
piecing.

[0022] The yarn end introduced up to the rotor throat
‘triggers’ the spinning, so that the fibres processed by
the rotor congregate at the end properly prepared, thus
achieving continuity in the yarn produced. The actual
piecing is physically realized.

[0023] Atthis point, other devices, on the same trolley,
restore the yarn extraction by restoring the contact be-
tween the extraction roller and the motor shaft thereof
and, atthe sametime, the web feederroller is reactivated:
yarn production is resumed.

[0024] The rotation of the reel is then restarted by low-
ering the reel onto the drag cylinder by means of the stop
plate: the pick-up is reactivated, the piecing cycle is com-
pleted and the normal spinning is restored. The trolley
has completed the cycle and is free to leave.

[0025] As it may be understood from what has been
described, the operations performed by the machines of
the background art are rather complex and also require
relatively long waiting times.

DESCRIPTION OF THE INVENTION

[0026] Therefore, the known solutions described
above have drawbacks and limitations, essentially due
to the fact that they involve the employment of complex
and expensive mechanical systems for picking up the
yarn end, centering the yarn, preparing the yarn end for
the following piecing and inserting/extracting the yarn
from the preparing unit to bring it in the vicinity of the
output hole of the spinning unit, which are all necessary
for the following actual piecing step.

[0027] Such known devices, in addition to increasing
the complexity and the costs of the machine, also in-
crease the time required to perform the piecing of the
broken yarn. Such devices are disclosed, for example,
by GB 2187211 A, EP 3124413 A1, JP S5969373 A, EP
0067279 A1, JP H10 110334 A.

[0028] The need to solve the drawbacks and limitations
mentioned with reference to the background art is there-
fore felt.

[0029] Such need is satisfied by an open-end type
spinning machine in accordance with claim 1 and by a
method of piecing a yarn in an open-end type spinning
machine according to claim 15.
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DESCRIPTION OF THE DRAWINGS

[0030] Furtherfeatures and advantages of the present
invention will become more apparent from the following
description of preferred and non-limiting embodiments
thereof, in which:

Figure 1 shows a diagrammatic sectional view of an
open-end type spinning machine in accordance with
an embodiment of the present invention;

Figure 2 shows a perspective sectional view of a
spinning rotor of the spinning machine of Figure 1;
Figure 3 shows 1 perspective view of an intake noz-
zle unit of the spinning machine according to an em-
bodiment of the present invention;

Figure 4 shows 1 sectional view of the enlarged detail
IV indicated in Figure 3;

Figures 5 to 10 show diagrammatic perspective
views of components of the spinning machine of the
present invention during a yarn piecing sequence;
Figures 11-12 show perspective views of an intake
nozzle unit according to the present invention;
Figure 13 shows a front view of the intake nozzle
unit of Figure 11;

- Figure 14 shows a sectional view of the nozzle unit
of Figure 13, along the sectional plane XIV-XIV of
Figure 13;

- Figure 15 shows a side view of the intake nozzle
unit of Figure 13;

- Figure 16 shows a sectional view of the nozzle unit
of Figure 13, along the sectional plane XVI-XVI in-
dicated in Figure 15;

- Figure 17 shows a sectional view of the nozzle unit
of Figure 13, along the sectional plane XVII-XVII in-
dicated in Figure 15;

- Figure 18 shows a sectional view of the entrance
of the intake nozzle unit of Figure 13;

Figure 19 shows a front view of a spinning head of
the present invention;

Figure 20 shows a perspective view of an introduc-
tion group according to the present invention;
Figure 21 shows a side view of a step for feeding the
yarn into a spinning machine according to an em-
bodiment of the present invention.

[0031] The elements, or parts of elements, in common
between the embodiments described below, will be indi-

cated with the same reference numerals.

DETAILED DESCRIPTION

[0032] With reference to the aforesaid Figures, with
numeral 4 an overall diagrammatic view of an open-end
type spinning machine according to the presentinvention
is generally indicated.

[0033] In particular, the spinning machine 4 comprises
at least one spinning head 8 having a spinning unit 12
and a winding unitinto reels 16, wherein the winding unit
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into reels 16 winds a reel of yarn 18 obtained from the
underlying spinning unit 12 on a tube 20.

[0034] The spinning unit 12 produces yarn 22 by intro-
ducing a fibre web into a spinning rotor 24.

[0035] The spinning machine 4 comprises atleast one
mobile piecing trolley 28 so as to be able to position itself
in the vicinity of each spinning head 8 and perform piecing
operations of a broken yarn 22.

[0036] The spinning machine 4 comprises atleastone
doffing trolley 32 which can be positioned at each spin-
ning head 8 and is fitted with devices for picking up and
moving a tube 20 from a tube-holder basket to a pair of
tailstocks of the winding unit into reels 16, in a known
manner.

[0037] Preferably,the piecingtrolley 28 and the doffing
trolley 32 at least partially penetrate each other so as to
mutually override each other along a patrol path of the
spinning heads 8 of the spinning machine 4.

[0038] Penetrating each other means that they have a
shape and follow a trajectory such that they may meet in
any intermediate section and cross it without disturbing
each other.

[0039] The piecing trolley 28 comprises an intake noz-
zle unit 36 and an introduction group of the yarn 40.
[0040] The intake nozzle unit 36 is shaped so as to
perform all the operations of grasping an end of the yarn
22 and preparing it for the subsequent piecing, as better
described below. The introduction group of the yarn 40
is shaped to grasp the end of the yarn 22, previously
prepared for piecing, and bring it in the vicinity of the
spinning rotor 24 of the spinning unit 12 for the piecing
thereof with the yarn being formed.

[0041] The intake nozzle unit 36 comprises an intake
nozzle 44, a yarn presence sensor 48 inside the intake
nozzle 44, cutting means 52 for cutting the yarn 22 and
a device 56 for the preparation of the end of the yarn 22.
[0042] The intake nozzle 44 is aeraulically connected,
by means of a suitable piping system, not shown in the
Figures, to intake means not shown in the Figures capa-
ble of creating the necessary depression to draw the yarn
in; conventionally, said intake means comprise fans
placed in rotation by electric motors.

[0043] The intake nozzle 44 comprises a cavity 60
therein, which defines a forced channel or passage for
the yarn 22 drawn in, as better described below.

[0044] The intake nozzle 44 comprises a slit-like en-
trance portion 70 which draws in the yarn and which de-
velops into a straight cylindrical portion 72 inside which
the yarn is conveyed. The straight cylindrical intake por-
tion 72 has a nominal inner diameter Dn.

[0045] According to an embodiment, the intake nozzle
44 is provided with a flow diverter 68 aeraulically inter-
posed between the entrance portion 70 and the intake
pipe on which the nozzle, not shown in the Figures, is
inserted.

[0046] The object of this device is to deviate the axis
of the intake pipe, thus forcing the trajectory of the drawn
in yarn to make it pass inside the cavity 60. The flow
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diverter 68 is constructed so as to guarantee the dimen-
sional continuity of the internal diameter of the intake
pipe, while, at the same time, avoiding any sudden
change of section and roughness to avert grips on which
the yarn may get caught.

[0047] The flow diverter 68 is offset with respect to the
intake pipe by a misalignment C of the axis in the flow
diverter 68; preferably, such misalignment 68 is related
to the nominal inner diameter Dn according to the follow-
ing formula: 1/2Dn<C<3/4Dn.

[0048] By virtue of the misalignment C, the flow of air
and of the yarn drawn in thereby, has a double curvature:
a first curvature 76 between the axis Y’ of the straight
cylindrical portion 72 of the intake nozzle upstream of the
flow diverter 68 and a second curvature 80 between the
flow diverter 68 and the axis Y" of the intake pipe down-
stream of the flow diverter 68. It should be noted that the
axis Y’, Y" of the intake pipe 72 upstream and down-
stream of the flow diverter 68 are preferably parallel to
each other.

[0049] In the passage between the entrance portion
70 and the flow diverter 68 the yarn is forced by the first
and second curvature 76, 80, imposed by the flow diverter
68, to pass tangentially to the two curvatures themselves,
choosing the smaller distance path; this ensures that the
position of the yarn always lies on a bottom 84 of the
hollow of the cavity 60. The bottom 84 is constituted by
the portion of the cavity 60 designed for housing in abut-
ment the drawn in yarn.

[0050] The cavity 60 develops longitudinally along the
intake pipe 72 and preferably has a symmetrical section
with respect to a transverse plane orthogonal to the axis
Y’ of the straight cylindrical portion 72 of the intake nozzle
72 upstream of the flow diverter 68.

[0051] The section of the cavity 60 has slightly different
size and shapes when passing between the various
transverse sections of the intake pipe 72.

[0052] According to an embodiment, the bottom 84 of
the cavity 60, with respect to a sectional plane perpen-
dicular to the main axis of extension thereof, has a vari-
able angle of aperture 100 along the extension thereof
inside the intake nozzle 44.

[0053] According to a possible embodiment, the cavity
60 in the first portion is narrower, and then widens after
the section of the cutting means 52: this guarantees a
more accurate positioning in the cutting and preparation
steps, which will ensure a better quality of the subsequent
piecing.

[0054] For example, at the cutting means 52, said an-
gle of aperture 100 is between 80° and 100°.

[0055] At the end preparation device 56, said angle of
aperture is slightly narrower, i.e., between 75° and 95°.
[0056] In any case, the cavity 60 has the purpose of
conveying the drawn in yarn, creating as less turbulence
as possible which may disturb the motion of the air car-
rying the yarn.

[0057] Therefore, the motion of the air inside the
straight cylindrical portion 72 of the intake nozzle 72 shall
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be as laminar as possible; for this purpose, the internal
lateral surfaces of the straight cylindrical portion 72 of
the intake nozzle 72 are connected and free from rough-
ness which may facilitate the detachment of the fluid flow
of air from the walls, thus generating turbulence. Turbu-
lence would lead to undesirable displacements of the
yarn, making the position thereof uncertain, thus com-
promising the accuracy of the relative operations.
[0058] To this end, in order to guarantee an adequate
intake phenomenon without excessively increasing the
air passage speed, the hydraulic effect of the convergent
was recreated without excessively reducing the air pas-
sage section, in fact, between the three sections, at, re-
spectively:

1. entrance portion 70,
2. end preparation device 56,
3. cutting means 52,

the reduction of the through area was limited. From prac-
tical tests performed, it has been verified that the best
reduction compromise is between a 2.7/3.2% reduction
in the through area.

[0059] Accordingtoanembodiment, the cutting means
52 are positioned in the vicinity of said cavity 60, inside
the intake nozzle 44.

[0060] According to an embodiment, in the vicinity of
said cavity 60, the end preparation device 56 of the yarn
22 is positioned, configured to direct a jet of compressed
air on said yarn end 22, so as to prepare it for the sub-
sequent piecing step, according to known systems.
[0061] The operation of an open-end type spinning ma-
chine according to the present invention will now be de-
scribed.

[0062] In particular, the spinning machine 4 operates
continuously, producing yarn by means of the spinning
unit 12; in the meantime, the piecing trolley 28 and the
doffing trolley 32 patrol the various spinning heads 8; if
necessary, the piecing trolley 28 performs all the piecing
operations required.

[0063] Incaseof yarnbreakage, the piecing procedure
is, in fact, actuated.

[0064] In particular, the piecing method comprises the
steps of:

a) detecting the yarn breakage 22, for example by
means of a further yarn presence sensor 49 mounted
on the spinning head,

b) stopping the reel 18 by means of a stop plate ac-
tuated by the spinning head 8,

c) in the meantime, bringing the piecing trolley 28 at
the spinning head 8 where the breakage of the yarn
22 occurred,

d) rotating the reel 18 by means of a reel inversion
unit (not shown) of the piecing trolley 28 to start the
search for the end of the yarn 22 broken on the reel
18, and, at the same time, bringing the intake nozzle
unit 36 of the piecing trolley 28 in the vicinity of the
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reel 18 to aspirate the end by the actuating intake
means properly connected to the intake nozzle 44,
e) stopping the reel 18 after having picked up the
yarn 22 inside the intake nozzle 44, (operation, for
example, detected by the yarn presence sensor
housed inside the intake nozzle 48),

f) actuating the cutting means 52 housed inside the
intake nozzle 36, removing the cut piece from the
reel side 18, catching the new end made by cutting
and preparing it with a jet of compressed air by
means of an end preparation device 56 housed in-
side said intake nozzle 44,

g) actuating a yarn feeding unit 40 of the piecing
trolley 28 which grasps the prepared yarn end and
inserts it in the spinning unit 12.

[0065] According to a possible embodiment, simulta-
neously to steps d), e) and f) the piecing trolley 28 deals
with the cleaning the spinning rotor 24, and/or with the
cleaning of a funnel of said spinning rotor 24 and, sub-
sequently to step g), with the lowering of the reel 18 on
a relative stop plate.

[0066] According to a possible embodiment, simulta-
neously to steps f) and g) the spinning head 8 prepares
the fibre web discarding the damaged ones and feeding
the spinning rotor 24 with new fibres by means of a web
feeder roller.

[0067] Preferably, during step g) the prepared end is
picked up by the introduction group of the yarn 40, man-
aged by the piecing trolley 28 which clamps the end be-
tween the feed rollers 64 thereof to bring it to the spinning
unit 12.

[0068] According to an embodiment, said feed rollers
64 of the introduction group of the yarn 40 are assisted
by the action of a reverse roller which, by rotating the reel
18, prevents the formation of undesirable loops which
might engage the various mechanisms, so as to keep
the yarn taut and without slack.

[0069] According to an embodiment, during step g),
the yarn 22 is inserted by the introduction group 40 in a
specific path by virtue of the aid of the yarn displacer 51
of the feeding device, and the end is fed into a yarn output
channel.

[0070] Along such path a release device 50 is prefer-
ably located, which, when armed, holds an extra length
of yarn which, upon request, is released by the spinning
head 8 allowing the end to reach the throat of the spinning
rotor 24.

[0071] At this point, the piecing trolley 28 enables the
spinning head 8 and abandons it after completing its
tasks.

[0072] The spinning head 8 detaches the release de-
vice, the end reaches the throat of the spinning rotor 24
and 'triggers’ spinning, so that the fibres being processed
by the spinning rotor 24 congregate at the end properly
prepared, thus achieving continuity in the yarn produced.
[0073] The steps of the piecing cycle are summarized
below, indicating in brackets, respectively with TF (spin-
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ning head) and CR (piecing trolley), the devices desig-
nated to perform each step.

[0074] Starting from the instant immediately following
the breakage of the yarn detected by the sensors, the
following will occur:

1) stopping of the winding reel 18 by lifting it from
the drag cylinder by means of a stop plate (TF);

2) aperture of a rubber yarn extraction roll (TF) ;

3) approach of the piecing trolley 28 to the spinning
head 8 concerned, stopping and stabilizing by actu-
ating the parking brakes (CR);

4) aperture of the spinning unit 12 (CR);

5) cleaning of the spinning rotor 24 and of the funnel
(CRY);

6) closing of the spinning unit 12 (CR);

7) lifting of the reel 18 from the stop plate (CR) ;

8) rotation of the reel 18 by means of areverse roller
to allow the search for the end (CR);

9) catching of the end of the reel 18 by suction, per-
formed by an appropriate intake nozzle 44 (CR) ;
10) stopping of the rotation of the reel 18 (CR) ;
11) arrival of the feeding unit blocking the yarn by
clamping it between the rollers 64 (CR),

12) cutting of the yarn by scrap intake (CR);

13) preparation of the newly generated yarn end
(CR);

14) lowering of the reel 18 on the stop plate (CR) ;
15) preparation of the web, with discharge of dam-
aged fibres, and feeding of the spinning rotor 24 with
new fibres by rotation of the web feeding roller (TF);
16) introduction of the end previously prepared into
the yarn output channel, after being fed into a specific
predetermined path by the introduction group (CR) ;
17) sending of the approval signal to proceed to the
spinning head 8 (CR);

18) release of the parking brakes and departure from
the spinning head 8 by the piecing trolley 28 (CR);
19) release of the yarn 22, by a specific release de-
vice; an extra length, specifically kept, allows to
reach the throat of the spinning rotor 24 (TF);

20) restoration of the extraction of the yarn by virtue
of the reset of the rubber extraction roll; the yarn
production resumes (TF);

21) reactivation of the rotation of the reel 18 by low-
ering it on the drag cylinder by the stop plate (TF) .

[0075] With the recovery of the reel winding, the piec-
ing is completed and the spinning is restored.

[0076] Some of the previous operations, as seen, may
also be performed simultaneously because they are per-
formed by different devices, located on the piecing trolley
28 (CR) or on the spinning head 8 (TF).

[0077] As it may be appreciated from what has been
described, the open-end type spinning machine and the
method of piecing a yarn of an open-end type spinning
machine according to the invention allow to overcome
the drawbacks presented in the background art.
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[0078] The new yarn pick-up system has several ad-
vantages with respect to the solutions of the background
art.
[0079] The main advantages are:

1. reduction of the number of devices adapted to
complete the cycle;

2. reduction of the passages of yarn between one
device and the other;

3. greater accuracy during the yarn cutting step;

4. improved efficiency in the overall management of
the machine.

[0080] More in detail, the reduction of the devices
adapted to perform the cycle certainly entails a reduction
in the overall size, not only of the physical devices but
also of the volume necessary for the actuation of the
movements of the devices themselves.

[0081] Reducing the number of devices helps limiting
costs, since not only redundant structures (sensors, mo-
tors, actuators, etc.) are reduced, but also relative energy
consumption.

[0082] The overall reliability of the system will also im-
prove, since the possible breakdown of mechanical com-
ponents will diminish (being fewer in number) and the
necessary maintenance on the devices will also be re-
duced.

[0083] Furthermore, theintegration of differentdevices
allows to eliminate functions which would be redundant,
such as, for example, the intake system which would be
replicated on the preparing unit in order to collect scrap,
the centering unit, or the various sensors and motor sys-
tems allowing the motion of the devices themselves.
[0084] The use of a smaller number of devices manip-
ulating the yarn implies a reduction in the number of yarn
passages from one device to another; in particular, in-
stead of the three intermediate passages envisaged by
known systems (nozzle/centering unit, centering
unit/preparing unit, preparing unit/feeding unit), the
presentinvention only provides for one intermediate pas-
sage (nozzle/feeding unit).

[0085] Fewerpassages allow to save time onthe trans-
fer of the yarn from one device to another.

[0086] A smaller number of passages also implies a
lower possibility that the yarn "escapes" during the trans-
fer, with a consequent loss of machine time to resume
the yarn when restoring the cycle.

[0087] Another advantage in reducing yarn transfers
is that the possibility that the yarn itself is damaged, for
example, by rubbing against the moving parts of the de-
vices during the passage from one device to another, is
reduced.

[0088] An additional benefit that the new pick-up sys-
tem brings is the greater accuracy that will be obtained
in the cutting step: the distance between the end of the
prepared yarn and the point at which it is clamped be-
tween the rollers of the feeding unit is accurately main-
tained and, since the yarn will not have to undergo further
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passages, with the same accuracy this end will be fed
into the yarn output tube.

[0089] The length of this yarn portion being accurate
during the step of insertion into the yarn output tube is
very important: the quality of the piecing realized during
the piecing step and, consequently, the quality of the en-
tire yarn reel decisively depends on it.

[0090] A further advantage deriving from the new pick-
up system is a better efficiency in machine management
deriving from the reduction of yarn handling times, since
not only are the passages reduced, but also the possible
procedure re-execution times in case the yarn is ’lost’
during a passage.

[0091] The improvement in the efficiency also derives
from the reduction in energy consumption (less engines,
less sensors, etc.) and from the less energy needed to
operate them. Also the reduction of maintenance (having
fewer devices) has a positive impact on the overall ma-
chine efficiency.

[0092] A skilled in the art, in order to satisfy contingent
and specific needs, may make numerous changes and
variations to the machines and to the piecing methods
of the presentinvention, all included, however, within the
scope of the invention as defined by the following claims.

Claims

1. Open-end type spinning machine (4) comprising at
least one spinning head (8) having a spinning unit
(12) which produces yarn (22) by introducing a fibre
web into a spinning rotor (24) and a winding unit into
reels (16), wherein the winding unit into reels (16)
winds onto a tube (20) a reel (18) of yarn obtained
from the underlying spinning unit (12),

- at least one piecing trolley (28) mobile so as
to be able to position itself in the vicinity of each
spinning head (8) and perform piecing opera-
tions of a broken yarn (22),

wherein

- the piecing trolley (28) comprises an intake
nozzle unit (36) shaped so as to perform all the
operations of grasping a yarn end and preparing
the same for subsequent piecing, and an intro-
duction group of the yarn (40), shaped to grasp
the yarn end, previously prepared for piecing,
and bring it to the spinning rotor (24) of the spin-
ning unit (12) for its piecing with the yarn being
formed,

wherein the intake nozzle unit (36) comprises an in-
take nozzle (44) with an entrance portion (70) from
which it draws in the yarn and cutting means (52) for
cutting the yarn (22),

characterized in that the intake nozzle unit further
comprises a yarn presence sensor (48) inside the
intake nozzle (44) and a preparation device of the
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yarn end (56), and in that the entrance portion (70)
develops into a straight cylindrical portion (72) in
which the yarn is conveyed into and which develops
into an intake pipe having an internal diameter Dn in
which the yarn is conveyed into,

and wherein the intake nozzle (44) comprises, there-
in, a cavity (60) which defines a passage into which
thedrawninyarnis forced, wherein the cross-section
for the passage of air in the straight cylindrical portion
of the intake nozzle (72) decreases from the inlet
portion (70) to the end preparation device (56), and
from the end preparation device (56) to the cutting
means (52).

Open-end type spinning machine (4) according to
claim 1, wherein the intake nozzle (44) is provided
with a flow diverter (68) interposed aeraulically be-
tween the straight cylindrical portion (72) and the in-
take pipe, said flow diverter (68) diverting the axis of
the straight cylindrical portion (72) of the intake noz-
zle and thus forcing the trajectory of the aspirated
yarn to pass inside the cavity (60).

Open-end type spinning machine (4) according to
claim 2, where the flow diverter (68) is offset from
the straight cylindrical portion of the intake nozzle
(72) by a misalignment C of the axis in the flow di-
verter (68).

Open-end type spinning machine (4) according to
claim 3, in which said misalignment is related to the
nominal inner diameter Dn according to the following
formula: 1/2Dn<C<3/4Dn.

Open-end type spinning machine (4) according to
claim 2, 3 or 4, wherein the flow diverter has a double
curvature, i.e. a first curvature (76) between the Y’
axis of the straight cylindrical portion of the intake
nozzle (72) upstream of the flow diverter (68) and a
second curvature (80) between the flow diverter (68)
and the axis Y" of the intake pipe downstream of the
flow diverter (68).

Open-end type spinning machine (4) according to
claim 5, wherein said axes Y’, Y" of the straight cy-
lindrical portion of the intake nozzle (72) upstream
ofthe intake pipe of the flow deflector (68) are parallel
to each other.

Open-end type spinning machine (4) according to
any of the claims from 1 to 6, wherein said cavity
(60) has a bottom (84) for housing the yarn, wherein
the bottom (84), with respect to a plane perpendic-
ular to its main axis of extension, has a variable angle
of aperture (100) along its extension inside the intake
nozzle (44).

Open-end type spinning machine (4) according to
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claim 7, wherein, at the cutting means 52, said angle
of aperture (100) is between 80° and 100°.

Open-end type spinning machine (4) according to
claim 7 or 9, wherein, at the end preparation device
(56), said angle of aperture is between 75° and 95°.

Open-end type spinning machine (4) according to
any one of claims 1 to 9, wherein said reduction of
the through area inside the straight cylindrical portion
of the intake nozzle (72) is between 2.7% and 3.2%.

Open-end type spinning machine (4) according to
any of the claims from 1 to 10, where in the vicinity
of said cavity (60) the cutting means (52) are posi-
tioned inside the intake nozzle (44).

Open-end type spinning machine (4) according to
any of the claims from 1 to 11, where in the vicinity
of said cavity (60) the end preparation device (56)
of the yarn is positioned, configured to direct onto an
end of the drawn in yarn a jet of compressed air.

Open-end type spinning machine (4) according to
any of the preceding claims, wherein the machine
(4) comprises at least one doffing trolley (32) which
can be positioned at each spinning head (8) and fitted
with devices for picking up and moving a tube (20)
from a tube-holder basket to a pair of tailstocks of
the winding unit into reels (16).

Open-end type spinning machine (4) according to
claim 13,

wherein the piecing trolley (28) and doffing trolley
(32) at least partially penetrate each other in order
to mutually override each other along a patrol path
of the spinning heads (8) of the machine (4).

Method of piecing a yarn (22) in an open-end type
spinning machine (4) according to any of the preced-
ing claims, comprising the steps of:

a) detecting the yarn breakage (22) by means
of the yarn presence sensor (49) mounted at the
spinning head,

b) stopping the reel (18) using a stop plate ac-
tuated by the spinning head (8),

c) in the meantime bringing the piecing trolley
(28) to the spinning head (12) where the yarn
(22) breakage occurred,

d) rotating the reel (18) by means of the piecing
trolley (28) to start the search for the yarn end
broken on the reel (18), and at the same time
bring the intake nozzle unit (36) of the piecing
trolley (28) in the vicinity of the reel (18) to as-
pirate the end actuating intake means connect-
ed to the intake nozzle (44),

e) stopping the reel (18) after having picked up

10

15

20

25

30

35

40

45

50

55

16.

17.

18.

19.

20.

21.

the yarn inside the intake nozzle (44),
f)actuating the cutting means (52) housed inside
the intake nozzle (44), removing the cut piece
from the reel side (18), catching the new end
made by cutting and preparing it with a jet of
compressed air by means of an end preparation
device (56) housed inside said intake nozzle
(44),

g) actuating a yarn feeding unit (40) of the piec-
ing trolley (28) which grasps the prepared yarn
end and inserts it in the spinning unit (12).

Piecing method of a thread in an open-end spinning
machine (4) according to claim 15, wherein simulta-
neously with the steps d), e) and f) the piecing trolley
(28) deals with cleaning the spinning rotor (24),
and/or cleaning a funnel of said spinning rotor (24)
said and subsequently to step g), lowering the reel
(18) onto a relative stop plate.

Piecing method of a thread in an open-end spinning
machine (4) according to claim 15 or 16, wherein
also simultaneously to steps f) and g) the spinning
head (8) prepares the fibre web discarding the dam-
aged ones and feeding the spinning rotor (24) with
new fibres using a web feeder roller.

Piecing method of a thread in an open-end spinning
machine (4) according to claim 15, 16 or 17, wherein
during step g), the prepared end is picked up by the
feed unit (40), managed by the piecing trolley (28)
which clamps the end between its feed rollers (64)
to bring it to the spinning unit (12).

Piecing method of a thread in an open-end spinning
machine (4) according to claim 18, wherein said feed
rollers (64) of the feed unit (40) are assisted by the
action of a reverse roller which, by turning the reel
(18), prevents the formation of undesirable loops that
mightengage the various mechanisms, so asto keep
the thread taut and without slack.

Piecing method of a thread in an open-end spinning
machine (4) according to any of the claims from 15
to 19, wherein during step g), the yarn (22) is inserted
by the feed unit (40) in a specific path and an end of
the yarn is introduced into a yarn output channel,
wherein along such path a release device is located
which when armed holds an extra length of yarn
which, upon request, is released by the spinning
head (8) allowing the end of the yarn to reach the
spinning rotor (24).

Piecing method of a thread in an open-end spinning
machine (4) according to claim 20, wherein the piec-
ing trolley (28) enables the spinning head (8) and
abandons it after completing its tasks, and wherein
the spinning head (8) detaches the release device,
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the end reaches the throat of the spinning rotor (24)
and triggers the spinning, so that the fibres being
processed by the spinning rotor (24) congregate at
the end properly prepared, thereby achieving conti-
nuity in the yarn produced.

Patentanspriiche

1.

Offenend-Spinnmaschine (4), umfassend wenigs-
tens einen Spinnkopf (8), welcher eine Spinneinheit
(12), die Garn (22) produziert,indem eine Faserbahn
in einen Spinnrotor (24) eingefiihrt wird, und eine
Aufwickeleinheit auf Spulen (16) aufweist, wobei die
Aufwickeleinheit auf Spulen (16) eine von der dar-
unterliegenden Spinneinheit (12) erhaltene Garn-
spule (18) auf ein Rohr (20) aufwickelt,

-wenigstens einen Anspinnwagen (28), welcher
beweglich ist, um in der Lage zu sein, sich in der
Nahe jedes Spinnkopfs (8) zu positionieren und
Anspinnvorgange eines defekten Garns (22)
durchzufiihren,

wobei

- der Anspinnwagen (28) eine Einlassdiisenein-
heit (36), welche geformt ist, um alle Vorgange
eines Ergreifens eines Garnendes und eines
Vorbereitens des selbigen fiir darauffolgendes
Anspinnen durchzufiihren, und eine Einfiih-
rungsgruppe des Garns (40) umfasst, welche
geformt ist, um das Garnende zu greifen, wel-
ches zuvor flr das Anspinnen vorbereitet wor-
den ist, und um es flr dessen Anspinnen mit
dem gebildeten Garn zu dem Spinnrotor (24)
der Spinneinheit (12) zu bringen,

wobei die Einlassdiiseneinheit (36) eine Einlassdii-
se (44) mit einem Eingangsabschnitt (70) umfasst,
von dem sie das Garn und Schneidemittel (52) zum
Schneiden des Garns (22) einzieht,

dadurch gekennzeichnet, dass die Einlassdisen-
einheit ferner einen Garnanwesenheitssensor (48)
innerhalb der Einlassdlse (44) und eine Vorberei-
tungsvorrichtung des Garnendes (56) umfasst, und
dass der Eingangsabschnitt (70) in einen geraden,
zylindrischen Abschnitt (72) verlauft, in den das Garn
befordert wird und der in ein Einlassrohr verlauft,
welches einen inneren Durchmesser Dn aufweist, in
den das Garn befordert wird,

und wobei

die Einlassdiise (44) darin eine Kavitat (60) umfasst,
die einen Durchgang definiert, in welchen das ein-
gezogene Garn gezwungen wird,

wobei der Querschnitt fir den Durchgang von Luft
indem geraden, zylindrischen Abschnitt der Einlass-
dise (72) von dem Einlassabschnitt (70) zu der End-
vorbereitungsvorrichtung (56), und von der Endvor-
bereitungsvorrichtung (56) zu den Schneidemitteln
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10.

(52) abnimmt.

Offenend-Spinnmaschine (4) nach Anspruch 1, wo-
bei die Einlassdise (44) mit einem Strdmungsver-
teiler (68) bereitgestellt ist, welcher aeraulisch zwi-
schen dem geraden, zylindrischen Abschnitt (72)
und dem Einlassrohr eingeflgt ist, wobei der Stro-
mungsverteiler (68) die Achse des geraden, zylind-
rischen Abschnitts (72) der Einlassdiise umlenkt und
somit die Bewegungsbahn des angesaugten Garns
zwingt innerhalb der Kavitat (60) zu verlaufen.

Offenend-Spinnmaschine (4) nach Anspruch 2, wo-
bei der Stromungsverteiler (68) von dem geraden,
zylindrischen Abschnitt der Einlassdiise (72) durch
einen Versatz C der Achse in dem Strdomungsvertei-
ler (68) versetzt ist.

Offenend-Spinnmaschine (4) nach Anspruch 3, in
welcher der Versatz auf den nominalen inneren
Durchmesser Dn bezogen ist, entsprechend der fol-
genden Formel: 1/2Dn<C<3/4Dn.

Offenend-Spinnmaschine (4) nach Anspruch 2, 3
oder 4, wobei der Strémungsverteiler eine doppelte
Krimmung aufweist, d. h. eine erste Krimmung (76)
zwischen der Y’ Achse des geraden, zylindrischen
Abschnitts der Einlassdise (72), stromaufwarts des
Stréomungsverteilers (68), und einer zweiten Kriim-
mung zwischen dem Strémungsverteiler (68) und
der Achse Y" des Einlassrohrs, stromabwarts des
Stréomungsverteilers (68).

Offenend-Spinnmaschine (4) nach Anspruch 5, wo-
beidie AchsenY’, Y" des geraden, zylindrischen Ab-
schnitts der Einlassduse (72), stromaufwarts des
Einlassrohrs des Stromungsdeflektors (68), parallel
zueinander sind.

Offenend-Spinnmaschine (4) nach einem der An-
spriiche 1 bis 6, wobei die Kavitat (60) einen Boden
(84) zur Unterbringung des Garns aufweist, wobei
der Boden (84) in Bezug auf eine Ebene senkrecht
zu seiner Haupterstreckungsachse einen variablen
Offnungswinkel (100) entlang seiner Erstreckung in-
nerhalb der Einlassdise (44) aufweist.

Offenend-Spinnmaschine (4) nach Anspruch 7, wo-
bei der Offnungswinkel (100) bei den Schneidemit-
teln 52 zwischen 80° und 100° betragt.

Offenend-Spinnmaschine (4) nach Anspruch 7 oder
9, wobei der Offnungswinkel bei der Endvorberei-
tungsvorrichtung (56) zwischen 75° und 95° betragt.

Offenend-Spinnmaschine (4) nach einem der An-
spriiche 1 bis 9, wobei die Reduzierung des Durch-
gangsbereichs innerhalb des geraden, zylindrischen
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Abschnitts der Einlassdise (72) zwischen 2.7% und
3.2% betragt.

Offenend-Spinnmaschine (4) nach einem der An-
spriiche 1 bis 10, wobei, in der Nahe der Kavitat (60),
die Schneidemittel (52) innerhalb der Einlassdise
(44) positioniert sind.

Offenend-Spinnmaschine (4) nach einem der An-
spriiche 1 bis 11, wobei, in der Nahe der Kavitat (60),
die Endvorbereitungsvorrichtung (56) des Garns po-
sitioniert ist, welche dazu eingerichtet ist, einen
Druckluftstrahl auf ein Ende des eingezogenen
Garns zu richten.

Offenend-Spinnmaschine (4) nach einem der vor-
hergehenden Anspriiche, wobei die Maschine (4)
wenigstens einen Abnahmewagen (32) umfasst,
welcher an jedem Spinnkopf (8) positioniert sein
kann und mit Vorrichtungen zum Aufnehmen und
Bewegen eines Rohrs (20) von einem Rohr-Halter-
korb zu einem Paar von Endstiicken der Aufwickel-
einheit auf Spulen (16) ausgestattet sein kann.

Offenend-Spinnmaschine (4) nach Anspruch 13,
wobei der Anspinnwagen (28) und der Abnahmewa-
gen (32) sich wenigstens teilweise durchdringen, um
entlang eines Patrouillenwegs der Spinnkdpfe (8)
der Maschine (4) gegenseitig Uibereinander zu fah-
ren.

Verfahren zum Anspinnen eines Garns (22) in einer
Offenend-Spinnmaschine (4) nach einem der vor-
hergehenden Anspriiche, umfassend die folgenden
Schritte:

a) Detektieren des Garnbruchs (22), mittels des
Garnanwesenheitssensors (49), welcher an
dem Spinnkopf angebracht ist,

b) Anhalten der Spule (18) unter Verwendung
einer Anschlagplatte, welche von dem Spinn-
kopf (8) betatigt wird,

c) in der Zwischenzeit Bringen des Anspinnwa-
gens (28) zu dem Spinnkopf (12), an dem der
Garn-(22)-Bruch aufgetreten ist,

d) Rotieren der Spule (18) mittels des Anspinn-
wagens (28), um die Suche nach dem auf der
Spule (18) gebrochenen Garnende zu starten,
und gleichzeitig die Einlassdiseneinheit (36)
des Anspinnwagens (28) in die Nahe der Spule
(18) zu bringen, um die das Ende betatigende
Einlassmittel anzusaugen, welche mit der Ein-
lassdise (44) verbunden sind,

€) Anhalten der Spule (18) nachdem das Garn
innerhalb der Einlassdiise (44) aufgenommen
worden ist,

f) Betatigen der Schneidemittel (52), welche in-
nerhalb der Einlassdise (44) untergebracht
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sind, Entfernen des geschnittenen Stiicks von
der Rollenseite (18), Fangen des neuen Endes,
welches durch Schneiden hergestellt worden ist
und dessen Vorbereiten mit einem Druckluft-
strahl mittels einer Endvorbereitungsvorrich-
tung (56), welche innerhalb der Einlassdise
(44) untergebracht ist,

g) Betétigen einer Garnzufiihreinheit (40) des
Anspinnwagens (28), welche das vorbereitete
Garnende greift und es in die Spinneinheit (12)
einfugt.

Anspinnverfahren eines Fadens in einer Offenend-
Spinnmaschine (4) nach Anspruch 15, wobei sich
der Anspinnwagen (28) zeitgleich zu den Schritten
d), e) und f) miteinem Reinigen des Spinnrotors (24),
und/oder einem Reinigen eines Trichters des Spinn-
rotors (24) und anschlielend an Schritt g) einem Ab-
senken der Spule (18) auf eine jeweilige Anschlag-
platte befasst.

Anspinnverfahren eines Fadens in einer Offenend-
Spinnmaschine (4) nach Anspruch 15 oder 16, wobei
der Spinnkopf (8) ebenfalls zeitgleich zu den Schrit-
ten f) und g) die Faserbahn vorbereitet, welche die
Beschadigten entsorgt und dem Spinnrotor (24) un-
ter Verwendung einer Bahneinzugsrolle neue Fa-
sern zufiihrt.

Anspinnverfahren eines Fadens in einer Offenend-
Spinnmaschine (4) nach Anspruch 15, 16 oder 17,
wobei wahrend Schritt g) das vorbereitete Ende von
der durch den Anspinnwagen (28) geleiteten Zu-
fuhreinheit (40) aufgenommen wird, welcher das En-
de zwischen seine Zufihrwalzen (64) klemmt, um
es zu der Spinneinheit (12) zu bringen.

Anspinnverfahren eines Fadens in einer Offenend-
Spinnmaschine (4) nach Anspruch 18, wobei die Zu-
fihrwalzen (64) der Zufiihreinheit (40) von der Hand-
lung einer Umkehrwalze unterstitzt werden, die die
Bildung ungewollter Schleifen, welche in die ver-
schiedenen Mechanismen eingreifen koénnten,
durch Drehen der Spule (18) verhindert, um den Fa-
den straff und ohne Durchhang zu halten.

Anspinnverfahren eines Fadens in einer Offenend-
Spinnmaschine (4) nach einem der Anspriiche 15
bis 19, wobei das Garn wahrend dem Schritt g) auf
einem spezifischen Weg durch die Zuflihreinheit
(40) eingefligt wird und ein Ende eines Garns in ei-
nen Garnausgangskanal eingefiihrt wird, wobei ent-
lang eines solchen Weges eine Freigabevorrichtung
lokalisiert ist, die in einem geladenen Zustand eine
Garnuberlange enthalt, welche auf Anfrage durch
den Spinnkopf (8) freigegeben wird, um es dem En-
de des Garns zu ermdglichen, den Spinnrotor (24)
zu erreichen.
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21. Anspinnverfahren eines Fadens in einer Offenend-

Spinnmaschine (4) nach Anspruch 20, wobeider An-
spinnwagen (28) den Spinnkopf (8) aktiviert und ihn
nachdem er seine Aufgaben vervollstandigt hat auf-
gibt, und wobei der Spinnkopf (8) die Freigabevor-
richtung abtrennt, und das Ende den Durchlass des
Spinnrotors (24) erreichtund den Spinnvorgang aus-
I6st, so dass sich die von dem Spinnrotor (24) ver-
arbeiteten Fasern am dem ordnungsgemaf vorbe-
reiteten Ende sammeln, wodurch eine Kontinuitat
des produzierten Garns erreicht wird.

Revendications

Métier a filer a bout libre (4) comprenant au moins
une téte de filage (8) ayant une unité de filage (12)
qui produit du fil (22) en introduisant une nappe de
fibres dans un rotor de filage (24) et une unité de
bobinage en dévidoirs (16), dans lequel 'unité de
bobinage en dévidoirs (16) bobine sur un tube (20)
une bobine (18) de fil obtenue a partir de I'unité de
filage (12) sous-jacente,

- au moins un chariot de raccord (28) mobile de
fagon a étre capable de se positionner a proxi-
mité de chaque téte de filage (8) et de réaliser
des opérations de raccord d’un fil rompu (22),
dans lequel

- le chariot de raccord (28) comprend une unité
de bouche d’aspiration (36) conformée de fagon
a réaliser toutes les opérations de saisie d’'un
bout de fil et de préparation de celui-ci pour un
raccord ultérieur, et un groupe d’introduction du
fil (40), conformé pour saisir le bout de fil, préa-
lablement préparé pour un raccord, et 'amener
jusqu’au rotor de filage (24) de 'unité de filage
(12) pour son raccord avec le fil en cours de
formation,

dans lequel I'unité de bouche d’aspiration (36) com-
prend une bouche d’aspiration (44) avec une portion
d’entrée (70) a partir de laquelle elle fait rentrer le fil
et des moyens de coupe (52) pour couper le fil (22),
caractérisé en ce que I'unité de bouche d’aspiration
comprend en outre un capteur de présence de fil
(48) a I'intérieur de la bouche d’aspiration (44) et un
dispositif de préparation du bout de fil (56), et en ce
que la portion d’entrée (70) se développe en une
portion cylindrique droite (72) dans laquelle le fil est
acheminé et qui se développe en un tuyau d’aspira-
tion ayant un diameétre interne Dn dans lequel le fil
est acheminé,

et dans lequel

la bouche d’aspiration (44) comprend, a l'intérieur,
une cavité (60) qui définit un passage dans lequel le
fil est entré de force,

dans lequel la section en coupe du passage d’air
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dans la portion cylindrique droite de la bouche d’as-
piration (72) diminue de la portion d’entrée (70) au
dispositif de préparation de bout (56), et du dispositif
de préparation de bout (56) aux moyens de coupe
(52).

Meétier a filer a bout libre (4) selon la revendication 1,
dans lequel la bouche d’aspiration (44) est pourvue
d’'un dispositif de détournement de flux (68) interpo-
sé de fagon aéraulique entre la portion cylindrique
droite (72) et le tuyau d’aspiration,

ledit dispositif de détournement de flux (68) détour-
nant I'axe de la portion cylindrique droite (72) de la
bouche d’aspiration et for¢ant ainsi la trajectoire du
fil aspiré a passer a l'intérieur de la cavité (60).

Meétier a filer a bout libre (4) selon la revendication 2,
ou le dispositif de détournement de flux (68) est dé-
calé de la portion cylindrique droite de la bouche
d’aspiration (72) par un désalignement C de 'axe
dans le dispositif de détournement de flux (68).

Meétier a filer a bout libre (4) selon la revendication 3,
dans lequel ledit désalignement est lié au diamétre
interne nominal Dn selon la formule suivante : 1/2Dn
< C < 3/4Dn.

Métier a filer a bout libre (4) selon la revendication
2,3 ou 4,

dans lequel le dispositif de détournement de flux a
une double courbure, c’est-a-dire une premiére
courbure (76) entre 'axe Y’ de la portion cylindrique
droite de la bouche d’aspiration (72) en amont du
dispositif de détournement de flux (68) et une secon-
de courbure (80) entre le dispositif de détournement
de flux (68) et I'axe Y" du tuyau d’aspiration en aval
du dispositif de détournement de flux (68).

Métier a filer a bout libre (4) selon la revendication 5,
dans lequel lesdits axes Y’, Y" de la portion cylindri-
que droite de la bouche d’aspiration (72) en amont
du tuyau d’aspiration du dispositif de détournement
de flux (68) sont paralléles I'un a l'autre.

Métier a filer a bout libre (4) selon I'une quelconque
des revendications 1 a 6, dans lequel ladite cavité
(60) a un fond (84) pour loger le fil, dans lequel le
fond (84), par rapport a un plan perpendiculaire a
son axe d’extension principal, a un angle d’ouverture
(100) variable suivant son extension a l'intérieur de
la bouche d’aspiration (44).

Métier a filer a bout libre (4) selon la revendication 7,
dans lequel, au niveau des moyens de coupe (52),
ledit angle d’ouverture (100) est entre 80° et 100°.

Métier a filer a bout libre (4) selon la revendication
7o0u?9,
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dans lequel, au niveau du dispositif de préparation
de bout (56), ledit angle d’ouverture est entre 75° et
95°.

Métier a filer a bout libre (4) selon I'une quelconque
des revendications 1a 9,

dans lequel ladite réduction de la zone traversante
al'intérieur de la portion cylindrique droite de la bou-
che d’aspiration (72) est entre 2,7 % et 3,2 %.

Métier a filer a bout libre (4) selon I'une quelconque
des revendications 1 a 10,

ou a proximité de ladite cavité (60), les moyens de
coupe (52) sont positionnés al'intérieur de la bouche
d’aspiration (44).

Métier a filer a bout libre (4) selon I'une quelconque
des revendications 1 a 11,

ou a proximité de ladite cavité (60) le dispositif de
préparation de bout (56) du fil est positionné, confi-
guré pour diriger sur un bout du fil rentré un jet d’air
comprimé.

Métier a filer a bout libre (4) selon I'une quelconque
des revendications précédentes, dans lequel le mé-
tier (4) comprend au moins un chariot de décharge-
ment (32) qui peut étre positionné au niveau de cha-
que téte de filage (8) et équipé de dispositifs pour
ramasser et déplacer un tube (20) d’'un panier porte-
tubes a une paire de contre-poupées de l'unité de
bobinage en dévidoirs (16).

Métier afiler aboutlibre (4) selonlarevendication 13,
dans lequel le chariot de raccord (28) et le chariot
de déchargement (32) pénetrent au moins partielle-
ment 'un dans 'autre afin de se chevaucher mutuel-
lement le long d’'un chemin de ronde des tétes de
filage (8) du métier (4).

Procédé de raccord d’un fil (22) dans un métier a
filer a bout libre (4) selon 'une quelconque des re-
vendications précédentes, comprenant les étapes
consistant a :

a) détecter la rupture de fil (22) au moyen du
capteur de présence de fil (49) monté au niveau
de la téte de filage,

b) arréter la bobine (18) a l'aide d’'une plaque
d’arrét actionnée par la téte de filage (8),

c) pendant ce temps amener le chariot de rac-
cord (28) jusqu’a la téte de filage (12) ou la rup-
ture de fil (22) s’est produite,

d) mettre en rotation la bobine (18) au moyen
du chariot de raccord (28) afin de démarrer la
recherche du bout de fil rompu sur la bobine
(18), et en méme temps amener 'unité de bou-
che d’aspiration (36) du chariot de raccord (28)
a proximité de la bobine (18) afin d’aspirer le
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bout en actionnant des moyens d’aspiration rac-
cordés a la bouche d’aspiration (44),

e) arréter la bobine (18) aprés avoir ramassé le
fil a l'intérieur de la bouche d’aspiration (44),

f) actionner les moyens de coupe (52) logés a
I'intérieur de labouche d’aspiration (44), enlever
le morceau coupé du cbté bobine (18), attraper
le nouveau bout fait par la coupe et le préparer
avec un jet d’air comprimé au moyen d’'un dis-
positif de préparation de bout (56) logé a l'inté-
rieur de ladite bouche d’aspiration (44),

g) actionner une unité d’alimentation en fil (40)
du chariot de raccord (28) qui saisit le bout de
fil préparé et I'insere dans 'unité de filage (12).

Procédé de raccord d'un fil dans un métier a filer a
bout libre (4) selon la revendication 15,

dans lequel simultanément aux étapes d), e) et f), le
chariot de raccord (28) s’occupe de nettoyer le rotor
de filage (24), et/ou de nettoyer un entonnoir dudit
rotor de filage (24) et ultérieurement a I'étape g),
d’abaisser la bobine (18) sur une plaque d’arrét re-
lative.

Procédé de raccord d'un fil dans un métier a filer a
bout libre (4) selon la revendication 15 ou 16,

dans lequel également simultanément aux étapes f)
et g) la téte de filage (8) prépare la nappe de fibres
enrejetant les fibres endommagées et en alimentant
le rotor de filage (24) en nouvelles fibres a 'aide d’un
rouleau d’alimentation en nappe.

Procédé de raccord d’un fil dans un métier a filer a
bout libre (4) selon la revendication 15, 16 ou 17,
dans lequel pendant I'étape g), le bout préparé est
ramassé par l'unité d’alimentation (40), géré par le
chariot de raccord (28) qui serre le bout entre ses
rouleaux d’alimentation (64) afin de 'amener jusqu’a
I'unité de filage (12).

Procédé de raccord d’un fil dans un métier a filer a
bout libre (4) selon la revendication 18,

dans lequel lesdits rouleaux d’alimentation (64) de
I'unité d’alimentation (40) sont aidés par 'actiond’un
rouleau inversé qui, en tournant la bobine (18), em-
péche la formation de boucles indésirables qui pour-
raient s’engager avec les divers mécanismes, de fa-
con a conserver le fil tendu et sans relachement.

Procédé de raccord d'un fil dans un métier a filer a
bout libre (4) selon I'une quelconque des revendica-
tions 15 a 19,

dans lequel pendant I'étape g), le fil (22) est inséré
par l'unité d’alimentation (40) dans un chemin spé-
cifique et un bout du fil est introduit dans un canal
de sortie de fil, dans lequel le long de ce chemin, un
dispositif de libération est situé, quilorsqu’il estarmé
maintient une longueur supplémentaire de fil qui, a



21.

23 EP 3 489 399 B1

la demande, est libérée par la téte de filage (8) per-
mettant au bout du fil d’atteindre le rotor de filage
(24).

Procédé de raccord d’un fil dans un métier a filer a
bout libre (4) selon la revendication 20,

dans lequel le chariot de raccord (28) active la téte
de filage (8) et 'abandonne aprés I'achévement de
ses taches, et dans lequel la téte de filage (8) déta-
che le dispositif de libération, le bout atteint la gorge
du rotor de filage (24) et déclenche le filage, de sorte
que les fibres en cours de traitement par le rotor de
filage (24) se rassemblent au niveau du bout correc-
tement préparé, parvenant ainsi a une continuité du
fil produit.
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