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Description

[0001] The present invention relates to a locking de-
vice and a related locking element to be preferably used
in garments and the like.

[0002] In particular the locking device of the invention
is used as a closure hook for brassiéres, bathing cos-
tumes and underwear in general, as well as for all gar-
ments in which on wearing them two parts are required
to be held together in a releasable manner.

[0003] Itis known that there are on the market locking
devices commonly also referred to as fasteners, to be
used on brassiéres for example, that are made up of two
locking elements defined by hooks each of which is set
for engagement with a respective flap of the brassiere
and s also provided with an interlocking element adapted
to cooperate with the corresponding interlocking element
ofthe other hook in such amanner that, once the garment
has been worn, the two flaps of the same garment can
be held together following coupling of the respective in-
terlocking portions.

[0004] These locking elements have had a wide
spread and are still present on the market in a great
number.

[0005] They are generally made of plastic materials
that are low in price and are obtained by moulding, for
example.

[0006] Each of the locking elements has an eye or
closed loop (of rectangular shape, for example) through
which, on assembling of the garment, passage of a flap
of the brassiére is caused, said flap being then stitched
to a further part of the brassiére itself so as to define a
steady and irremovable engagement.

[0007] Inotherwords, oncethe brassiére flap has been
sewn in place, the locking element can be no longer sep-
arated therefrom. In fact for carrying out this operation it
is necessary to unstitch the garment flap or break the
locking element so as to draw it out.

[0008] Fasteners of known type however, although
widely spread on the market, have some drawbacks
and/or aspects susceptible of improvement.

[0009] Firstof all, itis to be noted that the locking ele-
ments of known type cannot be replaced with ease. In
fact, due to breaking of same the garment is required to
be unstitched and the locking element to be replaced,
then a new stitching operation of the garment flap is re-
quired to make the hook integral again with the garment.
[0010] In addition, no personalisation of the locking el-
ements can be carried out and neither can be used hooks
made of precious materials, exactly due to the fact that
they are substantially unreplaceable.

[0011] Itis also known from document US 2140164 a
locking device for use in joining ends of parts of wearing
apparel comprised a closed slot through, which one of
the parts was looped and then stitched to secure said
partto said closed slot and an open slot to guide the other
part into the bight and so maintained.

[0012] This hook coupling comprises all the features
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of the preamble of present claim 1.

[0013] Itis also known from document DE 2533565 a
locking device presenting first engagement means hav-
ing a shaped body defining an insertion opening to re-
ceive a first end of a garment.

[0014] The device also comprises a second locking
element in removable engagement with the main locking
element and defining second engagement means to re-
tain a further portion of the garment in a non-removable
manner.

[0015] Itis also known from document US 6009604 a
front closure for a brassiere made of two removably joint-
able parts each defiling a closed loop for retaining in a
non-removable manner a first and a second part of a
garment.

[0016] Accordingly, the present invention aims at sub-
stantially solving the mentioned drawbacks.

[0017] Itis therefore an object of the present invention
to enable a quick and easy replacement of possible faulty
or broken elements, as well as to allow personalisation
of the garment in which the fastener will take an aesthetic
value.

[0018] It is a further object of the invention to enable
use of fasteners made of precious materials decorated
with stones and/or embodied in particular shapes capa-
ble of giving a personal touch to the garment.

[0019] The foregoing and further aims that will become
more apparent during the following description are sub-
stantially achieved by a fastener in accordance with the
appended claims.

[0020] Further features and advantages will be set out
in more detail in the course of the following description
relating to preferred but not exclusive embodiments of a
fastener in accordance with the present invention, in
which:

- Figs. 1 to 9 show different alternative embodiments
of a locking element in accordance with the inven-
tion;

- Figs. 1a-9a show the fastener in accordance with
the invention partly coupled with a garment;

- Figs. 12 to 15 show possible applications of the fas-
tener in accordance with the present invention;

- Fig. 16 to 19 show different shapes of locking ele-
ments in accordance with the present invention;

- Fig. 20 to 23 show spiral-shaped locking elements;

- Figs. 24a and 24c relate to a fastener with screw-
threaded hooks;

- Figs. 25b, 25c and 26 relate to a locking element
with a clip closure;

- Figs. 27a, 27b and 28 concern a locking element
with a spring closure;

- Figs. 29a, 29b, 29c¢, 30, 33 and 34 concern a locking
element with a closure taking place through a fitting
coupling;

- Figs. 31, 32a, 32b, 32c and 32d concern locking el-
ements with a closure taking place through rotation;

- Figs. 35 to 39 relate to further alternative embodi-
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ments of the fastener in accordance with the inven-
tion;

- Figs. 40, 40a and 40b concern another alternative
embodiment in accordance with the present inven-
tion.

[0021] Referring to the drawings, a fastener for gar-
ments and the like has been generally identified by ref-
erence numeral 1.

[0022] Fastener 1 is set for use in garments such as
brassiéres, bathing costumes and underwear in general
as clearly shown in Figs. 12-15. At all events these em-
bodiments are exclusively given by way of non-limiting
examples of possible uses. Garment accessories such
as handbags, belts, collars and the like can be also men-
tioned as examples.

[0023] This fastener first of all comprises a main lock-
ing element (or hook) 2 having first engagement means
set to ensure coupling with a respective first part 4 of a
garment 5.

[0024] The fastener will also comprise a secondary
locking element 6 having second engagement means 7
as well, set to ensure coupling with a further part 8 of a
garment 5 to be maintained close to said first part 4 under
work conditions of the fastener.

[0025] Advantageously and as can be seen in the ac-
companying figures, both of said first and second en-
gagement means 3, 7 can be coupled in a removable
manner (and therefore can be merely disengaged de-
pending on the user’s convenience) with said first part 4
and further part 8 respectively of garment 5.

[0026] Practically the first engagement means 3 is de-
fined by afirst shaped body 9 arranged to enable insertion
of said first part 4 of garment 5 and hold it in place as
shown in Figs. 1a to 9a.

[0027] In detall, the first shaped body 9 defines an in-
sertion opening 10 adapted to receive and be coupled
with garment 5, and a retaining portion 11 designed to
keep the main locking element 2 coupled with garment
5 under use conditions of said garment.

[0028] Itis apparentthatthe profile of the shaped body
and positioning of the insertion opening and the retaining
portion can be different.

[0029] Inparticular, in Figs. 1to 9 the first shaped body
9 has a substantially C-shaped outer profile. Said "C"
has two opposite sides 12, 13 joined by a central flap
actually defining the retaining portion 11.

[0030] The central flap 11 is arranged to receive and
support the first part 4 of garment 5 under work conditions
of the locking element. Generally, even if not necessarily,
the second engagement means is defined by a second
shaped body 14 set to enable insertion of the further part
8 of garment 5 and to retain it in place.

[0031] As shown in Figs. 1a-9a, the second shaped
body 14 too will have a substantially C-shaped outer pro-
file in which the two opposite sides 15 and 16 are joined
by a respective central flap defining the respective re-
taining portion 17 receiving and supporting the further
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part 8 of garment 5 under work conditions of the locking
element.

[0032] In addition, the locking elements defining the
respective fastener are set to be removably engaged with
each other, as shown in Figs. 4a and 8a, for example.
[0033] The particular structures allowing the main 2
and secondary 6 locking elements to be linked with each
other are of known type and therefore will not be herein
further and specifically described.

[0034] It should be noted however that shaped profiles
adapted to make the main locking element and second-
ary locking element identical with each other can be pro-
vided, so as to obtain both the fastener components with
a single mould (see Figs. 1 and 1a, for example).
[0035] Different alternative embodiments are then
shown in the accompanying drawings. In particular, from
the embodiments with reference to Figs. 35 to 39, 40,
40a and 40b, it is possible to understand that the locking
elements can be planned and designed with the most
different shapes and in such a manner as to create par-
ticularly matched forms in terms of colours, materials and
shapes.

[0036] Possible designvariants as regards the firstand
second engagement means 3, 7 are then depicted in
Figs. 16 to 19 wherein said means are provided to be
made with an inverted-C shape in which the insertion
opening 10 is defined centrally of two broken arms that,
once the garment flap has been inserted, serve to retain
said flap in place.

[0037] Said engagement means may also be provided
with a spiral shape or the like, as shown in Figs. 20 to 23.
[0038] Itcanbefurtherseenthatthefirstand/orsecond
engagement means 3, 7 may comprise a closing arm 20
set to keep the insertion opening 10 closed, when the
locking element is in engagement with the garment, to
prevent the garment itself from slipping off.

[0039] For example, in Figs. 24a, and 24c the closing
arm 20 is firmly fixed in place by a screw coupling. Unlike
the above embodiments, in the examples shown in Figs.
25b, 25¢ and 26 the closing arm 20 is maintained in place
by spring means 21.

[0040] In a further alternative embodiment shown in
Figs. 27a, 27b and 28 the closing arm 20 keeps the in-
sertion opening 10 closed by use of an appropriate spring
the action of which will have to be counteracted at the
moment of inserting the garment itself (a condition shown
in Fig. 27b).

[0041] Still further alternative embodiments in which a
safety closure by means of a closing arm 20 is provided
are shown in Figs. 29a, 29b and 29c, in Fig. 30, in Figs.
33 and 34 in which closure takes place through a fitting
coupling.

[0042] Also provided may be a closure of the rotation
type as depicted in Figs. 31, 32a, 32b, 32c and 32d.
[0043] Some possible uses of the fasteners briefly de-
scribed above are shown in Figs. 12 to 15 in which said
fasteners are employed as closures for brassiéres and
bathing costumes and/or hooking elements for shoulder
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straps, panties or bikini bottoms.

[0044] It is further to be pointed out that (as depicted
in Fig. 14) the removable engagement between the lock-
ing elements and garment flaps can be obtained by mak-
ing the engagement means in the form of a closed loop
and offering the possibility of locking and unlocking the
garment flap by means of buttons or a pressure-sensitive
adhesive tape commonly known as "Velcro" for example,
so as to obtain the same situation of releasability as with
the fastener.

[0045] Finally, in a further possible embodiment of the
fastener the latter is defined by a single locking element
of one piece construction in which first and second en-
gagementmeans are joined by an interlocking portion 22.
[0046] The E-shaped interlocking portion and one of
the opposite sides of the "C" define the insertion opening
10 for the garment.

[0047] It will be further appreciated that the locking el-
ements can be made of any material such as plastic ma-
terials, common metals or precious metals, and said ma-
terials can be decorated with more or less precious
stones and also shaped in a manner adapted to give
them a personal touch.

[0048] The invention achieves important advantages.
[0049] First of all the fastener in accordance with the
invention allows all the elements constituting it to be fully
removed and replaced.

[0050] In case of breaking, replacement of the out-of-
order piece can be done with a very simple operation.
[0051] Removability of the different elements also en-
ables creation and accomplishment of "design" pieces
or precious pieces that can be re-used on several differ-
ent garments allowing the aesthetic value of same to be
increased.

[0052] Thus fasteners of particular colours, materials
or shapes can be envisaged that can be combined with
particular garments and/or adapted for the wearer’s per-
sonal tastes.

[0053] Then the possibility of manufacturing the differ-
ent components of the fastener through mere moulding
operations, as well as the possibility of using said fasten-
ers on garments presently already available for sale en-
able the article of the invention to offer universality and
adaptability to the market without increasing the con-
struction difficulties of same.

Claims

1. A locking device in particular for garments and the
like comprising:

- amain locking element (2) having first engage-
ment means (3) set to ensure coupling with a
respective first part (4) of a garment (5), the first
engagement means (3) being defined by a first
shaped body (9) having a substantially C-
shaped outer profile and defining an insertion
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opening (10) to receive the first part (4) of the
garment (5) and a retaining portion (11) to keep
the main locking element (2) coupled with the
garment (5);

- asecondary locking element (6) having second
engagement means (7) set to ensure coupling
with a further part (8) of a garment (5) to be main-
tained close to said first part (4) under work con-
ditions of the locking element, the second en-
gagement means (7) is defined by a second
shaped body (14) defining an insertion opening
(10) to receive the further part (8) of the garment
(5) and a retaining portion (11) to keep the sec-
ondary locking element (7) coupled with the gar-
ment (5), said main and second locking ele-
ments (2, 6) being identical with each other and
in engagement with each other, both of said first
and second engagement means (3, 7) being
coupled in a removable manner with said first
part (4) and said further part (8) of the garment
(5), respectively, characterized in that said "C"
has two opposite sides (12, 13) joined by a cen-
tral flap, said central flap being defined by said
retaining portion (11) and being arranged to re-
ceive and support the first part (4) of the garment
(5) under work conditions of the locking element,
and in that one of the opposite sides (12, 13)
presents a tooth emerging from one end of said
side (12; 13) in correspondence of the insertion
opening (10).

A locking device as claimed in claim 1, character-
ized in that the second shaped body has a substan-
tially C-shaped outer profile.

A locking device as claimed in claim 2, character-
ized in that said "C" has two opposite sides (15, 16)
joined by a central flap, said central flap being de-
fined by a retaining portion (17) and being arranged
to receive and support the further part (8) of the gar-
ment under work conditions of the locking element.

A locking device as claimed in claim 1, character-
ized in that the main and secondary locking ele-
ments comprise respective interlocking portions (18,
19) set to engage with each other to ensure a re-
movable coupling of the locking elements.

Alocking device as claimed in anyone of the preced-
ing claims, characterized in that the first and sec-
ond engagement means (3, 7) comprise a closing
arm (20) arranged, under engagement conditions of
the locking element with the garment, to keep the
insertion opening (10) closed to prevent the garment
itself from slipping off.

A locking device as claimed in claim 5, character-
ized in that the closing arm (20) is maintained tin
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place by spring means (21) and/or screws and/or
means suitable for fitting coupling or the like.

A locking device as claimed in claim 1, character-
ized in that it comprises an interlocking portion (22)
joining the first shaped body (9) and second shaped
body (14), said first and second shaped bodies and
interlocking portion preferably defining a body of one
piece construction.

A locking device as claimed in claim 1, character-
ized in that it is made of, and/or decorated with pre-
cious materials and/or precious stones, preferably
having personalizing and/or ornamental shapes.

Patentanspriiche

Sperrvorrichtung, insbesondere fiir Bekleidungs-
stiicke und dergleichen, umfassend:

- ein Hauptsperrelement (2) mit ersten Eingriff-
mitteln (3), die zum Ermdglichen der Kopplung
mit einem entsprechenden ersten Teil (4) eines
Bekleidungsstiickes (5) eingestellt sind, wobei
die ersten Eingriffmittel (3) durch einen ersten
geformten Korper (9) mit einem wesentlich C-
férmigen AuBenprofil definiert sind, der eine Ein-
setz6ffnung (10) zum Empfang des ersten Tei-
les (4) des Bekleidungsstiickes (5) und einen
Halteabschnitt (11) zur Aufrechterhaltung der
Kopplung zwischen dem Hauptsperrelement (2)
und dem Bekleidungsstiick (5) definiert;

- ein Nebensperrelement (6) mit zweiten Ein-
griffmitteln (7), die zum Ermdglichen der Kopp-
lung mit einem anderen Teil (8) eines Beklei-
dungsstlckes (5), der neben dem benannten er-
sten Teil (4) in Arbeitsbedingungen des Sperr-
elementes bleiben sollte, eingestellt sind, wobei
die zweiten Eingriffmittel (7) durch einen zweiten
geformten Koérper (14) definiert sind, der eine
Einsetz6ffnung (10) zum Empfang des anderen
Teiles (8) des Bekleidungsstilickes (5) und einen
Halteabschnitt (11) zur Aufrechterhaltung der
Kopplung zwischen dem Nebensperrelement
(6) und dem Bekleidungsstuck (5) definiert, wo-
bei die benannten Haupt- und Nebensperrele-
mente (2, 6) identisch zueinander und miteinan-
derim Eingriff sind, wobei sowohl die benannten
ersten als auch zweiten Eingriffmittel (3, 7) je-
weils mit dem benannten ersten Teil (4) bzw.
dem benannten anderen Teil (8) des Beklei-
dungsstlickes (5) lésbar gekoppelt sind, da-
durch gekennzeichnet, daB das benannte "C"
zwei entgegengesetzte Seiten (12, 13) aufweist,
die durch eine Mittelklappe verbunden sind, wo-
bei die Mittelklappe durch den benannten Hal-
teabschnitt (11) definiert ist und so angeordnet
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ist, den ersten Teil (4) des Bekleidungsstiickes
(5) in Arbeitsbedingungen des Sperrelementes
zu empfangen und stiitzen, und dal} eine der
entgegengesetzten Seiten (12, 13) eine von ei-
nem Ende der benannten Seite (12; 13) an der
Einsetzoffnung (10) vorspringende Zahn auf-
weist.

Sperrvorrichtung nach Anspruch 1, dadurch ge-
kennzeichnet, daB der zweite geformte Kdrper ein
wesentlich C-férmige Aufienprofil besitzt.

Sperrvorrichtung nach Anspruch 2, dadurch ge-
kennzeichnet, daB das benannte "C" zwei entge-
gengesetzte Seiten (15, 16) aufweist, die durch eine
Mittelklappe verbunden sind, wobei die Mittelklappe
durch einen Halteabschnitt (17) definiert ist und so
angeordnet ist, den anderen Teil (8) des Beklei-
dungsstuckes in Arbeitsbedingungen des Sperrele-
mentes zu empfangen und stiitzen.

Sperrvorrichtung nach Anspruch 1, dadurch ge-
kennzeichnet, daB die Haupt- und Nebensperrele-
mente jeweilige Verriegelungsabschnitte (18, 19)
umfassen, die zum Eingriff miteinander eingestellt
sind, um eine I6sbare Kopplung der Sperrelemente
zu gewabhrleisten.

Sperrvorrichtung nach irgendeinem der vorherigen
Anspriiche, dadurch gekennzeichnet, daB die er-
sten und zweiten Eingriffmittel (3, 7) einen
Schliearm (20) umfassen, der in Eingriffbedingun-
gen des Sperrelementes mit dem Bekleidungsstiick
so angeordnet ist, die Einsetz6ffnung (10) geschlos-
sen aufrechtzuerhalten, um ein Ausziehen des Be-
kleidungsstlickes zu verhindern.

Sperrvorrichtung nach Anspruch 5, dadurch ge-
kennzeichnet, daB der SchlieBarm (20) durch Fe-
dermittel (21) und/oder Schrauben und/oder geeig-
nete Mittel zur festen Kopplung und dergleichen in
Position gehalten wird.

Sperrvorrichtung nach Anspruch 1, dadurch ge-
kennzeichnet, daR sie einen Verriegelungsab-
schnitt (22) umfasst, der den ersten geformten Kor-
per (9) mit dem zweiten geformten Korper (14) ver-
bindet, wobei die benannten ersten und zweiten ge-
formten Kérper und Verriegelungsabschnitt bevor-
zugt einen einstiickigen Korper definieren.

Sperrvorrichtung nach Anspruch 1, dadurch ge-
kennzeichnet, daB sie aus Edelwerkstoffen und/
oder Edelsteinen besteht und/oder damit verziert ist,
bevorzugt mit personalisierten und/oder Ziergestal-
ten.
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Revendications

Dispositif de fermeture en particulier pour vétements
et similaires, comprenant:

- un élément de fermeture principal (2) ayant
premiers moyens d’engagement (3) aptes a as-
surer le couplage avec une premiére part (4)
respective d’'un vétement (5), les premiers
moyens d’engagement (3) étant définis par un
premier corps formé (9) ayant un profil extérieur
substantiellement en C et définissant une ouver-
ture d’insertion (10) pour recevoir la premiére
part (4) du vétement (5) et une portion d’arrét
(11) pour maintenir I'élément de fermeture prin-
cipal (2) couplé avec le vétement (5);

- un élément de fermeture secondaire (6) ayant
deuxiémes moyens d’engagement (7) aptes a
assurer le couplage avec une autre part (8) d’'un
vétement (5) a maintenir proche de la premiere
part (4) en conditions d’'usage de I'élément de
fermeture, les deuxiemes moyens d’engage-
ment (7) étant définis par un deuxiéme corps
formé (14) définissant une ouverture d’insertion
(10) pour recevoir I'autre part (8) du vétement
(5) et une portion d’arrét (11) pour maintenir
'élément de fermeture secondaire (2) couplé
avec le vétement (5), lesdits premier et deuxié-
me éléments de fermeture (2, 6) étantidentiques
entre eux et engagés I'un avec l'autre, lesdits
premiers et deuxiémes moyens d’engagement
(3, 7) étant couplés de fagon amovible respec-
tivement avec ladite premiére part (4) et ladite
autre part (8) du vétement, caractérisé en ce
que ladite «C» a deux cétés opposés (12, 13)
reliés par un volet central, ledit volet central étant
défini par ladite portion d’arrét (11) et étant apte
a recevoir et supporter la premiére part (4) du
vétement (5) en conditions d’'usage de I'élément
de fermeture, et en ce que un des c6tés oppo-
sés (12, 13) présente une dent saillant d’'une
extrémité dudit coté (12; 13) sur I'ouverture d’in-
sertion (10).

Dispositif de fermeture selon la revendication 1, ca-
ractérisé en ce que le deuxiéme corps formé a un
profil extérieur substantiellement en C.

Dispositif de fermeture selon la revendication 2, ca-
ractérisé en ce que ladite «C» a deux cotés oppo-
sés (15, 16) reliés par un volet central, ledit volet
central étant défini par une portion d’arrét (17) et
étant apte a recevoir et supporter I'autre part (8) du
vétement en conditions d’'usage de I'élément de fer-
meture.

Dispositif de fermeture selon la revendication 1, ca-
ractérisé en ce que les éléments de fermeture prin-
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cipal et secondaire comprennent des portions de
liaison (18, 19) respectives, apte a s’engager I'une
avec 'autre pour assurer un couplage amovible des
éléments de fermeture.

Dispositif de fermeture selon une quelconque des
revendications précédentes, caractérisé en ce que
les premier et deuxieme moyens d’engagement (3,
7) comprennent un bras de fermeture (20) apte, en
conditions d’engagement de I'élément de fermeture
avec le vétement, a maintenir fermé I'ouverture d’in-
sertion (10) pour éviter le glissement du vétement.

Dispositif de fermeture selon la revendication 5, ca-
ractérisé en ce que le bras de fermeture (20) est
maintenu en place par des moyens de ressort (21)
et/ou vis et/ou moyens aptes au couplage fixe ou
similaires.

Dispositif de fermeture selon la revendication 1, ca-
ractérisé en ce que il comprend une portion de
liaison (22) reliant le premier corps formé (9) et le
deuxieme corps formé (14), lesdits premier et
deuxieme corps formés et portion de liaison définis-
sant préférablement un corps monobloc.

Dispositif de fermeture selon la revendication 1, ca-
ractérisé en ce que il est en matériaux précieux
et/ou pierres précieuses et/ou décoré avec ceux-ci
et/ou celles-ci, préférablement ayant des formes
personnalisées et/ou ornementales.
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