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UNITED STATES PATENT oFFICE 
2,437,655 

BRASSIERE. 
rving Rosner, Forest Hills, N.Y., assignor to 
Even-Pul Foundations, Inc., New York, N. Y., 
a corporation of New York 

Application April 24, 1946, Serial No. 664,537 
(Cl. 2-42) 3 Claims. 

This invention relates to brassières, and has 
more particular reference to a garment of this 
kind having novel elastic means to keep the shape 
of the upper portion of the body in proper form. 
An object of the invention is to provide a 

brassière having a novel form and arrangement 
of elastic sections for exerting an even pull on 
the diaphragm and thereby keeping the upper 
portion of the body in a slim and trim condition. 
Another object of the invention is to provide 

a brassière with a belt on the inside of the lower 
part of its front portion, said belt including elas 
tic sections for exerting a pull on the diaphragm 
and thereby controlling the latter Without dis 
Confort to the Weare'. 
The exact nature of the present invention, as 

well as more specific objects and features there 
of, will become apparent from the following de 
Scription when considered in connection with the 
accompanying drawings, in which: 

Figure 1 is an inside elevational view of a ver 
tically wide type of brassière constructed in ac 
cordance With the present invention, the brassière 
being ShoWn extended. 

Figure 2 is a view similar to Figure 1 looking 
at the outside of the brassière. 

Figure 3 is a vertical section of the brassière 
shown in Figures 1 and 2 as it appears on the 
body of a Wearer, and taken on the plane of line 
3-3 of Figure 1. 

Figure 4 is a fragmentary horizontal section 
taken on line 6-3 of Figure 2. 

Figure 5 is a view similar to Figure 2 of a verti 
cally narrow type of brassière embodying the 
present invention. 

Figure 6 is a view similar to Figure 1, of the 
brassière shown in Figure 5. 

Figure 7 is a sectional view similar to Figure 3 
of the brassière shown in Figure 5 and taken on 
the plane of line - of the latter figure, and 

Figure 8 is a horizontal fragmentary section 
taken on line 3-8 of Figure 6. 

Referring in detail to the drawings, the present 
brassière comprises a horizontally elongated body 
which includes a front portion 5 having an upper 
part composed of a pair of breast pockets 6 and 
a lower part composed of a central inelastic sec 
tion and elastic end sections 8 and 9 that are 
extensible only longitudinally of the garment. 
he body further includes inelastic end portions 

A adapted to be detachably united at the rear 
of the wearer by means of hooks on the free 
end of one portion () which are selectively en 
gageable with the desired one of a plurality of 
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2 
rows of eyelets 2 on the free end of the other 
portion E. The breast pockets may be formed 
of any suitable material and provided with suit 
able darts f4, which give the desired shape to 
said pockets. 
The central section 7 and the end sections 8 and 

9 have downwardly converging adjacent side 
edges which are reinforced and stitched together 
as at 15. Recesses 6 are formed in adjacent 
portions of the upper edge of each of the eld 
portions. 0 and the side edge of the adjacent 
pocket 6 to fit the arm pit. The front, poetion 
5 and the end portions f have downwardly con 
verging adjacent edges extending from the re 
cesses 6 to the botton edge of the body, which 
edges are reinforced and stitched together as at 
7. A pair of shoulder straps 8 are provided, 
each of which is connected at one end to the top 
of a breast pocket at one side of a recess 6 and 
at the other end to the tep of one of the end 
portions FG at the other side of said recess. 
Attached to the inside of the lower part of the 

front portion 5 is a diaphragin-controlling belt 
f 9 composed of a central inelastic section 20 and . 
elastic end sections 2 and 22 that are extensible 
only longitudinally of the garment. The cen 
tral section 20 and the end sections 2 and 22 
have downwardly converging adjacent side edges 
Stitched together at 23, and the outer side edges 
of sections 2 f and 22 are stitched to the lower 
portions of the inner edges of the end portions 
to as at 24. As indicated at 25 and 26, the cen 
tra section 20 is stitched at the top and bottom 
thereof to the top and bottom of the section , 
but is otherwise free of the latter. Also, the Sec 
tions 2 f and 22 are preferably narrower, verti 
cally, than the sections 8 and 9, as shown. 

En the embodiment of Figures 1 to 4 inclusive, 
the end portions fo are shown as provided with 
central elastic gussets or inserts 27 in their lower 
edges, which insertS or gussets are extensible only 
longitudinally of the garment. In addition, a 
further elastic insert 28 is provided centrally of 
and in the lower edge of the upper part Com 
posed of the pockets 6, said insert 28 being of a 
length to extend the inner halves of both pockets 
and being only extensible longitudinally of the 
garment. This insert 28 provides a desirable 
yielding support for breasts of larger size. Also, 
in this embodiment, the shoulder straps 8 com 
prise integral extensions of the pockets 6 and end 
portions O connected by an elastic strip of web 
bing 29. Elastic breast supporting straps 30 may 
be provided within the breast pockets 6 in this 
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embodiment, which straps extend across the 
lower portions of the breast pocketS SO as to paSS 
under the breasts and yieldingly support the 
same in lifted position. 
With the narrow type of brassière shown in 

Figures 5 to 8 inclusive, the inserts 27 and 28 
are not necessary, and the breast Supporting 
straps 3) may also be omitted when breast 
pockets of Smaller size are provided as shown. 
The shoulder straps in this embodiment may be 
of any preferred type, but are shown in the form 
of tapes secured at 3 to the end portions 0 and 
extended through buckles 32 attached to the 
breast pockets 6, whereby the shoulder straps are 
adjustable as to effective length. Similar ele 
ments and features of both embodiments are in 
dicated by like reference characters. 
The garment made as described, Will be con 

fortable to wear and will Snugly embrace and 
control the diaphragm or the region between the 
abdomen and the breasts to keep the figure neat 
and trim without undue strain on the diaphragm. 
A most desirable controlling action on the 
diaphragm is had, due to the converging rela 
tion of the spaced body sections 8 and 9 and belt 
Sections 2 and 22 at the front of the garment 
and directly beneath the breasts. Longitudinal 
yielding of the elastic sections 8, 9, 2 and 22 in 
Sures comfort to the Wearer but constant Slug 
fitting of the garment about the diaphragm, the 
belt exerting an even pull on the diaphragm to 
keep the same neat and trim. Without discon 
fort to the wearer. The attachment of the cen 
tral section 20 of the belt to the central section 
of the lower part of the front portion prevents 

sagging of the belt and keeps the same in proper 
form and position. 
From the foregoing description, it is believed 

that the construction and advantages of the 
present invention will be readily understood and 
appreciated by those skilled in the art. Minor 
changes and modifications are contemplated such 
as fall Within the spirit and scope of the in 
Wention as claimed. 
What I claim is: 
1. A brassière comprising an elongated body 

having cooperating fastening devices for sepa 
rably connecting the ends thereof at the rear of 
the Wearer, said body comprising an intermediate 
front portion having upwardly diverging side 
edges and substantially similar inelastic end por 
tions having inclined inner Side edges perma 
nently connected directly to the upWardly diverg 
ing side edges of said front portion, said front 
portion having an upper part composed of a pair 
of breast pockets joined together along a central 
Sean and a lower part forming an under-breast 
band and permanently connected at its upper 
edge directly to the lower edges of the breast 
pockets, said lower part being composed of a 
central inelastic section having upwardly diverg 
ing side edges and horizontally yieldable elastic 
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4. 
end sections having inclined inner side edges 
permanently connected directly to the upwardly 
diverging side edges of said central Section, the 
outer side edges of the breast pockets and of the 
elastic end sections being inclined and directly 
joined to the inclined inner side edges of the end 
portions of the body. 

2. A brassière comprising an elongated body 
having cooperating fastening devices for Sepa 
rably connecting the ends thereof at the rear 
of the wearer, said body comprising an inter 
mediate front portion having upwardly diverg 
ing side edges and substantially similar inelastic 
end portions having inclined inner Side edges 
permanently connected directly to the upWardly 
diverging side edges of said front portion, Said 
front portion having an upper part composed of 
a pair of breast pockets joined together along a 
central seam and a lower part forming an under 
breast band and permanently connected at its 
upper edge directly to the lower edges of the 
breast pockets, said lower part being composed 
of a central inelastic section having upWardly 
diverging side edges and horizontally yieldable 
elastic end sections having inclined inner Side 
edges permanently connected directly to the up 
wardly diverging side edges of Said central Sec 
tion, the outer side edges of the breast pockets 
and of the elastic end Sections being inclined and 
directly joined to the inclined inner side edges 
of the end portions of the body, and a horizon 
tally elongated and horizontally yieldable elastic 
insert set in the intermediate portion of the lower 
edge of said upper part and joined at its lower 
edge to the upper edge of Said inelastic Section 
of the lower part. 

3. The construction defined in claim 1, in con 
bination. With a diaphragm-controlling belt on 
the inside of and substantially corresponding in 
form and construction to Said oWer part of the 
front portion, said belt being composed of a cen 
tral inelastic Section having upWardly diverging 
side edges and horizontally yieldable elastic end 
Sections having inclined inner Side edges perma 
nently connected directly to the upwardly diverg 
ing side edges of said central belt section, the 
outer side edges of the elastic end belt sections 
being inclined and joined directly to the inclined 
inner side edges of the end portions of the body. 
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