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This invention relates to crutches, and more particul 
larly to an article-carrying attachment for crutches of the 
type which includes a pair of convergent rods connected 
by a top cross-piece and by a hand grip. 
An object of the invention is to provide an article car 

rier which may be readily applied to and detached from 
crutches of different sizes. 
Another object is to devise an article carrier compris 

ing a receptacle, and means for mounting the receptacle 
on a crutch, no part of such mounting means being fixed 
to the crutch, but all parts being secured to the receptacle 
and detachable therewith from the crutch, without the use 
of tools. 
A still further object of the invention is to provide an 

article carrier of the above character which shall be rug 
ged and durable, and at the same time simple in construc 
tion and capable of being manufacture at low cost. 

With the above and other objects in view, the invention 
consists in the construction and combination of parts here 
inafter described and claimed, and illustrated in the ac 
companying drawing, forming part of this specification, 
and in which: 

Fig. 1 is a perspective view of a conventional crutch with 
my improved article-carrier attached thereto, 

Fig. 2 is a perspective view of the carrier itself as it 
appears when detached from the crutch, 

Fig. 3 is a fragmentary vertical section through the 
crutch hand grip and carrier and, 

Fig. 4 is a fragmentary perspective view illustrating a 
slightly modified construction. 

Referring to the drawings in detail the conventional 
crutch illustrated in Fig. 1 comprises the rods A connected 
at their upper ends by the usual cross-piece B and adja 
cent the middle by the usual hand grip C. 
The carrier comprises a suitable container or recep 

tacle 1 shown in broken lines. This may be of any de 
sired shape and material. It may be in the nature of a 
basket or a box or a pouch, as desired. The particular 
construction of this receptacle forms no part of the inven 
tion. 
The means for attaching the receptacle to the crutch 

are secured directly to one side of the receptacle. As 
shown these means comprise a pair of rigid bars 2 and 
3 fixed to the receptacle by any suitable fastening means 
such as bolts 4. These bars are substantially horizontal 
and spaced vertically apart, one being located near the top 
and the other near the bottom of the receptacle. 
To the top bar 2 is secured a U-shaped member 5, as 

by welding, the free ends of the arms of this member termi 
nating in hooks 6. These hooks 6 are adapted to engage 
over the hand grip C as shown in Fig. 1. 
To the bottom bar 3 is secured a U-shaped member 7 

having upwardly extending arms terminating at their upper 
ends in hooks 8 adapted to engage around or embrace 
the rods A of the crutch as shown in Fig. 1. It will be 
noted that these arms and hooks are so constructed that 
the hooks extend from the outside of the rods inwardly 
toward each other. It will be further noted that these 
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hooks do not encircle the rods, but are relatively, short 
so that sufficient clearance is provided between the ends 
of the hooks and the wall of the receptacle to permit: the 
crutch rods to pass through, as hereinafter explained. 
The members 5 and 7, including the arms and hooks, 

may beformed of any suitable stiff material, either metal 
or plastic, but I have found stiff, steel wire to be particu 
larly suitable. This wire is more or less resilient: so that 
the arms may bend slightly as required. 

In attaching the receptacle or carrier to the crutch, the 
small end of the crutch is inserted between the hooks 8 
so that the carrier can then be pulled upwardly until the 
hooks 8 securely grip the rods and until the hooks 6 can 
be engaged over the hand grip C. It will be understood 
that these hooks 6 are spaced apart a distance Substan 
tially equal to the length of the hand grip, so as not to 
interfere with the hand of the user. 
When it is desired to remove the carrier from the crutch, 

the hooks 6 are first disengaged from the hand grip and 
the carrier then pushed downwardly along the crutch 
until the converging rods pass out from under the hooks 
8 through the space between the ends of such hooks and 
the wall of the receptacle. 

It will be particularly noted that no part of the mount 
ing or attaching means is fixed to the crutch itself but 
that all parts are carried by the receptacle. Thus, when 
the receptacle or carrier is removed from the crutch, the 
crutch is entirely clear and unobstructed. 

Instead of forming the hooks 8 at the ends of the arms 
of a U-shaped member, I may form them at the end of 
separate arms 9 as shown in Fig. 4, these arms 9 being 
welded to the bar 3 as at 11. The lower ends of the arms 
9 are then formed into laterally directed hooks 10, adapted 
to engage the rods A at a point separated from and below 
the hooks 8. In this way the receptacle is firmly anchored 
to the crutch at its lower end so that any possibility of 
swinging away from the crutch during operation is 
avoided. 
The arrangement shown in Figs. 1, 2 and 3, however, 

will in most cases be found entirely satisfactory. 
What I claim is: 
1. An article carrying attachment for crutches of the 

type including a pair of convergent rods connected by a 
top cross piece and a hand grip, said attachment compris 
ing a receptacle, a pair of spaced hooks secured to the 
receptacle and constructed to engage over said hand grip, 
and a second pair of spaced hooks secured to the recep 
tacle and constructed to engage around said rods at a 
point below said hand grip. 

2. An article carrying attachment for crutches of the 
type including a pair of convergent rods connected by a 
top cross piece and a hand grip, said attachment compris 
ing a receptacle, a pair of rigid bars secured at vertically 
spaced points to said receptacle and disposed transversely 
of said rods, a pair of arms extending upwardly from one 
of said bars and terminating in hooks constructed to en 
gage over said hand grip, and a second pair of arms fixed 
to the other of said bars and terminating at their upper 
ends in hooks constructed to embrace said rods at a point 
below said hand grip. 

3. An article carrying attachment for crutches of the 
type including a pair of convergent rods connected by a 
top cross piece and a hand grip, said attachment com 
prising a receptacle, a pair of rigid bars secured at verti 
cally spaced points to said receptacle and disposed trans 
versely of said rods, a pair of arms extending upwardly 
from one of said bars and terminating in hooks con 
structed to engage over said hand grip, and a second pair 
of arms fixed to the other of said bars, said other pair 
of arms having hooks at both the upper and lower ends 
thereof constructed to engage said rods at points below 
said hand grip. 
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4. An article carrying attachment for crutches of the 

type including a pair of convergent rods connected by a 
top cross piece and a hand grip, said attachment compris 
ing a receptacle, a Substantially horizontal bar secured to 
said receptacle at a point near its upper end, a U-shaped 
member fixed jo said bar and terminating in hooks con 
structed to engage over said hand grip, and means near 
the lower end of said receptacle for anchoring the same 
to said rods. 

5. An article carrying attachment for crutches of the 
type including a pair of convergent rods connected by a 
top croSS piece and a hand grip, said attachment compris 

4. 
ing a receptacle, means for suspending said receptacle 
directly from said hand grip, and a pair of horizontally 
spaced resilient hooks rigidly secured to said receptacle 
and constructed to embrace said rods at points below said 

5 hand grip. 
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