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DELAY LINE SYNCHRONIZERAPPARATUS AND 
METHOD 

TECHNICAL FIELD 

0001. This invention relates generally to generating clock 
Signals, and more specifically, to a Synchronizing circuit that 
can be used for maintaining a pseudo-synchronous phase 
relationship for clock signals of different time domains. 

BACKGROUND OF THE INVENTION 

0002 Internal clock signals for a memory device are 
typically derived from a core System clock. The core System 
clock signal generally has a lower frequency than is desir 
able for internal clock signals, and consequently, higher 
frequency clock signals are generated from the core System 
Signal for use as internal clock signals. The higher frequency 
clock signals generally have a frequency that is a multiple of 
the frequency of the core clock signal. For example, it is not 
unusual for internal clock Signals to have a clock frequency 
that is two, three, or four times the core clock signal 
frequency. Techniques for generating clock signals having 
higher frequencies from the core clock signal are well 
known. Generally, it can be described that the core System 
clock is in a first clock domain and the internal clock signals 
having a common higher clock frequency are in a Second 
clock domain, and Similarly, internal clock signals having 
the Same, but even higher clock frequency, are yet in a third 
clock domain. In some instances, different devices are 
operating in different clock domains, but operation needs to 
be Synchronized. For example, a memory device may be 
operating in a higher frequency clock domain, but a memory 
controller communicating with the memory device may be 
operating in a lower frequency clock domain. However, 
Successful operation of the memory device and memory 
controller depend on the Signals transmitted between the two 
meeting established timing relationships. 
0.003 Typically, the higher frequency clock signals that 
are generated from the core clock Signal have a fixed phase 
relationship with the core clock signal. For example, as 
shown in FIG. 1, an internal clock signal 108 having twice 
the clock frequency of a core clock Signal 104 has rising 
edges that are coincident, or Synchronized, with each clock 
edge of the core clock signal. Thus, at time T0 and T1, clock 
transitions of the core clock Signal and the internal clock 
Signal 108 are coincident. Similarly, an internal clock signal 
112 having four times the clock frequency of the core clock 
Signal 104 has a different, but also fixed, phase relationship 
with the core clock signal. More Specifically, the rising edge 
of every other clock pulse of the internal clock signal 112 is 
Synchronized with every clock transition of the core clock 
signal 104. As shown in FIG. 1, the core clock signal 104 
and the internal clock signal 112 have clock transitions that 
are coincident at the times TO and T1. 

0004. It is often desirable to adjust the phase relationship 
of an internal clock signal with respect to the core clock 
Signal from which internal clock Signal is generated. Adjust 
ing the phase relationship provides the ability to accommo 
date inherent time delays that alter the expected phase 
relationship. For example, phase shifts can result from line 
loading issues, Varying line impedances, and propagation 
delays. Another example is different lengths of different 
conductive Signal paths will cause different time delayS. 
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Thus, two Synchronized clock Signals on two different length 
Signal paths will have two different time delays, and con 
Sequently, arrive at their respective destinations at different 
times. Where an operation relies on the Synchronization of 
the two clock signals, clearly this situation is undesirable. 
0005 Additionally, delay circuits can also be used to alter 
the relative timing of Signals to modify various timing 
margins of Signals. That is, Signals that are internal to a 
memory device, as well as Signals that are provided exter 
nally of the memory device, can have the timing adjusted 
with respect to the timing of other signals in order to provide 
greater or lesser timing margins, but still remain within 
published timing Specifications. For example, where a 
memory controller is coupled to a memory device, and a 
write operation is to be requested, the relative timing of a 
write data Strobe with respect to the transmission of data can 
be modified through the use of delay circuits in order to shift 
the time relationship at which the write data strobe is 
provided to the memory device by the memory controller 
and when the data is actually provided by the memory 
controller to the memory device. Having the flexibility to 
change the relative timing of internal and external Signals, 
including external Signals that are provided between differ 
ent devices, is often desirable in order to accommodate 
process and device variations that result in performance 
variations. 

0006 The relative phase of a clock signal can be adjusted 
by adding a delay into the Signal path of the clock signal. 
The added time delay to a clock Signal causes the clock 
Signal to shift in time, thus, resulting in the phase of the 
delayed clock Signal shifting. A time delay can be Selected 
Such that a clock signal that would otherwise become 
unsynchronized because of the inherent time delayS is 
further delayed So that the clock Signal can again be Syn 
chronized. An adjustable delay circuit provides the flexibil 
ity of adjusting the time delay added to the clock signal. 
With many conventional delay circuits, the time delay is 
adjusted by changing a value applied to the delay circuit that 
is indicative of the amount of time delay desired. Such 
adjustable delay line circuits are well known in the art. 

0007. A problem related to conventional delay circuits is 
that glitch or runt pulses are often output from the delay 
circuit in response to changing the time delay. In Some cases, 
the particular design of the delay circuit is inherently SuS 
ceptible to generating glitch pulses when the time delay is 
changed. FactorS Such as the timing of an input clock signal 
relative to when a delay circuit is disabled in order to change 
the time delay or Switching noise also contribute to the 
generation of glitch pulses. The problem results from the 
possibility that the glitch pulses may inadvertently trigger a 
response by a circuit coupled to the output of the delay 
circuit. Thus, when changing the time delay of a delay 
circuit, an errant pulse may cause unexpected results. 

0008 Another problem with using conventional delay 
lines arises with respect to maintaining a phase relationship 
between a first clock signal and a Second, higher frequency 
clock signal, when adjusting the time delay of a delay line 
circuit used in delaying the Second clock signal. In the 
process of adjusting the time delay of the delay circuit, the 
phase relationship of the Second clock signal relative to the 
first clock Signal may be lost. More specifically, a circuit that 
performs a function in response to the Second clock signal, 
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that results in performing the function generally coincident 
with a clock transition of the first clock signal, can end up 
performing the function at the wrong time with respect to the 
first clock Signal because the phase relationship of the 
Second clock signal changes relative to the first clock signal 
is lost when the time delay is adjusted. 

0009 For example, FIG. 2 shows a first clock signal 202 
and a Second clock Signal 204 that is generated based on the 
first clock signal 202. The second clock signal 204 has a 
frequency that is twice that of the first clock signal 202, and 
is in phase with the first clock signal 202. A third clock 
signal 206 also shown in FIG. 2 is a delayed version of the 
second clock signal 204 having a time delay Tod1 relative to 
the second clock signal 204. The time delay of the third 
clock signal 206 is provided by an adjustable delay line 
circuit (not shown). The third clock signal 206 is used for 
timing a circuit, for example, timing a conventional latch 
circuit (not shown) that outputs data in response to every 
other rising edge of the third clock Signal 206. The rising 
edge of the third clock signal 206 that causes data to be 
output is generally coincident with the rising edge of the first 
clock signal 202. As a result, data 220 is output in response 
to the rising edge of the third clock signal 206 at a time T1, 
which generally coincides with the rising edge of the first 
clock signal 202 at a time T0. Similarly, data 222 is output 
in response to the rising edge of the third clock signal 206 
at a time T3, which generally coincides with the rising edge 
of the first clock signal 202 at a time T2. 

0010 FIG. 2 further illustrates a clock signal 206 having 
a new time delay Tid2 relative to the second clock signal 204. 
The clock signal 206' represents the Second clock signal 
after the time delay of the adjustable delay circuit is changed 
to the new time delay Ta2. As previously described, the latch 
circuit receiving the clock Signal 206" outputs data in 
response to every other rising edge. Thus, data 224 is output 
in response to the rising edge of the clock signal 206' at a 
time T5, and data 226 is output in response to the rising edge 
of the clock signal 206' at a time T7. However, as shown in 
FIG. 2, in changing the time delay of the delay line circuit, 
the phase relationship between the third clock signal 206 and 
the first clock signal 202 is lost. The first rising edge of the 
clock Signal 206' at a time T5 is in response to the rising edge 
of the Second clock signal 204 at a time T4. Consequently, 
the time at which data is output by the latch is no longer 
generally coincident with the rising edge of the first clock 
signal 202. As shown in FIG. 2, the data 224 and 226 are 
output generally coincident with the falling edges of the first 
clock signal 202 at times T4 and T6, respectively. The clock 
signals 206 and 206" illustrate how changing the time delay 
of a conventional delay circuit may result in an output clock 
Signal losing its phase relationship relative to another clock 
signal. With respect to FIG. 2, the lost phase relationship 
results in data being output by the latch circuit 180 degrees 
out of phase from when it should be output. Additionally, 
where other circuitry in the memory device or a memory 
controller coupled to the memory device are Synchronized 
by respective clock signals that are also based on the Second 
clock signal 204, the latch circuit of the present example is 
now no longer Synchronized with the other circuitry either 
within the memory device or with the memory controller, 
and consequently, an error will undoubtedly occur Clearly, 
the situation described with respect to FIG. 2 would be 
undesirable. 
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SUMMARY OF THE INVENTION 

0011. In one aspect of the invention, a method of gener 
ating a clock signal based on a first clock signal is provided. 
The method includes generating an internal clock signal 
based on the first clock Signal having a higher clock fre 
quency than the first clock Signal. The internal clock signal 
has an initial phase relationship relative to a clock edge of 
the first clock signal. The initial phase relationship of the 
internal clock signal to the first clock Signal is changed to an 
adjusted phase relationship. A phase Synchronizer Signal is 
generated having a phase relationship relative to the first 
clock signal and a logic level to track the clock edge to 
which the initial phase relationship is relative. Based on the 
phase Synchronizer Signal, the internal clock Signal is gen 
erated having the adjusted phase relationship and further 
having a first clock pulse relative to the same clock edge 
from which the initial phase relationship was relative. 
0012. In another aspect of the invention, a synchronizer 
circuit is provided including a shift register that shifts a logic 
level from an input terminal to an output terminal in 
response to an internal clock signal. The Synchronizer circuit 
further includes an input multiplexer control circuit having 
an input coupled to a downstream tap of the shift register. In 
response to a first logic level coupled to the downstream tap, 
the input multiplexer control circuit generates an input 
multiplexer control Signal that causes an input multiplexerto 
decouple a delay circuit from receiving the internal clock 
Signal. The multiplexer control circuit further generates a 
phase Synchronizer Signal to track the phase relationship of 
a pseudo-synchronized clock signal provided by the delay 
circuit relative to a rising or falling edge of a core clock 
Signal. In response to a Second logic level coupled to the 
downstream tap of the shift register, the input multiplexer 
control circuit generates an input multiplexer control Signal 
based on the Synchronizer Signal to recouple the input of the 
delay circuit to receive the internal clock Signal at a time to 
provide the pseudo-synchronized clock Signal having a new 
phase relationship, but Still relative to the rising or falling 
edge of the core clock Signal tracked by the input multi 
plexer control circuit. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0013 FIG. 1 is a timing diagram of various related clock 
Signals generated according to the prior art. 
0014 FIG. 2 is a timing diagram of various signals 
according to the operation of prior art delay lines. 
0015 FIG. 3 is a functional block diagram of a synchro 
nizer circuit according to an embodiment of the present 
invention. 

0016 FIG. 4 is a partial function block diagram of 
conventional delay circuit having a multiplexed input and a 
multiplexed output controlled by the Synchronizer circuit of 
FIG 3. 

0017 FIG. 5 is a timing diagram of various signals of the 
operation of the synchronizer circuit of FIGS. 3 and 4. 
0018 FIG. 6 is a functional block diagram of a synchro 
nous memory device in which embodiments of the present 
invention can be utilized. 

0019 FIG. 7 is a partial block diagram of a computer 
System having a memory hub based System memory in 
which embodiments of the present invention can be imple 
mented. 
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DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

0020 FIG. 3 illustrates a synchronizer circuit 300 
according to an embodiment of the present invention. AS 
will be described in greater detail below, the synchronizer 
circuit 300 can be used with a conventional adjustable delay 
circuit to preserve a pseudo-Synchronous phase relationship 
between clock signals of different clock domains when the 
time delay of the adjustable delay circuit from which one of 
the clock signals is output is changed. Certain details are Set 
forth below to provide a sufficient understanding of the 
invention. However, it will be clear to one skilled in the art 
that the invention may be practiced without these particular 
details. In other instances, well-known circuits, control 
Signals, and timing protocols have not been shown in detail 
in order to avoid unnecessarily obscuring the invention. 
0021. The synchronizer circuit 300 includes a plurality of 
Series connected positive edge triggered D flip-flops 304a-j. 
The first flip-flop 304a is coupled to receive a control signal 
DELOFF and a first clock signal CLK having a first fre 
quency. It will be appreciated that the CLK Signal can 
represent a core clock signal of a first clock domain. AS will 
be explained in greater detail below, an active (HIGH) 
DELOFF signal indicates that changing the time delay of an 
adjustable delay circuit (shown in FIG. 2) to which the 
synchronizer circuit 300 is coupled has been requested. The 
remaining Series connected flip-flops 304b-i are coupled to 
receive a second clock signal CLK2X. The CLK2X signal 
has a frequency that is twice that of the CLK Signal and can 
represent a clock Signal in a Second clock domain. The 
CLK2X signal can be generated based on the CLK Signal, 
and the CLK2X signal is in phase with the CLK signal. It 
will be appreciated that the CLK2XSignal can be generated 
using conventional circuits well known in the art. The “true” 
outputs of the flip-flop 304c and 304i are coupled to a 
two-input AND gate, the output of which provides a delay 
output select signal DEL OUT SEL. 
0022. The synchronizer circuit 300 further includes a D 
flip-flop 312 is coupled to receive at its input the output of 
a two input AND gate 320 having a first input coupled to the 
true output of the flip-flop 304f and a second input coupled 
to the “not” output of the flip-flop 312. The flip-flop 312 is 
coupled to trigger in response to the positive edge of the 
CLK2X signal. AD flip-flop 316 is coupled to receive at its 
input the output of a two input OR gate 322 having a first 
input coupled to the true output of the flip-flop 304f and a 
Second input coupled to the true output of the D flip-flop 
312. The D flip-flop 316 is coupled to trigger in response to 
the negative edge of the CLK2X signal. The true output of 
the flip-flop 316 provides a delay input Select Signal 
DEL IN SEL. 
0023 FIG. 4 illustrates a portion of the synchronizer 
circuit 300 coupled to a conventional delay circuit 400. The 
input of the conventional delay circuit 400 is coupled to the 
output of a multiplexer 401. A first input of the multiplexer 
401 is coupled to receive the CLK2X signal, and a second 
input is coupled to ground. In an alternative embodiment, a 
delay circuit includes internally multiplexed inputs, as 
known in the art. The delay circuit 400 provides an output 
clock signal CLKDEL based on the CLK2X signal that has 
a time delay based on a control value DELTAP. The 
DELTAP value is typically represented by a plurality of 
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signals that sets the time delay of the delay circuit 400. 
Generation of Such signals is conventional, and will not be 
discussed herein for the sake of brevity. The output of the 
delay circuit 400 is coupled to a first input of a multiplexer 
402. A second input of the multiplexer 402 is coupled to 
ground. Thus, under the control of the DEL OUT SEL 
signal, the multiplexer 402 provides either the CLKDEL 
Signal or ground as an output signal DELOUT. The 
DEL IN SEL and DEL OUT SEL signals are provided by 
the synchronizer circuit 300 shown in FIG. 3. As will be 
explained in more detail below, decoupling the input clock 
Signal minimizes the occurrence of a glitch pulse from being 
output from the delay line circuit. After the new value is 
applied to the delay line circuit, the input clock signal is 
recoupled to the input of the delay line circuit, and the output 
signal of the delay line circuit will be delayed by the new 
time delay. As previously mentioned, the delay circuit 400 is 
conventional, and many designs Suitable for use with 
embodiments of the invention are well known by those 
ordinarily skilled in the art. 
0024 Operation of the synchronizer circuit and the delay 
circuit 400 will be explained with reference to the timing 
diagram of FIG. 5. FIG. 5 illustrates the CLK signal and the 
CLK2X signal derived from and in phase with the CLK 
signal. Initially, the DELOFF signal (FIG. 3) is LOW. 
Consequently, the DEL IN SEL and DEL OUT SEL sig 
nals are also LOW. As a result, the CLK2X is coupled to the 
delay circuit 400 (FIG. 4) and the DELOUT signal is 
provided by the CLKDEL signal output by the delay circuit 
400. As shown in FIG. 5, the DELOUT signal is a delayed 
version of the CLK2X signal having a time delay Ta1 set by 
the current DELTAP value. 

0025 AS previously discussed, an active DELOFF signal 
is used to initiate an operation to allow for the DELTAP 
value for the delay circuit 400 (FIG. 4) to be changed. At a 
time prior to a time T0, the DELOFF signal becomes HIGH 
(not shown), indicating that initiation of the operation has 
been requested. At the time T0, in response to the positive 
edge of the CLK signal and the HIGH DELOFF signal, the 
flip-flop 304a outputs a HIGH signal. The HIGH signal 
generated by the flip-flop 304a begins to propagate through 
the plurality of series coupled flip-flops 304b-i, with the true 
output of each of the flip-flops 304b-i Switching HIGH in 
Sequence in response to a positive edge of the CLK2X 
signal. The flip-flops 304b and 304c are coupled such that a 
stable signal will be output by the flip-flop 304c at a second 
positive edge of the CLK2X signal even if the flip-flop 304b 
is metastable at a first positive edge of the CLK2X signal. 
The Switching of the flip-flops 304b-i in sequence for every 
positive edge of the CLK2X signal is represented by the 
DELOFF2X Q signal in FIG. 5. The DELOFF2X Q signal 
represents a hexadecimal value corresponding to a nine-bit 
number, where each flip-flop 304b-i corresponds to one bit 
of the nine-bit number. The output of the flip-flop 304b 
represents the least Significant bit and the output of the 
flip-flop 304i represents the most significant bit. As shown 
in FIG. 5, the hexadecimal value represented by the 
DELOFF2X Q signal changes as the respective flip-flop 
304b-i switches from LOW to HIGH. For example, at a time 
T1, two clock periods of the CLK2X signal after the time T0, 
the output of the flip-flop 304c switches HIGH. The 
DELOFF2X Q signal at the time T1 has a value of 0x003H, 
corresponding to the flip-flops 304b and 304c having HIGH 
outputs and the remaining flip-flops 304d-i having LOW 
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outputs at the time T1. The output of the AND gate 308 
remains LOW although one of its inputs is HIGH. It will be 
appreciated that the DELOFF2X Q signal is not necessary 
for the operation of the synchronizer circuit 300, but has 
been illustrated in FIG. 5 for the purpose of describing the 
operation of the synchronizer circuit 300. 
0026. At a time T2, the output of the flip-flop 304f 
Switches HIGH in response to the positive edge of the 
CLK2X signal. The DELOFF2X Q signal reflects the 
change of flip-flop 304fby having a value of 0x01 FH at the 
time T2, corresponding to the HIGH outputs of flip-flops 
304b-304f. In response to the flip-flop 304f having a HIGH 
output, the input to the flip-flop 316 switches from HIGH to 
LOW. At the next negative edge of the CLK2X signal 
following the positive edge at the time T2, the DEL IN SEL 
signal provided at the output of the flip-flop 316 switches 
from LOW to HIGH at a time T3. The DEL IN SEL signal 
Switching from LOW to HIGH causes the multiplexer 401 
(FIG. 4) to decouple the CLK2X signal from the input of the 
delay circuit 400, and couple the ground as the input. In 
response, as the last CLK2X pulse propagates through the 
delay circuit 400, as shown in FIG. 5, the DELOUT signal 
eventually goes LOW as well at a time T4. The DEL IN 
SEL signal will remain HIGH until after the output of the 

flip-flop 304f switches to LOW. 
0027. At a time T5, the output of the flip-flop 304i 
Switches HIGH in response to the positive edge of the 
CLK2X signal and the DEL OUT SEL signal at the output 
of the AND gate 308 goes HIGH as well. The HIGH 
DEL OUT SEL signal causes the multiplexer 402 to couple 
its output to ground, thus, decoupling the output of delay 
circuit 400 from providing the DELOUT signal. The 
sequence of decoupling the input of the delay circuit 400 
from receiving the CLK2X signal at the time T3 and then 
decoupling the output of the delay circuit 400 from the 
output of the multiplexer 402 at the time T5 allows the delay 
circuit 400 to drain any runt pulses. That is, any part of a 
clock pulse of the CLK2X signal cutoff at the time the 
DEL IN SEL signal goes HIGH to propagate through the 
delay circuit 400 before decoupling its output. With the input 
and output of the delay circuit 400 decoupled, the DELTAP 
value can be changed at a time T6 to adjust the time delay 
of the delay circuit 400. 
0028 AS previously discussed, problems may arise if the 
phase of a clock Signal in the Second time domain relative to 
a clock in the first time domain is not maintained when the 
delay circuit is recoupled to provide an output clock signal. 
In FIG. 5, the DELOUT signal represents the clock signal 
in the Second time domain and the CLKSignal represents the 
clock Signal in the first time domain. The Synchronizer 
circuit 400 uses flip-flop 312 to keep track of the phase 
relationship between the DELOUT signal and the CLK 
signal while the delay circuit 400 is decoupled so that the 
first clock pulse of the DELOUT signal after recoupling the 
delay circuit 400 will have the same general phase relation 
ship with the CLK signal as before the delay circuit 400 was 
decoupled. With reference to FIG. 5, the last clock pulse of 
the DELOUT signal is output at the time T3. The last clock 
pulse is the delayed version of the clock pulse of the CLK2X 
Signal having a positive edge at the time T2, which coincides 
with a negative edge of the CLK Signal. Consequently, in 
order to maintain the correct relative phase relationship 
between the DELOUT signal and the CLK signal, the first 
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clock pulse of the DELOUT signal after the DELTAP value 
is changed should follow a positive edge of the CLK Signal. 
0029. In operation, the output of the flip-flop 312 is LOW 
until it switches HIGH at a time T4 in response to the next 
positive edge of the CLK2X signal following the time T3 
when the output of the flip-flop 304f Switches HIGH. In the 
arrangement shown, the output of the flip-flop 312, shown in 
FIG. 5 as a PH2XOFF Q signal will switch between HIGH 
and LOW in response to every positive edge of the CLK2X 
signal after the time T4 until the output of the flip-flop 304f 
Switches back to LOW. As will be described in more detail 
below, the toggling of the flip-flop 312 is used to keep track 
of the phase relationship between the DELOUT signal and 
the CLK signal during the time the delay circuit 400 is 
decoupled. 

0030. Following the time T6 but before a time T7, the 
DELOFF signal input to the flip-flop 304a goes LOW (not 
shown) indicating that recoupling of the input and output of 
the delay circuit 400 has been requested. The output of the 
flip-flop 304a goes LOW at the time T7 in response to the 
positive edge of the CLK2X signal. The LOW output of the 
flip-flop 304a will begin to propagate through the remaining 
flip-flops 304b-i in Sequence in response to each positive 
edge of the CLK2X signal. At a time T8, the output of the 
flip-flop 304c Switches to LOW, and in response, the 
DEL OUT SEL signal of the AND gate 308 switches LOW. 
The LOW DEL OUT SEL signal causes the multiplexer 
402 to recouple the output of the delay circuit 400 to provide 
the CLKDEL signal as the DELOUT signal. At the time T8, 
although the output of the delay circuit 400 is recoupled, the 
input has yet to be recoupled to receive the CLK2X signal. 
Consequently, the output of the delay circuit at this time is 
Still LOW. 

0031. At a time T9, the output of the flip-flop 304f 
Switches LOW in response to the positive edge of the 
CLK2X signal. The LOW output of the flip-flop 304f will 
cause the DEL IN SEL signal output by the flip-flop 316 to 
Switch to LOW at the following negative edge of the 
CLK2X signal if the output of the flip-flop 312 is also LOW. 
However, as shown in FIG. 5, at a time T10 corresponding 
to the following negative edge of the CLK2X signal, the 
output of the flip-flop 312 is still HIGH. Consequently, the 
DEL IN SEL signal does not switch LOW at a time T10. At 
a time T11 corresponding to the next positive edge of the 
CLK2X signal, the output of the flip-flop 312 Switches LOW 
because of the LOW output of the flip-flop 304f at the time 
T8. At a time T12 corresponding to the next negative edge 
of the CLK2X signal, the DEL IN SEL signal output by the 
flip-flop 316 finally goes LOW. The DEL IN SEL signal 
Switches low because the output of the OR gate switched 
low when the output of the flip-flop 312 Switched low at the 
time T11. In response to the DEL IN SEL signal Switching 
LOW, the multiplexer 401 recouples the CLK2X signal to 
the input of the delay circuit 400. Thus, the positive edge of 
the CLK2X signal at a time T13 represents the positive edge 
of the first clock pulse of the CLK2X signal to be input to 
the delay circuit 400 following the change of the DELTAP 
value. The positive edge of the first clock pulse of the 
DELOUT signal at a time T14 represents the positive edge 
corresponding to the positive edge of the CLK2X signal at 
the time T13. The DELOUT signal is delayed by a new delay 
time Tdz, which corresponds to the new DELTAP value that 
was applied to the delay circuit 400 at the time T6. 
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0032. As shown in FIG.5, the DELOUT signal retains its 
phase relationship with respect to the CLK Signal. That is, as 
previously discussed, in order for the relative phase rela 
tionship between the DELOUT signal and the CLK signal to 
be maintained, the first clock pulse of the DELOUT signal 
should correspond to a positive edge of the CLK Signal, 
which is the case shown in FIG. 5. The relative phase 
relationship between the DELOUT signal and the CLK 
Signal is maintained because the DEL INSEL Signal is not 
allowed to recouple the CLK2X signal to the input of the 
delay circuit 400 until the correct phase of the CLK signal, 
as kept track by the flip-flop 312 toggling between HIGH 
and LOW in response to the CLK2X signal. 

0033. It will be appreciated that minor modifications can 
be made to the synchronizer circuit 300 without departing 
from the Scope of the present invention. For example, the 
number of series coupled flip-flops 304a-i can be modified 
to change the relative timing of the various signals used for 
decoupling and recoupling the delay line 400 to provide the 
DELOUT signal. Alternatively, the output of which flip-flop 
304a-i the flip-flops 312 and 316 are coupled can be modi 
fied to change the relative timing of the various Signals as 
well. 

0034. In an alternative embodiment of the invention, the 
synchronizer circuit 300 is modified for use with a clock 
Signal that has a higher multiple of the frequency of the CLK 
Signal, for example, 4x the frequency of the CLK Signal. An 
asynchronous FIFO (not shown) can substituted for the 
flip-flop 312 in order to keep track of the four possible 
positive edges that occur for one period of the CLK Signal. 
Minor modifications well within the understanding of those 
ordinarily Skilled in the art may be made to the logic circuits 
coupled to the asynchronous FIFO in the case clock signals 
having higher multiples of the frequency of the CLK Signal 
are used. Using the asynchronous FIFO provides that the 
first clock pulse of the DELOUT signal following the 
recoupling of the output of the delay circuit 400 will occur 
having the same relative phase relationship with CLK Signal 
as when the input of the delay circuit 400 was decoupled 
from receiving the clock Signal having 4x the frequency of 
the CLK signal. Such asynchronous FIFOs are well known 
to those ordinarily skilled in the art, and can be implemented 
using conventional designs and circuitry. A conventional 1:n 
counter circuit or a timing chain can also be used to track the 
phase relationship relative to the CLK Signal in order to 
maintain the correct phase relationship when the first pulse 
of the delayed clock signal is output by the delay circuit 400. 
It will be appreciated that other substitutions can be made for 
the flip-flop 312 without departing from the scope of the 
present invention. 

0.035 FIG. 6 is a functional block diagram of a memory 
device 600 in which embodiments of the present invention 
can be implemented. The memory device 600 in FIG. 6 is 
a double-data rate (DDR) synchronous dynamic random 
access memory (“SDRAM”), although the principles 
described herein are applicable to any memory device that 
may include a Synchronizing circuit for Synchronizing inter 
nal and external Signals, Such as conventional Synchronous 
DRAMs (SDRAMs), as well as packetized memory devices 
like SLDRAMs and RDRAMs, and are equally applicable to 
any integrated circuit that must Synchronize internal and 
external clocking Signals. 
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0036) The memory device 600 includes a control logic 
and command decoder 634 that receives a plurality of 
command and clocking Signals over a control bus CONT, 
typically from an external circuit Such as a memory con 
troller (not shown). The command signals typically include 
a chip select signal CS, a write enable signal WE*, a 
column address Strobe Signal CAS, and a row address 
Strobe Signal RAS, while the clocking Signals include a 
clock enable Signal CKE and complementary clock signals 
CLK, CLK, with the “*” designating a signal as being 
active low. The command signals CS, WE, CAS, and 
RAS are driven to values corresponding to a particular 
command, Such as a read, write, or auto-refresh command. 
The CKE signal is used to activate and deactivate the 
internal clock, input buffers and output drivers. In response 
to the clock signals CLK, CLK, the command decoder 634 
latches and decodes an applied command, and generates a 
Sequence of clocking and control Signals that control the 
components 602-632 to execute the function of the applied 
command. The command decoder 634 latches command and 
address signals at positive edges of the CLK, CLK Signals 
(i.e., the crossing point of CLK going high and CLK going 
low), while the input registers 630 and data drivers 624 
transfer data into and from, respectively, the memory device 
600 in response to both edges of the data strobe signal DOS 
and thus at double the frequency of the clock Signals CLK, 
CLK*. This is true because the DOS signal has the same 
frequency as the CLK, CLK signals. The memory device 
600 is referred to as a double-data-rate device because the 
data words DQ being transferred to and from the device are 
transferred at double the rate of a conventional SDRAM, 
which transferS data at a rate corresponding to the frequency 
of the applied clock Signal. The detailed operation of the 
control logic and command decoder 634 in generating the 
control and timing Signals is conventional, and thus, for the 
sake of brevity, will not be described in more detail. 
0037. Further included in the memory device 600 is an 
address register 602 that receives row, column, and bank 
addresses over an address bus ADDR, with a memory 
controller (not shown) typically Supplying the addresses. 
The address register 602 receives a row address and a bank 
address that are applied to a row address multiplexer 604 and 
bank control logic circuit 606, respectively. The row address 
multiplexer 604 applies either the row address received from 
the address register 602 or a refresh row address from a 
refresh counter 608 to a plurality of row address latch and 
decoders 610A-D. The bank control logic 606 activates the 
row address latch and decoder 610A-D corresponding to 
either the bank address received from the address register 
602 or a refresh bank address from the refresh counter 608, 
and the activated row address latch and decoder latches and 
decodes the received row address. In response to the 
decoded row address, the activated row address latch and 
decoder 610A-D applies various signals to a corresponding 
memory bank 612A-D to thereby activate a row of memory 
cells corresponding to the decoded row address. Each 
memory bank 612A-D includes a memory-cell array having 
a plurality of memory cells arranged in rows and columns, 
and the data Stored in the memory cells in the activated row 
is Stored in Sense amplifiers in the corresponding memory 
bank. The row address multiplexer 604 applies the refresh 
row address from the refresh counter 608 to the decoders 
610A-D and the bank control logic circuit 606 uses the 
refresh bank address from the refresh counter when the 



US 2005/021895.6 A1 

memory device 600 operates in an auto-refresh or self 
refresh mode of operation in response to an auto- or Self 
refresh command being applied to the memory device 600, 
as will be appreciated by those skilled in the art. 
0.038 A column address is applied on the ADDR bus after 
the row and bank addresses, and the address register 602 
applies the column address to a column address counter and 
latch 614 which, in turn, latches the column address and 
applies the latched column address to a plurality of column 
decoders 616A-D. The bank control logic 606 activates the 
column decoder 616A-D corresponding to the received bank 
address, and the activated column decoder decodes the 
applied column address. Depending on the operating mode 
of the memory device 600, the column address counter and 
latch 614 either directly applies the latched column address 
to the decoderS 616A-D, or applies a Sequence of column 
addresses to the decoderS Starting at the column address 
provided by the address register 602. In response to the 
column address from the counter and latch 614, the activated 
column decoder 616A-D applies decode and control signals 
to an I/O gating and data masking circuit 618 which, in turn, 
accesses memory cells corresponding to the decoded column 
address in the activated row of memory cells in the memory 
bank 612A-D being accessed. 
0039. During data read operations, data being read from 
the addressed memory cells is coupled through the I/O 
gating and data masking circuit 618 to a read latch 620. The 
I/O gating and data masking circuit 618 Supplies N bits of 
data to the read latch 620, which then applies two N/2 bit 
words to a multiplexer 622. In the embodiment of FIG. 6, 
the circuit 618 provides 64 bits to the read latch 620 which, 
in turn, provides two 32 bits words to the multiplexer 622. 
A data driver 624 sequentially receives the N/2 bit words 
from the multiplexer 622 and also receives a clock signal to 
synchronize the data driver 624 from a clock generator 627 
having a Synchronizing circuit according to an embodiment 
of the present invention. The clock generator 627 is coupled 
to receive a delayed clock Signal from a delay locked loop 
(DLL) 623. As known in the art, the DLL can be used to 
generate a clock signal that is in Synchronicity with another 
clock signal. The clock generator 627 provides a delayed 
version of the clock signal from the DLL to the data driver 
624 having a pseudo-Synchronous phase relationship 
between clock Signals of different clock domains. Adjust 
ment of the phase relationship by the clock generator 627 is 
made by adjusting the time delay of an adjustable delay 
circuit. The Synchronizing circuit included in the clock 
generator is used to maintain the general phase relationship 
between the clock signal output by the clock generator 627 
and a clock signal in another clock domain. 
0040. A data strobe driver 626 receives a data strobe 
signal DOS from a strobe signal generator 626. The data 
strobe driver 626 is coupled to a clock generator 629, which 
provides the data strobe driver 626 with a clock signal used 
for Synchronizing its operation. AS with the clock generator 
627, the clock generator 629 includes a synchronizing 
circuit according to an embodiment of the present invention 
to maintain the pseudo-Synchronous phase relationship 
between clock signals of different clock domains. The clock 
generator 629 receives and input clock signal from the DLL 
623. The DOS signal is used by an external circuit such as 
a memory controller (not shown) in latching data from the 
memory device 600 during read operations. In response to 
the delayed clock signal CLKDEL, the data driver 624 
Sequentially outputs the received N/2 bits words as a cor 
responding data word DQ, each data word being output in 
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Synchronism with a rising or falling edge of a CLK Signal 
that is applied to clock the memory device 600. The data 
driver 624 also outputs the data strobe signal DOS having 
rising and falling edges in Synchronism with rising and 
falling edges of the CLK Signal, respectively. Each data 
word DQ and the data strobe signal DOS collectively define 
a data bus. AS will be appreciated by those skilled in the art, 
the CLKDEL signal from the DLL 623 is a delayed version 
of the CLK signal, and the DLL 623 adjusts the delay of the 
CLKDEL signal relative to the CLK signal to ensure that the 
DOS signal and the DQ words are placed on the data bus to 
meet published timing Specifications for the memory device 
600. The data bus also includes masking signals DMO-M, 
which will be described in more detail below with reference 
to data write operations. It will be appreciated that the 
number of clock generators including in the memory device 
can be changed without departing from the Scope of the 
present invention. For example, additional clock generators 
can be included for other internal clock signals to provide 
greater flexibility in changing the relative timing of those 
internal clock signals with respect to a core clock Signal. 
0041. During data write operations, an external circuit 
Such as a memory controller (not shown) applies N/2 bit data 
words DQ, the Strobe Signal DOS, and corresponding data 
masking signals DMO-X on the data bus. A data receiver 628 
receives each DQ word and the associated DMO-X signals, 
and applies these Signals to input registerS 630 that are 
clocked by the DOS signal. In response to a rising edge of 
the DOS signal, the input registers 630 latch a first N/2 bit 
DQ word and the associated DM0-X signals, and in response 
to a falling edge of the DOS signal the input registers latch 
the second N/2 bit DQ word and associated DMO-X signals. 
The input register 630 provides the two latched N/2 bit DQ 
words as an N-bit word to a write FIFO and driver 632, 
which clocks the applied DQ word and DMO-X signals into 
the write FIFO and driver in response to the DOS signal. The 
DO word is clocked out of the write FIFO and driver 632 in 
response to the CLK Signal, and is applied to the I/O gating 
and masking circuit 618. The I/O gating and masking circuit 
618 transfers the DQ word to the addressed memory cells in 
the accessed bank 612A-D subject to the DMO-X signals, 
which may be used to Selectively mask bits or groups of bits 
in the DQ words (i.e., in the write data) being written to the 
addressed memory cells. 
0042 FIG. 7 illustrates a computer system 700 having a 
memory hub architecture in which embodiments of the 
present invention can be utilized. The computer system 700 
includes a processor 704 for performing various computing 
functions, Such as executing Specific Software to perform 
Specific calculations or tasks. The processor 704 includes a 
processor bus 706 that normally includes an address bus, a 
control bus, and a data bus. The processor bus 706 is 
typically coupled to cache memory 708, which, is typically 
static random access memory (“SRAM"). The processor bus 
706 is further coupled to a system controller 710, which is 
also referred to as a bus bridge. 
0043. The system controller 710 also serves as a com 
munications path to the processor 704 for a variety of other 
components. More specifically, the system controller 710 
includes a graphics port that is typically coupled to a 
graphics controller 712, which is, in turn, coupled to a Video 
terminal 714. The system controller 710 is also coupled to 
one or more input devices 718, Such as a keyboard or a 
mouse, to allow an operator to interface with the computer 
system 700. Typically, the computer system 700 also 
includes one or more output devices 720, Such as a printer, 
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coupled to the processor 704 through the system controller 
710. One or more data storage devices 724 are also typically 
coupled to the processor 704 through the system controller 
710 to allow the processor 704 to store data or retrieve data 
from internal or external storage media (not shown). 
Examples of typical Storage devices 724 include hard and 
floppy disks, tape cassettes, and compact disk read-only 
memories (CD-ROMs). 
0044) The system controller 710 contains a memory hub 
controller 728 coupled to several memory modules 730a-n 
through a bus system 734. Each of the memory modules 
730a-n includes a memory hub 740 coupled to several 
memory devices 748 through command, address and data 
buses, collectively shown as bus 750. The memory hub 740 
efficiently routes memory requests and responses between 
the controller 728 and the memory devices 748. The 
memory devices 748 can be synchronous DRAMs, such as 
the memory device 600 previously described with respect to 
FIG. 6. Each of the memory hubs 740 includes write buffers 
and read data buffers. Computer Systems employing this 
architecture allow for the processor 704 to access one 
memory module 730a-n while another memory module 
730a-n is responding to a prior memory request. For 
example, the processor 704 can output write data to one of 
the memory modules 730a-n in the system while another 
memory module 730a-n in the System is preparing to 
provide read data to the processor 704. Additionally, a 
memory hub architecture can also provide greatly increased 
memory capacity in computer Systems. 

004.5 Embodiments of the present invention can be uti 
lized in the memory devices 748, the memory hub controller 
728, or the memory hub 740. As shown in FIG. 7, the 
memory hubs 740 include a synchronizer circuit 742 accord 
ing to an embodiment of the present invention. AS previ 
ously described, the synchronizer circuit 742 can be used 
with adjustable delay circuits to preserve a pseudo-synchro 
nous phase relationship between clock signals of different 
clock domains when the time delay of the adjustable delay 
circuit from which one of the clock signals is output is 
changed. With respect to the memory hubs 740, the pseudo 
Synchronous relationship may be between clock signals 
utilized to Synchronize internal operations of the memory 
hubs 740 as well as for clock signals utilized for synchro 
nizing external operation, for example, operation with the 
memory devices 748. 
0046) From the foregoing it will be appreciated that, 
although Specific embodiments of the invention have been 
described herein for purposes of illustration, various modi 
fications may be made without deviating from the Spirit and 
Scope of the invention. Accordingly, the invention is not 
limited except as by the appended claims. 

What is claimed is: 
1. A method for generating a clock signal, comprising: 
receiving a first clock Signal; 
generating a Second clock signal based on the first clock 

Signal, the Second clock Signal having a higher clock 
frequency than the first clock signal and further having 
a phase relationship with respect to the first clock signal 
related to a first time delay and relative to a rising or 
falling edge of the first clock signal; 

adjusting the first time delay to which the phase relation 
ship between the first and Second clock signals is 
related to a Second time delay; 
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monitoring the phase relationship between the first and 
Second clock signals during adjustment of the first time 
delay to the Second time delay; and 

generating a third clock signal based on the first clock 
Signal, the third clock Signal having the clock fre 
quency of the Second clock signal and having a phase 
relationship with respect to the first clock signal related 
to the Second time delay relative to the rising or falling 
edge to which the first time delay was relative. 

2. The method of claim 1 wherein adjusting the first time 
delay to a Second time delay comprises: 

decoupling an input of a delay circuit from receiving an 
input clock signal; 

providing control signals indicative of the Second time 
delay to the delay circuit to change the first time delay 
to the Second time delay; and 

recoupling the input of the delay circuit to receive the 
input clock Signal. 

3. The method of claim 2 wherein adjusting the first time 
delay to a Second time delay further comprises: 

decoupling an output of the delay circuit from which the 
Second clock Signal is provided; and 

recoupling the output of the delay circuit from which the 
third clock signal is provided following provision of the 
control Signals indicative of the Second time delay. 

4. The method of claim 3 wherein decoupling the input of 
the delay circuit occurs before decoupling the output of the 
delay circuit. 

5. The method of claim 3 wherein recoupling the output 
of the delay circuit occurs before recoupling the input of the 
delay circuit. 

6. The method of claim 2 wherein monitoring the phase 
relationship between the first and Second clock signals 
comprises: 

in response to decoupling the input of the delay circuit, 
generating a Synchronizing Signal to monitor a clock 
transition of the first clock signal from which the last 
clock pulse of the Second clock signal is based; 

in response to recoupling the input of the delay circuit, 
ceasing generation of the Synchronizing Signal at a time 
relative to the clock transition monitored in response to 
decoupling to provide the third clock Signal having a 
first clock pulse that maintains the phase relationship 
between the first and Second clock signals. 

7. The method of claim 1, further comprising generating 
a Synchronized internal clock signal based on the first clock 
Signal and wherein generating the Second clock signal 
comprises delaying the Synchronized internal clock signal 
by the first time delay. 

8. A method of generating a clock signal based on a first 
clock signal, the method comprising: 

generating an internal clock signal based on the first clock 
Signal having a higher clock frequency than the first 
clock signal, the internal clock signal having an initial 
phase relationship relative to a clock edge of the first 
clock signal; 

changing the initial phase relationship of the internal 
clock Signal to the first clock signal to an adjusted phase 
relationship; 
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generating a phase Synchronizer Signal having a phase 
relationship relative to the first clock Signal and a logic 
level to track the clock edge to which the initial phase 
relationship is relative; and 

based on the phase Synchronizer Signal, generating the 
internal clock signal having the adjusted phase rela 
tionship and further having a first clock pulse relative 
to the same clock edge from which the initial phase 
relationship was relative. 

9. The method of claim 8 wherein changing the initial 
phase relationship of the internal clock signal to the adjusted 
phase relationship comprises: 

decoupling an input of a delay circuit having a first time 
delay from receiving an input clock Signal generated 
based on the first clock Signal; 

providing control Signals indicative of a Second time 
delay to the delay circuit to change the first time delay 
to the Second time delay; and 

recoupling the input of the delay circuit to receive the 
input clock Signal. 

10. The method of claim 9 wherein changing the initial 
phase relationship of the internal clock signal to the adjusted 
phase relationship further comprises: 

decoupling an output of the delay circuit from which the 
internal clock signal is provided; and 

recoupling the output of the delay circuit from which the 
internal clock signal is provided following provision of 
the control Signals indicative of the Second time delay. 

11. The method of claim 10 wherein decoupling the input 
of the delay circuit occurs before decoupling the output of 
the delay circuit. 

12. The method of claim 10 wherein recoupling the output 
of the delay circuit occurs before recoupling the input of the 
delay circuit. 

13. The method of claim 9 wherein monitoring the phase 
relationship between the first and Second clock signals 
comprises: 

in response to decoupling the input of the delay circuit, 
generating a Synchronizing Signal to monitor a clock 
transition of the first clock signal from which the last 
clock pulse of the Second clock signal is based; 

in response to recoupling the input of the delay circuit, 
ceasing generation of the Synchronizing Signal at a time 
relative to the clock transition monitored in response to 
decoupling to provide the third clock Signal having a 
first clock pulse that maintains the phase relationship 
between the first and Second clock signals. 

14. The method of claim 8, further comprising generating 
a Synchronized internal clock signal based on the first clock 
Signal and wherein generating the internal clock signal 
comprises delaying the Synchronized internal clock signal 
by a time delay. 

15. A clock Synchronizer circuit for coupling to a delay 
circuit, the delay circuit having an input and output and 
further having a control terminal to which control Signals are 
applied to Set a time delay of the delay circuit, the clock 
Synchronizer circuit comprising: 

a clock Synchronizer input circuit having an input to 
which a clock Synchronizer control signal is applied to 
initiate a clockSynchronizer operation, a clock terminal 
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to which a first clock signal is applied, and further 
having an output at which an initiate Signal is provided 
in response to the first clock signal; 

a first shift register having an input coupled to the output 
of the clockSynchronizer input circuit, a clock terminal 
to which a Second clock Signal is applied, and further 
having an output providing an output Signal in response 
to the Second clock signal, the Second clock signal 
having a higher clock frequency than the first clock 
Signal; 

a Second shift register having an input coupled to the 
output of the first shift register, a clock terminal to 
which the Second clock signal is applied, and further 
having an output providing an output Signal in response 
to the Second clock signal; 

an input multiplexer control circuit having an input at 
which a trigger Signal is provided, a clock terminal to 
which the Second clock signal is applied, and further 
having an output at which an input multiplexer Select 
Signal is provided in response to the Second clock 
Signal, the input multiplexer Select Signal based on the 
trigger Signal; 

an input multiplexer having a first input to which the 
Second clock signal is applied, a Second input coupled 
to a reference Voltage Supply, an output terminal 
coupled to the input of the delay circuit, and further 
having a control terminal coupled to the output of the 
Second multiplexer control circuit to couple the output 
terminal to the first or Second inputs in response to the 
input multiplexer Select Signal; and 

a clock phase tracking circuit having an input coupled to 
the output of the Second shift register, a clock terminal 
to which the Second clock Signal is applied, and further 
having an output at which a trigger Signal is provided, 
the clock phase tracking circuit operable to track a 
phase relationship of a last clock pulse of the internal 
clock signal relative to the first clock signal and, in 
response to the clock Synchronizer control Signal, fur 
ther operable to output a trigger signal to cause the 
delay circuit to output a first clock pulse of the internal 
clock Signal at a time relative to the first clock Signal to 
maintain the tracked phase relationship. 

16. The clock synchronizer circuit of claim 15 wherein the 
input multiplexer control circuit comprises a negative edge 
D flip-flop. 

17. The clock synchronizer circuit of claim 15 wherein the 
clockSynchronizer input circuit comprises a positive edge D 
flip-flop. 

18. The clock synchronizer circuit of claim 15 wherein the 
clock phase tracking circuit comprises: 

an AND logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
output of the Second shift register; 

an OR logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
output of the Second shift register; and 

a positive edge D flip-flop having an input coupled to the 
output of the AND logic gate, a true output coupled to 
the Second input of the OR logic gate, and further 
having a not output coupled to the Second input of the 
AND logic gate. 
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19. The clock synchronizer circuit of claim 15, further 
comprising: 

a third shift register Stage having an input coupled to the 
output of the Second shift register, a clock terminal to 
which the Second clock signal is applied, and further 
having an output providing an output Signal in response 
to the Second clock signal; 

an output multiplexer control circuit having first and 
Second input nodes coupled to the outputs of the first 
and Second shift registers, respectively, and further 
having an output at which an output multiplexer Select 
Signal is provided based on the logic levels of the 
output Signals of the first and Second shift registers, and 

an output multiplexer having a first input coupled to the 
output of the delay circuit, a Second output coupled to 
the reference Voltage Supply, an output terminal from 
which the internal clock signal is provided, and a 
control terminal coupled to the output of the first 
multiplexer control circuit to couple the output terminal 
to the first or Second inputs in response to the output 
multiplexer Select Signal. 

20. The clock synchronizer circuit of claim 19 wherein the 
output multiplexer control circuit comprises an AND logic 
gate. 

21. The clock synchronizer of claim 15 wherein the first 
and Second shift registers comprise a plurality of Series 
coupled positive edge D flip-flops. 

22. The clock synchronizer of claim 15 wherein the clock 
frequency of the Second clock signal is a multiple of two of 
the clock frequency than the first clock Signal. 

23. The clock synchronizer of claim 15 wherein the clock 
frequency of the Second clock signal is four times the clock 
frequency of the first clock signal. 

24. A clock generator, comprising: 
a delay circuit having input and output terminals, and 

further having a control terminal at which control 
Signals are applied to Set a time delay of the delay 
circuit; and 

a Synchronizer circuit having a Synchronizer input circuit 
having an input to which a initiation signal is applied, 
a clock terminal to which a first clock signal is applied, 
and an output at which the initiation Signal is coupled 
in response to the first clock signal; 
a shift register having an input terminal coupled to the 

output of the Synchronizer input circuit, an output 
terminal, and a clock terminal to which a Second 
clock signal is applied, the shift register shifting a 
logic level applied to the input terminal to the output 
terminal in response to the Second clock Signal, the 
shift register further having an upstream tap and a 
downstream tap at which the logic level propagating 
through the shift register is coupled at first and 
Second times, respectively; 

an input multiplexer having a first input to which the 
Second clock signal is applied, a Second input 
coupled to a reference Voltage Supply, an output 
coupled to the input of the delay circuit, and further 
having a Selection terminal, the input multiplexer 
Selectively coupling the first or Second input to the 
output according to an input multiplexer control 
Signal; and 
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an input multiplexer control circuit having an input 
coupled to the downstream tap, a clock terminal to 
which the Second clock signal is applied, and further 
having an output coupled to the Selection terminal of 
the input multiplexer, in response to a first logic level 
coupled to the downstream tap, the input multiplexer 
control circuit operable to generate an input multi 
plexer control Signal to couple the Second input of 
the input multiplexer to its output and further oper 
able to generate a phase Synchronizer Signal to track 
the phase relationship of the Second clock Signal 
relative to a rising or falling edge of the first clock 
Signal, in response to a Second logic level coupled to 
the downstream tap, the input multiplexer control 
circuit operable to generate an input multiplexer 
control signal based on the Synchronizer Signal to 
couple the first input of the input multiplexer to its 
output at a time to provide an output clock Signal 
having a phase relationship relative to the rising or 
falling edge of the first clock signal tracked by the 
input multiplexer control circuit. 

25. The clock generator of claim 24 wherein the synchro 
nizer circuit further comprises: 

an output multiplexer control circuit having a first input 
coupled to the upstream tap, a Second input coupled to 
the output of the shift register, and further having an 
output at which an output multiplexer Select Signal is 
provided; and 

an output multiplexer having a first input coupled to the 
output of the delay circuit, a Second input coupled to 
the reference Voltage Supply, an output at which a 
internal clock signal is provided, and further having a 
Selection terminal coupled to the output of the output 
multiplexer control circuit, the output multiplexer 
Selectively coupling the first or Second input to the 
output according to the output multiplexer Select Signal; 

26. The clock generator of claim 25 wherein the output 
multiplexer control circuit comprises an AND logic gate. 

27. The clock generator of claim 24 wherein the synchro 
nizer input circuit of the Synchronizer circuit comprises a 
positive edge D flip-flop. 

28. The clock generator of claim 24 wherein the clock 
phase tracking circuit of the Synchronizer circuit comprises: 

an AND logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
downstream tap of the shift register; 

an OR logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
downstream tap of the shift register; 

a positive edge D flip-flop having an input coupled to the 
output of the AND logic gate, a true output coupled to 
the Second input of the OR logic gate, and further 
having a not output coupled to the Second input of the 
AND logic gate; and 

a negative edge D flip-flop having an input coupled to the 
output of the OR logic gate and a true output at which 
the input multiplexer control Signal is provided. 

29. The clock generator of claim 24 wherein the shift 
register of the Synchronizer circuit comprises a plurality of 
Series coupled positive edge D flip-flops. 
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30. The clock generator of claim 24 wherein the clock 
frequency of the Second clock signal is a multiple of two of 
the clock frequency than the first clock Signal. 

31. The clock generator of claim 24 wherein the clock 
frequency of the Second clock signal is four times the clock 
frequency of the first clock signal. 

32. A memory device, comprising: 
an address bus, 
a control bus, 
a data bus, 
an address decoder coupled to the address bus, 
a read/write circuit coupled to the data bus, 
a data driver circuit coupled to the data bus, 
a control circuit coupled to the control bus, 
a memory-cell array coupled to the address decoder, 

control circuit, and read/write circuit; and 
a clock generator coupled to the data driver to provide an 

internal clock signal, the clock generator comprising: 
a delay circuit having input and output terminals, and 

further having a control terminal at which control 
Signals are applied to Set a time delay of the delay 
circuit; and 

a Synchronizer circuit having 
a Synchronizer input circuit having an input to which 

a initiation signal is applied, a clock terminal to 
which a first clock signal is applied, and an output 
at which the initiation signal is coupled in 
response to the first clock signal; 

a shift register having an input terminal coupled to 
the output of the Synchronizer input circuit, an 
output terminal, and a clock terminal to which a 
Second clock signal is applied, the shift register 
shifting a logic level applied to the input terminal 
to the output terminal in response to the Second 
clock signal, the shift register further having an 
upstream tap and a downstream tap at which the 
logic level propagating through the shift register is 
coupled at first and Second times, respectively; 

an input multiplexer having a first input to which the 
Second clock Signal is applied, a Second input 
coupled to a reference Voltage Supply, an output 
coupled to the input of the delay circuit, and 
further having a Selection terminal, the input mul 
tiplexer Selectively coupling the first or Second 
input to the output according to an input multi 
plexer control Signal, and 

an input multiplexer control circuit having an input 
coupled to the downstream tap, a clock terminal to 
which the Second clock signal is applied, and 
further having an output coupled to the Selection 
terminal of the input multiplexer, in response to a 
first logic level coupled to the downstream tap, the 
input multiplexer control circuit operable to gen 
erate an input multiplexer control signal to couple 
the Second input of the input multiplexer to its 
output and further operable to generate a phase 
Synchronizer Signal to track the phase relationship 
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of the Second clock Signal relative to a rising or 
falling edge of the first clock signal, in response to 
a Second logic level coupled to the downstream 
tap, the input multiplexer control circuit operable 
to generate an input multiplexer control Signal 
based on the Synchronizer Signal to couple the first 
input of the input multiplexer to its output at a time 
to provide an output clock signal having a phase 
relationship relative to the rising or falling edge of 
the first clock signal tracked by the input multi 
plexer control circuit. 

33. The memory device of claim 32 wherein the synchro 
nizer circuit further comprises: 

an output multiplexer control circuit having a first input 
coupled to the upstream tap, a Second input coupled to 
the output of the shift register, and further having an 
output at which an output multiplexer Select Signal is 
provided; and 

an output multiplexer having a first input coupled to the 
output of the delay circuit, a Second input coupled to 
the reference Voltage Supply, an output at which a 
internal clock signal is provided, and further having a 
Selection terminal coupled to the output of the output 
multiplexer control circuit, the output multiplexer 
Selectively coupling the first or Second input to the 
output according to the output multiplexer Select Signal; 

34. The memory device of claim 33 wherein the output 
multiplexer control circuit of the Synchronizer circuit com 
prises an AND logic gate. 

35. The memory device of claim 32 wherein the synchro 
nizer input circuit of the Synchronizer circuit comprises a 
positive edge D flip-flop. 

36. The memory device of claim 32 wherein the clock 
phase tracking circuit of the Synchronizer circuit comprises: 

an AND logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
downstream tap of the shift register; 

an OR logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
downstream tap of the shift register; 

a positive edge D flip-flop having an input coupled to the 
output of the AND logic gate, a true output coupled to 
the Second input of the OR logic gate, and further 
having a not output coupled to the Second input of the 
AND logic gate; and 

a negative edge D flip-flop having an input coupled to the 
output of the OR logic gate and a true output at which 
the input multiplexer control Signal is provided. 

37. The memory device of claim 32 wherein the shift 
register of the Synchronizer circuit comprises a plurality of 
Series coupled positive edge D flip-flops. 

38. The memory device of claim 32 wherein the clock 
frequency of the Second clock signal is a multiple of two of 
the clock frequency than the first clock Signal. 

39. The memory device of claim 32 wherein the clock 
frequency of the Second clock signal is four times the clock 
frequency of the first clock Signal. 
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40. A processor-based System, comprising: 
a processor having a processor bus, 
a System controller coupled to the processor bus, the 

System controller having a peripheral device port, the 
System controller further comprising a controller 
coupled to a System memory port; 

at least one input device coupled to the peripheral device 
port of the System controller, 

at least one output device coupled to the peripheral device 
port of the System controller, 

at least one data Storage device coupled to the peripheral 
device port of the System controller, 

a memory bus coupled to the System controller for trans 
mitting memory requests and responses thereon, and 

a plurality of memory modules coupled to the memory 
bus, each of the modules having a plurality of memory 
devices and a memory hub coupled to the memory 
devices through a memory device bus to access the 
memory devices, the memory hub comprising: 
a clock generator coupled to the data driver to provide 

an internal clock Signal, the clock generator com 
prising: 

a delay circuit having input and output terminals, and 
further having a control terminal at which control 
Signals are applied to Set a time delay of the delay 
circuit, and 

a Synchronizer circuit having 
a Synchronizer input circuit having an input to 
which a initiation Signal is applied, a clock 
terminal to which a first clock signal is applied, 
and an output at which the initiation Signal is 
coupled in response to the first clock signal; 

a shift register having an input terminal coupled to 
the output of the Synchronizer input circuit, an 
output terminal, and a clock terminal to which 
a Second clock signal is applied, the shift reg 
ister shifting a logic level applied to the input 
terminal to the output terminal in response to 
the Second clock signal, the shift register further 
having an upstream tap and a downstream tap at 
which the logic level propagating through the 
shift register is coupled at first and Second 
times, respectively; 

an input multiplexer having a first input to which 
the Second clock signal is applied, a Second 
input coupled to a reference Voltage Supply, an 
output coupled to the input of the delay circuit, 
and further having a Selection terminal, the 
input multiplexer Selectively coupling the first 
or Second input to the output according to an 
input multiplexer control Signal; and 

an input multiplexer control circuit having an 
input coupled to the downstream tap, a clock 
terminal to which the Second clock signal is 
applied, and further having an output coupled to 
the Selection terminal of the input multiplexer, 
in response to a first logic level coupled to the 
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downstream tap, the input multiplexer control 
circuit operable to generate an input multiplexer 
control Signal to couple the Second input of the 
input multiplexer to its output and further oper 
able to generate a phase Synchronizer Signal to 
track the phase relationship of the Second clock 
Signal relative to a rising or falling edge of the 
first clock signal, in response to a Second logic 
level coupled to the downstream tap, the input 
multiplexer control circuit operable to generate 
an input multiplexer control Signal based on the 
Synchronizer Signal to couple the first input of 
the input multiplexer to its output at a time to 
provide an output clock signal having a phase 
relationship relative to the rising or falling edge 
of the first clock signal tracked by the input 
multiplexer control circuit. 

41. The processor-based system of claim 40 wherein the 
Synchronizer circuit of the memory hub further comprises: 

an output multiplexer control circuit having a first input 
coupled to the upstream tap, a Second input coupled to 
the output of the shift register, and further having an 
output at which an output multiplexer Select Signal is 
provided; and 

an output multiplexer having a first input coupled to the 
output of the delay circuit, a Second input coupled to 
the reference Voltage Supply, an output at which a 
internal clock signal is provided, and further having a 
Selection terminal coupled to the output of the output 
multiplexer control circuit, the output multiplexer 
Selectively coupling the first or Second input to the 
output according to the output multiplexer Select Signal; 

42. The processor-based system of claim 41 wherein the 
output multiplexer control circuit of the Synchronizer circuit 
comprises an AND logic gate. 

43. The processor-based system of claim 40 wherein the 
Synchronizer input circuit of the Synchronizer circuit com 
prises a positive edge D flip-flop. 

44. The processor-based system of claim 40 wherein the 
clock phase tracking circuit of the Synchronizer circuit 
comprises: 

an AND logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
downstream tap of the shift register; 

an OR logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
downstream tap of the shift register; 

a positive edge D flip-flop having an input coupled to the 
output of the AND logic gate, a true output coupled to 
the Second input of the OR logic gate, and further 
having a not output coupled to the Second input of the 
AND logic gate; and 

a negative edge D flip-flop having an input coupled to the 
output of the OR logic gate and a true output at which 
the input multiplexer control Signal is provided. 

45. The processor-based system of claim 40 wherein the 
shift register of the Synchronizer circuit comprises a plural 
ity of Series coupled positive edge D flip-flops. 

46. The processor-based system of claim 40 wherein the 
clock frequency of the Second clock signal is a multiple of 
two of the clock frequency than the first clock signal. 
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47. The processor-based system of claim 40 wherein the 
clock frequency of the Second clock signal is four times the 
clock frequency of the first clock Signal. 

48. A memory hub, comprising: 
a memory bus interface through which memory requests 

are received and memory responses are provided by the 
memory hub; 

a local memory buS interface coupled to the memory bus 
interface through which memory device command, 
address and data Signals are coupled, each Signal hav 
ing a timing relationship to at least one other signal; 

a delay circuit coupled to the local memory buS interface 
to alter the timing relationship of at least one Signal, the 
delay circuit having input and output terminals, and 
further having a control terminal at which control 
Signals are applied to Set a time delay of the delay 
circuit; and 

a Synchronizer circuit comprising: 
a Synchronizer input circuit having an input to which a 

initiation Signal is applied, a clock terminal to which 
a first clock Signal is applied, and an output at which 
the initiation Signal is coupled in response to the first 
clock signal; 

a shift register having an input terminal coupled to the 
output of the Synchronizer input circuit, an output 
terminal, and a clock terminal to which a Second 
clock signal is applied, the shift register shifting a 
logic level applied to the input terminal to the output 
terminal in response to the Second clock Signal, the 
shift register further having an upstream tap and a 
downstream tap at which the logic level propagating 
through the shift register is coupled at first and 
Second times, respectively; 

an input multiplexer having a first input to which the 
Second clock signal is applied, a Second input 
coupled to a reference Voltage Supply, an output 
coupled to the input of the delay circuit, and further 
having a Selection terminal, the input multiplexer 
Selectively coupling the first or Second input to the 
output according to an input multiplexer control 
Signal; and 

an input multiplexer control circuit having an input 
coupled to the downstream tap, a clock terminal to 
which the Second clock signal is applied, and further 
having an output coupled to the Selection terminal of 
the input multiplexer, in response to a first logic level 
coupled to the downstream tap, the input multiplexer 
control circuit operable to generate an input multi 
plexer control Signal to couple the Second input of 
the input multiplexer to its output and further oper 
able to generate a phase Synchronizer Signal to track 
the phase relationship of the Second clock Signal 
relative to a rising or falling edge of the first clock 
Signal, in response to a Second logic level coupled to 
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the downstream tap, the input multiplexer control 
circuit operable to generate an input multiplexer 
control signal based on the Synchronizer Signal to 
couple the first input of the input multiplexer to its 
output at a time to provide an output clock Signal 
having a phase relationship relative to the rising or 
falling edge of the first clock signal tracked by the 
input multiplexer control circuit. 

49. The memory hub of claim 48 wherein the synchro 
nizer circuit further comprises: 

an output multiplexer control circuit having a first input 
coupled to the upstream tap, a Second input coupled to 
the output of the shift register, and further having an 
output at which an output multiplexer Select Signal is 
provided; and 

an output multiplexer having a first input coupled to the 
output of the delay circuit, a Second input coupled to 
the reference Voltage Supply, an output at which a 
internal clock signal is provided, and further having a 
Selection terminal coupled to the output of the output 
multiplexer control circuit, the output multiplexer 
Selectively coupling the first or Second input to the 
output according to the output multiplexer Select Signal; 

50. The memory hub of claim 49 wherein the output 
multiplexer control circuit comprises an AND logic gate. 

51. The memory hub of claim 48 wherein the synchro 
nizer input circuit of the Synchronizer circuit comprises a 
positive edge D flip-flop. 

52. The memory hub of claim 48 wherein the clock phase 
tracking circuit of the Synchronizer circuit comprises: 

an AND logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
downstream tap of the shift register; 

an OR logic gate having first and Second inputs, and 
further having an output, the first input coupled to the 
downstream tap of the shift register; 

a positive edge D flip-flop having an input coupled to the 
output of the AND logic gate, a true output coupled to 
the Second input of the OR logic gate, and further 
having a not output coupled to the Second input of the 
AND logic gate; and 

a negative edge D flip-flop having an input coupled to the 
output of the OR logic gate and a true output at which 
the input multiplexer control Signal is provided. 

53. The memory hub of claim 48 wherein the shift register 
of the Synchronizer circuit comprises a plurality of Series 
coupled positive edge D flip-flops. 

54. The memory hub of claim 48 wherein the clock 
frequency of the Second clock signal is a multiple of two of 
the clock frequency than the first clock Signal. 

55. The memory hub of claim 48 wherein the clock 
frequency of the Second clock signal is four times the clock 
frequency of the first clock Signal. 
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