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. To all whom it may concern; 
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UNITED STATES 
1,429,506 

PATENT OFFICE. 
FREDERICK E. HERR, oF BARBERTON, oHIo. 
DOORMAT-OPERATED ANIMATED FIGURE. 

Application filed December 4, 1919. serial No. 342,423. 

Be it known that I, FREDERICK 

berton, in the county of Summit and State 
of Ohio, have invented certain new and use ful Improvements in Doormat-Operated 
Animated Figures, of which the following 
is a specification. 
This invention relates to door mats, and 

the primary object of the invention is the provision of an improved door mat, having 
an animated figure, so that when a person of 
persons steps upon the mat, the figure will 
execute a certain movement. . 
Another object of the invention is the pro 

vision of an improved animated figure oper 
atively connected with a door mat, so that 
when the upper surface of the mat is de 
pressed, the figure will be actuated, the fig 
ure being constructed and dressed to simu 
late the appearance of an American veteran 
A further object of the invention is the 

provision of an animated figure dressed to 
simulate the appearance of a soldier having 
one arm thereof rotatably connected to the 
body and provided with an improved means 
for operating the same in a manner similar 
to a military salute upon the depressing of 
the door mat. . . . . - - - 

A further object of the invention is the 
provision of an improved mat for doors SO 
constructed as to permit an animated figure 
associated therewith to be operated when a person or persons steps upon any portion of 
the mat, thereby insuring that the figure 
will be operated by a person approaching 
the door entrance. . . . . . 
A still further object of the invention is 

the provision of an improved and simple 
means for bringing the arm of a figure to 
the position of a military salute, in a Snappy 
and attractive manner upon the movement 
of an operating rod actuated by the mat. 
the provision of an improved device of the 
A still further object of the invention is 

above character, which is durable and effi 
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cient in use, one that is simple and easy to 
manufacture, and one which can be placed 
upon the market at areasonable cost. 

Other objects of the invention will ap 
pear in the following detailed description, 
taken in connection with the accompanying drawings; in which drawings: 

Figure 1 is a perspective view of theim 
proved device. - 

. - - E. Herr, a 
citizen of the United States, residing at Bar 

closing a circuit to ring the bell Hor 
ing any other suitable alarm. 

Figure 2 is a fragmentary sectional view 
of the improved device. 

Figure 3 is a top plan 
with the cover removed. 

Figure 4 is a detail vertical section 
through the pivoted arm of the figure, lying 
in normal position, showing the same in 
dotted lines in a raised position. 

Figure 5 is a detail fragmentary elevation 
of the means for connecting the arm oper 
ating means with the operating rod. Figure 6 is a detail enlarged fragmentary 

of the door mat 
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vertical section through the lower portion of a figure and mat. 
Referring to the drawings, in detail, 70 

wherein similar reference characters desig. nate corresponding parts throughout the 
Several views, the letter A indicates the im 

- - - 75. ing Operating means C associated there with 
proved device which includes the mat Bhav 
for actuating the saluting means D for the 
arm E of the figure F. A circuit closer G is 
associated with the mat B and is adapted to 
be operated by the operating means C for 

The mat B includes a rectangular base 
plate 10 having an upstanding ledge 11 se 
cured to the front and side faces thereof. 
The rear end of the plate has secured thereto 

80 
sound 

the block 12 which is arranged on the upper 
surface of the plate 10 and confined between 
the ledge 11. This block serves as means for 
supporting the figure F as will be herein 
after more fully described. The plate 10, 
the ledge 11 and the block 12 are covered by 
the usual or any heavy fabric 14, which is Secured in position by any preferred means. 
The operating means C is positioned in 

the mat B between the base plate 10 and the 
cover 14, and the same includes a plurality 
of ribs 15 which radiate outwardly from a 
Sector plate 16, which is - positioned in the 
rear portion of the mat. . " . . 
The outer terminals of the ribs 15 are piv 

otally secured to brackets 17 which are car 
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ried by the inner surface of the ledge 11, and 
the cover 14 rests directly on the upper sur 
face of the ribs so that when a person steps 
upon any portion of the cover one of the 
ribs will be engaged. . . . - - - 

The sector plate 16 is provided with a 
plurality of arcuately arranged openings 18, 
which receive the inner terminals of the ribs 
15 which are bent into a hook shape, as at 
19. The inner face of the insulating block 
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12 is notched as at 20 for the reception of 
the sector plate 16. The figure F is carved 
and dressed to simulate the appearance of 
a veteran of the World War and includes the 
hollow body 21, the feet 22 of which are 
bolted or otherwise secured as at 23 to the 
block 12. . . . 
The right arm E of the figure F is rotat 

ably connected to the body F and includes 
the lower forearm. Section 24, and the upper 
section 25. The sections 24 and 25 are hing 
edly connected at their rear ends by suitable 
pivot pins 26. The meeting faces of the arm 
sections 24 and 25 are bevelled in opposite 
directions from the pivot pins so as to per 
imit the bending of the sections in relation 
to each other. 
A stationary sleeve or bearing 27 is ar 

ranged in the aligned openings 28 and 29 
() formed in the upper arm section 25 and the 
body 21 respectively, and this bearing rotat 
ably supports the shaft, 30 which has the 
outer end thereof secured to the upper arm 
portion as at 31. The sieeve is held against 
any movement in the arm and body of the 
figure by a suitable collar 32, which is 
threaded on the sleeve into engagement with 
the inner surface of the body. The outer end 
of the sleeve carries a stationary cam 33, 
which abuts the inner surface of the arm, and 
holds the same against movement in relation 
to the body. The inner end of the shaft 30 
extends into the body and has keyed or other 
wise secured thereto a disc or wheel 34, which 
has eccentrically mounted thereon a crank 
pin 35 which carries the upper end of the 
connecting rod 36, which is secured to or 
formed on the rear end of the sector plate 16. 
The cam 33 is rigidly secured to the sleeve 
or bearing 27 and has pivotally secured there 
to the connecting link 37, which is positioned 
in the arm E and has its outer end pivotally 
connected to a bracket 38 rigidly secured to 
the inner surface of the forearm section 24 
of the arm E. The bracket 3S is positioned 
opposite the hinged connection of the sec 
tions 24 and 25, and it will be seen that when 
the arm is swung upwardly, the forearm 
section 24 will be raised on the pivot pin 26 
and brought into a saluting position. 
The shaft 30, the cam 33, the crank disk 

34, and the connecting rod 36, forms the arm 
operating means C. 
The rod 36 is normally held in a raised po 

sition, by the expansion spring 39, which is 
coiled around the rod 36 and has its upper 
end bearing against a stationary Washer 40 
secured to the rod. The lower end of the 
spring engages the inner surface of one foot 
22 of the figure F. The foot 22 through 
which the rod 36 passes, is provided with a 
suitable bearing 41 so as to permit the easy 
operation of the rod. 
The circuit closer G for closing the door 

bell circuit 42 includes a stationary contact 
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43 embedded in the block 12, and a movable 
contact 44, which is secured to the upper sur 
face of the block. The inner end of the con 
tact 44 is bent downwardly to provide a 
Spring plate 45, which owing to the inherent 
resiliency of the metal is normally held out 
Wardly in spaced relation to the contact 43. 
The rod 36 has its lower end provided with 

a rearwardly extending lug 46 which is 
adapted to engage the spring contact 45 
When the rod is lowered and force the same 
into engagement with the stationary contact 
43. The terminals 43 and 44 are connected 
to the line wires 47 and 48 of the house bell 
circuit 42, which has interposed therein a 
suitable Source of electrical energy 49 and 
the bell or other signal H. 

In Operation of the improved device, it will 
be seen that when a person steps upon the 
mat B the fingers or ribs 15 will be depressed, 
thereby carrying the sector plate 16 there 
with and operating the crank disc 34, 
which in turn rotates the shaft, 30 and car 
ries the arm upwardly and Swings the fore 
arm 24 on its pivot 26, bringing the arm E 
to a saluting position, at the same time clos 
ing the circuit 32 and ringing the door 
bel H. 
From the foregoing description, it can be 

Seen that an improved door mat is provided, 
which is SO constructed that when a person 
StepS upon the same, the door bell will be 
'ung, and the arm of the figure F which is 
associated there with swung to a saluting po 
sition. The figure F as stated, is dressed to 
simulate the appearance of a veteran of the 
World's War, and serves to enliven the mem 
Ory of the Occupants of the house and callers, 
to the valor of the American soldiers during 
the late War. 
Changes in details may be made, without 

departing from the spirit or scope of my in 
vention, but; 

I claim: 
1. The combination with a door mat in 

cluding a plate, a plurality of movable 
members connected to the plate, of an ani 
mated figure including a body member, a 
limb member pivotally connected thereto, 
and means for operatively connecting the 
limb member with the plate so that upon 
depression of any one of said members the 
limb member will be actuated. 

2. The combination with a door mat in 
cluding a rectangular frame, a sector plate 
arranged at the rear end of the frame, a 
plurality of depressible members independ 
ently connected to the sector plate and ex 
tending at all points within the frame, of 
an animated figure carried by the mat and 
arranged at the rear end thereof directly 
above said sector plate, the figure including 
a body and a swinging limb member, and 
means operatively connecting the sector 
plate with the limb member. 
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3. The combination with a door mat in 

cluding a plurality of radiating depressible 
fingers, an animated figure associated there 
with including a body member and a rotat 
able limb member, and means operatively 
connecting the fingers with said limb 
member. 

4. The combination with a door mat in 
cluding a base plate, a plurality of depres 
sible fingers, and a cover arranged over and 
supported by said fingers, of a figure asso 
ciated with the mat and including a body 
and a swinging arm, and means for con necting the Swinging arm with the fingers 
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for actuating the Swinging arm when the 
fingers are depressed. 

5. The combination with a door mat in 
cluding a frame, a plurality of depressible 
fingers arranged in the frame, a covering 
arranged over the frame and supported by 
said fingers, of an animated figure carried 
by the frame and including a body member, 
and a pivoted arm, means operatively con 
necting the fingers with the arm for rais 
ing the arm when the fingers are depressed, 
and means normally holding the fingers in 
their raised position. 

6. The combination with a door mat in 
cluding a frame, a plurality of radiating 
fingers arranged in the frame and adapted 
to be depressed by a Weight, a cover ar 
ranged over said frame and resting upon 
said fingers, and a plate secured to the fin 
gers, an operating rod carried by the plate, 
of an animated figure associated with the 
mat and including the body member and a 

40 

limb hingedly carried by the body, means 
operatively connecting the limb with the 
operating rod, and means for holding the 
operating rod and fingers in a raised posi 
tion. . 

45 

7. The combination with a door mat in 
cluding a depressible portion, of an ani 
mated figure including a body member, a 
limb member carried thereby for swinging 

movement, a shaft carried by the limb mem 
ber, a crank formed on said shaft, and 
means connecting the crank with the de 
pressible portion. . - 

S. The combination with a door mat in 
cluding a movable portion, of an animated 
figure associated with the mat, including a 
body member, an arm member carried by 
the body including a pair of pivoted sec 
tions, a sleeve rotatably securing the arm 
and body together, a shaft carried by the 
sleeve and secured to said arm, means for 
operatively connectino the shaft with the 
movable portion of the mat so that the arm 
Will be raised upon actuation of said mov 
able portion of the mat, and means for 
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Swinging the hinged sections of the arms in 
relation to each other upon the raising 
movement of the arm. - 

9. The combination with a door mat in 65 
cluding a movable portion, of an animated 
figure associated there with including a body 
member, an arm member having a hinged 
lower section, means rotatably securing the 
arm and body together, a shaft carried by 
the arm, a crank disc secured to the shaft, 
a crank pin secured to said disc, means con 
necting the crank pin with the movable 
portion of the mat, and means for swing 
ing the hinged section of the arm upon 
movement of said shaft. 

10. The combination with a door mat in 
cluding a movable portion, of an animated 
figure, a body member, an arm member hav 
ing a hinged lower section, a stationary 
sleeve rotatably connecting the body and 
arm together, a shaft rotatably carried by 
the sleeve and rigidly secured to the arm, means for operatively connecting the shaft 
with the movable portion of the mat, a sta 
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tionally cam carried by the disc, and a con- . 
necting link secured to the cam and the 
hinged section of the arm. 

FREDERICK E. HERR. 


