
(No Model.) 
F. H. BROWN. 

MACNETIZED HAT BAND, 

No. 459,942. Patented Sept. 22, 1891, 

28). Evlossos . v-uovoz - 
1. 22/46 

7. sy 72 attorney h 

THE MORRIS PETERs co, Photo-Litho, washingtoN, i.e. 

  



UNITED STATES PATENT OFFICE. 
FRED H. BROWN, OF CHICAGO, ILLINOIS, ASSIGNOR OF ONE-HALF TO 

SIDNEY F. ANDREWS, OF ST. LOUIS, MISSOURI. 

MAG NETZED HAT- BAND. 

SPECIFICATION forming part of Letters Patent No. 459,942, dated September 22, 1891. 
Application filed July 15, 1891, Serial No. 399,608, (No model.) 

To all twhom it invay concern: 
Be it known that I, FRED. H. BROWN, a 

citizen of the United States, residing at Chi 
cago, in the county of Cook and State of Illi 
nois, have invented certain new and useful 
Improvements in Hat - Bands; and I do de 
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clare the following to be a full, clear, and exact 
description of the invention, such as will en 
able others skilled in the art to which it apper 
tains to make and use the same, reference be 
ing had to the accompanying drawings, and 
to the letters and figures of reference marked 
thereon, which form a part of this specifica 
tion. 
The present invention relates to hat bands 

or linings; and the nature of the invention is 
a pliable metallic strip or band made of car 
bonized steel quite thin to adapt it to be 
bent into semicircular or curved form, and 
provided with slots or openings to increase 
its pliability and enable it to be fitted to 
heads of different shapes and sizes, said thin 
metallic band being magnetized with reversed 
poles at its ends for therapeutical purposes, 
and being secured in the hat in position to 
contact with the head of the weare'. 

In the accompanying drawings, Figure is 
a perspective view showing the magnetized 
band or lining in position by dotted lines. 
Fig. 2 is an enlarged detail view of the band 
detached from the hat to more clearly show 
the construction of said band, and Fig. 3 is a 
detail perspective view of the band as bent 
or curved and ready for insertion into the hat. 

Like letters and numerals of reference de 
note corresponding parts in the several fig 
ures, referring to which 

1 designates the improved therapeutical 
hat-band, which is made of a thin strip or 
piece of carbonized steel, which is magnetized 
by subjecting it to the action or passage of a 
current of electricity from a suitable source 
of electric energy, and thereby providing the 
band or strip with poles of reverse polarity, 
(indicated at 23 and by the symbols N. S.) 
The band or strip is of suitable length and 
width to enable it to have proper contact with 
the forehead of the wearer, and for the pur 
pose of securing pliability of the band or 

strip and to readily receive and retain mag 
netism it is made quite thin. 
To further increase the pliability of the 

band or strip and thus adapt it to be readily 
bent or shaped to fit hats of different shapes 
and sizes, I provide longitudinal slots 4, (one 
or more,) which are arranged centrally in the 
band to leave continuous solid sides to the 
band and avoid weakening the same. One 
or more perforations or holes 5 are also cut 
in the band or strip between the longitudinal 
slots or at the ends of the slots, and, if de 
sired a series of such holes may be cut in the 
band in lieu of the longitudinal slots, or the 
slots and perforations may be made alter 
nately in the band. 
The pliable perforated band or strip of mag 

netized steel can be bent to the desired shape 
and adjusted or fitted to the hat and secured 
therein by suitable means, so as to be in apo 
sition to contact with the forehead or other 
part of the head. The pliable magnetized 
strip may be secured directly to the sweat 
band of the hat by suitable means, or the strip 
may be utilized as a part of the sweat-band. 
The strip also serves to re-enforce or strength 
en the hat, and it may be arranged relatively 
to the sweat-band so as to leave a space for 
the circulation of air. . 

It is found that the magnetized strip or 
band of perforated steel is useful for thera 
peutical purposes. The band or strip can be 
readily bent to the desired shape to fit the 
head, owing to its flexibility, and the band 
can then be secured in place by any suitable 
healS. 

What I claim as new, and desire to secure 
by Letters Patent, is 
As a new article of manufacture, a hat-band 

comprising a thin pliable band of magnetized 
metal formed with openings or slots to in 
crease its pliability, substantially as de 
scribed. 
Intestimony whereof Iaffix my signature in 

presence of two witnesses. 
FRED II. BROWN. 

Witnesses: 
C. F. BROWN, 
S. F. ANDREWS. 
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