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To all, whom it may concern: 
Be it known that we, CHARLES. W. FOWLER 

and ANDREWM. COYLE, citizens of the United 
States, and residents of Baltimore, in the State 

5 of Maryland, have invented a new and useful 
Improvementin Automatic Safety Devices for 
Elevators, which improvement is fully set 
forth in the following specification. 
This invention has reference to the con 

Io struction of safety mechanism for elevators 
that is to say, of mechanism which acts auto 
matically upon the accidental parting of the 
hoisting-cable to clutch the car against the 
uprights or sides of the well, and thus in 

I5 sure the safety of the passengers. 
In certain respects the invention is an im 

provement upon the devices described in ap 
plication of Charles W. Fowler and John Gus 
tafson, filed May 9, 1891, Serial No. 392,220. 

20. In common with said devices the present in 
vention includes actuating-springs for the ar 
resting devices, normally held under uniform 
tension (or compression) by a latch, which 
latch is adapted to be withdrawn when the 

25 hoisting-rope breaks. The apparatus also is 
so arranged that after the brakes or arresting 
devices have been sprung they become abso 
lutely independent of the hoisting-cable, so 
that it is immaterial at what point the latter 

3o may break. We do not therefore claim, broad 
ly, these features of construction and opera 
tion, and the invention, moreover, includes 
several features not disclosed in said prior 
application. 
The general objects of said invention are to 

secure greater simplicity in construction and 
increased certainty and efficiency in opera 
tion. These objects, as well as the means 
whereby they are secured, may be most con 

4o veniently explained in connection with the 
accompanying drawings, in which 

Figure I is a side elevation illustrating the 
improved safety mechanism. Fig. II is a par 
tial elevation at right angles to Fig. I, and 

45 Fig. III is a partial plan view. 
A represents part of the central cross-beam 

on top of the car, and A' one of the side frames 
of the car. 
B is a metal casting bolted on the end of 

5o beam A. and provided with jaws b, which em 
brace the upright or rail C, which runs the 

1. 5 

full length of the elevator-shaft. A similar 
casting B, with jaws b, may be placed at the 
bottom of the car. 
Between the rails Cand jawsblie the wedges 55 

k, normally out of contact with the rail C. 
They are carried by rods p, which can slide 
in eyebolts g, screwed into the side frame of 
the car. A spring m (which may be either a 
tension or a compression spring) surrounds 6c 
rod p and tends to force it, and consequently 
the wedges also, upwardly. The wedges have 
at their upper ends a projection k', extend 
ing horizontally from about the middle of 
the wedges, and these projections lie directly 65 
under the catches g of a sliding plate or latch G. 
Consequently, when the parts are in the posi 
tion shown in the drawings, the wedges cannot 
be raised by their springs far enough to make 
contact with the rail C and check the move- to 
ments of the car. When, however, the latches 
G. are moved in either direction, so as to re 
lease the Wedges k from catches or stops 9, 
the springs in will at once throw the wedges 
into action, forcing them in contact with the 75 
rail C. The springs m have only to bring 
these surfaces in contact, the weight and mo 
mentum of the car being relied upon to clamp 
the Wedges against the rail C with a grip pro 
portionate to the energy of the descending 8o 
car. To insure certainty in this action, it is 
necessary that the friction of the vertical 
faces of the wedges k against the rail C should 
greatly exceed that of the inclined edges 
against the jaws b. To this end a number of 85 
anti-friction rollers d are placed in the inte 
rior of the casting B, between the jaws and 
wedges le. It will be obvious that with this 
construction the Wedge k cannot slip on the 
rail, for as the car descends the jaws b, rolling go 
over the rollers d, willforce the wedges against 
the rail. Conversely, when it is desired to 
release the car from the clutch mechanism, 
there is no difficulty arising from the jamming 
of the wedge. Power being applied to lift 95 
the cable, the jaws b move easily over the 
rollers and the car is released. 
The mechanism for automatically with 

drawing the latch G may be of various kinds. 
A simple form is shown in Fig. I. L. repre- Ioo 
sents a sheave, under which the double hoist 
ing-rope M is looped. Cords or straps in, hav 
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ing a certain amount of slack, are attached 
at one end to the rope M and at the other to 
the sliding plate or latch G, which extends 
across the car, these cords crossing each other 
under the pulley L. It will be seen that the 
unequal stretching of the rope M will have 
no effect on the latch, but should said rope 
break on either one side or the other the op 
posite side tightens, and, through its connect 
ing-cord in, withdraws the latch G, and thus 
releases the clutch mechanism on both sides 
of the car. 

It is found desirable to provide a ready 
means for ascertaining whether the safety 
mechanism is in order, so that it can be tested 
from time to time without detaching the cable 
and without any danger to the perSons con 
ducting the test. To this end the sliding 
plate or latch G is provided with a rack h, 
with which gears a pinion i on a shaft l, ex 
tending into the car and provided with a 
wheel o for turning by hand. By this simple 
means the latch G may at any time be thrown 
out of engagement With the Wedges and the 
car, being at the time descending, will be 
suddenly arrested if the mechanism be in op 
erative condition. Obviously other equiva 
lent means for operating the latch for the 
purposes of a test may be substituted for 
those described. 

Fig. I shows means for resetting the brake 
mechanism after it has been thrown into opera 
tion, said means comprising a lever r, con 
nected at one end to the operating-rods and 
at the other by links t with the horizontalle 
vers u, whose outer ends are pivoted to the 
rods p. To reset the safety-clutch mechan 
ism, the operator presses with his foot on the 
end of rod S. His weight, operating through 
the compound levers described, pulls down the 
rods p and the Wedges, and as soon as the 
projections k' of the latter are below the 
catches or stops g of the latch-plate he resets 
the latter by turning wheel O in the proper 

45 direction. 
The drawings show the mechanism on one 

side only of the car, for it will be understood 
that the other side has identically the same 
equipment. It will further be understood 
that modifications may be made in the forms 
and details shown without departing from the 
spirit of the invention. 
We claim as our invention 
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1. The combination of the wedges and their 
operating-springs normally held under ten 
sion, means for releasing said springs when 
the hoisting-rope breaks, and anti-friction 
rollers between the inclined sides of the 
Wedges and the car, substantially as described. 

2. The combination of the Wedges and their 
springs, the latch normally keeping the wedges 
inoperative, connections between the hoist 
ing-rope and the latch for withdrawing the lat 
ter in case of breakage of said rope, and anti 
friction rollers between the inclined sides of 
Wedges and the car, substantially as described. 

3. The combination, with the arresting de 

55 

65 

vices, such as Wedges and their springs, of a 
latch-plate normally holding said devices out 
of action, a double hoisting-rope passing 
around a pulley attached to the car, and cords 
crossed under the pulley and connecting said 
latch-plate with the two members, respect 
ively, of said hoisting-rope, substantially as 
described. 

4. The combination, with the arresting de 
vices, such as Wedges, and the latch adapted 
to release said devices upon the breakage of 
the hoisting-rope, of mantially-operated means 
for withdrawing and replacing said latch, sub 
stantially as described. 

5. The combination, with the arresting de 
vices adapted to clutch a stationary part of 
the elevator-shaft and arrest the falling car, 
of a system of manually-operated levers, as 
set forth, for releasing and resetting said ar 
resting devices, substantially as described. 

6. The combination of arresting devices, 
springs for throwing said devices into action, 
a controlling-latch holding said devices out 
of action against the force of said springs, 
hand-operated mechanism for withdrawing 
said latch for the purpose of testing the ar 
resting devices, and mechanism under the 
control of the operator in the car for reset 
ting said devices, so that the latch can be re 
turned to its normal position, substantially as 
described. 
In testimony whereof we have signed this 

specification in the presence of two subscrib 
ing witnesses. 

CHARLES. W. FOWLER. 
ANDREW M. COYLE. 

Witnesses: 
PHILIP MAURO, 
NELSON HISS. 
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