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This invention relates to the manufacture of 
footwear, and its principal objects are to provide 
a shoe of the sandal type which is of simple de 
sign and of pleasing appearance, which embodies 
a minimum number of parts, and which is con 
fortable to wear, and to provide an economical 
method of manufacturing a shoe of this type. 

Further objects will be apparent from a con 
sideration of the following description and the 
accompanying drawings, wherein 

Fig. 1 is a perspective view showing one form 
of sandal constructed in accordance with the in 
vention; - 

Fig. 2 is a top plan view of the sandal shown 
in Fig.1; 

Fig. 3 is a bottom plan view of the sandal show 
ing the forepart of the outsole removed; 
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Fig. 4 is a section on the line 4-4 of Fig. 2; 
Fig. 5 is a perspective view showing another 

form of sandal constructed in accordance with 
the present invention; 

Fig. 6 is a view similar to: Fig. 5, but illustrat 
ing a different manner of lacing about the foot; 

Fig. 7 is a top plan view of the sandal shown 
in Fig. 5; and 

Fig. 8 is a bottom plan view of the insole. 
In accordance with the present invention I 

provide a sandal or the like article of footwear 
Comprising insole and outsole members which 
may be of leather or other similar material hav 
ing the required degree of weight, strength, flexi 
bility, etc., the insole member being provided 
with spaced perforations along its peripheral 
margins, which perforations are preferably ar 
ranged in pairs, and each pair of perforations 
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may be connected by a groove extending along 
the concealed surface of one of the members, 
preferably the under surface of the insole. A 
length of strand material, such as a single length 
of rawhide or the like strong and flexible strip 
material, is interlaced through the perforations 
so as to provide exposed loops through which the 
free end portions of the strand may be laced 
when the Sandal is applied to the wearer's foot. 
In the embodiment shown in Figs. 1 to 4 an 

outsole and an insole 2 are cemented together 
as indicated at 3, and a heel or the like tread 4 
is attached to the rear of the outsole. The 
insole is provided along its inner and outer pe 
ripheral margins of its forepart with a pair of 
spaced perforations 5, 6 and 7, 8 (Fig. 3) and 
perforations 0 and at the inner and outer 
margins of its shank portion. The perforations 
5, 6 and 7, 8 are connected by longitudinally ex 
tending grooves 5 and 6, respectively, and the 
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perforations 0 and are connected by a trans 
versely extending groove 8, as shown in Fig. 3. 
A single length of strand material 20 is inter 
laced through the perforations so that its inter 
mediate portion extends along the groove 8, 
then upwardly through perforations O and if, 
along the exposed surface of the insole, then 
downwardly through perforations 6 and 8 to pro 
vide loops 2 and 22, then along grooves 5 and 
6 and finally upwardly through perforations 5 
and 7 to provide free ends which may be strapped 
about the wearer's foot, laced through loops 2 
and 22, crossed beneath the instep, and finally 
strapped in a figure of eight loop and tied about 
the wearer's ankle, as illustrated in Fig. 1. 
The embodiment shown in Figs. 5 to 8 is gen 

erally similar to that shown in Figs. 1 to 4, and 
comprises an outsole 3 secured to an insole 32 
by a line of stitching 33 (Fig. 7) and a heel 
piece 34 is secured in any suitable manner to 
the outsole. In this embodiment the insole 32 
is formed with a plurality of pairs of perfora 
tions 35, 36 which extend along its entire mar 
ginal portions, each pair being connected by a 
longitudinally extending groove 37 formed in the 
under surface of the insole, as in the previously 
described embodiment. A single length of strand 
material 45 is interlaced through the perfora 
tions, extending along each of the grooves 3 
and upwardly through one of the perforations of 
each pair and then downwardly through the 
other perforation, thereby to provide a plurality 
of loops 40. The free end portion of the strand 
may then be strapped about the foot and laced 
through the loops 4 (), as illustrated in Fig. 5; 
but, if desired the intermediate portion of the 
strand at the heel area may be extended up 
wardly to provide an elongate loop 4, which may 
serve as an anchoring member when the ends 
are laced as illustrated in Fig. 6. 

It will be noted that in each of the embodi 
ments herein shown, the Sandal consists essen 
tially of three elements, viz., the insole, outsole 
and lacing Strand, although it is to be understood 
that if desired other elements and various forms 
of embellishment may be employed. An advan 
tageous feature of the invention resides in the 
use of a single length of strand material which 
may be rea?dily adjusted to fit comfortably about 
the wearer's foot, and if desired may be easily 
replaced and another strand substituted, it being 
noted that the construction and arrangement of 
the grooved portions are such as to permit the 
replacement of the lacing strand by the use of a 
conventional lacing needle. 
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While have shown and described different 

desirable embodiments of the invention it is to 
be understood that this disclosure is for the pur 
pose of illustration and that various changes and 
shape in proportion and arrangement of parts, 
as Well as the substitution of equivalent elements, 
may be made without departing from the spirit 
and scopo of the invention as Set forth in the 
appended claims. 

clain: 

1. A sandal or the like article of footwear con 
sisting essentially of insole and outsole mem 
bers secured together, said insole having a pair 
of Spaced perforations at the inner and outer 
margins of its forepart and perforations at the 
inner and Outer margins of its Shank portion, 
and a single length of strand material having its 
intermediate portion extending transversely along 
the under Surface of Said insole and passing up 
Wardly through the perforations at said Shank 
portion, along the outer surface of the forepart, 
through the adjacent perforations of Said pair to 
provide exposed loops projecting upwardly from 
Said insole member, then along the under surface 
of the insole and upwardly through the other per 
forations of said pair to provide free ends which 
may be laced through said loops and about the 
Wearer's foot, said strand material being com 
pletely removable and its interlaced portions con 
Stituting the Sole means by which the strand is 
secured to the insole member and providing the 
Only means through which the free end portions 
of the Strand may be laced so as to secure the 
sandal to the wearer's foot, 

2. A sandal or the like article of footwear con 
sisting eSSentially of insole and outsole members 
Secured together, said insole having a pair of 
Spaced perforations at the inner and outer mar 
gins of its forepart, each pair being connected 
by a longitudinally extending groove formed in 
the under Surface of said insole and perforations 
at the inner and outer margins of its shank por 
tion connected by a transversely extending groove 
formed in the under surface of said insole, and a 
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single length of strand material having its inter 
mediate portion extending along said transversely 
extending groove and passing upwardly through 
the perforations at said shank portion, along the 
Outer Surface of the forepart, through the adja 
cent perforations of Said pair to provide exposed 
loops, then along the longitudinally extending 
grooves at the under Surface of the insole and 
upwardly through the other perforations of said 
pair to provide free ends which may be laced 
through said loops and about the wearer's foot, 
said strand material being completely removable 
and its interlaced portions constituting the sole 
means by which the strand is secured to the in 
Sole member and providing the only means 
through which the free end portions of the strand 
may be laced So as to Secure the sandal to the 
Wearer's foot. 

3. A sandal or the like article of footwear con 
sisting eSSentially of insole and outsole members 
secured together, the insole having a plurality of 
Spaced perforations extending along its mar 
ginal portions, said perforations being arranged 
in pairs and each pair being connected by a groove 
formed in the under surface of the insole, and a 
Single length of strand material having its cen 
tral portion interlaced through said perforations 
with concealed parts extending along said grooves 
and exposed parts extending along the outer sur 
face of Said insole to provide small loops project 
ing upwardly from the outer surface of said in 
Sole, the Outer end portions of Said strand mate 
rial being interlaced through said Small loops 
to provide large foot-embracing loops and free 

35 end portions adapted to extend about the ankle 
of the Wearer's foot, said strand material being 
Completely removable and its interlaced portions 
coinstituting the sole means by which the strand 
is Secured to the insole member and providing 

40 the only means through which the outer end por 
tions may be laced so as to secure the sandal 
to the wearer's foot, 

HARRY BELOTNER. 


