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My invention relates to an improved decorative 
composition, and more particularly, to an in 
proved self-spraying artificial snow formulation. 
For some time "spray snow,' or Self-spraying 

artificial snow has been available commercially, 
particularly as a Christmas season item. In es 
sence, the spray snow is a packaged product 
Which contains a Suitable flocking agent Or ma 
terial suspended, dispersed or dissolved in a pres 
surized normally gaseous propellant, and the 
Snow is sprayed from this package, as desired, 
through a suitably restricted aperture to obtain 
a spraying effect from the release of the pres 
Surized gaseous propellant. As the material is 
thus sprayed, the flocking agent takes the form 
of flocculent snow-like particles which fall upon 
and generally adhere to the article or object be 
ing sprayed. Certain synthetic resins have been 
employed as flocking agents, and the most con 
monly employed propellant has been a Freon gas 
propellant. 

Freons are recognized in the art as a class of 
polyhalogenated lower alkanes used generally as 
refrigerants. Such alkanes have not more than 
two carbon atoms (i. e., methane and ethane) 
and are at least trihalogenated with the lower 
molecular weight halogens (i. e., fluorine and 
chlorine), there being at least one fluorine (F) 
atom and at least one chlorine (Cl) atom in the 
molecule; and these compounds have the form 
ula: 

CinCFY2n-1) 

wherein 72 is an integer from 1 to 2, X is C or F, 
and Y is C, F or H. Examples: trichloromono 
fluoromethane, dichlorodifiuoromethane, chloro 
trifluoromethane, dichloromonofluoro methane, 
difluoromonochloromethane, trichlorotrifluoro 
ethane, dichlorotetrafluoroethane, monochloro 
pentafluoroethane, and chlorodifiuoromethyl me 
thane, which have boiling points ranging from 
about -30 C. to 50 C. 
A "gas propellant' is, of course, a gas under 

the conditions of use; in order to perform its 
function, it is stored under pressure (as a liq 
luid) and released through an orifice to obtain 
the propellant effect (as a gas). The Freon gas 
propellants are thus gases at room temperature. 

It will, of course, be appreciated that the spray 
Snow packaged formulation requires a rather 
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Substantial quantity of the Fredn gas propellant, 
in order to have an effective spraying or pro 
pelling action. On the other hand, the amount 
of the flocking agent used is a comparatively 
Smaller amount, ranging from the minimum 
amount that may be used for practical purposes 
in order to obtain an appreciable quantity of 
SnOW from a given packaged unit to the maximum 
amount which may be used without obtaining a 
concentration. So great that the flocking process 
during Spraying is impeded or effectively de 
stroyed. Heretofore, the most suitable com 
mercially available spray Snow formulations con 
tained about 7% acrylic resins and about 93% 
Freon gas propellant (comprising a mixture of 
three Freons). As will be appreciated, both the 
acrylic resins and the Freon gases are relatively 
expensive. An attempt has been made to reduce 
the cost of the aforementioned formulation, by 
Substituting phenolic resin for about one-half of 
the acrylic resin, but it has been found that this 
formulation has a tendency to undergo bubbling 
instead of flocking when sprayed at a close range. 
In fact, it has generally been necessary hereto 
fore to carry out the spraying operation from a 
distance of at least 36 inches in order to effec 
tively avoid bubbling. This, also, leaves much to 
be desired in connection with self-spraying snow 
formulations. The ingredients used in these 
Commercially available Snow sprays also have a 
very distinct odor which is noticeable during the 
Spraying Operation and which is undesirable for 
many purposes. 

It is, therefore, an important object of the in 
stant invention to provide an improved self 
Spraying artificial snow formulation. 

It is a further object of the instant invention 
to provide a spray snow which flocs without 
bubbling at very close spraying ranges, which has 
a Substantially increased quantity of active or 
Solid ingredients per packaged unit, and/or 
which permits the use of ingredients affording 
better odor control than that heretofore obtain 
able. 

It is a further object of the instant invention 
to provide an improved self-spraying artificial 
Snow-forming composition comprising a higher 
fatty acid as a bulking material, a synthetic resin 
polymer as a flocking agent, a suitable solvent 
therefor, and a volatile polyhalogenated lower 



3 
molecular weight alkane refrigerant, as the gas 
propellant. . . . . . . . . 
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important aspector advantage is that the instant 
formulation permits the use of a higher "solids' Still a further object of the instant invention 

is to provide; an improved composition comprise 
ing 2-15% of a higher fatty acid, 1%-8% of a 
synthetic resin polymer, 10-60% of a solvent 
therefor, and the balance consisting essentially. 
of a polyhalogenated lower alkane, refrigerant, 
said resin being a polyner of an ester having the 
formula: 

wherein one of the radicals RandR is an alkenyl 
radical and the other is an alkyl radical, R has 
not more than 3 carbon atoms, R has not more 

content. This is a very great advantage in most ; ; ; ; ; 
although there are special situations CaSeS, 

Wherein it is more desirable to use low or mini 
inlinn 'Solids' content. Whatever the Solids con- ; ; ; 
tent, the unique synergistic effect obtained by . . . . . 
the use of the fatty acid and resin in combina 
tion embodies the various advantages just men 
tioned, and it permits the use of high solids when 
desired (wherein about 5-15% fatty acid is used). 
In high Solids formulations, the preferred 

range for the fatty acid is about 8-13%, and 
5. 

than 4 carbon atoms, an ester wherein R is un 
saturated has a total of 4 carbon atoms, and an 

the most preferred amount is about 11%. In 
low solids formulations, the preferred range is 
about 3 to 8-10%, and the most preferred amount 
is about 5%. The "overlapping' proportion of 

; : 8-10% between the two preferred proportions 
ester wherein R is unsaturated has a total of 4-8 
carbon atoms. . . . . . . . . . . : ; ; ; ; 2) 

3 A more specific object of the instant invention : 
is to provide an improved focculent sprayed coat 
ing of artificial snow consisting essentially of 2-15 
parts of stearic acid, and 1%-8% parts of poly 
methylmethacrylate resin or polyvinylacetate 
resin; and an improved composition adapted to 
be sprayed by gas propulsion to form such coat 
ling, which consists essentially of the ingredients 
of said coating intimately dispersed in 10-60 
parts of a Suitable solvent. . . . . . . . . . . . 

3 Other and further objects, advantages, and 
features of my invention will become apparent 
to those skilled in the art from the following de 

, tailed disclosure of preferred embodiments there 
of. : : * : * : * S X 

My invention consists in an improved self 
spraying artificial snow-forming composition 
comprising a higher fatty acid as a bulking mater 

stantially or wholly inoperative. The resins of 

represents the most preferred proportion in com 
positions wherein neither extreme of the solids 
contents is desired, although it is still appreciably 
above the solids contents heretofore used. . . . . . . . . . . 
As the resin component, or flocking agent, I 

have found certain synthetic resin polymers to 
be particularly suitable, whereas others are sub 

the invention are polymers of an ester having 
the formula: 

wherein One of the radicals R and R is an as 
kenyl radical and the other is an alkyl radical, 

35 

an ester wherein R, is unsaturated has a total of 

rial, a synthetic resin polymer as a flocking agent, 
a suitable solvent therefor, and a volatile poly 
halogenated low molecular weight alkane refrig 
erant as the propellant, said resin being a polymer 
of an ester having the formula: 

O 

R-8-0-R 
wherein one of the radicals R and R is an al 
kenyl radical and the other is an alkyl radical, 
R has not more than 3 carbon atoms, R has not 
more than 4 carbon atoms, an ester wherein R' 
is unsaturated has a total of 4 carbon atons, 
and an ester wherein R is unsaturated has a 
total of 4-8 carbon atoms. 
As a bulking agent or material for my Con 

position I have found the higher fatty acids 
(i. e., C12-C18) to be uniquely superior. Such 
acids include lauric, myristic, palmitic, Stearic, 
oleic, etc., and the most preferred of these is 
stearic, which gives definitely Superior results. 
The bulking agent is used, as its function indi 
cates, to replace or supplement a portion of the 
resin content and for this purpose, it may be 
used in amounts ranging from about 2% to about 
15% of the composition. (As used herein, the 
term '7%,' 'per cent' and “parts' mean per 
cent and parts by weight unless otherwise Speci 
fied.) Actually, there are a number of distinct 
advantages provided by the instant formulation 
and these include improved spraying perform 
ance (particularly by resistance to "bubbling' at 
close ranges), a 'whiter' Snow product, a "fluf 
fier' snow product, and an improved Odor dur 
ing spraying (particularly by the 'masking' 
effect of the Stearic acid upon the somewhat 
acrid acrylic acid odor). Another particularly 
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R has not more than 3 carbon atoms, R. has not 
more than 4 carbonatoms, an ester wherein R' 
is unsaturated has a total of 4 carbon atoms, and 

4-8 carbon atoms. 
; : Referring to the above definition, it will be 
Seen that the ester is vinylacetate, wherein R is 
unsaturated and the total number of carbon 
atoms is consequently four. If R is unsaturated, 
then the radical 

O 

R-- 
may be methacrylyl or acryly, and the radical 
-O-R may be methoxy, ethoxy, propoxy or 
butoxy, R' being an alkyl radical having not 
more than 4 carbon atoms. Such esters include 
methylmethacrylate and methylacrylate, ethyl 
methacrylate and ethylacrylate, propylmeth 
acrylate and so on up to butylmethacrylate. 
Methylacrylate has a total of four carbon atoms 
and butylmethacrylate has a total of eight car 
bon atoms. Of course, mixtures and copolymers 
may be used. The acrylic polymers just referred 
to may be defined as polymers of an ester having 
the following formula: 

wherein X is an alkenyl radical having not more 
than 3 carbon atoms and not more than 2 carbon 
atoms in a chain, and X is an alkyl radical hav 
ing not more than 4 carbon atoms. The most 
preferred of the acrylic polymers is polymethyl 
methacrylate resin. 
The flocking agent or resin is used, as its 

function indicates, in combination with the bulk 
ing agent to effectively cause suitable flocking of 
the combined ingredients so as to simulate the 
texture of Snow. Again, high, low or medium 
solids content formulations may be employed. In 
general, the flocking agent is used in amounts 
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ranging from about 1% to about 8%% of the 
composition, and in the high solids formulation, 
it is used in the range 2%-8%% and preferably 
about 5–7%. Using the most preferred resins, 
such as polymethylmethacrylate and polyvinyl 
acetate, and the preferred amounts of the bulk 
ing agent for the high solids formulation, it has 
been found that about 6% resin gives superior 
results. 
In the low solids formulation, the preferred 

amount of resin is about 2-5% and most pref 
erably 3%. In a medium solids formulation, 
about 4-5% is most preferred. 
The solvent is used in the instant sprayable 

composition so as to obtain an intimate mixture 
or dispersion of the Solid ingredients, namely, the 
resin and the bulking agent, so that Such ingredi 
ents may be effectively borne by the gas propel 
lant on to the article to be covered with the re 
Sulting Snow-like flocculent product. Preferably, 
the solvent is sufficiently active to effect complete 
Solution of both the solid ingredients, and the 
solvent is, of course, used in an amount sufficient 
to accomplish the complete dissolving of such in 
gredients, so as to provide a single liquid phase 
which is to be gas-propelled to form the spray. 
In this single liquid phase, the propellant is, of 
Course, dissolved and the solvent plus the pro 
pellant which is miscible therewith should be 
capable of dissolving entirely the Solids content. 
Such a solvent may be chlorinated hydrocarbon, 
an ester, an aromatic hydrocarbon, a ketone 
or even water in some cases. The Selection of the 
most Suitable solvent is, in most instances, within 
the skill of the art, since the Solvents for these 
resins (and fatty acids) are known. Most pref 
erably a volatile Solvent, such as acetone, may 
be used, if no fire hazard is involved, and meth 
ylene chloride, and/or a non-propellant liquid 
Freon, such as Freon-11 (trichloromonofluoro 
methane) may be preferred otherwise. The 
amount of Solvent used may range from about 
10% to about 60% of the Composition, and about 
10-40% is the range for high Solids formulations. 
The preferred ranges are about 25-30% in a high 
solids formulation, about 30-45% in a medium. 
solids formulation, and about 40-50% in a low 
solids formulation. 
The instant combination of a bulking agent 

and a flocking resin, intimately dispersed or dis 
solved in the solvent, is uniquely adapted to be 
sprayed by suitable gas propulsion to form a syn 
thetic Snow coating, which coating ultimately 
consists of only the fatty acid bulking agent and 
the flocking resin, Since the solvent will be lost, 
by evaporation. The final coating has distinctly 
superior fluffy, white snow-like texture, and may 
be obtained in the Substantial absence of imper 
fections resulting from bubbling, even if spray 
ing is carried out from a very close range. 
The gas propellant employed is, of course, a 

Freon refrigerant of the type hereinbefore de 
scribed. Most preferably, it is one of the par 
ticularly volatile or low boiling Freons, such as 
dichlorodifiuoromethane (Freon-12) Which has a 
boiling point of -28°C. It will also be noted that 
a very substantial portion of the spraying con 
position consists of the bulking material, the 
flocking agent and the solvent, so that a Sub 
stantially smaller proportion of the gas propel 
lant need be used in the instant composition. 
Also, the instant composition contains, if desired, 
at least about twice as much active material, 
which will ultimately result in snow-particle 
formation, as those heretofore used. 
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6 N 
An example of a preferred high solids formula 

tion for use in the instant invention is as follows: 
11% bulking agent-stearic acid 
6% flocking agent - polymethylmethacrylate 

resin 
28% solvent-acetOne 
55% propellant-dichlorodifiuoromethane 
The above formulation was suitably packaged 

and Snow spraying therewith, even a close range 
of less than 18 inches, resulted in excellent flock 
ing with no bubbling. Substantially, the same 
results were obtained using polyvinylacetate resin 
in place of the polymethylmethacrylate resin in 
the above formulation. 
Other formulations which are particularly use 

ful in the practice of the invention include: 

Amount Range 

Low Solids: Percent Percent 
(A) Stearic acid--------------------------- 5 3-10 

Acrylic resin ------------------------ 3 2-5 
Freon-i- - 46 40-50 
Freon-12---- - 46 Rem. 

(3) Stearic acid- 5 3-10 
Acrylic resin ------ - - - 3. 2-5 
Methylene chloride------------------- 46 40-50 
Freon-12-------------- 46 Ren. 

Medium Solids: 
(C) Stearic acid--------------------------- 9 8-0 

Acrylic resin ------------------------ 4. 4-5 
Methylene chloride------------------- 31 25-35 
Freon-1l-- 6 0-10 
Freon-12. 50 Rem. 

(D) Stearic aci - 9. 8-10 
Acrylic resin ------ 4. 4-5 
Methylene chloride------------------- 37 30-45 
Freon-12------------ - 50 Rem. 

(E) Stearic acid.----------- - 8 8-10 
Polyvinylacetate resin 5 4-5 
Styne chloride--- - 30 30-45 
Freon-12.----------------------------- 57 Ren. 

High Slils: 
(F) Stearic acid--------------------------- 1. 8-13 

Acrylic resin ------------------------ 6 5 
Methylene chloride- - - - 28 25-30 
Freon-12------------------------------ 55 Rem. 

Acrylic resin: "B-72 Acrylic' (Rohn and Haas) or “Lucite 46' 
(Du Pont)-polymethylmethacrylate. 

Using each of the foregoing formulations, ex 
cellent results are obtained in the spraying oper 
ation and in the resulting snow product. 

It will thus be seen that the instant inven 
tion permits the use of as much as two and one 
half times more active ingredients than were 
used heretofore in Snow sprays, and the instant 
invention permits the use of approximately one 
half as much Freon than was used heretofore 
in commercial formulations. In addition, a very 
substantial amount of the active ingredients con 
sists of a relatively inexpensive fatty acid, stearic 
acid, which is substantially less expensive than 
the acrylic resin. The instant bullring agent, 
unlike phenolic resins heretofore suggested, ma 
terially assists in the flocking operation by suit 
able cooperation with the focking resin, and in 
no Way impairs the flocking process or causes 
bubbling or other undesirable phenomenon. Also, 
the presence of a substantial amount of a sol 
went which may be selected on the basis of its 
characteristic odor, or lack thereof, is present 
in the instant formulation so as to reduce ap 
preciably the odor ordinarily accompanying 
Snow Spraying operations. 

It will be understood that modifications and 
variations may be effected without departing 
from the Scope of the novel concepts of the 
present invention. 
This is a continuation-in-part of my applica 

tion Serial No. 318,953, filed November 5, 1952, 
entitled "Self-Spraying Coating." 
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1 claim as my invention: 
1. A composition comprising 5-15% of a 

C1-C1s fatty acid, 2%-8%% of a synthetic resin 
polymer, 10-40% of a solvent for the acid and 
the resin, and the balance consisting essentially 
of a polyhalogenated lower alkane refrigerant 
propellant, said resin being a polymer of an ester 
selected from the group consisting of vinyl 
acetate and an ester having the formula: 

wherein X is a C-C3 alkenyl radical having ng 
more than 2 carbon atoms in a chain and K 
is a C1-C4 alkyl radical. 

2. A composition comprising 8-13% of a Cia-C18 
fatty acid, 5.7% of a synthetic resin polyner, 
25-30% of a solvent for the acid and the resin, 
and the balance consisting essentially of a poly 
halogenated lower alkane refrigerant propellant, 
said resin being a polymer of an ester Selected 
from the group consisting of vinyl acetate and 
an ester having the formula: 

wherein X is a C-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X 
is a C1-C4 alkyl radical. 

3. A composition comprising 11% of a C12-C18 
fatty acid, 6% of a synthetic resin polymer, 
25-30% of a solvent for the acid and the resin, 
and the balance consisting essentially of a poly 
halogenated lower alkane refrigerant propellant, 
said resin being a polymer of an ester selected 
from the group consisting of vinyl acetate and 
an ester having the formula: 

wherein X is a C-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X" 
is a C1-C4 alkyl radical. 

4. A composition comprising 5-15% of a C12-C18 
fatty acid, 2%-8%% of polyvinylacetate resin 
as a flocking agent, 10-40% of a solvent for the 
acid and the resin, and the balance consisting 
essentially of a polyhologenated lower alkane re 
frigerant propellant. 

5. A composition comprising 5-15% of a C12-C18 
fatty acid, 2%-8%% of polymethylmethacrylate 
resin as a flocking agent, 10-40% of a solvent 
for the acid and the resin, and the balance con 
sisting essentially of a polyhalogenated lower 
alkane refrigerant propellant. 

6. A composition comprising 5-15% of stearic 
acid as a bulking agent, 2%-8%% of a synthetic 
resin polymer, 10-40% of a solvent for the acid 
and the resin, and the balance consisting es 
sentially of a polyhalogenated lower alkane re 
frigerant propellant, said resin being a polymer 
of an ester selected from the group consisting 
of vinyl acetate and an ester having the formula: 

wherein X is a C-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X is 
a C1-C4 alkyl radical. 

7. A composition comprising 5-15% of stearic 
acid as a bulking agent, 2%-8%% of polymeth 
ylmethacrylate resin as a flocking agent, 10-40% 
of a solvent therefor, and the balance consist 
ing essentially of the dichlorodifluoromethane 
propellant, the solvent being a solvent for the 
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8 
acid and the resin, and forming a one-phase 
liquid system with the propellant in the compo 
Sition. 

8. A self-spraying artificial snow-forming 
composition comprising 8-13% of a C12-C1s fatty 
acid as a bulking agent, 5–7% of a synthetic 
resin polymer as a flocking agent, a Suitable vola 
tile solvent therefrom, and a volatile polyhalo 
genated low molecular weight alkane refrigerant 
as a propellant, said resin being a polymer of an 
ester selected from the group consisting of vinyl 
acetate and an ester having the formula: 

O 

X-6-0-x 
wherein X is a C-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X’ 
is a C1-C4 alkyl radical, the solvent being a sol 
vent for the acid and the resin, and forming a 
one-phase liquid System with the propellant in 
the composition. 

9. A composition as claimed in claim 8 where 
in the bulking agent is stearic acid, the flock 
ing agent is polymethylmethacrylate resin and . 
the propellant is dichlorodifluoromethane. 

10. A composition as claimed in claim 8 where 
in the bulking agent is stearic acid, the flocking 
agent is polyvinylacetate resin and the pro 
pellant is dichlorodifluoromethane. 

ll. A composition as claimed in claim 8 where 
in the bulking agent is Stearic acid, the flocking 
agent is polymethylmethacrylate resin, the Sol 
vent is acetone, and the propellant is dichloro 
difluoromethane. 

12. A composition as claimed in claim 8 where 
in the bulking agent is stearic acid, the flocking 
agent is pclymethylmethacrylate resin, the Sol 
vent is methylene chloride, and the propellant 
is dichlorodifluoromethane. 

13. A self-spraying artificial Snow-forming 
Composition having the following formulation: 
11% stearic acid, 6% polymethylmethacrylate 
resin, 28% acetone, and 55% dichlorodifluoro 
methane. 

14. A self-spraying artificial Snow-forming 
composition having the following formulation: 
11% stearic acid, 6% polymethylmethacrylate 
resin, 28% methylene chloride, and 55% di 
chlorodifluoromethane. 

15. A self-spraying artificial Snow-forming 
Composition having the following formulation: 
5%, stearic acid, 3% polymethylmethacrylate 
resin, 46% trichloromonofluoromethane, and 
46% dichlorodifluoromethane. 

16. A Self-spraying artificial Snow-forming 
composition having the following formulation: 
9% stearic acid, 4% polymethylmethacrylate 
resin, 31% methylene chloride, 6% trichloro 
monofluoromethane, and 50% dichlorodifluoro 
nethane. 

17. A Composition comprising 2-15% of a 
C1-C18 acid, 1%-8%% of a synthetic resin 
polymer, 10-60% of a solvent for the acid and 
the resin, and the balance consisting essentially 
of a polyhalogenated lower alkane refrigerant 
propellant, said resin being a polymer of an 
ester Selected from the group consisting of vinyl 
acetate and an ester having the formula: 

Wherein X is a C2-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X’ is 
a C1-C4 alkyl radical. 

18. A composition comprising 3-10% of a 
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C1-C1s fatty acid, 2-5% of a synthetic resin 
polymer, 40-50% of a solvent for the acid and 
the resin, and the balance consisting essentially 
of a polyhalogenatcd lower alkane refrigerant 
propellant, Said resin being a polymer of an 
ester selected from the group consisting of vinyl 
acetate and an ester having the formula: 

O 

x--o-x 
wherein X is a C-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X’ is 
a C1-C4 alkyl radical. 

19. A composition comprising 5% of a C12-C:8 
fatty acid, 3% of a synthetic resin polymer, 
40-50% of a solvent for the acid and the resin, 
and the balance consisting essentially of a poly 
halogenated lower alkane refrigerant propellant, 
Said resin being a polymer of an ester selected 
from the group consisting of vinyl acetate and 
an ester having the formula: 

O 

X--0 -X 
wherein X is a C-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X' 
is a C1-C4 alkyl radical. 

20. A composition comprising 3-10% of a 
C12-C18 fatty acid, 25% of a polymethylmeth 
acrylate resin as a flocking agent, 40-50% of a 
Solvent for the acid and the resin, and the bal 
ance consisting essentially of a polyhalogenated 
lower alkane refrigerant propellant. 

21. A composition comprising 8-10% of a C12 
C18 fatty acid, 4-5% of polymethylmethacrylate 
resin as a flocking agent, 30-45% of a solvent for 
the acid and the resin, and the balanc2 consist 
ing essentially of a polyhalogenated lower alkane 
refrigerant propellant. 

22. A composition comprising 2-15% of stearic 
acid as a bulking agent, 1%-8%% of a synthetic 
resin polymer, 10-60% of a solvent for the acid 
and the resin, and the balance consisting essen 
tially of a polyhalogenated lower alkane refrig 
erant, said resin being a polymer of an ester 
selected from the group consisting of vinyl ace 
tate and an ester having the formula: 

wherein X is a Ca-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X’ 
is a C1-C4 alkyl radical. 

23. A composition comprising 2-15% of stearic 
acid as a bulking agent, 1%-8%% of polymeth 
acrylate resin as a flocking agent, 10-60% of a 
solvent therefor, and the balance consisting es 
sentially of dichlorodifiuoromethane propellant, 
the solvent being a solvent for the acid and the 
resin, and forming a one-phase liquid system with 
the propellant in the composition. 

O 
24. A self-spraying artificial snow-forming 

composition comprising 3-10% of C12-C18 fatty 
acid as a bulking agent, 2-5% of synthetic resin 
polymer as a flocking agent, a suitable volatile 

5 solvent therefor, and a volatile polyhalogenated 
low molecular weight alkane refrigerant as a 
propellant, said resin being a polymer of an ester 
Selected from the group consisting of vinyl ace 
tate and an ester having the formula: 

0. O 

x-i-o-x 
wherein X is a C-C3 alkenyl radical having not 
more than 2 carbon atoms in a chain and X’ is a 
C1-C4 alkyl radical, the solvent being a solvent 
for the acid and the resin, and forming a one 
phase liquid system with the propellant in the 
composition. 

25. A composition as claimed in claim 24 
wherein the bulking agent is stearic acid, the 
flocking agent is polymethylmethacrylate resin 
and the propellant is dichlorodifluoromethane. 

26. A composition as claimed in claim 24 
wherein the bulking agent is stearic acid, the 
flocking agent is polyvinylacetate resin and the 
propellant is dichlorodifluoromethane. 

27. A composition as claimed in claim 24 
wherein the bulking agent is stearic acid, the 
flocking agent is polymethylmethacrylate resin, 
the solvent is trichloromonofluoromethane, and 
the propellant is dichlorodifluoromethane. 

28. A self-spraying artificial snow-forming 
composition comprising 8-10% of a C12-C1s fatty 
acid as a bulking agent, 4-5% of a synthetic resin 
polymer as a flocking agent, a suitable volatile 
Solvent therefor, and a volatile polyhalogenated 
low molecular weight alkane refrigerant as a 
propellant, said resin being a polymer of an ester 
selected from the group consisting of vinyl ace 

40 tate and an ester having the formula: 
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O 

X--0-x 
wherein X is a C-C3 alkenyl radical having not 

45 more than 2 carbon atoms in a chain and X’ is a 
C1-C4 alkyl radical, the solvent being a solvent 
for the acid and the resin, and forming a one 
phase liquid system with the propellant in the 
composition. 

29. A composition as claimed in claim 28 
wherein the bulking agent is stearic acid, the 
flocking agent is polymethylmethacrylate resin 
and the propellant is dichlorodifiuoromethane. 

30. A composition as claimed in claim 28 
55 wherein the bulking agent is stearic acid, the 

flocking agent is polymethylmethacrylate resin, 
the solvent is methylene chloride, and the pro 
pellant is dichlorodifiuoromethane, 
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