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To all, whom it may concern: the thimble to screw into the socket, a flange, 3o 
Beit known that I, WILLIAM CARR, of the C, being formed on the thimble, above the 

city of St. Louis, in the State of Missouri, 
have invented a certain new and useful im 

5 provement in means for concealing the upper 
end of the needle-barprotruding from the top 
of the head of sewing-machines, of which the following is a specification. 
My improvement consistsina thimble, which 

Io I place over the top of the needle-bar, and se 
cure in any suitable manner to the top of the 
sewing-machinehead. This thimbleisintend 
led for sewing-machines already in use, as well 
as others. ... " 

I5 In order that my invention may be fully un 
derstood, I will proceed to describe it with 
reference to the accompanying drawings, in 
which Figure 1 is a side elevation, showing my 

2O thimble applied to a sewing-machine head. 
Fig. 2 is a vertical section thereof. 
A represents the arm of a sewing-machine, 

B the head, and D the needle-bar. Secured 
to the head is my sleeve or thimble C, which 

25 conceals the upper end of the needle-bar from 
view. I prefer to attach this sleeve orthimble 
by forming a shallow screw-threaded socket, 
B, around the needle-bar in the top of the 
head, and a screw-threaded lower end, C, on 

screw-thread, to rest on the head. The thim 
ble has a perforation, C, preferably to allow 
air to enter and be discharged freely as the 
needle-bar works up or down. 

Having thus described my invention, the 
following is what I claim as new therein and 
desire to secure by Letters Patent: - 

1. The combination, with the sewing-ma 
chine head and a needle-bar to work through 4o 
the top of the head, of a thimble, C, located 

35. 

on the top of the head, over the needle-bar, to 
conceal the upper end of the latter from view, 
and having a flange, C, resting on the head, 
and an air-hole, C, to permit the air to pass 45 
in and out of the thimble when the needle-bar 
is reciprocated, as set forth. 

2. The combination, with a sewing-machine 
head and a needle-bar to work through the 
top of the head, of a thimble, C, having flange 5o 
C, air-hole C, and screw-thread C, the said 
thimble forming a cover to conceal the upper 
end of the needle-bar, as set forth. 

WILLIAM CARR. 
In presence of - 

SAML KNIGHT, 
GEO. H. KNIGHT. 

  

  

  

  

  

  

  


