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To all whom it may concern: 
Be it known that I, HERMAN NEUBERT, of 

Ironton, in the county of Lawrence and State 
of Ohio, have invented a new and useful Im 
provement in Corn-Sheller, of which the fol 
lowing is a specification: 

Figure 1 is a top view of my improved corn 
sheller, partly in section, through the line a 
a, Fig. 2, to show the construction. Fig. 2 is 
a front view of the same. 
Similar letters of reference indicate corre 

sponding parts. 
The invention consists in the novel construc 

tion of the shelling head or devices, as will be 
hereinafter more fully described, and then 
pointed out in the claim. 
A is a shaft, to the rear end of which is at 

tached a crank, B. The forward part of the 
shaft A is divided into four branches, to the 
outer ends of which is attached a ring-plate, 
C. Upon the inner edge of the ring-plate C 
are formed, or to it are attached, four projec 
tions or knives, D, the edges of which are in 
clined, and which are bent into such a shape 
that their said edges may rest upon the ear 
diagonally. 
To the branches of the shaft A, at a little 

distance from their ends, is attached a ring 
plate, E, upon the inner edge of which are 
formed lugs F. The lugs F are bent forward 

at right angles to extend along the ear longi. 
tudinally. The outer edge of the plate E is 
concaved between the branches of the shaft 
A to form openings for the escape of the ker 
nels. 
To the branches of the shaft A, between the plates C and E, is secured a short tube, G, hav. 

ing the same diameter as the outer edge of the 
ring-plate C. The tube G is designed to keep the 
kernels from scattering as they are removed 
from the cob by the knives D and lugs F. The 
shaft A is designed to revolve in bearings at 
tached to a short board, the ends of which are 
designed to be laid upon chairs when using the 
machine, and which should have short cross 
boards attached to its ends to prevent it from 
turning. 

Having thus described my invention, I 
claim as new and desire to secure by Letters 
Patent 
The combination of the ring-plate C, pro 

vided with the knives D, the ring-plate E, 
having lugs F and an outer concaved edge, 
and the short tube G, with the revolving 
shaft A, substantially as and for the purpose 
set forth. 

HERMAN NEUBERT, 
Witnesses: 

JACOB SEIDINGER, 
LEO EHERT. 


