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This invention relates to improvements in 
fastening devices and has particular reference to 
a garter grip. 
An object of the invention is to provide an im 

proved grip of simple and practical construction 
Wherein the elements thereof are easily and 
quickly assembled and the tab securely affixed to 
the loop member in a manner which will produce a 
Substantially flat and thin grip of neat appear 
an Ce. 
The above and other objects will appear more 

clearly from the following detailed description 
When taken in connection with the accompany 
ing drawing which illustrates a preferred embodi 
Inent Of the inventive idea. 

In the drawing: 
Figure 1 is a front elevation, partly broken a Way 

and shown in section, of a garter grip constructed 
in accordance with the invention. 

Figure 2 is an edge elevation thereof, the dotted 
lines illustrating a position the tab Of the grip 
may assume when the latter is opened. 

Figure 3 is a plan view of the loop member of 
the grip. 

Figure 4 is a perspective view of the tab thereof 
together with the sleeve-like connecting member 
utilized to attach the tab to the loop member. 

Figure 5 is a section on the line 5-5 of Figure 
1, and Figure 6 is a section on the line 6-6 of Figure 1. 
As shown in the drawing, the grip comprises 

three elements, namely, the loop member 7, the 
tab 8 and the sleeve-like or tubular member 9 
utilized to connect the tab to the loop member. 
The member 7 may be stamped from a Suitable 

material such as metal, and the upper portion 
thereof comprises a transverse bar 0 about which 
is looped a supporting strip indicated in dotted 
lines in Figure 1 which is adapted to Suspend the 
grip from a corset or other garment. Below the 
bar 0 and spaced therefrom the member 7 is 
formed with a pair of inwardly projecting Op 
posed lugs 2 with contiguous limiting shoulders 
3, the purpose of which will presently appear. 
The tab. 8 is made of any desirable soft mate 

rial such as rubber or a fabric and is provided 
adjacent its lower end with a button 4 project 
ing from one surface thereof with its outer edge 
spaced from said surface so as to receive the re 
stricted lower end 5 of the loop member 7 when 
the grip is attached to a stocking or the like. The 
upper edge of the tab 8 is provided with an en 
largement 6, preferably rounded in cross Section, 

55 
and extending transversely of the Width of Said 
tab, 

(Cl. 24-245) 
The member 9, which is in the form of an open 

ended sleeve or tube is of greater length than 
the enlargement 6 and is split longitudinally as 
indicated at 7 so that said enlargement may be 
inserted laterally into said sleeve with the por 
tion of the tab 8 contiguous to said enlargement 
projecting through said split. The size of the 
enlargement 6 and the interior diameter of the 
sleeve 9 is such that the enlargement will Snugly 
but loosely engage therein before the aSSembly 
operation of the various elements of the grip is 
completed. 

After the enlargement has been inserted into 
the sleeve and centered therein With the ends of 
the enlargement spaced from the ends of the 
sleeve, the latter is connected to the loop mem 
ber 7 by inserting the lugs 2 thereof into the 
ends of said sleeve through the ends of the Split 
7, the length of the sleeve being such that 

it will be disposed between the shoulders 3 
which will contact the ends of the sleeve to there 
by limit any lateral shifting movement thereof. 
When in position, the enlargement 6 is disposed 
between the lugs 2 and the assembled device is 
then placed in a press which will operate to con 
strict the sleeve 9 and thus cause the edges of its 
split 7 to clamp against the tab 8 to secure it 
in position. Also the ends of said Split edges 
which extend beyond the edges of the tab are 
crimped together as indicated at 8 so as to be 
closed, or partially closed, about the lugs 2. So 
that accidental detachment of the sleeve from 
the loop member will be prevented. 

It is obvious from the foregoing description 
that the connection between the tab 8 and the 
loop member 7 provides for a free Swinging or 
pivotal movement between said elements as in 
dicated in Figure 2 of the drawing and that 
when the two elements are in cooperative grip 
ping position the same will form a substantially 
flat structure and the tab Will present a smooth 
surface to the body of the Wearer. 
What is claimed is: 
1. In a garter grip, a loop member, a tab, 

a split sleeve enclosing a portion of the tab with 
an adjacent portion thereof projecting through 
the split in said sleeve, the edges of said Split 
being clamped against said projecting portion 
and the ends of said edges being crimped together 
to close the split in said sleeve, and means on 
said loop member for supporting said sleeve 
thereon. 2. In a garter grip, a loop member, a tab, a 
split sleeve of greater length than the width of 
said tab, said sleeve enclosing a portion of the 
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tab with an adjacent portion thereof project 
ing through the split in said sleeve, the edges 
of said split being clamped against said project 
ing portion and the ends of said edges beyond the 
adjacent edges of said tab being crimped to 
gether to close the split in said sleeve to there 
by prevent lateral shifting of said tab relative 
to said sleeve, and means to support said sleeve 
on said loop member. 

3. In a garter grip, a loop member, a tab, a 
split sleeve enclosing a portion of said tab with 
an adjacent portion thereof projecting through 
the split in said sleeve, the edges of said split 
being clamped against said projecting portion 
and the ends of said edges being crimped to 
gether to close the split in said sleeve, and in 
wardly projecting opposed lugs formed on said 
loop member and extending into the ends of 
said sleeve to support the latter on said member. 

4. In a garter grip, a loop member having in 
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Wardly projecting opposed lugs and limiting 
shoulders contiguous thereto, a sleeve Supported 
by said lugs and engaging said shoulders to limit 
lateral shifting of the sleeve relative to said loop 
member, and a tab Supported by said sleeve in 
cooperative relation to said loop member. 

5. In a garter grip, a loop member having in 
Wardly projecting opposed lugs and limiting 
shoulders contiguous thereto, a tab, a split sleeve 
supported by said lugs and engaging said shoul 
diers to limit lateral shifting of the sleeve rela 
tive to said loop member, said sleeve enclosing 
a portion of said tab with an adjacent portion 
of the latter projecting through the split in said 
sleeve, and the edges of said split being clamped 
against said projecting portion and the ends of 
Said edges being crimped together to close the 
Split in Said Sleeve. 

OUIS ROCKE. 
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