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To all whom it may concern: 
Beit known that I, ROBERTDAVIS, a citizen 

of the United States, residing at Modesto, in 
the county of Stanislaus and State of Califor 
nia, have invented a new and useful Combined 
Wash-Bench and Wringer, of which the fol 

O 

lowing is a specification. 
The invention relates to improvements in 

a combined wash-bench and wringer. 
The object of the present invention is to 

provide a simple and inexpensive combined 
wash-bench and Wringer and means for hand 
ling tubs, whereby the same may be readily 
brought at either side of the wringer. 
The invention consists in the construction 

and novel combination and arrangement of 
parts hereinafter fully described, illustrated 
in the accompanying dra Wings, and pointed 
out in the claims hereto appended. 

In the drawings, Figure 1 is a perspective 
view of a combined wash-bench and wringer 
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constructed in accordance with this invention. 
Fig.2 is a vertical longitudinal sectional view. 
Fig. 3 is a transverse sectional view. 
Referring to the accompanying drawings, 1 

1 designate pairs of inclined standards hav 
ing their upper ends connected by a top bar 2 
supporting intermediate of its ends a bench 
frame 3, upon which slides a tub-frame 4, 
adapted to be moved longitudinally to bring 
tubs 5 and 6 on either side of a Wringer 7, Sus 
pended from the top bar 2. The bench-frame 
3 is composed of side bars 8, secured to the in 
ner faces of the inclined standards, and end 
bars 9, arranged at the ends of the side bars 
8 and secured to them, and the said side bars 
8 form tracks for rollers 10, arranged on the 
side bars 11 of the tub-frame 4. The tub 
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frame 4, which is adapted to move longitudi 
nally on the bench-frame to carry a tub from 
one side of the wringer to the other, is com 
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posed of the said side bars 11, end bars 12, 
connecting the side bars at the ends of the 
frame, and intermediate cross-bars. 13, con 
necting the side bars at points between the 
end bars. . . 
The wringer 7 has its side bars 14 suspend 

ed from the top bar 2 and is provided with 
the usual stationary lower roller 15, mounted 

ing the inclined standards 1 at one side of 
the bench, and the shaft 16 is extended and 
formed into a crank-handle 18, by which the 
Wringer is operated. Arranged above the 
lower roller 15 is a vertically-movable roller 
19, which is journaled in bearing-blocks 20, 
sliding in longitudinal openings of the side 
bars 14, and the bearing-blocks 20 are engaged 
by the ends of a spring 21, which is adapted 
to hold the rollers in contact with each other 
and which has its ends arranged in the lon. 
gitudinal openings of the side bars 14 and 
which is centrally connected with a supple 
mental spring 22 by a rod 23, arranged in a 
vertical opening of the top bar 2 and having 
its ends connected to said springs. The spring 
22, which is secured to the upper end of the 
rod 23, is arranged above the top bar 2 and 
has its ends provided with perforations 24 to 
receive threaded pins 25, which are engaged 
by the thumb-nuts 26, bearing against the 
upper face of the spring and adapted to force 
the same downward and increase the pressure 
on the bearing-blocks 20. The lower ead of 
the wringer is arranged just above the upper 
edges of the tubs to permit the latter to move 
freely under it, and it is provided with a di 
vision-board 27, secured to the side bars 14 
and arranged below the rollers to prevent 
water during the Wringing splashing into the 
tub in which the clothing operated upon is 
placed. 

It will be seen that the combined wringer 
and wash-bench is simple, strong, and dura 
ble, and that means are provided whereby a 
tub may be readily moved from one side of 
the wringer to the other. 
What I claim is 
1. In a Washing apparatus, the combination 

of the standards, the bench-frame supported 
by the standards and having its side bars 
forming tracks, and the tub-carrying frame 
mounted on the bench-frame and provided 
with rollers arranged upon said tracks and 
adapted to be moved longitudinally to carry 
a tub from one end of the bench-frame to the 
other, substantially as described. 

2. In a washing apparatus, the combination 
of the inclined standards, the top bar connect 

upon a shaft 16, journaled in the side bars of ing the standards, the bench-frame secured 
the wringer and in a cross-piece 17, connect- to the standards, the Wringer suspended from 
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the top bar 2, and the tub-frame provided 
with rollers arranged upon the bench-frame, 
substantially as described. 

3. In a washing apparatus, the combination 
5 of the standards, the top bar connecting the 

standards, the bench-frame secured to the 
standards, the sliding tub-frame, the wringer 
suspended from the top bar and provided 
with a division-board arranged below the roll 

Io ers of the wringer and adapted to prevent the 

water of one tub splashing into another, sub 
stantially as described. 
In testimony that I claim the foregoing as 

my own I have hereto affixed my signature in 
presence of two witness 

Witnesses: 
H. L. JEFFRESS, 
JNO. B. ZIMDARO. 

0S. 

ROBERT DAWIS. 

  


