
(No Model.) 
A. R. MERRELL. 

CAN WATERING MACHINE, 
No. 312,648, Patented Feb. 24, 1885. 

A 

2 

a2 
a. ar 

S S S S 
S s S. S. 
S s w 
S S 
S S 
S S S S 

: His N S S.E.Y.S. 
S 
S: 
S. 
S. S. 
S. S 
2 

  

  

  



UNITED STATES PATENT OFFICE. 
ALBERT R. MERRELL OF MARSHALLTOWN, IOWA. 

CAN-WATERING MACHINE. 
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To al?, whon, it inval/ concern: 
Beit known that I, ALBERT R. MERRELL, 

a citizen of the United States, and a resident 
of Marshalltown, in the county of Marshall and 

5 State of Iowa, have invented a new and useful 
Can-Watering Machine, of which the follow 
ing is a specification. - 
My invention relates to improvements 

canning fruits and vegetables. 
Heretofore it has been customary to place 

by hand a certain amount of water in the can, 
to be used before introducing the fruit or veg 
etables to be preserved. My object is to pro 
vide a machine which shall accomplish this 
result. 
My invention consists in the construction 

and combination of a table, upright standards, 
a force-pump, a plunger, a feed-pipe, and suit 
able shafting and other devices to communi 
cate motion. It is fully illustrated by the ac 
companying drawings, in which the same let 
ters refer to the same parts throughout. 

Figurel is a top view of my machine. Fig. 
2 is a side view illustrating its practical oper 
ation. Fig. 3 is a sectional view of the force 
pump, and Fig. 4 is a sectional view of the 
cross-head. 
A is a table. Braced upon it at one end are 

standards B B, supporting a shaft, h, which 
carries at its end the pulley-wheels D, between 
the standards BB, the sprocket-wheels C, and 
at its other end the face-wheel E. The face 
wheel E is connected by the pitman F to the 
plunger d of the force-pump H. 

In the table A are openings to admit the 
revolution of a sprocket-wheel, N, and a crank, 
M, supported by a shaft, T, revolving in bear 
ings attached to the table. Through a slot in 
the crank M it is jointed to the pitman L, 

4o which in turn is jointed to the rod K. The 
rod K is fastened to the cross-head J, moving 
between the guides O. 
At the end of the rod K is attached a plun 
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ger, I, moving on the table A and between the 
45 guides P P. 

and the table A is the feed-pipe G. 
Over the trough formed by the guides PP 

(Indicated 
by the dotted lines in Fig. 1.) - 
The pump His fixed to the standard B by a 

brace, c, and the plunger d is guided by a 5O 
brace, e. - 
In the practical operation of my invention 

cans are placed in the feed-pipe G. Motion 
is applied through the pulleys D to the shaft 
h and communicated to the wheels C and E. 55 
The wheel N is moved by a drive-chain from 
C. The wheel E gives motion to the plunger 
d through the pitman F. The wheel N.com 
municates motion through the crank M, the. 
pitman L, and the rod K to the plunger I, 6o 
moving it backward and forward along the ta 
ble A in the trough formed by the table and 
the guides PP under the feed-pipe G. Each 
backward stroke allows a can to rest on the 
table, and each forward stroke moves the cans 
forward between the guides PP. Thus they 
pass successively through the feed-pipe G up 
on the table and under the pump H at the 
time of its downstroke, receiving the contents 
of the cylinder. - 
I claim as my invention 
1. In a can-watering machine, the combina 

tion of the plunger I, the feed-pipe G, the 
guides PP, and the pump H, substantially as 
and for the purposes shown and described. 75 

2. The combination of the table A, the wheel 
N, the crank M, the pitman L, the rod K, the 
cross-head J, the plunger I, the feed-pipe G, 
and the pump H, for the purposes shown. 

3. The combination of the table A, the wheel 8o 
N, the crank M, the pitman L, the cross-head 
J, the plunger I, the feed-pipe G, the wheels 
D, C, and E, the shaft h, the standards BB, 
the pitman F, and the pump H, substantially 
as and for the purposes shown and described. 85 

ALBERT R. MERRELL. 
Witnesses: . 

HENRY C. YoUNG, 
A. T. BIRCHARD. , -- 


