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4 (54) Title: CRYSTALLIZING GLASS SOLDER AND USE THEREOF

(54) Bezeichnung : KRISTALLISIERENDES GLASLOT UND DESSEN VERWENDUNG

(57) Abstract: The present invention relates to crystallizing glass solders and composites, which are suited in particular for high- 
temperature applications, and to applications thereof, such as in fuel cells. The crystallizing glass solder contains 25% to 40% by 
weight of S1O2, 45% to 60% of BaO, 5% to 15% of B2O3, 0 to <2% of AI2O3 and at least one alkaline earth oxide, selected from 
the group consisting of MgO, CaO and SrO, wherein CaO is 0% to 5% and is characterized by a thermal expansion coefficient of 
8.0 ■ 10'6 K'1 to 13.0 ■ 10'6 K'1 in the temperature range of 20°C to 300°C.

(57) Zusammenfassung: Die vorliegende Erfmdung betrifft kristallisierende Glaslote und Komposite, die insbesondere fur
Hochtemperaturanwendungen geeignet sind, und deren Anwendungen z.B. in Brennstoffzellen. Das kristallisierende Glaslot bein-
haltet in Gew.-% 25 % bis 40 % S1O2, 45 % bis 60 % BaO, 5 % bis 15 % B2O3, 0 bis <2 % AI2O3 sowie zumindest ein Erdalkali-
oxid aus der Gruppe MgO, CaO und SrO wobei CaO 0 % bis 5 % betragt und zeichnet sich durch einen thermischen Ausdeh-
nungskoeffizienten im Temperaturbereich von 20 °C bis 300 °C von 8,0 ■ 10'6 K'1 bis 13,0 ■ 10'6 K'1 aus.
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Description

Crystallizing glass solder and use thereof

The present invention relates to crystallizing glass solders and composites, 
which are suitable in particular for high-temperature applications, and to 
applications thereof.

Glass solders are usually used for producing joints to connect, in particular, 
glass and/or ceramic components to one another or to components made of 
metal. In the development of glass solders, the composition thereof is often 
selected so that the coefficient of thermal expansion of the glass solder 
corresponds approximately to that of the components to be connected to one 
another in order to obtain a joint which is stable in the long term. Compared to 
other joints, for example those composed of plastic, those based on glass 
solders have the advantage that they can produce a hermetic seal and can 
withstand relatively high temperatures.

Glass solders are generally often produced from a glass powder which is melted 
during the soldering operation and, together with the components to be 
connected, forms the joint under the action of heat. The soldering temperature is 
generally selected so as to correspond approximately to the hemisphere 
temperature of the glass or can usually deviate from the latter by ±20 K. The 
hemisphere temperature can be determined in a microscopic method using a hot 

stage microscope. It characterizes the temperature at which an originally 
cylindrical test specimen has fused together to form a hemispherical mass. The 

hemisphere temperature can be assigned a viscosity of about log η = 4.6, as can 
be seen from the relevant technical literature. If a crystallization-free glass in the 
form of a glass powder is melted and cooled again so that it solidifies, it can
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usually also be re-melted at the same melting point. In the case of a joint 
comprising a crystallization-free glass solder, this means that the operating 
temperature to which the joint can be subjected in the long term must be no 
higher than the soldering temperature. In actual fact, the operating temperature 
in many applications has to be significantly below the soldering temperature 
since the viscosity of the glass solder decreases with increasing temperatures 
and a glass having a certain flowability may be forced out of the joint at high 
temperatures and pressures, with the result that the joint may fail.

For this reason, non-crystallizing glass solders for high-temperature applications 

must usually have a soldering temperature or hemisphere temperature that is 
even significantly above the later operating temperature. One problem which 
may arise as a result of the much higher soldering temperature in comparison 
with the later operating temperature is the damage to the components to be 
connected to one another. Therefore, glass solders which, though they have as 
low a soldering temperature as possible, nevertheless allow an operating 
temperature that is as high as possible are desired. This means that, after a first 
soldering operation, the desired glass solders should only be re-meltable at a 
higher temperature than the soldering temperature.

This cannot be readily achieved with non-crystallizing glass solders as such. 
Glass solders that meet such requirements can be obtained, however, if the 
base glass at least partially crystallizes during the soldering operation, wherein 
the crystalline phases may have properties that deviate significantly from the 
base glass, for example with respect to the thermal expansion, but, in particular, 
the temperature required for the re-melting generally lies significantly above that 
of the base glass. The properties of an at least partially crystallized glass solder 
can be influenced directly by the composition of the original base glass, but also 

by suitable fillers, which generally have a crystalline structure and are added to 
the solder glass. The mixture of glass solder and filler is referred to in this 
disclosure as a composite.



P 3386 WO
-3-

02.03.2010

The crystallization properties of the glass solder and/or composite are of 
outstanding importance for the processing properties when creating the joint and 

for the durability of the joint. The joining process generally comprises heating up 
to a joining temperature, introducing the glass solder at the joining temperature 

into the site of the joint and a crystallization phase in which the workpiece and 
glass sofder are kept at a crystallization temperature below the joining 
temperature. The glass solder should optimally not yet crystallize during the 
heating, or only slowly, since it otherwise does not wet very well the surfaces to 
be joined, which would have to be compensated by a much higher joining 
temperature. Metallic elements involved in the joint could undergo undesired 
oxidation reactions as a result of increased joining temperatures. A resultant 
oxide film of a certain thickness may already peel off during the soldering 
operation and thus prevent a sealed connection. Furthermore, at such high 

soldering temperatures, there is increased vaporization of Cr from steels which 
often constitute an element of the components of the joint. During the cooling 
down of the temperature in the crystallization phase, a crystallization should take 
place as quickly as possible, but optimally the glass solder should not be 
completely crystallized but retain an amorphous, vitreous phase. This residual 
glass phase prevents brittle characteristics of the glass solder and can even 
contribute to healing cracks in the joint.

One field of use of such glass solders and/or composites is, for example, that of 
joints in high-temperature fuel cells, which can be used for example as an 
energy source in motor vehicles. An important type of fuel cell is, for example, 
the SOFC (solid oxide fuel cell), which can have very high operating 
temperatures of up to approximately 1000°C. The joint comprising the glass 
solder is usually used for producing fuel cell stacks, i.e. for connecting a plurality 
of individual fuel cells to form a stack. Such fuel cells are already known and are 
continually being improved. In particular, the trend in present-day fuel cell 
development is generally in the direction of lower operating temperatures. Some
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fuel cells already achieve operating temperatures below 800°C, so that a lowering of 
the soldering temperatures is possible and also desirable because of the resulting low 
thermal stress of the SOFC components during the soldering process.

5 Apart from the high-temperature resistance and the processing properties of the glass 
solders, a low electrical conductivity of the glass solders is required, for example in the 
high-temperature fuel cell, which generally requires alkali-free solders.

Furthermore, in this area there is the requirement that the solders must be free from
10 substances such as Pb, a very commonly used constituent of glass solders with a great 

influence on crystallization and processing properties.

DE 19857057 Cl describes an alkali-free glass-ceramic solder having a coefficient of 
thermal expansion ^20.950) of from 10.0 x 10-6K-1 to 12.4 x 10'6K'’. The solder

15 described there contains from 20 to 50 mol% of MgO. Glasses having a high MgO 
content are in practice highly susceptible to crystallization, which leads to compounds 
which crystallize rapidly and to a high degree. In the case of such rapid and substantial 
crystallization, it is difficult to ensure good wetting of the interconnecting material by 
the glass solder. However, this is necessary to be able to provide a joint which

20 optimally satisfies the respective requirements.

Glass-ceramic solders are also described in US6,532,769 BI and US6,430,966 BI. 
These are designed for soldering temperatures of approximately 1150°C and contain 
from 5 to 15 mol% AI2O3. Such high soldering temperatures are undesirable for

25 modem fuel cells, since they subject the metallic substrate materials and other 
temperature -sensitive materials to excessive loads.

DE 10 2005 002 435 Al describes composite solders which consist of an amorphous 
glass matrix and a crystalline phase. The glass matrix has high contents of CaO, which

30 however leads to relatively high viscosities, very great crystallization and high 
dielectric losses.

Within the disclosure, the term “crystallizing glass solder” comprises glass solders
which at least partially crystallize during the soldering process, or preferably in a

35 subsequent process, while amorphous, vitreous phases may also still be present in the
glass solder. Correspondingly, the state of the glass solders after processing is referred



5

to as crystallized, even if amorphous, vitreous phases may still be present in the glass
solder.

20
10

22
05

62
 

31
 Ju

l 2
01

4

Any discussion of documents, acts, materials, devices, articles or the like which has
5 been included in the present specification is not to be taken as an admission that any or 

all of these matters form part of the prior art base or were common general knowledge 
in the field relevant to the present disclosure as it existed before the priority date of 
each claim of this application.

10 It is an aim of at least a preferred embodiment of the invention to provide an alkali- and 
lead-free solder glass, and a crystallizing glass solder or a composite containing this 
solder glass, which can be processed at a soldering temperature of at most 
approximately 1100°C, the viscosity of which after completion of the soldering process 
at operating temperatures up to approximately 850°C is still high enough that it is not

15 forced out of the joint and/or does not flow out of it and the thermal expansion of which 
in the temperature range from 20°C to 300°C ct(2o-3oo) in the crystallized state lies in the 
range from 8.0 x 10'6K'’ to 13.0 x lO^K'1, and is consequently adapted to suitable 

steels. The crystallizing glass solder should not crystallize when it is melted for 
introduction into the joint, and after the crystallization process should have a crystalline

20 fraction of at least 20% by weight and at most 80% by weight.

Another aim of at least a preferred embodiment is to ensure that the linear thermal 
expansion of the crystallizing glass solder in the vitreous state and in the crystallized 
state does not differ excessively, since otherwise the crystallization process causes

25 mechanical stresses in the fusion, putting the stability thereof at risk. Similarly, during 
the crystallization there must not be any formation of undesired crystal phases with 
greatly differing thermal expansion, which may lead to mechanical destructions of the 
joint.

30 Throughout this specification the word "comprise", or variations such as "comprises" or
"comprising", will be understood to imply the inclusion of a stated element, integer or
step, or group of elements, integers or steps, but not the exclusion of any other element,
integer or step, or group of elements, integers or steps.
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According to a first aspect, there is provided a crystallizing glass solder for high 

temperature applications, wherein said crystallizing glass solder is free of PbO and 

contains, in % by weight on an oxide basis, 45% to 60% of BaO, 30.8% to 40% of 

S1O2, 5% to 15% of B2O3, 0 to < 2% of AI2O3, and at least one alkaline earth oxide

5 selected from the group consisting of MgO, CaO and SrO,

wherein CaO is present in an amount of 0% to 5% by weight on said oxide basis

and a sum total amount of the alkaline earth oxides MgO, CaO and SrO is 2% to 15% 

by weight on said oxide basis.

10 According to another aspect, there is provided a composite comprising a crystallizing 

glass solder and a crystalline filler,

wherein said crystalline filler is present in an amount up to 35% by weight; 

wherein said crystallizing glass solder is free of PbO and contains, in % by

weight on an oxide basis, 45% to 60% of BaO, 30,8% to 40% of SiO2, 5% to 15% of

15 B2O3, 0 to < 2% of AI2O3, and at least one alkaline earth oxide selected from the group 

consisting of MgO, CaO and SrO, and

wherein CaO is present in the crystallizing glass solder in an amount of 0% to 

5% by weight on said oxide basis and a sum total amount of the alkaline earth oxides 

MgO, CaO and SrO in the crystallizing glass solder is 2% to 15% by weight on said

20 oxide basis.

According to the disclosure, the crystallizing glass solder contains (in % by weight on 
an oxide basis) 45% to 60% Ba, 25% to 40% SiO2, 5% to 15% B2O3, 0% to < 2% 
AI2O3, and at least one alkaline earth oxide from the group comprising Mg O, CaO and

25 SrO, wherein CaO is 0% to 5% and the sum of the alkaline earth oxides MgO, CaO and 
SrO is 0% to 20%, preferably 2% to 15%. Further additions are possible. For the 
purposes of the invention, the term crystallizing glass solder comprises both the 
amorphous base glass, which is used as solder glass before the soldering operation, and 
the material produced from the base glass during the soldering operation, which may,

30 inter alia, be vitreous, crystallized, partially crystallized, glass-ceramic or in some other 
form.
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According to the invention, the crystallizing glass solder contains 45% to 60% of BaO 
(in % by weight on an oxide basis). With barium oxide fractions greater than 60%, the 
glass solder may have a tendency to form barium silicate crystals. With a barium oxide

5 fraction of less than 45%, the desired coefficient of thermal expansion may not be 
achieved. Depending on further constituents of the glass and their atomic weights, the 
most stable glasses in terms of crystallization, with a thermal expansion according to 
the invention, are obtained with a barium oxide content of from 50% to 58%. The 
crystallizing glass solder according to the invention therefore preferably contains 45%

10 to 58% of BaO.

The crystallizing glass solder contains at least one alkaline earth oxide from the group 
comprising MgO, CaO and SrO. With these components, the crystallization behaviour 
and the thermal expansion of the glass solder can be influenced. It has surprisingly

15 been found with the glass solders according to the invention that the tendency to
crystallize can be suppressed by adding MgO in place of S1O2. A further positive effect 
is that the dielectric loss can be lowered
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by glasses containing MgO. Furthermore, the melting temperatures and the 
glass transition temperature can be lowered by the network-transforming alkaline 
earth oxides. Supplying MgO In place of AI2O3 or S1O2 also has the effect of 
increasing the coefficient of thermal expansion, arid consequently represents a 
simple possible way ofadapting the glass solder to thecomponentsto be fused. 
The glass solder accprding fothe invention therefore contains up to 20% Of MgO 
and/or CaO. and/or SrO and preferably 2% to 15%of MgO and/or CaO and/or 
SrO (in % byweightonan oxidebasis).

Apart from the crystallizationbehavior, the B2O3 content also positively 
influences the melting behavior, and consequently the glass melt. The B2O3 
content is therefore at least 5%. On the other hand,-an excessive B2O3 content 
may have adverse effects on the chemical resistance of the glass solder. 
Furthermore, with B2O3 contents above 15%, there may be vaporization of boron 
oxide from the glass solder, which is likewise undesired, The crystallizing glass 
solder therefore preferably contains 5% to 15% of B2O3 (in % by weight on an

has adverseeffeetson its properties. The AI2O3 content in the present invention
Is therefore restricted to 2% Of AfeQ3 (% by weight). The small fraction of AI2O3 in 
the crystallizing glass solder according to the invention has the effect that 
undesired crystal phases.stichas BaAhS^Os, known as bariurn feldspars,
cannot form. Two phases, of the BaAliSi^Og compound.with greatly differing 
coefficients of thermal expansion, exist celslan with a coefficient of thermal
expansion of 2.2 x 10* K'1 and hexacelsian with a coefficient of thermal expansion 

of 7.1 x 10* K*1, the hexacelsian being stable at higher temperatures than the

celsian. During the cooling of the glass solder, for example in a joint of a fuel
cell, a transformation of the hoxacelslan phase Intothe Gelsian phase may occur
below 300°C. Thistrarisfofrnatiori involves a sudden change in volume of
approximately 3%or more, whereby strong mechariicalstresses occur and the
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joint may be destroyed. The glass solder according to the invention prevents the 
creation of these crystal phases and consequently increases the fail safety of the 
joints.

A further undesired crystal phase is Mg^AUSisOia, also known as cordierite, 
which may Occur in the presenceof AbOa'and MgO, COrdiertte has a very small 
coefficient of thermal expansion of about 1.5 x 10-6 K‘1. This crystal phase with its 

expartsioribeha viordoebnbt suftmost high-temperature applications.such as 
for examplejoints infuel ceils. The crystallizing glasssofder according to the 
invention al$d prevents the creation of the cordierite phase by its low content of

The inventors have also recognized that, in particular, an excessive GaO content 
of the glass solder has adverse effects on its properties. GaO has a very strong 
influence on the crystallization behavior, since it leads to glasses with a lower 
crystallization activation energy.Asa result, the glasses obtained with a higher 
GaO content have.an excessive tendency to crystallize and crystallize almost 
completely JUstwhenthey areheatedupto the^lderingtemperature.andnot 
ortty after the solder or the composite has been introducedinto thesoidering 
s'rte. GorTesponding solders th6ref0re poorly w6t the partsto be connected and 
there is an increased risk Qf failure of the joint. The tendency to crystalifeecan 
be suppressedby low PbO contents, but the solder glasses of the present 
invention are intended to be lead-free.

A further disadvantageisthat, with CaO contents above 5% during the 
crystallization not only the dominant, desired barium silicate crystal phase but 
also a further Ca-containing crystal phase may be precipitated, This Is 
disadvantageous on the oneharidbecausethe foririatiqnof more thanone 
crystal phasemay bei disadvantageousfor thelong^term stability ofthesolder 
here there is the riskofexcessive aftermy6tollizationaito/ora reection of crystal 
phases.so thatthethemnofnechanlcal propertiesqfthesoldermaychange.At
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temperatures > 600°C, there may be reactions between CaSiCb (wollastonite) 
and CO2 to fbrm CaGO3 and SiO^. The carbonate phases in turn can 
decompose at temperatures from 900°G and contribute to undesired bubble 
formation.
Oh the other hand, the crystal phase is critical, since it has a low coefficient of 
thermal expansion of only 5.4 x IOAk, which in terms of its expansion behavior is 

not adapted to the high-temperature application. The CaO content in the case of 
the present glass solders isTherefbre frotti 0% to 5,%.

For the reasons mentioned, the CaO content is preferably 0% to 3%. In this 
range, glass solders that are distinguished by good processing properties, and in 
particular good wetting behavior; and primarily form the crystal phase Ba^SfeOrt 
in the crystallization processafter the joining process are obtained.

The sum of the giassTormers principally determines the crystallization behavior. 
Stable glasses are obtained inthe glass system according to the invention with a 
sum of thefractions ofthegtassformers SiO2 and ^Gg of from 30% to 53% (In 
% by weight on an oxidebasis). Thecrystallization pflqpeicties can be significantly 
rnfiuencedbythp further constituents of the glass: Depending on further 
constituents of thegiass and theiratomicweights; themoststableglassesin 
terms of crystallization areobtainedWitha sum of Sfp2 and B2O3 of frbm 38% to 
51%. In a preferred embodiment, the crystallizing glass solder therefore has a 
sum of SIQi and B2O3 of from 36% to 51% (in % by weight on an oxide basis).

The crystallizing glass solder according to the invention preferably has a 
Coefficient of linear thermal expansion o<20-300),g in the vitreous state of 6 x 10-6 K'1 

to 11 x 10"6 K'1, where the index G indicates the variable related to the amorphous, 

vitreous state. This means that the coefficient of thermal expansion of the base 
glass and/orof the glass solder that has not crystallizedduring the soldering 
dperattonhastherarige ofvaluesmentioned.rnthecrystanized state, B. when
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Therefore, the crystallization process typically Involves a small increase in the 
coefficients of thermal expansion. On account of the sftiail differences in the 
thermal expansion before and after the crystallization, however, the 
crystallization process only introduces small mechanical stresses into the fusion, 
not putting the stability thereof at risk.

The crystallizing glass solder may also contain up to 0.5% (in % by weight on an 
oxide basis) of V2O5 and/or Sb^ and/or CoO. These additional substances 
bring about a significant increase in the adhesive Strength of the glass solder on 
metal substrates.

A further preferred optional additfonalsubstance isZrt^ in an amount of up to 
5% (in % by weight on anpxideftasis). ZrO2 acts as a nucleatingagent andthe 
addition thereof can consequenfiybeused to influence the crystallization 
behavior arid also the crystal Size. The composttion of the solder glass Is In this 
case preferably set such that it crystallizes slowly. Ifft already crystallized very 
strongly, there often would not be suffidentwettlng. In particular, ft should 
generally be possible when producing a joint for the solder glass to be 
introduced into the site of the connection to be soldered in a non-crystallized or 
partially crystallized form, since the temperature required for the wetting of the 
components to be fused is then lower.

The themParexpansionofthe GryStalliarig glass Solder correlates in particular
with the molanratio of SiOilo BaO; In a preferred embodiment, It is therefore
provided thatthe molarratfoof SlO^to BOO is less than 2.5 and most particularly
preferab)ylessthan2.3. ftfttdrndlarratiaofSf02(oBeOisover2.5, thethermal
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expansion is generally inadequate and the target range of trie thermal expansion

can no longer be achieved even by fillers.

The crystallizing glass solder according ie the invention preferably has a 
hemisphere temperature of from 850°Cto 1080’C, arid can correspondingly be 
used approximately at this temperature for the joint.

The crystallizing glass solder according to the Invention is generally produced by 
milling the solder glass, after ithas been prepared in a conventional glass melt, 
into a glass powder, which can be introduced into the joint for example in the 
form of a dispensable paste or a presintered shaped body. The crystallizing 
glass solder produced from the melted Solder glass preferably has an 
amorphous, noncrystalline state before the soldering process.

According to the invention, before or during the furtherprpeessing into the 
aforementioned pastes and sintered bodies, the crystallizing glass solder in 
powder form mayadditionaftyhave added toitupto 35% (in % by weight onan 
oxide basis, with referenceto theTotalrnass of glass sblder and filleij of a 
preferably crystalline filler, likewise in powder form, ep that a composite is 
obtained. The properties of thecomposite can bepositiveiy changed, in 
comparison with the properties of the filler-free glass solder, and set by the filler. 
For example, the filler, its grain size distribution and of course its constituent 
amount influence the thermal expansion and the rate of crystallization.

Sanbomite (BaSiOe), 3YSZ (yttrium-stabilized zirconium Oxide), wollastonite 
(CaSiO*) Orenstatite (MgjSiaOe) or any desiredcombination of these substances 
is preferably used as thefiller. The addition of this filler allows an adaptation of 
thecpefficieritof thermal expansion of the crystallized base glass αφ-φ), k. as 
canbe seenihTabte2fromtheexampIe Bl.Thecoefficientofthennal 
expansion inthetemperaturerangefrorn200Gto3000C;ofthecfysta II ized 
composite lies in the range from 8 x IO"6 K'1 to 12 x 1CT6 K'1, that in the temperature
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The composites according to the invention preferably have a hemisphere 
temperature of from 85G°C to11 Q0°C.

Optimum strengths of a joint are achieved when the solder is optimally adapted 
in thermal expansion to the materials to be fused. Furthermore, a change in the 
coefficient of thermal expansion brought about by the crystallization process also 
must not produce excessive stresses in the solder. The glass solder according to 
the invention on the one hand ensures this by avoiding undesired phases, as 
alneadyexprained, and on the other hand the glass solder according to the 
invention and the composite produced from it are distinguished by the difference 
in the thermal expansion «(axx»} before and after the crystallization process 
being less than 2 x 10-6 K'1 and preferably less than 1 x 1CT6 K'1.

Thecrystallizingglass solder according to the invention and thecomposlte 
obtained therefrom are distinguished by the fact that the proportion of the 
amorphous phase? in the crystallizedstate is at feast 10% by weight. By analogy 
with the filler-free crystallizing glass solder, the at least partially crystalline state 
of a composite after crystallization is referred to as crystallized even If 
amorphous vitreous phases may still be present Even after crystallization, the 
present glass solders and composites have such an amorphous phase, which 
reduces the brittleness of the solder and thus advantageously Increases the 
strength of the joint. Similarly, the amorphous phase allows small cracks in the 
Solder glass connection to heal themselves.

On account of its physical properties, the crystallizing glass solderaccordingto
the inventionis particulariysuitable foTprodudnghigh-temperature-resistant
joints. High-temperature-resistant is understood for the purposes Of the invention
as meaning a temperature range of more than approximateiy 650°casa long-
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term operating temperature. Such joints may be used particularly
advantageously in fuel cells, in particular SOFCs. One example of an application
in fuel cells is the connecting of individual SOFCs to form an SOFC stack.

The crystallizing glass solder and/or composite according to the invention may, 
however, also be used for producing sintered bodies with high temperature 
resistance. Processes for producing sintered bodies are adequately known. In 
general, the starting materials of the glass solder of the invention are mixed with 
one another in powder form, mixed with a generally organic binder and molded 
into the desired shape. Instead of the powder of the starting materials, an 
already melted glass according to the invention may be milled and mixed with 
the binder. The molded glass-binder body is then brought to the sintering 
temperature, the binder being able to bum out and the glass components being 
able to sinter together at the sintering temperature. The sintered body obtained 
in this way can then be brought into contact with the components to be 
connected and connect them, and/or be connected to them, by a soldering 
operation.

The use of sintered bodies in the soldering has the advantage that the sintered 
body is a shaped component and can be brought into almost any desired 
geometry. A form that is often used, for example, is a hollow cylinder, which can 
be introduced together with an electrical contact pin into lead-through openings 
of metal components, in order to obtain by the soldering a preferably 
hermetically sealed glass-metal lead-through with an electrically insulated 
contact pin. Such glass-metal lead-throughs are used in many electrical 
components and are known to a person skilled in the art.

A further preferred application of the crystallizing glass solder and/or composite 
according to the invention is the production of sheets which comprise the glass 
solder and/or the composite. Such sheets are similar to the sintered bodies 
described above but can also be made largely flexible. Shapes can be stamped
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out of these and can advantageously be used for connecting flat components to 
one another.

The invention will be described below on the basis of the properties of 
crystallizing glass solders according to the invention and also on the basis of 
comparative examples.

Firstly, the solder glass was melted in a glass melt. The following properties 
were measured on the solder glass, generally present in a block, at least in a 
solid form, the index G indicating the physical properties determined on the 
solder glass.

0(20-300), G 
Tg, G 
STG

Pg

The compositions of the solder glasses and the physical properties thereof are 
summarized in Table 1.

coefficient of linear thermal expansion from 20°C to 300°C 

glass transition temperature, or transition temperature for short 
softening temperature; at this temperature the logarithm of the 
viscosity is 7.6

density

After characterization of the solder glass, the generally pulverulent glass solder 
is produced from the solder glass by a milling process. In the present examples, 
a powder having a particle size distribution with a D(50) of about 10 pm and a 
D(99) < 63 pm was provided from the melted solder glasses and processed with 
a binder to give a dispensable paste. The powder and binder were homogenized 
by means of a three-roll mill. The binder is generally organic substances such as 
nitrocellulose, ethylcellulose or acrylate binder. It generally has no further 
influence on the properties of the crystallized glass solder, but should be 
selected so that it can be burned out completely during the heating operation.

I
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The thermal characterization of the glass solders is subsequently carried out by 
means of a hot stage microscope. For this purpose, a cylindrical test specimen is 

molded from the solder glass or composite in powder form to be characterized, 
and this test specimen is heated on a ceramic stage at 10 K/min. Changes in 
shape of the test specimen are observed, with the following characteristic points, 
to which particular viscosities can be assigned, generally occurring in the case of 
a noncrystallizing sample with rising temperature:

Commencement of sintering: At this temperature, the grains of the powder 
begin to fuse. The height of the test specimen 
decreases as a result. The logarithm of the 
viscosity is about 10 +/- 0.3.

Softening temperature:
STK

This temperature ST« is characterized by 
commencement of rounding of the edges of the 
test cylinder. The logarithm of the viscosity is
about 8.2.

Sphere temperature: The temperature at which the logarithm of the 
viscosity is about 6.1.

Hemisphere temperature: The test specimen has approximately the
shape of a hemisphere at this temperature. The
logarithm of the viscosity is about 4.6 +/- 0.1.

Flow temperature: At this temperature, the height of the test 
specimen is about 1/3 of the initial height. The 
logarithm of the viscosity is about 4.1 +/- 0.1.

A clear deviation from this behavior is observed, however, if a crystallization 
already occurs during the slow heating up of the specimen piece. In this case
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the specimen piece can remain stable up to a significantly higher temperature 
than the base glass that is used as a basis, and then, in a way corresponding to 
the behavior of a crystalline solid body, it has a kind of melting point at which, by 
contrast with a glass, a sudden transition to the liquid phase takes place. In this 

case, it may be that a sphere temperature or a hemisphere temperature cannot 
be determined.

After completion of the crystallization process, the transition temperature Tg, κ 

and the thermal expansion α<2ο-3οο). κ were likewise determined on the crystallized 
glass solder from the dilatometric expansion curve in the temperature range from 
20 to 300°C, the properties measured on the crystallized glass solder being 
indicated by the index K. The determination of a T8, « is only possible if there is 
still an amorphous residual phase in the crystallized glass solder. With a 
completely crystallized sample, a Tg,« can no longer be detected.

The thermal properties of the glass solders determined with the hot stage 
microscope and also the properties after crystallization are likewise summarized 
in Table 1.
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glass solder

B1 B2 B3 B4 B5 C1 C2

Composition of the solder glass

SiO2 % by wt 28.1 30.8 39 37 35 32.4 32.0

BaO % by wt 55.8 51.7 49.8 47.8 47.8 50.2 60.0

B2O3 % by wt 10.0 8.4 11.2 11.2 11.2 3.2 7.0

AI2O3 % by wt 1.7 1.8 1.1 1.0
CaO % by wt 2
MgO % by wt 4.4 7.0

SrO % by wt 13.1

TiO2 % by wt 4 4
V2O5 % by wt 0.3

Physical properties of the solder glass before crystallizaltion

0(20-300), G KT* K" 9.1 8.8 7.7 7.53 8.1 10.0 9.4
Tg, G °C 622 634 660 668 662 648 643
STG °C 730 744

PG g/cm1 3.81 3.70 3.58 3.56 3.97 3.93
Properties of t
crystallization

he crystal izing glass solder (hot stage microscope) and aiter

Comm, of
sintering

°C 653 665 700 706 708 683 672

STK °C 757 779 1036 984 787 1096 1045
Sphere temp. °C 786 - 862 - -
Hemisphere
temp.

°C 853 876 1063 1010 1002 1158 1127

Flow temp. °C 906 951 1074 1027 1021 1165 1137

0(20-300). K 10^ K'1 9.8 9.9 11.3 12.5 10.21 11.4 -
Tg, K °C 614 624 - -
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The fact that a Tg, κ can be determined from the thermal expansion curve shows 
the presence of a residual glass phase. The slightly lower Tg, κ in comparison 
with amorphous solder glass can be explained by the depletion of S1O2 in the 
glass phase, since barium silicates (for example BasSigOai) are formed. The 
amorphous residual glass phase of the systems according to the invention 

makes the glass solder less brittle, which has positive effects on the mechanical 
strength. Therefore, after crystallization, the systems according to the invention 
preferably have a crystalline fraction of from 20% to 80%, and correspondingly a 
residual glass phase (% by weight) of from 20% to 80%. Both absent 
crystallization and complete crystallization are undesired.

The glass solders of the comparative examples C1, C2 and C3 do not have the 
behavior desired according to the invention. The extremely high STK of C1 and 
C2 indicates a crystallization commencing very early, that is to say a strong 
tendency to crystallize. The strong tendency to crystallize of comparative 
example C1 can be attributed to the low B2O3 content of only 3.2%. The strong 
tendency to crystallize of comparative example C2 can be attributed to the 
absence of further alkaline earths of the group comprising CaO, MgO and SrO in 
conjunction with the high barium fraction and the likewise low B2O3 content in 
comparison with examples B1 and B2. The strong tendency to crystallize of 
comparative example C3 can likewise be attributed to the absence of further 
alkaline earths.

The examples B1 to B5, on the other hand, have the behavior desired according 
to the invention. These achieve hemisphere temperatures significantly below 
1100°C.

The solder glass from example B1 was accordingly used as a base glass for the 
production of composites, with between 10% and 25% of fillers being added to 
the powder. By analogy with the filler-free solder glasses, the same properties 
were determined on the composites obtained and are summarized in Table 2 in
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cross-comparison with the filler-free solder glass. Also given in Table 2 is the 

coefficient of linear thermal expansion 0(20-750), κ. which characterizes the thermal 

expansion properties of the composite in the temperature range from 20°C to 
750°C. This value demonstrates that the thermal expansion lies in the target 
range over the entire temperature range that is relevant for processing. 
Furthermore, the value shows that the sample has crystallized. The value cannot 

be determined on the base glass from example 5 without fillers, since it has an 
STq of 730°C, and consequently softens before 750°C is reached. In particular 
when assessing the thermal cycling ability of the materials, the coefficient of 

thermal expansion 0((20-750), κ is more relevant than the 0((20-300), κ·

Table 2: Properties of composites based on example B1 (hot stage
microscope) and after crystallization

B1 90% B1
+ 10%3YSZ

85% B1 +
15% BaSiOa

75% B1 +
25% BaSiO3

Comm, of
sintering

°C 653 655 705 660

Softening temp.

STK
°C 757 785 858 908

Sphere temp. °C 786 - 895 -
Hemisphere
temp.

°C 853 877 1007 944

Flow temp. °C 906 931 1120 991

0(20-300). K 10* K"1 9.8 10.0 9.5 10.3

0(20-750), K 10* K"1 Cannot be
determined,

since already
softened

14.2 12.7 13.2

The comparison with B1 shows that, in the case of adding 10% of 3YSZ or 25% 

of BaSiO3 (sanbomite), the coefficient of thermal expansion 0((20,300). κ of the
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composite is greater than that of the crystallized glass solder alone, while In the 
case of adding 15% of BaSiCh the value is smaller. This shows that both a 
positive and a negative adaptation of the coefficient of thermal expansion can be 
achieved by selecting the fillers and the amount thereof.

The hemisphere temperatures, and consequently also the soldering 
temperatures, are higher in the case of the composites shown in Table 3 than in 
the case of example B1. However, the flow temperature in the case of the 
composites is higher than that of example B1.

With the composites according to the invention, joints were successfully 
produced with a metal interconnecting material. Firstly, the joint was heated up 
at a heating rate of 5 K/min to 450°C and kept at 450°C for 30 minutes. 
Subsequently, the joint was heated up further at 2 K/min to 950°C and kept at 
that temperature for 30 minutes. Subsequently, the joint was cooled down at 2 
K/min to 860°C and kept at that temperature for 10 hours. Cooling down to room 
temperature was likewise carried out at 2 K/min. During the joining operation, the 
joint was subjected to a static weight (about 15 g/cm2).

The crystallizing glass solders and composites according to the invention 
combine all the positive properties according to the object of the invention. The 
solder glass can be produced as an initial product with good melting behavior 
and melting temperatures that are not too high by conventional melting 
processes. It has a thermal expansion in the desired range and, in particular, 
does not have too strong a tendency to crystallize or a tendency to crystallize 
spontaneously. The composition effectively prevents the formation of 
undesirable crystal phases, which makes low-stress joints which are stable in the 
long term possible.
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The composites according to the invention can be adapted to the thermal 
expansion of the interconnecting materials over a great range by means of 
different fillers.

The crystallizing glass solders and composites according to the invention make it 
possible for joints which allow high operating temperatures of approximately 
850°C to be obtained at low processing temperatures of approximately at most 
1000°C. Furthermore, the good wetting of the interconnecting materials due to 
the slow crystallization taking place only after the solder has been introduced 
makes joints which are stable in the long term possible.
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4 THE CLAIMS DEFINING THE INVENTION ARE AS FOLLOWS:-

1. A crystallizing glass solder for high temperature applications, wherein said 

crystallizing glass solder is free of PbO and contains, in % by weight on an oxide basis, 45% to

5 60% of BaO, 30.8% to 40% of SiO2, 5% to 15% of B2O3, 0 to < 2% of Al2O3, and at least one

alkaline earth oxide selected from the group consisting of MgO, CaO and SrO,

wherein CaO is present in an amount of 0% to 5% by weight on said oxide basis and 

a sum total amount of the alkaline earth oxides MgO, CaO and SrO is 2% to 15% by weight 

on said oxide basis.

10

2. The crystallizing glass solder according to claim 1, wherein said amount of CaO is 0% 

to 3% by weight on said oxide basis.

3. The crystallizing glass solder according to claim 1 or 2, wherein a sum total amount 

15 of SiO2 and B2O3, in % by weight on said oxide basis, is from 36% to 51%.

4. The crystallizing glass solder according to any one of the preceding claims, having a 

coefficient of thermal expansion in the vitreous state, aj20.3ooi, g, of from 6.00 χ 10'6 K'1 to 

11.00 χ 10'6 K'1 and/or a coefficient of thermal expansion in a crystallized state, α(2ο.3οο),κ, of

20 from 8.00 x 10‘6 K'1 to 13.00 χ 10’6 K'1.

5. The crystallizing glass solder according to any one of the preceding claims, 

additionally containing at least one adhesion-promoting oxide selected from the group 

consisting of V2O5, Sb2O3 and CoO, and wherein said at least one adhesion-promoting oxide

25 is present in an amount of up to 0.5 % by weight on said oxide basis.

6. The crystallizing glass solder according to any one of the preceding claims, 

additionally containing, in % by weight on said oxide basis, up to 5% of ZrO2.

30 7. The crystallizing glass solder according to any one of the preceding claims, wherein

the molar ratio of SiO2 to BaO is less than 2.5.

8. The crystallizing glass solder according to any one of the preceding claims, wherein 

the molar ratio of SiO2 to BaO is less than 2.3.
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9. The crystallizing glass solder according to any one of the preceding claims, having a

hemisphere temperature of from 850 °C to 1080 °C.

5 10. A composite comprising a crystallizing glass solder and a crystalline filler,

wherein said crystalline filler is present in an amount up to 35% by weight; 

wherein said crystallizing glass solder is free of PbO and contains, in % by weight on

an oxide basis, 45% to 60% of BaO, 30.8% to 40% of SiO2, 5% to 15% of B2O3, 0 to < 2% of 

AI2O3, and at least one alkaline earth oxide selected from the group consisting of MgO, CaO

10 andSrO, and

wherein CaO is present in the crystaliizing glass solder in an amount of 0% to 5% by 

weight on said oxide basis and a sum total amount of the alkaline earth oxides MgO, CaO 

and SrO in the crystallizing glass solder is 2% to 15% by weight on said oxide basis.

15 11. The composite according to claim 10, wherein the crystalline filler comprises

sanbornite and/or 3YSZ and/or wollastonite and/or enstatite,

12. The composite according to claim 10 or 11, having a coefficient of thermal 

expansion, α(20-75ο>,κ, of from 9.50 x 10'6 K'Ho 14.5 x 10‘6 K'1.

20

13. The composite according to any one of claims 10 to 12 having a hemisphere 

temperature of from 850 °C to 1100 °C.

14. The crystallizing glass solder according to any one of claims 1-9 or the composite 

25 according to any one of claims 10 to 13, wherein the difference between thermal expansion

coefficients a[2o.3oo) before and after the crystallization process is less than 2.00 χ 10’6 K'1.

15. The crystallizing glass solder according to any one of claims 1-9 or the composite 

according to any one of claims 10 to 13, wherein the difference between the thermal

30 expansion coefficients ot(2o-3oo) before and after the crystallization process is less than 1.00 χ

10’6 K1.
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4 16. The crystallizing glass solder according to any one of claims 1-9 or the composite

according to any one of claims 10-13, wherein the proportion of the amorphous phase in the

crystallized state is at least 10% by weight.

5 17 Use of the crystallizing glass solder according to any one of clams 1-9 or the

composite according to any one of claims 10-13 for producing high-temperature joints, 

sintered bodies having a high temperature resistance or a sheet having a high temperature 

resistance.

10 18. A high-temperature joint comprising a crystallizing glass solder according to any one

of clams 1-9 or a composite according to any one of claim 10-13.

19. A sintered body or sheet having a high-temperature resistance for soldering, said 

sintered body or said sheet comprising the crystalline glass solder according to any one of

15 clams 1-9 or the composite according to any one of claims 10-13.

20. The crystallizing glass solder according to any one of claims 1-9, the composite 

according to any one of claims 10-13 or the high temperature joint according to claim 18, 

when used to produce fuel cells.

20


