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To all whom it may concern: . 
Be it known that I, ARTHUR ROTHESAY 

LORDLY, a subject of the Queen of Great Brit 
ain, residing at St. John, in the county of St. 
John and Province of New Brunswick, Can 
ada, have invented a new and usefulPanel, of 
Which the following is a specification. 
This invention relates to certain improve 

ments in panels, especially designed for use 
in the manufacture of household furniture, 
particularly that class known as “case” fur 
niture; and its object is to provide a panel 
of artificially-prepared material, such as 
strawboard, paper-board, millboard, or any 
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Other similar and suitable flexible material 
adapted to be bent to a curved or corrugated 
form and secured to a wooden frame of the 
required shape and size. 
The invention will be fully described here 

inafter and particularly pointed out in the 
claims. 
In Order that my invention may be the bet 

ter understood, I have illustrated in the ac 
Companying drawingsa wardrobe constructed 
of panels made in accordance with my inven 
tion, in which drawings 

Figure 1 is a perspective view of a ward 
robe. Fig. 2 is a horizontal section through 
the same. Fig. 3 is a perspective view of one 
of the panel-frames, the panel being removed. 
Similar reference-numerals indicate similar 

parts in the several figures. 
The Wardrobe as a whole is indicated by 1, 

and its top 2 and bottom 3 are made of wood. 
The side walls 4 are made of one form of 
curved panel and the front doors 5 and the 
rear walls 6 of another form of curved panel. 

Referring particularly to the sides 4, each 
consists of a wooden frame having the vertical 
postS7 and the connecting cross-rails 8. Each 
of the rails is convex on its outer face, as in 
dicated at 9, and each of the vertical posts 7 
is rabbeted longitudinally to form a recess 10 
and a shoulder 11, extending from end to end. 
The outer faces of the rails 8 are flush with 
the bottoms of said recesses where they join, 
and the recesses are preferably of sufficient 
depth to receive the panel 12 and the secur 
ing-strips 13 and leave the outer face of the 

5o latter flush with the outer face of the post; 
but this is not essential. 

the panels maybe of millboard, strawboard, 
or any other suitable artificial fabric having 
sufficient elasticity to permit it to bend to the 
desired shape and possessing sufficient body 
and rigidity for the purpose intended. The 
vertical edges of the panels abut against the 
shoulders 11, and the vertical strips 13 also 
abut at one edge against said shoulders, as do 
also the ends of the cross-strips 13. The strips 
and panels are secured to the frame by a se 

55 

ries of nails or screws 14, which will prefer 
ably have ornamental heads. 
The outerface of the panel may be stamped, 

painted, or otherwise provided with ornamen 
tal designs, or be made to represent natural 
woods, at the pleasure of the manufacturer. 
They may also be similarly ornamented on 
their inner faces. 

Referring to the door 5, the structure is 
essentially the same as that already described, 
except that in this case the outerfaces of the 
cross-rails are corrugated, as indicated at 15, 
thereby giving the panel a corrugated form 
in horizontal section. The panels are se 
cured to the frame in the same manner al 
ready described with reference to the side 
Walls 4. - 

Referring to the back 6, the construction 
is essentially the same as that of the doors, 
except that the panel is longer, extending 
from side to side of the Wardrobe. 
From the foregoing description it will be 

apparent that a panel made in accordance With 
my invention will be exceedingly light and at 
the same time possess sufficient strength and 
rigidity for all practical purpose; also, that 
it may be quickly and cheaply manufactured 
and ornamented in any desired manner. By 
curving or corrugating the panels their 
strength will be greatly increased, and should 
the wooden frame shrink or expand under 
varying atmospheric conditions the panels 
will not become warpedor twisted out of shape, 
for the curves in the panel will enable them 
to adjust themselves to such expansion or con 
traction. 

It is evident that the corrugations in the 
panel could be formed transversely across it 
instead of longitudinally; and it is to be un 
derstood that changes in the form, proportion, 
and minor details of construction may be re 

The strips 13 will preferably be of wood, and resorted to without departing from the spirit 
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or sacrificing any of the advantages of this 
invention. 
What I claim is 
1. In a panel, the combination of a wooden 

frame, the cross-rails of which have curved 
outerfaces, a panel of artificial flexible fabric 
curved to correspond to the curvature of the 
rails fitted on the outer face thereof, and a 
series of wooden securing-strips on the out 
side of the panel, said strips being secured 
to the wooden frame, substantially as de 
scribed. 

2. In a panel, the combination of a Wooden 
frame, the cross-rails of which have corru 
gated outer faces, a panel of artificial flexible 
fabric fitted on the outer face of said frame 
and being corrugated to correspond with the 
corrugations in the said rails, a series of 
wooden securing-strips on the outside of said 
panel, and means to secure the strips to the 
frame, substantially as described. 
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3. In a panel, the combination of a wooden 
frame, the cross-rails of which have curves 
on their outer faces, and the vertical posts of 
which are rabbeted to form a longitudinal 
shouldered recess, a panel of artificial flexible 
fabric bent to correspond to the curvature of 
the cross-rails and having its vertical edges 
engaging the shoulder of said recess, a series 
of wooden securing-strips arranged on the 
outside of said panel, the edges of the verti 
cal strips and the ends of the horizontal strips 
abutting against the shoulders of said re 
cesses, and means to secure said strips to the 
frame, substantially as described. 

In testimony that I claim the foregoing as 
my own I have hereto affixed my signature 
in the presence of two witnesses. 

ARTIUR ROTIESAY LORDJY. 
Witnesses: 

RICIIARD C. B. KAYE, 
IIENRY R. LORDLY. 
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