A frame (7) and cover (8) for an underground fire hydrant (29) in a highway (14), preferably at an intersection, and by means of which the fire hydrant is rendered readily accessible for use. The cover (8) includes reflective knobs (28) on its upper surface. Heating elements (32) are provided on the under surface of the frame (7) which also has a depending lip (33) from which moisture can drain.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT

<table>
<thead>
<tr>
<th>AT</th>
<th>Austria</th>
<th>LU</th>
<th>Luxembourg</th>
</tr>
</thead>
<tbody>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Empire</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>DE</td>
<td>Germany, Federal Republic of</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>GB</td>
<td>United Kingdom</td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
Description

Underground Fire Hydrant Frame and Cover

Summary

Among the primary objects of the invention are to provide a fire hydrant which cannot be damaged by being struck by vehicles; which can be located in the center of a street where burning or falling structures cannot hamper its use; which will afford more curb parking space; which can be utilized by two pumpers where sufficient water supply is available, and which can be more readily kept available in freezing weather.

Another object of the invention is to provide a fire hydrant cover and frame which will not interfere with the movement of vehicular traffic over the cover and which can be readily located at night.

Various other objects and advantages of the invention will hereinafter become more fully apparent from the following description of the drawing, illustrating presently preferred embodiments thereof, and wherein:

BRIEF DESCRIPTION OF THE DRAWING

FIG. 1 is a perspective view from above of the frame and cover located in a highway;

FIG. 2 is a similar view showing a slightly modified embodiment of the cover,

FIG. 3 is a top plan view on a reduced scale showing the frame and cover located in the center of a highway intersection;

FIG. 4 is an enlarged vertical sectional view taken substantially along a plane as indicated by the line 4--4 of FIG. 3, and showing the frame and cover in place above a conventional fire hydrant, and

FIG. 5 is a sectional view taken substantially along the line 5--5 of FIG. 4.
DESCRIPTION OF THE PREFERRED
EMBODIMENT

Referring more specifically to the drawing and with reference to FIGS. 1, 3, 4 and 5, the fire hydrant frame and cover in its entirety and constituting the invention is designated generally 6 and comprises a frame 7 and a cover 8. A rectangular concrete or masonry supporting structure 9, composed of side walls 10 and end walls 11, lines a pit 12 in the earth 13 and rests on the bottom of the pit, as seen in FIG. 4. Pit 12 opens upwardly through a portion of a highway 14 in which the upper part of the supporting structure 9 is embedded below the highway surface 15. The upper part of the opening 12 accommodates the frame 7 which is rectangular and rests on the top portion of the supporting structure 9. Said frame 7 fits snugly in the top portion of the opening 12 and is of a thickness such that its top surface is flush with the top surface 15 of the highway.

The frame 7 has a large oval shaped opening 17 and is provided with a ledge 18 surrounding the opening 17 and is disposed below the level of the top surface 19 of the frame 7. Frame 7 has a downwardly and inwardly inclined or bevelled continuous surface 20 extending from its top surface 19 to the ledge 18.

The cover 8 is oval shaped and has a bevelled surrounding surface 21 of a proper size and shape to conformably fit the bevelled surface 20, when a marginal portion of the underside of the cover 8 is resting on the ledge 18. The cover 8 is of a thickness such that its upper surface 22 is disposed substantially flush with the upper surface 19 when the cover is resting on the ledge 18.

Cover 8 has recesses 23 near the ends thereof to accommodate conventional inverted U-shaped handles 24 the depending legs 25 of which extend slidably
through openings 26 which communicate with the recesses 23 and with the underside of the cover 22. The lower ends of the legs 25 are turned outwardly, as seen at 27, to provide abutments to engage the underside of the cover 22 to limit the extent that the handles 24 can be raised without lifting the cover 22. The cover or lid 8 has a plurality of hemispherical knobs 28 which protrude from its upper surface 22. The knobs 28 are spaced from one another and form a rectangle, as seen in FIG. 1. The knobs 28 are coated with a material which will reflect the head-light rays of vehicles to enable the cover 8 to be readily located at night.

A conventional fire hydrant 29 extends upwardly into the pit 12 and is located within the structure 9, beneath the frame and cover 6. The hydrant has two outlets enabling it to be utilized simultaneously by two pumpers.

Electrical conductors 30 lead into the enclosure 9 through an opening 31 in one wall thereof and connect with an electric heating element 32 which is secured to the underside of the frame 7, around the opening 17, for heating said frame and cover 8 in subfreezing weather, to keep the frame and cover free of ice and snow and accessible for use under any weather condition. The underside of the frame 7 has a depending lip 33 from which moisture can drain without coming into contact with the heating element 32. A heat lamp, not shown, can be substituted for the heating element 32.

FIG. 2 shows a slightly modified form of the lid or cover, designated 8a, and wherein the knobs 23a are arranged in the form of a circle. Knobs 23a otherwise correspond to the knobs 28 and the lid or cover 8a otherwise corresponds with the lid or cover 8.
Various other modifications and changes are contemplated and may be resorted to without departing from the function or scope of the invention.
CLAIMS

I claim as my invention

1. A closure for the open top of a pit containing an underground fire hydrant comprising a frame adapted to rest on and be supported by a part of the pit with the upper surface of said frame flush with a surrounding highway surface, said frame having a large opening, and a cover having a marginal portion shaped to fit in said recessed portion of the frame for closing the frame opening, said cover being of a thickness such that its upper surface is disposed substantially flush with the upper surface of the frame when the cover is supported by the frame, an electric heating element secured to the underside of the frame around the opening thereof for heating the frame and cover to prevent the accumulation of ice and snow on the upper surface thereof, and said frame having a depending lip surrounding the opening and disposed between said heating element and the opening to protect the heating element from moisture draining through the opening.

2. A closure as in claim 1, said cover having a plurality of rounded knobs protruding from its upper surface and provided with a light reflective coating to facilitate locating the cover in the darkness.

3. A closure as in claim 2, said knobs being disposed in spaced apart relationship to one another and in the form of a rectangle.

4. A closure as in claim 2, said knobs being disposed in spaced apart relationship to one another and in the form of a circle.
INTERNATIONAL SEARCH REPORT

I. CLASSIFICATION OF SUBJECT MATTER (if several classification symbols apply, indicate all)  
According to International Patent Classification (IPC) or to both National Classification and IPC
Int. Cl. E02D 29/14  
U.S. Cl. 404/25

II. FIELDS SEARCHED

Minimum Documentation Searched  
Classification System Classification Symbols

U.S. 404/25; 404/26; 210/163; 210/164  
52/19; 52/20; 52/23

Documentation Searched other than Minimum Documentation to the extent that such Documents are Included in the Fields Searched  

III. DOCUMENTS CONSIDERED TO BE RELEVANT  

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, 14 with indication, where appropriate, of the relevant passages 17</th>
<th>Relevant to Claim No. 14</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US, A, 2,094,523 Published 28 September 1937 Bugbee</td>
<td>1-5</td>
</tr>
<tr>
<td>X</td>
<td>US, A, 3,621,623 Published 23 November 1971 Downes</td>
<td>3-5</td>
</tr>
<tr>
<td>X</td>
<td>US, A, 1,349,136 Published 10 August 1920 Lillard</td>
<td>4,5</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 3,521,537 Published 21 July 1970 Porni</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 3,920,547 Published 18 November 1975 Sauriol</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 3,938,545 Published 17 February 1976 Nagy</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 175,725 Published 4 April 1876 Mecklenberg</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 1,987,502 Published 8 January 1935 Born</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 166,574 Published 10 August 1875 Willbur</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents: 15  
"A" document defining the general state of the art  
"E" earlier document but published on or after the international filing date  
"L" document cited for special reason other than those referred to in the other categories  
"O" document referring to an oral disclosure, use, exhibition or other means  
"P" document published prior to the international filing date but on or after the priority date claimed  
"T" later document published on or after the international filing date or priority date and not in conflict with the application, but cited to understand the principle or theory underlying the invention  
"X" document of particular relevance  

IV. CERTIFICATION

Date of the Actual Completion of the International Search 2  
22 March 1979

Date of Mailing of this International Search Report 3
23 APR 1979

International Searching Authority 1  
ISA/US

Signature of Authorized Officer 10

Form PCT/ISA/210 (second sheet) (October 1977)