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To all whom it may concern: 
Be it known that I, JEROME CASIMIR SOU 

LEYRET, a citizen of the United States, residing 
at Alpine, in the county of Pulaski and State 
of Kentucky, have invented certain new and 
useful Improvements in Car-Couplers; and I 
do declare the following to be a full, clear, 
and exact description of the invention, such 
as will enable others skilled in the art to which 
it appertains to make and use the same, ref 
erence being had to the accompanying draw 
ings, and to the letters of reference marked 
thereon, which form a part of this specifica 
tion. 
The object of my invention is to provide a 

car-coupler in which the coupling pin shall 
be held up out of the way when the cars are 
uncoupled, but automatically dropped when 
the cars come together. 
The nature of my invention will be described 

below, and pointed out in the claims. 
Figure 1 is a plan view. Fig. 2 is a side 

elevation. Fig. 3 is a central vertical section. 
Fig. 4 is a detail of sliding plate. 
Like letters refer to like parts. 
A is the link and B is the draw-head. 
C is a rigid rod having at its outer end a 

head or enlargement b provided with a recess 
c, and near its inner end with a collar D, be 
tween which and the inner end of the draw 
head is a coiled spring E. By this means the 
draw-head has a play of an inch or more on 
said rod C, and when the cars are uncoupled 
the draw-heads are held in the same position 
outwardly. On the top of the draw-head is 
a sliding plate Fprovided with a rod G screw 
threaded at the top so as to be rigidly fas 
tened to the plate by a nut. From said rod 
a horizontal, curved spring H extends to a 
cleat L, which projects above plate F and is 
strongly fastened to the top of the draw-head. 
Plate F is recessed at d, or slotted, so as to 
move freely by cleat L, and the latter is cut 
away at e So that the plate can move inward, 
and at f to give the spring H a seat for its 
free end. Cleat L has an opening g for the 
coupling pin M, and the outer end of recess 
d in plate F terminates in a semi-circular cut 
away h. When the cars are uncoupled the 

5o spring Etends to draw plate Frearwardly. 
Thus when pin is pulled up the cut away h. 

is drawn into the circular groove k in the 
lower end of the pin, and the latter held from 
moving up or down. The rigid shoulder lon 
the pin is to prevent it from falling through 
the draw-head and getting lost. In order 
that rod G may have proper play the top of 
the draw-head is slotted at r. Collar D pre 
vents the draw-head from going back farther 
than the desired distance, at the Salme time. 
affording a seat for spring E. 
The operation is as follows: When the draw 

heads come together they move back against 
the spring one inch or more, or according to 
the adjustment made. Rod G then strikes 
against the rear of recess C in headb which 
causes rod G to be pushed outward in slot r 
one quarter of an inch or more. The plate F 
is also carried forward, the force of the spring 
Hbeing overcome. The pin M, which had been 
held up by the interlocking of the cut away 
h, and circular groove k, is now released and 
falls inside of the link, which has been pre 
viously properly entered. To uncouple, the 
pin is simply drawn up again, when the spring 
H will draw semi-circular recess h of plate F 
into groove lic, and the pin will be held up un 
till coupling again occurs. 

Having fully described my invention, what 
I claim, and desire to secure by Letters Pat 
ent, is 

1. The combination with a rigid rod C, con 
structed substantially as shown, of a movable 
draw - head provided with a sliding plate, 
adapted, substantially as described, to lock 
the coupling pin when raised and to release 
it when the cars come together, as set forth. 

2. The combination with rigid rod C hav 
ing head b with recess c, of a movable draw 
head, the cleat or guide L, the recessed, slid 
ing plate F having rounded portion h for en 
gaging with the groove k of pin M, depend 
ing rod G, and a spring E for moving said 
plate rearwardly when the draw-head is re 
leased from in Ward pressure or the coupling 
pin is lifted, as set forth. 
In testimony whereofIaffix my signature in 

presence of two witnesses. 
JEROME CASIMR SOULEYRET. 

Witnesses 
JNO. E. ROBERTS, 
N. D. STIGALL, 
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